NnuvoToN MA480 Series

...

NuMicro® Family

Arm® 32-bit Cortex®-M4 Microcontroller

M480 Series
Datasheet

The information described in this document is the exclusive intellectual property of
Nuvoton Technology Corporation and shall not be reproduced without permission from Nuvoton.

Nuvoton is providing this document only for reference purposes of NuMicro® microcontroller based
system design. Nuvoton assumes no responsibility for errors or omissions.

All data and specifications are subject to change without notice.

For additional information or questions, please contact: Nuvoton Technology Corporation.

Www.nuvoton.com

Feb 22, 2022 Page 1 of 525 Rev 3.03


http://www.nuvoton.com/

NnuvoTonN

M480 Series
TABLE OF CONTENTS
1 GENERAL DESCRIPTION .. oot 16
2 FEATURES. ... e e eaan 17
3 PARTS INFORMATION ..ottt e e e e e e e eaas 31
T B o= Tl = To [T Y/ o1 R SRSRPRRIN 31
3.2 M480 Series SeleCtion GUIAE........cccovereieieirieireseseee e 32
3.2.1 M481 Base Series (MABIXIDAE).......cccoi vt 32
3.2.2 M481 Base Series (M481XGCAE / M481XEBAE) .....ccccvvevieieineieeseeeeneeeesieas 33
3.2.3 M482 USB FS OTG Series (M482XIDAE)........cccccveinreenirieeireeserieieesiee e 34
3.2.4 M482 USB FS OTG Series (M482xGCAE / M482XE8BAE) ......ccccccvvvveviveneiriinienns 35
3.2.5 M483 CAN Series (MAB3XIDAE) ......cccovueiriirieieierieiisiestetete ettt st e essesaenees 36
3.2.6 M483 CAN Series (M483XGCAE / MA83XESBAE)........ccccovveuinineiirieiereieeeeeae 37
3.2.7 M484 USB HS OTG SEIES ....ccuerviieiiriiieiirienieieete ettt sttt sttt saeneste et saeneas 38
3.2.8 MA485 Cryplo SEIIES ..cuevviieiieiiieietesieee ettt sttt st et tesaeseetesaeseetesaeneas 39
3.2.9 M4BT Ethernet SEriEs.......ccooiviiiiirieiree ettt 40
3.3 M480 SeleCtion COUE ....cuoeeeieiieieriesesese ettt sne e 41
4 PIN CONFIGURATION . ...u ittt e e e e e e e e eanneeeaen 42
4.1 Pin Configuration.........cccocieieiiiicescceeeseee ettt sttt b e s n et na s 42
4.1.1 QFN-33 Pin Diagram ......cccccooeiiririeininieieieneiei ettt et 42
4.1.2 LQFP-48 Pin Diagram (0/1 USB FS) ...c.cociviiiiieeeeeee s 43
4.1.3 LQFP-64 Pin Diagram (0/1 USB FS) ....c.ccooirieiriieiicreecseeesee s 44
4.1.4 LQFP-64 Pin Diagram (0/1 USB FS With VBAT).....cccecetrrieiririeenrieerieenerie e 45
4.1.5 LQFP-64 Pin Diagram (1 USB HS) ......cccoctvirieirieiieecrteeesieeesieeee st 46
4.1.6 LQFP-64 Pin Diagram (USB FS + USB HS).......cccccvvriririereeeecseeesees 47
4.1.7 LQFP-128 Pin Diagram (1 USB FS) ...cooviieeeeesee et 48
4.1.8 LQFP-128 Pin Diagram (1 USB FS With VBAT)....c.cccveirreiineinrcineeneneceeeenes 49
4.1.9 LQFP-128 Pin Diagram (USB FS + USB HS) .......ccocvveiiieireeree e 50
4.1.10LQFP-128 Pin Diagram (USB FS + USB HS) ......cccececirreireerreeee s 51
4.1 11 LQFP-144 Pin Diagram ......ccceoieirieieiirieieesieieeseetetesiesesessesesessessesessensesessensesessensenes 52
4.2 MABXXIDAE Pin DESCIIPLON .....ecviiieeeectee ettt 53
4.2.1 M481 Series Pin DeSCriPON ......cc.ccviriirireece et 53
4.2.2 MA82 Series Pin DESCIIPLION ......ccccoveviiriiiceeeeeeesese ettt 70
4.2.3 MA483 Series Pin DESCIIPLION .......c.coceviieiiictieeeee et 99
4.2.4 MA484 Series Pin DeSCrIPHON ......ccciviriiirineree et 127
4.2.5 MA485 Series Pin DESCIIPLION .......c.cccoviiirieeeeeeeres e 155
4.2.6 MA87 Series Pin DeSCIIPHION ........ccoiiiriiieieeee e 183
4.3 M48xxEBAE/M48xXGCAE Pin Description ........ccccviveevievieiere e 215
4.3.1 M481 Series Pin DeSCrIPHON ......cc.civiriiirireree et 215
4.3.2 M482 Series Pin DESCIIPLION .......c.coevieiiicieeeee ettt 232
4.3.3 MA483 Series Pin DeSCIIPHION ........ccooiiiiiieieieee et 261

Feb 22, 2022

Page 2 of 525 Rev 3.03




NnuvoTonN

M480 Series
r—
4.4 MAB7TKMCAN Pin DeSCrIPtiON ......cccviiiieieiectecece ettt 289
5 BLOCK DIAGRAM ..o e e e e e ean 317
5.1 M480 BIOCK DI@Qram ........ccoeieiririirieieieieieiteeeie sttt s 317
6 FUNCTIONAL DESCRIPTION ... 319
6.1 Arm® COorteX®-MAF COrE ......c.ceeeeiieeeeieeeteeeteeeeee e 319
6.2 SYSIEM MANAGET .......eceitieeeeeee e a e st bt s reern s 322
B.2.1 OVEIVIBW ...ttt bttt st s b et be bbb s b 322
B.2.2 SYSIEM RESEL ... et 322
6.2.3 System Power DiStribUtion ...........ccooiiiriiininiee e 328
6.2.4 Power Modes and Wake-Up SOUICES........cccuerieriirierisenieeeiesienie e seeseeseeeesaensesnens 330
6.2.5 Power Modes and Power Level Transition..........c.ccccoevevvevieveecescie e 334
6.2.6 System MemOry Map.......ccviiririeeeee ettt 335
6.2.7 SRAM Memory OrginNization...........ccccevveieeeieienise e e s sae e e 338
B.2.8 BUS MALiX ...eeeiiiiieie ettt et sttt ettt ae st e e aeeaeenaeeans 341
6.2.9 HIRC AULO THIM .ottt ettt ettt e ae e e s ba e s aeeebeenreeans 341
6.2.10Register LOCK CONTIOL.........cccieieieieieie sttt ettt st e e snesae e saens 342
6.2.11 System TIMer (SYSTICK) ...ccociirieirieieieereeseee ettt 345
6.2.12Nested Vectored Interrupt Controller (NVIC) .......ccooveireeieereevesereeeevereie s 346
LS IC @1 To Tot Q@] a1 (o] |/ (S 347
B.3.T OVEIVIEW ..ttt st sttt b e s be e s sbe e e s s be e esestenens 347
6.3.2 ClOCK GENEIALON ..ottt ettt ettt s beebe e eteease s ebesaens 350
6.3.3 System Clock and SySTIiCK ClOCK ........ccccueveirrerireie e 351
6.3.4 PeripheralS CIOCK........ccceiiiieieieierese sttt st ee ettt st aeeraesseaesesaens 352
6.3.5 Power-down MOdE CIOCK........ccccciriiriiieirieeerese sttt sne s 353
LR TG O o Tor Q@ 11 { o 10 TSRS 353
B.3.7 USB CIOCK SOUICE ......ccvitictictieiieiecteee ettt ettt ettt a et e besbesbeeaeereeasensenbesaens 354
6.4 True Random Number Generator (TRNG)..........cccecevirieviciereceeeee e 355
B.4.1 OVEIVIEW ..ottt ettt et et e b e et e et e e te et e et e eabeerbesaeesraesaeeseenreeans 355
B.4.2 FRAMUINES ... bbb 355
6.5 Flash Memeory Controller (FMC).......cc.ooiiiirininereeceeeneseseseeeeeeee e 356
B.5.1 OVEIVIEW ...ttt ettt ettt et eab et e besbeebeessessesbe b e besbeebestsessessensensessens 356
B.5.2 FAMUIES ...ttt et ettt ettt et s s ra e saeenneeareeans 356
6.6 General PUrpose /0 (GPIO) ..ot 358
B.6.T OVEIVIEW ..ttt sttt st b e s bttt e st st st e e s be e e 358
B.6.2 FAMUIES ...ttt ettt et et e e s ba e aeereeareeans 358
6.7 PDMA Controller (PDMA) ......oovoeceetete ettt 359
B.7.1 OVEIVIEW ..ottt ettt et e b e et e et e e ba et e et e eabeeraestaesreesaeeneenreeans 359
B.7.2 FAMUIES ...ttt et sttt e et e s e re e aeeaeeneeeaes 359
6.8 Timer Controller (TMR) ....c.ooieeeceeee e 360

Feb 22, 2022 Page 3 of 525 Rev 3.03



NnuvoToN MA480 Series

...

B.8.1T OVEIVIEW ..ttt sttt b e s bbbt be bt sesbe e ene 360
B.8.2 FRAMUIES ..ottt bbbttt sne 360
6.9 Watchdog TiImer (WDT) ...c.eoieieirerereieeeee ettt e 362
5.9.1 OVEIVIEW ...oneieiiieee sttt sttt ettt et s be st st eae et et e besbesbesaeeseentensensenaens 362
B.9.2 FRAIUINES ..ottt bbbt nne 362
6.10  Window Watchdog Timer (WWDT)......ccvoerireeereeeeeeee e 363
B.T0.TOVEIVIEW ...ttt sttt sttt sttt se s be e e sesbe e ese st e e esesbeneesestenens 363
B.10.2F@ALUIMES ...ttt et bbb 363
6.11  Real TIMe CIOCK (RTC) .ueiiiiriirieieieeieeeeees ettt e 364
ST B I O A=Y Y/ 1= VAT 364
B.11.2F@ALUIES ...ttt ettt bbbt et e et nae 364
6.12 EPWM Generator and Capture Timer (EPWM).......ccccccoovnininenenencncnne 365
B.12. T OVEIVIEW ...ttt ettt st ettt et ettt e bttt aeeaeente st e besbesbesaeeseentensansanaens 365
B.12.2F@ALUMES ...ttt bbbttt nne 365
6.13 Basic PWM Generator and Capture Timer (BPWM) ........ccocviveneiiininenens 367
B. 13, TOVEIVIEW ..ttt sttt sttt sttt st e e esesbe e esesbe s esesteneesestenens 367
B.13.2F@ALUIES ... e bbb 367
6.14 Quadrature Encoder Interface (QEI)........ccccoeiiiiis 368
B.T4. TOVEIVIEW ...ttt sttt sttt st sttt st b e s be e e s sbe e e sesbe e esestenens 368
B.14.2F@ALUIES ...ttt ettt b bbbt ehe et ne et sae 368
6.15 Enhanced Input Capture Timer (ECAP) ... 369
B.15. TOVEIVIEW ...ttt sttt st bbbt st sttt 369
B.15.2F@ALUMNES ...ttt bbbt nne 369
6.16  UART Interface Controller (UART) .....cccooriririnineeeeeeseseseseeeeee e 370
B.16. TOVEIVIEW ...ttt sttt sttt ettt s be et s be e esesbe e esesbe s esesteneesestenens 370
B.16.2F@ALUIMES ... e bbbt 370
6.17 Ethernet MAC Controller (EMAC).......ccooiiirirereeeeeeeeseseeeeeeeeens 372
B. 17 TOVEIVIEW ...ttt sttt sttt st s e st e e s sbe e esesbe e enestenens 372
B.17.2F@ALIUIES ...ttt ettt bbbt e he et ne et sae 372
6.18 Smart Card Host Interface (SC).....ccoeviiieciieeeeeeeee e 373
B.18.TOVEIVIEW ...ttt bt bbbt be bbbt et 373
B.18.2F@ALUIMES ...t ettt b ettt nne 373
B.19  12S CONrOIEr (I2S)...eieeeieeeeeeeeeeeeteetee et 374
B.19. T OVEIVIEW ...ttt ettt ettt s b e s bt et st e st et e besbesbe s bt eneenteeensesaens 374
B.19.2F@ALUIES ...t e bbb 374
6.20 Serial Peripheral Interface (SPI)......c.cccoiviiiriniieceeeeeeee 375
B.20. TOVEIVIEW ...ttt sttt sttt sttt sttt e e st eesesbe e esesbe e esesbeneenestenens 375
B.20.2F@ALUIMES ...ttt b sbe st eae et neete e 375
6.21 Quad Serial Peripheral Interface (QSPI) .......ccooeveieieieeeeeeeeee 376

Feb 22, 2022 Page 4 of 525 Rev 3.03



NnuvoToN MA480 Series

...

B.21.TOVEIVIEW ...ttt sttt sttt st b e s bttt e st st s be e sesbe e e 376
B.21.2F@ALUIMES ...ttt bttt bbbttt nne 376
6.22 SPI Synchronous Serial Interface Controller (SPI Master mode)................. 377
B.22. T OVEIVIEW ...ttt sttt sttt et e et et e saesbeeaeene e s et e besaesbesaeeseentensensesaens 377
B.22.2F@ALUIMES ...ttt bbbt nae 377
6.23 I2C Serial Interface Controller (I2C) .......cccoeivieiieereiseeseeseese e 378
B.23. TOVEIVIEW ...ceeveeiieieeeee ettt sttt sttt st se st sbe st e s st e e e sesbe e ese st e e esesbeneesesbenens 378
B.23.2F@ALUIES ...t bbb 378
6.24 USCI - Universal Serial Control Interface Controller (USCI)........ccccceeveuenene 379
B.24. TOVEIVIEW .....eevieieeieieste ettt sttt et et et e st e e s teste et esa et et e saesteeseeseessessesbessestesseaseessensensessens 379
B.24.2F@ALUIMES ...ttt bbbt ne et nae 379
6.25 USCI = UART MOE......ooiieeieeicteetete ettt st 380
B.25. TOVEIVIEW ...ttt sttt ettt et sbe st st eae et et e besbesbesaeeseenteneensenaens 380
B.25.2F@ALUIMES ..ot bbbt nae 380
B8.26 USCI = SPIMOUE ..ottt e te et st sb e e e ra et 381
B.26. TOVEIVIEW ....ceeviieiieieeeiesiee sttt sttt sttt sttt ste e e sesbe e e sesbe e esesbe e esesbeneesesteneens 381
B.26.2F@ALUMES ...t bbbt 381
B.27  USCI = PG MOE......cuieeeeeeeeeeeeeeeeeeeeteee ettt 383
B.27. TOVEIVIEW ...ttt sttt sttt st st sttt st b e s be e e s sbe e e sesbe e esestenens 383
B.27 . 2F@ALUIES ...ttt bbbt ettt sae 383
6.28 Controller Area Network (CAN)......cooveiiiieeceeereeeee et 384
B.28.TOVEIVIEW ...ttt sttt bt st b e s bbbt sttt 384
B.28.2F@ALUIMES ...ttt bbbt nne 384
6.29 Secure Digital Host Controller (SDH).........cocoviviriniiiieinesenereeeeeeeeene 385
B.29. TOVEIVIEW ...ttt sttt sttt ettt st et e sesbe e esesbe e esesbe e esesbeneesesseneens 385
B.29.2F@ALUIES ...t e et 385
6.30 External Bus Interface (EBI) ..o 386
B.30.TOVEIVIEW ...ttt sttt sttt st b e st e e st sbe e e sesbe e esestenens 386
B.30.2FCALUMES ...ttt b bt et ne et sne 386
6.31 USB 1.1 Device Controller (USBD).......cccceviiieenieeercceeeseeeeie e 387
B.3T.TOVEIVIEW ...ttt sttt et b e bbbt be sttt 387
B.31.2F@ALUIES ...ttt ettt bbbttt nne 387
6.32 High Speed USB 2.0 Device Controller (HSUSBD) ........ccccovevevevvecierieennene, 388
B.32. T OVEIVIEW ...ttt sttt et ettt s bt eb e it eae et et e besbesbe s st eneeateneensesaens 388
B.32.2F@ALUIES ...ttt sttt 388
6.33 USB 1.1 Host Controller (USBH) ........cccooviiininicceeeeeceeeeeeeens 389
B.33.TOVEIVIEW ...ttt sttt sttt sttt sttt st et se st e e esesbe e esesbe e enestenens 389
B.33.2FCALUMES ...ttt e b ettt nae 389
6.34 USB 2.0 Host Controller (USBH).........ccccoveviiieeieceeeceeeseeeee e 390

Feb 22, 2022 Page 5 of 525 Rev 3.03



NnuvoToN MA480 Series

B.34. TOVEIVIEW ..ottt et te e et te et e st et e b e saestesseeseesae s essessessessesseessensensessens 390
B.34.2F@ALUMES ...ttt a e bbbttt nne 390
6.35 USB ON-The-G0 (OTG) ..ooieirieriiieieeeieiesesie sttt s 391
B.35.TOVEIVIEW ...ttt ettt etttk s be bt e st et et e besbesbesaeeseentensensenaens 391
B.35.2F@ALUMES ..ot b e bbb e 391
6.36 High Speed USB On-The-Go (HSOTG)....cccooveeenirieiieeeseeeere e 392
B.36. TOVEIVIEW ....ceevieeiieieeeiestee sttt sttt sttt se et st e et s be e esesbe e esesbe e esesbeneesestenens 392
B.36.2FCALUIMES ... bbb 392
6.37 CRC CONtroller (CRC).....coiiirirereieeieeetee sttt 393
B.37. TOVEIVIEW ...ttt sttt sttt st b e s bt se st et st sbe e esesbenene 393
B.37.2F@ALUIES ...ttt bttt bbbt ne b nae 393
6.38 Cryptographic Accelerator (CRYPTO) ....coooiiveciiieeeiceeeeeee e 394
B.38. T OVEIVIEW ...ttt ettt ettt e bt ete e e be e e ebeeebeeebeesabeeeaseeeabeeebeesabeeenteesares 394
B.38.2F@ALUIMNES ..ot b et nne 394
6.39 Camera Capture Interface Controller (CCAP) ......ccccceoieirininineneicieeeenne 396
B.39. TOVEIVIEW ....cetieeiieieeeiesteee ettt sttt sttt st sttt sbe e e sesbe e esesbe e esesbeneesesteneens 396
B.39.2F@ALUIES ...t bbb 396
6.40 Enhanced 12-bit Analog-to-Digital Converter (EADC) ........ccccveveieiiennennens 397
B.40.TOVEIVIEW ...ttt sttt sttt sttt st s e s be e e s sbe e esesbe e esestenens 397
B.40.2FCALUMES ..ottt bbb et ne et saen 397
6.41 Digital to Analog Converter (DAC).......coioieiiieeececeereeee e 399
B.41. TOVEIVIEW ...c.eeeieieeeeie ettt ettt e et e st e e saestesseeseesae s essessestesseesenseensensessens 399
B.41.2F@ALUIES ...ttt ettt bbbttt nne 399
6.42 Analog Comparator Controller (ACMP) ........cocoveriiiiiiiiininerereeeeeeeeeens 400
B.42. TOVEIVIEW ...ttt sttt sttt sttt ettt se s be st et s be e esesbe e esesbe e esesbeneesesseneans 400
B.42.2F@ALUIES ... e bbb 400
6.43  OP AMPIIfier (OPA) ..ottt 401
B.A3.TOVEIVIEW ..ttt ste et et e et e et e ebe et e et e eabeeatesaeesbeesaeenneeneeeans 401
B.43.2FCALUIES ..ottt bbbt et e et sae 401
6.44 Peripherals INterconnecCtion...........cccovvieiievievei s 402
B.44. TOVEIVIEW ...o.eeeieieeeie ettt et e sttt st et e st et e e saestesseeseesae s essessessessesseeseensensensens 402
6.44.2Peripherals Interconnect Matrix Table...........cccccoeviiireiceeec e 402
6.44.3FuNnctional DESCIIPLION........coiviiiriieree et e e 402

7 APPLICATION CIRCUIT ..uiiiiiiiiiie ettt e e ea e eaina e 406
7.1 Power Supply Scheme with External VREF ......cccovveeerireericiceseeee e 406
7.2 Power Supply Scheme with Internal VREF ....cccoovveecerieieiceeeee e 407
7.3 Power Supply Scheme with Vrer and External RTC with Battery Power.......... 408
7.4 Power Supply Scheme with Vrer and Internal RTC with Battery Power ........... 409
7.5 Peripheral Application SCheme ..o 410

Feb 22, 2022 Page 6 of 525 Rev 3.03




NnuvoTonN

MA480 Series

8 ELECTRICAL CHARACTERISTICS FOR M48XID/M487KMCAN .............. 412
8.1 Absolute Maximum RatingS........cocvirerieriiininenneseseee e 412
8.1.1 Voltage CharacteristiCs ........cocecivirieiienieiceeeeee e 412
8.1.2 Current CharacteristiCs .........cccocviriiiiinie e 412
8.1.3 Thermal CharacteristiCs .........c.cecuvveiireirrcierc e 412
8.1.4 EMC CharacteriStiCs .......ccoeieieieiiriiese ettt sae 413
8.1.5 Package Moisture Sensitivity(MSL)........ccccevieririnieircieeeeeee e 414
8.1.6 S0ldering Profil€........ccoiiiiieeiceeeeees et 415
8.2 General Operating ConditioNS .........ccovivieriniee e 416
8.3 DC Electrical CharacteriStiCS.........cccuvevieiiiririnirereseeceee e 417
8.3.1 Typical Current Consumption(M487XID) .......ccoeevieireneienieninireneeesesee e 417
8.3.2 Typical Current Consumption(M487KMCAN).......cccceecirieierierereriseseeeeeesienie e 424
8.3.3 On-chip Peripheral Current ConsSumMption ...........cccoieieieieierece e 428
8.3.4 WaAKEUP TIME ..ottt st sttt ettt et s be st s ene et e e ensesaens 429
8.3.5 PIN DC CharacCteristiCs ......c.cccveerriereirieirricinecreees et 430

8.4 AC Electrical CharacteriStiCs.........ceriririeniniee et 432
8.4.1 External 4~24 MHz High Speed Crystal (HXT) Characteristics...........c.ccceevrvnen. 432
8.4.2 External 4~24 MHz High Speed Clock Input (OSC) Characteristics.................... 433
8.4.3 External 32.768 kHz Low Speed Crystal (LXT) Characteristics...........c.cceervruenen. 434
8.4.4 External 32.768 kHz Low Speed Clock Input (OSC) Characteristics................... 435
8.4.5 12 MHz Internal High Speed RC Oscillator (HIRC) ......ccceoevvvvvinciieeieieeenins 435
8.4.6 10 kHz Internal Low Speed RC Oscillator (LIRC) ........cccocerieireneineneeneneeesieens 436
8.4.7 PLL CharacCteriStiCS.......cuvueiririeirierieisiesietsesee ettt ettt 436
8.4.8 PIN AC CharacCteriStiCS......cocevriririeirienieesieset ettt 436

8.5 Analog Electrical CharacteristiCs ...........ccevuririnenenenecceeseeseeeee e 438
8.5.1 LD Ottt bbbt 438
8.5.2 LOW-VOIAge RESEL......co.ooiiirieiieeee et e 438
8.5.3 Brown-0Ut DEtECION......c.ocvveuiirieircce e 438
8.5.4 POWEI-0N RESEL.....cuoiiii et sttt 439
8.5.5 Internal Voltage REfErencCe .........ocooveiriiiiiriicee e 439
8.5.8 12-DIt ADC ...tttk 440
8.5.7 TeMPEIAtUre SENSOI ......ccuicuiciieiieietece ettt ettt et e s beebe e ereease s ebesaens 443
8.5.8 Digital to Analog Converter (DAC).......cociviriirineeeeee et 443
8.5.9 Analog Comparator Controller (ACMP) ......cc.ccuverieireneiereeesereee e 445
8.5.100P AMPIIfIEr (OPA) ...ttt es 446

8.6 Flash DC Electrical CharacteriStiC...........ccoevvriririnenereeeeeesese e 447
8.7 17C Dynamic CharacteriStiCS...........cevuiuivieriiiereieieeeecieteeeeee et 448
8.8 SPI Dynamic CharacteriStiCS........coeviiviiiieiiciee e 449
8.9 1S Dynamic CharacteriStiCS ..........ccevuiuiiiiiieiiicieeeceeceee e 452
8.10 USCI - I2C Dynamic CharacteristiCs...........cooeveivieeieieeicieecceeeeeeeeee e 454

Feb 22, 2022 Page 7 of 525 Rev 3.03



NnuvoTonN

M480 Series
8.11 USCI - SPI Dynamic CharacteristiCs..........ccccovvevenieiecieeee e 455
8.12  USB CharacteriStiCS........cceciiiriririeieieieeesesese e 458
8.12.1USB FUI-SPEEM. ...ttt st se s 458
8.12.2USB Full-Speed PHY CharacteristiCs ..........cccooeviieiiiicieicieccce e 458
8.12.3USB High-Speed CharacteriStiCs ........c.ccoveviinineineeceeeceeee e 458
8.13 Ethernet CharacteristiCs........cccooveiiiiiieiicececeeee e 459
8.13. 1RMII INterface TiMING ....ccccveieieieieesere ettt aesesnens 459
8.13.2Ethernet PHY Management Interface Timing ........ccocoveevveneinencccsenecseeecsees 459
8.14  SDIO CharacteriStiCS ........ccuviriririerieieieeesese e 461
8.14.1Default MOde TIMING......cceiririeirierietreeese ettt 461
8.14.2SDIO Dynamic CharacteriStiCS .........cccoveerieieiieriiese et 461
8.15 SPI Flash Characteristics (MA87KMCAN) ......coeiverieriiieireneneesieeeeeeeeens 463
9 ELECTRICAL CHARACTERISTICS FOR M48XGC/M48XES8...................... 464
9.1 Absolute Maximum RatingS......c.cccovvviiiiiiiiceceeeesee e 464
9.1.1 Voltage CharacteriStiCS ........ccuevviiiririricieeeeeee e sae s 464
9.1.2 Current CharacteristiCs ........coocivireirenee e 464
9.1.3 Thermal CharacteriStiCS .......ccoceciviriririieiseeee et 466
9.1.4 EMC CharacCteriStiCS ......coueiririeiirierietrierets ettt st 467
9.1.5 Package Moisture Sensitivity(MSL).........ccocorueiriinrireneseeee e 468
9.1.6 Soldering Profile........cooiee e 469
9.2 General Operating ConditioNS .........ccocieeeiiiicieecee e e 470
9.3 DC Electrical CharacteriStiCS.........cccuveviiviiiririnireresesese et 471
9.3.1 Supply Current CharacteristiCs .........ccoovvirieieiiriesrcreeeeere e 471
9.3.2 On-Chip Peripheral Current Consumption ..........ccccoceeveeeieienene e 475
9.3.3 Wakeup Time from Low-Power MOdES..........cccoeveininninienineneneseeeeeeee e 476
9.3.4 1/O Current Injection CharacCteriStiCS .........cevvvviriririeeireeeerese e 478
9.3.5 1/O DC CharacCteristiCs.........ccovueiriirieiiienieisienietse sttt ne et neens 478
9.4 AC Electrical CharacteristiCs.........ocuvevieiiiririnireseeeeeese e 480
9.4.1 48 MHz Internal High Speed RC Oscillator (HIRC48M)........cccoeovvenrvinenninennn 480
9.4.2 12 MHz Internal High Speed RC Oscillator (HIRC) ......cccceoevvrevinieneeieieeenns 481
9.4.3 10 kHz Internal Low Speed RC Oscillator (LIRC) ........cccocerievireniecinenieeseneeesieens 482
9.4.4 External 4~24 MHz High Speed Crystal/Ceramic Resonator (HXT) Characteristics
483
9.4.5 External 4~24 MHz High Speed Clock Input Signal Characteristics.................... 485
9.4.6 External 32.768 kHz Low Speed Crystal/Ceramic Resonator (LXT) Characteristics
486
9.4.7 External 32.768 kHz Low Speed Clock Input Signal Characteristics................... 487
9.4.8 PLL CharacCteriStiCSs.......covueiririeirierietrierieesie ettt sttt 488
9.4.9 1/O AC CharaCteriStiCS ......coeeiiiiiirieresie ettt see 489
9.5 Analog CharacteriStiCs ........coeieiiiiciii e e 492

Feb 22, 2022 Page 8 of 525 Rev 3.03



NnuvoTonN

Feb 22, 2022

M480 Series
o ——YV ¥— Y2«
1S T8t T 5 TSR 492
9.5.2 Reset and Power Control Block Characteristics............ccocovevinieneinenecinenceseen, 492
9.5.3 12-Dit SAR ADC.......oi ettt ettt se e 494
9.5.4 TEMPEIAtUrE SENSOI ......ccicvieiieieiesiese ettt st a et e b e s aeste e eseesaeaensesaens 498
9.5.5 Analog Comparator Controller (ACMP) .........cceireiirinieireieesereee e 500
9.5.6 Digital to Analog Converter (DAC).......cooevieieieriereeeeeeeeee e 501
9.5.7 Internal Voltage REfEIENCE ........ccovvvviiiiciceeeeee et 503
9.6 Communications CharacteristiCs ........c.cooeieirierininereeee e 504
9.6.1 SPI Dynamic CharacteriStiCs........ccceoirirrireniririenieesereee et 504
9.6.2 SPI - 12S DyNamic CharacteriStiCS ..........ceeueveverreruererereeseeeeseeesesesessssssesessesesessssnnns 507
9.6.3 1S Dynamic CharacteriStiCS ...........ccouiueuereriiiiiieeieieiereteseeeeetete et 509
9.6.4 12C DynamicC CharacCteriStiCS........c.coueuruiueuriiieriieieisseieissiese et ssssesenas 511
9.6.5 USB CharacteriStiCS .........ccviriririiieiriereree et 512
9.6.6 SDIO CharacteriStiCS ........ccvvirieiriiieisiereese ettt 513
9.6.7 Camera Capture Interface (CCAP) CharacteristiCs .........ccceevenrinennencneninienn 515
9.7 Flash DC Electrical CharacteriStiCS.........coeviriririiereieeeeeesese e 516
LJOABBREVIATIONS ... e e e e e eaa s 517
101 ADDIreviatioNS .......co.oviiiiii s 517
11 PACKAGE DIMENSIONS ... 519
11.1 QFN 33L (5x5x0.8 mm?3 Pitch 0.5 MM) .....c.ccocoeiiiieeeicceeeeeee e 519
11.2  LQFP 48L (7x7x1.4 mm3 Footprint 2.0mMm) .........ccccceririreeinninieeerieeeeseeienans 520
11.3  LQFP 64L (7x7x1.4 mm3 footprint 2.0 Mm).......ccceeveirireiiinireeeiceeeeeeee, 521
11.4 LQFP 128L (14x14x1.4 mm3 footprint 2.0 mMm).......ccceeeeviriveeierreeeene, 522
11.5 LQFP 144L (20x20x1.4 mm3 footprint 2.0 mMm).......ccccceeevinireererireeeeene, 523
12 REVISION HISTORY oottt e e e e e eaas 524

Page 9 of 525 Rev 3.03




NnuvoTonN

MA480 Series
LIST OF FIGURES

Figure 4.1-1 QFN-33 Pin Diagram (0/1 USB FS) .....coocuiiiiiiiiiiiiiiiie ettt 42
Figure 4.1-2 LQFP-48 Pin Diagram (0/1 USB FS) ..ottt 43
Figure 4.1-3 LQFP-64 Pin Diagram (0/1 USB FS) ......cuuiiiiiiiiiiiiieeee e 44
Figure 4.1-4 LQFP-64 Pin Diagram (0/1 USB FS With VBAT) ...ccciouiiiiiiiiiieiiiiiee e 45
Figure 4.1-5 LQFP-64 Pin Diagram (L USB HS) ....cccooiiiiiiiiiiii et 46
Figure 4.1-6 LQFP-64 Pin Diagram (USB FS + USB HS) ... 47
Figure 4.1-7 LQFP-128 Pin Diagram (1 USB FS) .....coiiiiiiiiiiiiie et 48
Figure 4.1-8 LQFP-128 Pin Diagram (1 USB FS) .....ccoiiiiiiiiiee et e e e e 49
Figure 4.1-9 LQFP-128 Pin Diagram (USB FS + USB HS)........ccocceeiiiiiii et 50
Figure 4.1-10 LQFP-128 Pin Diagram (USB FS + USB HS).......ccceoiiiiiiiiiiiiee e 51
Figure 4.1-11 LQFP-144 PiN DIGOIAIM ....ccoiitiiieiiiiiee ettt ettt et et e e sibaee e s snbeeeesaans 52
Figure 5.1-1 NuMicro® M480 Block Diagram (M48XID)..........cccevverriiieriesieiiesiesieeiesesseessesne e 317
Figure 5.1-2 NuMicro® M480 Block Diagram (M487KMCAN) ........ccccuerereiieresieaieseeeeniesneeneenns 317
Figure 5.1-3 NuMicro® M480 Block Diagram (MABXGC) ........ccuevrruerierienieiiesiesteeiesieaseesaesseeseenns 318
Figure 5.1-4 NuMicro® M480 Block Diagram (MABXES)..........ccecueruireeriesieiiesiesieaiesiesseesieseeeseenns 318
Figure 6.1-1 Cortex®-MA4F BIOCK DIagram ..........ccveiiiiiieiiiiireeiie e st e stee e stesveenteesteesteesraesnneeneens 319
Figure 6.2-1 SYStem RESET SOUICES......ciii ittt e e e e e e s e seeb e eeaaa e an 323
Figure 6.2-2 NRESET ReSet WaVETOIM .......c..uiiiiiiiiiieee et 325
Figure 6.2-3 Power-on Reset (POR) WaVefOrM...........ccciiiiiiie it e e 325
Figure 6.2-4 Low Voltage Reset (LVR) WaVeform ........cccvvvviiie i 326
Figure 6.2-5 Brown-out Detector (BOD) WaVEefOrmM .........cc.eevveeiiiiiiiiiecce et ee e 327
Figure 6.2-6 NuMicro® M480 Power Distribution DIiagram ............ccceceereieiievesieerieseeeesie s 328
Figure 6.2-7 Power Mode State MacChiNe ...........ocuiiiiiiiiiiiiiie e 331
Figure 6.2-8 NuMicro® M480 Power Distribution DIiagram ............ccceeeevveieiievesieenieseeeesie e 335
Figure 6.2-9 SRAM BIOCK DIAGIAM .......eeiiiiiiiiiiiiiiee ettt e e e e sieneae s 338
Figure 6.2-10 SRAM MemOory OrganiZation ............ccoicuueeiiiiiiieeiiieee et 340
Figure 6.2-11 NuMicro® M480 Bus MatriX DIagram ...........cccceeveeeriiierienesiesieseeeie e seesee e e 341
Figure 6.3-1 Clock Generator Global View Diagram (M48XID/M487KMCAN) ........ccooviiiiieeneannnn. 348
Figure 6.3-2 Clock Generator Global View Diagram (M48XGC/MA8XES) .........cccveveiiiiiiiiieenaannnn. 349
Figure 6.3-3 Clock Generator BIOCK DIagram........c..coiiiiiiiiiiiaeaiaiiieie e e eaa e 350
Figure 6.3-4 System Clock BIOCK Diagrams .........cccoeeiiiiiiiiiiiie e st e e sesiiree e e e e e ssnrnreeeea e 351
Figure 6.3-5 HXT Stop ProteCt ProCeAUIE...........ceiiieiii et 352
Figure 6.3-6 SysTick Clock Control BIOCK Diagram ..........cccceveeeiiiiiiiiiieie e ceriiieee e seineeee e 352
Figure 6.3-7 Clock Output BIOCK Diagram ..........uceeieeeiiiiiiiiieeeeeesssiieeeeeee e s ssssnieeeeeee s s snsrnneeeeeeeeen 353
Figure 6.3-8 USB Clock Source (M48XID/MAB7TKMCAN) ...evvveeeiiiiiiieeeee e e eeetieeee e e e e e sernveenee e 354
Figure 6.3-9 USB Clock Source (MA8XGC/MABXES) ........cccuviiiiiuiiiiiiiiiiie it 354

Feb 22, 2022 Page 10 of 525 Rev 3.03



NnuvoToN MA480 Series

Figure 6.26-1 SPI Master Mode Application Block Diagram ..........cccccceeeeiiiiiiiieeeee e 381
Figure 6.26-2 SPI Slave Mode Application Block Diagram ..........ccccccevereeiiiiiiiiiieee e ceiiieeeee e 381
Figure 6.27-1 12C BUS TiMING ..eocveiiveeireeieeecee et eeteseteseteeeeeeeteestessaeesaeesntesnaeanbesssesssesasessneeaneeens 383
Figure 8.3-1 Current Consumption Versus Temperature in Normal Run Mode, Voo = 3.3V, All

Peripherals Disabled, PLL Source From HIRC ..........cocoiiiiiiiiiiieee e 418
Figure 8.3-2 Current Consumption Versus Temperature in Normal Run Mode, Voo = 3.3V, All

Peripherals Enabled, PLL Source From HIRC ..........ooooiiiiiiiiiiie s e e 418
Figure 8.3-3 Current Consumption Versus Temperature in Normal Run Mode, Voo = 3.3V, All

Peripherals Disabled, PLL Source From HXT .........coiiiiiiiiiiiiiieiiiiee e 419
Figure 8.3-4 Current Consumption Versus Temperature in Normal Run Mode, Voo = 3.3V, All

Peripherals Enabled, PLL Source From HXT .........coiiiiiiie e 419
Figure 8.3-5 Current Consumption Versus Temperature in Idle Mode, Voo = 3.3V, All Peripherals

Disabled, PLL Source From HIRC .........cccoiiiiiiieiieeiee e 421
Figure 8.3-6 Current Consumption Versus Temperature in Idle Mode, Voo = 3.3V, All Peripherals

Enabled, PLL Source From HIRC ...ttt 421
Figure 8.3-7 Current Consumption Versus Temperature in Idle Mode, Voo = 3.3V, All Peripherals

Disabled, PLL SOUICE From HXT ....oouuuiii ettt e s e e s ee e s e e e e e e eenbaaa s 422
Figure 8.3-8 Current Consumption Versus Temperature in Idle Mode, Voo = 3.3V, All Peripherals

Enabled, PLL SOUICE From HXT ......cooiiiiiiiiiiiie ittt 422
Figure 8.4-1 Typical Crystal Application CirCUIL...........cueiiiiiiiiiiiiiiii e 433
Figure 8.4-2 Typical Crystal Application CirCUIL...........cueiiiiiiiieiiiiiie e 435
Figure 8.5-1 Power-up Ramp CONAItION .......o.uuiiiiiiieii it a e 439
Figure 8.5-2 Typical Connection with Internal Voltage Reference ...........ccooocviiiiiiiiiiinn, 440
Figure 8.7-1 I2C TimiNg DIAQIaM .......ccueiiiiiiiieeieeete e st e et e ereesteesteesteesaeesabesnbeebeesteesteessaessneeseens 448
Figure 8.8-1 SPI Master Mode Timing DIiagram ...........cccuuiiiieeesiiiiiiiee e e e s e e e e ssrrrneeee e 449
Figure 8.8-2 SPI Slave Mode TimiNg DIagram ..........ccoiiciriiiiieeeiiiiiiiee e e e sesinireee e e e e e ssnrnreeeeaee e 451
Figure 8.9-1 IS Master Mode Timing DIagram ...........ccceevreeeeeeeieeieeieeseeeeieeeteesteeereseresseeeneeens 452
Figure 8.9-2 I12S Slave Mode Timing DIagram ...........c.coviieiuerieeeeireieesreste e sre e e e esae e 453
Figure 8.10-1 12C TiminNg DIAgram ........cceeviiuiiierieitieiesieeteeie e eseestesre e s e ste e sresteessesreeseebesneennenns 454
Figure 8.11-1 SPI Master Mode Timing DIAgram ...........ceeiiiiiieeiiieiee e seeeeee s 455
Figure 8.11-2 SPI Slave Mode Timing DIagram ..........c..eeieiiiriieiiiiie et sineee s 457
Figure 8.13-1 RMII Interface Timing DIiagram .........ccoiuuiiiriiiiiee ittt 459
Figure 8.13-2 Ethernet PHY Management Interface Timing Diagram..........ccccceeeeeeeiiniiiieeeneaennn. 460
Figure 8.14-1 SDIO Default MOUE .......cooiiiiiiiiiiiiii et a e e e e e e e 461
Figure 8.14-2 SDIO High-Speed MOTE .........ouiiiiiiieei et a e 462
Figure 9.1-1 Soldering Profile From J-STD-020C .........cccoiiiiiee e e e 469
Figure 9.4-1 Typical Crystal Application CirCUIt............cccuviiiiieeeiiiiiie e s e e 484
Figure 9.4-2 Typical 32.768 kHz Crystal Application CirCUit ...........ccccceeveeiiiiiiiiieee e 486
Figure 9.5-1 Power Ramp Up/Down CONItION ........ccooiiiiiiiiiie i ee e ssrieeee e e e snnrneeeee e 493
Figure 9.5-2 Typical Connection with Internal Voltage Reference ............ccoccovvveveviiiiiiciienneeen, 503

Feb 22, 2022 Page 11 of 525 Rev 3.03



NnuvoToN MA480 Series

...

Figure 9.6-1 SPI Master Mode Timing DIagram ..........cc.eeeeiuieieeiiieeeeiiiieeesiieeeeseeeeeesnnseeeesnseeeees 504
Figure 9.6-2 SPI Slave Mode TimiNg DIagram .........cccoiiciiiiiieeeiiisiiiee e e e s sssinteeee e e e s s senvnreeeeeee e 506
Figure 9.6-3 IS Master Mode Timing DIagram ..........cccceevreeeeeeeeeeeieeseeseesete e eteeereseresseeeneeens 507
Figure 9.6-4 I°S Slave Mode Timing DIagram .........cceccveeereieeeeeieeseeseeseesereeereesreessesesessesaneeens 508
Figure 9.6-5 IS Master Mode Timing DIagram ...........ccccovieeeeeeeeeeeee e e ee et e eteeeree e eae e 509
Figure 9.6-6 I°S Slave Mode Timing DIagraM .........c..covveeieeieeeeeeeeeeeeeeeeieeeteeeteeeteeeveeereseeeeeaeeas 510
Figure 9.6-7 12C TimMiNg DIAQIaM .......cceeiieiieeieeeteeeteeeteeeteeeeteeeteeeteesteeeaeesnaesteeeteesteeesesesesaneeenseeas 511
Figure 9.6-8 SDIO Default MOGE .........uuiiiiiiiiee et 513
Figure 9.6-9 SDIO High-Speed MOGE .........cuuiiiiiiiiiii et 514
Figure 9.6-10 Camera Capture Interface Timing Diagram ..........ccceeerieiieiiieiieniieee e 515

Feb 22, 2022 Page 12 of 525 Rev 3.03



NnuvoToN MA480 Series

List of Tables

Table 6.2-1 Reset Value Of REQISIEIS. .......uii it e 324
Table 6.2-2 POWEr MOAE TaADIE ... 330
Table 6.2-3 Power Mode Difference Table...........cooiiiiiii e 331
Table 6.2-4 Power Mode Definition Table ..........ccooiiiiiiiii e 331
Table 6.2-5 ClOCKS iN POWET MOUES .........oviiiiiiiei ettt 332
Table 6.2-6 Re-Entering Power-down Mode ConditioN...........c..uueiiiiiiiiiiiiiiiie e 334
Table 6.2-7 Address Space Assignments for On-Chip Controllers ............cccccceiiiiiiiiiiiiiee s 338
Table 6.2-8 SRAM OrganiZatiON.........cciiiiiiiieiiie s cciire e e e e s s s e e ee e e s s sntaaeeeeeessassnraeeeeaeessnnnnnes 339
Table 6.5-1 FMC Features Comparison Table at Different Chip...........cccccviveeeeiiiiiiiiiiieee e 357
Table 6.13-1 BPWM Features Comparison Table ..o 367
Table 6.16-1 M480 SerieS UART FEALUIES .......coiiiiiiiieiiiiie ettt e 371
Table 6.29-1 SDH Features Comparison Table ... 385
Table 6.38-1 Crypto Features Comparison Table at Different Chip..........ccccoocveiiiiiiiiiniine e, 395
Table 6.40-1 EADC Features Comparison Table...........cccieiiiiiiiiiiie e 398
Table 6.44-1 Peripherals Interconnect MatriX table............ccooiiiiiiiii e 402
Table 8.1-1 Voltage CharacCteriStiCS ........c.uuuuiiiiiaiiiiie et e e e e senees 412
Table 8.1-2 CUrrent CRAraQCLEIISTICS........cvvieeiiiiie ettt 412
Table 8.1-3 Thermal CharacCteriStiCS ..........oiiiiiiiiiiiie e 413
Table 8.1-4 EMS CharaCteriStiCS ... c.cuuuierrieiieeeiiie sttt et sne e nnne e 414
Table 8.3-1 Current Consumption in Normal RUn Mode............ccueeveeeeiiiiiiiiiccce e 417
Table 8.3-2 Current Consumption in [dle MOGE...........oueiiiiiiiiiiiiieec e 420
Table 8.3-3 Chip Current Consumption in Power-down MOdE...........ccoovviieiiiiine e 424
Table 8.3-4 Current Consumption in Normal Run Mode (Cache-0n).........cccocceveevnieeeniiene e, 424
Table 8.3-5 Current Consumption in Normal Run Mode (Cache-off)........ccccovviiiiiiiiniieen, 425
Table 8.3-6 Current Consumption in Idle Mode (Cache-0n) ..........ccoceeiiiiiiiiiiiie e 426
Table 8.3-7 Current Consumption in Idle Mode (Cache-off) .......coocviiiiiiiiiii e, 426
Table 8.3-8 Chip Current Consumption in POWer-down MOGE...........ccooviiiiiiiiiieeiniiee e 427
Table 8.3-9 Low-power Mode Wakeup TiIMINGS .........uuuiiiiiiiiiiiiiieeae et e e e e e 430
Table 8.3-10 PIN INPUL CRaraCleriStCS. .. . .uuueieieeiiiiiieieeee e ettt e e e e e e e e e e e e e e aenneee 430
Table 8.3-11 PIN Output CharaCteriStICS .......uuuiiaiiiiiiiiieeiee et e e et e e e e e e e e e e e e e aeneees 430
Table 8.3-12 NRESET PIN CharaCteriStiCS. .....cuuiuiiiieieriiieiiiie e siee et sree st nnne e 431
Table 8.4-1 External 4~24 MHz High Speed Crystal (HXT) Oscillator...........cccccoovvvvieeeeeeeeiiinns 433
Table 8.4-2 External 32.768 KHZ CryStal.........c.ccoiiiiiuiiiieie e s e e e e e e s e e e e e e s annnees 434
Table 8.4-3 1/O AC CharaCteriStiCS .......uueiriiiriieiiee et es 437
Table 9.1-1 Voltage CharacCteriStiCS ........ccuuuviiiiee i e e s e e e e e s s e e e e e e e annnnes 464
Table 9.1-2 CUrrent CharaCterISTICS . ......oivuiieiiiiie ettt e e e 465

Feb 22, 2022 Page 13 of 525 Rev 3.03



NnuvoToN MA480 Series

Table 9.1-3 Thermal CharacteriStCS ........c.cciiiiiiiiiiiie e 466
Table 9.1-4 EMS CharaCteriStiCS ... c.oivieriieirieeiiie it steee st e e e e snne e nnnee e 467
Table 9.1-5 ESD CRAraCteriSUCS .....ciiivieriieiiie sttt nnne e 467
Table 9.1-6 Electrical CharaCteriStCS .........cciiviiiiieiiee e 467
Table 9.1-7 Package Moisture SensSitiVity(IMSL)........coooiiiiieiiiiieeeiiie e 468
Table 9.1-8 Soldering Profile ... 469
Table 9.2-1 General Operating CONAItIONS..........ccooiiiiiiiiiiie e 470
Table 9.3-1 Current Consumption in Normal RUN MOde ............ccooiiiiiiiiiiiiii e 471
Table 9.3-2 Current Consumption in Idle MOde............coooiiiiiiiiiiii e 472
Table 9.3-3 Chip Current Consumption in POWer-down MOGE...........ccooviiiiiiiiiieeiniee e 474
Table 9.3-4 Peripheral Current CONSUMPLION ........oouuiiiiiiieee ittt e e e e e seeees 476
Table 9.3-5 Low-power Mode Wake-Up TimMINGS.........uuiiiiiaiiiiiiieeee et e e e e sinees 477
Table 9.3-6 1/0O Current Injection CharacCteristiCs ..........uuveeeiiiiiiiiiieeee e e e e 478
Table 9.3-7 1/O Input CharacteriStiCS.......cc.uuuiiiie e e e e s e e e e e e e annnnes 478
Table 9.3-8 1/O Output CharaCteriStiCS ........uuuiiieeiiiiiieieiei e e e e e creere e e e s s rr e e e e s s s e e e e e e e annnnes 479
Table 9.3-9 NRESET INpUt CharaCteriStiCS.........ccoiiiiiiiiiiie ettt 479
Table 9.4-148 MHz Internal High Speed RC Oscillator(HIRC) Characteristics............coccvveennnen. 480
Table 9.4-2 12 MHz Internal High Speed RC Oscillator(HIRC) Characteristics..............ccceevnnnee. 481
Table 9.4-3 10 kHz Internal Low Speed RC Oscillator(LIRC) Characteristics ..........ccccovveveennnen. 482
Table 9.4-4 External 4~24 MHz High Speed Crystal (HXT) Oscillator............cccccovviieenniineennnen. 483
Table 9.4-5 External 4~24 MHz High Speed Crystal CharacteristiCs...........cccoceevviiiiiiiieeeenn. 484
Table 9.4-6 External 4~24 MHz High Speed Clock Input Signal............ccccveeiiiiiiiiiiies 485
Table 9.4-7 External 32.768 kHz Low Speed Crystal (LXT) OSCillator ..........ccccoviiiiiiiiierenninnns 486
Table 9.4-8 External 32.768 kHz Low Speed Crystal CharacteristiCs...........cccccceviiniiiiieieneniinnns 486
Table 9.4-9 External 32.768 kHz Low Speed Clock Input Signal............cccoveeeeiiiiiiiiieeeeee s 487
Table 9.4-10 PLL CharaCteriStCS .......cuteivieiiiieiiie ittt ettt 488
Table 9.4-11 I/O AC CharaCeriStCS ... ..cciuieiriieriiieiiee ettt ettt e e e nree e e e nnnee e 491
Table 9.5-1 Reset and Power CoNtrol UNIt...........ooiiiiiiiiiieiiiieeie e 493
Table 9.5-2 ACMP CharaCteriStCS .......coiuiiiiiiiiiee ittt 500
Table 9.6-1 SPI Master Mode CharaCteriStCS.........uuviiiiiiieiiiiiie e 504
Table 9.6-2 SPI Slave Mode CharacteriStCS.........oiuiiiiiiiieeiiiee ettt 505
Table 9.6-3 12S CaraCEriStCS ... ..eiveevieiiierieite st eie sttt ste st se et ste et e ste e saeeteebesreeseestesneeseas 507
Table 9.6-4 12S CharaCteriStCS ... ..eiveereerteeieite et et st eee st etee e te e te st e st e steaneesaeereenbesaeeneeaeeeneeneas 509
Table 9.6-5 12C CharaCteriStCS ... ..eiviereeieeieie e cee sttt ettt et e steanaesaeereetesaeeneeseeeneeneas 511
Table 9.6-6 USB Full-Speed CharaCteriStCS .. .....uiiuuriiiieiae ettt e e e 512
Table 9.6-7 USB Full-Speed PHY CharacteristiCs .........ccieiiiiiiiiiiiieeee e iiriiiiieeeee e sesinieee e e e e e e snienns 512
Table 9.6-8 SDIO Default Mode TiMING .....uuveiiieeiiiiiiiieeee e s e e e s s e e e e e s s s saarre e e e e e e s snnnnes 513

Feb 22, 2022 Page 14 of 525 Rev 3.03



NnuvoToN MA480 Series

[ ————

Table 9.6-9 SDIO DynamicC CharaCteriStiCS.......uuuuiiiiieeiiiiieeeiiiee e siee e e stee e e sier e sree e s srbee e e eeeas 514
Table 9.6-10 Camera Capture Interface TimMiNg .......ccuueereeeiiiiiiiiiieee e e e e 515
Table 10.1-1 List of ADDIeVIAtIONS ......ccoiiiiiiiiiiiie e 518

Feb 22, 2022 Page 15 of 525 Rev 3.03



NnuvoToN MA480 Series

1 GENERAL DESCRIPTION

The NuMicro® M480 series microcontroller is embedded with Arm® Cortex®-M4F core with secure boot
and hardware cryptography which supports DSP instruction and integrated floating-point unit. The M480
series consists of six sub-series according to characteristics and applications. The M480 series supports
Flash size up to 2560 KB and SRAM size up to 160 KB. The operating frequency is up to 192 MHz with
175/130 pA/ MHz dynamic power consumption and the standby current can be lower to 1 pA.

The M480 series supports secure boot functionality, which provides a constant digital signature of
system software for identification during boot up to protect the integrity of Flash content from attack. The
embedded hardware cryptography engine provides fast and easy encryption, decryption, ID certification,
private key and public key features. Additionally, the M480 series supports 10/100Mbps Ethernet RMII,
high-speed USB 2.0 OTG, dual 12-bit 5 MSPS SAR ADC, camera interface and versatile peripherals,
eligible for 10T, industrial automation, sensor network, automotive device, RC aircraft, smart home,
network gateway and consumer electronics.

The NuMicro® M480 series consists of six sub-series:

. NuMicro® M481 Base series: high performance, low power consumption, versatile high speed
UART/SPI/I2C/PWM peripherals, eligible for data collector.

. NuMicro® M482 USB FS OTG series: Integrated USB 2.0 full speed interface with on-chip OTG
PHY, eligible for gaming or PC accessories.

. NuMicro® M483 CAN series: Integrated 2 or 3 sets of CAN 2.0B interfaces, 2 sets of USB 2.0
interfaces, dual ADC and up to 9 sets of UART interfaces, eligible for loV and industrial control

. NuMicro® M484 USB HS OTG series: Integrated 2 sets of USB 2.0 interface with op-chip full
speed and high-speed OTG PHY, eligible for data concentrator of USB sensor.

. NuMicro® M485 Crypto series: Integrated hardware cryptography engine and random number
generator for randomly fabricating the key for data encryption/decryption and certification, eligible
for fingerprint module, smart payment and secure USB device.

. NuMicro® M487 Ethernet series: Integrated 10/100Mbps Ethernet MAC with industrial standard
RMII interface for quickly implementing the network connection, eligible for industrial l1oT
gateway, UART-to-Ethernet converter, industrial automation, smart home, etc.

Series USB Full Speed USB High Speed CAN 2.0B Cryptography Ethernet

M481

M482

M483

M484

M485

< | = | =< | = | =
< | = | = | =

M487
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2 FEATURES

M480 Series

Core and System

Arm® Cortex®-M4F

Arm® Cortex® -M4F core, running up to 192 MHz

- 192 MHz at1.8V-3.6V; 160 MHz at 1.62V

Built-in Memory Protection Unit (MPU)

Built-in Nested Vectored Interrupt Controller (NVIC)
Hardware IEEE 754 compliant Floating-point Unit (FPU)

DSP extension with hardware divider and single-cycle 32-bit
hardware multiplier

24-bit system tick timer
Programmble and maskable interrupt
Low Power Sleep mode by WFI and WFE instructions

Brown-out Detector
(BOD)

Eight-level BOD with brown-out interrupt and reset option.
(3.0V/2.8V/2.6V/2.4V[2.2V/2.0V/1.8VI1.6V)

Low Voltage Reset (LVR)

LVR with 1.5V threshold voltage level.

Security

96-bit Unique 1D (UID).
128-bit Unique Customer ID (UCID).
One built-in temperature sensor with 1°C resolution.

Memories

Boot Loader
(M48xID/M487KMCAN)

Factory pre-loaded 32 KB mask ROM for secure boot procedure

Uses SHA-256 and AES-256 to validate data in APROM,
LDROM and external SPI Flash

Nuvoton ISP (In-System-Programming) tool for firmware
upgrade via UART and high speed USB device

ISP/IAP libraries

Boot Loader

Factory pre-loaded 8 KB mask ROM for secure boot procedure
Uses ECC to validate data in APROM, LDROM and external SPI

(M48xGC/M48xES8) Flash
Dual bank 512/256 KB on-chip Application ROM (APROM) for
Over-The-Air (OTA) upgrade. (M48xID)
Dual bank 512 KB on-chip Application ROM (APROM) for Over-
Flash The-Air (OTA) upgrade. (M487KMCAN)

Single bank 256/128 KB on-chip Application ROM (APROM).
(M48xGC/M48XES)

Four eXecute-Only-Memory regions for data protection.
(M48xGC/M48xEB)
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192 MHz maximum frequency, with performance at zero wait
cycle in continuous address read access

4 KB on-chip Flash for user-defined loader (LDROM)

8 KB non-readble Key Protection ROM (KPROM) for firmware
programming protection

4 KB non-readble Security Protection ROM (SPROM) for
intelectual property protection

3 KB One Time Programable (OTP) ROM for data security.
(M48xID/M487KMCAN)

2 KB One Time Programable (OTP) ROM for data security.
(M48xGC/M48XES8)

All on-chip Flash support 4 KB page erase
Fast Flash programming verification with CRC

On-chip Flash programming with In-Chip Programming (ICP), In-
System Programming (ISP) and In-Application Programming
(IAP) capabilities

Configurable boot up sources including boot loader, user-
defined loader (LDROM) or Application ROM (APROM)

Data Flash with configurable memory size
2-wired ICP Flash updating through SWD interface
32-bit/64-bit and multi-word Flash programming function

SRAM

Up to 160 KB on-chip SRAM includes: (M48xID/ M487KMCAN)

- 32 KB SRAM located in bank 0 that supports hardware parity
check and retenion mode; Exception (NMI) generated upon a
parity check error

- 96/32 KB SRAM located in bank 1

- 32 KB SRAM located in bank 2 that can be used as cache for
external SPI Flash memory

Up to 128/64 KB on-chip SRAM includes: (M48xGC/M48xEB8)

- 32 KB SRAM located in bank 0 that supports hardware parity
check and retenion mode; Exception (NMI) generated upon a
parity check error

- 96/32 KB SRAM located in bank 1

Byte-, half-word- and word-access
PDMA operation

Cyclic Redundancy
Calculation (CRC)

Supports CRC-CCITT, CRC-8, CRC-16 and CRC-32
polynomials

Programmable initial value and seed value

Programmable order reverse setting and one’s complement
setting for input data and CRC checksum

8-bit, 16-bit, and 32-bit data width

8-bit write mode with 1-AHB clock cycle operation
16-bit write mode with 2-AHB clock cycle operation
32-bit write mode with 4-AHB clock cycle operation

Feb 22, 2022

Page 18 of 525 Rev 3.03




NnuvoTonN

M480 Series

Uses DMA to write data with performing CRC operation

Peripheral DMA (PDMA)

16 independent and configurable channels for automatic data
transfer between memories and peripherals

Basic and Scatter-Gather transfer modes

Each channel supports circular buffer management using
Scatter-Gather Transfer mode

Stride function for rectangle image data movement
Fixed-priority and Round-robin priorities modes

Single and burst transfer types

Byte-, half-word- and word tranfer unit with count up to 65536
Incremental or fixed source and destination address

Clocks

External Clock Source

4~24 MHz High-speed eXternal crystal oscillator (HXT) for
precise timing operation

32.7688 kHz Low-speed eXternal crystal oscillator (LXT) for
RTC function and low-power system operation

Supports clock failure detection for external crystal oscillators
and exception generatation (NMI)

Internal Clock Source

48 MHz High-speed Internal RC oscillator (HIRC48M) dedicated
for crystal-less USB. (M48xGC/M48xES8)

12 MHz High-speed Internal RC oscillator (HIRC) trimmed to 2%
accuracy that can optionally be used as a system clock

10 kHz Low-speed Internal RC oscillator (LIRC) for watchdog
timer and wakeup operation

Up to 480 MHz on-chip PLL, sourced from HIRC or HXT, allows
CPU operation up to the maximum CPU frequency without the
need for a high-frequency crystal

Real-Time Clock (RTC)

Real-Time Clock with a separate power domain and
independent Vear pin. (M48xGC/M48xES8)

The RTC clock source includes Low-speed external crystal
oscillator (LXT)

The RTC block includes 80 bytes of battery-powered backup
registers, which can be cleared by tamper pins.
(M48xI1D/M487KMCAN)

The RTC block includes 20 bytes of battery-powered backup
registers, which can be cleared by tamper pins.
(M48xGC/M48xE8)

Supports 6 static and dynamic tamper pins
Able to wake up CPU from any reduced power mode

Supports +5ppm within 5 seconds software clock accuracy
compensation

Supports Alarm registers (second, minute, hour, day, month,
year)
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Supports RTC Time Tick and Alarm Match interrupt
Automatic leap year recognition
Supports 1 Hz clock output for calibration

Timers

32-bit Timer

TIMER

Four sets of 32-bit timers with 24-bit up counter and one 8-bit
pre-scale counter from independent clock source

One-shot, Periodic, Toggle and Continuous Counting operation
modes

Supports event counting function to count the event from
external pins

Supports external capture pin for interval measurement and
resetting 24-bit up counter

Supports chip wake-up function, if a timer interrupt signal is
generated

PWM

Eight 16-bit PWM counters with 12-bit clock prescale
Supports 12-bit deadband (dead time)

Up, down or up-down PWM counter type

Supports brake function

Supports mask function and tri-state output for each PWM
channel

Enhanced PWM (EPWM)

Twelve 16-bit counters with 12-bit clock prescale for twelve 192
MHz PWM output channels

Up to 12 independent input capture channels with 16-bit
resolution counter

Supports dead time with maximum divided 12-bit prescale
Up, down or up-down PWM counter type

Supports complementary mode for 3 complementary paired
PWM output channels

Synchronous function for phase control

Counter synchronous start function

Brake function with auto recovery mechanism

Mask function and tri-state output for each PWM channel
Trigger EADC or DAC to start conversion immediately.

Trigger EADC to start conversion after a short delay.
(M48xGC/M48xEB8)

Hardware short-circuit output check. (M48xGC/M48xE8)

Basic PWM (BPWM)

Two 16-bit counters with 12-bit clock prescale for twelve 192
MHz PWM output channels.

Up to 6 independent input capture channels with 16-bit
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resolution counter

Up, down or up-down PWM counter type

Counter synchronous start function

Mask function and tri-state output for each PWM channel
Able to trigger EADC to start conversion.

Watchdog

18-bit free running up counter for WDT time-out interval

Supports multiple clock sources from LIRC (default selection),
HCLK/2048 and LXT with 8 selectable time-out period

Able to wake up system from Power-down or Idle mode
Time-out event to trigger interrupt or reset system

Supports four WDT reset delay periods, including 1026, 130, 18
or 3 WDT_CLK reset delay period

Configured to force WDT enabled on chip power-on or reset.

Window Watchdog

Clock sourced from HCLK/2048 or LIRC; the window set by 6-bit
counter with 11-bit prescale

Suspended in Idle/Power-down mode

Analog Interfaces

Enhanced Analog-to-
Digital Converter (EADC)

(M48xID/M487KMCAN)

One 12-bit, 19-ch 5 MSPS SAR EADC with up to 16 single-
ended input channels or 8 differential input pairs; 10-bit accuracy
is guaranteed.

Three internal channels for Vear, band-gap VBG input and
Temperature sensor input

Supports external Vrer pin or internal reference voltage Vrer:
1.6V, 2.0V, 2.5V, and 3.0V.

Two power saving modes: Power-down mode and Standby
mode

Supports calibration capability.

Analog-to-Digital conversion can be triggered by software
enable, external pin, Timer 0~3 overflow pulse trigger or PWM
trigger.

Configurable EADC sampling time.
Double data buffers for sample module 0~3.
PDMA operation.

Enhanced Analog-to-
Digital Converter (EADC)

(M48xGC/M48XES)

One 12-bit, 19-ch 5 MSPS SAR EADC with up to 16 single-
ended input channels or 8 differential input pairs; 10-bit accuracy
is guaranteed.

One 12-bit, 16-ch 5 MSPS SAR EADC with up to 16 single-
ended input channels or 8 differential input pairs; 10-bit accuracy
is guaranteed.

Three internal channels for Vear, band-gap VBG input and
Temperature sensor input

Supports external Vrer pin or internal reference voltage Vrer:
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1.6V, 2.0V, 2.5V, and 3.0V.

Two power saving modes: Power-down mode and Standby
mode

Supports calibration capability.

Analog-to-Digital conversion can be triggered by software
enable, external pin, Timer 0~3 overflow pulse trigger or PWM
trigger.

Configurable EADC sampling time.

Double data buffers for sample module 0~3.
Supports simultaneously trigger mode.
PDMA operation.

Digital-to-Analog
Converter (DAC)

12-bit, 1 MSPS voltage type DAC with 8-bit mode and 8ys rail-
to-rail settle time.

Maximum output voltage AVop -0.2V at buffer mode

Digital-to-Analog conversion triggered by Timer0~3, EPWMO,
EPWM1, external trigger pin to start DAC conversion or
software.

Supports group mode for synchronized data update of two
DACs. (M48xID/M487KMCAN)

PDMA operation

Analog Comparator
(ACMP) .

Two rail-to-rail Analog Comparators.
Supports four multiplexed I/O pins at positive input.

Supports I/O pins, band-gap, DAC, and 16-level Voltage divider
from AVbp or Vrer at negative input

Supports four programmable propagation speeds for power
saving

Supports wake up from Power-down by interrput

Supports triggers for brake events and cycle-by-cycle control for
PWM

Supports window compare mode and window latch mode.

Supports programmable hysteresis window: OmV, 10mV, 20mV
and 30mV

Operational Amplifier .
(OPA)

(M48xID/M487KMCAN)

Three Operational Amplifiers with 0~AVpp input voltage range.

OPA schmitt trigger buffer output used as the interrupt source of
comparator.

Communication Interfaces

Low-power UART

Low-power UARTSs with up to 17.45 MHz baud rate.

Auto-Baud Rate measurement and baud rate compensation
function.

Supports low power UART (LPUART): baud rate clock from
LXT(32.768 kHz) with 9600bps in Power-down mode even
system clock is stopped.
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16-byte FIFOs with programmable level trigger
Auto flow control ( nCTS and nRTS)

Supports IrDA (SIR) function

Supports LIN function on UARTO and UART1
Supports RS-485 9-bit mode and direction control

Supports nCTS, incoming data, Received Data FIFO reached
threshold and RS-485 Address Match (AAD mode) wake-up
function in idle mode.

Supports hardware or software enables to program nRTS pin to
control RS-485 transmission direction

Supports wake-up function
8-bit receiver FIFO time-out detection function

Supports break error, frame error, parity error and
receive/transmit FIFO overflow detection function

PDMA operation.

Smart Card Interface

ISO-7816-3 which are compliant with ISO-7816-3 T=0, T=1
Supports full duplex UART function.

4-byte FIFOs with programmable level trigger
Programmable guard time selection (11 ETU ~ 266 ETU)

One 24-bit and two 8 bit time-out counters for Answer to
Request (ATR) and waiting times processing

Auto inverse convention function
Stop clock level and clock stop (clock keep) function
Transmitter and receiver error retry function

Supports hardware activation, deactivation and warm reset
sequence process

Supports hardware auto deactivation sequence after card
removal.

12C

Three sets of I12C devices with Master/Slave mode

Supports Standard mode (100 kbps), Fast mode (400 kbps),
Fast mode plus (1 Mbps) and High speed mode (3.4Mbps)

Supports 10 bits mode
Programmable clocks allowing for versatile rate control

Supports multiple address recognition (four slave address with
mask option)

Supports SMBus and PMBus
Supports multi-address power-down wake-up function
PDMA operation

SPI Master (SPI Flash)
(M48xID)

Maximum 32 MB external SPI Flash memory with standard (1-
bit), dual (2-bit) and quad (4-bit) transfer mode.

32 KB cache memory for enhancing program execution
performance.
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* 64-bit key length for code protection.

* DMA mode for code transfer between SPI Flash memory and
SRAM.

* SPI Master function with 8-, 16-, 24-, and 32-bit length of
transaction and burst mode operation, which can
transmit/receive data up to four successive transactions in one
transfer.

e Supports eXcute-In-Place (XIP)

* SPI Quad controller with Master/Slave mode, up to 96 MHz at
2.7V~3.6V stsyem voltage.

e Supports Dual and Quad I/O Transfer mode

e Supports one/two data channel half-duplex transfer.
(M48xID/M487KMCAN)

e Supports one data channel half-duplex transfer.
(M48xGC/M48xEB8)

e Supports double data rate mode. (M48xGC/M48xES8)
Quad SPI * Supports receive-only mode
* Configurable bit length of a transfer word from 8 to 32-bit

* Provides separate 8-level depth transmit and receive FIFO
buffers

e Supports MSB first or LSB first transfer sequence

e Supports the byte reorder function

e Supports Byte or Word Suspend mode

e Supports 3-wired, no slave select signal, bi-direction interface
* PDMA operation.

e SPI/I2S controllers with Master/Slave mode.

* SPI/I1?S provides separate 4-level of 32-bit (or 8-level of 16-bit)
transmit and receive FIFO buffers.

* Up to 96 MHz in both Master/Slave mode @ 2.7V-3.6V
e Configurable bit length of a transfer word from 8 to 32-bit.
* MSB first or LSB first transfer sequence.
e Byte reorder function.

SPI/I1?S
e Supports Byte or Word Suspend mode.

e Supports one data channel half-duplex transfer.

e Supports receive-only mode.

* Supports mono and stereo audio data with 8-, 16-, 24- and 32-
bit audio data sizes.

* Supports PCM mode A, PCM mode B, I?S and MSB justified
data format.

* PDMA operation.
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e One set of I2S interface with Master/Slave mode.

e Supports mono and stereo audio data with 8-, 16-, 24- and 32-
bit word sizes.

e Two 16-level FIFO data buffers, one for transmitting and the
other for receiving.

e Supports I1?S protocols: Philips standard, MSB-justified, and
1°S LSB-justified data format.

e Supports PCM protocols: PCM standard, MSB-justified, and
LSB-justified data format.

* PCM protocol supports TDM multi-channel transmission in one
audio sample; the number of data channel can be setas 2, 4, 6
or 8.

* PDMA operation.

e Two sets of USCI,configured as UART, SPI or I?C function.
e Supports single byte TX and RX buffer mode
UART

e Supports one transmit buffer and two receive buffers for data
payload.

e Supports hardware auto flow control function and programmable
flow control trigger level.

e 9-bit Data Transfer.

e Baud rate detection by built-in capture event of baud rate
generator.

* Supports wake-up function.
* PDMA operation.

_ _ * Supports Master or Slave mode operation.
Universal Serial Control

Interface (USCI) e Supports one transmit buffer and two receive buffer for data
payload.

(M48xID/M48TKMCAN) e Supports additional receive/transmit 16 entries FIFO for data
payload.

e Configurable bit length of a transfer word from 4 to 16-bit (SPI
Quad transmission only supports 8 to 16-hit of word length).

* Supports MSB first or LSB first transfer sequence.

e Supports Word Suspend function.

* Supports 3-wire, no slave select signal, bi-direction interface.
* Supports wake-up function: input slave select transition.

* PDMA operation.

e Supports master and slave device capability.

e Supports one transmit buffer and two receive buffer for data
payload.

* Communication in standard mode (100 kbps), fast mode (up to
400 kbps), and Fast mode plus (1 Mbps).
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Supports 10-bit mode.
Supports 10-bit bus time out capability.
Supports bus monitor mode.

Supports power-down wake-up by data toggle or address
match.

Supports multiple address recognition.
Supports device address flag.
Programmable setup/hold time.

Controller Area Network
(CAN)

CAN 2.0B controllers.

Each supports 32 Message Objects; each Message Object has
its own identifier mask.

Programmable FIFO mode (concatenation of Message Object).

Disabled Automatic Re-transmission mode for Time Triggered
CAN applications.

Supports power-down wake-up function.

Secure Digital Host
Controller (SDHC)

Secure Digital Host Controllers are compliant with SD Memory
Card Specification Version 2.0.

Supports 50 MHz to achieve 200 Mbps at 3.3V operation.

Supports dedicated DMA master with Scatter-Gather function to
accelerate the data transfer between system memory and
SD/SDHC/SDIO card.

External Bus Interface

Supports up to three memory banks with individual adjustment
of timing parameter.

Each bank supports dedicated external chip select pin with
polarity control and up to 1 MB addressing space.

8-/16-bit data width.
Supports byte write in 16-bit data width mode.

(EBI) Configurable idle cycle for different access condition: Idle of
Write command finish (W2X) and Idle of Read-to-Read (R2R).
Supports Address/Data multiplexed mode.
Supports address bus and data bus separate mode.
Supports LCD interface i80 mode.
PDMA operation.
Supports four I/0O modes: Quasi bi-direction, Push-Pull output,
Open-Drain output and Input only with high impendence mode.
Selectable TTL/Schmitt trigger input.

SPIO Configured as interrupt source with edge/level trigger setting.

Supports independent pull-up/pull-down control.
Supports high driver and high sink current 1/O.
Supports software selectable slew rate control.
Supports 5V-tolerance function except analog 1/O.
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Control Interfaces

Quadrature Encoder
Interface (QEI)

Two QEI phase inputs (QEI_A, QEI_B) and one Index input
(QEI_INDEX).

Supports 2/4 times free-counting mode and 2/4 compare-
counting mode.

Supports encoder pulse width measurement mode with ECAP.

Enhanced Capture
(ECAP)

Input Capture Timer/Counter

Supports three input channels with independent capture counter
hold register.

24-bit Input Capture up-counting timer/counter supports
captured events reset and/or reload capture counter.

Supports rising edge, falling edge and both edge detector
options with noise filter in front of input ports.

Supports compare-match function.

Advanced Connectivity

USB 2.0 Full Speed with
on-chip transceiver

USB 2.0 Full Speed OTG (On-The-Go)

On-chip USB 2.0 full speed OTG transceiver.
Compliant with USB OTG Supplement 2.0
Configurable as host-only, device-only or ID-dependent

USB 2.0 Full Speed Host Controller

Compliant with USB Revision 1.1 Specification.

Compatible with OHCI (Open Host Controller Interface)
Revision 1.0.

Supports full-speed (12Mbps) and low-speed (1.5Mbps) USB
devices.

Supports Control, Bulk, Interrupt, Isochronous and Split
transfers.

Integrated a port routing logic to route full/low speed device to
OHCI controller.

Supports an integrated Root Hub.
Supports port power control and port over current detection.
Built-in DMA.

USB 2.0 Full Speed Device Controller

Compliant with USB Revision 2.0 Specification.

Supports suspend function when no bus activity existing for 3
ms.

12 configurable endpoints for configurable Isochronous, Bulk,
Interrupt and Control transfer types.

1024 bytes configurable RAM for endpoint buffer.
Remote wake-up capability.
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Supports crystall-less features. (M48xGC/M48xE8)
USB 2.0 link power management. (M48xID/M487KMCAN)

USB 2.0 High Speed OTG (On-The-Go)

On-chip USB 2.0 high speed OTG transceiver.
Compliant with USB OTG Supplement 2.0.
Configurable as host-only, device-only or ID-dependent.

USB 2.0 High Speed Host Controller

USB 2.0 High Speed with
on-chip transceiver

(M48xID/M487TKMCAN)

Compliant with USB Revision 2.0 Specification.

Compatible with EHCI (Enhanced Host Controller Interface)
Revision 1.0.

Compatible with OHCI (Open Host Controller Interface)
Revision 1.0.

Supports high-speed (480Mbps), full-speed (12Mbps) and low-
speed (1.5Mbps) USB devices.

Integrated a port routing logic to route full/low speed device to
OHCI controller.

Supports an integrated Root Hub.
Built-in DMA.

USB 2.0 High Speed Device Controller

Compliant with USB Revision 2.0 Specification.

Supports one dedicate control endpoint and 12 configurable
endpoints; each can be Isochronous, Bulk or Interrupt and either
IN or OUT direction.

4096 bytes configurable RAM for endpoint buffer and up to 1024
bytes maximum packet size.

Three different operation modes of an in-endpoint: Auto
Validation mode, Manual Validation mode and Fly mode.

Suspend, resume and remote wake-up capability.
Built-in DMA.

Ethernet MAC
(M48xID/M487KMCAN) °

IEEE Std. 802.3 CSMA/CD protocol.

Ethernet frame time stamping for IEEE Std. 1588 — 2002
protocol.

Supports both half and full duplex for 10 Mbps or 100 Mbps
operation.

RMII (Reduced Media Independent Interface) and serial
management interface (MDC/MDIO).

Pause and remote pause function for flow control.

Long frame (more than 1518 bytes) and short frame (less than
64 bytes) reception.

CAM function for Ethernet MAC address recognition.

Supports Magic Packet recognition to wake system up from
Power-down mode.

Built-in DMA.
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Digital Camera Interface

e Supports CCIR601, CCIR656 and 4-bit interfaces for CMOS
sensor.

* Color format for data input supports YUV4:2:2 and RGB565.
Camera Capture

Interface (CCAP) e Color format for data output supports YUV4:2:2, RGB565,

(M48xGC/MA4BXES) RGB555 and Y-only.
e Supports 1-bit Y(luminance) output with 8-bit threshold setting
for image thresholding.

* Supports image cropping and downscaling.

Cryptography Accelerator

* Hardware ECC accelerator.

* Supports 192-bit and 256-bit key length.

e Supports both prime field GF(p) and binary field GF(2™).

e Supports NIST P-192, P-224, P-256, P-384 and P-521 curve

sizes.
Elliptic Curve
Cryptography (ECC) . Supports NIST B-163, B-233, B-283, B-409 and B-571 curve
sizes.
(M48xID/M487KMCAN)
e Supports NIST K-163, K-233, K-283, K-409 and K-571 curve
sizes.

e Supports point multiplication, addition and doubling operations
in GF(p) and GF(2™).

e Supports modulus division, multiplication, addition and
subtraction operations in GF(p).

e Hardware AES accelerator.

* Supports 128-bit, 192-bit and 256-bit key length and key
Advanced Encryption expander, and is compliant with FIPS 197.

Standard (AES) « Supports ECB, CBC, CFB, OFB, CTR, CBC-CS1, CBC-CS2 and
CBC-CS3 block cipher modes

e Compliant with NIST SP800-38A and addendum.

Data Encryption e Hardware DES accelerator.

Standard (DES) « Supports ECB, CBC, CFB, OFB, and CTR block cipher mode.
(M48xID/M487KMCAN)  «  Compliant with FIPS 46-3.

e Hardware Triple DES accelerator.
Triple Data Encryption  «  supports two or three different keys in each round.
Standard (3DES) )
e Supports ECB, CBC, CFB, OFB, and CTR block cipher mode.

(M48xID/M487TKMCAN) ¢ Implemented based on X9.52 standard and compliant with FIPS
SP 800-67.
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e Hardware SHA accelerator.

s Hash Algorith Supports SHA-160, SHA-224, SHA-256, SHA-384 and SHA-
ecure Hash Algorithm 512. (M48xID/M487KMCAN)

(SHA)
* Supports SHA-256. (M48xID/M487KMCAN)
e Compliant with FIPS 180/180-2.

e Hardware HMAC accelerator.

keyed-Hash Message e Supports HMAC-SHA-160, HMAC-SHA-224, HMAC-SHA-256,
Authentication Code HMAC-SHA-384, and HMAC-SHA-512. (M48xID/M487KMCAN)

(HMAC) + Supports HMAC-SHA-256. (M48xID/M487KMCAN)
e Compliant with FIPS 180/180-2.

True Random Number  « 800 random bits per second.
Generator (TRNG)

(M48xGC/M48xEB8)
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3 PARTS INFORMATION

3.1 Package Type

M480 Series

Part No. QFN33 LQFP48 LQFP64 LQFP128 LQFP144
M481SGCAE
M481ZGCAE M481LGCAE
M481SIDAE
M481 M481ZIDAE M481LIDAE
M481SESAE
M481ZESAE M481LESAE
M481SGCAE2A
M482ZGCAE M482LGCAE M482SGCAE
M482KGCAE
M482 M482ZIDAE M482LIDAE M482SIDAE
M482KIDAE
M482ZESAE MA482LEBAE M482SESAE
M483SGCAE
M483KGCAE
M483SIDAE
M483 M483KIDAE
M483SESAE
M483KGCAE2A
M483SGCAE2A
M484SIDAE
M484 M484KIDAE
M484SIDAE2U
M485 M485LIDAE M485SIDAE M485KIDAE
M487KIDAE
M487 M487SIDAE M487JIDAE
M487KMCAN
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3.2 M480 Series Selection Guide

3.2.1 M481 Base Series (M481xIDAE)

M481
PART NUMBER
ZIDAE | LIDAE | SIDAE
Flash (KB) 512
SRAM (KB) 160 (include 32 KB cache for XIP)
ISP Loader ROM 4
(KB)
IS 26 | 41 | 52
32-bit Timer 4
Peripheral DMA 16
Tamper - I - I 1
LPUART 6
1ISO-7816 3
SPI Master 1 (Support XIP)
-~ Quad SPI 1
E SPI/I2S 3 3 | 4
Q 1S 1
£ 12C 3
[e]
© uscClI 2
CAN -
LIN
SDHC 1 2 2
16-bit PWM 24
QEI 1
ECAP - 1 1
USB 2.0 FS OTG
USB 2.0 HS OTG -
12-bit ADC 10 12 16
12-bit DAC 2
Analog Comparator 2
P amplitier . ? 2
Ethernet -
Cryptography -
External Bus - N v
Interface
Package QFN 32 LQFP 48 LQFP 64
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3.2.2

M481 Base Series (M481xGCAE / M481xE8AE)

M480 Series

PART NUMBER

M481

ZEBAE ZGCAE

LESAE

LGCAE

SESAE

SGCAE

SGCAE2A

Flash (KB)
(Support XOM)

128 256

128

256

128 256

256

SRAM (KB)

64 128

64

128

64 128

128

ISP Loader ROM (KB)

110

26

41

52

52

32-bit Timer

Peripheral DMA

Tamper

LPUART

ISO-7816

N
Rlol—5(sF—»

SPI Master

Quad SPI

N

SPI/I’S

12s

I’C

Connectivity

Wl

USCI

CAN

LIN

SDHC

16-bit PWM

24

QEI

ECAP

USB 2.0 FS OTG

USB 2.0 HS OTG

12-bit ADC

10

12

16

8+8

12-bit DAC

Analog Comparator

1
2

Operational Amplifier

Ethernet

Cryptography

AES-256

TRNG

\/

External Bus Interface

\/

\/

\/

Camera Interface

\/

\/

Package

QFN33

LQFP 48

LQFP 64

LQFP 64
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3.2.3 M482 USB FS OTG Series (M482xIDAE)
M482
PART NUMBER
ZIDAE LIDAE SIDAE KIDAE
Flash (KB) 512
SRAM (KB) 160 (include 32 KB cache for XIP)
ISP Loader ROM (KB) 4
/0 26 41 | 52 100
32-bit Timer 4
Peripheral DMA 16
Tamper - - | 1 6
LPUART 6
ISO-7816 3
SPI Master 1 (Support XIP)
- Quad SPI 1
E SPIPS 3 3 | 4 4
] 1’s 1
g 2C 3
o]
© USCI 2
CAN -
LIN 2
SDHC 2
16-bit PWM 24
QEI 1 2 2 2
ECAP - 1 1 2
USB 2.0 FS OTG J
USB 2.0 HS OTG -
12-bit ADC 10 12 | 16 16
12-bit DAC 2
Analog Comparator 2
Operational Amplifier 1 2 | 2 3
Ethernet -
Cryptography -
External Bus Interface - v N N
Package QFN33 LQFP 48 LQFP 64 LQFP 128
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3.24

M482 USB FS OTG Series (M482xGCAE / M482xE8AE)

M480 Series

PART NUMBER

M482

ZEBAE

ZGCAE

LESAE

LGCAE

SESAE

SGCAE

KGCAE

Flash (KB)
(Support XOM)

128

256

128

256

128

256

256

SRAM (KB)

64

128

64

128 64

128

128

ISP Loader ROM (KB)

110

26

41

52

100

32-bit Timer

Peripheral DMA

Tamper

LPUART

ISO-7816

N
Rlo5[sF—»

SPI Master

Quad SPI

N

SPI/I’S

12s

I’C

Wl

Connectivity

USCI

CAN

LIN

SDHC

16-bit PWM

24

QEI

ECAP

USB 2.0 FS OTG

\ (Crystal-less)

USB 2.0 HS OTG

12-bit ADC

10

12

16

16

12-bit DAC

Analog Comparator

|
1
2

Operational Amplifier

Ethernet

Cryptography

AES-256

TRNG

\/

External Bus Interface

\/

\/

\/

Camera Interface

\/

\/

Package

QFN33

LQFP 48

LQFP 64

LQFP 128
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3.2.5 M483 CAN Series (M483xIDAE)

M483
SIDAE KIDAE
Flash (KB) 512

SRAM (KB) 160 (include 32 KB cache for XIP)

ISP Loader ROM

(KB)

110 44

32-bit Timer

Peripheral DMA

Tamper 1

LPUART

1ISO-7816

SPI Master

Quad SPI

SPI/I?S

12s

12C

USCI

CAN

LIN

SDHC

16-bit PWM

QEI

ECAP 1 2

USB 2.0 FS OTG - J
USB 2.0 HS OTG J
12-bit ADC 16
12-bit DAC 2
Analog Comparator 2

Operational

Amplifier

Ethernet -

Cryptography -

External Bus N

Interface

Package LQFP 64 | LQFP 128

PART NUMBER

100

Connectivity

OCHENG ECH OR O O VR Y NS PRl Wy OVE 00 S el BN s BN
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3.2.6 M483 CAN Series (M483xGCAE / M483xEBAE)

PART NUMBER M483
SESAE SGCAE SGCAE2A KGCAE KGCAE2A
(Sup';'gfthx%(,a; 128 256 256 256
SRAM (KB) 64 128 128 128
ISP Loader ROM 4
(KB)
IS 52 | 52 [ 100
32-bit Timer 4
Peripheral DMA 16
Tamper 1 | 1 | 6
LPUART 8
1ISO-7816 1
SPI Master -
> Quad SPI 2
E SPI/PS 3
] ] 1
c I2C 3
o
© USCI -
CAN 3
LIN 2
SDHC 1
16-bit PWM 24
QEI 2
ECAP 1 | 1 | 2
USB 2.0 FS OTG \ (Crystal-less)
USB 2.0 HS OTG -
12-bit ADC 16 | 8+8 | 16 16+8
12-bit DAC 1
Analog Comparator 2
Operational )
Amplifier
Ethernet -
Cryptography AES-256
TRNG 3
External Bus N
Interface
Camera Interface v
Package LQFP 64 LQFP 64 LQFP 128
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M480 Series
3.2.7 M484 USB HS OTG Series
PART NUMBER Mas4
SIDAE | SIDAE2U KIDAE
Flash (KB) 512
SRAM (KB) 160 (include 32 KB cache for XIP)
ISP Loader ROM 4
(KB)
/0 44 | 44 100
32-bit Timer 4
Peripheral DMA 16
Tamper 1 | 1 6
LPUART 6
ISO-7816 3
SPI Master 1
- Quad SPI 1
E SPIIPS 4
3 1S 1
£ 12C 3
[e]
© USClI 2
CAN -
LIN 2
SDHC 2
16-bit PWM 24
QEI 2
ECAP 1 1 2
USB 2.0 FS OTG - 3 3
USB 2.0 HS OTG 3
12-bit ADC 16
12-bit DAC 2
Analog Comparator 2
Operational 2 2 3
Amplifier
Ethernet -
Cryptography -
External Bus N
Interface
Package LQFP 64 LQFP 64 LQFP 128
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M480 Series
3.2.8  M485 Crypto Series
PART NUMBER Ma8>
LIDAE | SIDAE | KIDAE
Flash (KB) 512
SRAM (KB) 160 (include 32 KB cache for XIP)
ISP Loader ROM 4
(KB)
/0 41 | 44 | 100
32-bit Timer 4
Peripheral DMA 16
Tamper - | 1 I 6
LPUART 6
ISO-7816 3
SPI Master 1
- Quad SPI 1
E SPI/PS 3 4 4
3 1S 1
£ 1>C 3
[e]
o uscl 2
CAN -
LIN
SDHC 2
16-bit PWM 24
QEI
ECAP 1 1 2
USB 2.0 FS OTG ¢ - R
USB 2.0 HS OTG - y v
12-bit ADC 12 16 16
12-bit DAC 2
Analog Comparator 2
5 .
orae : : :
Ethernet -
Cryptography v
External Bus N
Interface
Package LQFP 48 LQFP 64 LQFP 128
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3.2.9 MA487 Ethernet Series

M487
SIDAE KIDAE JIDAE KMCAN
Flash (KB) 512 2560

SRAM (KB) 160
ISP Loader ROM
(KB)
/0 44 | 100 | 114 | 94
32-bit Timer 4
Peripheral DMA 16
Tamper 1 I 6 | 6 | 6
LPUART 6
ISO-7816 3
SPI Master 1 | -
Quad SPI
SPI/I’S
12.s
I’C
USCI
CAN
LIN
SDHC
16-bit PWM
QEI
ECAP 1 2 2 2
USB 2.0 FS OTG - J 3 V
USB 2.0 HS OTG v
12-bit ADC 16
12-bit DAC 2
Analog Comparator 2
Operational
Amplifier
Ethernet N
Cryptography v
N
|

PART NUMBER

Connectivity

NINININ[W|[FR|&~]|F-

N
N

N

External Bus
Interface

Package LQFP 64 | LQFP 128

LQFP 144 | LQFP 128
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3.3 M480 Selection Code

M4 81 z G D A E 2A
Core Series Package Flash Size SRAM Size | Revision | Temperature Peripheral
Cortex®-M4F |81: Base Z: QFN33 A: 8 Kbytes 1: 4 Kbytes E:-40°C ~ 105°C [2A: 2 EADCs
82: USB FS (5x5 mm) B: 16 Kbytes 2: 8 Kbytes N:-40°C ~ 85°C  |2U: 2 USB ports
83: CAN L: LQFP48 |[C:32 Kbytes  |3: 16 Kbytes
84: USB HS (7x7 mm) D: 64 Kbytes 4: 20 Kbytes
85: Crypto C: WLCSP |E: 128 Kbytes  |5: 24 Kbytes
87: Ethernet  |S: LQFP64 |F: 192 Kbytes |6: 32 Kbytes
(7X7 mm) G: 256 Kbytes |7: 48 Kbytes
O: QFN88 H: 384 Kbytes [8: 64 Kbytes
(10x10 mm) |I: 512 Kbytes 9: 80 Kbytes
V: LQFP100 |M: 2560 Kbytes |A: 96 Kbytes
(14x14 mm) B: 112 Kbytes
K: LQFP128 C: 128 Kbytes
(14x14 mm) D: 160 Kbytes
J: LQFP144
(20x20 mm)
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4 PIN CONFIGURATION

4.1 Pin Configuration

Users can find pin configuration information in chapter 4 or by using NuTool - PinConfig. The NuTool -
PinConfigure contains all NuMicro Family chip series with all part number, and helps users configure
GPIO multi-function correctly and handily.

4.1.1 QFN-33 Pin Diagram

Corresponding Part Number: M481ZEBAE, M481ZGCAE, M481ZIDAE, MA482ZESAE,
M482ZGCAE, M482ZIDAE

n T oo «
I 4 d 4 O < 4d o
< < < < OO0 U U
Ao O O O A O O QA
IRNERREB RN
R A U NRESET
_____ : Top transparent view i
LDO_CAP |26} | ! Vbbio
Voo |27} PA.O
PB.15 (28 | | PA.1
_____  QFN33
PB.14 |29} | i PA.2
PB.13 |30} ! PA.3
PB.12 [3Li . . [10] PF.2
_____ N 33VSS | ____
AVDD __3_2_5 I ! :___9__ PF.3
O NN

I Vpbpio power domain

Figure 4.1-1 QFN-33 Pin Diagram (0/1 USB FS)
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4.1.2 LQFP-48 Pin Diagram (0/1 USB FS)

Corresponding Part Number: M481LESAE, M481LGCAE, M481LIDAE, M482LESAE,
M482LGCAE, M482LIDAE, M485LIDAE

9338 odNms v oo

< < < < O 0O 0O OO OO OO W W

fdadaddadadadaadaa

S 8 3 8 8 838 83 & K & 8

Vss [ ]37 24 ] nRESET

LDO_CAP [ ]38 23 Vobio
Voo L1 39 22 PA.O
PC.14 [ 40 21 PA.1
PB.15 [ |41 20 PA.2
PB.14 [ |42 L FP48 19 PA.3
PB.13 [ ]| 43 Q 18 PA.4
PB.12 [ |44 17 PA.5
AVpp [ 45 161 PA.6
AVss [ 46 15 1 PAY
PB.7 [ 47 14 ] PF.2
.6 (@) 13771 PR3

m Y MmN H4 O d9 0 0y

RN I O S

B Vooio power domain

Figure 4.1-2 LQFP-48 Pin Diagram (0/1 USB FS)
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4.1.3 LQFP-64 Pin Diagram (0/1 USB FS)
Corresponding Part Number: M481SIDAE, M482SIDAE

0 < ™ N
< < < OO0 00 00000 00 b w
[ o T o T o T o T o T O T T o T T T N s e

Ves [ nRESET
LDO_CAP [ Vbbio
Voo [ PA.O
PC.14 [ PA.1
PB.15 [| PA.2
PB.14 [ PA.3
PB.13 [ PA.4
PB.12 [ LQFP64 PA.5
AVpp [ LDO_CAP
Veer [ Voo
AVss [ Vss
PB.11 [ PA.6
PB.10 [ PA.7
PB.9 [ PC.6
PB.8 [ PC.7
PB.7 [ PF.2

QOLDQ'CO_N\—O\—OO‘JOOCOBLOV(")
[oia o s o o o T o o T o o PP G G U Lo
n.n_n.n.n.n.n.ggn_n_n.>n.n.n.

I Vppio power domain

Figure 4.1-3 LQFP-64 Pin Diagram (0/1 USB FS)
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4.1.4 LQFP-64 Pin Diagram (0/1 USB FS with Vgar)

Corresponding Part Number: M481SESAE, M481SGCAE, M481SGCAE2A, M482SESAE,
M482SGCAE, M483SESAE, M483SGCAE, M483SGCAE2A

N < M

A d d 40 d N MO dN®MmS 0 Ao
< < < < 0000000000 Ww W
8 o T e 8 8 8 o 4 A o

Ves [ nRESET
LDO_CAP [] Vobio
Voo [ PA.O
pPc.14 [ PA.1
PB.15 [ PA.2
PB.14 [] PA.3
PB.13 [ PA.4
PB.12 [ PA.5

AVpp [ LQFP64 LDO_CAP
VR&er 1 Voo
AVSS :l VSS
PB.11 [ | PA.6
PB.10 [| PA.7
PB.9 [] PC.6
PB.8 [] PC.7
PB.7 [] PF.2

fa v B~ T e N N N« s A S S GNP G M- B N FR T
o ooaooaoa<<aAdaoaa >aa o
o o
B Vppio power domain 0 Vpar pOWer domain

Figure 4.1-4 LQFP-64 Pin Diagram (0/1 USB FS with Vgar)
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4.1.5 LQFP-64 Pin Diagram (1 USB HS)
Corresponding Part Number: M483SIDAE, M484SIDAE, M485SIDAE, M487SIDAE

o
<
N
N [32]
= 0w O ®m
=) (9] D O uw
A+t ® . @mOC
- >| D| >| D\ >| >| >|
N mMmoMOoMm@MOa@MAD
EELLLELRL LB o0~ qmewe o
DO nO 0N 000N 000000 ww
I I I I I IIIacdaocaocaoaoaaoaoa
1000000000000000
< < < < < < ~ < < @ @ ™ @ o o [3¢]
Vss [ 49 32 nRESET
LDO_CAP []50 31 Vobio
Vop [ 51 30 PA.0
PC.14 [|52 29 PA.1
PB.15 []53 28 PA.2
PB.14 [ |54 27 PA.3
PB.13 [155 26 PA.4
PB.12 []56 LQFP64 25 PA.5
AVpp [ |57 24[ ] LDO_CAP
AVsgs []59 22 Vsg
PB.11 [ 60 21 ] PAG6
PB.10 [ et 201 PA7
PB9 [ |62 19 ] PC.6
PB.8 [ |63 18] PC.7
g7 e« @ 7] PF2
o — N o < wn ©
- N ™ ¢ 1 © N~ 00 O - - - - = ~
©QuUIT NN - Qo - QO 0 o g a0
PEEEEER S Tt
I Vopio power domain

Figure 4.1-5 LQFP-64 Pin Diagram (1 USB HS)
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4.1.6 LQFP-64 Pin Diagram (USB FS + USB HS)
Corresponding Part Number: M484SIDAE2U

o
<
OI
N [32]
- n D ®»
=) (9] D O uw
AaQ +x® . @O
2> >0 > > >
o oo oo oo o
N DD DDD DD LT O N
o B s B e B e B BRSO S S ol =
N Onnononnons<<<0O0Oww
I I I I I I IIadoaoaofoadao o
LT AT O T ELT
< < < < < < ~ < < @ @ ™ @ ™ o [3¢]
Vss [ 49 32 nRESET
LDO_CAP []50 31 Vobio
Vpp []51 30 PA.O
PC.14 [|52 29 PA.1
PB.15 [53 28 PA.2
PB.14 [ |54 27 PA.3
PB.13 [155 26 PA.4
PB.12 []56 LQFP64 25 PA.5
AVpp [ |57 24 LDO_CAP
Vrer 58 23 Voo
AVss 59 22 Vss
PB.11 [_]60 21 PA.6
PB.10 [ et 20 PA.7
PB9 [ |62 19 PC.6
PB.8 [ |63 18 PC.7
g7 e« @ 177 PF2
- N ™ ¥ 1 © I~ 0 O 9 = ﬁ 52 3 ﬁ 59
©QuUIT NN - Qo - QO 0 o g a0
PEEeRERgRRET LY
I Vopio power domain

Figure 4.1-6 LQFP-64 Pin Diagram (USB FS + USB HS)
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4.1.7 LQFP-128 Pin Diagram (1 USB FS)
Corresponding Part Number: M482KIDAE

o
<
g‘ LIQ2NERITC R g R
089509 805 s5h 9799999889800V RRESR
1000000001010100001010109000000]
PE7 64 nRESET
PE6 98 63 PE.15
PE5 [ 99 62 PE.14
PE.4 [ 100 61 Vopio
PE3 [ 101 60 PAO
PE2 [ 102 59 PA1
Vss 1103 58 PA2
Voo 104 57 PA3
PE.1 [ 105 56 PA4
PE.O [ 106 55 PAS
PH.8 [ 107 5[] LDO_CAP
PH.9 [ 108 531 Voo
PH.10 [ 109 527 Vs
PH.11 [ 110 511 PA6
PD.14 [ 111 50— PA7
Ves [ 112 LQFP128 491 PC6
LDO_CAP [ 113 41 pC7
Voo 114 471 PC.8
PC.14 [ 115 461 PE3
PB.15 [ 116 451 PE.12
PB.14 [ 117 4[] PEN
PB.13 [ 118 431 PE.10
PB.12 [ 119 42— PE9
AVpp ] 120 411 PES8
Vrer [ 121 401 Vpp
AVss [ 122 39 Vs
PB.11 [ 123 38 PF.2
PB.10 [ 124 3707 PF3
PBY [ 125 36 PH.7
PB.8 [ 12 35 PH.6
PB.7 127 3] PH5
pes — 12 @ %[ PHA4
- N o ¥ b o ~®©oo 2 F 82T 2eRre2 IR IRLRIRERIISS
guuooouooo gutouuuouuooooouguuoo
DY MmN QRO 280NN ON®Y Z 00N Q 81 Y
ERER o oRBR~>ccddoopgpfffyrdtrt>at
I Vooio power domain

Figure 4.1-7 LQFP-128 Pin Diagram (1 USB FS)
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4.1.8

Corresponding Part Number:

LQFP-128 Pin Diagram (1 USB FS with Vgar)

M483KGCAE, M483KGCAE2A

933992338980 S Hd N @M< m o o Qg
92820222253 FFPPPPPPYLIPPReRRA Y
L0000 1000000000100401]
PE7 o7 64 nRESET
PE.6 98 63 PE.15
PES5 99 62 PE.14
PE.4 [ 100 61 Vopio
PE3 [|101 60 PA.O
PE2 [|102 59 PA.L
Ves 1103 58 PA.2
Voo [ 104 57 PA3
PE1 105 56 PA4
PE.O [ 106 55 PAS5
PH.8 [ 107 541 LDO_CAP
PH.9 [ 108 531 Vpp
PH.10 [ 109 521 Vgs
PH.11 [ 110 511 PA6
PD.14 [ 111 501 PA7
Vss [ 112 LQFP128 491 PC.6
LDO_CAP []113 481 PC.7
Vpp [ 114 4771 PC8
PC.14 [—jus 461 PE.13
PB.15 [ 116 451 PE.12
PB.14 [ 117 441 PE.11
PB.13 [ 118 431 PE.10
PB.12 [ 119 4[] PE9
AVpp [ 120 411 PES8
Veee [ 121 401 Vpp
AVss [ 122 391 Vs
PB.11 [ 123 381 PF.2
PB.10 [ 124 371 PF3
PB.9 []125 361 PH.7
PB.8 [126 351 PH.6
PB.7 [127 341 PH.5
pes 1z @ 331 PH4
“ N e T wonr~oo 33833825333 JJ3AILLERIRYSS
JUUUonuoiooooUi DU 00U 0D ENNNEEEDE
R R L L RPN bR N
a oo a 8 8 8 a o a E E a o 8 E E E aa a & & aaoaa>aa
0 Vooo power domain 0 Vear power domain
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419 LQFP-128 Pin Diagram (USB FS + USB HS)
Corresponding Part Number: M483KIDAE, M484KIDAE, M485KIDAE, M487KIDAE

o
6\
5 o 288
Q\ g\ 6\ g\ Q'I g| g| n>:\
§§§§§§§§3iﬁﬁ,ﬁﬁiﬁﬁfﬁ.=ﬁw O - NMmTwR o~ o
BP0 22322 275070079008 9080 590 8kE¥
10100010 00000000000000000100010]
PE7 [Jo97 64 nRESET
PE6 98 63 PE.15
PE5 o9 62 PE.14
PE4 [ 100 61 Vooio
PE3 101 60 PA.O
PE2 [ 102 59 PAA
Vss [ 103 58 PA2
Vop 104 57 PA3
PE.1 [ 105 56 PA4
PEO [ 106 55 PAS
PH8 [ 107 541 LDO_CAP
PH9 108 531 Vpp
PH.10 [ 109 521 Vs
PH.11 [ 110 511 PA6
PD.14 111 50— PA7
Vss [ 112 LQFP128 491 PC.6
LDO_CAP [ 113 481 PC7
Vop 114 471 PC8
PC.14 [ 115 461 PE.13
PB.15 [ 116 451 PE.12
PB4 [ 117 441 PEMN
PB.13 [ 118 431 PE10
PB.12 [ 119 42 PE9
AVpp [ 120 41— PES
Veer 121 40 Vo
AVes [ 122 397 Ves
PB.A1 [ 123 38 PF2
PB.10 [ 124 371 PF.3
PBY 125 361 PH.7
PB8 [ 126 351 PH.6
PB7 127 %] PHS5
pes 122 @ 3 PH4
- N oY b o~ o 2822 eRre 2 QI LQLRRIEII SN
guuooouooo gutouuuouuooooouguuoo
DT MNNETQ® -0 2 829X 0N ONMY o N9 gy
EEEEgggRRER~ > ggddddgg PPyt E~EE
B Vooo power domain

Figure 4.1-9 LQFP-128 Pin Diagram (USB FS + USB HS)
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4.1.10 LQFP-128 Pin Diagram (USB FS + USB HS)
Corresponding Part Number: M487KMCAN

M480 Series

PE.5

PE.1
PE.O
PH.8
PH.9
PH.10
PH.11
PD.14
Vss
LDO_CAP
Voo
PC.14
PB.15
PB.14
PB.13
PB.12
AVpp
Vrer
AVss
PB.11
PB.10
PB.9
PB.8
PB.7
PB.6

AO000000000000000a00000a00000000

961 HSUSB_ID

951 HSUSB_VDD12_CAP
941 HSUSB_D+

931 HSUSB_VSS

921 HSUSB_D-

911 HSUSB_VBUS
901 HSUSB_VDD33
891 HSUSB_VRES

881 PA.15

871 PA.14

861 PA.13

85 1 PA12

831 PG.15

821 PG.14
811 NC
80— PG.12
791 NC
81 PG.10
7 PG.9

841 PD.13

LQFP128

761 Vpp

751 Vss

741 PC.O

73] PC.1

721 PC.2

71— PC3

70 PC.4

691 PC.5

681 PD.8

671 PD.9

661 PF.1

651 PF.0

64
63
62
61
60
59
58
57
56
55
5.

& £

5
5

Y

5

[

5

3

4

3

4

&

4

<]

4

5

41

&

4.

kS

4

&

4;

]

4

&

4

S

3

8

3

&

3

9

3

8

3

&

IR i i 1

34
33

PB5 1
PB4 2
PB3 []3

PB2 [a

PC12 s

PC.9 s
PB1 9

PB.0 10

PC.11 [s
pc.10 7

[ Vooio power domain

CJu

Vss

Vpp 12
PA11 []13
PA10 14

PA9 [ 15
PA8 [16
PC.13 17
PD.12 [|18
PD.11 [J19
PD.10 20
PG2 []21
PG.3 [|22
PG4 23
PF11 [ |24
PF.10 25

PF9 2
PR |27
PF7 28
PF6 29

30
PF5 31
PF4 [ 32

Voo

nRESET
PE.15
PE.14
Vooio
PA.O
PA.1
PA.2
PA3
PA.4
PAS
LDO_

CAP
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Figure 4.1-10 LQFP-128 Pin Diagram (USB FS + USB HS)
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4.1.11 LQFP-144 Pin Diagram

Corresponding Part Number: M487JIDAE
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4.2 M48xxIDAE Pin Description

4.2.1 MA481 Series Pin Description

MFP* = Multi-function pin. (Refer to section SYS_GPx_MFPL and SYS_GPx_MFPH)
PA.0 MFPO means SYS_GPA_MFPL[3:0] = 0x0.

PA.9 MFP5 means SYS_GPA_MFPH[7:4] = 0x5.

32 |48 |64 |Pin Name Type |MFP Description
Pin |Pin |Pin
48 | 1 |PB.6 1/0 MFPO |General purpose digital I/O pin.
EADCO_CH6 A MFP1 |EADCO channel 6 analog input.
EBI_nWRH O MFP2  |EBI high byte write enable output pin
USCI1_DAT1 110 MFP4 |USCI1 data 1 pin.
UART1_RXD | MFP6 |UART1 data receiver input pin.
SD1_CLK (@) MFP7 |SD/SDIO1 clock output pin
EBI_nCS1 (@) MFP8 |EBI chip select 1 output pin.
BPWM1_CH5 110 MFP10 |BPWML1 channel 5 output/capture input.
EPWM1_BRAKE1 | MFP11 |EPWML1 Brake 1 input pin.
EPWM1_CH5 110 MFP12 |EPWM1 channel 5 output/capture input.
INT4 | MFP13 |External interrupt 4 input pin.
ACMP1_0O O MFP15 |Analog comparator 1 output pin.
1 1 2 |PB.5 1/0 MFPO |General purpose digital 1/0 pin.
EADCO_CH5 A MFP1 |EADCO channel 5 analog input.
ACMP1_N A MFP1 |Analog comparator 1 negative input pin.
EBI_ADRO O MFP2 |EBI address bus bit 0.
SDO_DAT3 1/10 MFP3 |SD/SDIOO data line bit 3.
SPI1_MISO 110 MFP5 |SPI1 MISO (Master In, Slave Out) pin.
I2C0_SCL 1/10 MFP6  [I2CO clock pin.
UART5_TXD (@) MFP7 |UARTS5 data transmitter output pin.
USCI1_CTLO 110 MFP8 |USCI1 control O pin.
SCO_CLK (@) MFP9  |Smart Card 0O clock pin.
1°S0_BCLK o MFP10 |I2S0 bit clock output pin.
EPWMO_CHO 1/0 MFP11 |EPWMO channel 0 output/capture input.
T™MO 1/0 MFP14 |Timer0 event counter input/toggle output pin.
INTO | MFP15 |External interrupt O input pin.
2 2| 3 |PB4 110 MFPO |General purpose digital /0 pin.
EADCO_CH4 A MFP1 |EADCO channel 4 analog input.
ACMP1_P1 A MFP1 |Analog comparator 1 positive input 1 pin.
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32 |48 |64 |Pin Name Type |MFP Description
Pin |Pin |Pin

EBI_ADR1 O MFP2 |EBI address bus bit 1.
SDO_DAT2 110 MFP3 |SD/SDIOO data line bit 2.
SPI1_MOSI 110 MFP5 |SPI1 MOSI (Master Out, Slave In) pin.
I2C0_SDA 1/10 MFP6  |I2CO data input/output pin.
UART5_RXD | MFP7 |UARTS data receiver input pin.
USCI1_CTL1 1/0 MFP8 |USCI1 control 1 pin.
SCO_DAT 110 MFP9 |Smart Card O data pin.
12S0_MCLK o MFP10 |I2S0 master clock output pin.
EPWMO_CH1 110 MFP11 |EPWMO channel 1 output/capture input.
T™M1 110 MFP14 |Timerl event counter input/toggle output pin.
INT1 | MFP15 |External interrupt 1 input pin.

3| 3| 4 |PB3 1/0 MFPO |General purpose digital I/O pin.
EADCO_CH3 A MFP1 |EADCO channel 3 analog input.
ACMPO_N A MFP1 |Analog comparator O negative input pin.
EBI_ADR2 O MFP2 |EBI address bus bit 2.
SDO_DAT1 110 MFP3 |SD/SDIOO data line bit 1.
SPI1_CLK 110 MFP5  |SPI1 serial clock pin.
UART1_TXD O MFP6 |UART1 data transmitter output pin.
UART5_nRTS (@) MFP7 |UARTS5 request to Send output pin.
USCI1_DAT1 110 MFP8 |USCI1 data 1 pin.
SCO_RST O MFP9  |Smart Card O reset pin.
12S0_DI I MFP10 [12S0 data input pin.
EPWMO_CH2 1/0 MFP11 |EPWMO channel 2 output/capture input.
™2 110 MFP14 |Timer2 event counter input/toggle output pin.
INT2 | MFP15 |External interrupt 2 input pin.

41 4] 5 |PB2 110 MFPO |General purpose digital /O pin.
EADCO_CH2 A MFP1 |EADCO channel 2 analog input.
ACMPO_P1 A MFP1 |Analog comparator O positive input 1 pin.
OPAQO_O A MFP1 |Operational amplifier O output pin.
EBI_ADR3 (0] MFP2 |EBI address bus bit 3.
SDO_DATO 110 MFP3 |SD/SDIOO data line bit 0.
SPI1_SS 110 MFP5 |SPI1 slave select pin.
UART1_RXD | MFP6 |UART1 data receiver input pin.
UART5_nCTS | MFP7 |UARTS5 clear to Send input pin.
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32 |48 |64 |Pin Name Type |MFP Description
Pin |Pin |Pin

USCI1_DATO 110 MFP8 |USCI1 data O pin.
SCO0_PWR O MFP9  |Smart Card O power pin.
12S0_DO (e} MFP10 |[I2SO data output pin.
EPWMO_CH3 110 MFP11 |EPWMO channel 3 output/capture input.
™3 110 MFP14 |Timer3 event counter input/toggle output pin.
INT3 | MFP15 |External interrupt 3 input pin.

5|5 6 |PB.1 110 MFPO |General purpose digital I/0 pin.
EADCO_CH1 A MFP1 |EADCO channel 1 analog input.
OPAO_N A MFP1 |Operational amplifier 0 negative input pin.
EBI_ADRS8 (0] MFP2 |EBI address bus bit 8.
SDO_CLK (@) MFP3 |SD/SDIOO clock output pin
SPI1_I12SMCLK 1/0 MFP5 |SPI1 I>S master clock output pin
SPI3_I12SMCLK 110 MFP6 |SPI3 I2S master clock output pin
UART2_TXD (0] MFP7 |UART2 data transmitter output pin.
USCI1_CLK 110 MFP8 |USCI1 clock pin.
I2C1_SCL 110 MFP9  [I2C1 clock pin.
I2SO_LRCK (e} MFP10 |I2SO0 left right channel clock output pin.
EPWMO_CH4 110 MFP11 |EPWMO channel 4 output/capture input.
EPWM1_CH4 110 MFP12 |EPWML1 channel 4 output/capture input.
EPWMO_BRAKEO | MFP13 |EPWMO Brake 0 input pin.

6 | 6 7 |PB.O 110 MFPO |General purpose digital /O pin.
EADCO_CHO A MFP1 |EADCO channel 0 analog input.
OPAO_P A MFP1 |Operational amplifier O positive input pin.
EBI_ADR9 (0] MFP2 |EBI address bus bit 9.
SDO0_CMD 110 MFP3 |SD/SDIO0 command/response pin
UART2_RXD | MFP7 |UART2 data receiver input pin.
SPI0_I2SMCLK 110 MFP8 |SPIO I2S master clock output pin
I2C1_SDA 1/10 MFP9 |I2C1 data input/output pin.
EPWMO_CH5 1/0 MFP11 |EPWMO channel 5 output/capture input.
EPWM1_CH5 1/0 MFP12 |EPWML1 channel 5 output/capture input.
EPWMO_BRAKE1 | MFP13 |EPWMO Brake 1 input pin.

7 8 |PA.11 110 MFPO |General purpose digital /O pin.

ACMPO_PO A MFP1 |Analog comparator O positive input O pin.
EBI_nRD (@) MFP2 |EBI read enable output pin.
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32 |48 |64 |Pin Name Type |MFP Description
Pin |Pin |Pin
SC2_PWR O MFP3  |Smart Card 2 power pin.
SPI2_SS 110 MFP4 |SPI2 slave select pin.
SD1_DAT3 110 MFP5 |SD/SDIO1 data line bit 3.
USCIO_CLK 1/10 MFP6  |USCIO clock pin.
I2C2_SCL 110 MFP7  [12C2 clock pin.
BPWMO_CHO 1/0 MFP9 |BPWMO channel O output/capture input.
EPWMO_SYNC_OUT O MFP10 |EPWMO counter synchronous trigger output pin.
TMO_EXT 110 MFP13 |Timer0 event counter input/toggle output pin.
DAC1_ST | MFP14 |DAC1 external trigger input.
8 9 |PA.10 110 MFPO |General purpose digital I/0 pin.
ACMP1_PO A MFP1 |Analog comparator 1 positive input O pin.
OPAl1_O A MFP1 |Operational amplifier 1 output pin.
EBI_nWR O MFP2 |EBI write enable output pin.
SC2_RST (0] MFP3 |Smart Card 2 reset pin.
SPI2_CLK 110 MFP4  |SPI2 serial clock pin.
SD1_DAT2 110 MFP5 |SD/SDIO1 data line bit 2.
USCIO_DATO 1/10 MFP6 |USCIO data O pin.
I)C2_SDA 1/10 MFP7  [12C2 data input/output pin.
BPWMO_CH1 110 MFP9 |BPWMO channel 1 output/capture input.
QEI1_INDEX | MFP10 |Quadrature encoder 1 index input
ECAPO_ICO | MFP11 |Enhanced capture unit O input O pin.
TM1_EXT 110 MFP13 |Timerl event counter input/toggle output pin.
DACO_ST | MFP14 |DACO external trigger input.
SWDH_CLK (@) MFP15 |Serial Wire Debug Host Clock output
9 | 10 [PA9 110 MFPO |General purpose digital I/O pin.
OPA1_N A MFP1 |Operational amplifier 1 negative input pin.
EBI_MCLK (@) MFP2 |EBI external clock output pin.
SC2_DAT 110 MFP3 |Smart Card 2 data pin.
SPI2_MISO 110 MFP4  |SPI2 MISO (Master In, Slave Out) pin.
SD1_DAT1 1/0 MFP5 |SD/SDIO1 data line bit 1.
USCIO_DAT1 110 MFP6 |USCIO data 1 pin.
UART1_TXD (@) MFP7 |UARTL1 data transmitter output pin.
BPWMO_CH2 110 MFP9  |BPWMO channel 2 output/capture input.
QEI1L_A | MFP10 |Quadrature encoder 1 phase A input
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32 |48 |64 |Pin Name Type |MFP Description
Pin |Pin |Pin

ECAPO_IC1 | MFP11 |Enhanced capture unit O input 1 pin.
TM2_EXT 110 MFP13 |Timer2 event counter input/toggle output pin.
SWDH_DAT 110 MFP15 |Serial Wire Debug Host Data input/output pin

10 | 11 |PA.8 110 MFPO |General purpose digital I/0 pin.
OPAl1_P A MFP1 |Operational amplifier 1 positive input pin.
EBI_ALE (@) MFP2 |EBI address latch enable output pin.
SC2_CLK O MFP3 |Smart Card 2 clock pin.
SPI2_MOSI 110 MFP4  |SPI2 MOSI (Master Out, Slave In) pin.
SD1_DATO 110 MFP5 |SD/SDIO1 data line bit O.
USCIO_CTL1 110 MFP6 |USCIO control 1 pin.
UART1_RXD | MFP7 |UART1 data receiver input pin.
BPWMO_CH3 1/0 MFP9 |BPWMO channel 3 output/capture input.
QEI1_B | MFP10 |Quadrature encoder 1 phase B input
ECAPO_IC2 | MFP11 |Enhanced capture unit O input 2 pin.
TM3_EXT 110 MFP13 |Timer3 event counter input/toggle output pin.
INT4 | MFP15 |External interrupt 4 input pin.

12 |PF.6 110 MFPO |General purpose digital /O pin.
EBI_ADR19 O MFP2 |EBI address bus bit 19.
SCO0_CLK (@) MFP3 |Smart Card 0O clock pin.
I2S0_LRCK (e} MFP4  [1S0 left right channel clock output pin.
SPI0_MOSI 110 MFP5 |SPIO MOSI (Master Out, Slave In) pin.
UART4_RXD | MFP6 |UART4 data receiver input pin.
EBI_nCSO O MFP7  |EBI chip select 0 output pin.
TAMPERO 1/0 MFP10 |TAMPER detector loop pin 0.
13 |Vop P MFPO  |Power supply for I/O ports and LDO source for internal PLL
and digital circuit.

7 |11 | 14 |PF5 110 MFPO |General purpose digital /O pin.
UART2_RXD | MFP2 |UART2 data receiver input pin.
UART2_nCTS | MFP4 |UART2 clear to Send input pin.
BPWMO_CH4 110 MFP8 |BPWMO channel 4 output/capture input.
EPWMO_SYNC_OUT (@) MFP9 |EPWMO counter synchronous trigger output pin.
X32_IN | MFP10 |External 32.768 kHz crystal input pin.
EADCO_ST | MFP11 |EADCO external trigger input.

8 | 12 | 15 |PF.4 110 MFPO |General purpose digital /0 pin.
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32 |48 |64 |Pin Name Type |MFP Description
Pin |Pin |Pin

UART2_TXD O MFP2 |UART2 data transmitter output pin.
UART2_nRTS O MFP4 |UART2 request to Send output pin.
BPWMO_CH5 110 MFP8 |BPWMO channel 5 output/capture input.
X32_0OuUT O MFP10 |External 32.768 kHz crystal output pin.

9 | 13| 16 |PF.3 110 MFPO |General purpose digital /0 pin.
EBI_nCSO (@) MFP2  |EBI chip select 0 output pin.
UARTO_TXD O MFP3 |UARTO data transmitter output pin.
12C0_SCL 110 MFP4  [12CO clock pin.
XT1_IN | MFP10 |External 4~24 MHz (high speed) crystal input pin.
BPWM1_CHO 110 MFP11 |BPWML1 channel 0 output/capture input.

10 | 14 | 17 |PF.2 110 MFPO |General purpose digital I/O pin.
EBI_nCS1 (@) MFP2  |EBI chip select 1 output pin.
UARTO_RXD | MFP3 |UARTO data receiver input pin.
I2CO_SDA 1/10 MFP4  [I>CO data input/output pin.
QSPIO_CLK 110 MFP5  |QSPIO serial clock pin.
XT1_OUT (0] MFP10 |External 4~24 MHz (high speed) crystal output pin.
BPWM1_CH1 110 MFP11 |BPWM1 channel 1 output/capture input.

18 |PC.7 1/0 MFPO |General purpose digital /0 pin.
EBI_AD9 110 MFP2 |EBI address/data bus bit 9.
SPI1_MISO 110 MFP4 |SPI1 MISO (Master In, Slave Out) pin.
UART4_TXD O MFP5 |UART4 data transmitter output pin.
SC2_PWR O MFP6 |Smart Card 2 power pin.
UARTO_nCTS | MFP7 |UARTO clear to Send input pin.
I2C1_SMBAL O MFP8 |I2C1 SMBus SMBALTER pin
EPWM1_CH2 110 MFP11 |EPWML1 channel 2 output/capture input.
BPWM1_CHO 110 MFP12 |BPWM1 channel O output/capture input.
TMO 110 MFP14 |TimerO event counter input/toggle output pin.
INT3 | MFP15 |External interrupt 3 input pin.
19 |PC.6 1/0 MFPO |General purpose digital /0 pin.

EBI_AD8 110 MFP2 |EBI address/data bus bit 8.
SPI1_MOSI 110 MFP4 |SPI1 MOSI (Master Out, Slave In) pin.
UART4_RXD | MFP5 |UART4 data receiver input pin.
SC2_RST (@) MFP6 |Smart Card 2 reset pin.
UARTO_nRTS (@) MFP7 |UARTO request to Send output pin.
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32 |48 |64 |Pin Name Type |MFP Description
Pin |Pin |Pin
I2C1_SMBSUS O MFP8 [I2)C1 SMBus SMBSUS pin (PMBus CONTROL pin)
EPWM1_CHS3 110 MFP11 |EPWM1 channel 3 output/capture input.
BPWM1_CH1 110 MFP12 |BPWML1 channel 1 output/capture input.
T™M1 110 MFP14 |Timerl event counter input/toggle output pin.
INT2 | MFP15 |External interrupt 2 input pin.
15| 20 |PA7 1/0 MFPO |General purpose digital /O pin.
EBI_AD7 110 MFP2 |EBI address/data bus bit 7.
SPI1_CLK 110 MFP4  |SPI1 serial clock pin.
SC2_DAT 110 MFP6 |Smart Card 2 data pin.
UARTO_TXD (@) MFP7 |UARTO data transmitter output pin.
I2C1_SCL 110 MFP8  [I2C1 clock pin.
EPWM1_CH4 1/0 MFP11 |EPWM1 channel 4 output/capture input.
BPWM1_CH2 110 MFP12 |BPWML1 channel 2 output/capture input.
ACMPO_WLAT | MFP13 |Analog comparator 0 window latch input pin
T™M2 110 MFP14 |Timer2 event counter input/toggle output pin.
INT1 | MFP15 |External interrupt 1 input pin.
16 | 21 |PA.6 110 MFPO |General purpose digital I/O pin.
EBI_AD6 110 MFP2 |EBI address/data bus bit 6.
SPI1_SS 110 MFP4 |SPI1 slave select pin.
SD1_nCD | MFP5 |SD/SDIO1 card detect input pin
SC2_CLK O MFP6 |Smart Card 2 clock pin.
UARTO_RXD | MFP7 |UARTO data receiver input pin.
I’C1_SDA 1/10 MFP8 [I2C1 data input/output pin.
EPWM1_CH5 1/0 MFP11 |EPWM1 channel 5 output/capture input.
BPWM1_CHS3 110 MFP12 |BPWML1 channel 3 output/capture input.
ACMP1_WLAT | MFP13 |Analog comparator 1 window latch input pin
T™M3 110 MFP14 |Timer3 event counter input/toggle output pin.
INTO | MFP15 |External interrupt O input pin.
22 [Vss P MFPO  |Ground pin for digital circuit.
23 Voo P MFPO  |Power supply for I/O ports and LDO source for internal PLL
and digital circuit.
24 |LDO_CAP A MFPO  |LDO output pin.
Note: . This pin needs to be connected with an external
capacitor.
17 | 25 |PAS 110 MFPO |General purpose digital I/0 pin.
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32 |48 |64 |Pin Name Type |MFP Description
Pin |Pin |Pin
SPIM_D2 110 MFP2 |SPIM data 2 pin for Quad Mode 1/O.
QSPIO_MISO1 110 MFP3 |QSPIO MISO1 (Master In, Slave Out) pin.
SPI1_I2SMCLK 110 MFP4  |SPI1 I>S master clock output pin
SD1_CMD 110 MFP5 |SD/SDIO1 command/response pin
SC2_nCD | MFP6 |Smart Card 2 card detect pin.
UARTO_nCTS | MFP7 |UARTO clear to Send input pin.
UART5_TXD O MFP8 |UARTS5 data transmitter output pin.
12C0_SCL 110 MFP9  [I2CO clock pin.
BPWMO_CH5 110 MFP12 |BPWMO channel 5 output/capture input.
EPWMO_CHO 110 MFP13 |EPWMO channel 0 output/capture input.
QEIO_INDEX | MFP14 |Quadrature encoder O index input
18 | 26 |PA.4 1/0 MFPO |General purpose digital 1/0 pin.

SPIM_D3 110 MFP2  |SPIM data 3 pin for Quad Mode 1/0.
QSPIO_MOSI1 110 MFP3 |QSPIO0 MOSI1 (Master Out, Slave In) pin.
SPI0_I2SMCLK 110 MFP4  |SPIO I2S master clock output pin
SD1 _CLK (@) MFP5 |SD/SDIO1 clock output pin
SC0_nCD | MFP6 |Smart Card O card detect pin.
UARTO_nRTS O MFP7 |UARTO request to Send output pin.
UART5_RXD | MFP8 |UARTS5 data receiver input pin.
I2CO_SDA 1/10 MFP9  [I2CO data input/output pin.
BPWMO_CH4 110 MFP12 |BPWMO channel 4 output/capture input.
EPWMO_CH1 110 MFP13 |EPWMO channel 1 output/capture input.
QEIO_A | MFP14 |Quadrature encoder O phase A input

11 |1 19 | 27 |PA3 1/0 MFPO |General purpose digital /O pin.
SPIM_SS 110 MFP2 |SPIM slave select pin.
QSPIO_SS 110 MFP3 |QSPIO slave select pin.
SPIO_SS 110 MFP4 |SPIO slave select pin.
SD1_DAT3 110 MFP5 |SD/SDIO1 data line bit 3.
SCO0_PWR O MFP6 |Smart Card O power pin.
UART4_TXD (0] MFP7 |UART4 data transmitter output pin.
UART1_TXD (@) MFP8 |UARTL1 data transmitter output pin.
I2C1_SCL 1/10 MFP9  [I?C1 clock pin.
BPWMO_CH3 110 MFP12 |BPWMO channel 3 output/capture input.
EPWMO_CH2 110 MFP13 |EPWMO channel 2 output/capture input.
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32 |48 |64 |Pin Name Type |MFP Description
Pin |Pin |Pin
QEIO_B | MFP14 |Quadrature encoder O phase B input

12 | 20 | 28 |PA.2 110 MFPO |General purpose digital I/0 pin.

SPIM_CLK 110 MFP2  |SPIM serial clock pin.

QSPIO_CLK 110 MFP3  |QSPIO serial clock pin.

SPI0O_CLK 110 MFP4  |SPIO serial clock pin.

SD1_DAT2 1/0 MFP5 |SD/SDIO1 data line bit 2.

SCO_RST O MFP6 |Smart Card O reset pin.

UART4_RXD | MFP7 |UART4 data receiver input pin.
UART1_RXD | MFP8 |UART1 data receiver input pin.
I2C1_SDA 1/10 MFP9 |I2C1 data input/output pin.
BPWMO_CH2 110 MFP12 |BPWMO channel 2 output/capture input.
EPWMO_CH3 1/0 MFP13 |EPWMO channel 3 output/capture input.

131 21| 29 |PAL 110 MFPO |General purpose digital I/O pin.
SPIM_MISO 110 MFP2  |SPIM MISO (Master In, Slave Out) pin.
QSPIO_MISOO0 110 MFP3  |QSPIO MISOO (Master In, Slave Out) pin.
SPI0_MISO 110 MFP4  |SPIO MISO (Master In, Slave Out) pin.
SD1_DAT1 110 MFP5 |SD/SDIO1 data line bit 1.

SCO_DAT 110 MFP6 |Smart Card 0O data pin.

UARTO_TXD (@) MFP7 |UARTO data transmitter output pin.
UART1_nCTS | MFP8 |UART1 clear to Send input pin.
12C2_SCL 1/10 MFP9  [I>C2 clock pin.

BPWMO_CH1 110 MFP12 |BPWMO channel 1 output/capture input.
EPWMO_CH4 110 MFP13 |EPWMO channel 4 output/capture input.
DAC1_ST | MFP15 |DAC1 external trigger input.

14 | 22 | 30 |PA.O 110 MFPO |General purpose digital I/O pin.
SPIM_MOSI 110 MFP2 |SPIM MOSI (Master Out, Slave In) pin.
QSPIO_MOSIO 110 MFP3  |QSPIO MOSIO (Master Out, Slave In) pin.
SPI0_MOSI 110 MFP4  |SPI0 MOSI (Master Out, Slave In) pin.
SD1_DATO 110 MFP5 |SD/SDIO1 data line bit O.

SCO_CLK e} MFP6 |Smart Card 0 clock pin.

UARTO_RXD | MFP7 |UARTO data receiver input pin.
UART1_nRTS (@) MFP8 |UARTL1 request to Send output pin.
12C2_SDA 1/10 MFP9  [I2)C2 data input/output pin.
BPWMO_CHO 110 MFP12 |BPWMO channel 0 output/capture input.

Feb 22, 2022 Page 61 of 525 Rev 3.03



NnuvoToN MA480 Series

32 |48 |64 |Pin Name Type |MFP Description
Pin |Pin |Pin
EPWMO_CH5 110 MFP13 |EPWMO channel 5 output/capture input.
DACO_ST | MFP15 |DACO external trigger input.
15 | 23 | 31 |Vboio P MFPO  |Power supply for PA.0O~PA.5.
16 | 24 | 32 |[nRESET | MFPO |External reset input: active LOW, with an internal pull-up. Set
this pin low reset to initial state.
Note: It is recommended to use 10 kQ pull-up resistor and 10
uF capacitor on nRESET pin.
17 | 25 | 33 |PF.0 110 MFPO |General purpose digital I/O pin.
UART1_TXD O MFP2 |UARTL1 data transmitter output pin.
I2C1_SCL 110 MFP3  [I>C1 clock pin.
BPWM1_CHO 110 MFP12 |BPWML1 channel 0 output/capture input.
ICE_DAT (@) MFP14 |Serial wired debugger data pin.
Note: It is recommended to use 100 kQ pull-up resistor on
ICE_DAT pin.
18 | 26 | 34 |PF.1 110 MFPO |General purpose digital I/O pin.
UART1_RXD | MFP2 |UART1 data receiver input pin.
I’C1_SDA 1/10 MFP3  [I2C1 data input/output pin.
BPWM1_CH1 110 MFP12 |BPWML1 channel 1 output/capture input.
ICE_CLK | MFP14 |Serial wired debugger clock pin.
Note: It is recommended to use 100 kQ pull-up resistor on
ICE_CLK pin.
27 | 35 |[PC5 110 MFPO |General purpose digital /O pin.
EBI_AD5 110 MFP2  |EBI address/data bus bit 5.
SPIM_D2 110 MFP3 |SPIM data 2 pin for Quad Mode 1/O.
QSPIO_MISO1 110 MFP4  |QSPIO MISO1 (Master In, Slave Out) pin.
UART2_TXD O MFP8 |UART2 data transmitter output pin.
I’C1_SCL 110 MFP9  [I2C1 clock pin.
UART4_TXD (@) MFP11 |UART4 data transmitter output pin.
EPWM1_CHO 110 MFP12 |EPWM1 channel O output/capture input.
28 | 36 |[PC.4 110 MFPO |General purpose digital /0 pin.
EBI_AD4 110 MFP2 |EBI address/data bus bit 4.
SPIM_D3 1/0 MFP3 |SPIM data 3 pin for Quad Mode 1/0.
QSPI0O_MOSI1 110 MFP4  |QSPI0O MOSI1 (Master Out, Slave In) pin.
SC1_nCD | MFP5 |Smart Card 1 card detect pin.
12S0_BCLK o MFP6  [1?SO0 bit clock output pin.
SPI1_I2SMCLK 110 MFP7  |SPI1 I>S master clock output pin
UART2_RXD | MFP8 |UART?2 data receiver input pin.
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32 |48 |64 |Pin Name Type |MFP Description
Pin |Pin |Pin
I2C1_SDA 1/10 MFP9 [I2C1 data input/output pin.
UART4_RXD | MFP11 |UART4 data receiver input pin.
EPWM1_CH1 110 MFP12 |EPWML1 channel 1 output/capture input.
29 | 37 |[PC.3 110 MFPO |General purpose digital I/0 pin.
EBI_AD3 110 MFP2 |EBI address/data bus bit 3.
SPIM_SS 1/0 MFP3 |SPIM slave select pin.
QSPIO_SS 110 MFP4  |QSPIO slave select pin.
SC1_PWR O MFP5  |Smart Card 1 power pin.
12S0_MCLK (e} MFP6  [I1°S0 master clock output pin.
SPI1_MISO 110 MFP7 |SPI1 MISO (Master In, Slave Out) pin.
UART2_nRTS (@) MFP8 |UART2 request to Send output pin.
12C0_SMBAL O MFP9  |I2CO SMBus SMBALTER pin
UART3_TXD O MFP11 |UARTS3 data transmitter output pin.
EPWM1_CH2 110 MFP12 |EPWML1 channel 2 output/capture input.
30 | 38 [PC.2 110 MFPO |General purpose digital /O pin.
EBI_AD2 110 MFP2 |EBI address/data bus bit 2.
SPIM_CLK 110 MFP3  |SPIM serial clock pin.
QSPIO_CLK 1/0 MFP4  |QSPIO serial clock pin.
SC1_RST (@) MFP5 |Smart Card 1 reset pin.
12S0_DI I MFP6  |I°S0 data input pin.
SPI1_MOSI 110 MFP7 |SPI1 MOSI (Master Out, Slave In) pin.
UART2_nCTS | MFP8 |UART?2 clear to Send input pin.
I>CO_SMBSUS e} MFP9  [12CO SMBus SMBSUS pin (PMBus CONTROL pin)
UART3_RXD | MFP11 |UARTS3 data receiver input pin.
EPWM1_CH3 110 MFP12 |EPWM1 channel 3 output/capture input.
191 31|39 |PC.1 110 MFPO |General purpose digital /O pin.
EBI_AD1 110 MFP2  |EBI address/data bus bit 1.
SPIM_MISO 110 MFP3 |SPIM MISO (Master In, Slave Out) pin.
QSPIO_MISOO0 1/0 MFP4  |QSPIO MISOO (Master In, Slave Out) pin.
SC1_DAT 110 MFP5  |Smart Card 1 data pin.
12S0_DO o MFP6 [I2S0 data output pin.
SPI1_CLK 110 MFP7  |SPI1 serial clock pin.
UART2_TXD (@) MFP8 |UART2 data transmitter output pin.
I2CO_SCL 1/10 MFP9  [I2CO clock pin.
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EPWM1_CH4 110 MFP12 |EPWM1 channel 4 output/capture input.
ACMPO_O O MFP14 |Analog comparator O output pin.
20 | 32 | 40 |PC.O 110 MFPO |General purpose digital I/O pin.
EBI_ADO 110 MFP2 |EBI address/data bus bit 0.
SPIM_MOSI 110 MFP3  |SPIM MOSI (Master Out, Slave In) pin.
QSPIO_MOSIO 1/0 MFP4 |QSPIO MOSIO (Master Out, Slave In) pin.
SC1_CLK O MFP5 |Smart Card 1 clock pin.
I2S0_LRCK o MFP6  [1S0 left right channel clock output pin.
SPI1_SS 110 MFP7 |SPI1 slave select pin.
UART2_RXD | MFP8 |UART?2 data receiver input pin.
I2C0_SDA 1/10 MFP9  |I2CO data input/output pin.
EPWM1_CH5 1/0 MFP12 |EPWML1 channel 5 output/capture input.
ACMP1_0O O MFP14 |Analog comparator 1 output pin.
41 |PD.3 110 MFPO |General purpose digital I/O pin.
EBI_AD10 110 MFP2  |EBI address/data bus bit 10.
USCIO_CTL1 110 MFP3  |USCIO control 1 pin.
SPIO_SS 110 MFP4  |SPIO slave select pin.
UART3_nRTS (0] MFP5 |UART3 request to Send output pin.
USCI1_CTLO 110 MFP6 |USCI1 control O pin.
SC2_PWR (@) MFP7  |Smart Card 2 power pin.
SC1_nCD | MFP8 |Smart Card 1 card detect pin.
UARTO_TXD (@) MFP9 |UARTO data transmitter output pin.
42 |PD.2 110 MFPO |General purpose digital I/O pin.
EBI_AD11 1/0 MFP2 |EBI address/data bus bit 11.
USCIO_DAT1 110 MFP3 |USCIO data 1 pin.
SPI0_CLK 110 MFP4  |SPIO serial clock pin.
UART3_nCTS | MFP5 |UARTS3 clear to Send input pin.
SC2_RST (@) MFP7  |Smart Card 2 reset pin.
UARTO_RXD | MFP9 |UARTO data receiver input pin.
43 |PD.1 1/0 MFPO |General purpose digital /0 pin.
EBI_AD12 110 MFP2 |EBI address/data bus bit 12.
USCIO_DATO 1/10 MFP3 |USCIO data O pin.
SPIO_MISO 110 MFP4  |SPIO MISO (Master In, Slave Out) pin.
UART3_TXD (@) MFP5 |UART3 data transmitter output pin.
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12C2_SCL 110 MFP6  [I>)C2 clock pin.
SC2_DAT 110 MFP7  |Smart Card 2 data pin.
44 |PD.O 110 MFPO |General purpose digital I/O pin.

EBI_AD13 110 MFP2 |EBI address/data bus bit 13.
USCIO_CLK 1/10 MFP3  |USCIO clock pin.
SPIO_MOSI 1/0 MFP4 |SPIO0 MOSI (Master Out, Slave In) pin.
UART3_RXD | MFP5 |UART3 data receiver input pin.
I2C2_SDA 1/10 MFP6 [I2C2 data input/output pin.
SC2_CLK (0] MFP7  |Smart Card 2 clock pin.
T™M2 110 MFP14 |Timer2 event counter input/toggle output pin.

21| 33 | 45 |PA.12 110 MFPO |General purpose digital I/O pin.
12S0_BCLK o MFP2  [I2S0 bit clock output pin.
UART4_TXD O MFP3 |UARTA4 data transmitter output pin.
I2C1_SCL 1/10 MFP4  [I>C1 clock pin.
SPI2_SS 110 MFP5 |SPI2 slave select pin.
SC2_PWR O MFP7  |Smart Card 2 power pin.
BPWM1_CH2 110 MFP11 |BPWM1 channel 2 output/capture input.
QEI1_INDEX | MFP12 |Quadrature encoder 1 index input

22 | 34 | 46 |PA.13 110 MFPO |General purpose digital I/O pin.
12S0_MCLK (e} MFP2  [I°S0 master clock output pin.
UART4_RXD | MFP3 |UART4 data receiver input pin.
I2C1_SDA 1/10 MFP4  |I2C1 data input/output pin.
SPI2_CLK 110 MFP5  |SPI2 serial clock pin.
SC2_RST O MFP7  |Smart Card 2 reset pin.
BPWM1_CHS3 110 MFP11 |BPWML1 channel 3 output/capture input.
QEI1_A | MFP12 |Quadrature encoder 1 phase A input

23 | 35| 47 |PA.14 110 MFPO |General purpose digital /O pin.
12S0_DI I MFP2  |IS0 data input pin.
UARTO_TXD (@) MFP3 |UARTO data transmitter output pin.
SPI2_MISO 110 MFP5 |SPI2 MISO (Master In, Slave Out) pin.
12C2_SCL 110 MFP6  [12C2 clock pin.
SC2_DAT 110 MFP7  |Smart Card 2 data pin.
BPWM1_CH4 110 MFP11 |BPWM1 channel 4 output/capture input.
QEI1_B | MFP12 |Quadrature encoder 1 phase B input
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24 | 36 | 48 |PA.15 110 MFPO |General purpose digital I/O pin.
12S0_DO o MFP2  [I?S0 data output pin.
UARTO_RXD | MFP3 |UARTO data receiver input pin.
SPI2_MOSI 110 MFP5 |SPI2 MOSI (Master Out, Slave In) pin.
I2C2_SDA 1/10 MFP6 [I2C2 data input/output pin.
SC2_CLK (@) MFP7 |Smart Card 2 clock pin.
BPWM1_CH5 110 MFP11 |BPWML1 channel 5 output/capture input.
EPWMO_SYNC_IN | MFP12 |EPWMO counter synchronous trigger input pin.
25 | 37 | 49 |Vss P MFPO  |Ground pin for digital circuit.
26 | 38 | 50 [LDO_CAP A MFPO |LDO output pin.
Note: . This pin needs to be connected with an external
capacitor.
27 139 | 51 (Voo P MFPO  |Power supply for I/O ports and LDO source for internal PLL
and digital circuit.
40 | 52 |PC.14 110 MFPO |General purpose digital I/O pin.
EBI_AD11 110 MFP2 |EBI address/data bus bit 11.
SC1 nCD | MFP3 |Smart Card 1 card detect pin.
SPIO_I2SMCLK 110 MFP4  |SPIO I2S master clock output pin
USCIO_CTLO 110 MFP5  |USCIO control O pin.
QSPIO_CLK 110 MFP6 |QSPIO serial clock pin.
EPWMO_SYNC_IN | MFP11 |EPWMO counter synchronous trigger input pin.
T™M1 110 MFP13 |Timerl event counter input/toggle output pin.
28 | 41 | 53 |PB.15 110 MFPO |General purpose digital I/O pin.
EADCO_CH15 A MFP1 |EADCO channel 15 analog input.
EBI_AD12 1/0 MFP2 |EBI address/data bus bit 12.
SC1_PWR (@) MFP3 |Smart Card 1 power pin.
SPIO_SS 110 MFP4 |SPIO slave select pin.
USCIO_CTL1 110 MFP5  |USCIO control 1 pin.
UARTO_nCTS | MFP6 |UARTO clear to Send input pin.
UART3_TXD (@) MFP7 |UART3 data transmitter output pin.
I2C2_SMBAL O MFP8 |I2C2 SMBus SMBALTER pin
EPWM1_CHO 110 MFP11 |EPWM1 channel 0 output/capture input.
TMO_EXT 110 MFP13 |Timer0O event counter input/toggle output pin.
29 | 42 | 54 |PB.14 110 MFPO |General purpose digital /0 pin.
EADCO_CH14 A MFP1 |EADCO channel 14 analog input.
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EBI_AD13 110 MFP2 |EBI address/data bus bit 13.
SC1_RST O MFP3 |Smart Card 1 reset pin.
SPIO_CLK 110 MFP4  |SPIO serial clock pin.
USCIO_DAT1 1/10 MFP5  |USCIO data 1 pin.
UARTO_nRTS (@) MFP6 |UARTO request to Send output pin.
UART3_RXD | MFP7 |UART3 data receiver input pin.
12C2_SMBSUS O MFP8 [I2C2 SMBus SMBSUS pin (PMBus CONTROL pin)
EPWM1_CH1 110 MFP11 |EPWML1 channel 1 output/capture input.
TM1_EXT 110 MFP13 |Timerl event counter input/toggle output pin.
CLKO e} MFP14 |Clock Out

30 | 43 | 55 |PB.13 1/10 MFPO  |General purpose digital I/0 pin.
EADCO_CH13 A MFP1 |EADCO channel 13 analog input.
DAC1_OuUT A MFP1 |DAC1 channel analog output.
ACMPO_P3 A MFP1 |Analog comparator O positive input 3 pin.
ACMP1_P3 A MFP1 |Analog comparator 1 positive input 3 pin.
EBI_AD14 110 MFP2 |EBI address/data bus bit 14.
SC1_DAT 110 MFP3  |Smart Card 1 data pin.
SPIO_MISO 110 MFP4  |SPIO MISO (Master In, Slave Out) pin.
USCIO_DATO 110 MFP5 |USCIO data O pin.
UARTO_TXD (@) MFP6 |UARTO data transmitter output pin.
UART3_nRTS O MFP7 |UART3 request to Send output pin.
I2C2_SCL 110 MFP8  [I2C2 clock pin.
EPWM1_CH2 1/0 MFP11 |EPWM1 channel 2 output/capture input.
TM2_EXT 110 MFP13 |Timer2 event counter input/toggle output pin.

31| 44 | 56 |PB.12 110 MFPO |General purpose digital I/O pin.
EADCO_CH12 A MFP1 |EADCO channel 12 analog input.
DACO_OUT A MFP1 |DACO channel analog output.
ACMPO_P2 A MFP1 |Analog comparator O positive input 2 pin.
ACMP1_P2 A MFP1 |Analog comparator 1 positive input 2 pin.
EBI_AD15 110 MFP2 |EBI address/data bus bit 15.
SC1_CLK (@) MFP3 |Smart Card 1 clock pin.
SPIO_MOSI 110 MFP4  |SPIO MOSI (Master Out, Slave In) pin.
USCIO_CLK 110 MFP5  |USCIO clock pin.
UARTO_RXD | MFP6 |UARTO data receiver input pin.
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UART3_nCTS | MFP7 |UART3 clear to Send input pin.
I2C2_SDA 1/10 MFP8 [I2C2 data input/output pin.
SDO0_nCD | MFP9 |SD/SDIOO card detect input pin
EPWM1_CH3 110 MFP11 |EPWML1 channel 3 output/capture input.
TM3_EXT 110 MFP13 |Timer3 event counter input/toggle output pin.
32 | 45| 57 |[AVpp P MFPO  |Power supply for internal analog circuit.

58 [Vrer A MFPO |ADC reference voltage input.

Note: This pin needs to be connected with a 1uF capacitor.
46 | 59 [AVss P MFPO  |Ground pin for analog circuit.

60 |PB.11 110 MFPO |General purpose digital I/O pin.
EADCO_CH11 A MFP1 |EADCO channel 11 analog input.
EBI_ADR16 O MFP2 |EBI address bus bit 16.

UARTO_nCTS | MFP5 |UARTO clear to Send input pin.
UART4_TXD O MFP6 |UART4 data transmitter output pin.
I2C1_SCL 1/10 MFP7  [I>C1 clock pin.

SPI0_I2SMCLK 110 MFP9 |SPIO I2S master clock output pin
BPWM1_CHO 110 MFP10 |BPWM1 channel 0 output/capture input.
SPI3_CLK 110 MFP11 |SPI3 serial clock pin.

61 [PB.10 110 MFPO |General purpose digital I/O pin.
EADCO_CH10 A MFP1 |EADCO channel 10 analog input.
EBI_ADR17 O MFP2 |EBI address bus bit 17.

USCI1_CTLO 110 MFP4  |USCI1 control O pin.

UARTO_nRTS (@) MFP5 |UARTO request to Send output pin.
UART4_RXD | MFP6 |UART4 data receiver input pin.
I’C1_SDA 1/10 MFP7  [I2C1 data input/output pin.
BPWM1_CH1 110 MFP10 |BPWML1 channel 1 output/capture input.
SPI3_SS 110 MFP11 |SPI3 slave select pin.

62 |PB.9 110 MFPO |General purpose digital /O pin.
EADCO_CH9 A MFP1 |EADCO channel 9 analog input.
EBI_ADR18 (0] MFP2 |EBI address bus bit 18.

USCI1_CTL1 110 MFP4  |USCI1 control 1 pin.

UARTO_TXD (@) MFP5 |UARTO data transmitter output pin.
UART1_nCTS | MFP6 |UART1 clear to Send input pin.
I2C1_SMBAL (@) MFP7  |I>)C1 SMBus SMBALTER pin

Feb 22, 2022

Page 68 of 525

Rev 3.03




NnuvoTonN

MA480 Series
32 |48 |64 |Pin Name Type |MFP Description
Pin |Pin |Pin
BPWM1_CH2 110 MFP10 |BPWML1 channel 2 output/capture input.
SPI3_MISO 110 MFP11 |SPI3 MISO (Master In, Slave Out) pin.
INT7 | MFP13 |External interrupt 7 input pin.

63 |PB.8 110 MFPO |General purpose digital I/0 pin.
EADCO_CH8 A MFP1 |EADCO channel 8 analog input.
EBI_ADR19 O MFP2 |EBI address bus bit 19.

USCI1_CLK 110 MFP4 |USCI1 clock pin.

UARTO_RXD | MFP5 |UARTO data receiver input pin.

UART1_nRTS (0] MFP6 |UART1 request to Send output pin.
I)C1_SMBSUS O MFP7  [I2C1 SMBus SMBSUS pin (PMBus CONTROL pin)
BPWM1_CH3 110 MFP10 |BPWML1 channel 3 output/capture input.
SPI3_MOSI 1/0 MFP11 |SPI3 MOSI (Master Out, Slave In) pin.

INT6 | MFP13 |External interrupt 6 input pin.

47 | 64 |PB.7 110 MFPO |General purpose digital I/O pin.
EADCO_CH7 A MFP1 |EADCO channel 7 analog input.
EBI_nWRL (0] MFP2  |EBI low byte write enable output pin.
USCI1_DATO 110 MFP4  |USCI1 data O pin.

UART1_TXD O MFP6 |UART1 data transmitter output pin.
SD1_CMD 110 MFP7 |SD/SDIO1 command/response pin
EBI_nCSO (@) MFP8 |EBI chip select 0 output pin.
BPWM1_CH4 110 MFP10 |BPWM1 channel 4 output/capture input.
EPWM1_BRAKEO | MFP11 |EPWML1 Brake 0 input pin.
EPWM1_CH4 110 MFP12 |EPWML1 channel 4 output/capture input.
INT5 | MFP13 |External interrupt 5 input pin.
ACMPO_O (@) MFP15 |Analog comparator O output pin.
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Note: PA.15 MFP can only be as USB_OTG_ID when enable full-Speed USB.

32 |48 |64 |128 |Pin Name Type |MFP Description

Pin |Pin [Pin |Pin

1 11 |2 1 PB.5 1/0 MFPO |General purpose digital I/O pin.
EADCO_CH5 A MFP1 |EADCO channel 5 analog input.
ACMP1_N A MFP1 |Analog comparator 1 negative input pin.
EBI_ADRO (0] MFP2 |EBI address bus bit 0.
SDO_DAT3 110 MFP3 |SD/SDIOO data line bit 3.
SPI1_MISO 110 MFP5 |SPI1 MISO (Master In, Slave Out) pin.
12C0_SCL 1/0 MFP6 |I2CO0 clock pin.
UARTS5_TXD (0] MFP7 |UARTS data transmitter output pin.
USCI1_CTLO /0 MFP8 |USCI1 control O pin.
SCO0_CLK O MFP9 |Smart Card O clock pin.
12S0_BCLK O MFP10 |12S0 bit clock output pin.
EPWMO_CHO 1/0 MFP11 |EPWMO channel 0 output/capture input.
T™MO 110 MFP14 |TimerO event counter input/toggle output pin.
INTO | MFP15 |External interrupt O input pin.

2 12 I3 |2 PB.4 1/0 MFPO |General purpose digital I/O pin.
EADCO_CH4 A MFP1 |EADCO channel 4 analog input.
ACMP1_P1 A MFP1 |Analog comparator 1 positive input 1 pin.
EBI_ADR1 (0] MFP2 |EBI address bus bit 1.
SDO_DAT2 110 MFP3 |SD/SDIOO data line bit 2.
SPI1_MOSI 1/0 MFP5 |SPI1 MOSI (Master Out, Slave In) pin.
12C0_SDA 1/0 MFP6 |I2CO0 data input/output pin.
UART5_RXD | MFP7 |UARTS5 data receiver input pin.
USCI1_CTL1 /10 MFP8 |USCI1 control 1 pin.
SCO_DAT /10 MFP9 |Smart Card 0 data pin.
12S0_MCLK (0] MFP10 |12S0 master clock output pin.
EPWMO_CH1 1/0 MFP11 |EPWMO channel 1 output/capture input.
™1 1/0 MFP14 |Timerl event counter input/toggle output pin.
INT1 | MFP15 |External interrupt 1 input pin.

3 3 |4 |3 PB.3 1/0 MFPO |General purpose digital I/O pin.
EADCO_CH3 A MFP1 |EADCO channel 3 analog input.
ACMPO_N A MFP1 |Analog comparator O negative input pin.
EBI_ADR2 (0] MFP2 |EBI address bus bit 2.
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SDO_DAT1 1/0 MFP3 |SD/SDIOO data line bit 1.

SPI1_CLK /0 MFP5 |SPI1 serial clock pin.

UART1_TXD O MFP6 |UART1 data transmitter output pin.
UART5_nRTS (0] MFP7 |UARTS5 request to Send output pin.
USCI1_DAT1 110 MFP8 |USCI1 data 1 pin.

SCO_RST (0] MFP9 |Smart Card O reset pin.

12S0_DI | MFP10 |I12S0 data input pin.

EPWMO_CH2 1/0 MFP11 |EPWMO channel 2 output/capture input.
T™M2 /0 MFP14 |Timer2 event counter input/toggle output pin.
INT2 | MFP15 |External interrupt 2 input pin.

4 |4 |5 |4 PB.2 /10 MFPO |General purpose digital I/O pin.
EADCO_CH2 A MFP1 |EADCO channel 2 analog input.
ACMPO_P1 A MFP1 |Analog comparator O positive input 1 pin.
OPA0_O A MFP1 |Operational amplifier O output pin.
EBI_ADR3 (0] MFP2 |EBI address bus bit 3.

SDO_DATO 110 MFP3 |SD/SDIOO data line bit 0.
SPI1_SS 110 MFP5 |SPI1 slave select pin.
UART1_RXD | MFP6 |UART1 data receiver input pin.
UART5_nCTS | MFP7 |UARTS5 clear to Send input pin.
USCI1_DATO /O MFP8 |USCI1 data O pin.
SCO_PWR (0] MFP9  |Smart Card O power pin.
12S0_DO (0] MFP10 [I2S0 data output pin.
EPWMO_CH3 1/0 MFP11 |EPWMO channel 3 output/capture input.
T™3 110 MFP14 |Timer3 event counter input/toggle output pin.
INT3 | MFP15 |External interrupt 3 input pin.

5 PC.12 /O MFPO |General purpose digital I/O pin.
EBI_ADR4 (0] MFP2 |EBI address bus bit 4.
UARTO_TXD (0] MFP3 |UARTO data transmitter output pin.
12C0_SCL 110 MFP4  |12CO clock pin.
SPI3_MISO 110 MFP6 |SPI3 MISO (Master In, Slave Out) pin.
SCO0_nCD | MFP9 |Smart Card O card detect pin.
ECAP1_IC2 | MFP11 |Enhanced capture unit 1 input 2 pin.
EPWM1_CHO 1/0 MFP12 |EPWM1 channel O output/capture input.
ACMPO_O (0] MFP14 |Analog comparator O output pin.
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6 PC.11 1/0 MFPO |General purpose digital I/O pin.
EBI_ADR5 (0] MFP2 |EBI address bus bit 5.
UARTO_RXD | MFP3 |UARTO data receiver input pin.
12C0_SDA 1/0 MFP4  |I2CO0 data input/output pin.
SPI3_MOSI 110 MFP6 |SPI3 MOSI (Master Out, Slave In) pin.
ECAP1_IC1 | MFP11 |Enhanced capture unit 1 input 1 pin.
EPWM1_CH1 /0 MFP12 |EPWML1 channel 1 output/capture input.
ACMP1_O (0] MFP14 |Analog comparator 1 output pin.
7 PC.10 /0 MFPO |General purpose digital I/O pin.
EBI_ADR®6 O MFP2 |EBI address bus bit 6.
SPI3_CLK /10 MFP6 |SPI3 serial clock pin.
UART3_TXD (0] MFP7 |UART3 data transmitter output pin.
CAN1_TXD (0] MFP9 |CANL1 bus transmitter output.
ECAP1_ICO | MFP11 |Enhanced capture unit 1 input O pin.
EPWM1_CH2 /O MFP12 |EPWM1 channel 2 output/capture input.
8 PC.9 1/0 MFPO |General purpose digital I/O pin.
EBI_ADR7 (0] MFP2 |EBI address bus bit 7.
SPI3_SS 110 MFP6 |SPI3 slave select pin.
UART3_RXD | MFP7 |UART3 data receiver input pin.
CAN1_RXD | MFP9 |CANL1 bus receiver input.
EPWM1_CH3 /O MFP12 |EPWM1 channel 3 output/capture input.
5 |5 [6 |9 PB.1 110 MFPO |General purpose digital I/O pin.
EADCO_CH1 A MFP1 |EADCO channel 1 analog input.
OPAO_N A MFP1 |Operational amplifier 0 negative input pin.
EBI_ADRS (0] MFP2 |EBI address bus bit 8.
SDO_CLK (0] MFP3 |SD/SDIOO clock output pin
SPI1_|I2SMCLK /O MFP5  |SPI1 I2S master clock output pin
SPI3_I12SMCLK 1/0 MFP6 |SPI3 I2S master clock output pin
UART2_TXD o MFP7 |UART2 data transmitter output pin.
USCI1_CLK 110 MFP8 |USCI1 clock pin.
12C1_SCL 1/0 MFP9  |I2C1 clock pin.
12S0_LRCK (0] MFP10 |12S0 left right channel clock output pin.
EPWMO_CH4 1/0 MFP11 |EPWMO channel 4 output/capture input.
EPWM1_CH4 1/0 MFP12 |EPWM1 channel 4 output/capture input.
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EPWMO_BRAKEO | MFP13 |EPWMO Brake 0 input pin.
6 [6 |7 |10 |PB.O /0 MFPO |General purpose digital I/O pin.
EADCO_CHO A MFP1 |EADCO channel 0 analog input.
OPAO_P A MFP1 |Operational amplifier O positive input pin.
EBI_ADR9 O MFP2 |EBI address bus bit 9.
SDO_CMD 1/0 MFP3 |SD/SDIO0O command/response pin
UART2_RXD | MFP7 |UART?2 data receiver input pin.
SPI0_I2SMCLK 1/0 MFP8 |SPIO I2S master clock output pin
I2C1_SDA /0 MFP9 |I2C1 data input/output pin.
EPWMO_CH5 1/0 MFP11 |EPWMO channel 5 output/capture input.
EPWM1_CH5 1/0 MFP12 |EPWM1 channel 5 output/capture input.
EPWMO_BRAKE1 | MFP13 |EPWMO Brake 1 input pin.
11 |VSSs P MFPO |Ground pin for digital circuit.
12 |vDD P MFPO  |Power supply for I/O ports and LDO source for internal PLL
and digital circuit.
7 |18 (13 |PA.11 1/0 MFPO |General purpose digital I/O pin.
ACMPO_PO A MFP1 |Analog comparator O positive input O pin.
EBI_nRD (0] MFP2 |EBI read enable output pin.
SC2_PWR (0] MFP3 |Smart Card 2 power pin.
SPI2_SS 110 MFP4  |SPI2 slave select pin.
SD1_DAT3 110 MFP5 |SD/SDIO1 data line bit 3.
USCIO_CLK 1/0 MFP6 |USCIO clock pin.
12C2_SCL 110 MFP7  [12C2 clock pin.
BPWMO_CHO /O MFP9  |BPWMO channel O output/capture input.
EPWMO_SYNC_OUT (0] MFP10 |EPWMO counter synchronous trigger output pin.
TMO_EXT 110 MFP13 |TimerO external capture input/toggle output pin.
DAC1_ST | MFP14 |DAC1 external trigger input.
8 |9 |[14 |PA.10 1/0 MFPO |General purpose digital I/O pin.
ACMP1_PO A MFP1 |Analog comparator 1 positive input O pin.
OPAl1_O A MFP1 |Operational amplifier 1 output pin.
EBI_nWR (0] MFP2 |EBI write enable output pin.
SC2_RST o MFP3 |Smart Card 2 reset pin.
SPI2_CLK /10 MFP4  |SPI2 serial clock pin.
SD1_DAT2 1/0 MFP5 |SD/SDIO1 data line bit 2.
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USCIO_DATO 1/0 MFP6 |USCIO data O pin.
12C2_SDA /0 MFP7 |I12C2 data input/output pin.
BPWMO_CH1 /0 MFP9 |BPWMO channel 1 output/capture input.
QEI1_INDEX | MFP10 |Quadrature encoder 1 index input
ECAPO_ICO | MFP11 |Enhanced capture unit O input O pin.
TM1_EXT 1/0 MFP13 |Timerl external capture input/toggle output pin.
DACO_ST | MFP14 |DACO external trigger input.
9 |10 (15 |PA.9S 1/0 MFPO |General purpose digital I/O pin.
OPA1_N A MFP1 |Operational amplifier 1 negative input pin.
EBI_MCLK (0] MFP2 |EBI external clock output pin.
SC2_DAT /10 MFP3 |Smart Card 2 data pin.
SPI2_MISO 1/0 MFP4 |SPI2 MISO (Master In, Slave Out) pin.
SD1_DAT1 /0 MFP5 |SD/SDIO1 data line bit 1.
USCIO_DAT1 /0 MFP6 |USCIO data 1 pin.
UART1_TXD (0] MFP7 |UART1 data transmitter output pin.
BPWMO_CH2 1/0 MFP9 |BPWMO channel 2 output/capture input.
QEI1_A | MFP10 |Quadrature encoder 1 phase A input
ECAPOQ_IC1 | MFP11 |Enhanced capture unit O input 1 pin.
TM2_EXT 1/0 MFP13 |Timer2 external capture input/toggle output pin.
10 |11 |16 |[PA.8 /O MFPO |General purpose digital I/O pin.
OPAl1_P A MFP1 |Operational amplifier 1 positive input pin.
EBI_ALE (0] MFP2 |EBI address latch enable output pin.
SC2_CLK (0] MFP3 |Smart Card 2 clock pin.
SPI2_MOSI 1/0 MFP4 |SPI2 MOSI (Master Out, Slave In) pin.
SD1_DATO 1/0 MFP5 |SD/SDIO1 data line bit 0.
USCIO_CTL1 /O MFP6 |USCIO control 1 pin.
UART1_RXD | MFP7 |UART1 data receiver input pin.
BPWMO_CH3 1/0 MFP9 |BPWMO channel 3 output/capture input.
QEI1_B | MFP10 |Quadrature encoder 1 phase B input
ECAPOQ_IC2 | MFP11 |Enhanced capture unit O input 2 pin.
TM3_EXT 1/0 MFP13 |Timer3 external capture input/toggle output pin.
INT4 | MFP15 |External interrupt 4 input pin.
17 |PC.13 1/0 MFPO |General purpose digital I/O pin.
EBI_ADR10 (0] MFP2 |EBI address bus bit 10.
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SC2_nCD | MFP3 |Smart Card 2 card detect pin.
SPI2_|2SMCLK /0 MFP4 |SPI2 I2S master clock output pin
CAN1_TXD O MFP5 |CANL1 bus transmitter output.
USCIO_CTLO 110 MFP6 |USCIO control O pin.
UART2_TXD O MFP7 |UART2 data transmitter output pin.
BPWMO_CH4 1/0 MFP9 |BPWMO channel 4 output/capture input.
CLKO (0] MFP13 |Clock Out
EADCO_ST | MFP14 |EADCO external trigger input.

18 |PD.12 /0 MFPO |General purpose digital I/O pin.
OPA2_O A MFP1 |Operational amplifier 2 output pin.
EBI_nCSO0 (0] MFP2 |EBI chip select 0 output pin.
CAN1_RXD | MFP5 |CANL1 bus receiver input.

UART2_RXD | MFP7 |UART?2 data receiver input pin.
BPWMO_CH5 /0 MFP9 |BPWMO channel 5 output/capture input.
QEIO_INDEX | MFP10 |Quadrature encoder O index input
CLKO @) MFP13 |Clock Out

EADCO_ST | MFP14 |EADCO external trigger input.

INT5 | MFP15 |External interrupt 5 input pin.

19 |PD.11 1/0 MFPO |General purpose digital I/O pin.
OPA2_N A MFP1 |Operational amplifier 2 negative input pin.
EBI_nCS1 (0] MFP2 |EBI chip select 1 output pin.
UART1_TXD (0] MFP3 |UART1 data transmitter output pin.
CANO_TXD (0] MFP4  |CANO bus transmitter output.

QEIO_A | MFP10 |Quadrature encoder 0 phase A input
INT6 | MFP15 |External interrupt 6 input pin.

20 |PD.10 /O MFPO |General purpose digital I/O pin.
OPA2_P A MFP1 |Operational amplifier 2 positive input pin.
EBI_nCS2 (0] MFP2 |EBI chip select 2 output pin.
UART1_RXD | MFP3 |UART1 data receiver input pin.
CANO_RXD | MFP4  |CANO bus receiver input.

QEIO_B | MFP10 |Quadrature encoder O phase B input
INT7 | MFP15 |External interrupt 7 input pin.

21 |PG.2 1/0 MFPO |General purpose digital I/O pin.

EBI_ADR11 (0] MFP2 |EBI address bus bit 11.
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SPI2_SS 1/0 MFP3 |SPI2 slave select pin.
12C0_SMBAL (0] MFP4 |I12C0 SMBus SMBALTER pin
I2C1_SCL /0 MFP5  |I2C1 clock pin.
T™MO 1/0 MFP13 |Timer0O event counter input/toggle output pin.
22 |PG.3 1/0 MFPO |General purpose digital I/O pin.
EBI_ADR12 (0] MFP2 |EBI address bus bit 12.
SPI2_CLK /0 MFP3 |SPI2 serial clock pin.
12C0_SMBSUS (0] MFP4 |I12C0 SMBus SMBSUS pin (PMBus CONTROL pin)
I2C1_SDA /0 MFP5  |I2C1 data input/output pin.
™1 1/0 MFP13 |Timerl event counter input/toggle output pin.
23 |PG.4 1/0 MFPO |General purpose digital I/O pin.
EBI_ADR13 (0] MFP2 |EBI address bus bit 13.
SPI2_MISO /0 MFP3 |SPI2 MISO (Master In, Slave Out) pin.
T™M2 /0 MFP13 |Timer2 event counter input/toggle output pin.
24 |PF.11 /O MFPO |General purpose digital I/O pin.
EBI_ADR14 (0] MFP2 |EBI address bus bit 14.
SPI2_MOSI 110 MFP3 |SPI2 MOSI (Master Out, Slave In) pin.
TAMPERS5 110 MFP10 |TAMPER detector loop pin 5.
T™3 1/0 MFP13 |Timer3 event counter input/toggle output pin.
25 |PF.10 /O MFPO |General purpose digital I/O pin.
EBI_ADR15 (0] MFP2 |EBI address bus bit 15.
SCO0_nCD | MFP3 |Smart Card O card detect pin.
12S0_BCLK (0] MFP4  |12S0 bit clock output pin.
SPI0_I2SMCLK 110 MFP5 |SPIO 12S master clock output pin
TAMPER4 1/0 MFP10 |TAMPER detector loop pin 4.
26 |PF.9 /O MFPO |General purpose digital I/O pin.
EBI_ADR16 (0] MFP2 |EBI address bus bit 16.
SCO_PWR (0] MFP3 |Smart Card O power pin.
12S0_MCLK o MFP4  |12S0 master clock output pin.
SPIO_SS 110 MFP5 |SPIO slave select pin.
TAMPER3 1/0 MFP10 |TAMPER detector loop pin 3.
27 |PF.8 1/0 MFPO |General purpose digital I/O pin.
EBI_ADR17 (0] MFP2 |EBI address bus bit 17.
SCO_RST (0] MFP3 |Smart Card O reset pin.
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12S0_DI | MFP4  |I2S0 data input pin.
SPI0_CLK /0 MFP5  |SPIO serial clock pin.
TAMPER2 /0 MFP10 |TAMPER detector loop pin 2.
28 |PF.7 1/0 MFPO |General purpose digital I/O pin.
EBI_ADR18 O MFP2 |EBI address bus bit 18.
SCO_DAT 1/0 MFP3 |Smart Card O data pin.
12S0_DO (0] MFP4 |I2S0 data output pin.
SPI0_MISO 1/0 MFP5 |SPIO MISO (Master In, Slave Out) pin.
UART4_TXD O MFP6 |UART4 data transmitter output pin.
TAMPER1 110 MFP10 |TAMPER detector loop pin 1.
12 |29 |PF.6 1/0 MFPO |General purpose digital I/O pin.
EBI_ADR19 (0] MFP2 |EBI address bus bit 19.
SCO0_CLK (0] MFP3 |Smart Card O clock pin.
12S0_LRCK O MFP4  |12S0 left right channel clock output pin.
SPI0_MOSI /O MFP5 |SPI0O MOSI (Master Out, Slave In) pin.
UART4_RXD | MFP6 |UART4 data receiver input pin.
EBI_nCSO (0] MFP7 |EBI chip select 0 output pin.
TAMPERO 110 MFP10 |TAMPER detector loop pin 0.
13 |30 Voo P MFPO |Power supply for I/O ports and LDO source for internal PLL
and digital circuit.
7 |11 |14 |31 |PF5 110 MFPO |General purpose digital I/O pin.
UART2_RXD | MFP2 |UART?2 data receiver input pin.
UART2_nCTS | MFP4 |UART?2 clear to Send input pin.
BPWMO_CH4 /O MFP8 |BPWMO channel 4 output/capture input.
EPWMO_SYNC_OUT (0] MFP9 |EPWMO counter synchronous trigger output pin.
X32_IN | MFP10 |External 32.768 kHz crystal input pin.
EADCO_ST | MFP11 |EADCO external trigger input.
8 |12 |15 |32 |PF.4 1/0 MFPO |General purpose digital I/O pin.
UART2_TXD (0] MFP2 |UART2 data transmitter output pin.
UART2_nRTS (0] MFP4 |UART2 request to Send output pin.
BPWMO_CH5 1/0 MFP8 |BPWMO channel 5 output/capture input.
X32_0uT (0] MFP10 |External 32.768 kHz crystal output pin.
33 |PH.4 1/0 MFPO |General purpose digital I/O pin.
EBI_ADR3 (0] MFP2 |EBI address bus bit 3.
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SPI1_MISO 1/0 MFP3 |SPI1 MISO (Master In, Slave Out) pin.
34 |PH.5 /0 MFPO |General purpose digital I/O pin.
EBI_ADR2 (0] MFP2 |EBI address bus bit 2.
SPI1_MOSI 110 MFP3 |SPI1 MOSI (Master Out, Slave In) pin.
35 |PH.6 1/0 MFPO |General purpose digital I/O pin.
EBI_ADR1 (0] MFP2 |EBI address bus bit 1.
SPI1_CLK /0 MFP3 |SPI1 serial clock pin.
36 |PH.7 1/0 MFPO |General purpose digital I/O pin.
EBI_ADRO (0] MFP2 |EBI address bus bit 0.
SPI1_SS 110 MFP3 |SPI1 slave select pin.
9 |13 |16 |37 |PF.3 /10 MFPO |General purpose digital I/O pin.
EBI_nCSO0 (0] MFP2 |EBI chip select 0 output pin.
UARTO_TXD (0] MFP3 |UARTO data transmitter output pin.
12C0_SCL /0 MFP4  |12CO clock pin.
XT1_IN | MFP10 |External 4~24 MHz (high speed) crystal input pin.
BPWM1_CHO 1/0 MFP11 |BPWM1 channel 0 output/capture input.
10 |14 |17 |38 |PF.2 110 MFPO |General purpose digital I/O pin.
EBI_nCS1 (0] MFP2 |EBI chip select 1 output pin.
UARTO_RXD | MFP3 |UARTO data receiver input pin.
12C0O_SDA /O MFP4 |12CO0 data input/output pin.
QSPIO_CLK 110 MFP5  |Quad SPIO serial clock pin.
XT1_OUT o MFP10 |External 4~24 MHz (high speed) crystal output pin.
BPWM1_CH1 1/0 MFP11 |BPWML1 channel 1 output/capture input.
39 |VSS P MFPO |Ground pin for digital circuit.
40 |vDD P MFPO  |Power supply for I/O ports and LDO source for internal PLL
and digital circuit.
41 |PE.8 1/0 MFPO |General purpose digital I/O pin.
EBI_ADR10 (0] MFP2 |EBI address bus bit 10.
12S0_BCLK (0] MFP4  |12S0 bit clock output pin.
SPI2_CLK 1/0 MFP5 |SPI2 serial clock pin.
USCI1_CTL1 1/0 MFP6 |USCI1 control 1 pin.
UART2_TXD o MFP7 |UART2 data transmitter output pin.
EPWMO_CHO 1/0 MFP10 |EPWMO channel 0 output/capture input.
EPWMO_BRAKEO | MFP11 |EPWMO Brake 0 input pin.
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ECAPO_ICO | MFP12 |Enhanced capture unit O input O pin.
TRACE_CLK (0] MFP14 |ETM Trace Clock output pin
42 |PE.9 /0 MFPO |General purpose digital I/O pin.
EBI_ADR11 (0] MFP2 |EBI address bus bit 11.
12S0_MCLK O MFP4  |12S0 master clock output pin.
SPI2_MISO 1/0 MFP5 |SPI2 MISO (Master In, Slave Out) pin.
USCI1_CTLO /0 MFP6 |USCI1 control O pin.
UART2_RXD | MFP7 |UART2 data receiver input pin.
EPWMO_CH1 /0 MFP10 |EPWMO channel 1 output/capture input.
EPWMO_BRAKE1 | MFP11 |EPWMO Brake 1 input pin.
ECAPO_IC1 | MFP12 |Enhanced capture unit O input 1 pin.
TRACE_DATAO (0] MFP14 |ETM Trace Data 0 output pin
43 |PE.10 /0 MFPO |General purpose digital I/O pin.
EBI_ADR12 (0] MFP2 |EBI address bus bit 12.
12S0_DI | MFP4  |I2S0 data input pin.
SPI2_MOSI /10 MFP5 |SPI2 MOSI (Master Out, Slave In) pin.
USCI1_DATO 110 MFP6 |USCI1 data O pin.
UART3_TXD (0] MFP7 |UART3 data transmitter output pin.
EPWMO_CH2 1/0 MFP10 |EPWMO channel 2 output/capture input.
EPWM1_BRAKEO | MFP11 |EPWML1 Brake 0 input pin.
ECAPO_IC2 | MFP12 |Enhanced capture unit O input 2 pin.
TRACE_DATA1 (0] MFP14 |ETM Trace Data 1 output pin
44 |PE.11 110 MFPO |General purpose digital I/O pin.
EBI_ADR13 (0] MFP2 |EBI address bus bit 13.
12S0_DO (0] MFP4 |I2S0 data output pin.
SPI2_SS /O MFP5 |SPI2 slave select pin.
USCI1_DAT1 /O MFP6 |USCI1 data 1 pin.
UART3_RXD | MFP7 |UART3 data receiver input pin.
UART1_nCTS | MFP8 |UART1 clear to Send input pin.
EPWMO_CH3 1/0 MFP10 |EPWMO channel 3 output/capture input.
EPWM1_BRAKE1 | MFP11 |EPWML1 Brake 1 input pin.
ECAP1_IC2 | MFP13 |Enhanced capture unit 1 input 2 pin.
TRACE_DATA2 (0] MFP14 |ETM Trace Data 2 output pin
45 |PE.12 1/0 MFPO |General purpose digital I/O pin.
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EBI_ADR14 (0] MFP2 |EBI address bus bit 14.
12S0_LRCK (0] MFP4  |I12S0 left right channel clock output pin.
SPI2_I2SMCLK /0 MFP5 |SPI2 12S master clock output pin
USCI1_CLK 110 MFP6 |USCI1 clock pin.
UART1 _nRTS (0] MFP8 |UART1 request to Send output pin.
EPWMO_CH4 1/0 MFP10 |EPWMO channel 4 output/capture input.
ECAP1_IC1 | MFP13 |Enhanced capture unit 1 input 1 pin.
TRACE_DATA3 (0] MFP14 |ETM Trace Data 3 output pin
46 |PE.13 /0 MFPO |General purpose digital I/O pin.
EBI_ADR15 O MFP2 |EBI address bus bit 15.
12C0_SCL /10 MFP4  |12CO clock pin.
UART4_nRTS (0] MFP5 |UART4 request to Send output pin.
UART1_TXD (0] MFP8 |UART1 data transmitter output pin.
EPWMO_CH5 /0 MFP10 |EPWMO channel 5 output/capture input.
EPWM1_CHO /O MFP11 |EPWM1 channel O output/capture input.
BPWM1_CH5 1/0 MFP12 |BPWM1 channel 5 output/capture input.
ECAP1_ICO | MFP13 |Enhanced capture unit 1 input O pin.
47 |PC.8 1/0 MFPO |General purpose digital I/O pin.
EBI_ADR16 (0] MFP2 |EBI address bus bit 16.
12C0O_SDA /O MFP4 |12CO0 data input/output pin.
UART4_nCTS | MFP5 |UART4 clear to Send input pin.
UART1_RXD | MFP8 |UART1 data receiver input pin.
EPWM1_CH1 1/0 MFP11 |EPWM1 channel 1 output/capture input.
BPWM1_CH4 110 MFP12 |BPWM1 channel 4 output/capture input.
18 |48 |[PC.7 1/0 MFPO |General purpose digital I/O pin.
EBI_AD9 110 MFP2 |EBI address/data bus bit 9.
SPI1_MISO /O MFP4 |SPI1 MISO (Master In, Slave Out) pin.
UART4_TXD (0] MFP5 |UART4 data transmitter output pin.
SC2_PWR (0] MFP6 |Smart Card 2 power pin.
UARTO_nCTS | MFP7 |UARTO clear to Send input pin.
12C1_SMBAL (0] MFP8 |I12C1 SMBus SMBALTER pin
EPWM1_CH2 1/0 MFP11 |EPWM1 channel 2 output/capture input.
BPWM1_CHO 1/0 MFP12 |BPWML1 channel O output/capture input.
T™MO 1/0 MFP14 |TimerO event counter input/toggle output pin.
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INT3 | MFP15 |External interrupt 3 input pin.
19 |49 |[PC.6 /0 MFPO |General purpose digital I/O pin.

EBI_ADS8 1/0 MFP2 |EBI address/data bus bit 8.
SPI1_MOSI 110 MFP4  |SPI1 MOSI (Master Out, Slave In) pin.
UART4_RXD | MFP5 |UART4 data receiver input pin.
SC2_RST (0] MFP6 |Smart Card 2 reset pin.
UARTO_nRTS (0] MFP7 |UARTO request to Send output pin.
12C1_SMBSUS (0] MFP8 |I12C1 SMBus SMBSUS pin (PMBus CONTROL pin)
EPWM1_CH3 /0 MFP11 |EPWM1 channel 3 output/capture input.
BPWM1_CH1 1/0 MFP12 |BPWM1 channel 1 output/capture input.
™1 1/0 MFP14 |Timerl event counter input/toggle output pin.
INT2 | MFP15 |External interrupt 2 input pin.

15 |20 |50 |[PA.7 /0 MFPO |General purpose digital I/O pin.
EBI_AD7 1/0 MFP2 |EBI address/data bus bit 7.
SPI1_CLK /O MFP4  |SPI1 serial clock pin.
SC2_DAT /10 MFP6 |Smart Card 2 data pin.
UARTO_TXD (0] MFP7 |UARTO data transmitter output pin.
12C1_SCL 110 MFP8 |I2C1 clock pin.
EPWM1_CH4 1/0 MFP11 |EPWM1 channel 4 output/capture input.
BPWM1_CH2 /O MFP12 |BPWM1 channel 2 output/capture input.
ACMPO_WLAT | MFP13 |Analog comparator O window latch input pin
T™M2 1/0 MFP14 |Timer2 event counter input/toggle output pin.
INT1 | MFP15 |External interrupt 1 input pin.

16 |21 |51 |PA.6 110 MFPO |General purpose digital I/O pin.
EBI_AD6 1/0 MFP2 |EBI address/data bus bit 6.
SPI1_SS /O MFP4 |SPI1 slave select pin.
SD1_nCD | MFP5 |SD/SDIO1 card detect input pin
SC2_CLK (0] MFP6 |Smart Card 2 clock pin.
UARTO_RXD | MFP7 |UARTO data receiver input pin.
12C1_SDA 1/0 MFP8 |I2C1 data input/output pin.
EPWM1_CH5 1/0 MFP11 |EPWML1 channel 5 output/capture input.
BPWM1_CH3 1/0 MFP12 |BPWM1 channel 3 output/capture input.
ACMP1_WLAT | MFP13 |Analog comparator 1 window latch input pin
T™3 1/0 MFP14 |Timer3 event counter input/toggle output pin.
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INTO | MFP15 |External interrupt O input pin.
22 |52 |VSS P MFPO |Ground pin for digital circuit.
23 |53 |vDD P MFPO  |Power supply for I/O ports and LDO source for internal PLL
and digital circuit.
24 |54 |LDO_cAP A MFPO [LDO output pin.
Note:_This pin needs to be connected with an external
capacitor.
17 |25 |55 |PAS 1/0 MFPO |General purpose digital I/O pin.
SPIM_D2 /0 MFP2 |SPIM data 2 pin for Quad Mode I/O.
QSPI0_MISO1 /0 MFP3 |Quad SPIO MISO1 (Master In, Slave Out) pin.
SPI1_I2SMCLK /10 MFP4  |SPI1 I12S master clock output pin
SD1_CMD 1/0 MFP5 |SD/SDIO1 command/response pin
SC2_nCD | MFP6 |Smart Card 2 card detect pin.
UARTO_nCTS | MFP7 |UARTO clear to Send input pin.
UART5_TXD O MFP8 |UARTS data transmitter output pin.
12C0_SCL 110 MFP9  [12CO clock pin.
CANO_TXD o MFP10 |CANO bus transmitter output.
BPWMO_CH5 1/0 MFP12 |BPWMO channel 5 output/capture input.
EPWMO_CHO 1/0 MFP13 |EPWMO channel 0 output/capture input.
QEIO_INDEX | MFP14 |Quadrature encoder O index input
18 |26 |56 |PA4 /O MFPO |General purpose digital I/O pin.
SPIM_D3 110 MFP2 |SPIM data 3 pin for Quad Mode I/O.
QSPI0_MOSI1 110 MFP3 |Quad SPI0 MOSI1 (Master Out, Slave In) pin.
SPI0_I2SMCLK 110 MFP4  |SPIO 12S master clock output pin
SD1_CLK (0] MFP5 |SD/SDIO1 clock output pin
SCO0_nCD | MFP6 |Smart Card O card detect pin.
UARTO_nRTS (0] MFP7 |UARTO request to Send output pin.
UART5_RXD | MFP8 |UARTS5 data receiver input pin.
12C0_SDA 1/0 MFP9 |I2CO0 data input/output pin.
CANO_RXD | MFP10 |CANO bus receiver input.
BPWMO_CH4 1/0 MFP12 |BPWMO channel 4 output/capture input.
EPWMO_CH1 1/0 MFP13 |EPWMO channel 1 output/capture input.
QEIO_A | MFP14 |Quadrature encoder O phase A input
11 |19 |27 |57 |PAS3 1/0 MFPO |General purpose digital I/O pin.
SPIM_SS 1/0 MFP2 |SPIM slave select pin.
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QSPIO_SS 1/0 MFP3 |Quad SPIO slave select pin.
SPIO_SS /0 MFP4 |SPIO slave select pin.
SD1_DAT3 /0 MFP5 |SD/SDIO1 data line bit 3.
SCO_PWR (0] MFP6 |Smart Card O power pin.
UART4_TXD O MFP7 |UART4 data transmitter output pin.
UART1_TXD (0] MFP8 |UART1 data transmitter output pin.
12C1_SCL /0 MFP9  |I2C1 clock pin.
BPWMO_CH3 1/0 MFP12 |BPWMO channel 3 output/capture input.
EPWMO_CH2 /0 MFP13 |EPWMO channel 2 output/capture input.
QEIO_B | MFP14 |Quadrature encoder 0 phase B input
12 |20 |28 |58 |PA.2 1/0 MFPO |General purpose digital I/O pin.
SPIM_CLK 1/0 MFP2 |SPIM serial clock pin.
QSPIO_CLK /0 MFP3 |Quad SPIO serial clock pin.
SPIO_CLK /0 MFP4  |SPIO serial clock pin.
SD1_DAT2 110 MFP5 |SD/SDIO1 data line bit 2.
SCO_RST O MFP6 |Smart Card 0 reset pin.
UART4_RXD | MFP7 |UART4 data receiver input pin.
UART1_RXD | MFP8 |UART1 data receiver input pin.
12C1_SDA 1/0 MFP9 |I2C1 data input/output pin.
BPWMO_CH2 /O MFP12 |BPWMO channel 2 output/capture input.
EPWMO_CH3 /O MFP13 |EPWMO channel 3 output/capture input.
13 j21 |29 |59 |PA.1l /10 MFPO |General purpose digital I/O pin.
SPIM_MISO 1/0 MFP2 |SPIM MISO (Master In, Slave Out) pin.
QSPI0_MISO0 110 MFP3  [Quad SPIO MISOO (Master In, Slave Out) pin.
SPI0_MISO 1/0 MFP4 |SPI0 MISO (Master In, Slave Out) pin.
SD1_DAT1 /O MFP5 |SD/SDIO1 data line bit 1.
SCO_DAT /O MFP6 |Smart Card O data pin.
UARTO_TXD (0] MFP7 |UARTO data transmitter output pin.
UART1_nCTS | MFP8 |UART1 clear to Send input pin.
12C2_SCL 110 MFP9 |I2C2 clock pin.
BPWMO_CH1 1/0 MFP12 |BPWMO channel 1 output/capture input.
EPWMO_CH4 1/0 MFP13 |EPWMO channel 4 output/capture input.
DAC1_ST | MFP15 |DAC1 external trigger input.
14 |22 |30 |60 |PA.0 1/0 MFPO |General purpose digital I/O pin.
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SPIM_MOSI 1/0 MFP2 |SPIM MOSI (Master Out, Slave In) pin.
QSPIO_MOSIO /0 MFP3 |Quad SPI0 MOSIO (Master Out, Slave In) pin.
SPIO_MOSI /0 MFP4  |SPI0O MOSI (Master Out, Slave In) pin.
SD1_DATO 110 MFP5 |SD/SDIO1 data line bit 0.
SCO_CLK 0] MFP6 [Smart Card O clock pin.
UARTO_RXD | MFP7 |UARTO data receiver input pin.
UART1_nRTS (0] MFP8 |UART1 request to Send output pin.
12C2_SDA 1/0 MFP9 |I2C2 data input/output pin.
BPWMO_CHO /0 MFP12 |BPWMO channel 0 output/capture input.
EPWMO_CH5 1/0 MFP13 |EPWMO channel 5 output/capture input.
DACO_ST | MFP15 |DACO external trigger input.
15 |23 |31 |61 |VvDDIO P MFPO |Power supply for PA.O~PA.5.
62 |PE.14 /0 MFPO |General purpose digital I/O pin.
EBI_ADS8 1/0 MFP2 |EBI address/data bus bit 8.
UART2_TXD (0] MFP3 |UART2 data transmitter output pin.
CANO_TXD O MFP4  |CANO bus transmitter output.
SD1 _nCD | MFP5 |SD/SDIO1 card detect input pin
63 |PE.15 110 MFPO |General purpose digital I/O pin.
EBI_AD9 1/0 MFP2 |EBI address/data bus bit 9.
UART2_RXD | MFP3 |UART?2 data receiver input pin.
CANO_RXD | MFP4 |CANO bus receiver input.
16 |24 |32 |64 |nRESET | MFPO |External reset input: active LOW, with an internal pull-up.
Set this pin low reset to initial state.
Note: It is recommended to use 10 kQ pull-up resistor and]
10 uF capacitor on nNRESET pin.
17 |25 |33 |65 |PF.0 1/0 MFPO |General purpose digital I/O pin.
UART1_TXD (0] MFP2 |UART1 data transmitter output pin.
12C1_SCL /O MFP3  |I2C1 clock pin.
BPWM1_CHO 1/0 MFP12 |BPWM1 channel 0 output/capture input.
ICE_DAT (0] MFP14 |Serial wired debugger data pin.
Note: It is recommended to use 100 kQ pull-up resistor on
ICE_DAT pin.
18 |26 |34 |66 |PF.1 1/0 MFPO |General purpose digital I/O pin.
UART1_RXD | MFP2 |UART1 data receiver input pin.
12C1_SDA 1/0 MFP3 |I2C1 data input/output pin.
BPWM1_CH1 1/0 MFP12 |BPWML1 channel 1 output/capture input.
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ICE_CLK | MFP14 |Serial wired debugger clock pin.
Note: It is recommended to use 100 kQ pull-up resistor on
ICE_CLK pin.
67 |PD.9 1/0 MFPO |General purpose digital I/O pin.
EBI_AD7 /0 MFP2 |EBI address/data bus bit 7.
12C2_SCL /0 MFP3  |I2C2 clock pin.
UART2_nCTS | MFP4 |UART2 clear to Send input pin.
68 |PD.8 1/0 MFPO |General purpose digital I/O pin.

EBI_AD6 /10 MFP2 |EBI address/data bus bit 6.
12C2_SDA 1/0 MFP3 |I2C2 data input/output pin.
UART2_nRTS (0] MFP4 |UART2 request to Send output pin.

27 |35 |69 |PC.5 /0 MFPO |General purpose digital I/O pin.
EBI_AD5 1/0 MFP2 |EBI address/data bus bit 5.
SPIM_D2 1/0 MFP3 |SPIM data 2 pin for Quad Mode I/O.
QSPIO_MISO1 110 MFP4  |Quad SPIO MISO1 (Master In, Slave Out) pin.
UART2_TXD (0] MFP8 |UART2 data transmitter output pin.
12C1_SCL 1/0 MFP9  |I2C1 clock pin.
CANO_TXD (0] MFP10 |CANO bus transmitter output.
UART4_TXD (0] MFP11 |UART4 data transmitter output pin.
EPWM1_CHO 1/0 MFP12 |EPWM1 channel 0 output/capture input.

28 |36 |70 |PC.4 110 MFPO |General purpose digital I/O pin.
EBI_AD4 110 MFP2 |EBI address/data bus bit 4.
SPIM_D3 1/0 MFP3 |SPIM data 3 pin for Quad Mode I/0.
QSPIO_MOSI1 /O MFP4 |Quad SPI0 MOSI1 (Master Out, Slave In) pin.
SC1_nCD | MFP5 |Smart Card 1 card detect pin.
12S0_BCLK O MFP6 |12S0 bit clock output pin.
SPI1_|I2SMCLK 110 MFP7 |SPI1 12S master clock output pin
UART2_RXD | MFP8 |UART2 data receiver input pin.
12C1_SDA 1/0 MFP9 |I2C1 data input/output pin.
CANO_RXD | MFP10 |CANO bus receiver input.
UART4_RXD | MFP11 |UART4 data receiver input pin.
EPWM1_CH1 1/0 MFP12 |EPWML1 channel 1 output/capture input.

29 |37 |71 |PC.3 110 MFPO |General purpose digital I/O pin.
EBI_AD3 110 MFP2 |EBI address/data bus bit 3.
SPIM_SS 1/0 MFP3 |SPIM slave select pin.
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QSPIO_SS 1/0 MFP4 |Quad SPIO slave select pin.
SC1_PWR (0] MFP5  |Smart Card 1 power pin.
12S0_MCLK O MFP6 |12S0 master clock output pin.
SPI1_MISO 110 MFP7 |SPI1 MISO (Master In, Slave Out) pin.
UART2_nRTS (0] MFP8 |UART?2 request to Send output pin.
12C0_SMBAL (0] MFP9 |I2C0 SMBus SMBALTER pin
CAN1_TXD (0] MFP10 |CANL1 bus transmitter output.
UART3_TXD (0] MFP11 |UARTS3 data transmitter output pin.
EPWM1_CH2 /0 MFP12 |EPWM1 channel 2 output/capture input.
30 |38 [72 |PC.2 110 MFPO |General purpose digital I/O pin.
EBI_AD2 /10 MFP2 |EBI address/data bus bit 2.
SPIM_CLK 1/0 MFP3 |SPIM serial clock pin.
QSPIO_CLK /0 MFP4 |Quad SPIO serial clock pin.
SC1_RST O MFP5 |Smart Card 1 reset pin.
12S0_DI | MFP6 |I2S0 data input pin.
SPI1_MOSI /10 MFP7 |SPI1 MOSI (Master Out, Slave In) pin.
UART2_nCTS | MFP8 |UART2 clear to Send input pin.
I2C0_SMBSUS o) MFP9  [12C0 SMBus SMBSUS pin (PMBus CONTROL pin)
CAN1_RXD | MFP10 |CANL1 bus receiver input.
UART3_RXD | MFP11 |UARTS3 data receiver input pin.
EPWM1_CH3 /O MFP12 |EPWM1 channel 3 output/capture input.
19 |31 [39 |73 |PC.1 110 MFPO |General purpose digital I/O pin.
EBI_AD1 110 MFP2 |EBI address/data bus bit 1.
SPIM_MISO 110 MFP3 |SPIM MISO (Master In, Slave Out) pin.
QSPIO_MISOO0 1/0 MFP4 |Quad SPI0 MISOO0 (Master In, Slave Out) pin.
SC1_DAT /O MFP5 |Smart Card 1 data pin.
12S0_DO (0] MFP6 |I2S0 data output pin.
SPI1_CLK 1/0 MFP7 |SPI1 serial clock pin.
UART2_TXD (0] MFP8 |UART2 data transmitter output pin.
12C0_SCL 110 MFP9  |I2CO clock pin.
EPWM1_CH4 1/0 MFP12 |EPWML1 channel 4 output/capture input.
ACMPO_O (0] MFP14 |Analog comparator O output pin.
20 |32 |40 |74 |PC.O 1/0 MFPO |General purpose digital I/O pin.
EBI_ADO 1/0 MFP2 |EBI address/data bus bit 0.
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SPIM_MOSI 1/0 MFP3 |SPIM MOSI (Master Out, Slave In) pin.
QSPIO_MOSIO /0 MFP4 |Quad SPI0 MOSIO (Master Out, Slave In) pin.
SC1_CLK O MFP5 |Smart Card 1 clock pin.
12S0_LRCK O MFP6  |12S0 left right channel clock output pin.
SPI1_SS 110 MFP7 |SPI1 slave select pin.
UART2_RXD | MFP8 |UART?2 data receiver input pin.
12C0O_SDA /0 MFP9 |I2CO0 data input/output pin.
EPWM1_CH5 1/0 MFP12 |EPWML1 channel 5 output/capture input.
ACMP1_0O O MFP14 |Analog comparator 1 output pin.
75 |VSS P MFPO |Ground pin for digital circuit.
76 |vDD P MFPO  |Power supply for I/O ports and LDO source for internal PLL
and digital circuit.
77 |PG.9 1/0 MFPO |General purpose digital I/O pin.
EBI_ADO 1/0 MFP2 |EBI address/data bus bit 0.
SD1_DAT3 110 MFP3 |SD/SDIO1 data line bit 3.
SPIM_D2 1/0 MFP4 |SPIM data 2 pin for Quad Mode 1/O.
BPWMO_CH5 /O MFP12 |BPWMO channel 5 output/capture input.
78 |PG.10 /O MFPO |General purpose digital I/O pin.
EBI_AD1 /10 MFP2 |EBI address/data bus bit 1.
SD1_DAT2 1/0 MFP3 |SD/SDIO1 data line bit 2.
SPIM_D3 1/0 MFP4 |SPIM data 3 pin for Quad Mode 1/0.
BPWMO_CH4 1/0 MFP12 |BPWMO channel 4 output/capture input.
79 |PG.11 /O MFPO |General purpose digital I/O pin.
EBI_AD2 110 MFP2 |EBI address/data bus bit 2.
SD1_DAT1 1/0 MFP3 |SD/SDIO1 data line bit 1.
SPIM_SS 110 MFP4 |SPIM slave select pin.
BPWMO_CH3 1/0 MFP12 |BPWMO channel 3 output/capture input.
80 |PG.12 1/0 MFPO |General purpose digital I/O pin.
EBI_AD3 110 MFP2 |EBI address/data bus bit 3.
SD1_DATO 110 MFP3 |SD/SDIO1 data line bit 0.
SPIM_CLK 1/0 MFP4 |SPIM serial clock pin.
BPWMO_CH2 1/0 MFP12 |BPWMO channel 2 output/capture input.
81 |PG.13 1/0 MFPO |General purpose digital I/O pin.
EBI_AD4 1/0 MFP2 |EBI address/data bus bit 4.
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SD1_CMD 1/0 MFP3 |SD/SDIO1 command/response pin
SPIM_MISO /0 MFP4 |SPIM MISO (Master In, Slave Out) pin.
BPWMO_CH1 /0 MFP12 |BPWMO channel 1 output/capture input.
82 |PG.14 1/0 MFPO |General purpose digital I/O pin.
EBI_AD5 110 MFP2 |EBI address/data bus bit 5.
SD1_CLK (0] MFP3 |SD/SDIOL1 clock output pin
SPIM_MOSI /0 MFP4 |SPIM MOSI (Master Out, Slave In) pin.
BPWMO_CHO 1/0 MFP12 |BPWMO channel 0 output/capture input.
83 |PG.15 /0 MFPO |General purpose digital I/O pin.
SD1 _nCD | MFP3 |SD/SDIOL1 card detect input pin
CLKO 0] MFP14 |Clock Out
EADCO_ST | MFP15 |EADCO external trigger input.

41 PD.3 /0 MFPO |General purpose digital I/O pin.
EBI_AD10 1/0 MFP2 |EBI address/data bus bit 10.
USCIO_CTL1 /O MFP3 |USCIO control 1 pin.

SPI0_SS 110 MFP4 |SPIO slave select pin.
UART3_nRTS O MFP5 |UART3 request to Send output pin.
USCI1_CTLO 110 MFP6 |USCI1 control O pin.

SC2_PWR (0] MFP7 |Smart Card 2 power pin.
SC1_nCD | MFP8 |Smart Card 1 card detect pin.
UARTO_TXD (0] MFP9 |UARTO data transmitter output pin.

42 PD.2 1/0 MFPO |General purpose digital I/O pin.
EBI_AD11 1/0 MFP2 |EBI address/data bus bit 11.
USCIO_DAT1 le} MFP3 |USCIO data 1 pin.

SPI0_CLK 1/0 MFP4 |SPIO serial clock pin.
UART3_nCTS | MFP5 |UART3 clear to Send input pin.
SC2_RST (0] MFP7 |Smart Card 2 reset pin.
UARTO_RXD | MFP9 |UARTO data receiver input pin.

43 PD.1 1/0 MFPO |General purpose digital I/O pin.
EBI_AD12 1/0 MFP2 |EBI address/data bus bit 12.
USCIO_DATO 1/0 MFP3 |USCIO data O pin.

SPI0_MISO 1/0 MFP4 |SPI0 MISO (Master In, Slave Out) pin.
UART3_TXD (0] MFP5 |UART3 data transmitter output pin.
12C2_SCL 1/0 MFP6 |I2C2 clock pin.
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SC2_DAT 1/0 MFP7 |Smart Card 2 data pin.
44 PD.O /0 MFPO |General purpose digital I/O pin.
EBI_AD13 1/0 MFP2 |EBI address/data bus bit 13.
USCIO_CLK 110 MFP3  |USCIO clock pin.
SPI0_MOSI 110 MFP4  |SPI0O MOSI (Master Out, Slave In) pin.
UART3_RXD | MFP5 |UART3 data receiver input pin.
12C2_SDA /0 MFP6 |I2C2 data input/output pin.
SC2_CLK (0] MFP7 |Smart Card 2 clock pin.
T™M2 /0 MFP14 |Timer2 event counter input/toggle output pin.
84 |PD.13 1/0 MFPO |General purpose digital I/O pin.
EBI_AD10 /10 MFP2 |EBI address/data bus bit 10.
SDO_nCD | MFP3 |SD/SDIOO card detect input pin
SPI0_I2SMCLK /0 MFP4 |SPIO I2S master clock output pin
SPI1_I2SMCLK /0 MFP5 |SPI1 I12S master clock output pin
SC2_nCD | MFP7 |Smart Card 2 card detect pin.
21 |33 |45 |85 |PA.12 /10 MFPO |General purpose digital I/O pin.
12S0_BCLK (0] MFP2  |12S0 bit clock output pin.
UART4_TXD (0] MFP3 |UART4 data transmitter output pin.
12C1_SCL 1/0 MFP4  |I2C1 clock pin.
SPI2_SS /O MFP5 |SPI2 slave select pin.
CANO_TXD (0] MFP6 |CANO bus transmitter output.
SC2_PWR (0] MFP7 |Smart Card 2 power pin.
BPWM1_CH2 1/0 MFP11 |BPWM1 channel 2 output/capture input.
QEI1_INDEX | MFP12 |Quadrature encoder 1 index input
USB_VBUS P MFP14 |Power supply from USB host or HUB.
22 |34 |46 |86 |PA.13 /O MFPO |General purpose digital I/O pin.
12S0_MCLK (0] MFP2 |12S0 master clock output pin.
UART4_RXD | MFP3 |UART4 data receiver input pin.
12C1_SDA 1/0 MFP4 |I2C1 data input/output pin.
SPI2_CLK 110 MFP5  |SPI2 serial clock pin.
CANO_RXD | MFP6 |CANO bus receiver input.
SC2_RST (0] MFP7 |Smart Card 2 reset pin.
BPWM1_CH3 1/0 MFP11 |BPWM1 channel 3 output/capture input.
QEI1_A | MFP12 |Quadrature encoder 1 phase A input
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USB_D- A MFP14 |USB differential signal D-.
23 |35 |47 |87 |PA.14 /0 MFPO |General purpose digital I/O pin.
12S0_DI | MFP2 |12S0 data input pin.
UARTO_TXD (0] MFP3 |UARTO data transmitter output pin.
SPI2_MISO 110 MFP5 |SPI2 MISO (Master In, Slave Out) pin.
12C2_SCL 1/0 MFP6 |I2C2 clock pin.
SC2_DAT /0 MFP7 |Smart Card 2 data pin.
BPWM1_CH4 1/0 MFP11 |BPWML1 channel 4 output/capture input.
QEI1_B | MFP12 |Quadrature encoder 1 phase B input
USB_D+ A MFP14 |USB differential signal D+.
24 |36 |48 |88 |PA.15 /10 MFPO |General purpose digital I/O pin.
12S0_DO (0] MFP2 |I2S0 data output pin.
UARTO_RXD | MFP3 |UARTO data receiver input pin.
SPI2_MOSI /0 MFP5 |SPI2 MOSI (Master Out, Slave In) pin.
12C2_SDA /O MFP6 |I2C2 data input/output pin.
SC2_CLK (0] MFP7 |Smart Card 2 clock pin.
BPWM1_CH5 1/0 MFP11 |BPWML1 channel 5 output/capture input.
EPWMO_SYNC_IN | MFP12 |EPWMO counter synchronous trigger input pin.
USB_OTG_ID I MFP14 |USB_ identification.
89 |NC
90 |vDD P MFPO  |Power supply for I/O ports and LDO source for internal PLL
and digital circuit.
91 |NC
92 INC
93 |VSS P MFPO |Ground pin for digital circuit.
94 INC
95 |LDO_CAP A MFPO |LDO output pin.
Note:_This pin needs to be connected with an external
capacitor.
96 |NC
97 |PE.7 1/0 MFPO |General purpose digital I/O pin.
SDO_CMD 1/0 MFP3 |SD/SDIO0O command/response pin
SPIM_D2 110 MFP4 |SPIM data 2 pin for Quad Mode I/O.
UARTS5_TXD (0] MFP8 |UARTS5 data transmitter output pin.
CAN1_TXD (0] MFP9 |CANL1 bus transmitter output.
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QEI1_INDEX | MFP11 |Quadrature encoder 1 index input
EPWMO_CHO /0 MFP12 |EPWMO channel 0 output/capture input.
BPWMO_CH5 /0 MFP13 |BPWMO channel 5 output/capture input.
98 |PE.6 1/0 MFPO |General purpose digital I/O pin.
SDO_CLK (0] MFP3 |SD/SDIOO clock output pin
SPIM_D3 1/0 MFP4 |SPIM data 3 pin for Quad Mode 1/0.
SPI3_I2SMCLK /0 MFP5 |SPI3 I2S master clock output pin
SCO0_nCD | MFP6 |Smart Card O card detect pin.
USCIO_CTLO /0 MFP7 |USCIO control O pin.
UART5_RXD | MFP8 |UARTS data receiver input pin.
CAN1_RXD | MFP9 |CANL1 bus receiver input.
QEI1_A | MFP11 |Quadrature encoder 1 phase A input
EPWMO_CH1 /0 MFP12 |EPWMO channel 1 output/capture input.
BPWMO_CH4 /0 MFP13 |BPWMO channel 4 output/capture input.
99 |PE.5 /O MFPO |General purpose digital I/O pin.
EBI_nRD O MFP2 |EBI read enable output pin.
SDO_DAT3 110 MFP3 |SD/SDIOO data line bit 3.
SPIM_SS 110 MFP4 |SPIM slave select pin.
SPI3_SS 1/0 MFP5 |SPI3 slave select pin.
SCO_PWR (0] MFP6 |Smart Card O power pin.
USCIO_CTL1 /O MFP7 |USCIO control 1 pin.
QEI1_B | MFP11 |Quadrature encoder 1 phase B input
EPWMO_CH2 1/0 MFP12 |EPWMO channel 2 output/capture input.
BPWMO_CH3 1/0 MFP13 |BPWMO channel 3 output/capture input.
100 |PE.4 1/0 MFPO |General purpose digital I/O pin.
EBI_nWR (0] MFP2 |EBI write enable output pin.
SDO_DAT2 110 MFP3 |SD/SDIOO data line bit 2.
SPIM_CLK 1/0 MFP4 |SPIM serial clock pin.
SPI3_CLK 110 MFP5  |SPI3 serial clock pin.
SCO_RST (0] MFP6 |Smart Card O reset pin.
USCIO_DAT1 1/0 MFP7 |USCIO data 1 pin.
QEIO_INDEX | MFP11 |Quadrature encoder O index input
EPWMO_CH3 1/0 MFP12 |EPWMO channel 3 output/capture input.
BPWMO_CH2 1/0 MFP13 |BPWMO channel 2 output/capture input.
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101 |PE.3 1/0 MFPO |General purpose digital I/O pin.
EBI_MCLK (0] MFP2 |EBI external clock output pin.
SDO_DAT1 /0 MFP3 |SD/SDIOO data line bit 1.

SPIM_MISO 1/0 MFP4  |SPIM MISO (Master In, Slave Out) pin.
SPI3_MISO 110 MFP5 |SPI3 MISO (Master In, Slave Out) pin.
SCO_DAT 1/0 MFP6 |Smart Card O data pin.

USCIO_DATO /0 MFP7 |USCIO data 0O pin.

QEIO_A | MFP11 |Quadrature encoder O phase A input
EPWMO_CH4 /0 MFP12 |EPWMO channel 4 output/capture input.
BPWMO_CH1 1/0 MFP13 |BPWMO channel 1 output/capture input.

102 |PE.2 1/0 MFPO |General purpose digital I/O pin.
EBI_ALE (0] MFP2 |EBI address latch enable output pin.
SDO_DATO /0 MFP3 |SD/SDIOO data line bit 0.

SPIM_MOSI /0 MFP4  |SPIM MOSI (Master Out, Slave In) pin.
SPI3_MOSI /O MFP5 |SPI3 MOSI (Master Out, Slave In) pin.
SCO_CLK @) MFP6 [Smart Card O clock pin.

USCI0_CLK 110 MFP7 |USCIO clock pin.

QEIO_B | MFP11 |Quadrature encoder O phase B input
EPWMO_CH5 1/0 MFP12 |EPWMO channel 5 output/capture input.
BPWMO_CHO /O MFP13 |BPWMO channel 0 output/capture input.

103 |VSS P MFPO |Ground pin for digital circuit.

104 |vDD P MFPO  |Power supply for I/O ports and LDO source for internal PLL

and digital circuit.

105 |PE.1 /O MFPO |General purpose digital I/O pin.
EBI_AD10 1/0 MFP2 |EBI address/data bus bit 10.
QSPI0_MISO0 110 MFP3  [Quad SPIO MISOO (Master In, Slave Out) pin.
SC2_DAT 110 MFP4 |Smart Card 2 data pin.
12S0_BCLK (0] MFP5  |12S0 bit clock output pin.

SPI1_MISO 1/0 MFP6 |SPI1 MISO (Master In, Slave Out) pin.
UART3_TXD (0] MFP7 |UART3 data transmitter output pin.
12C1_SCL 1/0 MFP8 |I2C1 clock pin.

UART4_nCTS | MFP9 |UART4 clear to Send input pin.

106 |PE.O 1/0 MFPO |General purpose digital I/O pin.
EBI_AD11 1/0 MFP2 |EBI address/data bus bit 11.
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QSPIO_MOSIO 1/0 MFP3 |Quad SPI0 MOSIO (Master Out, Slave In) pin.
SC2_CLK (0] MFP4  |Smart Card 2 clock pin.
12S0_MCLK O MFP5  |12S0 master clock output pin.
SPI1_MOSI 110 MFP6 |SPI1 MOSI (Master Out, Slave In) pin.
UART3_RXD | MFP7 |UART3 data receiver input pin.
12C1_SDA 1/0 MFP8 |I2C1 data input/output pin.
UART4_nRTS (0] MFP9 |UART4 request to Send output pin.

107 |PH.8 1/0 MFPO |General purpose digital I/O pin.
EBI_AD12 1/0 MFP2 |EBI address/data bus bit 12.
QSPIO_CLK 1/0 MFP3 |Quad SPIO serial clock pin.
SC2_PWR (0] MFP4  |Smart Card 2 power pin.
12S0_DI | MFP5 |I2S0 data input pin.
SPI1_CLK /0 MFP6 |SPI1 serial clock pin.
UART3_nRTS O MFP7 |UART3 request to Send output pin.
12C1_SMBAL (0] MFP8 |I12C1 SMBus SMBALTER pin
12C2_SCL /10 MFP9  |I2C2 clock pin.
UART1_TXD (0] MFP10 |UART1 data transmitter output pin.

108 |PH.9 1/0 MFPO |General purpose digital I/O pin.
EBI_AD13 1/0 MFP2 |EBI address/data bus bit 13.
QSPIO_SS 110 MFP3 |Quad SPIO slave select pin.
SC2_RST (0] MFP4  |Smart Card 2 reset pin.
12S0_DO (0] MFP5  |I2S0 data output pin.
SPI1_SS 110 MFP6 |SPI1 slave select pin.
UART3_nCTS | MFP7 |UART3 clear to Send input pin.
12C1_SMBSUS (0] MFP8 |I12C1 SMBus SMBSUS pin (PMBus CONTROL pin)
12C2_SDA /O MFP9 |I2C2 data input/output pin.
UART1_RXD | MFP10 |UARTL1 data receiver input pin.

109 |PH.10 1/0 MFPO |General purpose digital I/O pin.
EBI_AD14 1/0 MFP2 |EBI address/data bus bit 14.
QSPIO_MISO1 1/0 MFP3 |Quad SPI0 MISO1 (Master In, Slave Out) pin.
SC2_nCD | MFP4 |Smart Card 2 card detect pin.
12S0_LRCK (0] MFP5  |I12S0 left right channel clock output pin.
SPI1_|2SMCLK 1/0 MFP6 |SPI1 I2S master clock output pin
UART4_TXD (0] MFP7 |UART4 data transmitter output pin.
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UARTO_TXD (0] MFP8 |UARTO data transmitter output pin.
110 |PH.11 /0 MFPO |General purpose digital I/O pin.
EBI_AD15 1/0 MFP2 |EBI address/data bus bit 15.
QSPI0_MOSI1 110 MFP3 |Quad SPI0 MOSI1 (Master Out, Slave In) pin.
UART4_RXD | MFP7 |UART4 data receiver input pin.
UARTO_RXD | MFP8 |UARTO data receiver input pin.
EPWMO_CH5 /0 MFP11 |EPWMO channel 5 output/capture input.
111 |PD.14 1/0 MFPO |General purpose digital I/O pin.
EBI_nCSO O MFP2 |EBI chip select 0 output pin.
SPI3_I2SMCLK 110 MFP3 |SPI3 12S master clock output pin
SC1 _nCD | MFP4 |Smart Card 1 card detect pin.
EPWMO_CH4 1/0 MFP11 |EPWMO channel 4 output/capture input.
25 |37 |49 |112 |vSS P MFPO |Ground pin for digital circuit.
26 |38 |50 |113 |LDO_CAP A MFPO |LDO output pin.
Note: This pin needs to be connected with an external
capacitor.
27 |39 |51 |114 |vDD P MFPO  |Power supply for I/O ports and LDO source for internal PLL
and digital circuit.
40 (52 |115 |PC.14 110 MFPO |General purpose digital I/O pin.
EBI_AD11 1/0 MFP2 |EBI address/data bus bit 11.
SC1_nCD | MFP3 |Smart Card 1 card detect pin.
SPI0_I2SMCLK /O MFP4 |SPIO I2S master clock output pin
USCIO_CTLO 110 MFP5  |USCIO control O pin.
QSPIO_CLK 110 MFP6 |Quad SPIO serial clock pin.
EPWMO_SYNC_IN | MFP11 |EPWMO counter synchronous trigger input pin.
™1 1/0 MFP13 |Timerl event counter input/toggle output pin.
USB_VBUS_ST | MFP14 |USB external VBUS regulator status pin.
28 |41 |53 |116 |PB.15 /O MFPO |General purpose digital I/O pin.
EADCO_CH15 A MFP1 |EADCO channel 15 analog input.
EBI_AD12 1/0 MFP2 |EBI address/data bus bit 12.
SC1_PWR (0] MFP3 |Smart Card 1 power pin.
SPIO_SS 1/0 MFP4 |SPIO slave select pin.
USCIO_CTL1 1/0 MFP5 |USCIO control 1 pin.
UARTO_nCTS | MFP6 |UARTO clear to Send input pin.
UART3_TXD (0] MFP7 |UART3 data transmitter output pin.
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12C2_SMBAL (0] MFP8 |I12C2 SMBus SMBALTER pin
EPWM1_CHO /0 MFP11 |EPWML1 channel O output/capture input.
TMO_EXT /0 MFP13 |TimerO external capture input/toggle output pin.
USB_VBUS_EN (0] MFP14 |USB external VBUS regulator enable pin.
29 |42 |54 [117 |PB.14 110 MFPO |General purpose digital I/O pin.
EADCO_CH14 A MFP1 |EADCO channel 14 analog input.
EBI_AD13 /0 MFP2 |EBI address/data bus bit 13.
SC1_RST (0] MFP3 |Smart Card 1 reset pin.
SPIO_CLK /0 MFP4  |SPIO serial clock pin.
USCIO_DAT1 110 MFP5 |USCIO data 1 pin.
UARTO_nRTS (0] MFP6 |UARTO request to Send output pin.
UART3_RXD | MFP7 |UART3 data receiver input pin.
12C2_SMBSUS (0] MFP8 |I12C2 SMBus SMBSUS pin (PMBus CONTROL pin)
EPWM1_CH1 /0 MFP11 |EPWM1 channel 1 output/capture input.
TM1_EXT /O MFP13 |Timerl external capture input/toggle output pin.
CLKO ) MFP14 |Clock Out
30 |43 |55 |118 |PB.13 110 MFPO |General purpose digital I/O pin.
EADCO_CH13 A MFP1 |EADCO channel 13 analog input.
DAC1_OuUT A MFP1 |DAC1 channel analog output.
ACMPO_P3 A MFP1 |Analog comparator O positive input 3 pin.
ACMP1_P3 A MFP1 |Analog comparator 1 positive input 3 pin.
EBI_AD14 1/0 MFP2 |EBI address/data bus bit 14.
SC1_DAT 110 MFP3 |Smart Card 1 data pin.
SPI0_MISO 110 MFP4  |SPIO MISO (Master In, Slave Out) pin.
USCIO_DATO 1/0 MFP5 |USCIO data O pin.
UARTO_TXD (0] MFP6 |UARTO data transmitter output pin.
UART3_nRTS (0] MFP7 |UART3 request to Send output pin.
12C2_SCL 1/0 MFP8 |I2C2 clock pin.
EPWM1_CH2 1/0 MFP11 |EPWM1 channel 2 output/capture input.
TM2_EXT 1/0 MFP13 |Timer2 external capture input/toggle output pin.
31 |44 |56 |119 |PB.12 1/0 MFPO |General purpose digital I/O pin.
EADCO_CH12 A MFP1 |EADCO channel 12 analog input.
DACO_OUT A MFP1 |DACO channel analog output.
ACMPO_P2 A MFP1 |Analog comparator O positive input 2 pin.
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ACMP1_P2 A MFP1 |Analog comparator 1 positive input 2 pin.
EBI_AD15 /0 MFP2 |EBI address/data bus bit 15.
SC1_CLK O MFP3 |Smart Card 1 clock pin.
SPI0_MOSI 110 MFP4  |SPI0O MOSI (Master Out, Slave In) pin.
USCIO_CLK 110 MFP5  |USCIO clock pin.
UARTO_RXD | MFP6 |UARTO data receiver input pin.
UART3_nCTS | MFP7 |UART3 clear to Send input pin.
12C2_SDA 1/0 MFP8 |I2C2 data input/output pin.
SDO_nCD | MFP9 |SD/SDIOO card detect input pin
EPWM1_CH3 1/0 MFP11 |EPWM1 channel 3 output/capture input.
TM3_EXT 1/0 MFP13 |Timer3 external capture input/toggle output pin.
32 |45 |57 |120 |AVDD P MFPO |Power supply for internal analog circuit.
58 |121 |VREF A MFPO |ADC reference voltage input.
Note: This pin needs to be connected with a 1uF capacitor.
46 |59 |122 |AVSS P MFPO |Ground pin for analog circuit.
60 |123 |PB.11 /O MFPO |General purpose digital I/O pin.
EADCO_CH11 A MFP1 |EADCO channel 11 analog input.
EBI_ADR16 (0] MFP2 |EBI address bus bit 16.
UARTO_nCTS | MFP5 |UARTO clear to Send input pin.
UART4_TXD (0] MFP6 |UART4 data transmitter output pin.
12C1_SCL /O MFP7  |12C1 clock pin.
CANO_TXD (0] MFP8 |CANO bus transmitter output.
SPIO_I2SMCLK /10 MFP9 |SPIO I12S master clock output pin
BPWM1_CHO 1/0 MFP10 |BPWML1 channel 0 output/capture input.
SPI3_CLK 110 MFP11 |SPI3 serial clock pin.
61 |124 |PB.10 1/0 MFPO |General purpose digital I/O pin.
EADCO_CH10 A MFP1 |EADCO channel 10 analog input.
EBI_ADR17 (0] MFP2 |EBI address bus bit 17.
USCI1_CTLO 1/0 MFP4 |USCI1 control O pin.
UARTO_nRTS (0] MFP5 |UARTO request to Send output pin.
UART4_RXD | MFP6 |UART4 data receiver input pin.
12C1_SDA 1/0 MFP7 |I2C1 data input/output pin.
CANO_RXD | MFP8 |CANO bus receiver input.
BPWM1_CH1 1/0 MFP10 |BPWML1 channel 1 output/capture input.
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SPI3_SS 1/0 MFP11 |SPI3 slave select pin.

62 |125 |PB.9 /0 MFPO |General purpose digital I/O pin.
EADCO_CH9 A MFP1 |EADCO channel 9 analog input.
EBI_ADR18 O MFP2 |EBI address bus bit 18.

USCI1_CTL1 110 MFP4  |USCI1 control 1 pin.

UARTO_TXD (0] MFP5 |UARTO data transmitter output pin.
UART1_nCTS | MFP6 |UART1 clear to Send input pin.
12C1_SMBAL (0] MFP7 |I12C1 SMBus SMBALTER pin
BPWM1_CH2 /0 MFP10 |BPWM1 channel 2 output/capture input.
SPI3_MISO 110 MFP11 |SPI3 MISO (Master In, Slave Out) pin.
INT7 | MFP13 |External interrupt 7 input pin.

63 |126 |PB.8 1/0 MFPO |General purpose digital I/O pin.
EADCO_CHS8 A MFP1 |EADCO channel 8 analog input.
EBI_ADR19 (0] MFP2 |EBI address bus bit 19.

USCI1_CLK /O MFP4 |USCI1 clock pin.

UARTO_RXD | MFP5 |UARTO data receiver input pin.

UART1_nRTS (0] MFP6 |UART1 request to Send output pin.
12C1_SMBSUS (0] MFP7 |I12C1 SMBus SMBSUS pin (PMBus CONTROL pin)
BPWM1_CH3 1/0 MFP10 |BPWML1 channel 3 output/capture input.
SPI3_MOSI /O MFP11 |SPI3 MOSI (Master Out, Slave In) pin.

INT6 | MFP13 |External interrupt 6 input pin.

47 |64 |127 |PB.7 /10 MFPO |General purpose digital I/O pin.
EADCO_CH7 A MFP1 |EADCO channel 7 analog input.
EBI_nWRL (0] MFP2 |EBI low byte write enable output pin.
USCI1_DATO 1/0 MFP4 |USCI1 data 0O pin.

CAN1_TXD (0] MFP5 |CANL1 bus transmitter output.
UART1_TXD (0] MFP6 |UART1 data transmitter output pin.
SD1_CMD 1/0 MFP7 |SD/SDIO1 command/response pin
EBI_nCSO0 (0] MFP8 |EBI chip select 0 output pin.
BPWM1_CH4 1/0 MFP10 |BPWM1 channel 4 output/capture input.
EPWM1_BRAKEO | MFP11 |EPWML1 Brake 0 input pin.
EPWM1_CH4 1/0 MFP12 |EPWML1 channel 4 output/capture input.
INT5 | MFP13 |External interrupt 5 input pin.
USB_VBUS_ST | MFP14 |USB external VBUS regulator status pin.
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ACMPO_O (0] MFP15 |Analog comparator O output pin.
48 (1 |128 |PB.6 /0 MFPO |General purpose digital I/O pin.
EADCO_CH6 A MFP1 |EADCO channel 6 analog input.
EBI_nWRH O MFP2 |EBI high byte write enable output pin
USCI1_DAT1 110 MFP4 |USCI1 data 1 pin.
CAN1_RXD | MFP5 |CANL1 bus receiver input.
UART1_RXD | MFP6 |UART1 data receiver input pin.
SD1_CLK (0] MFP7 |SD/SDIOL1 clock output pin
EBI_nCS1 O MFP8 |EBI chip select 1 output pin.
BPWM1_CH5 1/0 MFP10 |BPWM1 channel 5 output/capture input.
EPWM1_BRAKE1 | MFP11 |EPWML1 Brake 1 input pin.
EPWM1_CH5 1/0 MFP12 |EPWM1 channel 5 output/capture input.
INT4 | MFP13 |External interrupt 4 input pin.
USB_VBUS_EN O MFP14 |USB external VBUS regulator enable pin.
ACMP1_O (0] MFP15 |Analog comparator 1 output pin.
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4.2.3 MA483 Series Pin Description

M480 Series

Note: PA.15 MFP can only be as USB_OTG_ID when enable full-Speed USB.

64 | 128 |Pin Name Type MFP Description
Pin | Pin

2 1 |PB.5 1/0 MFPO  |General purpose digital /O pin.
EADCO_CH5 A MFP1 |EADCO channel 5 analog input.
ACMP1_N A MFP1 |Analog comparator 1 negative input pin.
EBI_ADRO (0] MFP2 |EBI address bus bit 0.

SDO_DAT3 110 MFP3  |SD/SDIOO data line bit 3.

SPI1_MISO 110 MFP5  |SPI1 MISO (Master In, Slave Out) pin.
I2C0_SCL 1/0 MFP6 12C0 clock pin.

UART5_TXD (0] MFP7  |UARTS data transmitter output pin.
USCI1_CTLO /0 MFP8 USCI1 control 0 pin.

SCO0_CLK O MFP9  |Smart Card 0 clock pin.

I2S0_BCLK ) MFP10 |I12S0 bit clock output pin.

EPWMO_CHO 1/0 MFP11 |EPWMO channel O output/capture input.
T™MO 110 MFP14 |TimerO event counter input/toggle output pin.
INTO | MFP15 |External interrupt O input pin.

3 2 |PB4 1/0 MFPO  |General purpose digital /O pin.
EADCO_CH4 A MFP1 |EADCO channel 4 analog input.
ACMP1_P1 A MFP1 |Analog comparator 1 positive input 1 pin.
EBI_ADR1 (0] MFP2 EBI address bus bit 1.

SDO_DAT2 110 MFP3  |SD/SDIOO data line bit 2.

SPI1_MOSI 1/0 MFP5 |SPI1 MOSI (Master Out, Slave In) pin.
I2CO_SDA 11O MFP6  [I>CO data input/output pin.

UART5_RXD | MFP7  |UARTS data receiver input pin.
USCI1_CTL1 /10 MFP8 |USCI1 control 1 pin.

SCO_DAT 1/0 MFP9  |Smart Card O data pin.

I2SO_MCLK ) MFP10 |I2S0 master clock output pin.

EPWMO_CH1 1/0 MFP11 |EPWMO channel 1 output/capture input.
™1 1/0 MFP14 |Timerl event counter input/toggle output pin.
INT1 | MFP15 |External interrupt 1 input pin.

4 3 |PB.3 1/0 MFPO |General purpose digital /0 pin.
EADCO_CH3 A MFP1 |EADCO channel 3 analog input.
ACMPO_N A MFP1 [Analog comparator O negative input pin.
EBI_ADR2 (0] MFP2  |EBI address bus bit 2.
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Pin | Pin
SDO_DAT1 1/0 MFP3  |SD/SDIOO data line bit 1.
SPI1_CLK /0 MFP5  |SPI1 serial clock pin.
UART1_TXD O MFP6 |UART1 data transmitter output pin.
UART5_nRTS (0] MFP7  |UARTS request to Send output pin.
USCI1_DAT1 110 MFP8 USCI1 data 1 pin.
SCO_RST (0] MFP9  |Smart Card O reset pin.
12S0_DI I MFP10 |I2S0 data input pin.
EPWMO_CH2 1/0 MFP11 |EPWMO channel 2 output/capture input.
T™M2 /0 MFP14 |Timer2 event counter input/toggle output pin.
INT2 | MFP15 |External interrupt 2 input pin.

5 4 |PB.2 1/0 MFPO  |General purpose digital /O pin.
EADCO_CH2 A MFP1 |EADCO channel 2 analog input.
ACMPO_P1 A MFP1 |Analog comparator O positive input 1 pin.
OPA0_O A MFP1 |Operational amplifier O output pin.
EBI_ADR3 (0] MFP2  |EBI address bus bit 3.

SDO_DATO 110 MFP3  |SD/SDIOO data line bit 0.
SPI1_SS 110 MFP5  |SPI1 slave select pin.
UART1_RXD | MFP6 |UART1 data receiver input pin.
UART5_nCTS | MFP7  |UARTS5 clear to Send input pin.
USCI1_DATO /O MFP8 USCI1 data O pin.
SCO_PWR (0] MFP9  |Smart Card O power pin.
12S0_DO @) MFP10 |I2S0 data output pin.
EPWMO_CH3 1/0 MFP11 |EPWMO channel 3 output/capture input.
T™3 110 MFP14 |Timer3 event counter input/toggle output pin.
INT3 | MFP15 |External interrupt 3 input pin.

5 |PC.12 /O MFPO  |General purpose digital /O pin.
EBI_ADR4 (0] MFP2  |EBI address bus bit 4.
UARTO_TXD (0] MFP3 |UARTO data transmitter output pin.
I2CO_SCL 11O MFP4  [I2CO clock pin.
SPI3_MISO 110 MFP6 |SPI3 MISO (Master In, Slave Out) pin.
SCO0_nCD | MFP9  |Smart Card O card detect pin.
ECAP1_IC2 | MFP11 |Enhanced capture unit 1 input 2 pin.
EPWM1_CHO 1/0 MFP12 |EPWM1 channel O output/capture input.
ACMPO_O (0] MFP14 |Analog comparator O output pin.
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6 |PC.11 1/0 MFPO  |General purpose digital /O pin.
EBI_ADR5 (0] MFP2  |EBI address bus bit 5.
UARTO_RXD | MFP3  |UARTO data receiver input pin.
I2C0_SDA I/O MFP4  [I2CO data input/output pin.
SPI3_MOSI 110 MFP6  |SPI3 MOSI (Master Out, Slave In) pin.
ECAP1_IC1 | MFP11 |Enhanced capture unit 1 input 1 pin.
EPWM1_CH1 /0 MFP12 |EPWM1 channel 1 output/capture input.
ACMP1_O (0] MFP14 |Analog comparator 1 output pin.

7 |PC.10 /0 MFPO |General purpose digital I/O pin.
EBI_ADR®6 O MFP2 |EBI address bus bit 6.
SPI3_CLK /10 MFP6  |SPI3 serial clock pin.
UART3_TXD (0] MFP7 |UART3 data transmitter output pin.
CAN1_TXD (0] MFP9  |CAN1 bus transmitter output.
ECAP1_ICO | MFP11 |Enhanced capture unit 1 input O pin.
EPWM1_CH2 /O MFP12 |EPWM1 channel 2 output/capture input.

8 |PC.9 1/0 MFPO |General purpose digital /0 pin.
EBI_ADR7 (0] MFP2 EBI address bus bit 7.
SPI3_SS 110 MFP6  |SPI3 slave select pin.
UART3_RXD | MFP7  |UART3 data receiver input pin.
CAN1_RXD | MFP9  |CANL1 bus receiver input.
EPWM1_CH3 /O MFP12 |EPWM1 channel 3 output/capture input.

6 9 |PB.1 1/0 MFPO  |General purpose digital I/O pin.

EADCO_CH1 A MFP1 |EADCO channel 1 analog input.
OPAO_N A MFP1 |Operational amplifier 0 negative input pin.
EBI_ADRS (0] MFP2  |EBI address bus bit 8.
SDO_CLK (0] MFP3  |SD/SDIOO clock output pin
SPI1_|2SMCLK /O MFP5  |SPI1 IS master clock output pin
SPI3_I12SMCLK 1/0 MFP6  |SPI3 IS master clock output pin
UART2_TXD (0] MFP7 |UART2 data transmitter output pin.
USCI1_CLK 110 MFP8  |USCI1 clock pin.
I2C1_SCL 1/0 MFP9 12C1 clock pin.
I2SO_LRCK 0 MFP10 |I12S0 left right channel clock output pin.
EPWMO_CH4 1/0 MFP11 |EPWMO channel 4 output/capture input.
EPWM1_CH4 1/0 MFP12 |EPWM1 channel 4 output/capture input.
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EPWMO_BRAKEO | MFP13 |EPWMO Brake 0 input pin.

7 | 10 |PB.O /0 MFPO  |General purpose digital /O pin.
EADCO_CHO A MFP1 |EADCO channel 0 analog input.
OPAO_P A MFP1 |Operational amplifier O positive input pin.
EBI_ADR9 O MFP2 |EBI address bus bit 9.

SDO_CMD 1/0 MFP3  |SD/SDIO0O command/response pin
UART2_RXD | MFP7  |UART2 data receiver input pin.
SPI0_I2SMCLK 1/0 MFP8  |SPIO I2S master clock output pin
I’C1_SDA 110 MFP9  [I?)C1 data input/output pin.
EPWMO_CH5 1/0 MFP11 |EPWMO channel 5 output/capture input.
EPWM1_CH5 1/0 MFP12 |EPWM1 channel 5 output/capture input.
EPWMO_BRAKE1 | MFP13 |EPWMO Brake 1 input pin.
11 |Vss P MFPO  |Ground pin for digital circuit.
12 |Vop P MFPO  |Power supply for I/0 ports and LDO source for internal PLL and
digital circuit.

8 | 13 |PA.11 1/0 MFPO  |General purpose digital /O pin.
ACMPO_PO A MFP1 |Analog comparator O positive input O pin.
EBI_nRD (0] MFP2  |EBI read enable output pin.

SC2_PWR (0] MFP3  |Smart Card 2 power pin.

SPI2_SS 110 MFP4  |SPI2 slave select pin.

SD1_DAT3 110 MFP5  |SD/SDIO1 data line bit 3.

USCIO_CLK 1/0 MFP6 USCIO clock pin.

I2C2_SCL I/0 MFP7  [I2C2 clock pin.

BPWMO_CHO /O MFP9  |BPWMO channel O output/capture input.
EPWMO_SYNC_OUT (0] MFP10 |EPWMO counter synchronous trigger output pin.
TMO_EXT 110 MFP13 |TimerO event counter input/toggle output pin.
DAC1_ST | MFP14 |DAC1 external trigger input.

9 | 14 |PA.10 1/0 MFPO  |General purpose digital /O pin.
ACMP1_PO A MFP1 |Analog comparator 1 positive input O pin.
OPAl1_O A MFP1 |Operational amplifier 1 output pin.
EBI_nWR (0] MFP2  |EBI write enable output pin.

SC2_RST o MFP3  |Smart Card 2 reset pin.
SPI2_CLK /10 MFP4  |SPI2 serial clock pin.
SD1_DAT2 1/0 MFP5 |SD/SDIO1 data line bit 2.
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USCIO_DATO 1/0 MFP6 USCIO data O pin.
I2C2_SDA 110 MFP7  [I2C2 data input/output pin.
BPWMO_CH1 /0 MFP9  |BPWMO channel 1 output/capture input.
QEI1_INDEX | MFP10 |Quadrature encoder 1 index input
ECAPO_ICO | MFP11 |Enhanced capture unit O input O pin.
TM1_EXT 1/0 MFP13 |Timerl event counter input/toggle output pin.
DACO_ST | MFP14 |DACO external trigger input.
SWDH_CLK (0] MFP15 |Serial Wire Debug Host Clock output
10 | 15 |PA.9 /0 MFPO |General purpose digital I/O pin.
OPA1_N A MFP1 |Operational amplifier 1 negative input pin.
EBI_MCLK (0] MFP2  |EBI external clock output pin.
SC2_DAT 1/0 MFP3  |Smart Card 2 data pin.
SPI2_MISO /0 MFP4  |SPI2 MISO (Master In, Slave Out) pin.
SD1_DAT1 /0 MFP5 |SD/SDIO1 data line bit 1.
USCIO_DAT1 /O MFP6 USCIO data 1 pin.
UART1_TXD (0] MFP7 |UART1 data transmitter output pin.
BPWMO_CH2 1/0 MFP9  |BPWMO channel 2 output/capture input.
QEI1_A | MFP10 |Quadrature encoder 1 phase A input
ECAPO_IC1 | MFP11 |Enhanced capture unit O input 1 pin.
TM2_EXT /O MFP13 |Timer2 event counter input/toggle output pin.
SWDH_DAT /O MFP15 |Serial Wire Debug Host Data input/output pin
11 | 16 |PA.8 1/0 MFPO |General purpose digital I/O pin.
OPAl1_P A MFP1 |Operational amplifier 1 positive input pin.
EBI_ALE O MFP2 |EBI address latch enable output pin.
SC2_CLK (0] MFP3  |Smart Card 2 clock pin.
SPI2_MOSI /O MFP4  |SPI2 MOSI (Master Out, Slave In) pin.
SD1_DATO 110 MFP5  |SD/SDIO1 data line bit 0.
USCIO_CTL1 1/0 MFP6  |USCIO control 1 pin.
UART1_RXD | MFP7 |UART1 data receiver input pin.
BPWMO_CH3 1/0 MFP9  |BPWMO channel 3 output/capture input.
QEI1_B | MFP10 |Quadrature encoder 1 phase B input
ECAPO_IC2 | MFP11 |Enhanced capture unit O input 2 pin.
TM3_EXT 1/0 MFP13 |Timer3 event counter input/toggle output pin.
INT4 | MFP15 |External interrupt 4 input pin.
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17 |PC.13 1/0 MFPO  |General purpose digital /O pin.
EBI_ADR10 (0] MFP2 EBI address bus bit 10.

SC2_nCD | MFP3  |Smart Card 2 card detect pin.
SPI2_I2SMCLK 110 MFP4  [SPI2 I2S master clock output pin
CAN1_TXD O MFP5  |CANZ1 bus transmitter output.
USCIO_CTLO 1/0 MFP6 USCIO control 0 pin.

UART2_TXD (0] MFP7 |UART2 data transmitter output pin.
BPWMO_CH4 1/0 MFP9  |BPWMO channel 4 output/capture input.
CLKO 0] MFP13 |Clock Out

EADCO_ST | MFP14 |EADCO external trigger input.

18 |PD.12 1/0 MFPO |General purpose digital /0 pin.
OPA2_O A MFP1 |Operational amplifier 2 output pin.
EBI_nCSO (0] MFP2  |EBI chip select 0 output pin.
CAN1_RXD | MFP5  |CANL1 bus receiver input.

UART2_RXD | MFP7  |UART2 data receiver input pin.
BPWMO_CH5 1/0 MFP9  |BPWMO channel 5 output/capture input.
QEIO_INDEX | MFP10 |Quadrature encoder 0 index input
CLKO ) MFP13 |Clock Out

EADCO_ST | MFP14 |EADCO external trigger input.

INT5 | MFP15 |External interrupt 5 input pin.

19 |PD.11 /O MFPO  |General purpose digital /O pin.
OPA2_N A MFP1 |Operational amplifier 2 negative input pin.
EBI_nCS1 (0] MFP2  |EBI chip select 1 output pin.
UART1_TXD (0] MFP3 |UART1 data transmitter output pin.
CANO_TXD (0] MFP4  |CANO bus transmitter output.

QEIO_A | MFP10 |Quadrature encoder O phase A input
INT6 | MFP15 |External interrupt 6 input pin.

20 |PD.10 1/0 MFPO  |General purpose digital I/O pin.
OPA2_P A MFP1 |Operational amplifier 2 positive input pin.
EBI_nCS2 (0] MFP2  |EBI chip select 2 output pin.
UART1_RXD | MFP3 |UART1 data receiver input pin.
CANO_RXD | MFP4  |CANO bus receiver input.

QEIO_B | MFP10 |Quadrature encoder O phase B input
INT7 | MFP15 |External interrupt 7 input pin.
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64 | 128 |Pin Name Type MFP Description
Pin | Pin
21 |PG.2 1/0 MFPO  |General purpose digital /O pin.
EBI_ADRI11 (0] MFP2 EBI address bus bit 11.
SPI2_SS /0 MFP3  |SPI2 slave select pin.
I2C0_SMBAL (0] MFP4 12C0 SMBus SMBALTER pin
I)C1_SCL 1’0 MFP5  [I>C1 clock pin.
T™MO 1/0 MFP13 |Timer0O event counter input/toggle output pin.
22 |PG.3 /0 MFPO  |General purpose digital /O pin.
EBI_ADR12 (0] MFP2 EBI address bus bit 12.
SPI2_CLK /0 MFP3  |SPI2 serial clock pin.
[2C0_SMBSUS o) MFP4  |I2CO SMBus SMBSUS pin (PMBus CONTROL pin)
I’C1_SDA I/O MFP5  [I2)C1 data input/output pin.
™1 1/0 MFP13 |Timerl event counter input/toggle output pin.
23 |PG.4 /0 MFPO  |General purpose digital /O pin.
EBI_ADR13 (0] MFP2 |EBI address bus bit 13.
SPI2_MISO /O MFP3  |SPI2 MISO (Master In, Slave Out) pin.
T™M2 1/0 MFP13 |Timer2 event counter input/toggle output pin.
24 |PF.11 1/0 MFPO  |General purpose digital /O pin.
EBI_ADR14 (0] MFP2 EBI address bus bit 14.
SPI2_MOSI 1/0 MFP3  |SPI2 MOSI (Master Out, Slave In) pin.
TAMPER5 /O MFP10 |TAMPER detector loop pin 5.
T™M3 /O MFP13 |Timer3 event counter input/toggle output pin.
25 |PF.10 1/0 MFPO  |General purpose digital /0 pin.
EBI_ADR15 (0] MFP2 EBI address bus bit 15.
SC0_nCD | MFP3  |Smart Card 0 card detect pin.
I2S0_BCLK 0 MFP4  [I2S0 bit clock output pin.
SPI0_I2SMCLK /O MFP5  |SPIO IS master clock output pin
TAMPER4 /O MFP10 |TAMPER detector loop pin 4.
26 |PF.9 1/0 MFPO  |General purpose digital /0 pin.
EBI_ADR16 o MFP2 |EBI address bus bit 16.
SCO_PWR (0] MFP3  [Smart Card O power pin.
I2S0_MCLK 0 MFP4  [I?S0 master clock output pin.
SPIO_SS 1/0 MFP5  |SPIO slave select pin.
TAMPER3 1/0 MFP10 |TAMPER detector loop pin 3.
27 |PF.8 1/0 MFPO  |General purpose digital I/O pin.
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64 | 128 |Pin Name Type MFP Description

Pin | Pin
EBI_ADR17 (0] MFP2 EBI address bus bit 17.

SCO_RST (0] MFP3  |Smart Card O reset pin.
12S0_DiI I MFP4  [I?S0O data input pin.
SPI0_CLK 110 MFP5  |SPIO serial clock pin.
TAMPER2 110 MFP10 |TAMPER detector loop pin 2.
28 |PF.7 1/0 MFPO  |General purpose digital /O pin.
EBI_ADR18 (0] MFP2 EBI address bus bit 18.
SCO_DAT 1/0 MFP3  |Smart Card O data pin.
12S0_DO O MFP4  [I?S0O data output pin.
SPI0O_MISO 110 MFP5  |SPIO MISO (Master In, Slave Out) pin.
UART4_TXD (0] MFP6 |UART4 data transmitter output pin.
TAMPER1 1/0 MFP10 |TAMPER detector loop pin 1.

12 | 29 |PF.6 /0 MFPO  |General purpose digital /O pin.

EBI_ADR19 (0] MFP2 |EBI address bus bit 19.

SCO_CLK (0] MFP3  |Smart Card O clock pin.

I2S0_LRCK O MFP4  [12S0 left right channel clock output pin.
SPI0_MOSI 110 MFP5  |SPI0O MOSI (Master Out, Slave In) pin.
UART4_RXD | MFP6 |UART4 data receiver input pin.
EBI_nCSO (0] MFP7  |EBI chip select 0 output pin.
TAMPERO /O MFP10 |TAMPER detector loop pin O.

13 | 30 |Voo P MFPO  |Power supply for I/O ports and LDO source for internal PLL and

digital circuit.

14 | 31 |PF.5 /O MFPO  |General purpose digital /O pin.
UART2_RXD | MFP2  |UART2 data receiver input pin.
UART2_nCTS | MFP4  |UART2 clear to Send input pin.
BPWMO_CH4 1/0 MFP8 |BPWMO channel 4 output/capture input.
EPWMO_SYNC_OUT (0] MFP9  |EPWMO counter synchronous trigger output pin.
X32_IN | MFP10 |External 32.768 kHz crystal input pin.
EADCO_ST | MFP11 |EADCO external trigger input.

15| 32 |PF.4 1/0 MFPO  |General purpose digital I/O pin.
UART2_TXD (0] MFP2 |UART2 data transmitter output pin.
UART2_nRTS (0] MFP4  |UART2 request to Send output pin.
BPWMO_CH5 1/0 MFP8 |BPWMO channel 5 output/capture input.
X32_0uT (0] MFP10 |External 32.768 kHz crystal output pin.
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33 |PH.4 1/0 MFPO  |General purpose digital /O pin.
EBI_ADR3 (0] MFP2  |EBI address bus bit 3.
SPI1_MISO /0 MFP3  |SPI1 MISO (Master In, Slave Out) pin.
34 |PH.5 1/0 MFPO  |General purpose digital /0 pin.
EBI_ADR2 O MFP2 |EBI address bus bit 2.
SPI1_MOSI 1/0 MFP3 |SPI1 MOSI (Master Out, Slave In) pin.
35 |PH.6 /0 MFPO  |General purpose digital /O pin.
EBI_ADR1 (0] MFP2  |EBI address bus bit 1.
SPI1_CLK /0 MFP3  |SPI1 serial clock pin.
36 |PH.7 1/0 MFPO  |General purpose digital /0 pin.
EBI_ADRO o MFP2 |EBI address bus bit 0.
SPI1_SS 1/0 MFP3 |SPI1 slave select pin.

16 | 37 |PF.3 /0 MFPO  |General purpose digital /O pin.
EBI_nCSO O MFP2  |EBI chip select 0 output pin.
UARTO_TXD (0] MFP3  |UARTO data transmitter output pin.
I2C0_SCL I/0 MFP4  [I>CO clock pin.

XT1_IN | MFP10 |External 4~24 MHz (high speed) crystal input pin.
BPWM1_CHO 1/0 MFP11 |BPWMZ1 channel O output/capture input.

17 | 38 |PF.2 1/0 MFPO  |General purpose digital /O pin.
EBI_nCS1 (0] MFP2  |EBI chip select 1 output pin.
UARTO_RXD | MFP3  |UARTO data receiver input pin.
I2C0_SDA 11O MFP4  [I>CO data input/output pin.

QSPIO_CLK 1/0 MFP5  |QSPIO serial clock pin.
XT1_OUT (0] MFP10 |External 4~24 MHz (high speed) crystal output pin.
BPWM1_CH1 1/0 MFP11 |BPWM1 channel 1 output/capture input.
39 |Vss P MFPO  |Ground pin for digital circuit.
40 |Vop P MFPO  |Power supply for I/O ports and LDO source for internal PLL and
digital circuit.
41 |PE.8 1/0 MFPO  |General purpose digital /O pin.
EBI_ADR10 (0] MFP2  |EBI address bus bit 10.
I’S0_BCLK 0 MFP4  [I2S0 bit clock output pin.
SPI2_CLK 110 MFP5  |SPI2 serial clock pin.
USCI1_CTL1 /10 MFP6  |USCI1 control 1 pin.
UART2_TXD (0] MFP7 |UART2 data transmitter output pin.
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EPWMO_CHO 1/0 MFP10 |EPWMO channel O output/capture input.
EPWMO_BRAKEO | MFP11 |EPWMO Brake 0 input pin.
ECAPO_ICO | MFP12 |Enhanced capture unit O input O pin.
TRACE_CLK o) MFP14 |ETM Trace Clock output pin

42 |PE.9 1/0 MFPO  |General purpose digital /0 pin.
EBI_ADR11 (0] MFP2 EBI address bus bit 11.
12S0_MCLK 0 MFP4  [I?S0 master clock output pin.
SPI2_MISO 1/0 MFP5  |SPI2 MISO (Master In, Slave Out) pin.
USCI1_CTLO /0 MFP6 |USCI1 control O pin.
UART2_RXD | MFP7  |UART2 data receiver input pin.
EPWMO_CH1 1/0 MFP10 |EPWMO channel 1 output/capture input.
EPWMO_BRAKE1 | MFP11 |EPWMO Brake 1 input pin.
ECAPO_IC1 | MFP12 |Enhanced capture unit O input 1 pin.
TRACE_DATAO (0] MFP14 |ETM Trace Data 0 output pin

43 |PE.10 /O MFPO  |General purpose digital /O pin.
EBI_ADR12 (0] MFP2 EBI address bus bit 12.
12S0_DlI I MFP4  [12S0 data input pin.
SPI2_MOSI 110 MFP5  |SPI2 MOSI (Master Out, Slave In) pin.
USCI1_DATO 1/0 MFP6 USCI1 data O pin.
UART3_TXD (0] MFP7  |UART3 data transmitter output pin.
EPWMO_CH2 /O MFP10 |EPWMO channel 2 output/capture input.
EPWM1_BRAKEO | MFP11 |EPWM1 Brake 0 input pin.
ECAPOQ_IC2 | MFP12 |Enhanced capture unit O input 2 pin.
TRACE_DATA1 (0] MFP14 |ETM Trace Data 1 output pin

44 |PE.11 1/0 MFPO  |General purpose digital /O pin.
EBI_ADR13 (0] MFP2  |EBI address bus bit 13.
12S0_DO 0 MFP4  [I?S0O data output pin.
SPI2_SS 1/0 MFP5  |SPI2 slave select pin.
USCI1_DAT1 110 MFP6 USCI1 data 1 pin.
UART3_RXD | MFP7  |UART3 data receiver input pin.
UART1_nCTS | MFP8 |UART1 clear to Send input pin.
EPWMO_CH3 1/0 MFP10 |EPWMO channel 3 output/capture input.
EPWM1_BRAKE1 | MFP11 |EPWM1 Brake 1 input pin.
ECAP1_IC2 | MFP13 |Enhanced capture unit 1 input 2 pin.
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TRACE_DATA2 (0] MFP14 |ETM Trace Data 2 output pin
45 |PE.12 /0 MFPO  |General purpose digital /O pin.
EBI_ADR14 (0] MFP2 |EBI address bus bit 14.
I2S0_LRCK @] MFP4  [12S0 left right channel clock output pin.
SPI2_I2SMCLK 110 MFP5  [SPI2 I2S master clock output pin
USCI1_CLK 1/0 MFP6 USCI1 clock pin.
UART1_nRTS (0] MFP8 |UART1 request to Send output pin.
EPWMO_CH4 1/0 MFP10 |EPWMO channel 4 output/capture input.
ECAP1_IC1 | MFP13 |Enhanced capture unit 1 input 1 pin.
TRACE_DATA3 (0] MFP14 |ETM Trace Data 3 output pin
46 |PE.13 1/0 MFPO |General purpose digital /0 pin.
EBI_ADR15 (0] MFP2 EBI address bus bit 15.
I2C0_SCL /0 MFP4 12C0 clock pin.
UART4_nRTS O MFP5 |UART4 request to Send output pin.
UART1_TXD (0] MFP8 |UART1 data transmitter output pin.
EPWMO_CH5 1/0 MFP10 |EPWMO channel 5 output/capture input.
EPWM1_CHO 1/0 MFP11 |EPWMZ1 channel O output/capture input.
BPWM1_CH5 1/0 MFP12 |BPWM1 channel 5 output/capture input.
ECAP1_ICO | MFP13 |Enhanced capture unit 1 input 0 pin.
47 |PC.8 /O MFPO  |General purpose digital /O pin.
EBI_ADR16 (0] MFP2  |EBI address bus bit 16.
I2C0_SDA 11O MFP4  [I>CO data input/output pin.
UART4_nCTS | MFP5  |UART4 clear to Send input pin.
UART1_RXD | MFP8 |UART1 data receiver input pin.
EPWM1_CH1 1/0 MFP11 |EPWML1 channel 1 output/capture input.
BPWM1_CH4 /O MFP12 |BPWM1 channel 4 output/capture input.
18 | 48 |PC.7 /O MFPO  |General purpose digital /O pin.
EBI_AD9 1/0 MFP2 |EBI address/data bus bit 9.
SPI1_MISO 1/0 MFP4  |SPI1 MISO (Master In, Slave Out) pin.
UART4_TXD (0] MFP5 |UART4 data transmitter output pin.
SC2_PWR (0] MFP6  |Smart Card 2 power pin.
UARTO_nCTS | MFP7  |UARTO clear to Send input pin.
I2C1_SMBAL (0] MFP8 12C1 SMBuUs SMBALTER pin
EPWM1_CH2 1/0 MFP11 |EPWM1 channel 2 output/capture input.
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BPWM1_CHO 1/0 MFP12 |BPWM1 channel O output/capture input.
T™MO /0 MFP14 |TimerO event counter input/toggle output pin.
INT3 | MFP15 |External interrupt 3 input pin.
19 | 49 |PC.6 1/0 MFPO  |General purpose digital /0 pin.
EBI_ADS8 110 MFP2 |EBI address/data bus bit 8.
SPI1_MOSI 1/0 MFP4  |SPI1 MOSI (Master Out, Slave In) pin.
UART4_RXD | MFP5  |UART4 data receiver input pin.
SC2_RST (0] MFP6  |Smart Card 2 reset pin.
UARTO_nRTS O MFP7 |UARTO request to Send output pin.
I)C1_SMBSUS (0] MFP8 12C1 SMBus SMBSUS pin (PMBus CONTROL pin)
EPWM1_CH3 1/0 MFP11 |EPWM1 channel 3 output/capture input.
BPWM1_CH1 1/0 MFP12 |BPWML1 channel 1 output/capture input.
™1 /0 MFP14 |Timerl event counter input/toggle output pin.
INT2 | MFP15 |External interrupt 2 input pin.
20 | 50 |PA.7 /O MFPO  |General purpose digital /O pin.
EBI_AD7 /10 MFP2 |EBI address/data bus bit 7.
SPI1_CLK 110 MFP4  |SPI1 serial clock pin.
SC2_DAT 110 MFP6 |Smart Card 2 data pin.
UARTO_TXD (0] MFP7  |UARTO data transmitter output pin.
I2C1_SCL I/0 MFP8  [I>C1 clock pin.
EPWM1_CH4 /O MFP11 |EPWM1 channel 4 output/capture input.
BPWM1_CH2 1/0 MFP12 |BPWM1 channel 2 output/capture input.
ACMPO_WLAT | MFP13 |Analog comparator O window latch input pin
™2 110 MFP14 |Timer2 event counter input/toggle output pin.
INT1 | MFP15 |External interrupt 1 input pin.
21 | 51 |PA6 /O MFPO  |General purpose digital /O pin.
EBI_ADG6 110 MFP2  |EBI address/data bus bit 6.
SPI1_SS 1/0 MFP4  |SPI1 slave select pin.
SD1 _nCD | MFP5  |SD/SDIO1 card detect input pin
SC2_CLK (0] MFP6  |Smart Card 2 clock pin.
UARTO_RXD | MFP7  |UARTO data receiver input pin.
I’C1_SDA I/0 MFP8  [I>)C1 data input/output pin.
EPWM1_CH5 1/0 MFP11 |EPWML1 channel 5 output/capture input.
BPWM1_CH3 1/0 MFP12 |BPWM1 channel 3 output/capture input.
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ACMP1_WLAT | MFP13 |Analog comparator 1 window latch input pin
T™3 /0 MFP14 |Timer3 event counter input/toggle output pin.
INTO | MFP15 |External interrupt O input pin.
22 | 52 |Vss P MFPO  |Ground pin for digital circuit.
23 | 53 Voo P MFPO  |Power supply for I/O ports and LDO source for internal PLL and
digital circuit.
24 | 54 [LDO_CAP A MFPO  |LDO output pin.
Note: This pin needs to be connected with an external capacitor.
25 | 55 |PAS 1/0 MFPO  |General purpose digital /0 pin.
SPIM_D2 1/0 MFP2  |SPIM data 2 pin for Quad Mode I/O.
QSPIO_MISO1 /0 MFP3  |QSPIO MISOL1 (Master In, Slave Out) pin.
SPI1_I2SMCLK /0 MFP4  |SPI1 IS master clock output pin
SD1_CMD /0 MFP5  |SD/SDIO1 command/response pin
SC2_nCD | MFP6 |Smart Card 2 card detect pin.
UARTO_nCTS | MFP7  |UARTO clear to Send input pin.
UARTS5_TXD (0] MFP8 |UARTS data transmitter output pin.
I2C0_SCL 1/0 MFP9 12C0 clock pin.
CANO_TXD (0] MFP10 |CANO bus transmitter output.
BPWMO_CH5 /O MFP12 |BPWMO channel 5 output/capture input.
EPWMO_CHO 1/0 MFP13 |EPWMO channel O output/capture input.
QEIO_INDEX | MFP14 |Quadrature encoder 0 index input
26 | 56 |PA4 110 MFPO  |General purpose digital I/O pin.
SPIM_D3 1/0 MFP2  |SPIM data 3 pin for Quad Mode I/O.
QSPIO_MOSI1 /O MFP3  |QSPIO MOSI1 (Master Out, Slave In) pin.
SPI0_I2SMCLK /O MFP4  |SPIO IS master clock output pin
SD1_CLK (0] MFP5  |SD/SDIOL1 clock output pin
SC0_nCD | MFP6 |Smart Card 0 card detect pin.
UARTO_nRTS (0] MFP7 |UARTO request to Send output pin.
UART5_RXD | MFP8 |UARTS data receiver input pin.
I2CO_SDA I/0 MFP9  [I>CO data input/output pin.
CANO_RXD | MFP10 [CANO bus receiver input.
BPWMO_CH4 1/0 MFP12 |BPWMO channel 4 output/capture input.
EPWMO_CH1 1/0 MFP13 |EPWMO channel 1 output/capture input.
QEIO_A | MFP14 |Quadrature encoder O phase A input
27 | 57 |PA3 1/0 MFPO  |General purpose digital /O pin.
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SPIM_SS 1/0 MFP2  |SPIM slave select pin.
QSPIO_SS /0 MFP3  |QSPIO slave select pin.
SPIO_SS /0 MFP4  |SPIO slave select pin.
SD1_DAT3 110 MFP5  |SD/SDIO1 data line bit 3.
SCO_PWR (0] MFP6  [Smart Card O power pin.
UART4_TXD (0] MFP7 |UART4 data transmitter output pin.
UART1_TXD (0] MFP8 |UART1 data transmitter output pin.
I2C1_SCL 1/0 MFP9 12C1 clock pin.
BPWMO_CH3 /0 MFP12 |BPWMO channel 3 output/capture input.
EPWMO_CH2 1/0 MFP13 |EPWMO channel 2 output/capture input.
QEIO_B | MFP14 |Quadrature encoder O phase B input
28 | 58 |PA.2 1/0 MFPO  |General purpose digital /O pin.
SPIM_CLK /0 MFP2  |SPIM serial clock pin.
QSPIO_CLK 1/0 MFP3  |QSPIO serial clock pin.
SPI0_CLK /O MFP4  |SPIO serial clock pin.
SD1_DAT2 1/0 MFP5 |SD/SDIO1 data line bit 2.
SCO_RST (0] MFP6 |Smart Card O reset pin.
UART4_RXD | MFP7  |UART4 data receiver input pin.
UART1_RXD | MFP8 |UART1 data receiver input pin.
I’C1_SDA I/0 MFP9  [I?)C1 data input/output pin.
BPWMO_CH2 /O MFP12 |BPWMO channel 2 output/capture input.
EPWMO_CH3 1/0 MFP13 |EPWMO channel 3 output/capture input.
29 | 59 |PAl 110 MFPO |General purpose digital I/O pin.
SPIM_MISO 1/0 MFP2  |SPIM MISO (Master In, Slave Out) pin.
QSPIO_MISOO0 1/0 MFP3  |QSPIO MISOO (Master In, Slave Out) pin.
SPI0_MISO /O MFP4  |SPIO MISO (Master In, Slave Out) pin.
SD1_DAT1 /O MFP5  |SD/SDIO1 data line bit 1.
SCO_DAT 1/0 MFP6  |Smart Card O data pin.
UARTO_TXD (0] MFP7 |UARTO data transmitter output pin.
UART1_nCTS | MFP8 |UART1 clear to Send input pin.
I2C2_SCL 1/0 MFP9 12C2 clock pin.
BPWMO_CH1 1/0 MFP12 |BPWMO channel 1 output/capture input.
EPWMO_CH4 1/0 MFP13 |EPWMO channel 4 output/capture input.
DAC1_ST | MFP15 |DACL1 external trigger input.
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30 | 60 |PA.O 1/0 MFPO  |General purpose digital /O pin.
SPIM_MOSI /0 MFP2  |SPIM MOSI (Master Out, Slave In) pin.
QSPI0_MOSIO /0 MFP3  |QSPIO MOSIO (Master Out, Slave In) pin.
SPI0_MOSI 110 MFP4  |SPI0O MOSI (Master Out, Slave In) pin.
SD1_DATO 110 MFP5  |SD/SDIO1 data line bit O.
SCO0_CLK (0] MFP6  |Smart Card O clock pin.
UARTO_RXD | MFP7  |UARTO data receiver input pin.
UART1_nRTS (0] MFP8 |UART1 request to Send output pin.
I2C2_SDA 110 MFP9  [I>)C2 data input/output pin.
BPWMO_CHO 1/0 MFP12 |BPWMO channel O output/capture input.
EPWMO_CH5 1/0 MFP13 |EPWMO channel 5 output/capture input.
DACO_ST | MFP15 |DACO external trigger input.
31 | 61 [Vopio P MFPO  |Power supply for PA.0O~PA.5.
62 |PE.14 /0 MFPO |General purpose digital I/O pin.
EBI_ADS8 110 MFP2  |EBI address/data bus bit 8.
UART2_TXD (0] MFP3 |UART2 data transmitter output pin.
CANO_TXD (0] MFP4  |CANO bus transmitter output.
SD1_nCD | MFP5  |SD/SDIO1 card detect input pin
63 |PE.15 1/0 MFPO  |General purpose digital /O pin.
EBI_AD9 110 MFP2  |EBI address/data bus bit 9.
UART2_RXD | MFP3  |UART2 data receiver input pin.
CANO_RXD | MFP4  |CANO bus receiver input.
32 | 64 |InRESET | MFPO |External reset input: active LOW, with an internal pull-up. Set
this pin low reset to initial state.
Note: It is recommended to use 10 kQ pull-up resistor and 10
uF capacitor on nRESET pin.
33 | 65 |PF.0 /O MFPO  |General purpose digital /O pin.
UART1_TXD (0] MFP2 |UART1 data transmitter output pin.
I)C1_SCL I/0 MFP3  [I>C1 clock pin.
BPWM1_CHO 1/0 MFP12 |BPWM1 channel O output/capture input.
ICE_DAT (0] MFP14 |Serial wired debugger data pin.
Note: It is recommended to use 100 kQ pull-up resistor on
ICE_DAT pin.
34 | 66 |PF.1 1/0 MFPO  |General purpose digital /0 pin.
UART1_RXD | MFP2 |UART1 data receiver input pin.
I2C1_SDA I/O MFP3  [I2C1 data input/output pin.
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BPWM1_CH1 1/0 MFP12 |BPWML1 channel 1 output/capture input.
ICE_CLK | MFP14 |Serial wired debugger clock pin.
Note: It is recommended to use 100 kQ pull-up resistor on
ICE_CLK pin.
67 |PD.9 /0 MFPO  |General purpose digital /O pin.
EBI_AD7 /0 MFP2  |EBI address/data bus bit 7.
I2C2_SCL 110 MFP3  [I>C2 clock pin.
UART2_nCTS | MFP4  |UART2 clear to Send input pin.
68 |PD.8 1/0 MFPO  |General purpose digital /0 pin.
EBI_AD6 1/0 MFP2 |EBI address/data bus bit 6.
I2C2_SDA 110 MFP3  [I2C2 data input/output pin.
UART2_nRTS O MFP4  |UART2 request to Send output pin.
35| 69 |PC.5 /0 MFPO |General purpose digital I/O pin.
EBI_AD5 /10 MFP2 |EBI address/data bus bit 5.
SPIM_D2 110 MFP3 |SPIM data 2 pin for Quad Mode I/O.
QSPIO_MISO1 110 MFP4  |QSPIO MISO1 (Master In, Slave Out) pin.
UART2_TXD (0] MFP8 |UART2 data transmitter output pin.
I2C1_SCL I/0 MFP9  [I2C1 clock pin.
CANO_TXD (0] MFP10 |CANO bus transmitter output.
UART4_TXD o MFP11 |UART4 data transmitter output pin.
EPWM1_CHO 1/0 MFP12 |EPWM1 channel O output/capture input.
36 | 70 |PC.4 110 MFPO  |General purpose digital I/O pin.
EBI_AD4 1/0 MFP2  |EBI address/data bus bit 4.
SPIM_D3 110 MFP3  |SPIM data 3 pin for Quad Mode I/O.
QSPIO_MOSI1 /O MFP4  |QSPIO MOSI1 (Master Out, Slave In) pin.
SC1 _nCD | MFP5  |Smart Card 1 card detect pin.
I2S0_BCLK ) MFP6  [IS0 bit clock output pin.
SPI1_|I2SMCLK 110 MFP7  [SPI1 I2S master clock output pin
UART2_RXD | MFP8 |UART2 data receiver input pin.
I’C1_SDA I/0 MFP9  [I?)C1 data input/output pin.
CANO_RXD | MFP10 [CANO bus receiver input.
UART4_RXD | MFP11 |UART4 data receiver input pin.
EPWM1_CH1 1/0 MFP12 |EPWML1 channel 1 output/capture input.
37| 71 |PC.3 1/0 MFPO  |General purpose digital /0 pin.
EBI_AD3 1/0 MFP2  |EBI address/data bus bit 3.
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SPIM_SS 1/0 MFP3  |SPIM slave select pin.
QSPIO_SS /0 MFP4  |QSPIO slave select pin.
SC1_PWR O MFP5  |Smart Card 1 power pin.
12S0_MCLK ) MFP6  [I?S0 master clock output pin.
SPI1_MISO 1/0 MFP7  |SPI1 MISO (Master In, Slave Out) pin.
UART2_nRTS (0] MFP8 |UART2 request to Send output pin.
I2CO_SMBAL (0] MFP9 12C0 SMBuUs SMBALTER pin
CAN1_TXD (0] MFP10 |CANL1 bus transmitter output.
UART3_TXD O MFP11 |UART3 data transmitter output pin.
EPWM1_CH2 1/0 MFP12 |EPWM1 channel 2 output/capture input.
38 | 72 |PC.2 1/0 MFPO |General purpose digital /0 pin.
EBI_AD2 1/0 MFP2 |EBI address/data bus bit 2.
SPIM_CLK /0 MFP3  |SPIM serial clock pin.
QSPIO_CLK 1/0 MFP4  |QSPIO serial clock pin.
SC1_RST (0] MFP5  |Smart Card 1 reset pin.
12S0_DI | MFP6  |I?SO data input pin.
SPI1_MOSI 1/0 MFP7  |SPI1 MOSI (Master Out, Slave In) pin.
UART2_nCTS | MFP8 |UART2 clear to Send input pin.
I2C0_SMBSUS (0] MFP9 12C0 SMBus SMBSUS pin (PMBus CONTROL pin)
CAN1_RXD | MFP10 |[CANL1 bus receiver input.
UART3_RXD | MFP11 |UART3 data receiver input pin.
EPWM1_CH3 1/0 MFP12 |EPWMZ1 channel 3 output/capture input.
39 | 73 |[PC1 110 MFPO |General purpose digital I/O pin.
EBI_AD1 110 MFP2 |EBI address/data bus bit 1.
SPIM_MISO 1/0 MFP3  |SPIM MISO (Master In, Slave Out) pin.
QSPIO_MISOO0 /O MFP4  |QSPIO MISOO (Master In, Slave Out) pin.
SC1_DAT /O MFP5  |Smart Card 1 data pin.
1’S0_DO 0 MFP6  [I?S0 data output pin.
SPI1_CLK 110 MFP7  |SPI1 serial clock pin.
UART2_TXD (0] MFP8 |UART2 data transmitter output pin.
I2C0_SCL 1/0 MFP9 12C0 clock pin.
EPWM1_CH4 1/0 MFP12 |EPWM1 channel 4 output/capture input.
ACMPO_O (0] MFP14 |Analog comparator O output pin.
40 | 74 |PC.0 1/0 MFPO  |General purpose digital I/O pin.
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EBI_ADO 1/0 MFP2  |EBI address/data bus bit 0.
SPIM_MOSI /0 MFP3  |SPIM MOSI (Master Out, Slave In) pin.
QSPI0_MOSIO /0 MFP4  |QSPIO MOSIO (Master Out, Slave In) pin.
SC1_CLK (0] MFP5  |Smart Card 1 clock pin.
I2S0_LRCK @] MFP6  [I2S0 left right channel clock output pin.
SPI1_SS 1/0 MFP7 |SPI1 slave select pin.
UART2_RXD | MFP8 |UART2 data receiver input pin.
I2CO_SDA 110 MFP9  [I2CO data input/output pin.
EPWM1_CH5 /0 MFP12 |EPWML1 channel 5 output/capture input.
ACMP1_O (0] MFP14 |Analog comparator 1 output pin.
75 |Vss P MFPO  |Ground pin for digital circuit.
76 |Vop P MFPO  |Power supply for I/O ports and LDO source for internal PLL and
digital circuit.
77 |PG.9 1/0 MFPO  |General purpose digital /O pin.
EBI_ADO 110 MFP2 |EBI address/data bus bit 0.
SD1_DAT3 1/0 MFP3 |SD/SDIO1 data line bit 3.
SPIM_D2 110 MFP4  |SPIM data 2 pin for Quad Mode I/O.
BPWMO_CH5 /O MFP12 |BPWMO channel 5 output/capture input.
78 |PG.10 1/0 MFPO  |General purpose digital /0 pin.
EBI_AD1 110 MFP2 |EBI address/data bus bit 1.
SD1_DAT2 1/0 MFP3 |SD/SDIO1 data line bit 2.
SPIM_D3 1/0 MFP4  |SPIM data 3 pin for Quad Mode I/O.
BPWMO_CH4 /O MFP12 |BPWMO channel 4 output/capture input.
79 |PG.11 /O MFPO  |General purpose digital /O pin.
EBI_AD2 /10 MFP2 |EBI address/data bus bit 2.
SD1_DAT1 1/0 MFP3 |SD/SDIO1 data line bit 1.
SPIM_SS 110 MFP4  |SPIM slave select pin.
BPWMO_CH3 1/0 MFP12 |BPWMO channel 3 output/capture input.
80 |PG.12 1/0 MFPO  |General purpose digital /O pin.
EBI_AD3 110 MFP2 |EBI address/data bus bit 3.
SD1_DATO /10 MFP3 |SD/SDIO1 data line bit O.
SPIM_CLK 110 MFP4  |SPIM serial clock pin.
BPWMO_CH2 1/0 MFP12 |BPWMO channel 2 output/capture input.
81 |PG.13 1/0 MFPO  |General purpose digital /O pin.
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EBI_AD4 1/0 MFP2 |EBI address/data bus bit 4.
SD1_CMD /0 MFP3  |SD/SDIO1 command/response pin
SPIM_MISO /0 MFP4  |SPIM MISO (Master In, Slave Out) pin.
BPWMO_CH1 1/0 MFP12 |BPWMO channel 1 output/capture input.

82 |PG.14 1/0 MFPO  |General purpose digital I/O pin.
EBI_AD5 1/0 MFP2 |EBI address/data bus bit 5.
SD1_CLK (0] MFP3  |SD/SDIOL1 clock output pin
SPIM_MOSI 1/0 MFP4  |SPIM MOSI (Master Out, Slave In) pin.
BPWMO_CHO /0 MFP12 |BPWMO channel 0 output/capture input.

83 |PG.15 1/0 MFPO  |General purpose digital /0 pin.
SD1 nCD | MFP3 |SD/SDIO1 card detect input pin
CLKO (0] MFP14 |Clock Out
EADCO_ST | MFP15 |EADCO external trigger input.

84 |PD.13 /0 MFPO |General purpose digital I/O pin.
EBI_AD10 110 MFP2  |EBI address/data bus bit 10.
SDO_nCD | MFP3 |SD/SDIOO card detect input pin
SPI0_I2SMCLK 110 MFP4  [SPIO I2S master clock output pin
SPI1_|I2SMCLK 110 MFP5  [SPI1 I2S master clock output pin
SC2_nCD | MFP7  |Smart Card 2 card detect pin.

85 |PA.12 /O MFPO  |General purpose digital I/O pin.
I2S0_BCLK 0 MFP2  [I?S0 bit clock output pin.
UART4_TXD (0] MFP3 |UART4 data transmitter output pin.
I)C1_SCL 1’0 MFP4  [I>)C1 clock pin.
SPI2_SS 110 MFP5  |SPI2 slave select pin.
CANO_TXD (0] MFP6 |CANO bus transmitter output.
SC2_PWR (0] MFP7  |Smart Card 2 power pin.
BPWM1_CH2 /O MFP11 |BPWMZ1 channel 2 output/capture input.
QEI1_INDEX | MFP12 |Quadrature encoder 1 index input
USB_VBUS P MFP14 |Power supply from USB host or HUB.

86 |PA.13 1/0 MFPO  |General purpose digital I/O pin.
I2S0_MCLK 0 MFP2  [I?S0 master clock output pin.
UART4_RXD | MFP3  |UART4 data receiver input pin.
I’C1_SDA I/0 MFP4  [I?)C1 data input/output pin.
SPI2_CLK 1/0 MFP5  |SPI2 serial clock pin.
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CANO_RXD | MFP6 |CANO bus receiver input.
SC2_RST (0] MFP7  |Smart Card 2 reset pin.
BPWM1_CH3 /0 MFP11 |BPWML1 channel 3 output/capture input.
QEI1_A | MFP12 |Quadrature encoder 1 phase A input
USB_D- A MFP14 |USB differential signal D-.
87 |PA.14 1/0 MFPO  |General purpose digital /O pin.
12S0_DI I MFP2  [I?S0 data input pin.
UARTO_TXD (0] MFP3  |UARTO data transmitter output pin.
SPI2_MISO /0 MFP5  |SPI2 MISO (Master In, Slave Out) pin.
I)C2_SCL 1’0 MFP6  [I>C2 clock pin.
SC2_DAT /10 MFP7  |Smart Card 2 data pin.
BPWM1_CH4 1/0 MFP11 |BPWMZ1 channel 4 output/capture input.
QEI1_B | MFP12 |Quadrature encoder 1 phase B input
USB_D+ A MFP14 |USB differential signal D+.
88 |PA.15 /O MFPO  |General purpose digital /O pin.
1’S0_DO @) MFP2  [I?SO data output pin.
UARTO_RXD | MFP3  |UARTO data receiver input pin.
SPI2_MOSI 110 MFP5  |SPI2 MOSI (Master Out, Slave In) pin.
I2C2_SDA 11O MFP6  [I>C2 data input/output pin.
SC2_CLK (0] MFP7  |Smart Card 2 clock pin.
BPWM1_CH5 /O MFP11 |BPWMZ1 channel 5 output/capture input.
EPWMO_SYNC_IN | MFP12 |EPWMO counter synchronous trigger input pin.
USB_OTG_ID | MFP14 |USB_ identification.
41 | 89 |HSUSB_VRES A MFPO |HSUSB module reference resister
42 | 90 |HSUSB_Vppss P MFPO  |Power supply for HSUSB Vpps3
43 | 91 |HSUSB_VBUS P MFPO  |HSUSB Power supply from USB host or HUB.
44 | 92 |HSUSB_D- A MFPO  |HSUSB differential signal D-.
45 | 93 |HSUSB_VSS P MFPO  |Ground pin for HSUSB.
46 | 94 |HSUSB_D+ A MFPO |HSUSB differential signal D+.
47 | 95 |HSUSB_Vpp12 CAP A MFPO  |HSUSB Internal power regulator output 1.2V decoupling pin.
Note: This pin needs to be connected with a 1uF capacitor.
48 | 96 |[HSUSB_ID | MFPO HSUSB identification.
97 |PE.7 1/0 MFPO  |General purpose digital /O pin.
SDO_CMD 1/0 MFP3  |SD/SDIO0 command/response pin
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SPIM_D2 1/0 MFP4  |SPIM data 2 pin for Quad Mode I/O.
UARTS5_TXD (0] MFP8 |UARTS data transmitter output pin.
CAN1_TXD O MFP9  |CANL1 bus transmitter output.
QEI1_INDEX | MFP11 |Quadrature encoder 1 index input
EPWMO_CHO 1/0 MFP12 |EPWMO channel O output/capture input.
BPWMO_CH5 1/0 MFP13 |BPWMO channel 5 output/capture input.
98 |PE.6 /0 MFPO  |General purpose digital /O pin.
SDO_CLK (0] MFP3  |SD/SDIOO clock output pin
SPIM_D3 1/0 MFP4  |SPIM data 3 pin for Quad Mode I/O.
SPI3_I2SMCLK 110 MFP5  [SPI3 I2S master clock output pin
SCO0_nCD | MFP6 |Smart Card O card detect pin.
USCIO_CTLO 1/0 MFP7 USCIO control 0 pin.
UART5_RXD | MFP8 |UARTS data receiver input pin.
CAN1_RXD | MFP9 |CANL1 bus receiver input.
QEI1_A | MFP11 |Quadrature encoder 1 phase A input
EPWMO_CH1 1/0 MFP12 |EPWMO channel 1 output/capture input.
BPWMO_CH4 110 MFP13 |BPWMO channel 4 output/capture input.
99 |PE.5 1/0 MFPO  |General purpose digital /O pin.
EBI_nRD (0] MFP2  |EBI read enable output pin.
SDO_DAT3 110 MFP3  |SD/SDIOO data line bit 3.
SPIM_SS /O MFP4  |SPIM slave select pin.
SPI3_SS 110 MFP5  |SPI3 slave select pin.
SCO_PWR (0] MFP6  [Smart Card O power pin.
USCIO_CTL1 110 MFP7  |USCIO control 1 pin.
QEI1_B | MFP11 |Quadrature encoder 1 phase B input
EPWMO_CH2 /O MFP12 |EPWMO channel 2 output/capture input.
BPWMO_CH3 /O MFP13 |BPWMO channel 3 output/capture input.
100 |[PE.4 1/0 MFPO  |General purpose digital /0 pin.
EBI_nWR (0] MFP2  |EBI write enable output pin.
SDO_DAT2 110 MFP3  |SD/SDIOO data line bit 2.
SPIM_CLK 1/0 MFP4  |SPIM serial clock pin.
SPI3_CLK 1/0 MFP5  |SPI3 serial clock pin.
SCO_RST (0] MFP6  |Smart Card O reset pin.
USCIO_DAT1 /10 MFP7 USCIO data 1 pin.
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QEIO_INDEX | MFP11 |Quadrature encoder O index input
EPWMO_CH3 /0 MFP12 |EPWMO channel 3 output/capture input.
BPWMO_CH2 /0 MFP13 |BPWMO channel 2 output/capture input.

101 [PE.3 1/0 MFPO  |General purpose digital /0 pin.
EBI_MCLK (0] MFP2  |EBI external clock output pin.
SDO_DAT1 1/0 MFP3 |SD/SDIOO data line bit 1.

SPIM_MISO /0 MFP4  |SPIM MISO (Master In, Slave Out) pin.
SPI3_MISO 1/0 MFP5  |SPI3 MISO (Master In, Slave Out) pin.
SCO_DAT /0 MFP6 |Smart Card 0 data pin.

USCIO_DATO 110 MFP7  |USCIO data O pin.

QEIO_A | MFP11 |Quadrature encoder O phase A input
EPWMO_CH4 1/0 MFP12 |EPWMO channel 4 output/capture input.
BPWMO_CH1 /0 MFP13 |BPWMO channel 1 output/capture input.

102 |PE.2 /0 MFPO |General purpose digital I/O pin.
EBI_ALE (0] MFP2 |EBI address latch enable output pin.
SDO_DATO 110 MFP3  |SD/SDIOO data line bit 0.

SPIM_MOSI 1/0 MFP4  |SPIM MOSI (Master Out, Slave In) pin.
SPI3_MOSI 110 MFP5  |SPI3 MOSI (Master Out, Slave In) pin.
SCO0_CLK (0] MFP6  |Smart Card O clock pin.

USCIO_CLK /O MFP7  |USCIO clock pin.

QEIO_B | MFP11 |Quadrature encoder O phase B input
EPWMO_CH5 1/0 MFP12 |EPWMO channel 5 output/capture input.
BPWMO_CHO 1/0 MFP13 |BPWMO channel O output/capture input.

103 |Vss P MFPO  |Ground pin for digital circuit.

104 (Voo P MFPO  |Power supply for I/O ports and LDO source for internal PLL and

digital circuit.

105 [PE.1 110 MFPO  |General purpose digital I/O pin.
EBI_AD10 1/0 MFP2 |EBI address/data bus bit 10.
QSPI0O_MISOO0 1/0 MFP3  |QSPIO MISOO (Master In, Slave Out) pin.
SC2_DAT 1/0 MFP4  |Smart Card 2 data pin.

I’S0_BCLK 0 MFP5  [I2SO0 bit clock output pin.

SPI1_MISO 110 MFP6 |SPI1 MISO (Master In, Slave Out) pin.
UART3_TXD (0] MFP7 |UART3 data transmitter output pin.
I2C1_SCL 1/0 MFP8 12C1 clock pin.
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UART4_nCTS | MFP9 |UART4 clear to Send input pin.

106 |PE.O /0 MFPO  |General purpose digital I/O pin.
EBI_AD11 1/0 MFP2 |EBI address/data bus bit 11.
QSPI0_MOSIO 110 MFP3  |QSPIO MOSIO (Master Out, Slave In) pin.
SC2_CLK (0] MFP4  |Smart Card 2 clock pin.
12S0_MCLK ) MFP5  |[I2S0 master clock output pin.
SPI1_MOSI /0 MFP6 |SPI1 MOSI (Master Out, Slave In) pin.
UART3_RXD | MFP7  |UART3 data receiver input pin.
I’C1_SDA 110 MFP8  [I>)C1 data input/output pin.
UART4_nRTS (0] MFP9  |UART4 request to Send output pin.

107 [PH.8 1/0 MFPO |General purpose digital /0 pin.
EBI_AD12 1/0 MFP2 |EBI address/data bus bit 12.
QSPIO_CLK /0 MFP3  |QSPIO serial clock pin.

SC2_PWR O MFP4  |Smart Card 2 power pin.

12S0_DiI I MFP5  [I?S0 data input pin.

SPI1_CLK /10 MFP6  |SPI1 serial clock pin.
UART3_nRTS (0] MFP7 |UART3 request to Send output pin.
I2C1_SMBAL (0] MFP8 12C1 SMBus SMBALTER pin
I2C2_SCL 1/0 MFP9 12C2 clock pin.

UART1_TXD (0] MFP10 |UART1 data transmitter output pin.

108 [PH.9 /O MFPO  |General purpose digital /O pin.
EBI_AD13 /10 MFP2  |EBI address/data bus bit 13.
QSPIO_SS 110 MFP3 QSPIO slave select pin.

SC2_RST (0] MFP4  |Smart Card 2 reset pin.

12S0_DO 0 MFP5  [I?S0O data output pin.

SPI1_SS /O MFP6 |SPI1 slave select pin.

UART3_nCTS | MFP7  |UART3 clear to Send input pin.

[2C1_SMBSUS o) MFP8  |I>)C1 SMBus SMBSUS pin (PMBus CONTROL pin)
I2C2_SDA 11O MFP9  [I2C2 data input/output pin.

UART1_RXD | MFP10 |UART1 data receiver input pin.

109 [PH.10 1/0 MFPO  |General purpose digital /O pin.
EBI_AD14 110 MFP2 |EBI address/data bus bit 14.
QSPIO_MISO1 1/0 MFP3  |QSPIO MISO1 (Master In, Slave Out) pin.
SC2_nCD | MFP4  |Smart Card 2 card detect pin.
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I2S0_LRCK 0 MFP5  [I2S0 left right channel clock output pin.
SPI1_|2SMCLK /0 MFP6  |SPI1 IS master clock output pin
UART4_TXD O MFP7 |UART4 data transmitter output pin.
UARTO_TXD (0] MFP8 |UARTO data transmitter output pin.

110 [PH.11 1/0 MFPO  |General purpose digital /0 pin.
EBI_AD15 1/0 MFP2 |EBI address/data bus bit 15.
QSPIO_MOSI1 /0 MFP3  |QSPIO MOSI1 (Master Out, Slave In) pin.
UART4_RXD | MFP7  |UART4 data receiver input pin.
UARTO_RXD | MFP8 |UARTO data receiver input pin.
EPWMO_CH5 1/0 MFP11 |EPWMO channel 5 output/capture input.

111 |[PD.14 1/0 MFPO |General purpose digital /0 pin.
EBI_nCSO0 (0] MFP2  |EBI chip select 0 output pin.
SPI3_I2SMCLK /0 MFP3  |SPI3 I2S master clock output pin
SC1_nCD | MFP4  |Smart Card 1 card detect pin.
EPWMO_CH4 /O MFP11 |EPWMO channel 4 output/capture input.

49 | 112 [Vss P MFPO  |Ground pin for digital circuit.
50 | 113 |LDO_CAP A MFPO LDO output pin.

Note: This pin needs to be connected with an external capacitor.

51 (114 |Vop P MFPO  |Power supply for I/O ports and LDO source for internal PLL and
digital circuit.
52 |115|PC.14 110 MFPO  |General purpose digital I/O pin.
EBI_AD11 1/0 MFP2 EBI address/data bus bit 11.
SC1_nCD | MFP3  |Smart Card 1 card detect pin.
SPI0_I2SMCLK /O MFP4  |SPIO IS master clock output pin
USCIO_CTLO /O MFP5  |USCIO control O pin.
QSPIO_CLK /10 MFP6  |QSPIO serial clock pin.
EPWMO_SYNC_IN | MFP11 |EPWMO counter synchronous trigger input pin.
ETM_TRACE_CLK | MFP12 |ETM receiver Trace Clock input pin
™1 1/0 MFP13 |Timerl event counter input/toggle output pin.
USB_VBUS_ST | MFP14 |USB external VBUS regulator status pin.
HSUSB_VBUS_ST | MFP15 |HSUSB external VBUS regulator status pin.
53 | 116 |PB.15 1/0 MFPO |General purpose digital /0 pin.
EADCO_CH15 A MFP1 |EADCO channel 15 analog input.
EBI_AD12 1/0 MFP2 |EBI address/data bus bit 12.
SC1_PWR (0] MFP3  |Smart Card 1 power pin.
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SPIO_SS 1/0 MFP4  |SPIO slave select pin.
USCIO_CTL1 /0 MFP5 USCIO control 1 pin.
UARTO_nCTS | MFP6 |UARTO clear to Send input pin.
UART3_TXD (0] MFP7 |UART3 data transmitter output pin.
I2C2_SMBAL (0] MFP8 12C2 SMBus SMBALTER pin
EPWM1_CHO 1/0 MFP11 |EPWMZ1 channel O output/capture input.
ETM_TRACE_DATAO | MFP12 |ETM receiver Trace Data O input pin
TMO_EXT 1/0 MFP13 |Timer0O event counter input/toggle output pin.
USB_VBUS_EN O MFP14 |USB external VBUS regulator enable pin.
HSUSB_VBUS_EN O MFP15 |HSUSB external VBUS regulator enable pin.
54 117 |PB.14 /10 MFPO |General purpose digital I/O pin.
EADCO_CH14 A MFP1 |EADCO channel 14 analog input.
EBI_AD13 /0 MFP2  |EBI address/data bus bit 13.
SC1_RST O MFP3  |Smart Card 1 reset pin.
SPI0_CLK /O MFP4  |SPIO serial clock pin.
USCIO_DAT1 110 MFP5  |USCIO data 1 pin.
UARTO_nRTS O MFP6 |UARTO request to Send output pin.
UART3_RXD | MFP7 |UART3 data receiver input pin.
I2C2_SMBSUS (0] MFP8 12C2 SMBus SMBSUS pin (PMBus CONTROL pin)
EPWM1_CH1 /O MFP11 |EPWML1 channel 1 output/capture input.
ETM_TRACE_DATA1 | MFP12 |ETM receiver Trace Data 1 input pin
TM1_EXT 1/0 MFP13 |Timerl event counter input/toggle output pin.
CLKO (0] MFP14 |Clock Out
55 |118 |PB.13 110 MFPO  |General purpose digital I/O pin.
EADCO_CH13 A MFP1 |EADCO channel 13 analog input.
DAC1_OuUT A MFP1 |DAC1 channel analog output.
ACMPO_P3 A MFP1 |Analog comparator O positive input 3 pin.
ACMP1_P3 A MFP1 |Analog comparator 1 positive input 3 pin.
EBI_AD14 1/0 MFP2 |EBI address/data bus bit 14.
SC1_DAT 110 MFP3  |Smart Card 1 data pin.
SPI0_MISO 1/0 MFP4  |SPIO MISO (Master In, Slave Out) pin.
USCIO_DATO 110 MFP5  |USCIO data O pin.
UARTO_TXD (0] MFP6 |UARTO data transmitter output pin.
UART3_nRTS (0] MFP7 |UART3 request to Send output pin.
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I2C2_SCL 1/0 MFP8 12C2 clock pin.

EPWM1_CH2 /0 MFP11 |EPWMZ1 channel 2 output/capture input.
ETM_TRACE_DATA2 | MFP12 |ETM receiver Trace Data 2 input pin
TM2_EXT 1/0 MFP13 |Timer2 event counter input/toggle output pin.

56 | 119 |PB.12 110 MFPO |General purpose digital I/O pin.
EADCO_CH12 A MFP1 |EADCO channel 12 analog input.
DACO_OUT A MFP1 |DACO channel analog output.

ACMPO_P2 A MFP1 |Analog comparator O positive input 2 pin.
ACMP1_P2 A MFP1 |Analog comparator 1 positive input 2 pin.
EBI_AD15 110 MFP2 |EBI address/data bus bit 15.

SC1_CLK (0] MFP3  |Smart Card 1 clock pin.

SPI0_MOSI 1/0 MFP4  |SPI0O MOSI (Master Out, Slave In) pin.
USCIO_CLK /0 MFP5 USCIO clock pin.

UARTO_RXD | MFP6 |UARTO data receiver input pin.
UART3_nCTS | MFP7  |UART3 clear to Send input pin.
I’C2_SDA 11O MFP8  [I>)C2 data input/output pin.

SDO_nCD | MFP9  |SD/SDIOO card detect input pin
EPWM1_CH3 1/0 MFP11 |EPWMZ1 channel 3 output/capture input.
ETM_TRACE_DATA3 | MFP12 |ETM receiver Trace Data 3 input pin
TM3_EXT /O MFP13 |Timer3 event counter input/toggle output pin.

57 1120 |AVpp P MFPO  |Power supply for internal analog circuit.

58 | 121 |Vgrer A MFPO  |ADC reference voltage input.

Note: This pin needs to be connected with a 1uF capacitor.

59 1122 |AVss P MFPO  |Ground pin for analog circuit.

60 |123|PB.11 110 MFPO |General purpose digital I/O pin.
EADCO_CH11 A MFP1 |EADCO channel 11 analog input.
EBI_ADR16 (0] MFP2  |EBI address bus bit 16.

UARTO_nCTS | MFP5  |UARTO clear to Send input pin.
UART4_TXD (0] MFP6 |UART4 data transmitter output pin.
I)C1_SCL 1’0 MFP7  [I>)C1 clock pin.

CANO_TXD o MFP8  |CANO bus transmitter output.
SPI0_I2SMCLK 1/0 MFP9  |SPIO I2S master clock output pin
BPWM1_CHO 1/0 MFP10 |BPWMZ1 channel O output/capture input.
SPI3_CLK 1/0 MFP11 |SPI3 serial clock pin.
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HSUSB_VBUS_ST | MFP14 |HSUSB external VBUS regulator status pin.

61 | 124 |PB.10 /0 MFPO  |General purpose digital /O pin.
EADCO_CH10 A MFP1 |EADCO channel 10 analog input.
EBI_ADR17 (0] MFP2 EBI address bus bit 17.

USCI1_CTLO 110 MFP4  |USCI1 control O pin.

UARTO_nRTS (0] MFP5  |UARTO request to Send output pin.
UART4_RXD | MFP6 |UART4 data receiver input pin.

I2C1_SDA 110 MFP7  [I2)C1 data input/output pin.

CANO_RXD | MFP8 |CANO bus receiver input.

BPWM1_CH1 1/0 MFP10 |BPWMZ1 channel 1 output/capture input.
SPI3_SS /10 MFP11 |SPI3 slave select pin.

HSUSB_VBUS_EN (0] MFP14 |HSUSB external VBUS regulator enable pin.

62 |125|PB.9 /0 MFPO  |General purpose digital /O pin.
EADCO_CH9 A MFP1 |EADCO channel 9 analog input.
EBI_ADR18 (0] MFP2  |EBI address bus bit 18.

USCI1_CTL1 /10 MFP4 USCI1 control 1 pin.

UARTO_TXD (0] MFP5  |UARTO data transmitter output pin.
UART1_nCTS | MFP6 |UART1 clear to Send input pin.
I2C1_SMBAL (0] MFP7 12C1 SMBus SMBALTER pin
BPWM1_CH2 /O MFP10 |BPWM1 channel 2 output/capture input.
SPI3_MISO /O MFP11 |[SPI3 MISO (Master In, Slave Out) pin.
INT7 | MFP13 |External interrupt 7 input pin.

63 | 126 |PB.8 110 MFPO |General purpose digital I/O pin.
EADCO_CH8 A MFP1 |EADCO channel 8 analog input.
EBI_ADRI19 (0] MFP2 EBI address bus bit 19.

USCI1_CLK /O MFP4 USCI1 clock pin.

UARTO_RXD | MFP5  |UARTO data receiver input pin.

UART1 _nRTS (0] MFP6 |UART1 request to Send output pin.
[2C1_SMBSUS o) MFP7  |I?)C1 SMBus SMBSUS pin (PMBus CONTROL pin)
BPWM1_CH3 1/0 MFP10 |BPWMZ1 channel 3 output/capture input.
SPI3_MOSI 1/0 MFP11 |[SPI3 MOSI (Master Out, Slave In) pin.

INT6 | MFP13 |External interrupt 6 input pin.

64 |127 |PB.7 1/0 MFPO  |General purpose digital /O pin.
EADCO_CH7 A MFP1 |EADCO channel 7 analog input.

Feb 22, 2022

Page 125 of 525

Rev 3.03




NnuvoTonN

MA480 Series

64 | 128 |Pin Name Type MFP Description

Pin | Pin
EBI_nWRL (0] MFP2  |EBI low byte write enable output pin.
USCI1_DATO /0 MFP4 USCI1 data O pin.
CAN1_TXD O MFP5  |CANL1 bus transmitter output.
UART1_TXD (0] MFP6 |UART1 data transmitter output pin.
SD1_CMD 110 MFP7  |SD/SDIO1 command/response pin
EBI_nCSO0 (0] MFP8 |EBI chip select 0 output pin.
BPWM1_CH4 /0 MFP10 |BPWMZ1 channel 4 output/capture input.
EPWM1_BRAKEO | MFP11 |EPWM1 Brake 0 input pin.
EPWM1_CH4 /0 MFP12 |EPWML1 channel 4 output/capture input.
INT5 | MFP13 |External interrupt 5 input pin.
USB_VBUS_ST | MFP14 |USB external VBUS regulator status pin.
ACMPO_O (0] MFP15 |Analog comparator O output pin.

1 |128|PB.6 /0 MFPO  |General purpose digital /O pin.
EADCO_CH6 A MFP1 |EADCO channel 6 analog input.
EBI_nWRH (0] MFP2  |EBI high byte write enable output pin
USCI1_DAT1 /10 MFP4 USCI1 data 1 pin.

CAN1_RXD | MFP5  |CANL1 bus receiver input.

UART1_RXD | MFP6 |UART1 data receiver input pin.
SD1_CLK (0] MFP7  |SD/SDIOL1 clock output pin

EBI_nCS1 (0] MFP8  |EBI chip select 1 output pin.
BPWM1_CH5 /O MFP10 |BPWML1 channel 5 output/capture input.
EPWM1_BRAKE1l | MFP11 |EPWM1 Brake 1 input pin.

EPWM1_CH5 1/0 MFP12 |EPWM1 channel 5 output/capture input.
INT4 | MFP13 |External interrupt 4 input pin.
USB_VBUS_EN (0] MFP14 |USB external VBUS regulator enable pin.
ACMP1_O (0] MFP15 |Analog comparator 1 output pin.

Feb 22, 2022

Page 126 of 525

Rev 3.03




NnuvoTonN

4.2.4 MA484 Series Pin Description
Note: PA.15 MFP can only be as USB_OTG_ID when enable full-Speed USB.

M480 Series

64 |64 Pin | 128 |Pin Name Type MFP Description
Pin |2 USB | Pin

2 2 1 |PB.5 I/0 MFPO |General purpose digital I/O pin.
EADCO_CH5 A MFP1 |EADCO channel 5 analog input.
ACMP1_N A MFP1 |Analog comparator 1 negative input pin.
EBI_ADRO O MFP2 |EBI address bus bit 0.
SDO_DAT3 110 MFP3 [SD/SDIOO data line bit 3.
SPI1_MISO 110 MFP5 |SPI1 MISO (Master In, Slave Out) pin.
12C0_SCL I/0 MFP6 |12CO0 clock pin.
UART5_TXD O MFP7 |UARTS data transmitter output pin.
USCI1_CTLO I/0 MFP8 |USCI1 control O pin.
SCO0_CLK (0] MFP9  |Smart Card 0 clock pin.
12S0_BCLK (0] MFP10 [I2S0 bit clock output pin.
EPWMO_CHO I/0 MFP11 [EPWMO channel 0 output/capture input.
T™MO 110 MFP14 |Timer0O event counter input/toggle output pin.
INTO | MFP15 [External interrupt O input pin.

3 3 2 |PB4 I/0 MFPO |General purpose digital I/O pin.
EADCO_CH4 A MFP1 |EADCO channel 4 analog input.
ACMP1_P1 A MFP1 |Analog comparator 1 positive input 1 pin.
EBI_ADR1 O MFP2 |EBI address bus bit 1.
SDO_DAT2 110 MFP3 |SD/SDIOO data line bit 2.
SPI1_MOSI I/0 MFP5 |SPI1 MOSI (Master Out, Slave In) pin.
12C0_SDA I/0 MFP6 |12CO0 data input/output pin.
UART5_RXD | MFP7 |UARTS data receiver input pin.
USCI1_CTL1 110 MFP8 |USCI1 control 1 pin.
SCO_DAT 110 MFP9 |Smart Card 0 data pin.
12S0_MCLK O MFP10 |[I2S0 master clock output pin.
EPWMO_CH1 I/0 MFP11 [EPWMO channel 1 output/capture input.
™1 I/0 MFP14 [Timerl event counter input/toggle output pin.
INT1 | MFP15 [External interrupt 1 input pin.

4 4 3 |PB.3 1/0 MFPO |General purpose digital I/O pin.
EADCO_CH3 A MFP1 |EADCO channel 3 analog input.
ACMPO_N A MFP1 |Analog comparator O negative input pin.
EBI_ADR2 O MFP2 |EBI address bus bit 2.
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MA480 Series

64 |64 Pin | 128 |Pin Name Type MFP  |Description

Pin |2 USB | Pin
SDO_DAT1 I/0 MFP3 |SD/SDIOO data line bit 1.
SPI1_CLK I/0 MFP5  |SPI1 serial clock pin.
UART1_TXD (0] MFP6 |UART1 data transmitter output pin.
UART5_nRTS O MFP7 |UARTS request to Send output pin.
USCI1_DAT1 110 MFP8 |USCI1 data 1 pin.
SCO_RST O MFP9 |Smart Card O reset pin.
12S0_DI | MFP10 [I2S0 data input pin.
EPWMO_CH2 I/0 MFP11 [EPWMO channel 2 output/capture input.
T™M2 110 MFP14 |Timer2 event counter input/toggle output pin.
INT2 | MFP15 |External interrupt 2 input pin.

5 5 4 |PB.2 I/0 MFPO |General purpose digital I/O pin.
EADCO_CH2 A MFP1 |EADCO channel 2 analog input.
ACMPO_P1 A MFP1 |Analog comparator O positive input 1 pin.
OPAO0_O A MFP1 |Operational amplifier O output pin.
EBI_ADR3 O MFP2 |EBI address bus bit 3.

SDO_DATO 110 MFP3 [SD/SDIOO data line bit 0.
SPI1_SS 110 MFP5 |SPI1 slave select pin.
UART1_RXD | MFP6 |UART1 data receiver input pin.
UART5_nCTS | MFP7 |UARTS clear to Send input pin.
USCI1_DATO I/0 MFP8 |USCI1 data O pin.
SCO_PWR O MFP9  |Smart Card O power pin.
12S0_DO O MFP10 [12S0 data output pin.
EPWMO_CH3 I/0 MFP11 [EPWMO channel 3 output/capture input.
T™3 110 MFP14 |Timer3 event counter input/toggle output pin.
INT3 | MFP15 |[External interrupt 3 input pin.

5 |PC.12 I/0 MFPO |General purpose digital I/O pin.
EBI_ADR4 O MFP2 |EBI address bus bit 4.
UARTO_TXD O MFP3 |UARTO data transmitter output pin.
12C0_SCL 110 MFP4  |I2CO clock pin.
SPI3_MISO 110 MFP6 |SPI3 MISO (Master In, Slave Out) pin.
SCO0_nCD | MFP9 |Smart Card O card detect pin.
ECAP1_IC2 | MFP11 [Enhanced capture unit 1 input 2 pin.
EPWM1_CHO I/0 MFP12 [EPWM1 channel O output/capture input.
ACMPO_O O MFP14 |Analog comparator 0 output pin.
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MA480 Series
64 |64 Pin | 128 |Pin Name Type MFP  |Description
Pin |2 USB | Pin

6 |PC.11 I/0 MFPO |General purpose digital I/O pin.
EBI_ADR5 O MFP2 |EBI address bus bit 5.
UARTO_RXD | MFP3 |UARTO data receiver input pin.
12C0_SDA I/0 MFP4  |12CO0 data input/output pin.
SPI3_MOSI 110 MFP6 |SPI3 MOSI (Master Out, Slave In) pin.
ECAP1_IC1 | MFP11 [Enhanced capture unit 1 input 1 pin.
EPWM1_CH1 I/0 MFP12 [EPWML1 channel 1 output/capture input.
ACMP1_O O MFP14 |[Analog comparator 1 output pin.

7 |PC.10 110 MFPO |General purpose digital I/O pin.
EBI_ADR®6 (0] MFP2 |EBI address bus bit 6.
SPI3_CLK 110 MFP6 |SPI3 serial clock pin.
UART3_TXD O MFP7 |UART3 data transmitter output pin.
ECAP1_ICO | MFP11 [Enhanced capture unit 1 input O pin.
EPWM1_CH2 110 MFP12 |EPWM1 channel 2 output/capture input.

8 |PC.9 I/0 MFPO |General purpose digital I/O pin.
EBI_ADR7 O MFP2 |EBI address bus bit 7.
SPI3_SS 110 MFP6 |SPI3 slave select pin.
UART3_RXD | MFP7 |UARTS3 data receiver input pin.
EPWM1_CH3 I/0 MFP12 [EPWML1 channel 3 output/capture input.

6 6 9 |PB.1 I/0 MFPO |General purpose digital I/O pin.
EADCO_CH1 A MFP1 |EADCO channel 1 analog input.
OPAO_N A MFP1 |Operational amplifier O negative input pin.
EBI_ADRS (0] MFP2 |EBI address bus bit 8.
SDO_CLK (e} MFP3 [SD/SDIOO clock output pin
SPI1_|2SMCLK I/0 MFP5 |SPI1 12S master clock output pin
SPI3_I2SMCLK I/0 MFP6 |SPI3 12S master clock output pin
UART2_TXD O MFP7 |UART2 data transmitter output pin.
USCI1_CLK 1/0 MFP8 |USCI1 clock pin.
12C1_SCL 110 MFP9 |I2C1 clock pin.
12S0_LRCK (0] MFP10 [I2S0 left right channel clock output pin.
EPWMO_CH4 I/0 MFP11 [EPWMO channel 4 output/capture input.
EPWM1_CH4 I/0 MFP12 [EPWML1 channel 4 output/capture input.
EPWMO_BRAKEO | MFP13 |EPWMO Brake 0 input pin.
7 7 10 |PB.0 1/0 MFPO |General purpose digital I/O pin.
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MA480 Series
64 |64 Pin | 128 |Pin Name Type MFP  |Description
Pin |2 USB | Pin
EADCO_CHO A MFP1 |EADCO channel 0 analog input.
OPAO_P A MFP1 |Operational amplifier O positive input pin.
EBI_ADR9 O MFP2 |EBI address bus bit 9.
SDO0_CMD 110 MFP3 |SD/SDIO0 command/response pin
UART2_RXD | MFP7 |UART2 data receiver input pin.
SPI0_I2SMCLK I/0 MFP8 |SPIO 12S master clock output pin
12C1_SDA I/0 MFP9 |I2C1 data input/output pin.
EPWMO_CH5 I/0 MFP11 [EPWMO channel 5 output/capture input.
EPWM1_CH5 110 MFP12 |EPWML1 channel 5 output/capture input.
EPWMO_BRAKE1 | MFP13 |EPWMO Brake 1 input pin.
11 [Vss P MFPO |Ground pin for digital circuit.
12 |Vop P MFPO  |Power supply for I/O ports and LDO source for internal PLL
and digital circuit.

8 8 13 [PA.11 I/0 MFPO |General purpose digital I/O pin.
ACMPO_PO A MFP1 |Analog comparator O positive input O pin.
EBI_nRD O MFP2 |EBI read enable output pin.
SC2_PWR O MFP3  |Smart Card 2 power pin.
SPI2_SS I/0 MFP4 |SPI2 slave select pin.
SD1_DATS3 110 MFP5 |SD/SDIO1 data line bit 3.
USCI0_CLK 110 MFP6 [USCIO clock pin.
12C2_SCL I/0 MFP7  |12C2 clock pin.
BPWMO_CHO I/0 MFP9 |BPWMO channel 0 output/capture input.
EPWMO_SYNC_OUT O MFP10 [EPWMO counter synchronous trigger output pin.
TMO_EXT I/0 MFP13 [TimerO external capture input/toggle output pin.
DAC1_ST | MFP14 [DAC1 external trigger input.

9 9 14 |PA.10 110 MFPO |General purpose digital I/O pin.
ACMP1_PO A MFP1 |Analog comparator 1 positive input O pin.
OPAl1_O A MFP1 |Operational amplifier 1 output pin.
EBI_nWR O MFP2 |EBI write enable output pin.
SC2_RST O MFP3 |Smart Card 2 reset pin.
SPI2_CLK 1/0 MFP4  |SPI2 serial clock pin.
SD1_DAT2 I/0 MFP5 |SD/SDIO1 data line bit 2.
USCIO_DATO 110 MFP6 [USCIO data O pin.
12C2_SDA I/0 MFP7 |12C2 data input/output pin.
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MA480 Series
64 |64 Pin | 128 |Pin Name Type MFP  |Description
Pin |2 USB | Pin
BPWMO_CH1 I/0 MFP9 |BPWMO channel 1 output/capture input.
QEI1_INDEX | MFP10 [Quadrature encoder 1 index input
ECAPO_ICO | MFP11 |Enhanced capture unit O input O pin.
TM1_EXT I/0 MFP13 [Timerl external capture input/toggle output pin.
DACO_ST | MFP14 [DACO external trigger input.
10 10 15 |PA.9 I/0 MFPO |General purpose digital I/O pin.
OPA1_N A MFP1 |Operational amplifier 1 negative input pin.
EBI_MCLK O MFP2 |EBI external clock output pin.
SC2_DAT 110 MFP3 |Smart Card 2 data pin.
SPI2_MISO 110 MFP4  |SPI2 MISO (Master In, Slave Out) pin.
SD1_DAT1 I/0 MFP5 |SD/SDIO1 data line bit 1.
USCIO_DAT1 I/0 MFP6 |USCIO data 1 pin.
UART1_TXD O MFP7 |UART1 data transmitter output pin.
BPWMO_CH2 110 MFP9 |BPWMO channel 2 output/capture input.
QEI1_A | MFP10 [Quadrature encoder 1 phase A input
ECAPO_IC1 | MFP11 |Enhanced capture unit O input 1 pin.
TM2_EXT 110 MFP13 |Timer2 external capture input/toggle output pin.
11 11 16 |PA.8 I/0 MFPO |General purpose digital I/O pin.
OPAl1_P A MFP1 |Operational amplifier 1 positive input pin.
EBI_ALE O MFP2 |EBI address latch enable output pin.
SC2_CLK O MFP3  |Smart Card 2 clock pin.
SPI2_MOSI 110 MFP4  |SPI2 MOSI (Master Out, Slave In) pin.
SD1_DATO 110 MFP5 |SD/SDIO1 data line bit 0.
USCIO_CTL1 110 MFP6 |USCIO control 1 pin.
UART1_RXD | MFP7 |UART1 data receiver input pin.
BPWMO_CH3 I/0 MFP9 |BPWMO channel 3 output/capture input.
QEI1_B | MFP10 [Quadrature encoder 1 phase B input
ECAPOQ_IC2 | MFP11 |[Enhanced capture unit O input 2 pin.
TM3_EXT I/0 MFP13 [Timer3 external capture input/toggle output pin.
INT4 | MFP15 |External interrupt 4 input pin.
17 |PC.13 I/0 MFPO |General purpose digital I/O pin.
EBI_ADR10 O MFP2 |EBI address bus bit 10.
SC2_nCD | MFP3 |Smart Card 2 card detect pin.
SPI2_|12SMCLK 1/0 MFP4  |SPI2 12S master clock output pin
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64 |64 Pin | 128 |Pin Name Type MFP  |Description

Pin |2 USB | Pin
USCIO_CTLO I/0 MFP6 |USCIO control O pin.
UART2_TXD O MFP7 |UART2 data transmitter output pin.
BPWMO_CH4 110 MFP9 |BPWMO channel 4 output/capture input.
CLKO (e} MFP13 |Clock Out
EADCO_ST | MFP14 |[EADCO external trigger input.

18 |PD.12 I/0 MFPO |General purpose digital I/O pin.
OPA2_O A MFP1 |Operational amplifier 2 output pin.
EBI_nCSO O MFP2  |EBI chip select 0 output pin.
UART2_RXD | MFP7 |UART2 data receiver input pin.
BPWMO_CH5 I/0 MFP9 |BPWMO channel 5 output/capture input.
QEIO_INDEX | MFP10 |Quadrature encoder O index input
CLKO O MFP13 [Clock Out
EADCO_ST | MFP14 |[EADCO external trigger input.

INT5 | MFP15 |External interrupt 5 input pin.

19 |PD.11 I/0 MFPO |General purpose digital I/O pin.
OPA2_N A MFP1 |Operational amplifier 2 negative input pin.
EBI_nCS1 O MFP2 |EBI chip select 1 output pin.
UART1_TXD O MFP3 |UART1 data transmitter output pin.
QEIO_A | MFP10 [Quadrature encoder O phase A input
INT6 | MFP15 [External interrupt 6 input pin.

20 |PD.10 I/0 MFPO |General purpose digital I/O pin.
OPA2_P A MFP1 |Operational amplifier 2 positive input pin.
EBI_nCS2 O MFP2 |EBI chip select 2 output pin.
UART1_RXD | MFP3 |UART1 data receiver input pin.

QEIO_B | MFP10 [Quadrature encoder O phase B input
INT7 | MFP15 |[External interrupt 7 input pin.

21 [PG.2 I/0 MFPO |General purpose digital I/O pin.

EBI_ADR11 O MFP2 |EBI address bus bit 11.

SPI2_SS 110 MFP3 |SPI2 slave select pin.

12C0_SMBAL O MFP4  |I12C0O SMBus SMBALTER pin

12C1_SCL I/0 MFP5  |I2C1 clock pin.

T™MO I/0 MFP13 [Timer0 event counter input/toggle output pin.

22 |[PG.3 I/0 MFPO |General purpose digital I/O pin.
EBI_ADR12 O MFP2 |EBI address bus bit 12.
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64 |64 Pin | 128 |Pin Name Type MFP  |Description
Pin |2 USB | Pin
SPI2_CLK I/0 MFP3 |SPI2 serial clock pin.
12C0_SMBSUS O MFP4  |12C0 SMBus SMBSUS pin (PMBus CONTROL pin)
I2C1_SDA 110 MFP5  |I2C1 data input/output pin.
™1 I/0 MFP13 [Timerl event counter input/toggle output pin.
23 |PG.4 I/0 MFPO |General purpose digital I/O pin.
EBI_ADR13 O MFP2 |EBI address bus bit 13.
SPI2_MISO I/0 MFP3 |SPI2 MISO (Master In, Slave Out) pin.
T™M2 I/0 MFP13 [Timer2 event counter input/toggle output pin.
24 |PF.11 110 MFPO |General purpose digital I/O pin.
EBI_ADR14 O MFP2 |EBI address bus bit 14.
SPI2_MOSI 110 MFP3 |SPI2 MOSI (Master Out, Slave In) pin.
TAMPER5 I/0 MFP10 |TAMPER detector loop pin 5.
T™3 I/0 MFP13 [Timer3 event counter input/toggle output pin.
25 |PF.10 110 MFPO |General purpose digital I/O pin.
EBI_ADR15 O MFP2 |EBI address bus bit 15.
SCO0_nCD | MFP3 |Smart Card O card detect pin.
12S0_BCLK O MFP4  [12S0 bit clock output pin.
SPI0_I2SMCLK 110 MFP5  |SPIO I12S master clock output pin
TAMPER4 I/0 MFP10 |TAMPER detector loop pin 4.
26 |PF.9 I/0 MFPO |General purpose digital I/O pin.
EBI_ADR16 O MFP2 |EBI address bus bit 16.
SCO_PWR O MFP3  |Smart Card O power pin.
12S0_MCLK O MFP4  |I12S0 master clock output pin.
SPIO_SS 110 MFP5 |SPIO slave select pin.
TAMPER3 I/0 MFP10 |TAMPER detector loop pin 3.
27 |PF.8 I/0 MFPO |General purpose digital I/O pin.
EBI_ADR17 O MFP2 |EBI address bus bit 17.
SCO_RST O MFP3 |Smart Card O reset pin.
12S0_DI | MFP4  |12S0 data input pin.
SPI0_CLK 110 MFP5  |SPIO serial clock pin.
TAMPER2 I/0 MFP10 |[TAMPER detector loop pin 2.
28 |PF.7 I/0 MFPO |General purpose digital I/O pin.
EBI_ADR18 O MFP2 |EBI address bus bit 18.
SCO_DAT 1/0 MFP3 |Smart Card O data pin.
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64 |64 Pin | 128 |Pin Name Type MFP  |Description
Pin |2 USB | Pin
12S0_DO O MFP4  |12S0 data output pin.
SPI0_MISO I/0 MFP5 |SPIO MISO (Master In, Slave Out) pin.
UART4_TXD (0] MFP6 |UART4 data transmitter output pin.
TAMPER1 110 MFP10 |TAMPER detector loop pin 1.
12 12 29 |PF.6 I/0 MFPO |General purpose digital I/O pin.
EBI_ADR19 O MFP2 |EBI address bus bit 19.
SCO0_CLK O MFP3 |Smart Card O clock pin.
12S0_LRCK O MFP4  |12S0 left right channel clock output pin.
SPIO_MOSI 110 MFP5 |SPIO MOSI (Master Out, Slave In) pin.
UART4_RXD | MFP6 |UART4 data receiver input pin.
EBI_nCSO0 O MFP7 |EBI chip select 0 output pin.
TAMPERO I/0 MFP10 |TAMPER detector loop pin 0.
13 13 30 Voo P MFPO  |Power supply for I/O ports and LDO source for internal PLL
and digital circuit.
14 14 31 |PF.5 I/0 MFPO |General purpose digital I/O pin.
UART2_RXD | MFP2 |UART2 data receiver input pin.
UART2_nCTS | MFP4 |UART2 clear to Send input pin.
BPWMO_CH4 I/0 MFP8 |BPWMO channel 4 output/capture input.
EPWMO_SYNC_OUT O MFP9 |EPWMO counter synchronous trigger output pin.
X32_IN | MFP10 |External 32.768 kHz crystal input pin.
EADCO_ST | MFP11 |EADCO external trigger input.
15 15 32 |PF.4 I/0 MFPO |General purpose digital I/O pin.
UART2_TXD O MFP2 |UART2 data transmitter output pin.
UART2_nRTS O MFP4 |UART2 request to Send output pin.
BPWMO_CH5 I/0 MFP8 |BPWMO channel 5 output/capture input.
X32_0uT O MFP10 |External 32.768 kHz crystal output pin.
33 |PH.4 I/0 MFPO |General purpose digital I/O pin.
EBI_ADR3 O MFP2 |EBI address bus bit 3.
SPI1_MISO I/0 MFP3 |SPI1 MISO (Master In, Slave Out) pin.
34 |[PH.5 I/0 MFPO |General purpose digital I/O pin.
EBI_ADR2 O MFP2 |EBI address bus bit 2.
SPI1_MOSI 110 MFP3 |SPI1 MOSI (Master Out, Slave In) pin.
35 |PH.6 I/0 MFPO |General purpose digital I/O pin.
EBI_ADR1 O MFP2 |EBI address bus bit 1.
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MA480 Series
64 |64 Pin | 128 |Pin Name Type MFP  |Description
Pin |2 USB | Pin
SPI1_CLK I/0 MFP3 |SPI1 serial clock pin.
36 |PH.7 I/0 MFPO |General purpose digital I/O pin.
EBI_ADRO O MFP2 |EBI address bus bit 0.
SPI1_SS 110 MFP3 |SPI1 slave select pin.
16 16 37 |PF.3 110 MFPO |General purpose digital I/O pin.
EBI_nCSO0 O MFP2  |EBI chip select 0 output pin.
UARTO_TXD O MFP3 |UARTO data transmitter output pin.
12C0_SCL I/0 MFP4  |12CO0 clock pin.
XT1_IN | MFP10 |External 4~24 MHz (high speed) crystal input pin.
BPWM1_CHO I/0 MFP11 [BPWML1 channel 0 output/capture input.
17 17 38 |PF.2 I/0 MFPO |General purpose digital I/O pin.
EBI_nCS1 O MFP2 |EBI chip select 1 output pin.
UARTO_RXD | MFP3 |UARTO data receiver input pin.
12C0_SDA 110 MFP4  |I2C0 data input/output pin.
QSPIO_CLK 110 MFP5  |Quad SPIO0 serial clock pin.
XT1_OUT (0] MFP10 |External 4~24 MHz (high speed) crystal output pin.
BPWM1_CH1 I/0 MFP11 [BPWML1 channel 1 output/capture input.
39 [Vss P MFPO |Ground pin for digital circuit.
40 (Voo P MFPO  |Power supply for I/O ports and LDO source for internal PLL
and digital circuit.
41 |PE.8 110 MFPO |General purpose digital I/O pin.
EBI_ADR10 O MFP2 |EBI address bus bit 10.
12S0_BCLK O MFP4  |12S0 bit clock output pin.
SPI2_CLK I/0 MFP5  |SPI2 serial clock pin.
USCI1_CTL1 110 MFP6 |USCI1 control 1 pin.
UART2_TXD O MFP7 |UART2 data transmitter output pin.
EPWMO_CHO I/0 MFP10 [EPWMO channel 0 output/capture input.
EPWMO_BRAKEO | MFP11 |EPWMO Brake 0 input pin.
ECAPO_ICO | MFP12 [Enhanced capture unit 0 input O pin.
TRACE_CLK O MFP14 [ETM Trace Clock output pin
42 |PE.9 1/0 MFPO |General purpose digital I/O pin.
EBI_ADR11 O MFP2 |EBI address bus bit 11.
12S0_MCLK (0] MFP4  |12S0 master clock output pin.
SPI2_MISO I/0 MFP5 |SPI2 MISO (Master In, Slave Out) pin.
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64 |64 Pin | 128 |Pin Name Type MFP  |Description
Pin |2 USB | Pin

USCI1_CTLO I/0 MFP6 |USCI1 control O pin.
UART2_RXD | MFP7 |UART2 data receiver input pin.
EPWMO_CH1 110 MFP10 |EPWMO channel 1 output/capture input.
EPWMO_BRAKE1 | MFP11 |EPWMO Brake 1 input pin.
ECAPO_IC1 | MFP12 |Enhanced capture unit O input 1 pin.
TRACE_DATAO O MFP14 |ETM Trace Data O output pin

43 |PE.10 I/0 MFPO |General purpose digital I/O pin.
EBI_ADR12 O MFP2 |EBI address bus bit 12.
12S0_DI | MFP4  |12S0 data input pin.
SPI2_MOSI 110 MFP5  |SPI2 MOSI (Master Out, Slave In) pin.
USCI1_DATO 110 MFP6 |USCI1 data O pin.
UART3_TXD O MFP7 |UART3 data transmitter output pin.
EPWMO_CH2 I/0 MFP10 [EPWMO channel 2 output/capture input.
EPWM1_BRAKEO | MFP11 |EPWM1 Brake O input pin.
ECAPO_IC2 | MFP12 [Enhanced capture unit O input 2 pin.
TRACE_DATA1 O MFP14 |ETM Trace Data 1 output pin

44 |PE.11 110 MFPO |General purpose digital I/O pin.
EBI_ADR13 O MFP2 |EBI address bus bit 13.
12S0_DO O MFP4  |12S0 data output pin.
SPI2_SS I/0 MFP5 |SPI2 slave select pin.
USCI1_DAT1 I/0 MFP6 |USCI1 data 1 pin.
UART3_RXD | MFP7 |UARTS3 data receiver input pin.
UART1_nCTS | MFP8 |UARTL clear to Send input pin.
EPWMO_CH3 I/0 MFP10 [EPWMO channel 3 output/capture input.
EPWM1_BRAKE1 | MFP11 |EPWML1 Brake 1 input pin.
ECAP1_IC2 | MFP13 [Enhanced capture unit 1 input 2 pin.
TRACE_DATA2 O MFP14 |ETM Trace Data 2 output pin

45 |PE.12 1/0 MFPO |General purpose digital I/O pin.
EBI_ADR14 O MFP2 |EBI address bus bit 14.
12S0_LRCK (0] MFP4  |12S0 left right channel clock output pin.
SPI2_|2SMCLK I/0 MFP5 |SPI2 12S master clock output pin
USCI1_CLK I/0 MFP6 |USCI1 clock pin.
UART1_nRTS O MFP8 |UART1 request to Send output pin.
EPWMO_CH4 1/0 MFP10 [EPWMO channel 4 output/capture input.
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MA480 Series
64 |64 Pin | 128 |Pin Name Type MFP  |Description
Pin |2 USB | Pin
ECAP1_IC1 | MFP13 |Enhanced capture unit 1 input 1 pin.
TRACE_DATA3 O MFP14 |ETM Trace Data 3 output pin
46 |PE.13 110 MFPO |General purpose digital I/O pin.
EBI_ADR15 (0] MFP2 |EBI address bus bit 15.
12C0_SCL 110 MFP4  |I2CO clock pin.
UART4_nRTS O MFP5 |UART4 request to Send output pin.
UART1_TXD O MFP8 |UART1 data transmitter output pin.
EPWMO_CH5 I/0 MFP10 [EPWMO channel 5 output/capture input.
EPWM1_CHO 110 MFP11 |EPWM1 channel O output/capture input.
BPWM1_CH5 I/0 MFP12 [BPWML1 channel 5 output/capture input.
ECAP1_ICO | MFP13 |Enhanced capture unit 1 input O pin.
47 |PC.8 I/0 MFPO |General purpose digital I/O pin.
EBI_ADR16 O MFP2 |EBI address bus bit 16.
12C0_SDA 110 MFP4  |I2C0 data input/output pin.
UART4_nCTS | MFP5 |UART4 clear to Send input pin.
UART1_RXD | MFP8 |UART1 data receiver input pin.
EPWM1_CH1 I/0 MFP11 [EPWML1 channel 1 output/capture input.
BPWM1_CH4 110 MFP12 |BPWM1 channel 4 output/capture input.
18 18 48 |PC.7 I/0 MFPO |General purpose digital I/O pin.
EBI_AD9 110 MFP2 |EBI address/data bus bit 9.
SPI1_MISO I/0 MFP4 |SPI1 MISO (Master In, Slave Out) pin.
UART4_TXD O MFP5 |UART4 data transmitter output pin.
SC2_PWR O MFP6 |Smart Card 2 power pin.
UARTO_nCTS | MFP7 |UARTO clear to Send input pin.
12C1_SMBAL O MFP8 [I12C1 SMBus SMBALTER pin
EPWM1_CH2 I/0 MFP11 [EPWM1 channel 2 output/capture input.
BPWM1_CHO I/0 MFP12 [BPWM1 channel O output/capture input.
T™MO 1/0 MFP14 [Timer0 event counter input/toggle output pin.
INT3 | MFP15 |External interrupt 3 input pin.
19 19 49 |PC.6 110 MFPO |General purpose digital I/O pin.
EBI_ADS8 I/0 MFP2 |EBI address/data bus bit 8.
SPI1_MOSI I/0 MFP4 |SPI1 MOSI (Master Out, Slave In) pin.
UART4_RXD | MFP5 |UART4 data receiver input pin.
SC2_RST O MFP6 |Smart Card 2 reset pin.
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UARTO_nRTS O MFP7 |UARTO request to Send output pin.
12C1_SMBSUS O MFP8 [I12C1 SMBus SMBSUS pin (PMBus CONTROL pin)
EPWM1_CH3 110 MFP11 |EPWM1 channel 3 output/capture input.
BPWM1_CH1 I/0 MFP12 [BPWML1 channel 1 output/capture input.
™1 I/0 MFP14 [Timerl event counter input/toggle output pin.
INT2 | MFP15 |External interrupt 2 input pin.
20 20 50 |PA.7 I/0 MFPO |General purpose digital I/O pin.
EBI_AD7 I/0 MFP2 |EBI address/data bus bit 7.
SPI1_CLK 110 MFP4  |SPI1 serial clock pin.
SC2_DAT 110 MFP6 |Smart Card 2 data pin.
UARTO_TXD O MFP7 |UARTO data transmitter output pin.
12C1_SCL I/0 MFP8 |I2C1 clock pin.
EPWM1_CH4 I/0 MFP11 [EPWML1 channel 4 output/capture input.
BPWM1_CH2 110 MFP12 |BPWML1 channel 2 output/capture input.
ACMPO_WLAT | MFP13 [Analog comparator O window latch input pin
T™M2 I/0 MFP14 [Timer2 event counter input/toggle output pin.
INT1 | MFP15 |External interrupt 1 input pin.
21 21 51 |PA.6 I/0 MFPO |General purpose digital I/O pin.
EBI_AD6 I/0 MFP2 |EBI address/data bus bit 6.
SPI1_SS I/0 MFP4 |SPI1 slave select pin.
SD1_nCD | MFP5 |SD/SDIO1 card detect input pin
SC2_CLK O MFP6 |Smart Card 2 clock pin.
UARTO_RXD | MFP7 |UARTO data receiver input pin.
12C1_SDA 110 MFP8 |I2C1 data input/output pin.
EPWM1_CH5 I/0 MFP11 [EPWML1 channel 5 output/capture input.
BPWM1_CH3 I/0 MFP12 [BPWM1 channel 3 output/capture input.
ACMP1_WLAT | MFP13 [Analog comparator 1 window latch input pin
T™3 1/0 MFP14 [Timer3 event counter input/toggle output pin.
INTO | MFP15 |External interrupt O input pin.
22 22 52 |Vss P MFPO |Ground pin for digital circuit.
23 23 53 (Voo P MFPO  |Power supply for I/O ports and LDO source for internal PLL
and digital circuit.
24 24 54 |LDO_CAP A MFPO  [LDO output pin.
Note: _This pin needs to be connected with an external
capacitor.
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25 25 55 |PA.5 I/0 MFPO |General purpose digital I/O pin.
SPIM_D2 I/0 MFP2 |SPIM data 2 pin for Quad Mode I/O.
QSPI0_MISO1 110 MFP3 |Quad SPI0 MISO1 (Master In, Slave Out) pin.
SPI1_I2SMCLK 110 MFP4  |SPI1 12S master clock output pin
SD1_CMD 110 MFP5 |SD/SDIO1 command/response pin
SC2_nCD | MFP6 |Smart Card 2 card detect pin.
UARTO_nCTS | MFP7 |UARTO clear to Send input pin.
UARTS5_TXD O MFP8 |UARTS data transmitter output pin.
12C0_SCL 110 MFP9  |I2CO clock pin.
BPWMO_CH5 I/0 MFP12 [BPWMO channel 5 output/capture input.
EPWMO_CHO I/0 MFP13 |EPWMO channel 0 output/capture input.
QEIO_INDEX | MFP14 [Quadrature encoder O index input

26 26 56 |PA.4 I/0 MFPO |General purpose digital I/O pin.
SPIM_D3 1/0 MFP2 |SPIM data 3 pin for Quad Mode 1/O.
QSPIO_MOSI1 I/0 MFP3  |Quad SPI0O MOSI1 (Master Out, Slave In) pin.
SPIO_I2SMCLK 110 MFP4  |SPIO I12S master clock output pin
SD1_CLK O MFP5 |SD/SDIO1 clock output pin
SC0_nCD | MFP6 |Smart Card 0 card detect pin.
UARTO_nRTS O MFP7 |UARTO request to Send output pin.
UART5_RXD | MFP8 |UARTS data receiver input pin.
12C0O_SDA I/0 MFP9 |12CO0 data input/output pin.
BPWMO_CH4 I/0 MFP12 [BPWMO channel 4 output/capture input.
EPWMO_CH1 I/0 MFP13 |[EPWMO channel 1 output/capture input.
QEIO_A | MFP14 [Quadrature encoder O phase A input

27 27 57 |PA.3 I/0 MFPO |General purpose digital I/O pin.
SPIM_SS I/0 MFP2 |SPIM slave select pin.
QSPIO_SS 110 MFP3 |Quad SPIO slave select pin.
SPIO_SS 1/0 MFP4 |SPIO slave select pin.
SD1_DAT3 110 MFP5 |SD/SDIO1 data line bit 3.
SCO_PWR O MFP6 |Smart Card O power pin.
UART4_TXD O MFP7 |UART4 data transmitter output pin.
UART1_TXD O MFP8 |UART1 data transmitter output pin.
12C1_SCL I/0 MFP9 |I2C1 clock pin.
BPWMO_CH3 1/0 MFP12 [BPWMO channel 3 output/capture input.
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EPWMO_CH2 I/0 MFP13 [EPWMO channel 2 output/capture input.
QEIO_B | MFP14 [Quadrature encoder O phase B input
28 28 58 |PA.2 110 MFPO |General purpose digital I/O pin.
SPIM_CLK 110 MFP2 |SPIM serial clock pin.
QSPIO_CLK I/0 MFP3 |Quad SPIO0 serial clock pin.
SPI0_CLK I/0 MFP4  |SPIO serial clock pin.
SD1_DAT2 I/0 MFP5 |SD/SDIO1 data line bit 2.
SCO_RST O MFP6 |Smart Card O reset pin.
UART4_RXD | MFP7 |UART4 data receiver input pin.
UART1_RXD | MFP8 |UART1 data receiver input pin.
12C1_SDA I/0 MFP9 |I2C1 data input/output pin.
BPWMO_CH2 I/0 MFP12 [BPWMO channel 2 output/capture input.
EPWMO_CH3 I/0 MFP13 [EPWMO channel 3 output/capture input.
29 29 59 |PA.1 110 MFPO |General purpose digital I/O pin.
SPIM_MISO I/0 MFP2 |SPIM MISO (Master In, Slave Out) pin.
QSPI0_MISO0 110 MFP3  [Quad SPI0O MISOO (Master In, Slave Out) pin.
SPI0_MISO 110 MFP4  |SPIO MISO (Master In, Slave Out) pin.
SD1_DAT1 I/0 MFP5 |SD/SDIO1 data line bit 1.
SCO_DAT I/0 MFP6 |Smart Card O data pin.
UARTO_TXD O MFP7 |UARTO data transmitter output pin.
UART1_nCTS | MFP8 |UARTL1 clear to Send input pin.
12C2_SCL 110 MFP9 |I2C2 clock pin.
BPWMO_CH1 I/0 MFP12 [BPWMO channel 1 output/capture input.
EPWMO_CH4 I/0 MFP13 |EPWMO channel 4 output/capture input.
DAC1_ST | MFP15 [DACL1 external trigger input.
30 30 60 [PA.O I/0 MFPO |General purpose digital I/O pin.
SPIM_MOSI I/0 MFP2 |SPIM MOSI (Master Out, Slave In) pin.
QSPIO_MOSIO 1/0 MFP3 |Quad SPI0 MOSIO (Master Out, Slave In) pin.
SPI0_MOSI 110 MFP4  |SPIO MOSI (Master Out, Slave In) pin.
SD1_DATO 110 MFP5 |SD/SDIO1 data line bit 0.
SCO0_CLK O MFP6 |Smart Card O clock pin.
UARTO_RXD | MFP7 |UARTO data receiver input pin.
UART1_nRTS O MFP8 |UART1 request to Send output pin.
12C2_SDA 1/0 MFP9 |I12C2 data input/output pin.
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BPWMO_CHO I/0 MFP12 [BPWMO channel 0 output/capture input.
EPWMO_CH5 I/0 MFP13 [EPWMO channel 5 output/capture input.
DACO_ST | MFP15 |DACO external trigger input.
31 31 61 |Vobio P MFPO  |Power supply for PA.0O~PA.5.
62 |PE.14 110 MFPO |General purpose digital I/O pin.
EBI_ADS8 I/0 MFP2 |EBI address/data bus bit 8.
UART2_TXD O MFP3 |UART2 data transmitter output pin.
SD1_nCD | MFP5 |SD/SDIOL1 card detect input pin
63 |PE.15 110 MFPO |General purpose digital I/O pin.
EBI_AD9 110 MFP2 |EBI address/data bus bit 9.
UART2_RXD | MFP3 |UART2 data receiver input pin.
32 32 64 [NRESET | MFPO |External reset input: active LOW, with an internal pull-up.
Set this pin low reset to initial state.
Note: It is recommended to use 10 kQ pull-up resistor and
10 uF capacitor on nRESET pin.
33 33 65 |PF.0 I/0 MFPO |General purpose digital I/O pin.
UART1_TXD (0] MFP2 |UART1 data transmitter output pin.
12C1_SCL 110 MFP3  |I2C1 clock pin.
BPWM1_CHO I/0 MFP12 [BPWML1 channel 0 output/capture input.
ICE_DAT O MFP14 |Serial wired debugger data pin.
Note: It is recommended to use 100 kQ pull-up resistor on
ICE_DAT pin.
34 34 66 |PF.1 110 MFPO |General purpose digital I/O pin.
UART1_RXD | MFP2 |UART1 data receiver input pin.
12C1_SDA I/0 MFP3 |I2C1 data input/output pin.
BPWM1_CH1 I/0 MFP12 [BPWM1 channel 1 output/capture input.
ICE_CLK | MFP14 |Serial wired debugger clock pin.
Note: It is recommended to use 100 kQ pull-up resistor on
ICE_CLK pin.
67 |PD.9 I/0 MFPO |General purpose digital I/O pin.
EBI_AD7 1/0 MFP2 |EBI address/data bus bit 7.
12C2_SCL 110 MFP3  |I2C2 clock pin.
UART2_nCTS | MFP4  |UART2 clear to Send input pin.
68 |PD.8 I/0 MFPO |General purpose digital I/O pin.
EBI_ADG6 110 MFP2 |EBI address/data bus bit 6.
12C2_SDA I/0 MFP3 |12C2 data input/output pin.
UART2_nRTS O MFP4 |UART2 request to Send output pin.
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35 69 [PC.5 I/0 MFPO |General purpose digital I/O pin.
EBI_AD5 I/0 MFP2 |EBI address/data bus bit 5.
SPIM_D2 1/0 MFP3 |SPIM data 2 pin for Quad Mode 1/O.
QSPI0_MISO1 110 MFP4 |Quad SPIO MISO1 (Master In, Slave Out) pin.
UART2_TXD O MFP8 |UART2 data transmitter output pin.
12C1_SCL I/0 MFP9 |I2C1 clock pin.
UART4_TXD O MFP11 [UART4 data transmitter output pin.
EPWM1_CHO I/0 MFP12 [EPWML1 channel O output/capture input.
36 70 |PC.4 110 MFPO |General purpose digital I/O pin.
EBI_AD4 110 MFP2 |EBI address/data bus bit 4.
SPIM_D3 I/0 MFP3 |SPIM data 3 pin for Quad Mode I/O.
QSPIO_MOSI1 I/0 MFP4  |Quad SPI0 MOSI1 (Master Out, Slave In) pin.
SC1_nCD | MFP5 |Smart Card 1 card detect pin.
12S0_BCLK (0] MFP6  [12S0 bit clock output pin.
SPI1_|2SMCLK I/0 MFP7 |SPI1 12S master clock output pin
UART2_RXD | MFP8 |UART2 data receiver input pin.
12C1_SDA 110 MFP9 |I2C1 data input/output pin.
UART4_RXD | MFP11 |UART4 data receiver input pin.
EPWM1_CH1 I/0 MFP12 [EPWML1 channel 1 output/capture input.
37 71 |[PC.3 I/0 MFPO |General purpose digital I/O pin.
EBI_AD3 110 MFP2 |EBI address/data bus bit 3.
SPIM_SS 110 MFP3 |SPIM slave select pin.
QSPIO_SS 110 MFP4 |Quad SPIO slave select pin.
SC1_PWR O MFP5  |Smart Card 1 power pin.
12S0_MCLK O MFP6 |I12S0 master clock output pin.
SPI1_MISO I/0 MFP7 |SPI1 MISO (Master In, Slave Out) pin.
UART2_nRTS O MFP8 |UART2 request to Send output pin.
12C0_SMBAL O MFP9  |I12C0 SMBus SMBALTER pin
UART3_TXD O MFP11 [UARTS3 data transmitter output pin.
EPWM1_CH2 I/0 MFP12 [EPWML1 channel 2 output/capture input.
38 72 |PC.2 I/0 MFPO |General purpose digital I/O pin.
EBI_AD2 110 MFP2 |EBI address/data bus bit 2.
SPIM_CLK I/0 MFP3 |SPIM serial clock pin.
QSPI0O_CLK 1/0 MFP4  |Quad SPIO0 serial clock pin.
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SC1_RST O MFP5 |Smart Card 1 reset pin.
12S0_DI | MFP6 |12S0 data input pin.
SPI1_MOSI 110 MFP7 |SPI1 MOSI (Master Out, Slave In) pin.
UART2_nCTS | MFP8 |UART2 clear to Send input pin.
I2C0_SMBSUS o MFP9  [12C0 SMBus SMBSUS pin (PMBus CONTROL pin)
UART3_RXD | MFP11 |UART3 data receiver input pin.
EPWM1_CH3 I/0 MFP12 [EPWML1 channel 3 output/capture input.
39 35 73 |[PC.1 I/0 MFPO |General purpose digital I/O pin.
EBI_AD1 1/0 MFP2 |EBI address/data bus bit 1.
SPIM_MISO 110 MFP3 [SPIM MISO (Master In, Slave Out) pin.
QSPI0_MISO0 110 MFP4  [Quad SPI0O MISOO (Master In, Slave Out) pin.
SC1_DAT I/0 MFP5 |Smart Card 1 data pin.
12S0_DO O MFP6 |12S0 data output pin.
SPI1_CLK 110 MFP7 |SPI1 serial clock pin.
UART2_TXD O MFP8 |UART2 data transmitter output pin.
12C0_SCL 110 MFP9  [I2CO0 clock pin.
EPWM1_CH4 110 MFP12 |EPWM1 channel 4 output/capture input.
ACMPO_O O MFP14 |Analog comparator O output pin.
40 36 74 |PC.0 I/0 MFPO |General purpose digital I/O pin.
EBI_ADO 110 MFP2 |EBI address/data bus bit 0.
SPIM_MOSI I/0 MFP3 |SPIM MOSI (Master Out, Slave In) pin.
QSPI0_MOSIO 110 MFP4  [Quad SPI0 MOSIO (Master Out, Slave In) pin.
SC1_CLK O MFP5  |Smart Card 1 clock pin.
12S0_LRCK O MFP6  |12S0 left right channel clock output pin.
SPI1_SS I/0 MFP7 |SPI1 slave select pin.
UART2_RXD | MFP8 |UART2 data receiver input pin.
12C0O_SDA I/0 MFP9 |12CO0 data input/output pin.
EPWM1_CH5 1/0 MFP12 [EPWML1 channel 5 output/capture input.
ACMP1_O O MFP14 |Analog comparator 1 output pin.
75 |Vss P MFPO |Ground pin for digital circuit.
76 (Voo P MFPO  |Power supply for I/O ports and LDO source for internal PLL
and digital circuit.
77 |PG.9 I/0 MFPO |General purpose digital I/O pin.
EBI_ADO I/0 MFP2 |EBI address/data bus bit 0.
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SD1_DAT3 I/0 MFP3 |SD/SDIOL1 data line bit 3.

SPIM_D2 I/0 MFP4 |SPIM data 2 pin for Quad Mode I/O.

BPWMO_CH5 110 MFP12 |BPWMO channel 5 output/capture input.
78 |PG.10 I/0 MFPO |General purpose digital I/O pin.

EBI_AD1 110 MFP2 |EBI address/data bus bit 1.

SD1_DAT2 I/0 MFP3 |SD/SDIO1 data line bit 2.

SPIM_D3 I/0 MFP4 |SPIM data 3 pin for Quad Mode I/O.

BPWMO_CH4 I/0 MFP12 [BPWMO channel 4 output/capture input.
79 |PG.11 110 MFPO |General purpose digital I/O pin.

EBI_AD2 110 MFP2 |EBI address/data bus bit 2.

SD1_DAT1 I/0 MFP3 |SD/SDIO1 data line bit 1.

SPIM_SS I/0 MFP4 |SPIM slave select pin.

BPWMO_CH3 I/0 MFP12 [BPWMO channel 3 output/capture input.
80 |PG.12 110 MFPO |General purpose digital I/O pin.

EBI_AD3 110 MFP2 |EBI address/data bus bit 3.

SD1_DATO 110 MFP3 |SD/SDIO1 data line bit 0.

SPIM_CLK 110 MFP4  |SPIM serial clock pin.

BPWMO_CH2 I/0 MFP12 [BPWMO channel 2 output/capture input.
81 [PG.13 I/0 MFPO |General purpose digital I/O pin.

EBI_AD4 110 MFP2 |EBI address/data bus bit 4.

SD1_CMD I/0 MFP3 |SD/SDIO1 command/response pin

SPIM_MISO 110 MFP4  |SPIM MISO (Master In, Slave Out) pin.

BPWMO_CH1 I/0 MFP12 [BPWMO channel 1 output/capture input.
82 |PG.14 110 MFPO |General purpose digital I/O pin.

EBI_AD5 I/0 MFP2 |EBI address/data bus bit 5.

SD1_CLK O MFP3 |SD/SDIO1 clock output pin

SPIM_MOSI I/0 MFP4 |SPIM MOSI (Master Out, Slave In) pin.

BPWMO_CHO 1/0 MFP12 [BPWMO channel 0 output/capture input.
83 |[PG.15 I/0 MFPO |General purpose digital I/O pin.

SD1 _nCD | MFP3 |SD/SDIOL1 card detect input pin

CLKO O MFP14 [Clock Out

EADCO_ST | MFP15 |[EADCO external trigger input.
84 |PD.13 I/0 MFPO |General purpose digital I/O pin.

EBI_AD10 1/0 MFP2 |EBI address/data bus bit 10.
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SDO_nCD | MFP3 |SD/SDIOO card detect input pin
SPI0_I2SMCLK I/0 MFP4  |SPIO 12S master clock output pin
SPI1_I2SMCLK 110 MFP5  |SPI1 12S master clock output pin
SC2_nCD | MFP7  |Smart Card 2 card detect pin.

37 85 [PA.12 I/0 MFPO |General purpose digital I/O pin.
12S0_BCLK O MFP2  |12S0 bit clock output pin.
UART4_TXD O MFP3 |UART4 data transmitter output pin.
12C1_SCL I/0 MFP4  |I2C1 clock pin.
SPI2_SS 110 MFP5 |SPI2 slave select pin.
SC2_PWR O MFP7  |Smart Card 2 power pin.
BPWM1_CH2 I/0 MFP11 [BPWML1 channel 2 output/capture input.
QEI1_INDEX | MFP12 [Quadrature encoder 1 index input
USB_VBUS P MFP14 [Power supply from USB host or HUB.

38 86 |PA.13 110 MFPO |General purpose digital I/O pin.
12S0_MCLK O MFP2  |12S0 master clock output pin.
UART4_RXD | MFP3 |UART4 data receiver input pin.
12C1_SDA 110 MFP4  |I2C1 data input/output pin.
SPI2_CLK 110 MFP5  |SPI2 serial clock pin.
SC2_RST O MFP7 |Smart Card 2 reset pin.
BPWM1_CH3 I/0 MFP11 [BPWM1 channel 3 output/capture input.
QEI1_A | MFP12 [Quadrature encoder 1 phase A input
USB_D- A MFP14 |USB differential signal D-.

39 87 |PA.14 110 MFPO |General purpose digital I/O pin.
12S0_Dl | MFP2 |I2S0 data input pin.
UARTO_TXD O MFP3 |UARTO data transmitter output pin.
SPI2_MISO I/0 MFP5 |SPI2 MISO (Master In, Slave Out) pin.
12C2_SCL 110 MFP6 [I2C2 clock pin.
SC2_DAT 1/0 MFP7 |Smart Card 2 data pin.
BPWM1_CH4 I/0 MFP11 [BPWML1 channel 4 output/capture input.
QEI1_ B | MFP12 [Quadrature encoder 1 phase B input
USB_D+ A MFP14 |USB differential signal D+.

40 88 [PA.15 I/0 MFPO |General purpose digital I/O pin.
12S0_DO O MFP2  |12S0 data output pin.
UARTO_RXD | MFP3 |UARTO data receiver input pin.
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SPI2_MOSI I/0 MFP5 |SPI2 MOSI (Master Out, Slave In) pin.
12C2_SDA I/0 MFP6 |I12C2 data input/output pin.
SC2_CLK (0] MFP7  |Smart Card 2 clock pin.
BPWM1_CH5 I/0 MFP11 [BPWML1 channel 5 output/capture input.
EPWMO_SYNC_IN | MFP12 |EPWMO counter synchronous trigger input pin.
USB_OTG_ID I MFP14 |USB_ identification.
41 41 89 [HSUSB_VRES A MFPO |HSUSB module reference resister
42 42 90 |HSUSB_VDD33 P MFPO |Power supply for HSUSB VDD33
43| 43 91 |HSUSB_VBUS P MFPO |HSUSB Power supply from USB host or HUB.
44 44 92 |HSUSB_D- A MFPO |HSUSB differential signal D-.
45| 45 | 93 |HSUSB_VSS P MFPO  |Ground pin for HSUSB.
46 46 94 |HSUSB_D+ A MFPO |HSUSB differential signal D+.
47 47 95 [HSUSB_VDD12_CAP A MFPO H_SUSB Internal power regulator output 1.2V decoupling
pin.
Note: This pin needs to be connected with a 1uF capacitor.
48 | 48 | 96 |HSUSB_ID | MFPO [HSUSB identification.
97 |PE.7 I/0 MFPO |General purpose digital I/O pin.
SDO_CMD I/0 MFP3 |SD/SDIO0 command/response pin
SPIM_D2 110 MFP4 |SPIM data 2 pin for Quad Mode I/O.
UART5_TXD O MFP8 |UARTS data transmitter output pin.
QEI1_INDEX | MFP11 [Quadrature encoder 1 index input
EPWMO_CHO I/0 MFP12 [EPWMO channel 0 output/capture input.
BPWMO_CH5 I/0 MFP13 [BPWMO channel 5 output/capture input.
98 |PE.6 I/0 MFPO |General purpose digital I/O pin.
SDO_CLK O MFP3 |SD/SDIOO clock output pin
SPIM_D3 I/0 MFP4 |SPIM data 3 pin for Quad Mode I/O.
SPI3_I2SMCLK 110 MFP5  |SPI3 12S master clock output pin
SC0_nCD | MFP6 |Smart Card 0 card detect pin.
USCIO_CTLO I/0 MFP7  |USCIO control O pin.
UART5_RXD | MFP8 |UARTS data receiver input pin.
QEI1_A | MFP11 [Quadrature encoder 1 phase A input
EPWMO_CH1 1/0 MFP12 [EPWMO channel 1 output/capture input.
BPWMO_CH4 I/0 MFP13 [BPWMO channel 4 output/capture input.
99 |PE.5 I/0 MFPO |General purpose digital I/O pin.
EBI_nRD O MFP2 |EBI read enable output pin.
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SDO_DAT3 I/0 MFP3 |SD/SDIOO data line bit 3.
SPIM_SS I/0 MFP4 |SPIM slave select pin.
SPI3_SS 110 MFP5 |SPI3 slave select pin.
SCO_PWR O MFP6 |Smart Card O power pin.
USCIO_CTL1 110 MFP7  |USCIO control 1 pin.
QEI1_B | MFP11 [Quadrature encoder 1 phase B input
EPWMO_CH2 I/0 MFP12 [EPWMO channel 2 output/capture input.
BPWMO_CH3 I/0 MFP13 [BPWMO channel 3 output/capture input.
100 |PE.4 110 MFPO |General purpose digital I/O pin.
EBI_nWR O MFP2 |EBI write enable output pin.
SDO_DAT2 110 MFP3 |SD/SDIOO data line bit 2.
SPIM_CLK I/0 MFP4 |SPIM serial clock pin.
SPI3_CLK I/0 MFP5  |SPI3 serial clock pin.
SCO_RST (0] MFP6 |Smart Card 0 reset pin.
USCIO_DAT1 I/0 MFP7 |USCIO data 1 pin.
QEIO_INDEX | MFP11 |Quadrature encoder O index input
EPWMO_CH3 I/0 MFP12 [EPWMO channel 3 output/capture input.
BPWMO_CH2 I/0 MFP13 [BPWMO channel 2 output/capture input.
101 |PE.3 I/0 MFPO |General purpose digital I/O pin.
EBI_MCLK O MFP2 |EBI external clock output pin.
SDO_DAT1 110 MFP3 [SD/SDIOO data line bit 1.
SPIM_MISO 110 MFP4  |SPIM MISO (Master In, Slave Out) pin.
SPI3_MISO 110 MFP5  |SPI3 MISO (Master In, Slave Out) pin.
SCO_DAT 110 MFP6 |Smart Card 0 data pin.
USCIO_DATO I/0 MFP7 |USCIO data 0O pin.
QEIO_A | MFP11 [Quadrature encoder O phase A input
EPWMO_CH4 I/0 MFP12 [EPWMO channel 4 output/capture input.
BPWMO_CH1 1/0 MFP13 [BPWMO channel 1 output/capture input.
102 |PE.2 I/0 MFPO |General purpose digital I/O pin.
EBI_ALE (0] MFP2 |EBI address latch enable output pin.
SDO_DATO I/0 MFP3 |SD/SDIOO data line bit 0.
SPIM_MOSI I/0 MFP4 |SPIM MOSI (Master Out, Slave In) pin.
SPI3_MOSI I/0 MFP5 |SPI3 MOSI (Master Out, Slave In) pin.
SCO0_CLK O MFP6 |Smart Card O clock pin.
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64 |64 Pin | 128 |Pin Name Type MFP  |Description
Pin |2 USB | Pin

USCIO_CLK I/0 MFP7 |USCIO clock pin.
QEIO_B | MFP11 [Quadrature encoder O phase B input
EPWMO_CH5 110 MFP12 |EPWMO channel 5 output/capture input.
BPWMO_CHO I/0 MFP13 [BPWMO channel 0 output/capture input.

103 |Vss P MFPO |Ground pin for digital circuit.

104 |Vop P MFPO  |Power supply for I/O ports and LDO source for internal PLL

and digital circuit.

105|PE.1 I/0 MFPO |General purpose digital I/O pin.
EBI_AD10 I/0 MFP2 |EBI address/data bus bit 10.
QSPIO_MISOO0 I/0 MFP3  |Quad SPI0 MISOO0 (Master In, Slave Out) pin.
SC2_DAT I/0 MFP4 |Smart Card 2 data pin.
12S0_BCLK (0] MFP5  |12S0 bit clock output pin.
SPI1_MISO 110 MFP6 |SPI1 MISO (Master In, Slave Out) pin.
UART3_TXD O MFP7 |UART3 data transmitter output pin.
12C1_SCL 110 MFP8 |I2C1 clock pin.
UART4_nCTS | MFP9 |UART4 clear to Send input pin.

106 |PE.O I/0 MFPO |General purpose digital I/O pin.
EBI_AD11 110 MFP2 |EBI address/data bus bit 11.
QSPI0_MOSIO 110 MFP3  [Quad SPI0 MOSIO (Master Out, Slave In) pin.
SC2_CLK O MFP4  |Smart Card 2 clock pin.
12S0_MCLK O MFP5  |I12S0 master clock output pin.
SPI1_MOSI I/0 MFP6 |SPI1 MOSI (Master Out, Slave In) pin.
UART3_RXD | MFP7 |UART3 data receiver input pin.
12C1_SDA I/0 MFP8 |I12C1 data input/output pin.
UART4_nRTS O MFP9 |UART4 request to Send output pin.

107 (PH.8 I/0 MFPO |General purpose digital I/O pin.
EBI_AD12 I/0 MFP2 |EBI address/data bus bit 12.
QSPIO_CLK I/0 MFP3 |Quad SPIO serial clock pin.
SC2_PWR O MFP4  |Smart Card 2 power pin.
12S0_DI | MFP5  |12S0 data input pin.
SPI1_CLK 1/0 MFP6 |SPI1 serial clock pin.
UART3_nRTS O MFP7 |UART3 request to Send output pin.
12C1_SMBAL O MFP8 [I12C1 SMBus SMBALTER pin
12C2_SCL I/0 MFP9  |I2C2 clock pin.
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64 |64 Pin | 128 |Pin Name Type MFP  |Description
Pin |2 USB | Pin
UART1_TXD O MFP10 |[UART1 data transmitter output pin.
108 |PH.9 I/0 MFPO |General purpose digital I/O pin.
EBI_AD13 1/0 MFP2 |EBI address/data bus bit 13.
QSPIO_SS 110 MFP3 |Quad SPIO slave select pin.
SC2_RST O MFP4  |Smart Card 2 reset pin.
12S0_DO O MFP5  |12S0 data output pin.
SPI1_SS I/0 MFP6 |SPI1 slave select pin.
UART3_nCTS | MFP7 |UART3 clear to Send input pin.
12C1_SMBSUS o MFP8 [12C1 SMBus SMBSUS pin (PMBus CONTROL pin)
12C2_SDA I/0 MFP9 |I12C2 data input/output pin.
UART1_RXD | MFP10 |UART1 data receiver input pin.
109 |PH.10 I/0 MFPO |General purpose digital I/O pin.
EBI_AD14 I/0 MFP2 |EBI address/data bus bit 14.
QSPI0_MISO1 110 MFP3 |Quad SPI0 MISO1 (Master In, Slave Out) pin.
SC2_nCD | MFP4 |Smart Card 2 card detect pin.
12S0_LRCK (0] MFP5  |12S0 left right channel clock output pin.
SPI1_|I2SMCLK 110 MFP6 |SPI1 I12S master clock output pin
UART4_TXD O MFP7 |UART4 data transmitter output pin.
UARTO_TXD O MFP8 |UARTO data transmitter output pin.
110|PH.11 I/0 MFPO |General purpose digital I/O pin.
EBI_AD15 110 MFP2 |EBI address/data bus bit 15.
QSPI0_MOSI1 110 MFP3  [Quad SPI0 MOSI1 (Master Out, Slave In) pin.
UART4_RXD | MFP7 |UART4 data receiver input pin.
UARTO_RXD | MFP8 |UARTO data receiver input pin.
EPWMO_CH5 I/0 MFP11 [EPWMO channel 5 output/capture input.
111|PD.14 I/0 MFPO |General purpose digital I/O pin.
EBI_nCSO O MFP2  |EBI chip select 0 output pin.
SPI3_I2SMCLK 1/0 MFP3 |SPI3 12S master clock output pin
SC1_nCD | MFP4  |Smart Card 1 card detect pin.
EPWMO_CH4 110 MFP11 |EPWMO channel 4 output/capture input.
49 49 [112|Vss P MFPO |Ground pin for digital circuit.
50 50 |113|LDO_CAP A MFPO |LDO output pin.
Note: This pin needs to be connected with an external
capacitor.
51 51 |114 |V P MFPO  |Power supply for I/O ports and LDO source for internal PLL
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Pin |2 USB | Pin
and digital circuit.
52 52 |115|PC.14 I/0 MFPO |General purpose digital I/O pin.
EBI_AD11 I/0 MFP2 |EBI address/data bus bit 11.
SC1_nCD | MFP3 |Smart Card 1 card detect pin.
SPIO_I2SMCLK 110 MFP4  |SPIO 12S master clock output pin
USCIO_CTLO 110 MFP5  |USCIO control O pin.
QSPIO_CLK I/0 MFP6 |Quad SPIO serial clock pin.
EPWMO_SYNC_IN | MFP11 |EPWMO counter synchronous trigger input pin.
™1 I/0 MFP13 [Timerl event counter input/toggle output pin.
USB_VBUS_ST | MFP14 |USB external VBUS regulator status pin.
HSUSB_VBUS_ST | MFP15 |HSUSB external VBUS regulator status pin.
53 53 |116|PB.15 110 MFPO |General purpose digital I/O pin.
EADCO_CH15 A MFP1 |EADCO channel 15 analog input.
EBI_AD12 I/0 MFP2 |EBI address/data bus bit 12.
SC1_PWR O MFP3  |Smart Card 1 power pin.
SPIO_SS I/0 MFP4 |SPIO slave select pin.
USCIO_CTL1 I/0 MFP5  |USCIO control 1 pin.
UARTO_nCTS | MFP6 |UARTO clear to Send input pin.
UART3_TXD O MFP7 |UART3 data transmitter output pin.
12C2_SMBAL O MFP8 [I12C2 SMBus SMBALTER pin
EPWM1_CHO I/0 MFP11 [EPWM1 channel O output/capture input.
TMO_EXT I/0 MFP13 [Timer0 external capture input/toggle output pin.
USB_VBUS_EN O MFP14 |USB external VBUS regulator enable pin.
HSUSB_VBUS_EN O MFP15 |HSUSB external VBUS regulator enable pin.
54| 54 |117|PB.14 110 MFPO |General purpose digital I/O pin.
EADCO_CH14 A MFP1 |EADCO channel 14 analog input.
EBI_AD13 I/0 MFP2 |EBI address/data bus bit 13.
SC1_RST O MFP3 |Smart Card 1 reset pin.
SPI0_CLK I/0 MFP4  |SPIO serial clock pin.
USCIO_DAT1 110 MFP5 |USCIO data 1 pin.
UARTO_nRTS O MFP6 |UARTO request to Send output pin.
UART3_RXD | MFP7 |UARTS3 data receiver input pin.
12C2_SMBSUS O MFP8 [I12C2 SMBus SMBSUS pin (PMBus CONTROL pin)
EPWM1_CH1 I/0 MFP11 [EPWML1 channel 1 output/capture input.
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64 |64 Pin | 128 |Pin Name Type MFP  |Description
Pin |2 USB | Pin
TM1_EXT I/0 MFP13 [Timerl external capture input/toggle output pin.
CLKO O MFP14 [Clock Out
55 55 |118|PB.13 110 MFPO |General purpose digital I/O pin.
EADCO_CH13 A MFP1 |EADCO channel 13 analog input.
DAC1_OuUT A MFP1 |DAC1 channel analog output.
ACMPO_P3 A MFP1 |Analog comparator O positive input 3 pin.
ACMP1_P3 A MFP1 |Analog comparator 1 positive input 3 pin.
EBI_AD14 I/0 MFP2 |EBI address/data bus bit 14.
SC1_DAT 110 MFP3 |Smart Card 1 data pin.
SPI0_MISO 110 MFP4  |SPIO MISO (Master In, Slave Out) pin.
USCIO_DATO 110 MFP5 [USCIO data O pin.
UARTO_TXD O MFP6 |UARTO data transmitter output pin.
UART3_nRTS O MFP7 |UART3 request to Send output pin.
12C2_SCL 110 MFP8  |I2C2 clock pin.
EPWM1_CH2 I/0 MFP11 [EPWM1 channel 2 output/capture input.
TM2_EXT I/0 MFP13 [Timer2 external capture input/toggle output pin.
56 56 |119|PB.12 110 MFPO |General purpose digital I/O pin.
EADCO_CH12 A MFP1 |EADCO channel 12 analog input.
DACO_OUT A MFP1 |DACO channel analog output.
ACMPO_P2 A MFP1 |Analog comparator O positive input 2 pin.
ACMP1_P2 A MFP1 |Analog comparator 1 positive input 2 pin.
EBI_AD15 I/0 MFP2 |EBI address/data bus bit 15.
SC1_CLK O MFP3 |Smart Card 1 clock pin.
SPI0_MOSI 110 MFP4  |SPIO MOSI (Master Out, Slave In) pin.
USCIO_CLK I/0 MFP5  |USCIO clock pin.
UARTO_RXD | MFP6 |UARTO data receiver input pin.
UART3_nCTS | MFP7 |UART3 clear to Send input pin.
12C2_SDA 1/0 MFP8 |I12C2 data input/output pin.
SDO_nCD | MFP9 |SD/SDIOO card detect input pin
EPWM1_CH3 I/0 MFP11 [EPWML1 channel 3 output/capture input.
TM3_EXT I/0 MFP13 [Timer3 external capture input/toggle output pin.
57 57 |120|AVpp P MFPO |Power supply for internal analog circuit.
58 58 |121|Vger A MFPO |ADC reference voltage input.
Note: This pin needs to be connected with a 1uF capacitor.
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64 |64 Pin | 128 |Pin Name Type MFP  |Description

Pin |2 USB | Pin

59 59 |122]|AVss P MFPO |Ground pin for analog circuit.

60 60 |123|PB.11 I/0 MFPO |General purpose digital I/O pin.
EADCO_CH11 A MFP1 |EADCO channel 11 analog input.
EBI_ADR16 (0] MFP2 |EBI address bus bit 16.
UARTO_nCTS | MFP5 |UARTO clear to Send input pin.
UART4_TXD O MFP6 |UART4 data transmitter output pin.
12C1_SCL I/0 MFP7  |I2C1 clock pin.
SPI0_I2SMCLK I/0 MFP9 |SPIO 12S master clock output pin
BPWM1_CHO 110 MFP10 |BPWM1 channel O output/capture input.
SPI3_CLK 110 MFP11 |SPI3 serial clock pin.
HSUSB_VBUS_ST | MFP14 |HSUSB external VBUS regulator status pin.

61 61 |124|PB.10 I/0 MFPO |General purpose digital I/O pin.
EADCO_CH10 A MFP1 |EADCO channel 10 analog input.
EBI_ADR17 O MFP2 |EBI address bus bit 17.
USCI1_CTLO I/0 MFP4  |USCI1 control O pin.
UARTO_nRTS O MFP5 |UARTO request to Send output pin.
UART4_RXD | MFP6 |UART4 data receiver input pin.
12C1_SDA 110 MFP7 |I2C1 data input/output pin.
BPWM1_CH1 I/0 MFP10 [BPWML1 channel 1 output/capture input.
SPI3_SS I/0 MFP11 [SPI3 slave select pin.
HSUSB_VBUS_EN O MFP14 [HSUSB external VBUS regulator enable pin.

62 62 |125|PB.9 110 MFPO |General purpose digital I/O pin.
EADCO_CH9 A MFP1 |EADCO channel 9 analog input.
EBI_ADR18 O MFP2 |EBI address bus bit 18.
USCI1_CTL1 I/0 MFP4  |USCI1 control 1 pin.
UARTO_TXD O MFP5 |UARTO data transmitter output pin.
UART1_nCTS | MFP6 |UARTL clear to Send input pin.
12C1_SMBAL O MFP7 |I12C1 SMBus SMBALTER pin
BPWM1_CH2 I/0 MFP10 [BPWML1 channel 2 output/capture input.
SPI3_MISO 110 MFP11 |[SPI3 MISO (Master In, Slave Out) pin.
INT7 | MFP13 |External interrupt 7 input pin.

63 63 |126|PB.8 I/0 MFPO |General purpose digital I/O pin.
EADCO_CHS8 A MFP1 |EADCO channel 8 analog input.
EBI_ADR19 O MFP2 |EBI address bus bit 19.
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Pin |2 USB | Pin
USCI1_CLK I/0 MFP4  |USCI1 clock pin.
UARTO_RXD | MFP5 |UARTO data receiver input pin.
UART1_nRTS (0] MFP6 |UARTL1 request to Send output pin.
12C1_SMBSUS O MFP7  |I12C1 SMBus SMBSUS pin (PMBus CONTROL pin)
BPWM1_CH3 I/0 MFP10 [BPWML1 channel 3 output/capture input.
SPI3_MOSI I/0 MFP11 [SPI3 MOSI (Master Out, Slave In) pin.
INT6 | MFP13 |[External interrupt 6 input pin.

64 64 |127|PB.7 I/0 MFPO |General purpose digital I/O pin.
EADCO_CH7 A MFP1 |EADCO channel 7 analog input.
EBI_nWRL (0] MFP2 |EBI low byte write enable output pin.
USCI1_DATO 110 MFP4  |USCI1 data O pin.
UART1_TXD O MFP6 |UART1 data transmitter output pin.
SD1_CMD I/0 MFP7 |SD/SDIO1 command/response pin
EBI_nCSO (0] MFP8 |EBI chip select 0 output pin.
BPWM1_CH4 I/0 MFP10 [BPWM1 channel 4 output/capture input.
EPWM1_BRAKEO | MFP11 |EPWML1 Brake 0 input pin.
EPWM1_CH4 110 MFP12 |EPWM1 channel 4 output/capture input.
INT5 | MFP13 |External interrupt 5 input pin.
USB_VBUS_ST | MFP14 |USB external VBUS regulator status pin.
ACMPO_O O MFP15 [Analog comparator O output pin.

1 1 128 |PB.6 I/0 MFPO |General purpose digital I/O pin.
EADCO_CH6 A MFP1 |EADCO channel 6 analog input.
EBI_nWRH O MFP2 |EBI high byte write enable output pin
USCI1_DAT1 110 MFP4 |USCI1 data 1 pin.
UART1_RXD | MFP6 |UART1 data receiver input pin.
SD1_CLK O MFP7 |SD/SDIO1 clock output pin
EBI_nCS1 O MFP8 |EBI chip select 1 output pin.
BPWM1_CH5 1/0 MFP10 [BPWML1 channel 5 output/capture input.
EPWM1_BRAKE1l | MFP11 |EPWML1 Brake 1 input pin.
EPWM1_CH5 I/0 MFP12 [EPWML1 channel 5 output/capture input.
INT4 | MFP13 |External interrupt 4 input pin.
USB_VBUS_EN O MFP14 |USB external VBUS regulator enable pin.
ACMP1_O O MFP15 |[Analog comparator 1 output pin.
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4.2.5 MA485 Series Pin Description

M480 Series

Note: PA.15 MFP can only be as USB_OTG_ID when enable full-Speed USB.

48 164 |128 |Pin Name Type |MFP Description

Pin |Pin |Pin

1 12 1 PB.5 1/0 MFPO |General purpose digital /0O pin.
EADCO_CH5 A MFP1 |EADCO channel 5 analog input.
ACMP1_N A MFP1 |Analog comparator 1 negative input pin.
EBI_ADRO (@) MFP2 |EBI address bus bit 0.
SDO_DAT3 1/10 MFP3 |SD/SDIOO data line bit 3.
SPI1_MISO 110 MFP5 |SPI1 MISO (Master In, Slave Out) pin.
12C0_SCL 110 MFP6 |12CO clock pin.
UART5_TXD O MFP7 JUARTS data transmitter output pin.
USCI1_CTLO 110 MFP8 |USCI1 control O pin.
SCO0_CLK (0] MFP9 |Smart Card O clock pin.
12S0_BCLK (0] MFP10 |12S0 bit clock output pin.
EPWMO_CHO 110 MFP11 |EPWMO channel 0 output/capture input.
TMO 110 MFP14 |TimerO event counter input/toggle output pin.
INTO | MFP15 |External interrupt O input pin.

2 I3 |2 PB.4 110 MFPO |General purpose digital 1/0O pin.
EADCO_CH4 A MFP1 |EADCO channel 4 analog input.
ACMP1_P1 A MFP1 |Analog comparator 1 positive input 1 pin.
EBI_ADR1 (0] MFP2 |EBI address bus bit 1.
SDO_DAT2 110 MFP3 |SD/SDIOO data line bit 2.
SPI1_MOSI 110 MFP5 |SPI1 MOSI (Master Out, Slave In) pin.
12C0_SDA 110 MFP6 |12CO0 data input/output pin.
UART5_RXD | MFP7 |UARTS data receiver input pin.
USCI1_CTL1 110 MFP8 |USCI1 control 1 pin.
SCO_DAT 110 MFP9 |Smart Card O data pin.
12S0_MCLK O MFP10 |I12S0 master clock output pin.
EPWMO_CH1 110 MFP11 |EPWMO channel 1 output/capture input.
T™M1 110 MFP14 |Timerl event counter input/toggle output pin.
INT1 | MFP15 |External interrupt 1 input pin.

3 |4 |3 PB.3 110 MFPO |General purpose digital 1/O pin.
EADCO_CH3 A MFP1 |EADCO channel 3 analog input.
ACMPO_N A MFP1 |Analog comparator O negative input pin.
EBI_ADR2 (@) MFP2 |EBI address bus bit 2.
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48 |64 |128 |Pin Name Type |MFP Description

Pin |Pin [Pin
SDO_DAT1 110 MFP3 |SD/SDIOO data line bit 1.

SPI1_CLK 110 MFP5 |SPI1 serial clock pin.

UART1_TXD (0] MFP6 |UART1 data transmitter output pin.
UART5_nRTS (@) MFP7 |UARTS request to Send output pin.
USCI1_DAT1 110 MFP8 |USCI1 data 1 pin.

SCO_RST (@) MFP9 |Smart Card O reset pin.

12S0_DlI | MFP10 |I12S0 data input pin.

EPWMO_CH2 110 MFP11 |EPWMO channel 2 output/capture input.
T™M2 110 MFP14 |Timer2 event counter input/toggle output pin.
INT2 | MFP15 |External interrupt 2 input pin.

4 |5 |4 PB.2 110 MFPO |General purpose digital 1/0O pin.
EADCO_CH2 A MFP1 |EADCO channel 2 analog input.
ACMPO_P1 A MFP1 |Analog comparator O positive input 1 pin.
OPAO0_O A MFP1 |Operational amplifier O output pin.
EBI_ADR3 O MFP2 |EBI address bus bit 3.

SDO_DATO 1/10 MFP3 |SD/SDIOO data line bit 0.
SPI1_SS 110 MFP5 |SPI1 slave select pin.
UART1_RXD | MFP6 |UART1 data receiver input pin.
UART5_nCTS | MFP7 |UARTS clear to Send input pin.
USCI1_DATO 110 MFP8 |USCI1 data O pin.
SCO_PWR O MFP9  |Smart Card O power pin.
12S0_DO (@) MFP10 |I12S0 data output pin.
EPWMO_CH3 1/0 MFP11 |EPWMO channel 3 output/capture input.
T™M3 110 MFP14 |Timer3 event counter input/toggle output pin.
INT3 | MFP15 |External interrupt 3 input pin.

5 PC.12 110 MFPO |General purpose digital 1/0O pin.
EBI_ADR4 O MFP2 |EBI address bus bit 4.
UARTO_TXD (@) MFP3 |UARTO data transmitter output pin.
12C0_SCL 110 MFP4  |12CO0 clock pin.
SPI3_MISO 110 MFP6 |SPI3 MISO (Master In, Slave Out) pin.
SC0_nCD | MFP9 |Smart Card 0 card detect pin.
ECAP1_IC2 | MFP11 |Enhanced capture unit 1 input 2 pin.
EPWM1_CHO 110 MFP12 |EPWML1 channel O output/capture input.
ACMPO_O (@) MFP14 |Analog comparator O output pin.
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Pin |Pin [Pin
6 PC.11 110 MFPO |General purpose digital 1/0O pin.
EBI_ADR5 O MFP2 |EBI address bus bit 5.
UARTO_RXD | MFP3 |UARTO data receiver input pin.
12C0_SDA 110 MFP4  |12C0 data input/output pin.
SPI3_MOSI 110 MFP6 |SPI3 MOSI (Master Out, Slave In) pin.
ECAP1_IC1 | MFP11 |Enhanced capture unit 1 input 1 pin.
EPWM1_CH1 110 MFP12 |EPWML1 channel 1 output/capture input.
ACMP1_0O O MFP14 |Analog comparator 1 output pin.
7 PC.10 110 MFPO |General purpose digital /O pin.
EBI_ADRG6 (0] MFP2 |EBI address bus bit 6.
SPI3_CLK 110 MFP6 |SPI3 serial clock pin.
UART3_TXD (@) MFP7 JUARTS3 data transmitter output pin.
CAN1_TXD O MFP9 |CANL1 bus transmitter output.
ECAP1_ICO | MFP11 |Enhanced capture unit 1 input O pin.
EPWM1_CH2 110 MFP12 |EPWML1 channel 2 output/capture input.
8 PC.9 110 MFPO |General purpose digital 1/0O pin.
EBI_ADR7 O MFP2 |EBI address bus bit 7.
SPI3_SS 110 MFP6 |SPI3 slave select pin.
UART3_RXD | MFP7 |UARTS3 data receiver input pin.
CAN1_RXD | MFP9 |CANL bus receiver input.
EPWM1_CHS3 110 MFP12 |EPWML1 channel 3 output/capture input.
5 |6 |9 PB.1 110 MFPO |General purpose digital /0O pin.
EADCO_CH1 A MFP1 |EADCO channel 1 analog input.
OPAO_N A MFP1 |Operational amplifier 0 negative input pin.
EBI_ADRS8 (@) MFP2 |EBI address bus bit 8.
SDO_CLK O MFP3 |SD/SDIOO clock output pin
SPI1_I2SMCLK 110 MFP5 |SPI1 12S master clock output pin
SPI3_I2SMCLK 110 MFP6 |SPI3 12S master clock output pin
UART2_TXD (0] MFP7 |UART2 data transmitter output pin.
USCI1_CLK 110 MFP8 |USCI1 clock pin.
12C1_SCL 110 MFP9 |I12C1 clock pin.
12S0_LRCK (@) MFP10 |12S0 left right channel clock output pin.
EPWMO_CH4 110 MFP11 |EPWMO channel 4 output/capture input.
EPWM1_CH4 110 MFP12 |EPWML1 channel 4 output/capture input.
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Pin |Pin [Pin
EPWMO_BRAKEO | MFP13 |EPWMO Brake 0 input pin.
6 |7 |10 |PB.O 110 MFPO |General purpose digital /0O pin.
EADCO_CHO A MFP1 |EADCO channel 0 analog input.
OPAO_P A MFP1 |Operational amplifier O positive input pin.
EBI_ADR9 (0] MFP2 |EBI address bus bit 9.
SDO0_CMD 1/0 MFP3 |SD/SDIO0 command/response pin
UART2_RXD | MFP7 |UART2 data receiver input pin.
SPIO_I2SMCLK 110 MFP8 |SPIO 12S master clock output pin
12C1_SDA 110 MFP9 |I12C1 data input/output pin.
EPWMO_CH5 110 MFP11 |EPWMO channel 5 output/capture input.
EPWM1_CH5 110 MFP12 |EPWML1 channel 5 output/capture input.
EPWMO_BRAKE1 | MFP13 |EPWMO Brake 1 input pin.
11 |VSS P MFPO |Ground pin for digital circuit.
12 |vDD P MFPO |Power supply for I/O ports and LDO source for internal PLL
and digital circuit.
7 |8 (13 |PA.11 110 MFPO |General purpose digital 1/0O pin.
ACMPO_PO A MFP1 |Analog comparator O positive input O pin.
EBI_nRD O MFP2 |EBI read enable output pin.
SC2_PWR O MFP3 |Smart Card 2 power pin.
SPI2_SS 110 MFP4 |SPI2 slave select pin.
SD1_DAT3 110 MFP5 |SD/SDIO1 data line bit 3.
USCIO_CLK 110 MFP6 |USCIO clock pin.
12C2_SCL 1/0 MFP7  |12C2 clock pin.
BPWMO_CHO 110 MFP9 |BPWMO channel 0 output/capture input.
EPWMO_SYNC_OUT (@) MFP10 |EPWMO counter synchronous trigger output pin.
TMO_EXT 110 MFP13 |TimerO external capture input/toggle output pin.
DAC1_ST | MFP14 |DAC1 external trigger input.
8 |9 |[14 |PA.10 110 MFPO |General purpose digital 1/0O pin.
ACMP1_PO A MFP1 |Analog comparator 1 positive input O pin.
OPAl1_O A MFP1 |Operational amplifier 1 output pin.
EBI_nWR (@) MFP2 |EBI write enable output pin.
SC2_RST (0] MFP3 |Smart Card 2 reset pin.
SPI2_CLK 110 MFP4  |SPI2 serial clock pin.
SD1_DAT2 110 MFP5 |SD/SDIO1 data line bit 2.
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Pin |Pin [Pin
USCIO_DATO 110 MFP6 |USCIO data O pin.
12C2_SDA 110 MFP7 |12C2 data input/output pin.
BPWMO_CH1 110 MFP9  |BPWMO channel 1 output/capture input.
QEI1_INDEX | MFP10 |Quadrature encoder 1 index input
ECAPO_ICO | MFP11 |Enhanced capture unit O input O pin.
TM1_EXT 1/0 MFP13 |Timerl external capture input/toggle output pin.
DACO_ST | MFP14 |DACO external trigger input.
9 |10 (15 |PA.9 110 MFPO |General purpose digital 1/0O pin.
OPA1_N A MFP1 |Operational amplifier 1 negative input pin.
EBI_MCLK O MFP2 |EBI external clock output pin.
SC2_DAT 110 MFP3 |Smart Card 2 data pin.
SPI2_MISO 1/0 MFP4 |SPI2 MISO (Master In, Slave Out) pin.
SD1_DAT1 110 MFP5 |SD/SDIO1 data line bit 1.
USCIO_DAT1 110 MFP6 |USCIO data 1 pin.
UART1_TXD O MFP7 JUARTL1 data transmitter output pin.
BPWMO_CH2 110 MFP9 |BPWMO channel 2 output/capture input.
QEI1_A | MFP10 |Quadrature encoder 1 phase A input
ECAPO_IC1 | MFP11 |Enhanced capture unit O input 1 pin.
TM2_EXT 110 MFP13 |Timer2 external capture input/toggle output pin.
10 |11 |16 |PA.8 110 MFPO |General purpose digital 1/0O pin.
OPAl1_P A MFP1 |Operational amplifier 1 positive input pin.
EBI_ALE (@) MFP2 |EBI address latch enable output pin.
SC2_CLK O MFP3 |Smart Card 2 clock pin.
SPI2_MOSI 1/0 MFP4 |SPI2 MOSI (Master Out, Slave In) pin.
SD1_DATO 110 MFP5 |SD/SDIO1 data line bit 0.
USCIO_CTL1 110 MFP6 |USCIO control 1 pin.
UART1_RXD | MFP7 |UARTL1 data receiver input pin.
BPWMO_CH3 110 MFP9 |BPWMO channel 3 output/capture input.
QEI1_B | MFP10 |Quadrature encoder 1 phase B input
ECAPO_IC2 | MFP11 |Enhanced capture unit O input 2 pin.
TM3_EXT 110 MFP13 |Timer3 external capture input/toggle output pin.
INT4 | MFP15 |External interrupt 4 input pin.
17 |PC.13 110 MFPO |General purpose digital 1/0O pin.
EBI_ADR10 (@) MFP2 |EBI address bus bit 10.
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SC2_nCD | MFP3 |Smart Card 2 card detect pin.
SPI2_I12SMCLK 110 MFP4  |SPI2 12S master clock output pin
CAN1_TXD (0] MFP5 |CANL1 bus transmitter output.
USCIO_CTLO 1/10 MFP6 |USCIO control O pin.
UART2_TXD (0] MFP7 |UART2 data transmitter output pin.
BPWMO_CH4 1/0 MFP9 |BPWMO channel 4 output/capture input.
CLKO O MFP13 |Clock Out
EADCO_ST | MFP14 |EADCO external trigger input.

18 |PD.12 110 MFPO |General purpose digital /O pin.
OPA2_O A MFP1 |Operational amplifier 2 output pin.
EBI_nCSO (@) MFP2 |EBI chip select 0 output pin.
CAN1_RXD | MFP5 |CANL bus receiver input.

UART2_RXD | MFP7 |UART2 data receiver input pin.
BPWMO_CH5 110 MFP9 |BPWMO channel 5 output/capture input.
QEIO_INDEX | MFP10 |Quadrature encoder O index input
CLKO e} MFP13 |Clock Out

EADCO_ST | MFP14 |EADCO external trigger input.

INT5 | MFP15 |External interrupt 5 input pin.

19 |PD.11 110 MFPO |General purpose digital 1/0O pin.
OPA2_N A MFP1 |Operational amplifier 2 negative input pin.
EBI_nCS1 O MFP2 |EBI chip select 1 output pin.
UART1_TXD (@) MFP3 |UARTL1 data transmitter output pin.
CANO_TXD O MFP4  |CANO bus transmitter output.

QEIO_A | MFP10 |Quadrature encoder O phase A input
INT6 | MFP15 |External interrupt 6 input pin.

20 |PD.10 110 MFPO |General purpose digital 1/0O pin.
OPA2_P A MFP1 |Operational amplifier 2 positive input pin.
EBI_nCS2 (@) MFP2 |EBI chip select 2 output pin.
UART1_RXD | MFP3 |UART1 data receiver input pin.
CANO_RXD | MFP4  |CANO bus receiver input.

QEIO_B | MFP10 |Quadrature encoder O phase B input
INT7 | MFP15 |External interrupt 7 input pin.

21 |PG.2 110 MFPO |General purpose digital 1/0O pin.

EBI_ADR11 (@) MFP2 |EBI address bus bit 11.
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SPI2_SS 110 MFP3 |SPI2 slave select pin.
12C0_SMBAL O MFP4 |12C0 SMBus SMBALTER pin
12C1_SCL 110 MFP5  |12C1 clock pin.
T™MO 110 MFP13 |Timer0 event counter input/toggle output pin.
22 |PG.3 110 MFPO |General purpose digital 1/0O pin.
EBI_ADR12 O MFP2 |EBI address bus bit 12.
SPI2_CLK 110 MFP3 |SPI2 serial clock pin.
12C0_SMBSUS O MFP4  |12C0 SMBus SMBSUS pin (PMBus CONTROL pin)
12C1_SDA 110 MFP5  |12C1 data input/output pin.
T™M1 110 MFP13 |Timerl event counter input/toggle output pin.
23 |PG4 110 MFPO |General purpose digital 1/0O pin.
EBI_ADR13 O MFP2 |EBI address bus bit 13.
SPI2_MISO 110 MFP3 |SPI2 MISO (Master In, Slave Out) pin.
T™M2 110 MFP13 |Timer2 event counter input/toggle output pin.
24 |PF.11 110 MFPO |General purpose digital 1/0O pin.
EBI_ADR14 O MFP2 |EBI address bus bit 14.
SPI2_MOSI 110 MFP3 |SPI2 MOSI (Master Out, Slave In) pin.
TAMPERS 1/0 MFP10 |TAMPER detector loop pin 5.
T™M3 110 MFP13 |Timer3 event counter input/toggle output pin.
25 |PF.10 110 MFPO |General purpose digital 1/0O pin.
EBI_ADR15 O MFP2 |EBI address bus bit 15.
SCO0_nCD | MFP3 |Smart Card 0 card detect pin.
12S0_BCLK O MFP4  ]12S0 bit clock output pin.
SPIO_I2SMCLK 110 MFP5 |SPIO I2S master clock output pin
TAMPER4 110 MFP10 |TAMPER detector loop pin 4.
26 |PF.9 110 MFPO |General purpose digital 1/0O pin.
EBI_ADR16 O MFP2 |EBI address bus bit 16.
SCO0_PWR (@) MFP3 |Smart Card O power pin.
12S0_MCLK (0] MFP4  |12S0 master clock output pin.
SPIO_SS 110 MFP5 |SPIO slave select pin.
TAMPER3 110 MFP10 |TAMPER detector loop pin 3.
27 |PF.8 110 MFPO |General purpose digital /0O pin.
EBI_ADR17 O MFP2 |EBI address bus bit 17.
SCO_RST (@) MFP3 |Smart Card 0 reset pin.
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12S0_Dl | MFP4 |12S0 data input pin.
SPIO_CLK 110 MFP5 |SPIO serial clock pin.
TAMPER2 110 MFP10 |TAMPER detector loop pin 2.
28 |PF.7 110 MFPO |General purpose digital 1/0O pin.
EBI_ADR18 (0] MFP2 |EBI address bus bit 18.
SCO_DAT 1/0 MFP3 |Smart Card 0 data pin.
12S0_DO O MFP4 ]12S0 data output pin.
SPIO_MISO 110 MFP5 |SPIO MISO (Master In, Slave Out) pin.
UART4_TXD (0] MFP6 |UART4 data transmitter output pin.
TAMPER1 110 MFP10 |TAMPER detector loop pin 1.
12 |29 |PF.6 110 MFPO |General purpose digital 1/0O pin.
EBI_ADR19 O MFP2 |EBI address bus bit 19.
SCO0_CLK O MFP3 |Smart Card 0 clock pin.
12S0_LRCK (0] MFP4  |12S0 left right channel clock output pin.
SPI0_MOSI 110 MFP5 |SPIO MOSI (Master Out, Slave In) pin.
UART4_RXD | MFP6 |UART4 data receiver input pin.
EBI_nCSO O MFP7 |EBI chip select 0 output pin.
TAMPERO 1/0 MFP10 |TAMPER detector loop pin 0.
13 |30 Voo P MFPO  |Power supply for I/O ports and LDO source for internal PLL
and digital circuit.
11 |14 |31 |PF5 110 MFPO |General purpose digital 1/0 pin.
UART2_RXD | MFP2 |UART2 data receiver input pin.
UART2_nCTS | MFP4 |UART2 clear to Send input pin.
BPWMO_CH4 110 MFP8 |BPWMO channel 4 output/capture input.
EPWMO_SYNC_OUT (@) MFP9 |EPWMO counter synchronous trigger output pin.
X32_IN | MFP10 |External 32.768 kHz crystal input pin.
EADCO_ST | MFP11 |EADCO external trigger input.
12 |15 |32 |PF.4 110 MFPO |General purpose digital 1/0O pin.
UART2_TXD (@) MFP2 JUART2 data transmitter output pin.
UART2_nRTS (@) MFP4 |UART2 request to Send output pin.
BPWMO_CH5 110 MFP8 |BPWMO channel 5 output/capture input.
X32_0OuT O MFP10 |External 32.768 kHz crystal output pin.
33 |PH.4 1/0 MFPO |General purpose digital 1/0O pin.
EBI_ADR3 (@) MFP2 |EBI address bus bit 3.
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SPI1_MISO 110 MFP3 |SPI1 MISO (Master In, Slave Out) pin.
34 |PH.5 110 MFPO |General purpose digital 1/0O pin.
EBI_ADR2 (@) MFP2 |EBI address bus bit 2.
SPI1_MOSI 110 MFP3 |SPI1 MOSI (Master Out, Slave In) pin.
35 |PH.6 110 MFPO |General purpose digital 1/0O pin.
EBI_ADR1 (@) MFP2 |EBI address bus bit 1.
SPI1_CLK 110 MFP3 |SPI1 serial clock pin.
36 |PH.7 110 MFPO |General purpose digital 1/0O pin.
EBI_ADRO (@) MFP2 |EBI address bus bit 0.
SPI1_SS 110 MFP3 |SPI1 slave select pin.
13 |16 |37 |PF.3 110 MFPO |General purpose digital /0O pin.
EBI_nCSO (@) MFP2 |EBI chip select 0 output pin.
UARTO_TXD O MFP3 JUARTO data transmitter output pin.
12C0_SCL 110 MFP4  |12CO0 clock pin.
XT1_IN | MFP10 |External 4~24 MHz (high speed) crystal input pin.
BPWM1_CHO 110 MFP11 |BPWML1 channel 0 output/capture input.
14 117 |38 |PF.2 110 MFPO |General purpose digital 1/0O pin.
EBI_nCS1 O MFP2 |EBI chip select 1 output pin.
UARTO_RXD | MFP3 |UARTO data receiver input pin.
12C0_SDA 110 MFP4 |12C0 data input/output pin.
QSPIO_CLK 110 MFP5 |Quad SPIO serial clock pin.
XT1_OUT (0] MFP10 |External 4~24 MHz (high speed) crystal output pin.
BPWM1_CH1 1/0 MFP11 |BPWML1 channel 1 output/capture input.
39 |VSS P MFPO |Ground pin for digital circuit.
40 |vDD P MFPO |Power supply for I/O ports and LDO source for internal PLL
and digital circuit.
41 |PE.8 110 MFPO |General purpose digital 1/0O pin.
EBI_ADR10 O MFP2 |EBI address bus bit 10.
12S0_BCLK (@) MFP4  |12S0 bit clock output pin.
SPI2_CLK 110 MFP5 |SPI2 serial clock pin.
USCI1_CTL1 110 MFP6 |USCI1 control 1 pin.
UART2_TXD (0] MFP7 |UART2 data transmitter output pin.
EPWMO_CHO 1/0 MFP10 |EPWMO channel 0 output/capture input.
EPWMO_BRAKEO | MFP11 |EPWMO Brake 0 input pin.
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ECAPO_ICO | MFP12 |Enhanced capture unit O input O pin.
TRACE_CLK O MFP14 |ETM Trace Clock output pin
42 |PE.9 110 MFPO |General purpose digital /O pin.
EBI_ADR11 O MFP2 |EBI address bus bit 11.
12S0_MCLK (0] MFP4  |12S0 master clock output pin.
SPI2_MISO 1/0 MFP5 |SPI2 MISO (Master In, Slave Out) pin.
USCI1_CTLO 110 MFP6 |USCI1 control O pin.
UART2_RXD | MFP7 |UART2 data receiver input pin.
EPWMO_CH1 110 MFP10 |EPWMO channel 1 output/capture input.
EPWMO_BRAKE1 | MFP11 |EPWMO Brake 1 input pin.
ECAPO_IC1 | MFP12 |Enhanced capture unit O input 1 pin.
TRACE_DATAO O MFP14 |ETM Trace Data 0 output pin
43 |PE.10 110 MFPO |General purpose digital 1/0O pin.
EBI_ADR12 (@) MFP2 |EBI address bus bit 12.
12S0_DI | MFP4  |12S0 data input pin.
SPI12_MOSI 110 MFP5 |SPI2 MOSI (Master Out, Slave In) pin.
USCI1_DATO 110 MFP6 |USCI1 data O pin.
UART3_TXD O MFP7 |UART3 data transmitter output pin.
EPWMO_CH2 110 MFP10 |EPWMO channel 2 output/capture input.
EPWM1_BRAKEO | MFP11 |EPWML1 Brake O input pin.
ECAPO_IC2 | MFP12 |Enhanced capture unit O input 2 pin.
TRACE_DATA1 O MFP14 |ETM Trace Data 1 output pin
44 |PE.11 110 MFPO |General purpose digital 1/0O pin.
EBI_ADR13 O MFP2 |EBI address bus bit 13.
12S0_DO (@) MFP4 ]12S0 data output pin.
SPI2_SS 110 MFP5 |SPI2 slave select pin.
USCI1_DAT1 110 MFP6 |USCI1 data 1 pin.
UART3_RXD | MFP7 |UARTS3 data receiver input pin.
UART1_nCTS | MFP8 |UARTL1 clear to Send input pin.
EPWMO_CH3 1/0 MFP10 |EPWMO channel 3 output/capture input.
EPWM1_BRAKE1 | MFP11 |EPWML1 Brake 1 input pin.
ECAP1_IC2 | MFP13 |Enhanced capture unit 1 input 2 pin.
TRACE_DATA2 (@) MFP14 |ETM Trace Data 2 output pin
45 |PE.12 110 MFPO |General purpose digital 1/O pin.
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EBI_ADR14 O MFP2 |EBI address bus bit 14.
12S0_LRCK O MFP4  |12S0 left right channel clock output pin.
SPI2_I2SMCLK 110 MFP5 |SPI2 I2S master clock output pin
USCI1_CLK 110 MFP6 |USCI1 clock pin.
UART1_nRTS (@) MFP8 |UARTL1 request to Send output pin.
EPWMO_CH4 1/0 MFP10 |EPWMO channel 4 output/capture input.
ECAP1_IC1 | MFP13 |Enhanced capture unit 1 input 1 pin.
TRACE_DATA3 O MFP14 |ETM Trace Data 3 output pin

46 |PE.13 110 MFPO |General purpose digital /O pin.
EBI_ADR15 (0] MFP2 |EBI address bus bit 15.
12C0_SCL 110 MFP4  |12CO0 clock pin.
UART4_nRTS (@) MFP5 |UART4 request to Send output pin.
UART1_TXD O MFP8 JUARTL1 data transmitter output pin.
EPWMO_CH5 110 MFP10 |EPWMO channel 5 output/capture input.
EPWM1_CHO 110 MFP11 |EPWM1 channel O output/capture input.
BPWM1_CH5 110 MFP12 |BPWML1 channel 5 output/capture input.
ECAP1_ICO | MFP13 |Enhanced capture unit 1 input O pin.

47 |PC.8 1/0 MFPO |General purpose digital 1/0O pin.
EBI_ADR16 O MFP2 |EBI address bus bit 16.
12C0_SDA 110 MFP4 |12C0 data input/output pin.
UART4_nCTS | MFP5 |UART4 clear to Send input pin.
UART1_RXD | MFP8 |UART1 data receiver input pin.
EPWM1_CH1 1/0 MFP11 |EPWML1 channel 1 output/capture input.
BPWM1_CH4 110 MFP12 |BPWM1 channel 4 output/capture input.

18 |48 |[PC.7 110 MFPO |General purpose digital 1/0O pin.

EBI_AD9 110 MFP2 |EBI address/data bus bit 9.
SPI1_MISO 110 MFP4 |SPI1 MISO (Master In, Slave Out) pin.
UART4_TXD (@) MFP5 |UART4 data transmitter output pin.
SC2_PWR O MFP6 |Smart Card 2 power pin.
UARTO_nCTS | MFP7 |UARTO clear to Send input pin.
12C1_SMBAL O MFP8 |12C1 SMBus SMBALTER pin
EPWM1_CH2 110 MFP11 |EPWML1 channel 2 output/capture input.
BPWM1_CHO 110 MFP12 |BPWML1 channel O output/capture input.
T™MO 110 MFP14 |Timer0O event counter input/toggle output pin.
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INT3 | MFP15 |External interrupt 3 input pin.

19 |49 |[PC.6 110 MFPO |General purpose digital 1/0O pin.

EBI_AD8 110 MFP2 |EBI address/data bus bit 8.
SPI1_MOSI 110 MFP4 |SPI1 MOSI (Master Out, Slave In) pin.
UART4_RXD | MFP5 |UART4 data receiver input pin.
SC2_RST (@) MFP6 |Smart Card 2 reset pin.
UARTO_nRTS O MFP7 |UARTO request to Send output pin.
12C1_SMBSUS O MFP8 |12C1 SMBus SMBSUS pin (PMBus CONTROL pin)
EPWM1_CH3 110 MFP11 |EPWM1 channel 3 output/capture input.
BPWM1_CH1 110 MFP12 |BPWML1 channel 1 output/capture input.
T™M1 110 MFP14 |Timerl event counter input/toggle output pin.
INT2 | MFP15 |External interrupt 2 input pin.

15 |20 |50 |[PA.7 110 MFPO |General purpose digital 1/0O pin.
EBI_AD7 110 MFP2 |EBI address/data bus bit 7.
SPI1_CLK 110 MFP4 |SPI1 serial clock pin.
SC2_DAT 110 MFP6 |Smart Card 2 data pin.
UARTO_TXD O MFP7 |UARTO data transmitter output pin.
12C1_SCL 110 MFP8 |I12C1 clock pin.
EPWM1_CH4 110 MFP11 |EPWML1 channel 4 output/capture input.
BPWM1_CH2 110 MFP12 |BPWML1 channel 2 output/capture input.
ACMPO_WLAT | MFP13 |Analog comparator O window latch input pin
T™M2 110 MFP14 |Timer2 event counter input/toggle output pin.
INT1 | MFP15 |External interrupt 1 input pin.

16 |21 |51 |PA6 110 MFPO |General purpose digital /0O pin.
EBI_AD6 110 MFP2 |EBI address/data bus bit 6.
SPI1_SS 110 MFP4 |SPI1 slave select pin.
SD1_nCD | MFP5 |SD/SDIOL1 card detect input pin
SC2_CLK (@) MFP6 |Smart Card 2 clock pin.
UARTO_RXD | MFP7 |UARTO data receiver input pin.
12C1_SDA 1/0 MFP8 |I12C1 data input/output pin.
EPWM1_CH5 110 MFP11 |EPWML1 channel 5 output/capture input.
BPWM1_CHS3 110 MFP12 |BPWML1 channel 3 output/capture input.
ACMP1_WLAT | MFP13 |Analog comparator 1 window latch input pin
™3 110 MFP14 |Timer3 event counter input/toggle output pin.
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INTO | MFP15 |External interrupt O input pin.
22 |52 |VSS P MFPO |Ground pin for digital circuit.
23 (53 |vDD P MFPO |Power supply for I/O ports and LDO source for internal PLL
and digital circuit.
24 |54 [LDO_caP A MFPO |LDO output pin.
Note:_This pin needs to be connected with an external
capacitor.
17 |25 |55 |PAS 110 MFPO |General purpose digital 1/0O pin.
SPIM_D2 110 MFP2 |SPIM data 2 pin for Quad Mode 1/O.
QSPIO_MISO1 110 MFP3 |Quad SPIO MISO1 (Master In, Slave Out) pin.
SPI1_I2SMCLK 110 MFP4 |SPI1 I2S master clock output pin
SD1_CMD 1/0 MFP5 |SD/SDIO1 command/response pin
SC2_nCD | MFP6 |Smart Card 2 card detect pin.
UARTO_nCTS | MFP7 |UARTO clear to Send input pin.
UART5_TXD (0] MFP8 |UARTS5 data transmitter output pin.
12C0_SCL 1/0 MFP9  |12CO0 clock pin.
CANO_TXD (0] MFP10 |CANO bus transmitter output.
BPWMO_CH5 1/0 MFP12 |BPWMO channel 5 output/capture input.
EPWMO_CHO 110 MFP13 |EPWMO channel 0 output/capture input.
QEIO_INDEX | MFP14 |Quadrature encoder O index input
18 |26 |56 |PA4 110 MFPO |General purpose digital 1/0O pin.
SPIM_D3 110 MFP2 |SPIM data 3 pin for Quad Mode 1/O.
QSPI0O_MOSI1 1/10 MFP3 |Quad SPIO MOSI1 (Master Out, Slave In) pin.
SPI0_I2SMCLK 110 MFP4 |SPIO I2S master clock output pin
SD1_CLK O MFP5 |SD/SDIO1 clock output pin
SC0_nCD | MFP6 |Smart Card 0 card detect pin.
UARTO_nRTS (@) MFP7 |UARTO request to Send output pin.
UART5_RXD | MFP8 |UARTS data receiver input pin.
12C0_SDA 110 MFP9 |12CO0 data input/output pin.
CANO_RXD | MFP10 |CANO bus receiver input.
BPWMO_CH4 1/0 MFP12 |BPWMO channel 4 output/capture input.
EPWMO_CH1 110 MFP13 |EPWMO channel 1 output/capture input.
QEIO_A | MFP14 |Quadrature encoder O phase A input
19 |27 |57 |PA3 110 MFPO |General purpose digital 1/0O pin.
SPIM_SS 110 MFP2 |SPIM slave select pin.
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QSPIO_SS 110 MFP3 |Quad SPIO slave select pin.
SPIO_SS 110 MFP4 |SPIO slave select pin.
SD1_DAT3 110 MFP5 |SD/SDIO1 data line bit 3.
SCO0_PWR O MFP6 |Smart Card O power pin.
UART4_TXD (0] MFP7 |UART4 data transmitter output pin.
UART1_TXD (@) MFP8 |UARTL1 data transmitter output pin.
12C1_SCL 110 MFP9 |I12C1 clock pin.
BPWMO_CH3 110 MFP12 |BPWMO channel 3 output/capture input.
EPWMO_CH2 110 MFP13 |EPWMO channel 2 output/capture input.
QEIO_B | MFP14 |Quadrature encoder O phase B input
20 |28 |58 |PA.2 110 MFPO |General purpose digital /0O pin.
SPIM_CLK 1/0 MFP2 |SPIM serial clock pin.
QSPIO_CLK 110 MFP3 |Quad SPIO serial clock pin.
SPIO_CLK 110 MFP4  |SPIO serial clock pin.
SD1_DAT2 1/0 MFP5 |SD/SDIOL1 data line bit 2.
SCO_RST (0] MFP6 |Smart Card O reset pin.
UART4_RXD | MFP7 |UART4 data receiver input pin.
UART1_RXD | MFP8 |UART1 data receiver input pin.
12C1_SDA 110 MFP9 |I12C1 data input/output pin.
BPWMO_CH2 110 MFP12 |BPWMO channel 2 output/capture input.
EPWMO_CHS3 110 MFP13 |EPWMO channel 3 output/capture input.
21 |29 |59 |PA.1 110 MFPO |General purpose digital I/0O pin.
SPIM_MISO 1/0 MFP2 |SPIM MISO (Master In, Slave Out) pin.
QSPIO_MISO0 1/10 MFP3 |Quad SPIO MISOO0 (Master In, Slave Out) pin.
SPIO_MISO 110 MFP4 |SPIO MISO (Master In, Slave Out) pin.
SD1_DAT1 110 MFP5 |SD/SDIO1 data line bit 1.
SCO_DAT 110 MFP6 |Smart Card O data pin.
UARTO_TXD (@) MFP7 |UARTO data transmitter output pin.
UART1_nCTS | MFP8 |UARTL1 clear to Send input pin.
12C2_SCL 110 MFP9 |12C2 clock pin.
BPWMO_CH1 110 MFP12 |BPWMO channel 1 output/capture input.
EPWMO_CH4 110 MFP13 |EPWMO channel 4 output/capture input.
DAC1_ST | MFP15 |DACL1 external trigger input.
22 |30 |60 |PA.O 110 MFPO |General purpose digital 1/O pin.
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SPIM_MOSI 110 MFP2 |SPIM MOSI (Master Out, Slave In) pin.
QSPIO_MOSIO 110 MFP3 |Quad SPI0O MOSIO (Master Out, Slave In) pin.
SPI0O_MOSI 110 MFP4  |SPIO MOSI (Master Out, Slave In) pin.
SD1_DATO 110 MFP5 |SD/SDIO1 data line bit 0.
SCO_CLK e} MFP6 |Smart Card 0 clock pin.
UARTO_RXD | MFP7 |UARTO data receiver input pin.
UART1_nRTS O MFP8 |UARTL1 request to Send output pin.
12C2_SDA 110 MFP9 |I12C2 data input/output pin.
BPWMO_CHO 110 MFP12 |BPWMO channel 0 output/capture input.
EPWMO_CH5 110 MFP13 |EPWMO channel 5 output/capture input.
DACO_ST | MFP15 |DACO external trigger input.
23 |31 (61 |VvDDIO P MFPO |Power supply for PA.0O~PA.5.
62 |PE.14 110 MFPO |General purpose digital 1/0O pin.
EBI_AD8 110 MFP2 |EBI address/data bus bit 8.
UART2_TXD O MFP3 JUART2 data transmitter output pin.
CANO_TXD (0] MFP4  |CANO bus transmitter output.
SD1_nCD | MFP5 |SD/SDIO1 card detect input pin
63 |PE.15 110 MFPO |General purpose digital /0O pin.
EBI_AD9 110 MFP2 |EBI address/data bus bit 9.
UART2_RXD | MFP3 |UART2 data receiver input pin.
CANO_RXD | MFP4  |CANO bus receiver input.
24 |32 |64 |nRESET | MFPO |External reset input: active LOW, with an internal pull-up.
Set this pin low reset to initial state.
Note: It is recommended to use 10 kQ pull-up resistor and
10 uF capacitor on nNRESET pin.
25 |33 |65 |PF.0 110 MFPO |General purpose digital 1/0O pin.
UART1_TXD (@) MFP2 JUARTL1 data transmitter output pin.
12C1_SCL 110 MFP3  |12C1 clock pin.
BPWM1_CHO 110 MFP12 |BPWM1 channel 0 output/capture input.
ICE_DAT (@) MFP14 |Serial wired debugger data pin.
Note: It is recommended to use 100 kQ pull-up resistor on
ICE_DAT pin.
26 |34 |66 |PF.1 110 MFPO |General purpose digital 1/O pin.
UART1_RXD | MFP2 |UART1 data receiver input pin.
12C1_SDA 1/0 MFP3 |I12C1 data input/output pin.
BPWM1_CH1 110 MFP12 |BPWML1 channel 1 output/capture input.
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ICE_CLK [ MFP14 |Serial wired debugger clock pin.
Note: It is recommended to use 100 kQ pull-up resistor on
ICE_CLK pin.
67 |PD.9 1/0 MFPO |General purpose digital 1/0O pin.
EBI_AD7 110 MFP2 |EBI address/data bus bit 7.
12C2_SCL 110 MFP3  |12C2 clock pin.
UART2_nCTS | MFP4 |UART2 clear to Send input pin.
68 |PD.8 110 MFPO |General purpose digital 1/0O pin.
EBI_AD6 110 MFP2 |EBI address/data bus bit 6.
12C2_SDA 1/0 MFP3 |12C2 data input/output pin.
UART2_nRTS O MFP4 |UART2 request to Send output pin.
27 |35 |69 |PC.5 110 MFPO |General purpose digital 1/O pin.
EBI_AD5 110 MFP2 |EBI address/data bus bit 5.
SPIM_D2 110 MFP3 |SPIM data 2 pin for Quad Mode 1/O.
QSPI0O_MISO1 110 MFP4 |Quad SPIO MISO1 (Master In, Slave Out) pin.
UART2_TXD O MFP8 |UART2 data transmitter output pin.
12C1_SCL 110 MFP9 |I12C1 clock pin.
CANO_TXD O MFP10 |CANO bus transmitter output.
UART4_TXD (@) MFP11 |UARTA4 data transmitter output pin.
EPWM1_CHO 110 MFP12 |EPWML1 channel 0 output/capture input.
28 |36 |70 |PC.4 110 MFPO |General purpose digital /0O pin.
EBI_AD4 110 MFP2 |EBI address/data bus bit 4.
SPIM_D3 110 MFP3 |SPIM data 3 pin for Quad Mode 1/O.
QSPIO_MOSI1 110 MFP4 |Quad SPI0O MOSI1 (Master Out, Slave In) pin.
SC1_nCD | MFP5 |Smart Card 1 card detect pin.
12S0_BCLK (0] MFP6 |12S0 bit clock output pin.
SPI1_I12SMCLK 110 MFP7 |SPI1 I2S master clock output pin
UART2_RXD | MFP8 |UART2 data receiver input pin.
12C1_SDA 110 MFP9 |I12C1 data input/output pin.
CANO_RXD | MFP10 |CANO bus receiver input.
UART4_RXD | MFP11 |UART4 data receiver input pin.
EPWM1_CH1 110 MFP12 |EPWML1 channel 1 output/capture input.
29 |37 |71 |PC.3 110 MFPO |General purpose digital /0O pin.
EBI_AD3 110 MFP2 |EBI address/data bus bit 3.
SPIM_SS 110 MFP3 |SPIM slave select pin.
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QSPIO_SS 110 MFP4 |Quad SPIO slave select pin.
SC1_PWR O MFP5 |Smart Card 1 power pin.
12S0_MCLK (0] MFP6 |12S0 master clock output pin.
SPI1_MISO 110 MFP7 |SPI1 MISO (Master In, Slave Out) pin.
UART2_nRTS (@) MFP8 |UART2 request to Send output pin.
12C0_SMBAL O MFP9 |12C0 SMBus SMBALTER pin
CAN1_TXD O MFP10 |CANL1 bus transmitter output.
UART3_TXD O MFP11 |UARTS3 data transmitter output pin.
EPWM1_CH2 110 MFP12 |EPWML1 channel 2 output/capture input.
30 |38 [72 |PC.2 110 MFPO |General purpose digital /0O pin.
EBI_AD2 110 MFP2 |EBI address/data bus bit 2.
SPIM_CLK 1/0 MFP3 |SPIM serial clock pin.
QSPIO_CLK 110 MFP4 |Quad SPIO serial clock pin.
SC1_RST (0] MFP5 |Smart Card 1 reset pin.
12S0_DI | MFP6 |12S0 data input pin.
SPI1_MOSI 110 MFP7 |SPI1 MOSI (Master Out, Slave In) pin.
UART2_nCTS | MFP8 |UART2 clear to Send input pin.
I2C0_SMBSUS o} MFP9  |12C0 SMBus SMBSUS pin (PMBus CONTROL pin)
CAN1_RXD | MFP10 |CANL1 bus receiver input.
UART3_RXD | MFP11 |UARTS data receiver input pin.
EPWM1_CHS3 110 MFP12 |EPWML1 channel 3 output/capture input.
31 [39 |73 |PC.1 1/10 MFPO |General purpose digital I/0 pin.
EBI_AD1 110 MFP2 |EBI address/data bus bit 1.
SPIM_MISO 110 MFP3 |SPIM MISO (Master In, Slave Out) pin.
QSPI0O_MISOO0 110 MFP4 |Quad SPIO MISOO0 (Master In, Slave Out) pin.
SC1_DAT 110 MFP5 |Smart Card 1 data pin.
12S0_DO (@) MFP6 |12S0 data output pin.
SPI1_CLK 110 MFP7 |SPI1 serial clock pin.
UART2_TXD (@) MFP8 |UART2 data transmitter output pin.
12C0_SCL 110 MFP9  |12CO0 clock pin.
EPWM1_CH4 110 MFP12 |EPWML1 channel 4 output/capture input.
ACMPO_O (@) MFP14 |Analog comparator O output pin.
32 |40 (74 |PC.O0 110 MFPO |General purpose digital 1/0O pin.
EBI_ADO 110 MFP2 |EBI address/data bus bit 0.
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SPIM_MOSI 110 MFP3 |SPIM MOSI (Master Out, Slave In) pin.
QSPIO_MOSIO 110 MFP4 |Quad SPI0O MOSIO (Master Out, Slave In) pin.
SC1_CLK (0] MFP5  |Smart Card 1 clock pin.
12S0_LRCK (0] MFP6 |12S0 left right channel clock output pin.
SPI1_SS 110 MFP7 |SPI1 slave select pin.
UART2_RXD | MFP8 |UART2 data receiver input pin.
12C0_SDA 110 MFP9 |12CO0 data input/output pin.
EPWM1_CH5 110 MFP12 |EPWML1 channel 5 output/capture input.
ACMP1_0O (0] MFP14 |Analog comparator 1 output pin.
75 |VSS P MFPO |Ground pin for digital circuit.
76 |vDD P MFPO  |Power supply for I/O ports and LDO source for internal PLL
and digital circuit.
77 |PG.9 110 MFPO |General purpose digital 1/0O pin.
EBI_ADO 1/0 MFP2 |EBI address/data bus bit 0.
SD1_DAT3 110 MFP3 |SD/SDIO1 data line bit 3.
SPIM_D2 110 MFP4 |SPIM data 2 pin for Quad Mode 1/O.
BPWMO_CH5 110 MFP12 |BPWMO channel 5 output/capture input.
78 |PG.10 110 MFPO |General purpose digital 1/0O pin.
EBI_AD1 110 MFP2 |EBI address/data bus bit 1.
SD1_DAT2 110 MFP3 |SD/SDIO1 data line bit 2.
SPIM_D3 1/0 MFP4 |SPIM data 3 pin for Quad Mode 1/O.
BPWMO_CH4 110 MFP12 |BPWMO channel 4 output/capture input.
79 |PG.11 110 MFPO |General purpose digital 1/0O pin.
EBI_AD2 110 MFP2 |EBI address/data bus bit 2.
SD1_DAT1 110 MFP3 |SD/SDIO1 data line bit 1.
SPIM_SS 110 MFP4  |SPIM slave select pin.
BPWMO_CH3 110 MFP12 |BPWMO channel 3 output/capture input.
80 |PG.12 110 MFPO |General purpose digital 1/0O pin.
EBI_AD3 110 MFP2 |EBI address/data bus bit 3.
SD1_DATO 1/10 MFP3 |SD/SDIOL1 data line bit 0.
SPIM_CLK 110 MFP4 |SPIM serial clock pin.
BPWMO_CH2 1/0 MFP12 |BPWMO channel 2 output/capture input.
81 |PG.13 1/0 MFPO |General purpose digital 1/0O pin.
EBI_AD4 110 MFP2 |EBI address/data bus bit 4.
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SD1_CMD 110 MFP3 |SD/SDIO1 command/response pin
SPIM_MISO 110 MFP4 |SPIM MISO (Master In, Slave Out) pin.
BPWMO_CH1 110 MFP12 |BPWMO channel 1 output/capture input.
82 |PG.14 110 MFPO |General purpose digital 1/0O pin.
EBI_AD5 110 MFP2 |EBI address/data bus bit 5.
SD1_CLK (@) MFP3 |SD/SDIO1 clock output pin
SPIM_MOSI 110 MFP4 |SPIM MOSI (Master Out, Slave In) pin.
BPWMO_CHO 110 MFP12 |BPWMO channel 0 output/capture input.
83 |PG.15 110 MFPO |General purpose digital /O pin.
SD1_nCD | MFP3 |SD/SDIO1 card detect input pin
CLKO e} MFP14 |Clock Out
EADCO_ST | MFP15 |EADCO external trigger input.
84 |PD.13 110 MFPO |General purpose digital 1/0O pin.
EBI_AD10 110 MFP2 |EBI address/data bus bit 10.
SDO_nCD | MFP3 |SD/SDIOO card detect input pin
SPIO_I2SMCLK 110 MFP4 |SPIO I2S master clock output pin
SPI1_I12SMCLK 110 MFP5 |SPI1 I2S master clock output pin
SC2_nCD | MFP7 |Smart Card 2 card detect pin.
33 85 |PA.12 110 MFPO |General purpose digital 1/0O pin.
12S0_BCLK (@) MFP2  |12S0 bit clock output pin.
UART4_TXD O MFP3 |UART4 data transmitter output pin.
12C1_SCL 110 MFP4  |12C1 clock pin.
SPI2_SS 110 MFP5 |SPI2 slave select pin.
CANO_TXD O MFP6 |CANO bus transmitter output.
SC2_PWR (@) MFP7 |Smart Card 2 power pin.
BPWM1_CH2 110 MFP11 |BPWML1 channel 2 output/capture input.
QEI1_INDEX | MFP12 |Quadrature encoder 1 index input
USB_VBUS P MFP14 |Power supply from USB host or HUB.
34 86 |PA.13 110 MFPO |General purpose digital /0O pin.
12S0_MCLK (0] MFP2 |12S0 master clock output pin.
UART4_RXD | MFP3 |UART4 data receiver input pin.
12C1_SDA 110 MFP4 |I12C1 data input/output pin.
SPI2_CLK 110 MFP5  |SPI2 serial clock pin.
CANO_RXD | MFP6 |CANO bus receiver input.
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SC2_RST O MFP7 |Smart Card 2 reset pin.
BPWM1_CHS3 110 MFP11 |BPWML1 channel 3 output/capture input.
QEI1L_A | MFP12 |Quadrature encoder 1 phase A input
USB_D- A MFP14 |USB differential signal D-.
35 87 |PA.14 110 MFPO |General purpose digital 1/0O pin.
12S0_DI | MFP2 |12S0 data input pin.
UARTO_TXD O MFP3 JUARTO data transmitter output pin.
SPI2_MISO 110 MFP5 |SPI2 MISO (Master In, Slave Out) pin.
12C2_SCL 110 MFP6 |12C2 clock pin.
SC2_DAT 110 MFP7 |Smart Card 2 data pin.
BPWM1_CH4 110 MFP11 |BPWML1 channel 4 output/capture input.
QEI1_B | MFP12 |Quadrature encoder 1 phase B input
USB_D+ A MFP14 |USB differential signal D+.
36 88 |PA.15 110 MFPO |General purpose digital /0O pin.
12S0_DO O MFP2 ]12S0 data output pin.
UARTO_RXD | MFP3 |UARTO data receiver input pin.
SPI2_MOSI 110 MFP5 |SPI2 MOSI (Master Out, Slave In) pin.
12C2_SDA 110 MFP6 |12C2 data input/output pin.
SC2_CLK (@) MFP7 |Smart Card 2 clock pin.
BPWM1_CH5 110 MFP11 |BPWML1 channel 5 output/capture input.
EPWMO_SYNC_IN | MFP12 |EPWMO counter synchronous trigger input pin.
USB_OTG_ID | MFP14 |USB_ identification.
41 |89 |HSUSB_VRES A MFPO |HSUSB module reference resister
42 |90 |HSUSB_VDD33 P MFPO  |Power supply for HSUSB VDD33
43 |91 |HSUSB_VBUS P MFPO |HSUSB Power supply from USB host or HUB.
44 |92 |HSUSB_D- A MFPO |HSUSB differential signal D-.
45 |93 |HSUSB_VSS P MFPO |Ground pin for HSUSB.
46 |94 |HSUSB D+ A MFPO |HSUSB differential signal D+.
47 195 [HSUSB_VDD12_CAP A MFPO  [HSUSB Internal power regulator output 1.2V decoupling
pin.
Note: This pin needs to be connected with a 1uF capacitor.
48 |96 |HSUSB_ID | MFPO |HSUSB identification.
97 |PE.7 1/0 MFPO |General purpose digital 1/0O pin.
SD0_CMD 110 MFP3 |SD/SDIO0 command/response pin
SPIM_D2 110 MFP4 |SPIM data 2 pin for Quad Mode 1/O.
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UART5_TXD O MFP8 JUARTS data transmitter output pin.
CAN1_TXD O MFP9 |CANL1 bus transmitter output.
QEI1_INDEX | MFP11 |Quadrature encoder 1 index input
EPWMO_CHO 110 MFP12 |EPWMO channel 0 output/capture input.
BPWMO_CH5 110 MFP13 |BPWMO channel 5 output/capture input.
98 |PE.6 1/0 MFPO |General purpose digital /0O pin.
SDO_CLK O MFP3 |SD/SDIOO clock output pin
SPIM_D3 110 MFP4 |SPIM data 3 pin for Quad Mode 1/O.
SPI3_I2SMCLK 110 MFP5 |SPI3 I2S master clock output pin
SC0_nCD | MFP6 |Smart Card 0 card detect pin.
USCIO_CTLO 110 MFP7 |USCIO control O pin.
UART5_RXD | MFP8 |UARTS data receiver input pin.
CAN1_RXD | MFP9 |CANL bus receiver input.
QEI1L_A | MFP11 |Quadrature encoder 1 phase A input
EPWMO_CH1 110 MFP12 |EPWMO channel 1 output/capture input.
BPWMO_CH4 110 MFP13 |BPWMO channel 4 output/capture input.
99 |PES 110 MFPO |General purpose digital 1/0O pin.
EBI_nRD O MFP2 |EBI read enable output pin.
SDO_DAT3 110 MFP3 |SD/SDIOO data line bit 3.
SPIM_SS 110 MFP4 |SPIM slave select pin.
SPI3_SS 110 MFP5 |SPI3 slave select pin.
SCO_PWR O MFP6 |Smart Card O power pin.
USCIO_CTL1 110 MFP7 |USCIO control 1 pin.
QEI1_B | MFP11 |Quadrature encoder 1 phase B input
EPWMO_CH2 110 MFP12 |EPWMO channel 2 output/capture input.
BPWMO_CHS3 110 MFP13 |BPWMO channel 3 output/capture input.
100 |PE.4 110 MFPO |General purpose digital 1/0O pin.
EBI_nWR (@) MFP2 |EBI write enable output pin.
SDO_DAT2 110 MFP3 |SD/SDIOO data line bit 2.
SPIM_CLK 110 MFP4  |SPIM serial clock pin.
SPI3_CLK 110 MFP5 |SPI3 serial clock pin.
SCO_RST (@) MFP6 |Smart Card 0 reset pin.
USCIO_DAT1 110 MFP7 |USCIO data 1 pin.
QEIO_INDEX | MFP11 |Quadrature encoder O index input
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EPWMO_CH3 110 MFP12 |EPWMO channel 3 output/capture input.
BPWMO_CH2 110 MFP13 |BPWMO channel 2 output/capture input.

101 |PE.3 110 MFPO |General purpose digital /O pin.
EBI_MCLK O MFP2 |EBI external clock output pin.
SDO_DAT1 110 MFP3 |SD/SDIOO data line bit 1.

SPIM_MISO 1/0 MFP4 |SPIM MISO (Master In, Slave Out) pin.
SPI3_MISO 110 MFP5 |SPI3 MISO (Master In, Slave Out) pin.
SCO_DAT 110 MFP6 |Smart Card 0 data pin.

USCIO_DATO 110 MFP7 |USCIO data 0 pin.

QEIO_A | MFP11 |Quadrature encoder O phase A input
EPWMO_CH4 110 MFP12 |EPWMO channel 4 output/capture input.
BPWMO_CH1 1/0 MFP13 |BPWMO channel 1 output/capture input.

102 |PE.2 110 MFPO |General purpose digital 1/0O pin.
EBI_ALE (0] MFP2 |EBI address latch enable output pin.
SDO_DATO 1/0 MFP3 |SD/SDIOO data line bit 0.

SPIM_MOSI 110 MFP4  |SPIM MOSI (Master Out, Slave In) pin.
SPI3_MOSI 110 MFP5 |SPI3 MOSI (Master Out, Slave In) pin.
SCO0_CLK O MFP6 |Smart Card O clock pin.

USCIO_CLK 110 MFP7 |USCIO clock pin.

QEIO_B | MFP11 |Quadrature encoder O phase B input
EPWMO_CH5 110 MFP12 |EPWMO channel 5 output/capture input.
BPWMO_CHO 110 MFP13 |BPWMO channel 0 output/capture input.

103 |VSS P MFPO |Ground pin for digital circuit.

104 |vDD P MFPO  |Power supply for I/O ports and LDO source for internal PLL

and digital circuit.

105 |PE.1 110 MFPO |General purpose digital /0O pin.
EBI_AD10 110 MFP2 |EBI address/data bus bit 10.
QSPIO_MISOO0 110 MFP3 |Quad SPIO MISOO0 (Master In, Slave Out) pin.
SC2_DAT 110 MFP4 |Smart Card 2 data pin.
12S0_BCLK (@) MFP5  |12S0 bit clock output pin.

SPI1_MISO 110 MFP6 |SPI1 MISO (Master In, Slave Out) pin.
UART3_TXD (@) MFP7 |UARTS3 data transmitter output pin.
12C1_SCL 110 MFP8 |I12C1 clock pin.

UART4_nCTS | MFP9 |UART4 clear to Send input pin.
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106 |PE.O 110 MFPO |General purpose digital 1/0O pin.
EBI_AD11 110 MFP2 |EBI address/data bus bit 11.
QSPI0O_MOSIO 110 MFP3 |Quad SPIO MOSIO (Master Out, Slave In) pin.
SC2_CLK O MFP4  |Smart Card 2 clock pin.
12S0_MCLK (0] MFP5  |12S0 master clock output pin.
SPI1_MOSI 1/0 MFP6 |SPI1 MOSI (Master Out, Slave In) pin.
UART3_RXD | MFP7 |UARTS3 data receiver input pin.
12C1_SDA 110 MFP8 |I12C1 data input/output pin.
UART4_nRTS (0] MFP9 |UART4 request to Send output pin.

107 |PH.8 110 MFPO |General purpose digital 1/0O pin.
EBI_AD12 110 MFP2 |EBI address/data bus bit 12.
QSPIO_CLK 1/0 MFP3 |Quad SPIO serial clock pin.
SC2_PWR O MFP4 |Smart Card 2 power pin.
12S0_DI | MFP5  |12S0 data input pin.
SPI1_CLK 110 MFP6 |SPI1 serial clock pin.
UART3_nRTS (@) MFP7 |UARTS3 request to Send output pin.
12C1_SMBAL O MFP8 |12C1 SMBus SMBALTER pin
12C2_SCL 110 MFP9 |12C2 clock pin.
UART1_TXD (@) MFP10 |UART1 data transmitter output pin.

108 |PH.9 110 MFPO |General purpose digital /0O pin.
EBI_AD13 110 MFP2 |EBI address/data bus bit 13.
QSPIO_SS 1/10 MFP3 |Quad SPIO slave select pin.
SC2_RST O MFP4 |Smart Card 2 reset pin.
12S0_DO O MFP5  |12S0 data output pin.
SPI1_SS 110 MFP6 |SPI1 slave select pin.
UART3_nCTS | MFP7 |UARTS clear to Send input pin.
[2C1_SMBSUS o} MFP8 |I2C1 SMBus SMBSUS pin (PMBus CONTROL pin)
12C2_SDA 110 MFP9 |I12C2 data input/output pin.
UART1_RXD | MFP10 |UART1 data receiver input pin.

109 |PH.10 1/0 MFPO |General purpose digital /0O pin.
EBI_AD14 110 MFP2 |EBI address/data bus bit 14.
QSPIO_MISO1 110 MFP3 |Quad SPIO MISO1 (Master In, Slave Out) pin.
SC2_nCD | MFP4 |Smart Card 2 card detect pin.
12S0_LRCK (@) MFP5  |12S0 left right channel clock output pin.
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SPI1_I12SMCLK 110 MFP6 |SPI1 12S master clock output pin
UART4_TXD O MFP7 |UART4 data transmitter output pin.
UARTO_TXD (0] MFP8 |UARTO data transmitter output pin.
110 |PH.11 110 MFPO |General purpose digital 1/0O pin.
EBI_AD15 110 MFP2 |EBI address/data bus bit 15.
QSPIO_MOSI1 1/0 MFP3 |Quad SPI0O MOSI1 (Master Out, Slave In) pin.
UART4_RXD | MFP7 |UART4 data receiver input pin.
UARTO_RXD | MFP8 |UARTO data receiver input pin.
EPWMO_CH5 110 MFP11 |EPWMO channel 5 output/capture input.
111 |PD.14 110 MFPO |General purpose digital 1/0O pin.
EBI_nCSO (@) MFP2 |EBI chip select 0 output pin.
SPI3_12SMCLK 1/0 MFP3 |SPI3 12S master clock output pin
SC1_nCD | MFP4 |Smart Card 1 card detect pin.
EPWMO_CH4 110 MFP11 |EPWMO channel 4 output/capture input.
37 |49 [112 |VSS P MFPO |Ground pin for digital circuit.
38 |50 [113 |LDO_CAP A MFPO |LDO output pin.
Note:_This pin needs to be connected with an external
capacitor.
39 |51 (114 |vDD P MFPO |Power supply for I/O ports and LDO source for internal PLL
and digital circuit.
40 |52 |115 |PC.14 110 MFPO |General purpose digital 1/0O pin.
EBI_AD11 110 MFP2 |EBI address/data bus bit 11.
SC1 nCD | MFP3 |Smart Card 1 card detect pin.
SPI0_I2SMCLK 110 MFP4 |SPIO I2S master clock output pin
USCIO_CTLO 110 MFP5  |USCIO control O pin.
QSPIO_CLK 110 MFP6 |Quad SPIO serial clock pin.
EPWMO_SYNC_IN | MFP11 |EPWMO counter synchronous trigger input pin.
T™M1 110 MFP13 |Timerl event counter input/toggle output pin.
USB_VBUS_ST | MFP14 |USB external VBUS regulator status pin.
HSUSB_VBUS_ST | MFP15 |HSUSB external VBUS regulator status pin.
41 |53 |116 |PB.15 110 MFPO |General purpose digital /0O pin.
EADCO_CH15 A MFP1 |EADCO channel 15 analog input.
EBI_AD12 110 MFP2 |EBI address/data bus bit 12.
SC1_PWR (@) MFP3 |Smart Card 1 power pin.
SPI0_SS 110 MFP4 |SPIO slave select pin.
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USCIO_CTL1 110 MFP5 |USCIO control 1 pin.
UARTO_nCTS | MFP6 |UARTO clear to Send input pin.
UART3_TXD (0] MFP7 |UART3 data transmitter output pin.
12C2_SMBAL O MFP8 |12C2 SMBus SMBALTER pin
EPWM1_CHO 110 MFP11 |EPWML1 channel 0 output/capture input.
TMO_EXT 1/0 MFP13 |Timer0 external capture input/toggle output pin.
USB_VBUS_EN O MFP14 |USB external VBUS regulator enable pin.
HSUSB_VBUS_EN O MFP15 |HSUSB external VBUS regulator enable pin.
42 |54 |117 |PB.14 110 MFPO |General purpose digital /O pin.
EADCO_CH14 A MFP1 |EADCO channel 14 analog input.
EBI_AD13 110 MFP2 |EBI address/data bus bit 13.
SC1_RST (@) MFP3 |Smart Card 1 reset pin.
SPIO_CLK 110 MFP4  |SPIO serial clock pin.
USCIO_DAT1 110 MFP5 |USCIO data 1 pin.
UARTO_nRTS O MFP6 |UARTO request to Send output pin.
UART3_RXD | MFP7 |UART3 data receiver input pin.
12C2_SMBSUS O MFP8 |12C2 SMBus SMBSUS pin (PMBus CONTROL pin)
EPWM1_CH1 1/0 MFP11 |EPWML1 channel 1 output/capture input.
TM1_EXT 110 MFP13 |Timerl external capture input/toggle output pin.
CLKO (0] MFP14 |Clock Out
43 |55 |118 |PB.13 110 MFPO |General purpose digital 1/0O pin.
EADCO_CH13 A MFP1 |EADCO channel 13 analog input.
DAC1_OuT A MFP1 |DAC1 channel analog output.
ACMPO_P3 A MFP1 |Analog comparator O positive input 3 pin.
ACMP1_P3 A MFP1 |Analog comparator 1 positive input 3 pin.
EBI_AD14 110 MFP2 |EBI address/data bus bit 14.
SC1_DAT 110 MFP3 |Smart Card 1 data pin.
SPI0_MISO 110 MFP4 |SPIO MISO (Master In, Slave Out) pin.
USCIO_DATO 1/0 MFP5 |USCIO data O pin.
UARTO_TXD (@) MFP6 |UARTO data transmitter output pin.
UART3_nRTS (@) MFP7 |UARTS3 request to Send output pin.
12C2_SCL 110 MFP8 |12C2 clock pin.
EPWM1_CH2 110 MFP11 |EPWML1 channel 2 output/capture input.
TM2_EXT 110 MFP13 |Timer2 external capture input/toggle output pin.
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44 (56 |119 |PB.12 110 MFPO |General purpose digital /0O pin.
EADCO_CH12 A MFP1 |EADCO channel 12 analog input.
DACO_OUT A MFP1 |DACO channel analog output.
ACMPO_P2 A MFP1 |Analog comparator O positive input 2 pin.
ACMP1_P2 A MFP1 |Analog comparator 1 positive input 2 pin.
EBI_AD15 1/0 MFP2 |EBI address/data bus bit 15.
SC1_CLK O MFP3 |Smart Card 1 clock pin.
SPIO_MOSI 110 MFP4 |SPIO MOSI (Master Out, Slave In) pin.
USCIO_CLK 110 MFP5  |USCIO clock pin.
UARTO_RXD | MFP6 |UARTO data receiver input pin.
UART3_nCTS | MFP7 |UARTS3 clear to Send input pin.
12C2_SDA 1/0 MFP8 |I12C2 data input/output pin.
SDO0_nCD | MFP9 |SD/SDIOO card detect input pin
EPWM1_CH3 110 MFP11 |EPWM1 channel 3 output/capture input.
TM3_EXT 110 MFP13 |Timer3 external capture input/toggle output pin.
45 |57 |120 |AVDD P MFPO |Power supply for internal analog circuit.
58 |121 |VREF A MFPO |ADC reference voltage input.
Note: This pin needs to be connected with a 1uF capacitor.
46 |59 |122 |AVSS P MFPO |Ground pin for analog circuit.
60 123 (PB.11 110 MFPO |General purpose digital /0O pin.
EADCO_CH11 A MFP1 |EADCO channel 11 analog input.
EBI_ADR16 O MFP2 |EBI address bus bit 16.
UARTO_nCTS | MFP5 |UARTO clear to Send input pin.
UART4_TXD O MFP6 |UART4 data transmitter output pin.
12C1_SCL 1/0 MFP7 |12C1 clock pin.
CANO_TXD (@) MFP8 |CANO bus transmitter output.
SPI0_I2SMCLK 110 MFP9 |SPIO 12S master clock output pin
BPWM1_CHO 110 MFP10 |BPWML1 channel O output/capture input.
SPI3_CLK 110 MFP11 |SPI3 serial clock pin.
HSUSB_VBUS_ST | MFP14 |HSUSB external VBUS regulator status pin.
61 124 (PB.10 1/0 MFPO |General purpose digital 1/0O pin.
EADCO_CH10 A MFP1 |EADCO channel 10 analog input.
EBI_ADR17 O MFP2 |EBI address bus bit 17.
USCI1_CTLO 110 MFP4 |USCI1 control O pin.
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Pin |Pin [Pin
UARTO_nRTS O MFP5 |UARTO request to Send output pin.
UART4_RXD | MFP6 |UART4 data receiver input pin.
12C1_SDA 110 MFP7 |12C1 data input/output pin.

CANO_RXD | MFP8 |CANO bus receiver input.

BPWM1_CH1 110 MFP10 |BPWM1 channel 1 output/capture input.
SPI3_SS 1/0 MFP11 |SPI3 slave select pin.

HSUSB_VBUS_EN O MFP14 |HSUSB external VBUS regulator enable pin.

62 |125 |PB.9 110 MFPO |General purpose digital 1/0O pin.
EADCO_CH9 A MFP1 |EADCO channel 9 analog input.
EBI_ADR18 (0] MFP2 |EBI address bus bit 18.

USCI1_CTL1 110 MFP4  |USCI1 control 1 pin.

UARTO_TXD (@) MFP5 JUARTO data transmitter output pin.
UART1_nCTS | MFP6 |UARTL1 clear to Send input pin.
12C1_SMBAL O MFP7 |12C1 SMBus SMBALTER pin
BPWM1_CH2 110 MFP10 |BPWML1 channel 2 output/capture input.
SPI3_MISO 110 MFP11 |SPI3 MISO (Master In, Slave Out) pin.
INT7 | MFP13 |External interrupt 7 input pin.

63 |126 |PB.8 110 MFPO |General purpose digital /0O pin.
EADCO_CHS8 A MFP1 |EADCO channel 8 analog input.
EBI_ADR19 O MFP2 |EBI address bus bit 19.

USCI1_CLK 110 MFP4 |USCI1 clock pin.

UARTO_RXD | MFP5 |UARTO data receiver input pin.

UART1_nRTS O MFP6 |UARTL1 request to Send output pin.
12C1_SMBSUS O MFP7 |12C1 SMBus SMBSUS pin (PMBus CONTROL pin)
BPWM1_CHS3 110 MFP10 |BPWML1 channel 3 output/capture input.
SPI3_MOSI 110 MFP11 |SPI3 MOSI (Master Out, Slave In) pin.

INT6 | MFP13 |External interrupt 6 input pin.

47 |64 |127 |PB.7 110 MFPO |General purpose digital 1/O pin.
EADCO_CH7 A MFP1 |EADCO channel 7 analog input.
EBI_nWRL (0] MFP2 |EBI low byte write enable output pin.
USCI1_DATO 110 MFP4 |USCI1 data O pin.

CAN1_TXD (@) MFP5 |CANL1 bus transmitter output.
UART1_TXD (@) MFP6 |JUARTL1 data transmitter output pin.
SD1_CMD 110 MFP7 |SD/SDIO1 command/response pin
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Pin |Pin [Pin
EBI_nCSO O MFP8 |EBI chip select O output pin.
BPWM1_CH4 110 MFP10 |BPWML1 channel 4 output/capture input.
EPWM1_BRAKEO | MFP11 |EPWM1 Brake 0 input pin.
EPWM1_CH4 110 MFP12 |EPWML1 channel 4 output/capture input.
INT5 | MFP13 |External interrupt 5 input pin.
USB_VBUS_ST | MFP14 |USB external VBUS regulator status pin.
ACMPO_O O MFP15 |Analog comparator O output pin.

48 (1 |128 |PB.6 110 MFPO |General purpose digital 1/0O pin.
EADCO_CH®6 A MFP1 |EADCO channel 6 analog input.
EBI_nWRH (0] MFP2 |EBI high byte write enable output pin
USCI1_DAT1 110 MFP4 |USCI1 data 1 pin.
CAN1_RXD | MFP5 |CANL bus receiver input.
UART1_RXD | MFP6 |UARTL1 data receiver input pin.
SD1_CLK (0] MFP7 |SD/SDIO1 clock output pin
EBI_nCS1 O MFP8 |EBI chip select 1 output pin.
BPWM1_CH5 110 MFP10 |BPWML1 channel 5 output/capture input.
EPWM1_BRAKE1 | MFP11 |EPWML1 Brake 1 input pin.
EPWM1_CH5 1/0 MFP12 |EPWML1 channel 5 output/capture input.
INT4 | MFP13 |External interrupt 4 input pin.
USB_VBUS_EN (@) MFP14 |USB external VBUS regulator enable pin.
ACMP1_0O O MFP15 |Analog comparator 1 output pin.
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4.2.6 MA487 Series Pin Description

Note: PA.15 MFP can only be as USB_OTG_ID when enable full-Speed USB.

64 |[128 |144 |Pin Name Type [|MFP Description

Pin [Pin [Pin

2 1 1 PB.5 1/0 MFPO General purpose digital /0 pin.
EADCO_CH5 A MFP1 EADCO channel 5 analog input.
ACMP1_N A MFP1 Analog comparator 1 negative input pin.
EBI_ADRO O MFP2 EBI address bus bit 0.
SDO_DAT3 110 MFP3 SD/SDIOO data line bit 3.
EMAC_RMII_REFCLK | MFP4 EMAC RMII reference clock input pin.
SPI1_MISO 1/0 MFP5 SPI1 MISO (Master In, Slave Out) pin.
12C0_SCL /0 MFP6 12C0 clock pin.
UART5_TXD O MFP7 UARTS data transmitter output pin.
USCI1_CTLO /0 MFP8 USCI1 control O pin.
SCO_CLK (e} MFP9 Smart Card 0 clock pin.
12S0_BCLK 0 MFP10 12S0 bit clock output pin.
EPWMO_CHO 1/0 MFP11 EPWMO channel 0 output/capture input.
T™MO 1/0 MFP14 TimerO event counter input/toggle output pin.
INTO | MFP15 External interrupt O input pin.

3 |2 2 PB.4 /O MFPO General purpose digital 1/0 pin.
EADCO_CH4 A MFP1 EADCO channel 4 analog input.
ACMP1_P1 A MFP1 Analog comparator 1 positive input 1 pin.
EBI_ADR1 O MFP2 EBI address bus bit 1.
SDO_DAT2 1/0 MFP3 SD/SDIOO data line bit 2.
EMAC_RMII_RXDO | MFP4 EMAC RMII Receive Data bus bit 0.
SPI1_MOSI /O MFP5 SPI1 MOSI (Master Out, Slave In) pin.
I2CO_SDA 11O MFP6 12C0 data input/output pin.
UART5_RXD | MFP7 UARTS data receiver input pin.
USCI1_CTL1 110 MFP8 USCI1 control 1 pin.
SCO_DAT 1/0 MFP9 Smart Card 0 data pin.
12S0_MCLK o MFP10 1250 master clock output pin.
EPWMO_CH1 1/0 MFP11 EPWMO channel 1 output/capture input.
™M1 1/0 MFP14 Timerl event counter input/toggle output pin.
INT1 | MFP15 External interrupt 1 input pin.

4 I3 |3 PB.3 1/0 MFPO General purpose digital /0 pin.
EADCO_CH3 A MFP1 EADCO channel 3 analog input.
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Pin |Pin |Pin
ACMPO_N A MFP1 Analog comparator 0 negative input pin.
EBI_ADR2 O MFP2 EBI address bus bit 2.
SDO_DAT1 /0 MFP3 SD/SDIOO data line bit 1.
EMAC_RMII_RXD1 | MFP4 EMAC RMII Receive Data bus bit 1.
SPI1_CLK 110 MFP5 SPI1 serial clock pin.
UART1_TXD O MFP6 UART1 data transmitter output pin.
UART5_nRTS O MFP7 UARTS request to Send output pin.
USCI1_DAT1 1/0 MFP8 USCI1 data 1 pin.
SCO_RST (0] MFP9 Smart Card O reset pin.
12S0_DlI | MFP10 12S0 data input pin.
EPWMO_CH2 1/0 MFP11 EPWMO channel 2 output/capture input.
T™M2 1/0 MFP14 Timer2 event counter input/toggle output pin.
INT2 | MFP15 External interrupt 2 input pin.

5 |4 |4 |PB2 I/0 MFPO General purpose digital I/O pin.
EADCO_CH2 A MFP1 EADCO channel 2 analog input.
ACMPO_P1 A MFP1 Analog comparator 0 positive input 1 pin.
OPAQ_O A MFP1 Operational amplifier 0 output pin.
EBI_ADR3 (0] MFP2 EBI address bus bit 3.
SDO_DATO 1/0 MFP3 SD/SDIOO data line bit 0.
EMAC_RMII_CRSDV | MFP4 EMAC RMII Carrier Sense/Receive Data input pin.
SPI1_SS /O MFP5 SPI1 slave select pin.
UART1_RXD | MFP6 UART1 data receiver input pin.
UART5_nCTS | MFP7 UARTS clear to Send input pin.
USCI1_DATO 110 MFP8 USCI1 data 0 pin.
SCO0_PWR O MFP9 Smart Card 0 power pin.
12S0_DO (e} MFP10 12S0 data output pin.
EPWMO_CHS3 /O MFP11 EPWMO channel 3 output/capture input.
™3 1/0 MFP14 Timer3 event counter input/toggle output pin.
INT3 | MFP15 External interrupt 3 input pin.

5 |5 PC.12 1/0 MFPO General purpose digital 1/0O pin.

EBI_ADR4 O MFP2 EBI address bus bit 4.
UARTO_TXD O MFP3 UARTO data transmitter output pin.
12C0_SCL I/0 MFP4 12C0 clock pin.
SPI3_MISO 1/0 MFP6 SPI3 MISO (Master In, Slave Out) pin.
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SC0_nCD | MFP9 Smart Card 0 card detect pin.
ECAP1_IC2 | MFP11 Enhanced capture unit 1 input 2 pin.
EPWM1_CHO /0 MFP12 EPWM1 channel 0 output/capture input.
ACMPO_O O MFP14 Analog comparator 0 output pin.
6 |6 PC.11 1/0 MFPO General purpose digital 1/0 pin.
EBI_ADR5 O MFP2 EBI address bus bit 5.
UARTO_RXD | MFP3 UARTO data receiver input pin.
I2CO_SDA 110 MFP4 12C0 data input/output pin.
SPI3_MOSI /0 MFP6 SPI3 MOSI (Master Out, Slave In) pin.
ECAP1_IC1 | MFP11 Enhanced capture unit 1 input 1 pin.
EPWM1_CH1 1/0 MFP12 EPWML1 channel 1 output/capture input.
ACMP1_0O O MFP14 Analog comparator 1 output pin.
7 7 PC.10 /0 MFPO General purpose digital 1/0 pin.
EBI_ADRG6 O MFP2 EBI address bus bit 6.
SPI3_CLK /O MFP6 SPI3 serial clock pin.
UART3_TXD O MFP7 UARTS3 data transmitter output pin.
CAN1_TXD O MFP9 CAN1 bus transmitter output.
ECAP1_ICO | MFP11 Enhanced capture unit 1 input O pin.
EPWM1_CH2 1/0 MFP12 EPWM1 channel 2 output/capture input.
8 |8 PC.9 /O MFPO General purpose digital /0 pin.
EBI_ADR7 O MFP2 EBI address bus bit 7.
SPI3_SS 110 MFP6 SPI3 slave select pin.
UART3_RXD | MFP7 UARTS3 data receiver input pin.
CAN1_RXD | MFP9 CAN1 bus receiver input.
EPWM1_CH3 1/0 MFP12 EPWM1 channel 3 output/capture input.
6 |9 9 PB.1 /O MFPO General purpose digital /0 pin.
EADCO_CH1 A MFP1 EADCO channel 1 analog input.
OPAO_N A MFP1 Operational amplifier 0 negative input pin.
EBI_ADRS8 (0] MFP2 EBI address bus bit 8.
SDO_CLK O MFP3 SD/SDIOO clock output pin
EMAC_RMII_RXERR | MFP4 EMAC RMII Receive Data Error input pin.
SPI1_I2SMCLK 1/0 MFP5 SPI1 I2S master clock output pin
SPI3_I12SMCLK 1/0 MFP6 SPI3 I2S master clock output pin
UART2_TXD O MFP7 UART2 data transmitter output pin.
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USCI1_CLK 1/0 MFP8 USCI1 clock pin.
I2C1_SCL /0 MFP9 12C1 clock pin.
I2S0_LRCK (e} MFP10 12S0 left right channel clock output pin.
EPWMO_CH4 1/0 MFP11 EPWMO channel 4 output/capture input.
EPWM1_CH4 1/0 MFP12 EPWML1 channel 4 output/capture input.
EPWMO_BRAKEO | MFP13 EPWMO Brake 0 input pin.
7 10 |10 (PB.O /0 MFPO General purpose digital 1/0 pin.
EADCO_CHO A MFP1 EADCO channel 0 analog input.
OPAO_P A MFP1 Operational amplifier 0 positive input pin.
EBI_ADR9 (0] MFP2 EBI address bus bit 9.
SDO_CMD 110 MFP3 SD/SDIO0 command/response pin
UART2_RXD | MFP7 UART2 data receiver input pin.
SPIO_I2SMCLK /0 MFP8 SPI0 I2S master clock output pin
I2C1_SDA 110 MFP9 12C1 data input/output pin.
EPWMO_CH5 /O MFP11 EPWMO channel 5 output/capture input.
EPWM1_CH5 1/0 MFP12 EPWML1 channel 5 output/capture input.
EPWMO_BRAKE1 | MFP13 EPWMO Brake 1 input pin.
11 |11 |Vss P MFPO Ground pin for digital circuit.
12 |12 |Vp P MFPO Power supply for /O ports and LDO source for internal PLL
and digital circuit.
8 13 |13 [PA.11 110 MFPO General purpose digital I/O pin.
ACMPO_PO A MFP1 Analog comparator 0 positive input 0 pin.
EBI_nRD O MFP2 EBI read enable output pin.
SC2_PWR O MFP3 Smart Card 2 power pin.
SPI2_SS /10 MFP4 SPI2 slave select pin.
SD1_DAT3 1/0 MFP5 SD/SDIO1 data line bit 3.
USCIO_CLK 110 MFP6 USCIO clock pin.
12C2_SCL 1/0 MFP7 12C2 clock pin.
BPWMO_CHO 1/0 MFP9 BPWMO channel 0 output/capture input.
EPWMO_SYNC_OUT O MFP10 EPWMO counter synchronous trigger output pin.
TMO_EXT 1/0 MFP13 TimerO event counter input/toggle output pin.
DAC1_ST | MFP14 DAC1 external trigger input.
9 14 |14 |[PA.10 1/0 MFPO General purpose digital 1/0 pin.
ACMP1_PO A MFP1 Analog comparator 1 positive input 0 pin.
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OPAl1_O A MFP1 Operational amplifier 1 output pin.
EBI_nWR O MFP2 EBI write enable output pin.
SC2_RST (0] MFP3 Smart Card 2 reset pin.
SPI2_CLK 110 MFP4 SPI2 serial clock pin.
SD1_DAT2 1/0 MFP5 SD/SDIO1 data line bit 2.
USCIO_DATO 1/0 MFP6 USCIO data 0 pin.
I2C2_SDA 110 MFP7 12C2 data input/output pin.
BPWMO_CH1 1/0 MFP9 BPWMO channel 1 output/capture input.
QEI1_INDEX | MFP10 Quadrature encoder 1 index input
ECAPO_ICO | MFP11 Enhanced capture unit O input 0 pin.
TM1_EXT 1/0 MFP13 Timerl event counter input/toggle output pin.
DACO_ST | MFP14 DACO external trigger input.
SWDH_CLK O MFP15 Serial Wire Debug Host Clock output
10 |15 |15 |PA.9 I/0 MFPO General purpose digital I/O pin.
OPA1_N A MFP1 Operational amplifier 1 negative input pin.
EBI_MCLK (0] MFP2 EBI external clock output pin.
SC2_DAT 110 MFP3 Smart Card 2 data pin.
SPI2_MISO 1/0 MFP4 SPI2 MISO (Master In, Slave Out) pin.
SD1_DAT1 1/0 MFP5 SD/SDIO1 data line bit 1.
USCIO_DAT1 /O MFP6 USCIO data 1 pin.
UART1_TXD O MFP7 UART1 data transmitter output pin.
BPWMO_CH2 1/0 MFP9 BPWMO channel 2 output/capture input.
QEI1_A | MFP10 Quadrature encoder 1 phase A input
ECAPO_IC1 | MFP11 Enhanced capture unit O input 1 pin.
TM2_EXT 1/0 MFP13 Timer2 event counter input/toggle output pin.
SWDH_DAT /O MFP15 Serial Wire Debug Host Data input/output pin
11 |16 |16 [PA.8 /O MFPO General purpose digital /0 pin.
OPAl1_P A MFP1 Operational amplifier 1 positive input pin.
EBI_ALE O MFP2 EBI address latch enable output pin.
SC2_CLK O MFP3 Smart Card 2 clock pin.
SPI2_MOSI 1/0 MFP4 SPI2 MOSI (Master Out, Slave In) pin.
SD1_DATO 110 MFP5 SD/SDIOL1 data line bit 0.
USCIO_CTL1 1/0 MFP6 USCIO control 1 pin.
UART1_RXD | MFP7 UART1 data receiver input pin.
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BPWMO_CH3 1/0 MFP9 BPWMO channel 3 output/capture input.

QEI1_B | MFP10 Quadrature encoder 1 phase B input

ECAPO_IC2 | MFP11 Enhanced capture unit O input 2 pin.

TM3_EXT 1/0 MFP13 Timer3 event counter input/toggle output pin.

INT4 | MFP15 External interrupt 4 input pin.

17 |17 |PC.13 1/0 MFPO General purpose digital /0 pin.
EBI_ADR10 O MFP2 EBI address bus bit 10.

SC2_nCD | MFP3 Smart Card 2 card detect pin.
SPI2_I2SMCLK /0 MFP4 SPI2 I12S master clock output pin
CAN1_TXD (0] MFP5 CAN1 bus transmitter output.
USCIO_CTLO 110 MFP6 USCIO control 0 pin.

UART2_TXD O MFP7 UART2 data transmitter output pin.
BPWMO_CH4 /0 MFP9 BPWMO channel 4 output/capture input.
CLKO o MFP13 Clock Out

EADCO_ST | MFP14 EADCO external trigger input.

18 |18 |PD.12 /10 MFPO General purpose digital I/O pin.
OPA2_O A MFP1 Operational amplifier 2 output pin.
EBI_nCSO O MFP2 EBI chip select 0 output pin.

CAN1_RXD | MFP5 CANL1 bus receiver input.

UART2_RXD | MFP7 UART2 data receiver input pin.
BPWMO_CH5 /O MFP9 BPWMO channel 5 output/capture input.
QEIO_INDEX | MFP10 Quadrature encoder 0 index input
CLKO (e} MFP13 Clock Out

EADCO_ST | MFP14 EADCO external trigger input.

INT5 | MFP15 External interrupt 5 input pin.

19 |19 |PD.11 /O MFPO General purpose digital /0 pin.
OPA2_N A MFP1 Operational amplifier 2 negative input pin.
EBI_nCS1 O MFP2 EBI chip select 1 output pin.
UART1_TXD O MFP3 UART1 data transmitter output pin.
CANO_TXD (0] MFP4 CANO bus transmitter output.

QEIO_A | MFP10 Quadrature encoder 0 phase A input
INT6 | MFP15 External interrupt 6 input pin.

20 |20 |PD.10 1/0 MFPO General purpose digital /0 pin.

OPA2_P A MFP1 Operational amplifier 2 positive input pin.
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EBI_nCS2 O MFP2 EBI chip select 2 output pin.
UART1_RXD | MFP3 UART1 data receiver input pin.
CANO_RXD | MFP4 CANO bus receiver input.
QEIO_B | MFP10 Quadrature encoder 0 phase B input
INT7 | MFP15 External interrupt 7 input pin.

21 |Vss P MFPO Ground pin for digital circuit.

22 |V P MFPO Power supply for 1/O ports and LDO source for internal PLL

and digital circuit.

23 |PG.0 1/0 MFPO General purpose digital 1/0 pin.
EBI_ADRS8 O MFP2 EBI address bus bit 8.
12C0_SCL /0 MFP4 12C0 clock pin.
I2C1_SMBAL O MFP5 12C1 SMBuUs SMBALTER pin
UART2_RXD | MFP6 UART2 data receiver input pin.
CAN1_TXD O MFP7 CANL1 bus transmitter output.
UART1_TXD O MFP8 UART1 data transmitter output pin.

24 |PG.1 1/0 MFPO General purpose digital 1/0 pin.
EBI_ADR9 O MFP2 EBI address bus bit 9.
SPI2_I2SMCLK /O MFP3 SPI2 I12S master clock output pin
I2CO_SDA 11O MFP4 12C0 data input/output pin.
I)C1_SMBSUS O MFP5 12C1 SMBus SMBSUS pin (PMBus CONTROL pin)
UART2_TXD O MFP6 UART2 data transmitter output pin.
CAN1_RXD | MFP7 CANL1 bus receiver input.
UART1_RXD | MFP8 UART1 data receiver input pin.

21 |25 |PG.2 /O MFPO General purpose digital /0 pin.
EBI_ADR11 O MFP2 EBI address bus bit 11.
SPI2_SS 110 MFP3 SPI2 slave select pin.
I2CO_SMBAL O MFP4 12C0 SMBus SMBALTER pin
I2C1_SCL 1/0 MFP5 12C1 clock pin.
TMO 1/0 MFP13 TimerO event counter input/toggle output pin.
22 126 |PG.3 1/0 MFPO General purpose digital 1/0 pin.

EBI_ADR12 O MFP2 EBI address bus bit 12.
SPI2_CLK 110 MFP3 SPI2 serial clock pin.
[>’CO_SMBSUS o MFP4 12C0 SMBus SMBSUS pin (PMBus CONTROL pin)
I2C1_SDA I/O MFP5 12C1 data input/output pin.
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T™M1 1/0 MFP13 Timerl event counter input/toggle output pin.
23 |27 |PG.4 /0 MFPO General purpose digital 1/0 pin.
EBI_ADR13 O MFP2 EBI address bus bit 13.
SPI2_MISO 110 MFP3 SPI2 MISO (Master In, Slave Out) pin.
T™M2 1/0 MFP13 Timer2 event counter input/toggle output pin.
24 128 |PF.11 1/0 MFPO General purpose digital /0 pin.
EBI_ADR14 O MFP2 EBI address bus bit 14.
SPI2_MOSI 1/0 MFP3 SPI2 MOSI (Master Out, Slave In) pin.
TAMPERS /0 MFP10 TAMPER detector loop pin 5.
™3 1/0 MFP13 Timer3 event counter input/toggle output pin.
25 129 |PF.10 1/0 MFPO General purpose digital 1/0O pin.
EBI_ADR15 O MFP2 EBI address bus bit 15.
SC0_nCD | MFP3 Smart Card 0 card detect pin.
12S0_BCLK (e} MFP4 12S0 bit clock output pin.
SPI0_I2SMCLK /O MFP5 SPI0 I12S master clock output pin
TAMPER4 1/0 MFP10 TAMPER detector loop pin 4.
26 |30 |PF.9 110 MFPO General purpose digital I/O pin.
EBI_ADR16 O MFP2 EBI address bus bit 16.
SCO0_PWR O MFP3 Smart Card O power pin.
12S0_MCLK (e} MFP4 12S0 master clock output pin.
SPIO_SS /O MFP5 SPIO slave select pin.
TAMPER3 1/0 MFP10 TAMPER detector loop pin 3.
27 |31 |PF.8 110 MFPO General purpose digital I/O pin.
EBI_ADR17 O MFP2 EBI address bus bit 17.
SCO_RST O MFP3 Smart Card 0 reset pin.
12S0_DI I MFP4 12S0 data input pin.
SPI0_CLK /O MFP5 SPIO serial clock pin.
TAMPER2 1/0 MFP10 TAMPER detector loop pin 2.
28 |32 |PF.7 1/0 MFPO General purpose digital /0 pin.
EBI_ADR18 (0] MFP2 EBI address bus bit 18.
SCO_DAT 1/0 MFP3 Smart Card 0 data pin.
12S0_DO (e} MFP4 12S0 data output pin.
SPIO_MISO 1/0 MFP5 SPI0 MISO (Master In, Slave Out) pin.
UART4_TXD O MFP6 UART4 data transmitter output pin.
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TAMPER1 1/0 MFP10 TAMPER detector loop pin 1.
12 |29 (33 |PF.6 /0 MFPO General purpose digital 1/0 pin.
EBI_ADR19 O MFP2 EBI address bus bit 19.
SCO_CLK (e} MFP3 Smart Card 0 clock pin.
I2SO_LRCK (e} MFP4 12S0 left right channel clock output pin.
SPIO_MOSI 1/0 MFP5 SPI0 MOSI (Master Out, Slave In) pin.
UART4_RXD | MFP6 UART4 data receiver input pin.
EBI_nCSO O MFP7 EBI chip select 0 output pin.
TAMPERO /0 MFP10 TAMPER detector loop pin 0.
13 |30 |34 |Voo P MFPO Power supply for 1/0O ports and LDO source for internal PLL
and digital circuit.
14 |31 |35 |PF5 /0 MFPO General purpose digital I/O pin.
UART2_RXD | MFP2 UART2 data receiver input pin.
UART2_nCTS | MFP4 UART2 clear to Send input pin.
BPWMO_CH4 1/0 MFP8 BPWMO channel 4 output/capture input.
EPWMO_SYNC_OUT O MFP9 EPWMO counter synchronous trigger output pin.
X32_IN | MFP10 External 32.768 kHz crystal input pin.
EADCO_ST | MFP11 EADCO external trigger input.
15 |32 |36 |PF.4 /10 MFPO General purpose digital I/O pin.
UART2_TXD O MFP2 UART2 data transmitter output pin.
UART2_nRTS O MFP4 UART2 request to Send output pin.
BPWMO_CH5 1/0 MFP8 BPWMO channel 5 output/capture input.
X32_0OuUT O MFP10 External 32.768 kHz crystal output pin.
37 |PH.O /O MFPO General purpose digital /0 pin.
EBI_ADR7 O MFP2 EBI address bus bit 7.
UARTS5_TXD O MFP4 UARTS data transmitter output pin.
TMO_EXT 110 MFP13 Timer0 event counter input/toggle output pin.
38 |PH.1 1/0 MFPO General purpose digital /0 pin.
EBI_ADRG6 O MFP2 EBI address bus bit 6.
UART5_RXD | MFP4 UARTS data receiver input pin.
TM1_EXT 1/0 MFP13 Timerl event counter input/toggle output pin.
39 |PH.2 1/0 MFPO General purpose digital /0 pin.
EBI_ADR5 (0] MFP2 EBI address bus bit 5.
UART5_nRTS O MFP4 UARTS5 request to Send output pin.
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UART4_TXD O MFP5 UART4 data transmitter output pin.
12C0_SCL /0 MFP6 12C0 clock pin.
TM2_EXT /0 MFP13 Timer2 event counter input/toggle output pin.
40 |PH.3 1/0 MFPO General purpose digital /0 pin.
EBI_ADR4 (0] MFP2 EBI address bus bit 4.
SPI1_I12SMCLK 1/0 MFP3 SPI1 I2S master clock output pin
UART5_nCTS | MFP4 UARTS clear to Send input pin.
UART4_RXD | MFP5 UART4 data receiver input pin.
I2CO_SDA 110 MFP6 12C0 data input/output pin.
TM3_EXT 1/0 MFP13 Timer3 event counter input/toggle output pin.
33 |41 |PH4 1/0 MFPO General purpose digital 1/0O pin.
EBI_ADR3 O MFP2 EBI address bus bit 3.
SPI1_MISO /0 MFP3 SPI1 MISO (Master In, Slave Out) pin.
34 |42 |PH.5 I/0 MFPO General purpose digital I/O pin.
EBI_ADR2 O MFP2 EBI address bus bit 2.
SPI1_MOSI /10 MFP3 SPI1 MOSI (Master Out, Slave In) pin.
35 |43 |PH.6 110 MFPO General purpose digital I/O pin.
EBI_ADR1 O MFP2 EBI address bus bit 1.
SPI1_CLK 1/0 MFP3 SPI1 serial clock pin.
36 |44 |PH.7 /O MFPO General purpose digital /0 pin.
EBI_ADRO O MFP2 EBI address bus bit 0.
SPI1_SS /10 MFP3 SPI1 slave select pin.
16 |37 |45 |PF.3 110 MFPO General purpose digital I/O pin.
EBI_nCSO O MFP2 EBI chip select 0 output pin.
UARTO_TXD O MFP3 UARTO data transmitter output pin.
12C0O_SCL I/0 MFP4 12C0 clock pin.
XT1_IN | MFP10 External 4~24 MHz (high speed) crystal input pin.
BPWM1_CHO 1/0 MFP11 BPWML1 channel 0 output/capture input.
17 |38 (46 |PF.2 1/0 MFPO General purpose digital /0 pin.
EBI_nCS1 O MFP2 EBI chip select 1 output pin.
UARTO_RXD | MFP3 UARTO data receiver input pin.
I2CO_SDA I/0 MFP4 12C0 data input/output pin.
QSPIO_CLK 110 MFP5 QSPIO serial clock pin.
XT1_OUT O MFP10 External 4~24 MHz (high speed) crystal output pin.
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BPWM1_CH1 1/0 MFP11 BPWM1 channel 1 output/capture input.

39 |47 |Vss P MFPO Ground pin for digital circuit.

40 |48 Voo P MFPO Power supply for I/O ports and LDO source for internal PLL

and digital circuit.

41 |49 |PE.8 /0 MFPO General purpose digital /0 pin.
EBI_ADR10 O MFP2 EBI address bus bit 10.
EMAC_RMII_MDC MFP3 EMAC RMII PHY Management Clock output pin.
12S0_BCLK (e} MFP4 12S0 bit clock output pin.

SPI2_CLK 1/0 MFP5 SPI2 serial clock pin.

USCI1_CTL1 /0 MFP6 USCI1 control 1 pin.

UART2_TXD O MFP7 UART2 data transmitter output pin.
EPWMO_CHO /0 MFP10 EPWMO channel 0 output/capture input.
EPWMO_BRAKEO | MFP11 EPWMO Brake 0 input pin.

ECAPO_ICO | MFP12 Enhanced capture unit 0 input O pin.
TRACE_CLK O MFP14 ETM Trace Clock output pin

42 |50 |PE.9 1/0 MFPO General purpose digital 1/0 pin.
EBI_ADR11 O MFP2 EBI address bus bit 11.
EMAC_RMII_MDIO /O MFP3 EMAC RMII PHY Management Data pin.
12SO_MCLK 0 MFP4 12S0 master clock output pin.
SPI2_MISO 110 MFP5 SPI2 MISO (Master In, Slave Out) pin.
USCI1_CTLO 110 MFP6 USCI1 control O pin.

UART2_RXD | MFP7 UART2 data receiver input pin.
EPWMO_CH1 /O MFP10 EPWMO channel 1 output/capture input.
EPWMO_BRAKE1 | MFP11 EPWMO Brake 1 input pin.

ECAPO_IC1 | MFP12 Enhanced capture unit O input 1 pin.
TRACE_DATAO O MFP14 ETM Trace Data O output pin

43 |51 |PE.10 110 MFPO General purpose digital I/O pin.
EBI_ADR12 O MFP2 EBI address bus bit 12.
EMAC_RMII_TXDO O MFP3 EMAC RMII Transmit Data bus bit 0.
12S0_DI I MFP4 12S0 data input pin.

SPI2_MOSI 1/0 MFP5 SPI2 MOSI (Master Out, Slave In) pin.
USCI1_DATO 110 MFP6 USCI1 data O pin.

UART3_TXD O MFP7 UARTS3 data transmitter output pin.
EPWMO_CH2 1/0 MFP10 EPWMO channel 2 output/capture input.
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EPWM1_BRAKEO | MFP11 EPWML1 Brake 0 input pin.
ECAPO_IC2 | MFP12 Enhanced capture unit 0 input 2 pin.
TRACE_DATA1 O MFP14 ETM Trace Data 1 output pin

44 |52 |PE.11 110 MFPO General purpose digital I/O pin.
EBI_ADR13 (0] MFP2 EBI address bus bit 13.
EMAC_RMII_TXD1 O MFP3 EMAC RMII Transmit Data bus bit 1.
12S0_DO (e} MFP4 12S0 data output pin.
SPI2_SS 1/0 MFP5 SPI2 slave select pin.
USCI1_DAT1 /0 MFP6 USCI1 data 1 pin.
UART3_RXD | MFP7 UARTS3 data receiver input pin.
UART1_nCTS | MFP8 UART1 clear to Send input pin.
EPWMO_CH3 1/0 MFP10 EPWMO channel 3 output/capture input.
EPWM1_BRAKE1 | MFP11 EPWML1 Brake 1 input pin.
ECAP1_IC2 | MFP13 Enhanced capture unit 1 input 2 pin.
TRACE_DATA2 O MFP14 ETM Trace Data 2 output pin

45 |53 |PE.12 /10 MFPO General purpose digital I/O pin.
EBI_ADR14 O MFP2 EBI address bus bit 14.
EMAC_RMII_TXEN O MFP3 EMAC RMII Transmit Enable output pin.
I2S0_LRCK (¢} MFP4 12S0 left right channel clock output pin.
SPI2_I2SMCLK /O MFP5 SPI2 I12S master clock output pin
USCI1_CLK /O MFP6 USCI1 clock pin.
UART1_nRTS O MFP8 UARTL1 request to Send output pin.
EPWMO_CH4 110 MFP10 EPWMO channel 4 output/capture input.
ECAP1_IC1 | MFP13 Enhanced capture unit 1 input 1 pin.
TRACE_DATA3 O MFP14 ETM Trace Data 3 output pin

46 |54 |PE.13 /O MFPO General purpose digital /0 pin.
EBI_ADR15 O MFP2 EBI address bus bit 15.
EMAC_PPS O MFP3 EMAC Pulse Per Second output pin.
I2C0_SCL 11O MFP4 12C0 clock pin.
UART4_nRTS O MFP5 UART4 request to Send output pin.
UART1_TXD O MFP8 UART1 data transmitter output pin.
EPWMO_CH5 1/0 MFP10 EPWMO channel 5 output/capture input.
EPWM1_CHO 1/0 MFP11 EPWM1 channel 0 output/capture input.
BPWM1_CH5 1/0 MFP12 BPWML1 channel 5 output/capture input.
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ECAP1_ICO | MFP13 Enhanced capture unit 1 input O pin.

47 |55 |PC.8 /0 MFPO General purpose digital /0 pin.

EBI_ADR16 O MFP2 EBI address bus bit 16.
EMAC_RMII_REFCLK | MFP3 EMAC RMII reference clock input pin.
I2C0_SDA I/O MFP4 12C0 data input/output pin.
UART4_nCTS | MFP5 UART4 clear to Send input pin.
UART1_RXD | MFP8 UART1 data receiver input pin.
EPWM1_CH1 1/0 MFP11 EPWM1 channel 1 output/capture input.
BPWM1_CH4 /0 MFP12 BPWM1 channel 4 output/capture input.

18 |48 |56 |PC.7 110 MFPO General purpose digital I/O pin.
EBI_AD9 110 MFP2 EBI address/data bus bit 9.
EMAC_RMII_RXDO | MFP3 EMAC RMII Receive Data bus bit 0.
SPI1_MISO /0 MFP4 SPI1 MISO (Master In, Slave Out) pin.
UART4_TXD (0] MFP5 UART4 data transmitter output pin.
SC2_PWR O MFP6 Smart Card 2 power pin.
UARTO_nCTS | MFP7 UARTO clear to Send input pin.
I2C1_SMBAL O MFP8 12C1 SMBus SMBALTER pin
EPWM1_CH2 1/0 MFP11 EPWM1 channel 2 output/capture input.
BPWM1_CHO 1/0 MFP12 BPWML1 channel 0 output/capture input.
TMO /O MFP14 TimerO event counter input/toggle output pin.
INT3 | MFP15 External interrupt 3 input pin.

19 |49 |57 |PC.6 /10 MFPO General purpose digital I/O pin.
EBI_AD8 110 MFP2 EBI address/data bus bit 8.
EMAC_RMII_RXD1 | MFP3 EMAC RMII Receive Data bus bit 1.
SPI1_MOSI 1/0 MFP4 SPI1 MOSI (Master Out, Slave In) pin.
UART4_RXD | MFP5 UART4 data receiver input pin.
SC2_RST O MFP6 Smart Card 2 reset pin.
UARTO_nRTS O MFP7 UARTO request to Send output pin.
I)C1_SMBSUS O MFP8 12C1 SMBus SMBSUS pin (PMBus CONTROL pin)
EPWM1_CH3 1/0 MFP11 EPWM1 channel 3 output/capture input.
BPWM1_CH1 1/0 MFP12 BPWML1 channel 1 output/capture input.
T™M1 1/0 MFP14 Timerl event counter input/toggle output pin.
INT2 | MFP15 External interrupt 2 input pin.

20 |50 |58 |PA.7 1/0 MFPO General purpose digital 1/0O pin.
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EBI_AD7 1/0 MFP2 EBI address/data bus bit 7.
EMAC_RMII_CRSDV | MFP3 EMAC RMII Carrier Sense/Receive Data input pin.
SPI1_CLK /0 MFP4 SPI1 serial clock pin.
SC2_DAT 110 MFP6 Smart Card 2 data pin.
UARTO_TXD O MFP7 UARTO data transmitter output pin.
I2C1_SCL 1/0 MFP8 12C1 clock pin.
EPWM1_CH4 /0 MFP11 EPWM1 channel 4 output/capture input.
BPWM1_CH2 1/0 MFP12 BPWML1 channel 2 output/capture input.
ACMPO_WLAT | MFP13 Analog comparator O window latch input pin
T™M2 1/0 MFP14 Timer2 event counter input/toggle output pin.
INT1 | MFP15 External interrupt 1 input pin.
21 |51 |59 |PA.6 1/0 MFPO General purpose digital /0 pin.
EBI_AD6 /0 MFP2 EBI address/data bus bit 6.
EMAC_RMII_RXERR | MFP3 EMAC RMII Receive Data Error input pin.
SPI1_SS /O MFP4 SPI1 slave select pin.
SD1 nCD | MFP5 SD/SDIO1 card detect input pin
SC2_CLK O MFP6 Smart Card 2 clock pin.
UARTO_RXD | MFP7 UARTO data receiver input pin.
I2C1_SDA 11O MFP8 12C1 data input/output pin.
EPWM1_CH5 /O MFP11 EPWM1 channel 5 output/capture input.
BPWM1_CHS3 /O MFP12 BPWM1 channel 3 output/capture input.
ACMP1_WLAT | MFP13 Analog comparator 1 window latch input pin
T™M3 110 MFP14 Timer3 event counter input/toggle output pin.
INTO | MFP15 External interrupt O input pin.
22 |52 |60 |Vss P MFPO Ground pin for digital circuit.
23 |53 |61 |Vmp P MFPO Power supply for /O ports and LDO source for internal PLL
and digital circuit.
24 |54 |62 |LDO_CAP A MFPO LDO output pin.
Note: ‘ This pin needs to be connected with an external
capacitor.
25 |55 |63 |PAS 110 MFPO General purpose digital I/O pin.
SPIM_D2 1/0 MFP2 SPIM data 2 pin for Quad Mode 1/0.
QSPIO_MISO1 1/0 MFP3 QSPIO MISO1 (Master In, Slave Out) pin.
SPI1_I2SMCLK 1/0 MFP4 SPI1 I2S master clock output pin
SD1_CMD 1/0 MFP5 SD/SDIO1 command/response pin
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SC2_nCD | MFP6 Smart Card 2 card detect pin.
UARTO_nCTS | MFP7 UARTO clear to Send input pin.
UART5_TXD (0] MFP8 UARTS5 data transmitter output pin.
I2C0_SCL I/O MFP9 12C0 clock pin.
CANO_TXD (0] MFP10 CANO bus transmitter output.
BPWMO_CH5 1/0 MFP12 BPWMO channel 5 output/capture input.
EPWMO_CHO /0 MFP13 EPWMO channel 0 output/capture input.
QEIO_INDEX | MFP14 Quadrature encoder 0 index input

26 |56 |64 |PA.4 /0 MFPO General purpose digital I/O pin.
SPIM_D3 1/0 MFP2 SPIM data 3 pin for Quad Mode 1/0.
QSPI0O_MOSI1 110 MFP3 QSPI0 MOSI1 (Master Out, Slave In) pin.
SPIO_I2SMCLK 1/0 MFP4 SPI0 I2S master clock output pin
SD1_CLK O MFP5 SD/SDIO1 clock output pin
SC0_nCD | MFP6 Smart Card 0 card detect pin.
UARTO_nRTS O MFP7 UARTO request to Send output pin.
UART5_RXD | MFP8 UARTS data receiver input pin.
I2CO_SDA 110 MFP9 12C0 data input/output pin.
CANO_RXD | MFP10 CANO bus receiver input.
BPWMO_CH4 1/0 MFP12 BPWMO channel 4 output/capture input.
EPWMO_CH1 /O MFP13 EPWMO channel 1 output/capture input.
QEIO_A | MFP14 Quadrature encoder 0 phase A input

27 |57 |65 |PA.3 /10 MFPO General purpose digital I/O pin.
SPIM_SS 110 MFP2 SPIM slave select pin.
QSPIO_SS 110 MFP3 QSPIO slave select pin.
SPIO_SS 1/0 MFP4 SPIO slave select pin.
SD1_DAT3 110 MFP5 SD/SDIOL1 data line bit 3.
SCO_PWR O MFP6 Smart Card O power pin.
UART4_TXD O MFP7 UART4 data transmitter output pin.
UART1_TXD O MFP8 UART1 data transmitter output pin.
I’C1_SCL 1’0 MFP9 12C1 clock pin.
BPWMO_CH3 1/0 MFP12 BPWMO channel 3 output/capture input.
EPWMO_CH2 1/0 MFP13 EPWMO channel 2 output/capture input.
QEIO_B | MFP14 Quadrature encoder 0 phase B input

28 |58 |66 |PA.2 1/0 MFPO General purpose digital 1/0O pin.
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SPIM_CLK 1/0 MFP2 SPIM serial clock pin.

QSPIO_CLK /0 MFP3 QSPIO serial clock pin.

SPIO_CLK /0 MFP4 SPIO0 serial clock pin.

SD1_DAT2 1/0 MFP5 SD/SDIO1 data line bit 2.

SCO_RST (0] MFP6 Smart Card O reset pin.

UART4_RXD | MFP7 UART4 data receiver input pin.
UART1_RXD | MFP8 UART1 data receiver input pin.
I2C1_SDA 110 MFP9 12C1 data input/output pin.
BPWMO_CH2 /0 MFP12 BPWMO channel 2 output/capture input.
EPWMO_CH3 1/0 MFP13 EPWMO channel 3 output/capture input.

29 |59 |67 |PA.1 110 MFPO General purpose digital I/O pin.
SPIM_MISO 1/0 MFP2 SPIM MISO (Master In, Slave Out) pin.
QSPIO_MISO0 /0 MFP3 QSPIO MISOO0 (Master In, Slave Out) pin.
SPIO_MISO I/0 MFP4 SPI0 MISO (Master In, Slave Out) pin.
SD1_DAT1 /O MFP5 SD/SDIO1 data line bit 1.

SCO_DAT /10 MFP6 Smart Card 0 data pin.

UARTO_TXD O MFP7 UARTO data transmitter output pin.
UART1_nCTS | MFP8 UART1 clear to Send input pin.
12C2_SCL 1/0 MFP9 12C2 clock pin.

BPWMO_CH1 /O MFP12 BPWMO channel 1 output/capture input.
EPWMO_CH4 /O MFP13 EPWMO channel 4 output/capture input.
DAC1_ST | MFP15 DAC1 external trigger input.

30 |60 |68 |PA.O 110 MFPO General purpose digital I/O pin.
SPIM_MOSI 1/0 MFP2 SPIM MOSI (Master Out, Slave In) pin.
QSPIO_MOSIO 1/0 MFP3 QSPIO MOSIO (Master Out, Slave In) pin.
SPI0_MOSI /O MFP4 SPI0 MOSI (Master Out, Slave In) pin.
SD1_DATO 110 MFP5 SD/SDIOL1 data line bit 0.

SCO_CLK O MFP6 Smart Card 0 clock pin.

UARTO_RXD | MFP7 UARTO data receiver input pin.
UART1_nRTS O MFP8 UARTL1 request to Send output pin.
12C2_SDA I/O MFP9 12C2 data input/output pin.
BPWMO_CHO 1/0 MFP12 BPWMO channel 0 output/capture input.
EPWMO_CH5 1/0 MFP13 EPWMO channel 5 output/capture input.
DACO_ST | MFP15 DACO external trigger input.
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31 |61 |69 |Vbpio P MFPO Power supply for PA.0O~PA.5.
62 |70 |PE.14 /0 MFPO General purpose digital 1/0 pin.
EBI_AD8 1/0 MFP2 EBI address/data bus bit 8.
UART2_TXD O MFP3 UART2 data transmitter output pin.
CANO_TXD (0] MFP4 CANO bus transmitter output.
SD1_nCD | MFP5 SD/SDIO1 card detect input pin
63 |71 |PE.15 /0 MFPO General purpose digital 1/0 pin.
EBI_AD9 1/0 MFP2 EBI address/data bus bit 9.
UART2_RXD | MFP3 UART2 data receiver input pin.
CANO_RXD | MFP4 CANO bus receiver input.
32 |64 |72 |nRESET | MFPO External reset input: active LOW, with an internal pull-up. Set
this pin low reset to initial state.
Note: It is recommended to use 10 kQ pull-up resistor and 10
uF capacitor on nRESET pin.
33 |65 |73 |PF.0 /0 MFPO General purpose digital I/O pin.
UART1_TXD O MFP2 UART1 data transmitter output pin.
I2C1_SCL I/0 MFP3 12C1 clock pin.
BPWM1_CHO 1/0 MFP12 BPWM1 channel 0 output/capture input.
ICE_DAT (0] MFP14 Serial wired debugger data pin.
Note: It is recommended to use 100 kQ pull-up resistor on
ICE_DAT pin.
34 |66 |74 |PF.1 110 MFPO General purpose digital I/O pin.
UART1_RXD | MFP2 UART1 data receiver input pin.
I2C1_SDA 11O MFP3 12C1 data input/output pin.
BPWM1_CH1 /O MFP12 BPWML1 channel 1 output/capture input.
ICE_CLK | MFP14 Serial wired debugger clock pin.
Note: It is recommended to use 100 kQ pull-up resistor on
ICE_CLK pin.
67 |75 |PD.9 /O MFPO General purpose digital /0 pin.
EBI_AD7 110 MFP2 EBI address/data bus bit 7.
I2C2_SCL 1/O MFP3 12C2 clock pin.
UART2_nCTS | MFP4 UART2 clear to Send input pin.
68 |76 |PD.8 1/0 MFPO General purpose digital /0 pin.
EBI_AD6 1/0 MFP2 EBI address/data bus bit 6.
12C2_SDA I/0 MFP3 12C2 data input/output pin.
UART2_nRTS O MFP4 UART2 request to Send output pin.
35 |69 |77 |PC.5 1/0 MFPO General purpose digital 1/0 pin.
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EBI_AD5 1/0 MFP2 EBI address/data bus bit 5.
SPIM_D2 /0 MFP3 SPIM data 2 pin for Quad Mode 1/0.
QSPIO_MISO1 /0 MFP4 QSPIO0 MISO1 (Master In, Slave Out) pin.
UART2_TXD O MFP8 UART2 data transmitter output pin.
I2C1_SCL 1’0 MFP9 12C1 clock pin.
CANO_TXD O MFP10 CANO bus transmitter output.
UART4_TXD O MFP11 UART4 data transmitter output pin.
EPWM1_CHO 1/0 MFP12 EPWM1 channel 0 output/capture input.
36 |70 |78 |PC.4 /0 MFPO General purpose digital I/O pin.
EBI_AD4 110 MFP2 EBI address/data bus bit 4.
SPIM_D3 1/0 MFP3 SPIM data 3 pin for Quad Mode 1/0.
QSPIO_MOSI1 1/0 MFP4 QSPIO MOSI1 (Master Out, Slave In) pin.
SC1_nCD | MFP5 Smart Card 1 card detect pin.
12S0_BCLK (e} MFP6 12S0 bit clock output pin.
SPI1_I2SMCLK /O MFP7 SPI1 I12S master clock output pin
UART2_RXD | MFP8 UART2 data receiver input pin.
I’C1_SDA 110 MFP9 12C1 data input/output pin.
CANO_RXD | MFP10 CANO bus receiver input.
UART4_RXD | MFP11 UART4 data receiver input pin.
EPWM1_CH1 /O MFP12 EPWM1 channel 1 output/capture input.
37 |71 |79 |PC.3 /O MFPO General purpose digital 1/0 pin.
EBI_AD3 /10 MFP2 EBI address/data bus bit 3.
SPIM_SS 110 MFP3 SPIM slave select pin.
QSPIO_SS 1/0 MFP4 QSPIO slave select pin.
SC1_PWR O MFP5 Smart Card 1 power pin.
12S0_MCLK (e} MFP6 12S0 master clock output pin.
SPI1_MISO /O MFP7 SPI1 MISO (Master In, Slave Out) pin.
UART2_nRTS O MFP8 UART2 request to Send output pin.
I2CO_SMBAL O MFP9 12C0 SMBus SMBALTER pin
CAN1_TXD (0] MFP10 CAN1 bus transmitter output.
UART3_TXD O MFP11 UARTS3 data transmitter output pin.
EPWM1_CH2 1/0 MFP12 EPWM1 channel 2 output/capture input.
38 |72 |80 |PC.2 1/0 MFPO General purpose digital 1/0 pin.
EBI_AD2 1/0 MFP2 EBI address/data bus bit 2.
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SPIM_CLK 1/0 MFP3 SPIM serial clock pin.
QSPIO_CLK /0 MFP4 QSPIO serial clock pin.
SC1_RST (0] MFP5 Smart Card 1 reset pin.
12S0_DI I MFP6 12S0 data input pin.
SPI1_MOSI 110 MFP7 SPI1 MOSI (Master Out, Slave In) pin.
UART2_nCTS | MFP8 UART2 clear to Send input pin.
12C0_SMBSUS O MFP9 12C0 SMBus SMBSUS pin (PMBus CONTROL pin)
CAN1_RXD | MFP10 CANL1 bus receiver input.
UART3_RXD | MFP11 UARTS3 data receiver input pin.
EPWM1_CH3 1/0 MFP12 EPWM1 channel 3 output/capture input.
39 (73 |81 |PC.1 110 MFPO General purpose digital I/O pin.
EBI_AD1 1/0 MFP2 EBI address/data bus bit 1.
SPIM_MISO /0 MFP3 SPIM MISO (Master In, Slave Out) pin.
QSPI0_MISO0 I/0 MFP4 QSPI0 MISOO (Master In, Slave Out) pin.
SC1_DAT /O MFP5 Smart Card 1 data pin.
1)S0_DO o MFP6 12S0 data output pin.
SPI1_CLK 110 MFP7 SPI1 serial clock pin.
UART2_TXD O MFP8 UART2 data transmitter output pin.
12C0_SCL 1/0 MFP9 12C0 clock pin.
EPWM1_CH4 /O MFP12 EPWM1 channel 4 output/capture input.
ACMPO_O O MFP14 Analog comparator O output pin.
40 |74 |82 |PC.0 /10 MFPO General purpose digital I/O pin.
EBI_ADO 110 MFP2 EBI address/data bus bit 0.
SPIM_MOSI 110 MFP3 SPIM MOSI (Master Out, Slave In) pin.
QSPIO_MOSIO 1/0 MFP4 QSPIO MOSIO (Master Out, Slave In) pin.
SC1_CLK O MFP5 Smart Card 1 clock pin.
I2S0_LRCK (e} MFP6 12S0 left right channel clock output pin.
SPI1_SS 1/0 MFP7 SPI1 slave select pin.
UART2_RXD | MFP8 UART2 data receiver input pin.
I2C0_SDA 11O MFP9 12C0 data input/output pin.
EPWM1_CH5 1/0 MFP12 EPWM1 channel 5 output/capture input.
ACMP1_0O O MFP14 Analog comparator 1 output pin.
75 183 |Vss P MFPO Ground pin for digital circuit.
76 184 |Vop P MFPO Power supply for 1/0O ports and LDO source for internal PLL
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77 185 |PG.9 1/0 MFPO General purpose digital /0 pin.
EBI_ADO 1/0 MFP2 EBI address/data bus bit 0.
SD1_DAT3 /0 MFP3 SD/SDIO1 data line bit 3.
SPIM_D2 1/0 MFP4 SPIM data 2 pin for Quad Mode I/O.
BPWMO_CH5 I/0 MFP12 BPWMO channel 5 output/capture input.
78 |86 |PG.10 110 MFPO General purpose digital I/O pin.
EBI_AD1 1/0 MFP2 EBI address/data bus bit 1.
SD1_DAT2 1/0 MFP3 SD/SDIO1 data line bit 2.
SPIM_D3 1/0 MFP4 SPIM data 3 pin for Quad Mode 1/0.
BPWMO_CH4 /0 MFP12 BPWMO channel 4 output/capture input.
79 187 |PG.11 1/0 MFPO General purpose digital 1/0 pin.
EBI_AD2 110 MFP2 EBI address/data bus bit 2.
SD1_DAT1 1/0 MFP3 SD/SDIO1 data line bit 1.
SPIM_SS 1/0 MFP4 SPIM slave select pin.
BPWMO_CHS3 1/0 MFP12 BPWMO channel 3 output/capture input.
80 |88 |PG.12 /O MFPO General purpose digital /0O pin.
EBI_AD3 /10 MFP2 EBI address/data bus bit 3.
SD1_DATO /10 MFP3 SD/SDIO1 data line bit 0.
SPIM_CLK 110 MFP4 SPIM serial clock pin.
BPWMO_CH2 1/0 MFP12 BPWMO channel 2 output/capture input.
81 |89 |PG.13 1/0 MFPO General purpose digital /0O pin.
EBI_AD4 110 MFP2 EBI address/data bus bit 4.
SD1_CMD /10 MFP3 SD/SDIO1 command/response pin
SPIM_MISO 1/0 MFP4 SPIM MISO (Master In, Slave Out) pin.
BPWMO_CH1 1/0 MFP12 BPWMO channel 1 output/capture input.
82 |90 |PG.14 1/0 MFPO General purpose digital 1/0 pin.
EBI_AD5 1/0 MFP2 EBI address/data bus bit 5.
SD1_CLK O MFP3 SD/SDIO1 clock output pin
SPIM_MOSI 1/0 MFP4 SPIM MOSI (Master Out, Slave In) pin.
BPWMO_CHO 1/0 MFP12 BPWMO channel 0 output/capture input.
83 |91 |PG.15 110 MFPO General purpose digital I/O pin.
SD1_nCD | MFP3 SD/SDIO1 card detect input pin
CLKO O MFP14 Clock Out
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EADCO_ST | MFP15 EADCO external trigger input.

92 |PD.3 /0 MFPO General purpose digital 1/0 pin.
EBI_AD10 1/0 MFP2 EBI address/data bus bit 10.
USCIO_CTL1 110 MFP3 USCIO control 1 pin.

SPIO_SS 110 MFP4 SPI0 slave select pin.
UART3_nRTS O MFP5 UARTS3 request to Send output pin.
USCI1_CTLO /0 MFP6 USCI1 control 0 pin.

SC2_PWR O MFP7 Smart Card 2 power pin.
SC1_nCD | MFP8 Smart Card 1 card detect pin.
UARTO_TXD O MFP9 UARTO data transmitter output pin.

93 |PD.2 1/0 MFPO General purpose digital 1/0O pin.
EBI_AD11 1/0 MFP2 EBI address/data bus bit 11.
USCIO_DAT1 /0 MFP3 USCIO data 1 pin.

SPIO_CLK I/0 MFP4 SPIO0 serial clock pin.
UART3_nCTS | MFP5 UARTS3 clear to Send input pin.
SC2_RST O MFP7 Smart Card 2 reset pin.
UARTO_RXD | MFP9 UARTO data receiver input pin.

94 |PD.1 1/0 MFPO General purpose digital /0 pin.
EBI_AD12 1/0 MFP2 EBI address/data bus bit 12.
USCIO_DATO 110 MFP3 USCIO data O pin.

SPI0_MISO /O MFP4 SPI0 MISO (Master In, Slave Out) pin.
UART3_TXD O MFP5 UARTS3 data transmitter output pin.
I2C2_SCL 1’0 MFP6 12C2 clock pin.

SC2_DAT 110 MFP7 Smart Card 2 data pin.

95 |PD.0 1/0 MFPO General purpose digital /0 pin.
EBI_AD13 110 MFP2 EBI address/data bus bit 13.
USCIO_CLK 110 MFP3 USCIO clock pin.

SPI0_MOSI 1/0 MFP4 SPI0 MOSI (Master Out, Slave In) pin.

UART3_RXD | MFP5 UARTS3 data receiver input pin.

I2C2_SDA 11O MFP6 12C2 data input/output pin.

SC2_CLK O MFP7 Smart Card 2 clock pin.

T™M2 1/0 MFP14 Timer2 event counter input/toggle output pin.
84 196 |PD.13 1/0 MFPO General purpose digital 1/0 pin.

EBI_AD10 1/0 MFP2 EBI address/data bus bit 10.
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SDO0_nCD | MFP3 SD/SDIOO card detect input pin
SPIO_I2SMCLK /0 MFP4 SPI0 I2S master clock output pin
SPI1_I2SMCLK /0 MFP5 SPI1 I2S master clock output pin
SC2_nCD | MFP7 Smart Card 2 card detect pin.

85 |97 |PA.12 1/0 MFPO General purpose digital 1/0 pin.
12S0_BCLK (e} MFP2 12S0 bit clock output pin.
UART4_TXD O MFP3 UART4 data transmitter output pin.
I2C1_SCL 1/0 MFP4 12C1 clock pin.
SPI2_SS /0 MFP5 SPI2 slave select pin.
CANO_TXD (0] MFP6 CANO bus transmitter output.
SC2_PWR O MFP7 Smart Card 2 power pin.
BPWM1_CH2 1/0 MFP11 BPWML1 channel 2 output/capture input.
QEI1_INDEX | MFP12 Quadrature encoder 1 index input
USB_VBUS P MFP14 Power supply from USB host or HUB.

86 |98 |PA.13 /O MFPO General purpose digital /0 pin.
12SO_MCLK 0 MFP2 12S0 master clock output pin.
UART4_RXD | MFP3 UART4 data receiver input pin.
I’C1_SDA 110 MFP4 12C1 data input/output pin.
SPI2_CLK 1/0 MFP5 SPI2 serial clock pin.
CANO_RXD | MFP6 CANO bus receiver input.
SC2_RST O MFP7 Smart Card 2 reset pin.
BPWM1_CH3 1/0 MFP11 BPWML1 channel 3 output/capture input.
QEI1_A | MFP12 Quadrature encoder 1 phase A input
USB_D- A MFP14 USB differential signal D-.

87 199 |PA.14 1/0 MFPO General purpose digital /0 pin.
12S0_DI I MFP2 12S0 data input pin.
UARTO_TXD O MFP3 UARTO data transmitter output pin.
SPI2_MISO 1/0 MFP5 SPI2 MISO (Master In, Slave Out) pin.
I2C2_SCL 1’0 MFP6 12C2 clock pin.
SC2_DAT 110 MFP7 Smart Card 2 data pin.
BPWM1_CH4 1/0 MFP11 BPWML1 channel 4 output/capture input.
QEI1_B | MFP12 Quadrature encoder 1 phase B input
USB_D+ A MFP14 USB differential signal D+.

88 |100 |PA.15 1/0 MFPO General purpose digital 1/0O pin.
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12S0_DO (e} MFP2 12S0 data output pin.
UARTO_RXD | MFP3 UARTO data receiver input pin.
SPI2_MOSI /0 MFP5 SPI2 MOSI (Master Out, Slave In) pin.
I2C2_SDA I/O MFP6 12C2 data input/output pin.
SC2_CLK O MFP7 Smart Card 2 clock pin.
BPWM1_CH5 1/0 MFP11 BPWML1 channel 5 output/capture input.
EPWMO_SYNC_IN | MFP12 EPWMO counter synchronous trigger input pin.
USB_OTG_ID [ MFP14  |USB_ identification.
41 |89 [101 [HSUSB_VRES A MFPO HSUSB module reference resister
42 190 |102 [HSUSB_ Vppss P MFPO Power supply for HSUSB Vppas
43 |91 [103 [HSUSB_VBUS P MFPO HSUSB Power supply from USB host or HUB.
44 192 |104 |HSUSB_D- A MFPO HSUSB differential signal D-.
45 193 |105 |[HSUSB_VSS P MFPO Ground pin for HSUSB.
46 |94 |106 |HSUSB_D+ A MFPO HSUSB differential signal D+.
47 |95 [107 [HSUSB_Vppi,_ CAP A MFPO HSUSB Internal power regulator output 1.2V decoupling pin.
Note: This pin needs to be connected with a 1uF capacitor.
48 |96 |108 |[HSUSB_ID | MFPO HSUSB identification.
97 109 |PE.7 110 MFPO General purpose digital I/O pin.
SDO_CMD 110 MFP3 SD/SDIO0 command/response pin
SPIM_D2 1/0 MFP4 SPIM data 2 pin for Quad Mode 1/0.
UARTS5_TXD O MFP8 UARTS data transmitter output pin.
CAN1_TXD O MFP9 CANL1 bus transmitter output.
QEI1_INDEX | MFP11 Quadrature encoder 1 index input
EPWMO_CHO 1/0 MFP12 EPWMO channel 0 output/capture input.
BPWMO_CH5 1/0 MFP13 BPWMO channel 5 output/capture input.
98 |110 |PE.6 1/0 MFPO General purpose digital /0 pin.
SDO_CLK O MFP3 SD/SDIOO clock output pin
SPIM_D3 110 MFP4 SPIM data 3 pin for Quad Mode 1/O.
SPI3_I2SMCLK 1/0 MFP5 SPI3 I2S master clock output pin
SC0_nCD | MFP6 Smart Card 0 card detect pin.
USCIO_CTLO 110 MFP7 USCIO control O pin.
UART5_RXD | MFP8 UARTS data receiver input pin.
CAN1_RXD | MFP9 CANL1 bus receiver input.
QEI1_A | MFP11 Quadrature encoder 1 phase A input
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EPWMO_CH1 1/0 MFP12 EPWMO channel 1 output/capture input.

BPWMO_CH4 /0 MFP13 BPWMO channel 4 output/capture input.
99 |111 |PE.5 /0 MFPO General purpose digital I/O pin.

EBI_nRD (0] MFP2 EBI read enable output pin.

SDO_DAT3 110 MFP3 SD/SDIOO data line bit 3.

SPIM_SS 1/0 MFP4 SPIM slave select pin.

SPI3_SS /0 MFP5 SPI3 slave select pin.

SCO0_PWR O MFP6 Smart Card O power pin.

USCIO_CTL1 /0 MFP7 USCIO control 1 pin.

QEI1 B | MFP11 Quadrature encoder 1 phase B input

EPWMO_CH2 1/0 MFP12 EPWMO channel 2 output/capture input.

BPWMO_CH3 1/0 MFP13 BPWMO channel 3 output/capture input.
100 (112 [PE.4 /0 MFPO General purpose digital 1/0 pin.

EBI_nWR (0] MFP2 EBI write enable output pin.

SDO_DAT2 110 MFP3 SD/SDIOO data line bit 2.

SPIM_CLK /10 MFP4 SPIM serial clock pin.

SPI3_CLK 110 MFP5 SPI3 serial clock pin.

SCO_RST O MFP6 Smart Card 0 reset pin.

USCIO_DAT1 1/0 MFP7 USCIO data 1 pin.

QEIO_INDEX | MFP11 Quadrature encoder 0 index input

EPWMO_CHS3 /O MFP12 EPWMO channel 3 output/capture input.

BPWMO_CH2 1/0 MFP13 BPWMO channel 2 output/capture input.
101 (113 |[PE.3 110 MFPO General purpose digital I/O pin.

EBI_MCLK O MFP2 EBI external clock output pin.

SDO_DAT1 1/0 MFP3 SD/SDIOO data line bit 1.

SPIM_MISO /O MFP4 SPIM MISO (Master In, Slave Out) pin.

SPI3_MISO /O MFP5 SPI3 MISO (Master In, Slave Out) pin.

SCO_DAT 1/0 MFP6 Smart Card 0 data pin.

USCIO_DATO 110 MFP7 USCIO data 0O pin.

QEIO_A | MFP11 Quadrature encoder 0 phase A input

EPWMO_CH4 1/0 MFP12 EPWMO channel 4 output/capture input.

BPWMO_CH1 1/0 MFP13 BPWMO channel 1 output/capture input.
102 114 |PE.2 1/0 MFPO General purpose digital 1/0 pin.

EBI_ALE O MFP2 EBI address latch enable output pin.
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SDO_DATO 1/0 MFP3 SD/SDIOO data line bit 0.
SPIM_MOSI /0 MFP4 SPIM MOSI (Master Out, Slave In) pin.
SPI3_MOSI /0 MFP5 SPI3 MOSI (Master Out, Slave In) pin.
SCO_CLK (e} MFP6 Smart Card 0 clock pin.
USCIO_CLK 110 MFP7 USCIO clock pin.
QEIO_B | MFP11 Quadrature encoder 0 phase B input
EPWMO_CH5 /0 MFP12 EPWMO channel 5 output/capture input.
BPWMO_CHO 1/0 MFP13 BPWMO channel 0 output/capture input.

103 |115 |Vss P MFPO Ground pin for digital circuit.

104 |116 |Vop P MFPO Power supply for 1/O ports and LDO source for internal PLL

and digital circuit.

105 |117 |PE.1 /0 MFPO General purpose digital I/O pin.
EBI_AD10 110 MFP2 EBI address/data bus bit 10.
QSPIO_MISOO0 1/0 MFP3 QSPIO MISOO0 (Master In, Slave Out) pin.
SC2_DAT 110 MFP4 Smart Card 2 data pin.
12S0_BCLK (¢} MFP5 12S0 bit clock output pin.

SPI1_MISO /O MFP6 SPI1 MISO (Master In, Slave Out) pin.
UART3_TXD O MFP7 UARTS3 data transmitter output pin.
I2C1_SCL I/0 MFP8 12C1 clock pin.

UART4_nCTS | MFP9 UART4 clear to Send input pin.

106 |118 |[PE.O 110 MFPO General purpose digital I/O pin.
EBI_AD11 1/0 MFP2 EBI address/data bus bit 11.
QSPIO_MOSIO /O MFP3 QSPIO MOSIO (Master Out, Slave In) pin.
SC2_CLK O MFP4 Smart Card 2 clock pin.
12S0_MCLK (e} MFP5 12S0 master clock output pin.

SPI1_MOSI 110 MFP6 SPI1 MOSI (Master Out, Slave In) pin.
UART3_RXD | MFP7 UARTS3 data receiver input pin.
I2C1_SDA 11O MFP8 12C1 data input/output pin.
UART4_nRTS O MFP9 UART4 request to Send output pin.

107 {119 [PH.8 1/0 MFPO General purpose digital 1/0 pin.
EBI_AD12 1/0 MFP2 EBI address/data bus bit 12.
QSPIO_CLK 110 MFP3 QSPIO serial clock pin.

SC2_PWR O MFP4 Smart Card 2 power pin.
12S0_DI I MFP5 12S0 data input pin.
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SPI1_CLK 1/0 MFP6 SPI1 serial clock pin.

UART3_nRTS O MFP7 UARTS3 request to Send output pin.

I2C1_SMBAL O MFP8 12C1 SMBus SMBALTER pin

I2C2_SCL 1’0 MFP9 12C2 clock pin.

UART1_TXD O MFP10 UART1 data transmitter output pin.

108 120 [PH.9 1/0 MFPO General purpose digital /0 pin.

EBI_AD13 /0 MFP2 EBI address/data bus bit 13.

QSPIO_SS 1/0 MFP3 QSPIO slave select pin.

SC2_RST (0] MFP4 Smart Card 2 reset pin.

12S0_DO (e} MFP5 1S0 data output pin.

SPI1_SS 110 MFP6 SPI1 slave select pin.

UART3_nCTS | MFP7 UARTS3 clear to Send input pin.

I2C1_SMBSUS O MFP8 12C1 SMBuUs SMBSUS pin (PMBus CONTROL pin)
I2C2_SDA 110 MFP9 12C2 data input/output pin.

UART1_RXD | MFP10 UART1 data receiver input pin.

109 |121 |PH.10 /10 MFPO General purpose digital I/O pin.
EBI_AD14 110 MFP2 EBI address/data bus bit 14.
QSPIO_MISO1 110 MFP3 QSPI0 MISO1 (Master In, Slave Out) pin.
SC2_nCD | MFP4 Smart Card 2 card detect pin.
I2S0_LRCK (e} MFP5 12S0 left right channel clock output pin.
SPI1_I2SMCLK /O MFP6 SPI1 I2S master clock output pin
UART4_TXD (0] MFP7 UART4 data transmitter output pin.
UARTO_TXD O MFP8 UARTO data transmitter output pin.

110 |122 |PH.11 110 MFPO General purpose digital I/O pin.
EBI_AD15 1/0 MFP2 EBI address/data bus bit 15.
QSPIO_MOSI1 /O MFP3 QSPIO MOSI1 (Master Out, Slave In) pin.
UART4_RXD | MFP7 UART4 data receiver input pin.
UARTO_RXD | MFP8 UARTO data receiver input pin.
EPWMO_CH5 1/0 MFP11 EPWMO channel 5 output/capture input.

111 |123 |PD.14 110 MFPO General purpose digital I/O pin.
EBI_nCSO O MFP2 EBI chip select 0 output pin.
SPI3_I12SMCLK 1/0 MFP3 SPI3 I2S master clock output pin
SC1_nCD | MFP4 Smart Card 1 card detect pin.
EPWMO_CH4 1/0 MFP11 EPWMO channel 4 output/capture input.
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124 |[PG.5 1/0 MFPO General purpose digital /0 pin.
EBI_nCS1 O MFP2 EBI chip select 1 output pin.
SPI3_SS /0 MFP3 SPI3 slave select pin.
SC1_PWR O MFP4 Smart Card 1 power pin.
EPWMO_CH3 1/0 MFP11 EPWMO channel 3 output/capture input.
125 |PG.6 1/0 MFPO General purpose digital /0 pin.
EBI_nCS2 O MFP2 EBI chip select 2 output pin.
SPI3_CLK 1/0 MFP3 SPI3 serial clock pin.
SC1_RST (0] MFP4 Smart Card 1 reset pin.
EPWMO_CH2 1/0 MFP11 EPWMO channel 2 output/capture input.
126 |PG.7 1/0 MFPO General purpose digital /0O pin.
EBI_nWRL O MFP2 EBI low byte write enable output pin.
SPI3_MISO /0 MFP3 SPI3 MISO (Master In, Slave Out) pin.
SC1_DAT I/0 MFP4 Smart Card 1 data pin.
EPWMO_CH1 /O MFP11 EPWMO channel 1 output/capture input.
127 |PG.8 1/0 MFPO General purpose digital 1/0O pin.
EBI_nWRH O MFP2 EBI high byte write enable output pin
SPI3_MOSI 110 MFP3 SPI3 MOSI (Master Out, Slave In) pin.
SC1_CLK O MFP4 Smart Card 1 clock pin.
EPWMO_CHO /O MFP11 EPWMO channel 0 output/capture input.
49 112 [128 |Vss P MFPO Ground pin for digital circuit.
50 |113|129 |LDO_CAP A MFPO LDO output pin.
Note: _ This pin needs to be connected with an external
capacitor.
51 114 1130 |Vop P MFPO Power supply for /O ports and LDO source for internal PLL
and digital circuit.
52 115|131 |PC.14 /O MFPO General purpose digital 1/0 pin.
EBI_AD11 110 MFP2 EBI address/data bus bit 11.
SC1 nCD | MFP3 Smart Card 1 card detect pin.
SPI0_I2SMCLK 110 MFP4 SPIO 12S master clock output pin
USCIO_CTLO 110 MFP5 USCIO control 0 pin.
QSPIO_CLK 1/0 MFP6 QSPIO serial clock pin.
EPWMO_SYNC_IN | MFP11 EPWMO counter synchronous trigger input pin.
ETM_TRACE_CLK | MFP12 ETM receiver Trace Clock input pin
™M1 1/0 MFP13 Timerl event counter input/toggle output pin.
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USB_VBUS_ST | MFP14 USB external VBUS regulator status pin.
HSUSB_VBUS_ST | MFP15 HSUSB external VBUS regulator status pin.
53 |116 |132 |PB.15 /0 MFPO General purpose digital I/O pin.
EADCO_CH15 A MFP1 EADCO channel 15 analog input.
EBI_AD12 1/0 MFP2 EBI address/data bus bit 12.
SC1_PWR O MFP3 Smart Card 1 power pin.
SPIO_SS /0 MFP4 SPIO slave select pin.
USCIO_CTL1 1/0 MFP5 USCIO control 1 pin.
UARTO_nCTS | MFP6 UARTO clear to Send input pin.
UART3_TXD O MFP7 UARTS3 data transmitter output pin.
I2C2_SMBAL O MFP8 12C2 SMBus SMBALTER pin
EPWM1_CHO 1/0 MFP11 EPWML1 channel 0 output/capture input.
ETM_TRACE_DATAO | MFP12 ETM receiver Trace Data 0 input pin
TMO_EXT I/0 MFP13 Timer0 event counter input/toggle output pin.
USB_VBUS_EN O MFP14 USB external VBUS regulator enable pin.
HSUSB_VBUS_EN (0] MFP15 HSUSB external VBUS regulator enable pin.
54 117 |133 |PB.14 110 MFPO General purpose digital I/O pin.
EADCO_CH14 A MFP1 EADCO channel 14 analog input.
EBI_AD13 1/0 MFP2 EBI address/data bus bit 13.
SC1_RST O MFP3 Smart Card 1 reset pin.
SPI0_CLK /O MFP4 SPIO serial clock pin.
USCIO_DAT1 110 MFP5 USCIO data 1 pin.
UARTO_nRTS (0] MFP6 UARTO request to Send output pin.
UART3_RXD | MFP7 UARTS3 data receiver input pin.
12C2_SMBSUS O MFP8 12C2 SMBus SMBSUS pin (PMBus CONTROL pin)
EPWM1_CH1 /O MFP11 EPWM1 channel 1 output/capture input.
ETM_TRACE_DATAl1 | MFP12 ETM receiver Trace Data 1 input pin
TM1_EXT 1/0 MFP13 Timerl event counter input/toggle output pin.
CLKO o MFP14 Clock Out
55 |[118 |134 |PB.13 110 MFPO General purpose digital I/O pin.
EADCO_CH13 A MFP1 EADCO channel 13 analog input.
DAC1_OuUT A MFP1 DAC1 channel analog output.
ACMPO_P3 A MFP1 Analog comparator O positive input 3 pin.
ACMP1_P3 A MFP1 Analog comparator 1 positive input 3 pin.
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EBI_AD14 1/0 MFP2 EBI address/data bus bit 14.
SC1_DAT /0 MFP3 Smart Card 1 data pin.
SPIO_MISO /0 MFP4 SPI0 MISO (Master In, Slave Out) pin.
USCIO_DATO 110 MFP5 USCIO data O pin.
UARTO_TXD O MFP6 UARTO data transmitter output pin.
UART3_nRTS O MFP7 UARTS3 request to Send output pin.
12C2_SCL /0 MFP8 12C2 clock pin.
EPWM1_CH2 1/0 MFP11 EPWM1 channel 2 output/capture input.
ETM_TRACE_DATA2 | MFP12 ETM receiver Trace Data 2 input pin
TM2_EXT 1/0 MFP13 Timer2 event counter input/toggle output pin.
56 |[119 |135 |PB.12 110 MFPO General purpose digital I/O pin.
EADCO_CH12 A MFP1 EADCO channel 12 analog input.
DACO_OUT A MFP1 DACO channel analog output.
ACMPO_P2 A MFP1 Analog comparator O positive input 2 pin.
ACMP1_P2 A MFP1 Analog comparator 1 positive input 2 pin.
EBI_AD15 1/0 MFP2 EBI address/data bus bit 15.
SC1_CLK O MFP3 Smart Card 1 clock pin.
SPIO_MOSI 110 MFP4 SPI0 MOSI (Master Out, Slave In) pin.
USCIO_CLK 1/0 MFP5 USCIO clock pin.
UARTO_RXD | MFP6 UARTO data receiver input pin.
UART3_nCTS | MFP7 UARTS3 clear to Send input pin.
I2C2_SDA 11O MFP8 12C2 data input/output pin.
SDO0_nCD | MFP9 SD/SDIOO card detect input pin
EPWM1_CH3 1/0 MFP11 EPWM1 channel 3 output/capture input.
ETM_TRACE_DATA3 | MFP12 ETM receiver Trace Data 3 input pin
TM3_EXT /O MFP13 Timer3 event counter input/toggle output pin.
57 1120 |136 |AVpp P MFPO Power supply for internal analog circuit.
58 121 |137 |Vger A MFPO ADC reference voltage input.
Note: This pin needs to be connected with a 1uF capacitor.
59 122|138 |AVss P MFPO Ground pin for analog circuit.
60 (123|139 |PB.11 110 MFPO General purpose digital I/O pin.
EADCO_CH11 A MFP1 EADCO channel 11 analog input.
EBI_ADR16 O MFP2 EBI address bus bit 16.
EMAC_RMII_MDC O MFP3 EMAC RMII PHY Management Clock output pin.
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UARTO_nCTS | MFP5 UARTO clear to Send input pin.
UART4_TXD O MFP6 UART4 data transmitter output pin.
I2C1_SCL 110 MFP7 12C1 clock pin.
CANO_TXD (0] MFP8 CANO bus transmitter output.
SPI0_I2SMCLK 110 MFP9 SPIO 12S master clock output pin
BPWM1_CHO 1/0 MFP10 BPWML1 channel 0 output/capture input.
SPI3_CLK /0 MFP11 SPI3 serial clock pin.
HSUSB_VBUS_ST | MFP14 HSUSB external VBUS regulator status pin.
61 |124 |140 |PB.10 /0 MFPO General purpose digital I/O pin.
EADCO_CH10 A MFP1 EADCO channel 10 analog input.
EBI_ADR17 O MFP2 EBI address bus bit 17.
EMAC_RMII_MDIO 1/0 MFP3 EMAC RMIlI PHY Management Data pin.
USCI1_CTLO /0 MFP4 USCI1 control 0 pin.
UARTO_nRTS (0] MFP5 UARTO request to Send output pin.
UART4_RXD | MFP6 UART4 data receiver input pin.
I2C1_SDA 11O MFP7 12C1 data input/output pin.
CANO_RXD | MFP8 CANO bus receiver input.
BPWM1_CH1 1/0 MFP10 BPWM1 channel 1 output/capture input.
SPI3_SS 1/0 MFP11 SPI3 slave select pin.
HSUSB_VBUS_EN O MFP14 HSUSB external VBUS regulator enable pin.
62 125|141 |PB.9 /O MFPO General purpose digital 1/0 pin.
EADCO_CH9 A MFP1 EADCO channel 9 analog input.
EBI_ADR18 O MFP2 EBI address bus bit 18.
EMAC_RMII_TXDO O MFP3 EMAC RMII Transmit Data bus bit 0.
USCI1_CTL1 1/0 MFP4 USCI1 control 1 pin.
UARTO_TXD O MFP5 UARTO data transmitter output pin.
UART1_nCTS | MFP6 UART1 clear to Send input pin.
I2C1_SMBAL O MFP7 12C1 SMBus SMBALTER pin
BPWM1_CH2 1/0 MFP10 BPWML1 channel 2 output/capture input.
SPI3_MISO 110 MFP11 SPI3 MISO (Master In, Slave Out) pin.
INT7 | MFP13 External interrupt 7 input pin.
63 |126 |142 |PB.8 1/0 MFPO General purpose digital 1/0 pin.
EADCO_CHS8 A MFP1 EADCO channel 8 analog input.
EBI_ADR19 O MFP2 EBI address bus bit 19.
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EMAC_RMII_TXD1 O MFP3 EMAC RMII Transmit Data bus bit 1.
USCI1_CLK /0 MFP4 USCI1 clock pin.
UARTO_RXD | MFP5 UARTO data receiver input pin.
UART1_nRTS O MFP6 UARTL1 request to Send output pin.
I)C1_SMBSUS O MFP7 12C1 SMBus SMBSUS pin (PMBus CONTROL pin)
BPWM1_CH3 1/0 MFP10 BPWML1 channel 3 output/capture input.
SPI3_MOSI /0 MFP11 SPI3 MOSI (Master Out, Slave In) pin.
INT6 | MFP13 External interrupt 6 input pin.

64 |127 |143 |PB.7 /0 MFPO General purpose digital I/O pin.
EADCO_CH7 A MFP1 EADCO channel 7 analog input.
EBI_nWRL (0] MFP2 EBI low byte write enable output pin.
EMAC_RMII_TXEN O MFP3 EMAC RMII Transmit Enable output pin.
USCI1_DATO /0 MFP4 USCI1 data O pin.
CAN1_TXD (0] MFP5 CAN1 bus transmitter output.
UART1_TXD O MFP6 UART1 data transmitter output pin.
SD1_CMD /10 MFP7 SD/SDIO1 command/response pin
EBI_nCSO O MFP8 EBI chip select 0 output pin.
BPWM1_CH4 110 MFP10 BPWM1 channel 4 output/capture input.
EPWM1_BRAKEO | MFP11 EPWML1 Brake 0 input pin.
EPWM1_CH4 /O MFP12 EPWM1 channel 4 output/capture input.
INT5 | MFP13 External interrupt 5 input pin.
USB_VBUS_ST | MFP14 USB external VBUS regulator status pin.
ACMPO_O O MFP15 Analog comparator 0 output pin.

1 |128 (144 |PB.6 110 MFPO General purpose digital I/O pin.
EADCO_CH6 A MFP1 EADCO channel 6 analog input.
EBI_nWRH O MFP2 EBI high byte write enable output pin
EMAC_PPS O MFP3 EMAC Pulse Per Second output pin.
USCI1_DAT1 /10 MFP4 USCI1 data 1 pin.
CAN1_RXD | MFP5 CAN1 bus receiver input.
UART1_RXD | MFP6 UART1 data receiver input pin.
SD1_CLK O MFP7 SD/SDIO1 clock output pin
EBI_nCS1 O MFP8 EBI chip select 1 output pin.
BPWM1_CH5 1/0 MFP10 BPWML1 channel 5 output/capture input.
EPWM1_BRAKE1 | MFP11 EPWM1 Brake 1 input pin.
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EPWM1_CH5 1/0 MFP12 EPWM1 channel 5 output/capture input.
INT4 | MFP13 External interrupt 4 input pin.
USB_VBUS_EN (0] MFP14 USB external VBUS regulator enable pin.
ACMP1_O O MFP15 Analog comparator 1 output pin.
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4.3 M48xxEBAE/M48xxGCAE Pin Description

4.3.1 MA481 Series Pin Description

MFP* = Multi-function pin. (Refer to section SYS_GPx_MFPL and SYS_GPx_MFPH)
PA.0 MFPO means SYS_GPA_MFPL[3:0] = 0x0.

PA.9 MFP5 means SYS_GPA_MFPH[7:4] = 0x5.

32 | 48 | 64 |Pin Name Type MFP Description
Pin | Pin | Pin
48 | 1 |PB.6 1/0 MFPO |General purpose digital I/O pin.
EADCO_CH6 A MFP1 |EADCO channel 6 analog input.
EBI_nWRHPA.1 O MFP2  |EBI high byte write enable output pin
CAN1_RXD | MFP5  |CANL1 bus receiver input.
UART1_RXD | MFP6 |UART1 data receiver input pin.
EBI_nCS1 (@) MFP8 |EBI chip select 1 output pin.
BPWM1_CH5 1/0 MFP10 |BPWM1 channel 5 output/capture input.
EPWM1_BRAKE1 | MFP11 |EPWML1 Brake 1 input pin.
EPWM1_CH5 110 MFP12 |EPWM1 channel 5 output/capture input.
INT4 | MFP13 |External interrupt 4 input pin.
USB_VBUS_EN O MFP14 |USB external VBUS regulator enable pin.
ACMP1_0O O MFP15 |Analog comparator 1 output pin.
1 1 2 |PB.5 1/0 MFPO |General purpose digital /O pin.
EADCO_CH5 A MFP1 |EADCO channel 5 analog input.
ACMP1_N A MFP1 |Analog comparator 1 negative input pin.
EBI_ADRO O MFP2 |EBI address bus bit 0.
SDO_DAT3 1/10 MFP3 |SD/SDIOO data line bit 3.
SPI1_MISO 110 MFP5 |SPI1 MISO (Master In, Slave Out) pin.
I2C0_SCL 1/10 MFP6  [I2CO clock pin.
UART5_TXD (@) MFP7 |UARTS5 data transmitter output pin.
SCO_CLK (@) MFP9  |Smart Card 0O clock pin.
12S0_BCLK (e} MFP10 |[I2S0 bit clock output pin.
EPWMO_CHO 110 MFP11 |EPWMO channel 0 output/capture input.
UART2_TXD (0] MFP12 |UART2 data transmitter output pin.
T™MO 1/0 MFP14 |Timer0 event counter input/toggle output pin.
INTO | MFP15 |External interrupt O input pin.
2 2| 3 |PB4 110 MFPO |General purpose digital /0 pin.
EADCO_CH4 A MFP1 |EADCO channel 4 analog input.
ACMP1_P1 A MFP1 |Analog comparator 1 positive input 1 pin.
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32 | 48 | 64 |Pin Name Type MFP Description

Pin | Pin | Pin
EBI_ADR1 O MFP2 |EBI address bus bit 1.
SDO_DAT2 110 MFP3 |SD/SDIOO data line bit 2.
SPI1_MOSI 110 MFP5 |SPI1 MOSI (Master Out, Slave In) pin.
I2C0_SDA 1/10 MFP6  |I2CO data input/output pin.
UART5_RXD | MFP7 |UARTS data receiver input pin.
SCO_DAT 1/0 MFP9 |Smart Card O data pin.
12S0_MCLK o MFP10 |I2S0 master clock output pin.
EPWMO_CH1 110 MFP11 |EPWMO channel 1 output/capture input.
UART2_RXD | MFP12 |UART2 data receiver input pin.
T™M1 110 MFP14 |Timerl event counter input/toggle output pin.
INT1 | MFP15 |External interrupt 1 input pin.

3| 3| 4 |PB3 1/0 MFPO |General purpose digital I/O pin.
EADCO_CH3 A MFP1 |EADCO channel 3 analog input.
EADC1_CH11 A MFP1 |EADC1 channel 11 analog input.
ACMPO_N A MFP1 |Analog comparator O negative input pin.
EBI_ADR2 O MFP2 |EBI address bus bit 2.

SDO_DAT1 110 MFP3 |SD/SDIOO data line bit 1.

SPI1_CLK 110 MFP5  |SPI1 serial clock pin.

UART1_TXD (@) MFP6 |UARTL1 data transmitter output pin.
UART5_nRTS (@) MFP7 |UARTS5 request to Send output pin.
SCO_RST O MFP9  |Smart Card O reset pin.

12S0_DI I MFP10 [12S0 data input pin.

EPWMO_CH2 1/0 MFP11 |EPWMO channel 2 output/capture input.
I’C1_SCL 110 MFP12 |I?C1 clock pin.

T™M2 110 MFP14 |Timer2 event counter input/toggle output pin.
INT2 | MFP15 |External interrupt 2 input pin.

41 4] 5 |PB2 110 MFPO |General purpose digital /O pin.
EADCO_CH2 A MFP1 |EADCO channel 2 analog input.
EADC1_CH10 A MFP1 |EADCL1 channel 10 analog input.
ACMPO_P1 A MFP1 |Analog comparator O positive input 1 pin.
EBI_ADR3 (@) MFP2 |EBI address bus bit 3.

SDO_DATO 1/10 MFP3 |SD/SDIOO data line bit 0.
SPI1_SS 110 MFP5 |SPI1 slave select pin.
UART1_RXD | MFP6 |UART1 data receiver input pin.
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32 | 48 | 64 |Pin Name Type MFP Description
Pin | Pin | Pin

UART5_nCTS | MFP7 |UARTS5 clear to Send input pin.
SCO0_PWR O MFP9  |Smart Card O power pin.
12S0_DO (e} MFP10 |[I2SO data output pin.
EPWMO_CH3 110 MFP11 |EPWMO channel 3 output/capture input.
I2C1_SDA 110 MFP12 [I2C1 data input/output pin.
T™M3 1/0 MFP14 |Timer3 event counter input/toggle output pin.
INT3 | MFP15 |External interrupt 3 input pin.

5|5 6 |PB.1 110 MFPO |General purpose digital I/O pin.
EADCO_CH1 A MFP1 |EADCO channel 1 analog input.
EADC1_CH9 A MFP1 |EADCL1 channel 9 analog input.
EBI_ADRS8 (0] MFP2 |EBI address bus bit 8.
SDO_CLK (@) MFP3 |SD/SDIOO clock output pin
SPI1_I12SMCLK 110 MFP5  |SPI1 I>S master clock output pin
UART2_TXD (0] MFP7 |UART2 data transmitter output pin.
I2C1_SCL 1/10 MFP9  [I?C1 clock pin.
I2S0_LRCK (e} MFP10 |I2S0 left right channel clock output pin.
EPWMO_CH4 110 MFP11 |EPWMO channel 4 output/capture input.
EPWM1_CH4 110 MFP12 |EPWML1 channel 4 output/capture input.
EPWMO_BRAKEO | MFP13 |EPWMO Brake 0 input pin.

6 | 6 7 |PB.O 110 MFPO |General purpose digital /O pin.
EADCO_CHO A MFP1 |EADCO channel 0 analog input.
EADC1_CH8 A MFP1 |EADCL1 channel 8 analog input.
EBI_ADR9 (0] MFP2 |EBI address bus bit 9.
SDO0_CMD 1/0 MFP3 |SD/SDIO0 command/response pin
SPI2_I12SMCLK 110 MFP4 |SPI2 I>S master clock output pin
UART2_RXD | MFP7 |UART2 data receiver input pin.
SPI0_I2SMCLK 110 MFP8 |SPIO I2S master clock output pin
I2C1_SDA 1/10 MFP9 |I2C1 data input/output pin.
EPWMO_CH5 1/0 MFP11 |EPWMO channel 5 output/capture input.
EPWM1_CH5 1/0 MFP12 |EPWML1 channel 5 output/capture input.
EPWMO_BRAKE1 | MFP13 |EPWMO Brake 1 input pin.

7 8 |PA.11 110 MFPO |General purpose digital /0O pin.

EADC1_CH7 A MFP1 |EADCL1 channel 7 analog input.
ACMPO_PO A MFP1 |Analog comparator O positive input O pin.

Feb 22, 2022 Page 217 of 525 Rev 3.03



NnuvoTonN

MA480 Series
32 | 48 | 64 |Pin Name Type MFP Description
Pin | Pin | Pin
EBI_nRD O MFP2 |EBI read enable output pin.
SPI2_SS 110 MFP4 |SPI2 slave select pin.
12C2_SCL 1/10 MFP7  [1>C2 clock pin.
UART6_TXD (@) MFP8 |UARTS®6 data transmitter output pin.
BPWMO_CHO 110 MFP9  |BPWMO channel O output/capture input.
EPWMO_SYNC_OUT (@) MFP10 |EPWMO counter synchronous trigger output pin.
TMO_EXT 110 MFP13 |Timer0 external capture input/toggle output pin.
8 9 |PA.10 110 MFPO |General purpose digital I/O pin.
EADC1_CH®6 A MFP1 |EADC1 channel 6 analog input.
ACMP1_PO A MFP1 |Analog comparator 1 positive input O pin.
EBI_nWR O MFP2  |EBI write enable output pin.
SPI2_CLK 1/0 MFP4  |SPI2 serial clock pin.
I2C2_SDA 1/10 MFP7  |I2C2 data input/output pin.
UART6_RXD | MFP8 |UART6 data receiver input pin.
BPWMO_CH1 110 MFP9  |BPWMO channel 1 output/capture input.
QEI1_INDEX | MFP10 |Quadrature encoder 1 index input
ECAPO_ICO | MFP11 |Enhanced capture unit O input O pin.
TM1_EXT 110 MFP13 |Timerl external capture input/toggle output pin.
DACO_ST | MFP14 |DACO external trigger input.
SWDH_CLK (@) MFP15 |Serial Wire Debug Host Clock output
9 | 10 [PA.9 110 MFPO |General purpose digital /0O pin.
EADC1_CH5 A MFP1 |EADCL1 channel 5 analog input.
EBI_MCLK O MFP2  |EBI external clock output pin.
SPI2_MISO 1/0 MFP4  |SPI2 MISO (Master In, Slave Out) pin.
UART1_TXD (@) MFP7 |UARTL1 data transmitter output pin.
UART7_TXD O MFP8 |UART?7 data transmitter output pin.
BPWMO_CH2 110 MFP9  |BPWMO channel 2 output/capture input.
QEI1L_A | MFP10 |Quadrature encoder 1 phase A input
ECAPO_IC1 | MFP11 |Enhanced capture unit O input 1 pin.
TM2_EXT 1/0 MFP13 |Timer2 external capture input/toggle output pin.
SWDH_DAT 110 MFP15 |Serial Wire Debug Host Data input/output pin
10 | 11 |PA8 110 MFPO |General purpose digital /O pin.
EADC1_CH4 A MFP1 |EADCL1 channel 4 analog input.
EBI_ALE (@) MFP2 |EBI address latch enable output pin.
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32 | 48 | 64 |Pin Name Type MFP Description

Pin | Pin | Pin

SPI2_MOSI 110 MFP4  |SPI2 MOSI (Master Out, Slave In) pin.
UART1_RXD | MFP7 |UART1 data receiver input pin.
UART7_RXD | MFP8 |UARTY data receiver input pin.
BPWMO_CH3 110 MFP9 |BPWMO channel 3 output/capture input.
QEI1_B | MFP10 |Quadrature encoder 1 phase B input
ECAPO_IC2 | MFP11 |Enhanced capture unit O input 2 pin.
TM3_EXT 110 MFP13 |Timer3 external capture input/toggle output pin.
INT4 | MFP15 |External interrupt 4 input pin.

12 |PF.6 110 MFPO |General purpose digital I/O pin.
EBI_ADR19 (0] MFP2 |EBI address bus bit 19.
SCO_CLK o MFP3  |Smart Card 0 clock pin.
I2S0_LRCK o MFP4  [12S0 left right channel clock output pin.
SPIO_MOSI 110 MFP5 |SPIO MOSI (Master Out, Slave In) pin.
UART4_RXD | MFP6 |UART4 data receiver input pin.
EBI_nCSO O MFP7  |EBI chip select 0 output pin.
CAN2_RXD | MFP8 |CAN2 bus receiver input.
TAMPERO 110 MFP10 |TAMPER detector loop pin 0.

13 |Vear P MFPO |Power supply by batteries for RTC.

7 |11 | 14 |PF5 110 MFPO |General purpose digital /O pin.
UART2_RXD | MFP2 |UART2 data receiver input pin.
UART2_nCTS | MFP4 |UART2 clear to Send input pin.
EPWMO_CHO 110 MFP7 |EPWMO channel O output/capture input.
BPWMO_CH4 110 MFP8 |BPWMO channel 4 output/capture input.
EPWMO_SYNC_OUT O MFP9  |EPWMO counter synchronous trigger output pin.
X32_IN | MFP10 |External 32.768 kHz crystal input pin.
EADCO_ST | MFP11 |EADCO external trigger input.

8 | 12 | 15 |PF.4 110 MFPO |General purpose digital /O pin.
UART2_TXD (@) MFP2 |UART2 data transmitter output pin.
UART2_nRTS (@) MFP4 |UART2 request to Send output pin.
EPWMO_CH1 1/0 MFP7 |EPWMO channel 1 output/capture input.
BPWMO_CH5 110 MFP8 |BPWMO channel 5 output/capture input.
X32_0OuUT (@) MFP10 |External 32.768 kHz crystal output pin.
EADC1_ST | MFP11 |EADCL1 external trigger input.

9 | 13| 16 |PF.3 110 MFPO |General purpose digital I/0 pin.
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32 | 48 | 64 |Pin Name Type MFP Description
Pin | Pin | Pin
EBI_nCSO O MFP2  |EBI chip select 0 output pin.
UARTO_TXD O MFP3 |UARTO data transmitter output pin.
I2CO_SCL 1/10 MFP4  [1>CO clock pin.
XT1_IN | MFP10 |External 4~24 MHz (high speed) crystal input pin.
BPWM1_CHO 110 MFP11 |BPWML1 channel 0 output/capture input.
10 | 14 | 17 |PF.2 1/0 MFPO |General purpose digital /O pin.
EBI_nCS1 O MFP2  |EBI chip select 1 output pin.
UARTO_RXD | MFP3 |UARTO data receiver input pin.
I2CO_SDA 110 MFP4  [I>CO data input/output pin.
QSPIO_CLK 110 MFP5  |Quad SPIO serial clock pin.
XT1_OUT (@) MFP10 |External 4~24 MHz (high speed) crystal output pin.
BPWM1_CH1 1/0 MFP11 |BPWM1 channel 1 output/capture input.
18 |PC.7 110 MFPO |General purpose digital I/O pin.
EBI_AD9 110 MFP2 |EBI address/data bus bit 9.
SPI1_MISO 110 MFP4 |SPI1 MISO (Master In, Slave Out) pin.
UART4_TXD (@) MFP5 |UART4 data transmitter output pin.
UARTO_nCTS | MFP7 |UARTO clear to Send input pin.
I2C1_SMBAL O MFP8 |I2)C1 SMBus SMBALTER pin
UART6_TXD (@) MFP9 |UART®6 data transmitter output pin.
EPWM1_CH2 110 MFP11 |EPWM1 channel 2 output/capture input.
BPWM1_CHO 110 MFP12 |BPWML1 channel O output/capture input.
T™MO 110 MFP14 |Timer0 event counter input/toggle output pin.
INT3 | MFP15 |External interrupt 3 input pin.
19 |PC.6 1/0 MFPO |General purpose digital /O pin.
EBI_AD8 110 MFP2 |EBI address/data bus bit 8.
SPI1_MOSI 110 MFP4 |SPI1 MOSI (Master Out, Slave In) pin.
UART4_RXD | MFP5 |UART4 data receiver input pin.
UARTO_nRTS (@) MFP7 |UARTO request to Send output pin.
I)C1_SMBSUS O MFP8  [I2C1 SMBus SMBSUS pin (PMBus CONTROL pin)
UART6_RXD | MFP9 |UART6 data receiver input pin.
EPWM1_CH3 110 MFP11 |EPWM1 channel 3 output/capture input.
BPWM1_CH1 110 MFP12 |BPWM1 channel 1 output/capture input.
T™M1 110 MFP14 |Timerl event counter input/toggle output pin.
INT2 | MFP15 |External interrupt 2 input pin.
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32 | 48 | 64 |Pin Name Type MFP Description
Pin | Pin | Pin
15 | 20 |PA.7 110 MFPO |General purpose digital I/O pin.
EBI_AD7 110 MFP2 |EBI address/data bus bit 7.
SPI1_CLK 110 MFP4  |SPI1 serial clock pin.
UARTO_TXD (@) MFP7 |UARTO data transmitter output pin.
I2C1_SCL 110 MFP8  [I2C1 clock pin.
QSPI1_MISO1 1/0 MFP9 |Quad SPI1 MISO1 (Master In, Slave Out) pin.
EPWM1_CH4 110 MFP11 |EPWM1 channel 4 output/capture input.
BPWM1_CH2 110 MFP12 |BPWML1 channel 2 output/capture input.
ACMPO_WLAT | MFP13 |Analog comparator 0 window latch input pin
T™M2 110 MFP14 |Timer2 event counter input/toggle output pin.
INT1 | MFP15 |External interrupt 1 input pin.
16 | 21 |PA.6 1/0 MFPO |General purpose digital I/O pin.
EBI_AD6 110 MFP2 |EBI address/data bus bit 6.
SPI1_SS 110 MFP4  |SPI1 slave select pin.
UARTO_RXD | MFP7 |UARTO data receiver input pin.
I2C1_SDA 1/10 MFP8 [I2C1 data input/output pin.
QSPI1_MOSI1 110 MFP9 |Quad SPI1 MOSI1 (Master Out, Slave In) pin.
EPWM1_CH5 1/0 MFP11 |EPWM1 channel 5 output/capture input.
BPWM1_CHS3 110 MFP12 |BPWML1 channel 3 output/capture input.
ACMP1_WLAT | MFP13 |Analog comparator 1 window latch input pin
T™M3 110 MFP14 |Timer3 event counter input/toggle output pin.
INTO | MFP15 |External interrupt O input pin.
22 |Vss P MFPO  |Ground pin for digital circuit.
23 Voo P MFPO  |Power supply for I/O ports and LDO source for internal PLL
and digital circuit.
24 |LDO_CAP A MFPO  |LDO output pin.
Note: ‘ This pin needs to be connected with an external
capacitor.

17 | 25 |PAS 110 MFPO |General purpose digital 1/0 pin.
QSPIO_MISO1 1/0 MFP3 |Quad SPIO MISO1 (Master In, Slave Out) pin.
SPI1_I2SMCLK 110 MFP4  |SPI1 I2S master clock output pin
UARTO_nCTS | MFP7 |UARTO clear to Send input pin.

UARTS5_TXD (@) MFP8 |UARTS5 data transmitter output pin.
12C0_SCL 1/10 MFP9  [I2CO clock pin.
CANO_TXD (@) MFP10 |CANO bus transmitter output.
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32 | 48 | 64 |Pin Name Type MFP Description

Pin | Pin | Pin
UARTO_TXD O MFP11 |UARTO data transmitter output pin.
BPWMO_CH5 110 MFP12 |BPWMO channel 5 output/capture input.
EPWMO_CHO 110 MFP13 |EPWMO channel O output/capture input.
QEIO_INDEX | MFP14 |Quadrature encoder O index input

18 | 26 |PA.4 110 MFPO |General purpose digital /0 pin.

QSPIO_MOSI1 1/0 MFP3 |Quad SPIO MOSI1 (Master Out, Slave In) pin.
SPIO_I2SMCLK 110 MFP4 |SPIO I>S master clock output pin
SC0_nCD | MFP6 |Smart Card O card detect pin.
UARTO_nRTS (0] MFP7 |UARTO request to Send output pin.
UART5_RXD | MFP8 |UARTS data receiver input pin.
I2C0_SDA 1/10 MFP9  |I2CO data input/output pin.
CANO_RXD | MFP10 |CANO bus receiver input.
UARTO_RXD | MFP11 |UARTO data receiver input pin.
BPWMO_CH4 110 MFP12 |BPWMO channel 4 output/capture input.
EPWMO_CH1 110 MFP13 |EPWMO channel 1 output/capture input.
QEIO_A | MFP14 |Quadrature encoder O phase A input

11 |1 19 | 27 |PA3 110 MFPO |General purpose digital /O pin.
QSPIO_SS 1/10 MFP3  |Quad SPIO slave select pin.
SPIO_SS 110 MFP4 |SPIO slave select pin.
SCO_PWR (@) MFP6 |Smart Card O power pin.
UART4_TXD O MFP7 |UARTA4 data transmitter output pin.
UART1_TXD (@) MFP8 |UARTL1 data transmitter output pin.
I’C1_SCL 110 MFP9  [I2C1 clock pin.
I2CO_SMBAL O MFP10 |I2CO SMBus SMBALTER pin
BPWMO_CH3 110 MFP12 |BPWMO channel 3 output/capture input.
EPWMO_CH2 110 MFP13 |EPWMO channel 2 output/capture input.
QEIO_B | MFP14 |Quadrature encoder O phase B input
EPWM1_BRAKE1 | MFP15 |EPWML1 Brake 1 input pin.

12 | 20 | 28 |PA.2 1/0 MFPO |General purpose digital /0 pin.
QSPIO_CLK 1/0 MFP3 |Quad SPIO serial clock pin.
SPIO_CLK 110 MFP4  |SPIO serial clock pin.
SCO_RST (@) MFP6 |Smart Card O reset pin.
UART4_RXD | MFP7 |UART4 data receiver input pin.
UART1_RXD | MFP8 |UART1 data receiver input pin.
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Pin | Pin | Pin
I2C1_SDA 1/10 MFP9 [I2C1 data input/output pin.
12C0_SMBSUS O MFP10 [I2CO SMBus SMBSUS pin (PMBus CONTROL pin)
BPWMO_CH2 110 MFP12 |BPWMO channel 2 output/capture input.
EPWMO_CH3 110 MFP13 |EPWMO channel 3 output/capture input.
13|21 ]29 |PAL 110 MFPO |General purpose digital I/O pin.
QSPIO_MISOO0 1/0 MFP3 |Quad SPIO MISOO0 (Master In, Slave Out) pin.
SPIO_MISO 110 MFP4  |SPIO MISO (Master In, Slave Out) pin.
SCO_DAT 110 MFP6 |Smart Card O data pin.
UARTO_TXD (0] MFP7 |UARTO data transmitter output pin.
UART1_nCTS | MFP8 |UART1 clear to Send input pin.
I2C2_SCL 110 MFP9  [I2C2 clock pin.
CCAP_DATAY | MFP10 |Camera capture data input bus bit 7.
BPWMO_CH1 110 MFP12 |BPWMO channel 1 output/capture input.
EPWMO_CH4 110 MFP13 |EPWMO channel 4 output/capture input.
14 | 22 | 30 |PA.O 110 MFPO |General purpose digital /O pin.
QSPI0_MOSIO 1/10 MFP3  |Quad SPI0O MOSIO (Master Out, Slave In) pin.
SPIO_MOSI 110 MFP4  |SPIO MOSI (Master Out, Slave In) pin.
SCO0_CLK O MFP6 |Smart Card O clock pin.
UARTO_RXD | MFP7 |UARTO data receiver input pin.
UART1_nRTS (@) MFP8 |UARTL1 request to Send output pin.
I2C2_SDA 1/10 MFP9  [I2C2 data input/output pin.
CCAP_DATA6 | MFP10 |Camera capture data input bus bit 6.
BPWMO_CHO 1/0 MFP12 |BPWMO channel 0 output/capture input.
EPWMO_CH5 1/0 MFP13 |EPWMO channel 5 output/capture input.
DACO_ST | MFP15 |DACO external trigger input.
15| 23 | 31 |Vbpio P MFPO  |Power supply for PA.O~PA.5.
16 | 24 | 32 |[nRESET | MFPO |External reset input: active LOW, with an internal pull-up. Set
this pin low reset to initial state.
Note: It is recommended to use 10 kQ pull-up resistor and 10
uF capacitor on nRESET pin.
17 | 25| 33 |PF.0 1/0 MFPO |General purpose digital I/0 pin.
UART1_TXD (@) MFP2 |UARTL1 data transmitter output pin.
I2C1_SCL 1/10 MFP3  [I?C1 clock pin.
UARTO_TXD (@) MFP4 |UARTO data transmitter output pin.
BPWM1_CHO 110 MFP12 |BPWML1 channel 0 output/capture input.
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Pin | Pin | Pin
ICE_DAT 110 MFP14 |Serial wired debugger data pin.
Note: It is recommended to use 100 kQ pull-up resistor on
ICE_DAT pin.
18 | 26 | 34 |PF.1 1/0 MFPO |General purpose digital I/O pin.
UART1_RXD | MFP2 |UART1 data receiver input pin.
I2C1_SDA 1/10 MFP3  [I2C1 data input/output pin.
UARTO_RXD | MFP4  |UARTO data receiver input pin.
BPWM1_CH1 110 MFP12 |BPWML1 channel 1 output/capture input.
ICE_CLK 110 MFP14 |Serial wired debugger clock pin.
Note: It is recommended to use 100 kQ pull-up resistor on
ICE_CLK pin.
27 | 35 |[PC5 110 MFPO |General purpose digital I/0 pin.
EBI_AD5 1/0 MFP2 |EBI address/data bus bit 5.
QSPIO_MISO1 1/0 MFP4 |Quad SPIO MISO1 (Master In, Slave Out) pin.
UART2_TXD (@) MFP8 |UART2 data transmitter output pin.
I2C1_SCL 1/10 MFP9  [I?C1 clock pin.
CANO_TXD (@) MFP10 |CANO bus transmitter output.
UART4_TXD (0] MFP11 |UART4 data transmitter output pin.
EPWM1_CHO 1/0 MFP12 |EPWM1 channel 0 output/capture input.
CCAP_DATAS | MFP13 |Camera capture data input bus bit 5.
QSPI1_SS 110 MFP14 |Quad SPI1 slave select pin.
28 | 36 |[PC.4 110 MFPO |General purpose digital /O pin.
EBI_AD4 110 MFP2  |EBI address/data bus bit 4.
QSPI0O_MOSI1 110 MFP4 |Quad SPI0 MOSI1 (Master Out, Slave In) pin.
I2S0_BCLK (e} MFP6  [12S0 bit clock output pin.
SPI1_12SMCLK 110 MFP7  |SPI1 I2S master clock output pin
UART2_RXD | MFP8 |UART2 data receiver input pin.
I2C1_SDA 1/10 MFP9 [I?C1 data input/output pin.
CANO_RXD | MFP10 |CANO bus receiver input.
UART4_RXD | MFP11 |UART4 data receiver input pin.
EPWM1_CH1 1/0 MFP12 |EPWM1 channel 1 output/capture input.
CCAP_DATA4 | MFP13 |Camera capture data input bus bit 4.
QSPI1_CLK 110 MFP14 |Quad SPI1 serial clock pin.
29 | 37 |[PC.3 110 MFPO |General purpose digital /O pin.
EBI_AD3 110 MFP2 |EBI address/data bus bit 3.
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Pin | Pin | Pin
QSPIO_SS 110 MFP4 |Quad SPIO slave select pin.
12S0_MCLK o MFP6  [1°S0 master clock output pin.
SPI1_MISO 110 MFP7 |SPI1 MISO (Master In, Slave Out) pin.
UART2_nRTS (@) MFP8 |UART2 request to Send output pin.
I2CO_SMBAL O MFP9  |I2CO SMBus SMBALTER pin
CAN1_TXD (@) MFP10 |CANL1 bus transmitter output.
UART3_TXD O MFP11 |UARTS3 data transmitter output pin.
EPWM1_CH2 110 MFP12 |EPWM1 channel 2 output/capture input.
CCAP_DATA3 | MFP13 |Camera capture data input bus bit 3.
QSPI1_MISO0 110 MFP14 |Quad SPI1 MISOO (Master In, Slave Out) pin.

30 | 38 [PC.2 110 MFPO |General purpose digital I/0 pin.

EBI_AD2 1/0 MFP2 |EBI address/data bus bit 2.
QSPIO_CLK 110 MFP4  |Quad SPIO serial clock pin.
12S0_DI I MFP6 |1°S0 data input pin.
SPI1_MOSI 110 MFP7 |SPI1 MOSI (Master Out, Slave In) pin.
UART2_nCTS | MFP8 |UART?2 clear to Send input pin.
I’CO_SMBSUS e} MFP9  [12CO SMBus SMBSUS pin (PMBus CONTROL pin)
CAN1_RXD | MFP10 |CANL1 bus receiver input.
UART3_RXD | MFP11 |UARTS3 data receiver input pin.
EPWM1_CHS3 110 MFP12 |EPWM1 channel 3 output/capture input.
CCAP_DATA2 | MFP13 |Camera capture data input bus bit 2.
QSPI1_MOSIO 110 MFP14 |Quad SPI1 MOSIO (Master Out, Slave In) pin.

191 31|39 |PC.1 110 MFPO |General purpose digital I/O pin.
EBI_AD1 110 MFP2 |EBI address/data bus bit 1.
QSPI0_MISOO0 110 MFP4  |Quad SPIO MISOO0 (Master In, Slave Out) pin.
12S0_DO (e} MFP6 [I°S0O data output pin.
SPI1_CLK 110 MFP7  |SPI1 serial clock pin.
UART2_TXD (@) MFP8 |UART2 data transmitter output pin.
I2C0_SCL 1/10 MFP9  [I2CO clock pin.
CAN2_TXD (0] MFP10 |CAN2 bus transmitter output.
EPWM1_CH4 110 MFP12 |EPWM1 channel 4 output/capture input.
CCAP_DATA1 | MFP13 |Camera capture data input bus bit 1.
ACMPO_O (@) MFP14 |Analog comparator O output pin.
EADCO_ST | MFP15 |EADCO external trigger input.
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20 | 32 | 40 |PC.O 110 MFPO |General purpose digital /0 pin.
EBI_ADO 110 MFP2 |EBI address/data bus bit 0.
QSPI0O_MOSIO 110 MFP4  |Quad SPIO MOSIO (Master Out, Slave In) pin.
I2SO_LRCK (e} MFP6  [12S0 left right channel clock output pin.
SPI1_SS 110 MFP7 |SPI1 slave select pin.
UART2_RXD | MFP8 |UART2 data receiver input pin.
I2CO_SDA 1/10 MFP9  [I2CO data input/output pin.
CAN2_RXD | MFP10 |CAN2 bus receiver input.
EPWM1_CH5 110 MFP12 |EPWML1 channel 5 output/capture input.
CCAP_DATAO | MFP13 |Camera capture data input bus bit 0.
ACMP1_O O MFP14 |Analog comparator 1 output pin.
EADC1_ST | MFP15 |EADCL1 external trigger input.
41 (PD.3 110 MFPO |General purpose digital I/O pin.
EBI_AD10 110 MFP2 |EBI address/data bus bit 10.
SPIO_SS 110 MFP4 |SPIO slave select pin.
UART3_nRTS (@) MFP5 |UART3 request to Send output pin.
UARTO_TXD O MFP9 |UARTO data transmitter output pin.
42 |PD.2 1/0 MFPO |General purpose digital /0 pin.
EBI_AD11 110 MFP2 |EBI address/data bus bit 11.
SPI0_CLK 110 MFP4  |SPIO serial clock pin.
UART3_nCTS | MFP5 |UARTS3 clear to Send input pin.
UARTO_RXD | MFP9 |UARTO data receiver input pin.
43 |PD.1 1/0 MFPO |General purpose digital /O pin.
EBI_AD12 1/0 MFP2 |EBI address/data bus bit 12.
SPIO_MISO 110 MFP4  |SPIO MISO (Master In, Slave Out) pin.
UART3_TXD O MFP5 |UART3 data transmitter output pin.
12C2_SCL 1/10 MFP6  [I°C2 clock pin.
44 (PD.O 110 MFPO |General purpose digital I/0 pin.
EBI_AD13 110 MFP2 |EBI address/data bus bit 13.
SPI0O_MOSI 110 MFP4  |SPIO MOSI (Master Out, Slave In) pin.
UART3_RXD | MFP5 |UART3 data receiver input pin.
12C2_SDA 1/10 MFP6 [I>)C2 data input/output pin.
T™M2 110 MFP14 |Timer2 event counter input/toggle output pin.
21| 33 | 45 |PA.12 110 MFPO |General purpose digital I/0 pin.
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12S0_BCLK o MFP2  [IS0 bit clock output pin.
UART4_TXD O MFP3 |UARTA4 data transmitter output pin.
I2C1_SCL 1/10 MFP4  |I>C1 clock pin.
SPI2_SS 110 MFP5 |SPI2 slave select pin.
CANO_TXD (0] MFP6 |CANO bus transmitter output.
BPWM1_CH2 1/0 MFP11 |BPWML1 channel 2 output/capture input.
QEI1_INDEX | MFP12 |Quadrature encoder 1 index input
USB_VBUS P MFP14 |Power supply from USB host or HUB.
22 | 34 | 46 |PA.13 110 MFPO |General purpose digital I/O pin.
12S0_MCLK 0 MFP2  [12S0 master clock output pin.
UART4_RXD | MFP3 |UART4 data receiver input pin.
I2C1_SDA 1/10 MFP4  |I2C1 data input/output pin.
SPI2_CLK 110 MFP5  |SPI2 serial clock pin.
CANO_RXD | MFP6 |CANO bus receiver input.
BPWM1_CHS3 110 MFP11 |BPWML1 channel 3 output/capture input.
QEI1_A | MFP12 |Quadrature encoder 1 phase A input
USB_D- A MFP14 |USB differential signal D-.
23 | 35| 47 |PA.14 110 MFPO |General purpose digital I/O pin.
12S0_DI I MFP2  |12S0 data input pin.
UARTO_TXD (@) MFP3 |UARTO data transmitter output pin.
SPI2_MISO 110 MFP5 |SPI2 MISO (Master In, Slave Out) pin.
I2C2_SCL 110 MFP6  [I2C2 clock pin.
BPWM1_CH4 110 MFP11 |BPWML1 channel 4 output/capture input.
QEI1_B | MFP12 |Quadrature encoder 1 phase B input
USB_D+ A MFP14 |USB differential signal D+.
24 | 36 | 48 |PA.15 110 MFPO |General purpose digital /O pin.
12S0_DO (e} MFP2  [I?S0O data output pin.
UARTO_RXD | MFP3 |UARTO data receiver input pin.
SPI2_MOSI 110 MFP5  |SPI2 MOSI (Master Out, Slave In) pin.
I2C2_SDA 1/10 MFP6 [I2C2 data input/output pin.
BPWM1_CH5 110 MFP11 |BPWML1 channel 5 output/capture input.
EPWMO_SYNC_IN | MFP12 |EPWMO counter synchronous trigger input pin.
USB_OTG_ID | MFP14 |USB_ identification.
25 | 37 | 49 |Vss P MFPO  |Ground pin for digital circuit.
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26 | 38 | 50 |LDO_CAP A MFPO  |LDO output pin.
Note: _ This pin needs to be connected with an external
capacitor.
27 | 39 | 51 |Vop P MFPO  |Power supply for I/O ports and LDO source for internal PLL
and digital circuit.
40 | 52 |PC.14 110 MFPO |General purpose digital I/O pin.
EBI_AD11 1/0 MFP2 |EBI address/data bus bit 11.
SPIO_I2SMCLK 110 MFP4 |SPIO I>S master clock output pin
QSPIO_CLK 110 MFP6 |Quad SPIO serial clock pin.
EPWMO_SYNC_IN | MFP11 |EPWMO counter synchronous trigger input pin.
ETM_TRACE_CLK | MFP12 |ETM receiver Trace Clock input pin
™M1 1/0 MFP13 |Timerl event counter input/toggle output pin.
USB_VBUS_ST | MFP14 |USB external VBUS regulator status pin.
28 | 41 | 53 |PB.15 110 MFPO |General purpose digital I/O pin.
EADCO_CH15 A MFP1 |EADCO channel 15 analog input.
EADC1_CH15 A MFP1 |EADCL1 channel 15 analog input.
EBI_AD12 110 MFP2 |EBI address/data bus bit 12.
SPIO_SS 110 MFP4  |SPIO slave select pin.
UARTO_nCTS | MFP6 |UARTO clear to Send input pin.
UART3_TXD (@) MFP7 |UART3 data transmitter output pin.
12C2_SMBAL O MFP8 |I°C2 SMBus SMBALTER pin
EPWMO_BRAKE1 | MFP10 |EPWMO Brake 1 input pin.
EPWM1_CHO 110 MFP11 |EPWM1 channel 0 output/capture input.
ETM_TRACE_DATAO | MFP12 |ETM receiver Trace Data O input pin
TMO_EXT 110 MFP13 |TimerO external capture input/toggle output pin.
USB_VBUS_EN (@) MFP14 |USB external VBUS regulator enable pin.
29 | 42 | 54 |PB.14 110 MFPO |General purpose digital /O pin.
EADCO_CH14 A MFP1 |EADCO channel 14 analog input.
EADC1_CH14 A MFP1 |EADCL1 channel 14 analog input.
EBI_AD13 110 MFP2 |EBI address/data bus bit 13.
SPIO_CLK 110 MFP4  |SPIO serial clock pin.
UARTO_nRTS (@) MFP6 |UARTO request to Send output pin.
UART3_RXD | MFP7 |UART3 data receiver input pin.
[2C2_SMBSUS o} MFP8 |1’)C2 SMBus SMBSUS pin (PMBus CONTROL pin)
EPWM1_CH1 110 MFP11 |EPWM1 channel 1 output/capture input.
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ETM_TRACE_DATA1 | MFP12 |ETM receiver Trace Data 1 input pin
TM1_EXT 110 MFP13 |Timerl external capture input/toggle output pin.
CLKO o MFP14 [Clock Out
USB_VBUS_ST | MFP15 |USB external VBUS regulator status pin.
30 | 43 | 55 |PB.13 1/10 MFPO  |General purpose digital I/0 pin.
EADCO_CH13 A MFP1 |EADCO channel 13 analog input.
EADC1_CH13 A MFP1 |EADCL1 channel 13 analog input.
ACMPO_P3 A MFP1 |Analog comparator O positive input 3 pin.
ACMP1_P3 A MFP1 |Analog comparator 1 positive input 3 pin.
EBI_AD14 110 MFP2 |EBI address/data bus bit 14.
SPIO_MISO 110 MFP4  |SPIO MISO (Master In, Slave Out) pin.
UARTO_TXD (@) MFP6 |UARTO data transmitter output pin.
UART3_nRTS O MFP7 |UART3 request to Send output pin.
12C2_SCL 1/10 MFP8  [I>C2 clock pin.
CCAP_PIXCLK | MFP10 |Camera capture interface pix clock input pin.
EPWM1_CH2 110 MFP11 |EPWML1 channel 2 output/capture input.
ETM_TRACE_DATA2 | MFP12 |ETM receiver Trace Data 2 input pin
TM2_EXT 110 MFP13 |Timer2 external capture input/toggle output pin.
31| 44 | 56 |PB.12 110 MFPO |General purpose digital I/O pin.
EADCO_CH12 A MFP1 |EADCO channel 12 analog input.
EADC1_CH12 A MFP1 |EADCL1 channel 12 analog input.
DACO_OuUT A MFP1 |DACO channel analog output.
ACMPO_P2 A MFP1 |Analog comparator O positive input 2 pin.
ACMP1_P2 A MFP1 |Analog comparator 1 positive input 2 pin.
EBI_AD15 110 MFP2 |EBI address/data bus bit 15.
SPI0_MOSI 110 MFP4 |SPIO MOSI (Master Out, Slave In) pin.
UARTO_RXD | MFP6 |UARTO data receiver input pin.
UART3_nCTS | MFP7 |UARTS3 clear to Send input pin.
I2C2_SDA 1/10 MFP8  [I2C2 data input/output pin.
SDO0_nCD | MFP9 |SD/SDIOO card detect input pin
CCAP_SCLK (@) MFP10 |Camera capture interface sensor clock pin.
EPWM1_CHS3 110 MFP11 |EPWM1 channel 3 output/capture input.
ETM_TRACE_DATA3 | MFP12 |ETM receiver Trace Data 3 input pin
TM3_EXT 110 MFP13 |Timer3 external capture input/toggle output pin.
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32 | 45| 57 |[AVmp P MFPO  |Power supply for internal analog circuit.
58 |Vrer A MFPO |ADC reference voltage input.
Note: This pin needs to be connected with a 1uF capacitor.
46 | 59 [AVss P MFPO  |Ground pin for analog circuit.
60 [PB.11 110 MFPO |General purpose digital I/0 pin.
EADCO_CH11 A MFP1 |EADCO channel 11 analog input.
EBI_ADR16 O MFP2 |EBI address bus bit 16.
UARTO_nCTS | MFP5 |UARTO clear to Send input pin.
UART4_TXD O MFP6 |UART4 data transmitter output pin.
I2C1_SCL 110 MFP7  [I>C1 clock pin.
CANO_TXD (0] MFP8 |CANO bus transmitter output.
SPIO_I2SMCLK 1/0 MFP9 |SPIO I>S master clock output pin
BPWM1_CHO 1/0 MFP10 |BPWM1 channel 0 output/capture input.
CCAP_SFIELD | MFP12 |Camera capture interface SFIELD input pin.
61 [PB.10 110 MFPO |General purpose digital /O pin.
EADCO_CH10 A MFP1 |EADCO channel 10 analog input.
EBI_ADR17 O MFP2  |EBI address bus bit 17.
UARTO_nRTS (0] MFP5 |UARTO request to Send output pin.
UART4_RXD | MFP6 |UART4 data receiver input pin.
I2C1_SDA 1/10 MFP7  |I2C1 data input/output pin.
CANO_RXD | MFP8 |CANO bus receiver input.
BPWM1_CH1 110 MFP10 |BPWM1 channel 1 output/capture input.
CCAP_VSYNC | MFP12 |Camera capture interface vsync input pin.
62 |PB.9 110 MFPO |General purpose digital /0 pin.
EADCO_CH9 A MFP1 |EADCO channel 9 analog input.
EBI_ADR18 O MFP2 |EBI address bus bit 18.
UARTO_TXD (@) MFP5 |UARTO data transmitter output pin.
UART1_nCTS | MFP6 |UART1 clear to Send input pin.
I2C1_SMBAL O MFP7  [I2C1 SMBus SMBALTER pin
UART7_TXD (@) MFP8 |UART?7 data transmitter output pin.
I2C0_SCL 1/10 MFP9  [I2CO clock pin.
BPWM1_CH2 110 MFP10 |BPWML1 channel 2 output/capture input.
CAN2_TXD (@) MFP12 |CAN2 bus transmitter output.
INT7 | MFP13 |External interrupt 7 input pin.
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CCAP_HSYNC | MFP14 |Camera capture interface hsync input pin.

63 |PB.8 110 MFPO |General purpose digital I/0 pin.

EADCO_CHS8 A MFP1 |EADCO channel 8 analog input.

EBI_ADR19 (0] MFP2 |EBI address bus bit 19.

UARTO_RXD | MFP5 |UARTO data receiver input pin.

UART1_nRTS (@) MFP6 |UARTL1 request to Send output pin.

I2C1_SMBSUS O MFP7  [I2)C1 SMBus SMBSUS pin (PMBus CONTROL pin)

UART7_RXD | MFP8 |UART?7 data receiver input pin.

I2CO_SDA 110 MFP9  [I>CO data input/output pin.

BPWM1_CH3 110 MFP10 |BPWM1 channel 3 output/capture input.

CAN2_RXD | MFP12 |CAN2 bus receiver input.

INT6 | MFP13 |External interrupt 6 input pin.

47 | 64 |PB.7 110 MFPO |General purpose digital /0O pin.
EADCO_CH7 A MFP1 |EADCO channel 7 analog input.
EBI_nWRL O MFP2 |EBI low byte write enable output pin.
CAN1_TXD (0] MFP5  |CAN1 bus transmitter output.
UART1_TXD O MFP6 |UART1 data transmitter output pin.
EBI_nCSO O MFP8 |EBI chip select 0 output pin.
BPWM1_CH4 110 MFP10 |BPWML1 channel 4 output/capture input.
EPWM1_BRAKEO | MFP11 |EPWML1 Brake O input pin.

EPWM1_CH4 110 MFP12 |EPWM1 channel 4 output/capture input.
INT5 | MFP13 |External interrupt 5 input pin.
USB_VBUS_ST | MFP14 |USB external VBUS regulator status pin.
ACMPO_O O MFP15 |Analog comparator O output pin.
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1]11]2]1]|PB5 I/0 MFPO |General purpose digital /O pin.
EADCO_CH5 A MFP1 |EADCO channel 5 analog input.
ACMP1_N A MFP1 |Analog comparator 1 negative input pin.
EBI_ADRO O MFP2 |EBI address bus bit 0.
SDO_DAT3 110 MFP3 |SD/SDIOO data line bit 3.
SPI1_MISO 110 MFP5 |SPI1 MISO (Master In, Slave Out) pin.
I2C0_SCL I/0 MFP6  [I2CO clock pin.
UART5_TXD O MFP7 |UARTS5 data transmitter output pin.
SCO0_CLK O MFP9 |Smart Card O clock pin.
12S0_BCLK (e} MFP10 |I12S0 bit clock output pin.
EPWMO_CHO I/0 MFP11 |EPWMO channel 0 output/capture input.
UART2_TXD (0] MFP12 |UART2 data transmitter output pin.
TMO 110 MFP14 |TimerO event counter input/toggle output pin.
INTO | MFP15 |External interrupt O input pin.

21213 2 |PB4 I/0 MFPO |General purpose digital /0 pin.
EADCO_CH4 A MFP1 |EADCO channel 4 analog input.
ACMP1_P1 A MFP1 ]Analog comparator 1 positive input 1 pin.
EBI_ADR1 O MFP2 |EBI address bus bit 1.
SDO_DAT2 110 MFP3 |SD/SDIOO data line bit 2.
SPI1_MOSI I/0 MFP5 |SPI1 MOSI (Master Out, Slave In) pin.
12CO_SDA 110 MFP6 [I>CO data input/output pin.
UART5_RXD | MFP7 |UARTS5 data receiver input pin.
SCO_DAT 110 MFP9 |Smart Card 0 data pin.
12SO_MCLK 0 MFP10 |I2S0O master clock output pin.
EPWMO_CH1 I/0 MFP11 |EPWMO channel 1 output/capture input.
UART2_RXD | MFP12 |UART2 data receiver input pin.
T™M1 I/0 MFP14 |Timerl event counter input/toggle output pin.
INT1 | MFP15 |External interrupt 1 input pin.

31314 3 |PB3 1/0 MFPO |General purpose digital /0 pin.
EADCO_CH3 A MFP1 |EADCO channel 3 analog input.
EADC1_CH11 A MFP1 |EADCL1 channel 11 analog input.
ACMPO_N A MFP1 |Analog comparator O negative input pin.
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Pin | Pin | Pin | Pin
EBI_ADR2 O MFP2 |EBI address bus bit 2.
SDO_DAT1 I/0 MFP3 |SD/SDIOO data line bit 1.
SPI1_CLK 110 MFP5 |SPI1 serial clock pin.
UART1_TXD O MFP6 |UART1 data transmitter output pin.
UART5_nRTS O MFP7 |UARTS5 request to Send output pin.
SCO_RST O MFP9 |Smart Card O reset pin.
12S0_DI | MFP10 |I2S0 data input pin.
EPWMO_CH2 I/0 MFP11 |EPWMO channel 2 output/capture input.
I2C1_SCL 110 MFP12 [I?C1 clock pin.
T™M2 I/0 MFP14 |Timer2 event counter input/toggle output pin.
INT2 | MFP15 |External interrupt 2 input pin.

4 4|5 4 |PB2 I/0 MFPO |General purpose digital /O pin.
EADCO_CH2 A MFP1 |EADCO channel 2 analog input.
EADC1_CH10 A MFP1 |EADC1 channel 10 analog input.
ACMPO_P1 A MFP1 |Analog comparator O positive input 1 pin.
EBI_ADR3 O MFP2 |EBI address bus bit 3.

SDO_DATO 110 MFP3 |SD/SDIOO data line bit 0.
SPI1_SS 110 MFP5 |SPI1 slave select pin.
UART1_RXD | MFP6 |UART1 data receiver input pin.
UART5_nCTS | MFP7 |UARTS5 clear to Send input pin.
SCO_PWR O MFP9 |Smart Card O power pin.
1)S0_DO o MFP10 |I2S0 data output pin.
EPWMO_CH3 I/0 MFP11 |EPWMO channel 3 output/capture input.
I’C1_SDA 110 MFP12 |I2C1 data input/output pin.
T™M3 I/0 MFP14 |Timer3 event counter input/toggle output pin.
INT3 | MFP15 |External interrupt 3 input pin.

5 |PC.12 I/0 MFPO |General purpose digital I1/O pin.
EBI_ADR4 O MFP2 |EBI address bus bit 4.
UARTO_TXD O MFP3 |UARTO data transmitter output pin.
I2C0_SCL I/0 MFP4  [I2CO clock pin.
UART6_TXD O MFP5 |UART6 data transmitter output pin.
SC0_nCD | MFP9 |Smart Card O card detect pin.
ECAP1_IC2 | MFP11 |Enhanced capture unit 1 input 2 pin.
EPWM1_CHO 1/0 MFP12 |EPWML1 channel 0 output/capture input.
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ACMPO_O O MFP14 |Analog comparator O output pin.

6 |PC.11 I/0 MFPO |General purpose digital /0 pin.
EBI_ADR5 O MFP2 |EBI address bus bit 5.
UARTO_RXD | MFP3 |UARTO data receiver input pin.
I2CO_SDA 11O MFP4  |I2CO data input/output pin.
UART6_RXD | MFP5 |UART®6 data receiver input pin.
ECAP1_IC1 | MFP11 |Enhanced capture unit 1 input 1 pin.
EPWM1_CH1 I/0 MFP12 |EPWML1 channel 1 output/capture input.
ACMP1_0O (0] MFP14 |Analog comparator 1 output pin.

7 |PC.10 I/0 MFPO |General purpose digital /0 pin.
EBI_ADRG6 (0] MFP2 |EBI address bus bit 6.
UART6_nRTS O MFP5 |UART®6 request to Send output pin.
UART3_TXD O MFP7 |UART3 data transmitter output pin.
CAN1_TXD (0] MFP9 |CANL1 bus transmitter output.
ECAP1_ICO | MFP11 |Enhanced capture unit 1 input O pin.
EPWM1_CH2 I/0 MFP12 |EPWML1 channel 2 output/capture input.
EADC1_ST | MFP14 |EADCL1 external trigger input.

8 [PC.9 I/0 MFPO |General purpose digital /0 pin.
EBI_ADR7 O MFP2 |EBI address bus bit 7.
UART6_nCTS | MFP5 |UART®6 clear to Send input pin.
UART3_RXD | MFP7 |UART3 data receiver input pin.
CAN1_RXD | MFP9 |CANL1 bus receiver input.
EPWM1_CH3 I/0 MFP12 |EPWM1 channel 3 output/capture input.
EADC1_ST | MFP14 |EADCL1 external trigger input.

515|619 |PB1 I/0 MFPO |General purpose digital /0 pin.

EADCO_CH1 A MFP1 |EADCO channel 1 analog input.
EADC1_CH9 A MFP1 |EADCL1 channel 9 analog input.
EBI_ADRS8 O MFP2 |EBI address bus bit 8.
SDO_CLK O MFP3 |SD/SDIOO clock output pin
SPI1_I2SMCLK 110 MFP5 [SPI1 I2S master clock output pin
UART2_TXD O MFP7 |UART2 data transmitter output pin.
I2C1_SCL 110 MFP9 [I>)C1 clock pin.
I2S0_LRCK (e} MFP10 |I12S0 left right channel clock output pin.
EPWMO_CH4 1/0 MFP11 |EPWMO channel 4 output/capture input.
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EPWM1_CH4 I/0 MFP12 |EPWML1 channel 4 output/capture input.
EPWMO_BRAKEO | MFP13 |EPWMO Brake 0 input pin.
6| 6| 7 |10 |PB.O 110 MFPO |General purpose digital I/O pin.
EADCO_CHO A MFP1 |EADCO channel 0 analog input.
EADC1_CH8 A MFP1 |EADCL1 channel 8 analog input.
EBI_ADR9 O MFP2 |EBI address bus bit 9.
SDO0_CMD I/0 MFP3 |SD/SDIO0 command/response pin
SPI2_I12SMCLK I/0 MFP4  |SPI2 I2S master clock output pin
UART2_RXD | MFP7 |UART?2 data receiver input pin.
SPI0_I2SMCLK 110 MFP8 [SPIO I2S master clock output pin
I2C1_SDA 11O MFP9 [I2)C1 data input/output pin.
EPWMO_CH5 I/0 MFP11 |EPWMO channel 5 output/capture input.
EPWM1_CH5 I/0 MFP12 |EPWML1 channel 5 output/capture input.
EPWMO_BRAKE1 | MFP13 |EPWMO Brake 1 input pin.
11 |Vss P MFPO |Ground pin for digital circuit.
12 Voo P MFPO  |Power supply for I/0 ports and LDO source for internal PLL
and digital circuit.
718 |13 |PA11 I/0 MFPO |General purpose digital /0 pin.
EADC1_CH7 A MFP1 |EADCL1 channel 7 analog input.
ACMPO_PO A MFP1 |Analog comparator O positive input O pin.
EBI_nRD O MFP2 |EBI read enable output pin.
SPI2_SS I/0 MFP4 |SPI2 slave select pin.
12C2_SCL 110 MFP7  [I>)C2 clock pin.
UART6_TXD O MFP8 |UART6 data transmitter output pin.
BPWMO_CHO I/0 MFP9 |BPWMO channel O output/capture input.
EPWMO_SYNC_OUT O MFP10 |EPWMO counter synchronous trigger output pin.
TMO_EXT I/0 MFP13 |Timer0 external capture input/toggle output pin.
8 | 9 |14 |PA.10 I/0 MFPO |General purpose digital 1/O pin.
EADC1_CH6 A MFP1 |EADCL1 channel 6 analog input.
ACMP1_PO A MFP1 |Analog comparator 1 positive input O pin.
EBI_nWR O MFP2 |EBI write enable output pin.
SPI2_CLK 110 MFP4 |SPI2 serial clock pin.
I2C2_SDA 11O MFP7 [I2C2 data input/output pin.
UART6_RXD | MFP8 |UART®6 data receiver input pin.
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BPWMO_CH1 I/0 MFP9 |BPWMO channel 1 output/capture input.
QEI1_INDEX | MFP10 |Quadrature encoder 1 index input
ECAPO_ICO | MFP11 |Enhanced capture unit O input O pin.
TM1_EXT I/0 MFP13 |Timerl external capture input/toggle output pin.
DACO_ST | MFP14 |DACO external trigger input.
SWDH_CLK O MFP15 |Serial Wire Debug Host Clock output

9 |10 | 15 |PA.9 I/0 MFPO |General purpose digital /0 pin.
EADC1_CH5 A MFP1 |EADCL1 channel 5 analog input.
EBI_MCLK (0] MFP2 |EBI external clock output pin.
SPI2_MISO 110 MFP4 |SPI2 MISO (Master In, Slave Out) pin.
UART1_TXD O MFP7 |UART1 data transmitter output pin.
UART7_TXD O MFP8 |UARTY7 data transmitter output pin.
BPWMO_CH2 I/0 MFP9 |BPWMO channel 2 output/capture input.
QEI1L_A | MFP10 |Quadrature encoder 1 phase A input
ECAPO_IC1 | MFP11 |Enhanced capture unit O input 1 pin.
TM2_EXT I/0 MFP13 |Timer2 external capture input/toggle output pin.
SWDH_DAT 110 MFP15 |Serial Wire Debug Host Data input/output pin

10 | 11| 16 |PA8 110 MFPO |General purpose digital I/O pin.
EADC1_CH4 A MFP1 |EADCL1 channel 4 analog input.
EBI_ALE O MFP2 |EBI address latch enable output pin.
SPI12_MOSI I/0 MFP4 |SPI2 MOSI (Master Out, Slave In) pin.
UART1_RXD | MFP7 |UART1 data receiver input pin.
UART7_RXD | MFP8 |UART7 data receiver input pin.
BPWMO_CH3 I/0 MFP9 |BPWMO channel 3 output/capture input.
QEI1_B | MFP10 |Quadrature encoder 1 phase B input
ECAPO_IC2 | MFP11 |Enhanced capture unit O input 2 pin.
TM3_EXT I/0 MFP13 |Timer3 external capture input/toggle output pin.
INT4 | MFP15 |External interrupt 4 input pin.

17 |PC.13 I/0 MFPO |General purpose digital /0 pin.

EADC1_CH3 A MFP1 |EADCL1 channel 3 analog input.
EBI_ADR10 O MFP2 |EBI address bus bit 10.
SPI2_I12SMCLK I/0 MFP4 |SPI2 I>S master clock output pin
CAN1_TXD O MFP5 |CANL1 bus transmitter output.
UART2_TXD O MFP7 |UART2 data transmitter output pin.
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BPWMO_CH4 I/0 MFP9 |BPWMO channel 4 output/capture input.
CLKO O MFP13 |Clock Out
EADCO_ST | MFP14 |EADCO external trigger input.

18 |PD.12 I/0 MFPO |General purpose digital /0 pin.
EADC1_CH2 A MFP1 |EADCL1 channel 2 analog input.
EBI_nCSO O MFP2 |EBI chip select 0 output pin.
CAN1_RXD | MFP5 |CANL1 bus receiver input.

UART2_RXD | MFP7 |UART2 data receiver input pin.
BPWMO_CH5 110 MFP9 |BPWMO channel 5 output/capture input.
QEIO_INDEX | MFP10 |Quadrature encoder O index input
CLKO (e} MFP13 [Clock Out

EADCO_ST | MFP14 |EADCO external trigger input.

INT5 | MFP15 |External interrupt 5 input pin.

19 |PD.11 110 MFPO |General purpose digital I/O pin.
EADC1_CH1 A MFP1 |EADCL1 channel 1 analog input.
EBI_nCS1 O MFP2 |EBI chip select 1 output pin.
UART1_TXD O MFP3 |UART1 data transmitter output pin.
CANO_TXD O MFP4 |CANO bus transmitter output.

QEIO_A | MFP10 |Quadrature encoder O phase A input
INT6 | MFP15 |External interrupt 6 input pin.

20 |PD.10 I/0 MFPO |General purpose digital /0 pin.
EADC1_CHO A MFP1 |EADCL1 channel 0 analog input.
EBI_nCS2 O MFP2 |EBI chip select 2 output pin.
UART1_RXD | MFP3 |UART1 data receiver input pin.
CANO_RXD | MFP4 |CANO bus receiver input.

QEIO_B | MFP10 |Quadrature encoder O phase B input
INT7 | MFP15 |External interrupt 7 input pin.
21 |PG.2 1/0 MFPO |General purpose digital /0 pin.
EBI_ADR11 O MFP2 |EBI address bus bit 11.
SPI2_SS 110 MFP3 |SPI2 slave select pin.
12C0_SMBAL O MFP4  |I2CO SMBus SMBALTER pin
I2C1_SCL 110 MFP5  [I>)C1 clock pin.
CCAP_DATAY | MFP7 |Camera capture data input bus bit 7.
T™MO 1/0 MFP13 |Timer0 event counter input/toggle output pin.
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22 |PG.3 I/0 MFPO |General purpose digital /O pin.
EBI_ADR12 O MFP2 |EBI address bus bit 12.
SPI2_CLK 110 MFP3 |SPI2 serial clock pin.
[>)CO_SMBSUS o MFP4  |12CO SMBus SMBSUS pin (PMBus CONTROL pin)
I2C1_SDA 11O MFP5  [I2)C1 data input/output pin.
CCAP_DATA6 | MFP7 |Camera capture data input bus bit 6.
T™M1 I/0 MFP13 |Timerl event counter input/toggle output pin.
23 |PG.4 I/0 MFPO |General purpose digital 1/0 pin.
EBI_ADR13 O MFP2 |EBI address bus bit 13.
SPI2_MISO 110 MFP3 |SPI2 MISO (Master In, Slave Out) pin.
CCAP_DATAS | MFP7 |Camera capture data input bus bit 5.
T™M2 I/0 MFP13 |Timer2 event counter input/toggle output pin.
24 |PF.11 I/0 MFPO |General purpose digital /0 pin.
EBI_ADR14 O MFP2 |EBI address bus bit 14.
SPI2_MOSI I/0 MFP3 |SPI2 MOSI (Master Out, Slave In) pin.
UART5_TXD O MFP6 |UARTS5 data transmitter output pin.
CCAP_DATA4 | MFP7 |Camera capture data input bus bit 4.
T™M3 110 MFP13 |Timer3 event counter input/toggle output pin.
25 |PF.10 I/0 MFPO |General purpose digital /O pin.
EBI_ADR15 O MFP2 |EBI address bus bit 15.
SCO0_nCD | MFP3 |Smart Card O card detect pin.
12S0_BCLK (e} MFP4  [I2S0 bit clock output pin.
SPIO_I2SMCLK 110 MFP5  [SPIO I2S master clock output pin
UART5_RXD | MFP6 |UARTS data receiver input pin.
CCAP_DATA3 | MFP7 |Camera capture data input bus bit 3.
26 |PF.9 I/0 MFPO |General purpose digital /0 pin.
EBI_ADR16 O MFP2 |EBI address bus bit 16.
SCO_PWR O MFP3 |Smart Card O power pin.
I2SO_MCLK 0 MFP4  [12S0 master clock output pin.
SPIO_SS 110 MFP5 |SPIO slave select pin.
UART5_nRTS O MFP6 |UARTS5 request to Send output pin.
CCAP_DATA2 | MFP7 |Camera capture data input bus bit 2.
CAN1_TXD O MFP8 |CANL1 bus transmitter output.
27 |PF.8 1/0 MFPO |General purpose digital I1/0 pin.
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EBI_ADR17 O MFP2 |EBI address bus bit 17.
SCO_RST O MFP3 |Smart Card O reset pin.
12S0_DI | MFP4  [I°S0 data input pin.
SPI0O_CLK 110 MFP5 |SPIO serial clock pin.
UART5_nCTS | MFP6 |UARTS clear to Send input pin.
CCAP_DATA1 | MFP7 |Camera capture data input bus bit 1.
CAN1_RXD | MFP8 |CANL1 bus receiver input.
TAMPER2 I/0 MFP10 |TAMPER detector loop pin 2.
28 |PF.7 110 MFPO |General purpose digital I/O pin.

EBI_ADR18 (0] MFP2 |EBI address bus bit 18.
SCO_DAT 110 MFP3 |Smart Card 0 data pin.
12S0_DO (e} MFP4  [I2S0 data output pin.
SPIO_MISO I/0 MFP5 |SPIO MISO (Master In, Slave Out) pin.
UART4_TXD (0] MFP6 |UART4 data transmitter output pin.
CCAP_DATAO | MFP7 |Camera capture data input bus bit 0.
CAN2_TXD (0] MFP8 |CAN2 bus transmitter output.
TAMPER1 110 MFP10 |TAMPER detector loop pin 1.

12 | 29 |PF.6 I/0 MFPO |General purpose digital /0 pin.
EBI_ADR19 O MFP2 |EBI address bus bit 19.
SCO_CLK O MFP3 |Smart Card O clock pin.
12S0_LRCK (e} MFP4  [1S0 left right channel clock output pin.
SPI0_MOSI 110 MFP5 |SPI0 MOSI (Master Out, Slave In) pin.
UART4_RXD | MFP6 |UART4 data receiver input pin.
EBI_nCSO O MFP7 |EBI chip select 0 output pin.
CAN2_RXD | MFP8 |CAN2 bus receiver input.
TAMPERO I/0 MFP10 |TAMPER detector loop pin 0.

13 | 30 |Vear P MFPO |Power supply by batteries for RTC.

7 1114 |31 |PF5 1/0 MFPO |General purpose digital /0 pin.
UART2_RXD | MFP2 |UART?2 data receiver input pin.
UART2_nCTS | MFP4 |UART?2 clear to Send input pin.
EPWMO_CHO I/0 MFP7 |EPWMO channel O output/capture input.
BPWMO_CH4 I/0 MFP8 |BPWMO channel 4 output/capture input.
EPWMO_SYNC_OUT O MFP9 |EPWMO counter synchronous trigger output pin.
X32_IN | MFP10 |External 32.768 kHz crystal input pin.
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EADCO_ST | MFP11 |EADCO external trigger input.
8 |12 15| 32 |PF4 I/0 MFPO |General purpose digital /0 pin.
UART2_TXD (0] MFP2 |UART2 data transmitter output pin.
UART2_nRTS O MFP4 |UART2 request to Send output pin.
EPWMO_CH1 I/0 MFP7 |EPWMO channel 1 output/capture input.
BPWMO_CH5 I/0 MFP8 |BPWMO channel 5 output/capture input.
X32_0OuUT O MFP10 |External 32.768 kHz crystal output pin.
EADC1_ST | MFP11 |EADCL1 external trigger input.
33 |[PH.4 110 MFPO |General purpose digital I/O pin.
EBI_ADR3 (0] MFP2 |EBI address bus bit 3.
SPI1_MISO 110 MFP3 |SPI1 MISO (Master In, Slave Out) pin.
UART7_nRTS O MFP4 |UARTY7 request to Send output pin.
UART6_TXD O MFP5 |UART6 data transmitter output pin.
34 [PH.5 110 MFPO |General purpose digital I/O pin.
EBI_ADR2 O MFP2 |EBI address bus bit 2.
SPI1_MOSI 110 MFP3 |SPI1 MOSI (Master Out, Slave In) pin.
UART7_nCTS | MFP4 JUARTY clear to Send input pin.
UART6_RXD | MFP5 |UART6 data receiver input pin.
35 |PH.6 I/0 MFPO |General purpose digital /O pin.
EBI_ADR1 O MFP2 |EBI address bus bit 1.
SPI1_CLK I/0 MFP3 |SPI1 serial clock pin.
UART7_TXD O MFP4 |UARTY7 data transmitter output pin.
36 |PH.7 I/0 MFPO |General purpose digital /0 pin.
EBI_ADRO (0] MFP2 |EBI address bus bit O.
SPI1_SS I/0 MFP3 |SPI1 slave select pin.
UART7_RXD | MFP4 |UART?7 data receiver input pin.
9 |13 16| 37 |PF.3 I/0 MFPO |General purpose digital I1/O pin.
EBI_nCSO O MFP2 |EBI chip select 0 output pin.
UARTO_TXD O MFP3 |UARTO data transmitter output pin.
I2C0_SCL I/0 MFP4  [I2CO clock pin.
XT1_IN | MFP10 |External 4~24 MHz (high speed) crystal input pin.
BPWM1_CHO I/0 MFP11 |BPWML1 channel O output/capture input.
10 | 14 | 17 | 38 |PF.2 I/0 MFPO |General purpose digital /0 pin.
EBI_nCS1 O MFP2 |EBI chip select 1 output pin.
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UARTO_RXD | MFP3 |UARTO data receiver input pin.
I2CO_SDA 110 MFP4  [I>CO data input/output pin.
QSPIO_CLK 1/0 MFP5 |Quad SPIO serial clock pin.
XT1_OUT (0] MFP10 |External 4~24 MHz (high speed) crystal output pin.
BPWM1_CH1 I/0 MFP11 |BPWML1 channel 1 output/capture input.

39 |Vss P MFPO |Ground pin for digital circuit.

40 |Vop P MFPO  |Power supply for I/O ports and LDO source for internal PLL

and digital circuit.

41 |PE.8 I/0 MFPO |General purpose digital /0 pin.
EBI_ADR10 O MFP2 |EBI address bus bit 10.
12S0_BCLK (¢} MFP4  [1?S0 bit clock output pin.
SPI2_CLK 110 MFP5  |SPI2 serial clock pin.
UART2_TXD O MFP7 |UART?2 data transmitter output pin.
EPWMO_CHO I/0 MFP10 |EPWMO channel 0 output/capture input.
EPWMO_BRAKEO | MFP11 |EPWMO Brake 0 input pin.
ECAPO_ICO | MFP12 |Enhanced capture unit O input O pin.
TRACE_DATA3 O MFP14 |ETM Trace Data 3 output pin

42 |PE.9 I/0 MFPO |General purpose digital /0 pin.
EBI_ADR11 O MFP2 |EBI address bus bit 11.
I2SO_MCLK (e} MFP4  [1?S0 master clock output pin.
SPI2_MISO 110 MFP5 |SPI2 MISO (Master In, Slave Out) pin.
UART2_RXD | MFP7 |UART2 data receiver input pin.
EPWMO_CH1 I/0 MFP10 |EPWMO channel 1 output/capture input.
EPWMO_BRAKE1 | MFP11 |EPWMO Brake 1 input pin.
ECAPO_IC1 | MFP12 |Enhanced capture unit O input 1 pin.
TRACE_DATA2 O MFP14 |ETM Trace Data 2 output pin

43 |PE.10 110 MFPO |General purpose digital /O pin.
EBI_ADR12 O MFP2 |EBI address bus bit 12.
12S0_DI | MFP4  [I?S0 data input pin.
SPI2_MOSI I/0 MFP5 |SPI2 MOSI (Master Out, Slave In) pin.
UART3_TXD O MFP7 |UART3 data transmitter output pin.
EPWMO_CH2 I/0 MFP10 |EPWMO channel 2 output/capture input.
EPWM1_BRAKEO | MFP11 |EPWML1 Brake 0 input pin.
ECAPO_IC2 | MFP12 |Enhanced capture unit O input 2 pin.
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TRACE_DATA1 O MFP14 |ETM Trace Data 1 output pin

44 |PE.11 I/0 MFPO |General purpose digital /0 pin.
EBI_ADR13 O MFP2 |EBI address bus bit 13.
12S0_DO (e} MFP4  [I?S0 data output pin.
SPI2_SS 110 MFP5 |SPI2 slave select pin.
UART3_RXD | MFP7 |UART3 data receiver input pin.
UART1_nCTS | MFP8 |UART1 clear to Send input pin.
EPWMO_CH3 I/0 MFP10 |EPWMO channel 3 output/capture input.
EPWM1_BRAKE1 | MFP11 |EPWM1 Brake 1 input pin.
ECAP1_IC2 | MFP13 |Enhanced capture unit 1 input 2 pin.
TRACE_DATAO O MFP14 |ETM Trace Data 0 output pin

45 |PE.12 I/0 MFPO |General purpose digital /O pin.
EBI_ADR14 O MFP2 |EBI address bus bit 14.
I2S0_LRCK (e} MFP4  [1S0 left right channel clock output pin.
SPI2_I2SMCLK I/0 MFP5 |SPI2 IS master clock output pin
UART1_nRTS O MFP8 |UARTL1 request to Send output pin.
EPWMO_CH4 110 MFP10 |EPWMO channel 4 output/capture input.
ECAP1_IC1 | MFP13 |Enhanced capture unit 1 input 1 pin.
TRACE_CLK O MFP14 |ETM Trace Clock output pin

46 |PE.13 I/0 MFPO |General purpose digital /O pin.
EBI_ADR15 O MFP2 |EBI address bus bit 15.
I2CO_SCL 11O MFP4  [I2CO clock pin.
UART4_nRTS O MFP5 |UART4 request to Send output pin.
UART1_TXD O MFP8 |UART1 data transmitter output pin.
EPWMO_CH5 I/0 MFP10 |EPWMO channel 5 output/capture input.
EPWM1_CHO I/0 MFP11 |EPWM1 channel O output/capture input.
BPWM1_CH5 I/0 MFP12 |BPWM1 channel 5 output/capture input.
ECAP1_ICO | MFP13 |Enhanced capture unit 1 input O pin.

47 |PC.8 I/0 MFPO |General purpose digital /0 pin.
EBI_ADR16 (0] MFP2 |EBI address bus bit 16.
12C0_SDA 110 MFP4  [I2CO data input/output pin.
UART4_nCTS | MFP5 |UART4 clear to Send input pin.
UART1_RXD | MFP8 |UART1 data receiver input pin.
EPWM1_CH1 1/0 MFP11 |EPWML1 channel 1 output/capture input.
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BPWM1_CH4 I/0 MFP12 |BPWML1 channel 4 output/capture input.

18 | 48 |PC.7 I/0 MFPO |General purpose digital /0 pin.
EBI_AD9 1/0 MFP2 |EBI address/data bus bit 9.
SPI1_MISO I/0 MFP4 |SPI1 MISO (Master In, Slave Out) pin.
UART4_TXD O MFP5 |UART4 data transmitter output pin.
UARTO_nCTS | MFP7 |UARTO clear to Send input pin.
I2C1_SMBAL O MFP8 [I°)C1 SMBus SMBALTER pin
UART6_TXD O MFP9 |UART®6 data transmitter output pin.
EPWM1_CH2 110 MFP11 |EPWM1 channel 2 output/capture input.
BPWM1_CHO I/0 MFP12 |BPWML1 channel 0 output/capture input.
T™MO I/0 MFP14 |Timer0O event counter input/toggle output pin.
INT3 | MFP15 |External interrupt 3 input pin.

19 | 49 |PC.6 I/0 MFPO |General purpose digital /0 pin.
EBI_AD8 1/0 MFP2 |EBI address/data bus bit 8.
SPI1_MOSI I/0 MFP4 |SPI1 MOSI (Master Out, Slave In) pin.
UART4_RXD | MFP5 |UART4 data receiver input pin.
UARTO_nRTS O MFP7 JUARTO request to Send output pin.
I)C1_SMBSUS O MFP8 [I°)C1 SMBus SMBSUS pin (PMBus CONTROL pin)
UART6_RXD | MFP9 |UART®6 data receiver input pin.
EPWM1_CHS3 I/0 MFP11 |EPWM1 channel 3 output/capture input.
BPWM1_CH1 I/0 MFP12 |BPWM1 channel 1 output/capture input.
™M1 I/0 MFP14 |Timerl event counter input/toggle output pin.
INT2 | MFP15 |External interrupt 2 input pin.

151 20 | 50 |PA.7 110 MFPO |General purpose digital /O pin.

EBI_AD7 I/0 MFP2 |EBI address/data bus bit 7.
SPI1_CLK I/0 MFP4 |SPI1 serial clock pin.
UARTO_TXD O MFP7 |UARTO data transmitter output pin.
I2C1_SCL 11O MFP8 [I>)C1 clock pin.
QSPI1_MISO1 110 MFP9 |Quad SPI1 MISO1 (Master In, Slave Out) pin.
EPWM1_CH4 I/0 MFP11 |EPWML1 channel 4 output/capture input.
BPWM1_CH2 I/0 MFP12 |BPWML1 channel 2 output/capture input.
ACMPO_WLAT | MFP13 |Analog comparator O window latch input pin
T™M2 I/0 MFP14 |Timer2 event counter input/toggle output pin.
INT1 | MFP15 |External interrupt 1 input pin.
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16 | 21 | 51 |PA.6 I/0 MFPO |General purpose digital 1/0 pin.
EBI_AD6 I/0 MFP2 |EBI address/data bus bit 6.
SPI1_SS 110 MFP4 |SPI1 slave select pin.
UARTO_RXD | MFP7 |UARTO data receiver input pin.
I2C1_SDA 11O MFP8 [I2)C1 data input/output pin.
QSPI1_MOSI1 I/0 MFP9 |Quad SPI1 MOSI1 (Master Out, Slave In) pin.
EPWM1_CH5 I/0 MFP11 |EPWM1 channel 5 output/capture input.
BPWM1_CHS3 I/0 MFP12 |BPWML1 channel 3 output/capture input.
ACMP1_WLAT | MFP13 |Analog comparator 1 window latch input pin
™3 I/0 MFP14 |Timer3 event counter input/toggle output pin.
INTO | MFP15 |External interrupt O input pin.
22 | 52 |Vss P MFPO |Ground pin for digital circuit.
23 | 53 |V P MFPO  |Power supply for I/O ports and LDO source for internal PLL
and digital circuit.
24 | 54 |LDO_CAP A MFPO |LDO output pin.
Note:‘This pin needs to be connected with an external
capacitor.

17 | 25 | 55 |PA.5 I/0 MFPO |General purpose digital /0 pin.
QSPIO_MISO1 110 MFP3 |Quad SPIO MISO1 (Master In, Slave Out) pin.
SPI1_I12SMCLK I/0 MFP4 |SPI1 IS master clock output pin
UARTO_nCTS | MFP7 JUARTO clear to Send input pin.

UARTS5_TXD O MFP8 |UARTS5 data transmitter output pin.
I2CO_SCL 11O MFP9  [I2CO clock pin.

CANO_TXD O MFP10 |CANO bus transmitter output.
UARTO_TXD O MFP11 |UARTO data transmitter output pin.
BPWMO_CH5 I/0 MFP12 |BPWMO channel 5 output/capture input.
EPWMO_CHO I/0 MFP13 |EPWMO channel O output/capture input.
QEIO_INDEX | MFP14 |Quadrature encoder O index input

18 | 26 | 56 |PA.4 110 MFPO |General purpose digital I/O pin.
QSPIO_MOSI1 110 MFP3  |Quad SPI0 MOSI1 (Master Out, Slave In) pin.
SPI0_I2SMCLK 110 MFP4 [SPIO I2S master clock output pin
SC0_nCD | MFP6 |Smart Card O card detect pin.

UARTO_nRTS O MFP7 |JUARTO request to Send output pin.
UART5_RXD | MFP8 |UARTS5 data receiver input pin.
I2CO_SDA 11O MFP9  [I>CO data input/output pin.
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CANO_RXD | MFP10 |CANO bus receiver input.
UARTO_RXD | MFP11 |UARTO data receiver input pin.
BPWMO_CH4 110 MFP12 |BPWMO channel 4 output/capture input.
EPWMO_CH1 I/0 MFP13 |EPWMO channel 1 output/capture input.
QEIO_A | MFP14 |Quadrature encoder O phase A input
11|19 | 27 | 57 [PA3 I/0 MFPO |General purpose digital /O pin.
QSPIO_SS I/0 MFP3 |Quad SPIO slave select pin.
SPIO_SS I/0 MFP4 |SPIO slave select pin.
SCO0_PWR (0] MFP6 |Smart Card O power pin.
UART4_TXD O MFP7 |UART4 data transmitter output pin.
UART1_TXD O MFP8 |UART1 data transmitter output pin.
I2C1_SCL I/0 MFP9 [I2C1 clock pin.
12C0_SMBAL O MFP10 |I2CO SMBus SMBALTER pin
BPWMO_CH3 110 MFP12 |BPWMO channel 3 output/capture input.
EPWMO_CH2 I/0 MFP13 |EPWMO channel 2 output/capture input.
QEIO_B | MFP14 |Quadrature encoder O phase B input
EPWM1_BRAKE1 | MFP15 |EPWM1 Brake 1 input pin.
12120 | 28 | 58 |PA.2 I/0 MFPO |General purpose digital /0 pin.
QSPIO_CLK I/0 MFP3 |Quad SPIO serial clock pin.
SPI0_CLK I/0 MFP4 |SPIO serial clock pin.
SCO_RST O MFP6 |Smart Card O reset pin.
UART4_RXD | MFP7 |UART4 data receiver input pin.
UART1_RXD | MFP8 |UART1 data receiver input pin.
I’C1_SDA 110 MFP9 [I>C1 data input/output pin.
12C0_SMBSUS O MFP10 |I2CO SMBus SMBSUS pin (PMBus CONTROL pin)
BPWMO_CH2 I/0 MFP12 |BPWMO channel 2 output/capture input.
EPWMO_CHS3 I/0 MFP13 |EPWMO channel 3 output/capture input.
1321|2959 [PA.1 1/0 MFPO |General purpose digital /0 pin.
QSPI0O_MISO0 110 MFP3  |Quad SPI0O MISOO (Master In, Slave Out) pin.
SPIO_MISO 110 MFP4 |SPIO MISO (Master In, Slave Out) pin.
SCO_DAT I/0 MFP6 |Smart Card 0 data pin.
UARTO_TXD O MFP7 |UARTO data transmitter output pin.
UART1_nCTS | MFP8 |UART1 clear to Send input pin.
I2C2_SCL 11O MFP9 [I2)C2 clock pin.
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CCAP_DATAY | MFP10 |Camera capture data input bus bit 7.
BPWMO_CH1 I/0 MFP12 |BPWMO channel 1 output/capture input.
EPWMO_CH4 110 MFP13 |EPWMO channel 4 output/capture input.
14 | 22 | 30 | 60 [PA.O I/0 MFPO |General purpose digital /0 pin.
QSPI0_MOSIO 110 MFP3  |Quad SPI0 MOSIO (Master Out, Slave In) pin.
SPIO_MOSI I/0 MFP4 |SPI0 MOSI (Master Out, Slave In) pin.
SCO0_CLK O MFP6 |Smart Card O clock pin.
UARTO_RXD | MFP7 |UARTO data receiver input pin.
UART1_nRTS (0] MFP8 |UART1 request to Send output pin.
I2C2_SDA 11O MFP9 [I2)C2 data input/output pin.
CCAP_DATA6 | MFP10 |Camera capture data input bus bit 6.
BPWMO_CHO I/0 MFP12 |BPWMO channel 0 output/capture input.
EPWMO_CH5 I/0 MFP13 |EPWMO channel 5 output/capture input.
DACO_ST | MFP15 |DACO external trigger input.
15|23 | 31| 61 (Vopio P MFPO  |Power supply for PA.O~PA.5.
62 |PE.14 110 MFPO |General purpose digital I/O pin.
EBI_AD8 110 MFP2 |EBI address/data bus bit 8.
UART2_TXD O MFP3 |UART2 data transmitter output pin.
CANO_TXD O MFP4 |CANO bus transmitter output.
UART6_TXD O MFP6 |UART6 data transmitter output pin.
63 |PE.15 I/0 MFPO |General purpose digital /0 pin.
EBI_AD9 110 MFP2 |EBI address/data bus bit 9.
UART2_RXD | MFP3 |UART?2 data receiver input pin.
CANO_RXD | MFP4 |CANO bus receiver input.
UART6_RXD | MFP6 |UART®6 data receiver input pin.
16 | 24 | 32 | 64 [nNRESET | MFPO |External reset input: active LOW, with an internal pull-up.
Set this pin low reset to initial state.
Note: It is recommended to use 10 kQ pull-up resistor and
10 uF capacitor on nRESET pin.
17 | 25|33 | 65 |PF.0 I/0 MFPO |General purpose digital /0 pin.
UART1_TXD (0] MFP2 |UART1 data transmitter output pin.
I2C1_SCL I/0 MFP3  [I2C1 clock pin.
UARTO_TXD O MFP4 |UARTO data transmitter output pin.
BPWM1_CHO I/0 MFP12 |BPWML1 channel O output/capture input.
ICE_DAT 1/0 MFP14 |Serial wired debugger data pin.
Note: It is recommended to use 100 kQ pull-up resistor on
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ICE_DAT pin.
18 | 26 | 34 | 66 |PF.1 I/0 MFPO |General purpose digital /O pin.
UART1_RXD | MFP2 |UART1 data receiver input pin.
I2C1_SDA 110 MFP3 [I>)C1 data input/output pin.
UARTO_RXD | MFP4 |UARTO data receiver input pin.
BPWM1_CH1 110 MFP12 |BPWM1 channel 1 output/capture input.
ICE_CLK 110 MFP14 |Serial wired debugger clock pin.
Note: It is recommended to use 100 kQ pull-up resistor on
ICE_CLK pin.
67 |PD.9 110 MFPO |General purpose digital I/O pin.
EBI_AD7 110 MFP2 |EBI address/data bus bit 7.
I2C2_SCL I/0 MFP3  [I2C2 clock pin.
UART2_nCTS | MFP4 |UART2 clear to Send input pin.
UART7_TXD O MFP5 |UART?7 data transmitter output pin.
CAN2_TXD O MFP6 |CAN2 bus transmitter output.
68 |PD.8 I/0 MFPO |General purpose digital /0 pin.
EBI_AD6 110 MFP2 |EBI address/data bus bit 6.
I)C2_SDA 110 MFP3  [I>)C2 data input/output pin.
UART2_nRTS O MFP4 |UART2 request to Send output pin.
UART7_RXD | MFP5 |UART?7 data receiver input pin.
CAN2_RXD | MFP6 |CAN2 bus receiver input.
27 | 35|69 |PC.5 110 MFPO |General purpose digital I/O pin.
EBI_AD5 110 MFP2 |EBI address/data bus bit 5.
QSPIO_MISO1 110 MFP4 |Quad SPIO MISO1 (Master In, Slave Out) pin.
UART2_TXD O MFP8 |UART?2 data transmitter output pin.
I2C1_SCL I/0 MFP9 [I2C1 clock pin.
CANO_TXD O MFP10 |CANO bus transmitter output.
UART4_TXD (0] MFP11 |UART4 data transmitter output pin.
EPWM1_CHO 1/0 MFP12 |EPWML1 channel 0 output/capture input.
CCAP_DATAS | MFP13 |Camera capture data input bus bit 5.
QSPI1_SS I/O MFP14 |Quad SPI1 slave select pin.
28136 |70 |PC.4 I/0 MFPO |General purpose digital /0 pin.
EBI_AD4 110 MFP2 |EBI address/data bus bit 4.
QSPIO_MOSI1 1/0 MFP4 |Quad SPIO MOSI1 (Master Out, Slave In) pin.
1°S0_BCLK (e] MFP6  [I2S0 bit clock output pin.
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SPI1_I12SMCLK I/0 MFP7 |SPI1 I2S master clock output pin
UART2_RXD | MFP8 |UART2 data receiver input pin.
I2C1_SDA 110 MFP9 [I>)C1 data input/output pin.
CANO_RXD | MFP10 |CANO bus receiver input.
UART4_RXD | MFP11 |UART4 data receiver input pin.
EPWM1_CH1 I/0 MFP12 |EPWM1 channel 1 output/capture input.
CCAP_DATA4 | MFP13 |Camera capture data input bus bit 4.
QSPI1_CLK I/0 MFP14 |Quad SPI1 serial clock pin.
29 | 37| 71 |PC.3 110 MFPO |General purpose digital I/O pin.
EBI_AD3 110 MFP2 |EBI address/data bus bit 3.
QSPIO_SS I/0 MFP4 |Quad SPIO slave select pin.
12S0_MCLK (e} MFP6 [I?S0 master clock output pin.
SPI1_MISO I/0 MFP7 |SPI1 MISO (Master In, Slave Out) pin.
UART2_nRTS (0] MFP8 |UART2 request to Send output pin.
12CO_SMBAL O MFP9 [I°CO SMBus SMBALTER pin
CAN1_TXD (0] MFP10 |CAN1 bus transmitter output.
UART3_TXD O MFP11 |UARTS3 data transmitter output pin.
EPWM1_CH2 I/0 MFP12 |EPWM1 channel 2 output/capture input.
CCAP_DATA3 | MFP13 |Camera capture data input bus bit 3.
QSPI1_MISOO0 I/0 MFP14 |Quad SPI1 MISOO0 (Master In, Slave Out) pin.
3038 72|PC.2 I/0 MFPO |General purpose digital /0 pin.
EBI_AD2 110 MFP2 |EBI address/data bus bit 2.
QSPIO_CLK I/0 MFP4 |Quad SPIO serial clock pin.
12S0_DI | MFP6  [I2S0 data input pin.
SPI1_MOSI I/0 MFP7 |SPI1 MOSI (Master Out, Slave In) pin.
UART2_nCTS | MFP8 |UART2 clear to Send input pin.
12C0_SMBSUS (e} MFP9 [I°CO SMBus SMBSUS pin (PMBus CONTROL pin)
CAN1_RXD | MFP10 |CANL bus receiver input.
UART3_RXD | MFP11 |UARTS3 data receiver input pin.
EPWM1_CH3 I/0 MFP12 |EPWML1 channel 3 output/capture input.
CCAP_DATA2 | MFP13 |Camera capture data input bus bit 2.
QSPI1_MOSIO I/0 MFP14 |Quad SPI1 MOSIO (Master Out, Slave In) pin.
1931|3973 [PC.1 I/0 MFPO |General purpose digital /0 pin.
EBI_AD1 1/0 MFP2 |EBI address/data bus bit 1.
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QSPIO_MISOO0 I/0 MFP4 |Quad SPIO MISOO0 (Master In, Slave Out) pin.
12S0_DO (e} MFP6 [I?S0O data output pin.
SPI1_CLK 110 MFP7 |SPI1 serial clock pin.
UART2_TXD O MFP8 |UART?2 data transmitter output pin.
I2C0_SCL 11O MFP9  [I2CO clock pin.
CAN2_TXD O MFP10 |CAN2 bus transmitter output.
EPWM1_CH4 I/0 MFP12 |EPWM1 channel 4 output/capture input.
CCAP_DATA1 | MFP13 |Camera capture data input bus bit 1.
ACMPO_O (0] MFP14 |Analog comparator O output pin.
EADCO_ST | MFP15 |EADCO external trigger input.
20 (32 )40 | 74 |PC.O 110 MFPO |General purpose digital I/O pin.
EBI_ADO I/0 MFP2 |EBI address/data bus bit 0.
QSPIO_MOSIO I/0 MFP4 |Quad SPI0O MOSIO (Master Out, Slave In) pin.
I2S0_LRCK (e} MFP6  [1SO0 left right channel clock output pin.
SPI1_SS I/0 MFP7 |SPI1 slave select pin.
UART2_RXD | MFP8 |UART?2 data receiver input pin.
I2CO_SDA 110 MFP9 [I>CO data input/output pin.
CAN2_RXD | MFP10 |CAN2 bus receiver input.
EPWM1_CH5 I/0 MFP12 |EPWML1 channel 5 output/capture input.
CCAP_DATAO | MFP13 |Camera capture data input bus bit 0.
ACMP1_0O O MFP14 |Analog comparator 1 output pin.
EADC1_ST | MFP15 |EADCL1 external trigger input.
75 |Vss P MFPO |Ground pin for digital circuit.
76 |Voo P MFPO  |Power supply for I/O ports and LDO source for internal PLL
and digital circuit.
77 |PG.9 I/0 MFPO |General purpose digital /0 pin.
EBI_ADO 110 MFP2 |EBI address/data bus bit 0.
QSPI1_MISO1 I/0 MFP5 |Quad SPI1 MISO1 (Master In, Slave Out) pin.
CCAP_PIXCLK | MFP7 |Camera capture interface pix clock input pin.
BPWMO_CH5 I/0 MFP12 |BPWMO channel 5 output/capture input.
78 |PG.10 1/0 MFPO |General purpose digital I1/0 pin.
EBI_AD1 110 MFP2 |EBI address/data bus bit 1.
QSPI1_MOSI1 110 MFP5 |Quad SPI1 MOSI1 (Master Out, Slave In) pin.
CCAP_SCLK O MFP7 |Camera capture interface sensor clock pin.
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BPWMO_CH4 I/0 MFP12 |BPWMO channel 4 output/capture input.

79 |PG.11 I/0 MFPO |General purpose digital /0 pin.
EBI_AD2 1/0 MFP2 |EBI address/data bus bit 2.
QSPI1_SS I/0 MFP5 |Quad SPI1 slave select pin.
UART7_TXD O MFP6 |UARTY7 data transmitter output pin.
CCAP_SFIELD | MFP7 |Camera capture interface SFIELD input pin.
BPWMO_CH3 I/0 MFP12 |BPWMO channel 3 output/capture input.

80 |PG.12 I/0 MFPO |General purpose digital 1/0 pin.
EBI_AD3 1/0 MFP2 |EBI address/data bus bit 3.
QSPI1_CLK 110 MFP5 |Quad SPI1 serial clock pin.
UART7_RXD | MFP6 |UART7 data receiver input pin.
CCAP_VSYNC | MFP7 |Camera capture interface vsync input pin.
BPWMO_CH2 I/0 MFP12 |BPWMO channel 2 output/capture input.

81 [PG.13 110 MFPO |General purpose digital I/O pin.
EBI_AD4 110 MFP2 |EBI address/data bus bit 4.
QSPI1_MISOO0 I/0 MFP5 |Quad SPI1 MISOO0 (Master In, Slave Out) pin.
UART6_TXD O MFP6 |UARTG6 data transmitter output pin.
CCAP_HSYNC | MFP7 |Camera capture interface hsync input pin.
BPWMO_CH1 I/0 MFP12 |BPWMO channel 1 output/capture input.

82 |PG.14 I/0 MFPO |General purpose digital /0 pin.
EBI_AD5 110 MFP2 |EBI address/data bus bit 5.
QSPI1_MOSIO 110 MFP5 |Quad SPI1 MOSIO (Master Out, Slave In) pin.
UART6_RXD | MFP6 |UART6 data receiver input pin.
BPWMO_CHO I/0 MFP12 |BPWMO channel 0 output/capture input.

83 |PG.15 I/0 MFPO |General purpose digital /0 pin.
CLKO (6] MFP14 |Clock Out
EADCO_ST | MFP15 |EADCO external trigger input.

41 PD.3 1/0 MFPO |General purpose digital I1/0 pin.
EBI_AD10 110 MFP2 |EBI address/data bus bit 10.
SPIO_SS I/0 MFP4 |SPIO slave select pin.
UART3_nRTS O MFP5 |UART3 request to Send output pin.
UARTO_TXD O MFP9 |UARTO data transmitter output pin.
42 PD.2 1/0 MFPO |General purpose digital I1/0 pin.

EBI_AD11 110 MFP2 |EBI address/data bus bit 11.
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SPIO_CLK I/0 MFP4 |SPIO serial clock pin.
UART3_nCTS | MFP5 |UARTS3 clear to Send input pin.
UARTO_RXD | MFP9 |UARTO data receiver input pin.
43 PD.1 I/0 MFPO |General purpose digital /0 pin.
EBI_AD12 I/0 MFP2 |EBI address/data bus bit 12.
SPIO_MISO I/0 MFP4 |SPIO MISO (Master In, Slave Out) pin.
UART3_TXD O MFP5 |UART3 data transmitter output pin.
I2C2_SCL 110 MFP6  [I>C2 clock pin.
44 PD.O 110 MFPO |General purpose digital I/O pin.
EBI_AD13 110 MFP2 |EBI address/data bus bit 13.
SPIO_MOSI I/0 MFP4 |SPI0 MOSI (Master Out, Slave In) pin.
UART3_RXD | MFP5 |UART3 data receiver input pin.
I2C2_SDA 110 MFP6 [I°C2 data input/output pin.
T™M2 110 MFP14 |Timer2 event counter input/toggle output pin.
84 |PD.13 I/0 MFPO |General purpose digital /0 pin.
EBI_AD10 110 MFP2 |EBI address/data bus bit 10.
SDO0_nCD | MFP3 |SD/SDIOO card detect input pin
SPIO_I2SMCLK I/0 MFP4 |SPIO I2S master clock output pin
SPI1_|I2SMCLK I/0 MFP5 |SPI1 IS master clock output pin
2133|4585 |PA.12 I/0 MFPO |General purpose digital /0 pin.
12S0_BCLK 0 MFP2  [I2S0 bit clock output pin.
UART4_TXD O MFP3 |UART4 data transmitter output pin.
I’C1_SCL I/0 MFP4  [I>C1 clock pin.
SPI2_SS I/0 MFP5 |SPI2 slave select pin.
CANO_TXD O MFP6 |CANO bus transmitter output.
BPWM1_CH2 I/0 MFP11 |BPWML1 channel 2 output/capture input.
QEI1_INDEX | MFP12 |Quadrature encoder 1 index input
USB_VBUS P MFP14 |Power supply from USB host or HUB.
22 | 34 ] 46 | 86 |PA.13 110 MFPO |General purpose digital /O pin.
12S0_MCLK o MFP2  [I12S0 master clock output pin.
UART4_RXD | MFP3 |UART4 data receiver input pin.
I2C1_SDA 110 MFP4 [I>)C1 data input/output pin.
SPI2_CLK 1/0 MFP5  |SPI2 serial clock pin.
CANO_RXD | MFP6 |CANO bus receiver input.
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BPWM1_CH3 I/0 MFP11 |BPWML1 channel 3 output/capture input.
QEI1_A | MFP12 |Quadrature encoder 1 phase A input
USB_D- A MFP14 |USB differential signal D-.
23| 35]47 | 87 |PA.14 110 MFPO |General purpose digital I/O pin.
12S0_DlI | MFP2 [I?S0 data input pin.
UARTO_TXD O MFP3 |UARTO data transmitter output pin.
SPI2_MISO I/0 MFP5 |SPI2 MISO (Master In, Slave Out) pin.
12C2_SCL I/0 MFP6 [I>C2 clock pin.
BPWM1_CH4 110 MFP11 |BPWM1 channel 4 output/capture input.
QEI1_B | MFP12 |Quadrature encoder 1 phase B input
USB_D+ A MFP14 |USB differential signal D+.
24136 | 48 | 88 |PA.15 I/0 MFPO |General purpose digital /O pin.
12S0_DO (e} MFP2 [I?S0O data output pin.
UARTO_RXD | MFP3 |UARTO data receiver input pin.
SPI2_MOSI I/0 MFP5 |SPI2 MOSI (Master Out, Slave In) pin.
I2C2_SDA 11O MFP6 [I>C2 data input/output pin.
BPWM1_CH5 I/0 MFP11 |BPWM1 channel 5 output/capture input.
EPWMO_SYNC_IN | MFP12 |EPWMO counter synchronous trigger input pin.
USB_OTG_ID I MFP14 |USB_ identification.
89 INC - MFPO |No connect pin, leave floating.
90 INC - MFPO |No connect pin, leave floating.
91 INC - MFPO |No connect pin, leave floating.
92 INC - MFPO |No connect pin, leave floating.
93 INC - MFPO |No connect pin, leave floating.
94 INC - MFPO |No connect pin, leave floating.
95 INC - MFPO |No connect pin, leave floating.
96 |INC - MFPO |No connect pin, leave floating.
97 |PE.7 1/0 MFPO |General purpose digital /0 pin.
SD0_CMD 110 MFP3 |SD/SDIO0 command/response pin
UART5_TXD O MFP8 |UARTS5 data transmitter output pin.
CAN1_TXD O MFP9 |CANL1 bus transmitter output.
QEI1_INDEX | MFP11 |Quadrature encoder 1 index input
EPWMO_CHO I/0 MFP12 |EPWMO channel 0 output/capture input.
BPWMO_CH5 1/0 MFP13 |BPWMO channel 5 output/capture input.
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98 |PE.6 I/0 MFPO |General purpose digital 1/0 pin.
SDO_CLK O MFP3 |SD/SDIOO clock output pin
SC0_nCD | MFP6 |Smart Card O card detect pin.
UART5_RXD | MFP8 |UARTS data receiver input pin.
CAN1_RXD | MFP9 |CANL1 bus receiver input.
QEI1_A | MFP11 |Quadrature encoder 1 phase A input
EPWMO_CH1 I/0 MFP12 |EPWMO channel 1 output/capture input.
BPWMO_CH4 I/0 MFP13 |BPWMO channel 4 output/capture input.
99 [PE.5 110 MFPO |General purpose digital I/O pin.
EBI_nRD (0] MFP2 |EBI read enable output pin.
SDO_DAT3 110 MFP3 |SD/SDIOO data line bit 3.
SCO0_PWR O MFP6 |Smart Card O power pin.
UART6_TXD O MFP8 |UART6 data transmitter output pin.
UART7_nRTS (0] MFP9 |UARTY request to Send output pin.
QEI1_B | MFP11 |Quadrature encoder 1 phase B input
EPWMO_CH2 I/0 MFP12 |EPWMO channel 2 output/capture input.
BPWMO_CH3 I/0 MFP13 |BPWMO channel 3 output/capture input.
100|PE.4 110 MFPO |General purpose digital I/O pin.
EBI_nWR O MFP2 |EBI write enable output pin.
SDO_DAT2 110 MFP3 |SD/SDIOO data line bit 2.
SCO_RST O MFP6 |Smart Card O reset pin.
UART6_RXD | MFP8 |UART6 data receiver input pin.
UART7_nCTS | MFP9 |UARTY clear to Send input pin.
QEIO_INDEX | MFP11 |Quadrature encoder O index input
EPWMO_CH3 I/0 MFP12 |EPWMO channel 3 output/capture input.
BPWMO_CH2 I/0 MFP13 |BPWMO channel 2 output/capture input.
101|PE.3 I/0 MFPO |General purpose digital I1/O pin.
EBI_MCLK O MFP2 |EBI external clock output pin.
SDO_DAT1 110 MFP3 |SD/SDIOO data line bit 1.
SCO_DAT 110 MFP6 |Smart Card O data pin.
UART6_nRTS O MFP8 |UART®6 request to Send output pin.
UART7_TXD O MFP9 |UARTY7 data transmitter output pin.
QEIO_A | MFP11 |Quadrature encoder O phase A input
EPWMO_CH4 1/0 MFP12 |EPWMO channel 4 output/capture input.
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BPWMO_CH1 I/0 MFP13 |BPWMO channel 1 output/capture input.
102|PE.2 I/0 MFPO |General purpose digital /0 pin.
EBI_ALE (0] MFP2 |EBI address latch enable output pin.
SDO_DATO 110 MFP3 |SD/SDIOO data line bit 0.
SCO_CLK (e} MFP6 [Smart Card O clock pin.
UART6_nCTS | MFP8 |UARTS6 clear to Send input pin.
UART7_RXD | MFP9 |UART?7 data receiver input pin.
QEIO_B | MFP11 |Quadrature encoder O phase B input
EPWMO_CH5 110 MFP12 |EPWMO channel 5 output/capture input.
BPWMO_CHO I/0 MFP13 |BPWMO channel 0 output/capture input.
103|Vss P MFPO |Ground pin for digital circuit.
104|Vop P MFPO  |Power supply for I/O ports and LDO source for internal PLL
and digital circuit.
105|PE.1 I/0 MFPO |General purpose digital /O pin.
EBI_AD10 110 MFP2 |EBI address/data bus bit 10.
QSPI0_MISOO0 I/0 MFP3 |Quad SPIO MISOO0 (Master In, Slave Out) pin.
12S0_BCLK (e} MFP5  [12S0 bit clock output pin.
SPI1_MISO I/0 MFP6 |SPI1 MISO (Master In, Slave Out) pin.
UART3_TXD O MFP7 |UART3 data transmitter output pin.
I’C1_SCL 1’0 MFP8  [I>C1 clock pin.
UART4_nCTS | MFP9 |UART4 clear to Send input pin.
106 |PE.O I/0 MFPO |General purpose digital /O pin.
EBI_AD11 110 MFP2 |EBI address/data bus bit 11.
QSPIO_MOSIO I/0 MFP3 |Quad SPI0 MOSIO (Master Out, Slave In) pin.
12S0_MCLK (e} MFP5  [I?S0 master clock output pin.
SPI1_MOSI 110 MFP6 |SPI1 MOSI (Master Out, Slave In) pin.
UART3_RXD | MFP7 |UART3 data receiver input pin.
I2C1_SDA 110 MFP8 [I>)C1 data input/output pin.
UART4_nRTS O MFP9 |UARTA4 request to Send output pin.
107 |PH.8 I/0 MFPO |General purpose digital /0 pin.
EBI_AD12 1/0 MFP2 |EBI address/data bus bit 12.
QSPIO_CLK I/0 MFP3 |Quad SPIO serial clock pin.
12S0_DI I MFP5  |12S0 data input pin.
SPI1_CLK I/O MFP6 |SPI1 serial clock pin.
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UART3_nRTS O MFP7 |UART3 request to Send output pin.
I2C1_SMBAL O MFP8 [I°)C1 SMBus SMBALTER pin
12C2_SCL 110 MFP9  [I>)C2 clock pin.
UART1_TXD O MFP10 |UART1 data transmitter output pin.
108|PH.9 I/0 MFPO |General purpose digital /0 pin.
EBI_AD13 I/0 MFP2 |EBI address/data bus bit 13.
QSPIO_SS I/0 MFP3 |Quad SPIO slave select pin.
12S0_DO (¢} MFP5  [I?S0O data output pin.
SPI1_SS 110 MFP6 |SPI1 slave select pin.
UART3_nCTS | MFP7 |UART3 clear to Send input pin.
I)C1_SMBSUS O MFP8 [I2)C1 SMBus SMBSUS pin (PMBus CONTROL pin)
12C2_SDA 1’0 MFP9 [I2C2 data input/output pin.
UART1_RXD | MFP10 |UART1 data receiver input pin.
109|PH.10 110 MFPO |General purpose digital I/O pin.
EBI_AD14 110 MFP2 |EBI address/data bus bit 14.
QSPIO_MISO1 110 MFP3 |Quad SPIO MISO1 (Master In, Slave Out) pin.
I2SO_LRCK (e} MFP5  [I2S0 left right channel clock output pin.
SPI1_12SMCLK 110 MFP6 [SPI1 IS master clock output pin
UART4_TXD O MFP7 |UART4 data transmitter output pin.
UARTO_TXD O MFP8 |UARTO data transmitter output pin.
110|PH.11 I/0 MFPO |General purpose digital /0 pin.
EBI_AD15 I/0 MFP2 |EBI address/data bus bit 15.
QSPI0O_MOSI1 110 MFP3 |Quad SPI0O MOSI1 (Master Out, Slave In) pin.
UART4_RXD | MFP7 |UART4 data receiver input pin.
UARTO_RXD | MFP8 |UARTO data receiver input pin.
EPWMO_CH5 I/0 MFP11 |EPWMO channel 5 output/capture input.
111|PD.14 I/0 MFPO |General purpose digital I1/O pin.
EBI_nCSO O MFP2 |EBI chip select 0 output pin.
SPI0_I2SMCLK 110 MFP5  [SPIO I2S master clock output pin
EPWMO_CH4 I/0 MFP11 |EPWMO channel 4 output/capture input.
25| 37 | 49 |112|Vss P MFPO |Ground pin for digital circuit.
26 | 38 | 50 |113|LDO_CAP A MFPO |LDO output pin.
Note:_This pin needs to be connected with an external
capacitor.
27 139 | 51 |114|Vmp P MFPO  |Power supply for I/O ports and LDO source for internal PLL
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40 | 52 |115|PC.14 I/0 MFPO |General purpose digital /O pin.

EBI_AD11 I/0 MFP2 |EBI address/data bus bit 11.
SPIO_I2SMCLK I/0 MFP4 |SPIO I2S master clock output pin
QSPIO_CLK 1/0 MFP6 |Quad SPIO serial clock pin.
EPWMO_SYNC_IN | MFP11 |EPWMO counter synchronous trigger input pin.
ETM_TRACE_CLK | MFP12 |ETM receiver Trace Clock input pin
™M1 I/0 MFP13 |Timerl event counter input/toggle output pin.
USB_VBUS_ST | MFP14 |USB external VBUS regulator status pin.

28 |1 41| 53 |116|PB.15 I/0 MFPO |General purpose digital /O pin.
EADCO_CH15 A MFP1 |EADCO channel 15 analog input.
EADC1_CH15 A MFP1 |EADCL1 channel 15 analog input.
EBI_AD12 110 MFP2 |EBI address/data bus bit 12.
SPIO_SS I/0 MFP4 |SPIO slave select pin.
UARTO_nCTS | MFP6 |UARTO clear to Send input pin.
UART3_TXD O MFP7 |UART3 data transmitter output pin.
12C2_SMBAL O MFP8 [I°C2 SMBus SMBALTER pin
EPWMO_BRAKE1 | MFP10 |EPWMO Brake 1 input pin.
EPWM1_CHO I/0 MFP11 |EPWM1 channel 0 output/capture input.
ETM_TRACE_DATAO | MFP12 |ETM receiver Trace Data O input pin
TMO_EXT I/0 MFP13 |TimerO external capture input/toggle output pin.
USB_VBUS_EN O MFP14 |USB external VBUS regulator enable pin.

29 | 42 | 54 |117|PB.14 I/0 MFPO |General purpose digital I1/0 pin.
EADCO_CH14 A MFP1 |EADCO channel 14 analog input.
EADC1_CH14 A MFP1 |EADCL1 channel 14 analog input.
EBI_AD13 110 MFP2 |EBI address/data bus bit 13.
SPIO_CLK I/0 MFP4 |SPIO serial clock pin.
UARTO_nRTS O MFP6 |UARTO request to Send output pin.
UART3_RXD | MFP7 |UART3 data receiver input pin.
I2C2_SMBSUS (e] MFP8 [I>)C2 SMBus SMBSUS pin (PMBus CONTROL pin)
EPWM1_CH1 1/0 MFP11 |EPWML1 channel 1 output/capture input.
ETM_TRACE_DATA1 | MFP12 |ETM receiver Trace Data 1 input pin
TM1_EXT I/0 MFP13 |Timerl external capture input/toggle output pin.
CLKO O MFP14 |Clock Out
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USB_VBUS_ST | MFP15 |USB external VBUS regulator status pin.
30 | 43 | 55 |118|PB.13 I/0 MFPO |General purpose digital /0 pin.
EADCO_CH13 A MFP1 |EADCO channel 13 analog input.
EADC1_CH13 A MFP1 |EADCL1 channel 13 analog input.
ACMPO_P3 A MFP1 |Analog comparator O positive input 3 pin.
ACMP1_P3 A MFP1 |Analog comparator 1 positive input 3 pin.
EBI_AD14 I/0 MFP2 |EBI address/data bus bit 14.
SPIO_MISO I/0 MFP4 |SPIO MISO (Master In, Slave Out) pin.
UARTO_TXD (0] MFP6 |UARTO data transmitter output pin.
UART3_nRTS O MFP7 |UART3 request to Send output pin.
I2C2_SCL I/0 MFP8  [I2C2 clock pin.
CCAP_PIXCLK | MFP10 |Camera capture interface pix clock input pin.
EPWM1_CH2 I/0 MFP11 |EPWML1 channel 2 output/capture input.
ETM_TRACE_DATA2 | MFP12 |ETM receiver Trace Data 2 input pin
TM2_EXT I/0 MFP13 |Timer2 external capture input/toggle output pin.
31|44 ] 56 [119|PB.12 110 MFPO |General purpose digital I/O pin.
EADCO_CH12 A MFP1 |EADCO channel 12 analog input.
EADC1_CH12 A MFP1 |EADCL1 channel 12 analog input.
DACO_OUT A MFP1 |DACO channel analog output.
ACMPO_P2 A MFP1 |Analog comparator O positive input 2 pin.
ACMP1_P2 A MFP1 |Analog comparator 1 positive input 2 pin.
EBI_AD15 I/0 MFP2 |EBI address/data bus bit 15.
SPIO_MOSI 110 MFP4 |SPIO MOSI (Master Out, Slave In) pin.
UARTO_RXD | MFP6 |UARTO data receiver input pin.
UART3_nCTS | MFP7 |UARTS3 clear to Send input pin.
I2C2_SDA 110 MFP8 [I°C2 data input/output pin.
SDO_nCD | MFP9 |SD/SDIOO card detect input pin
CCAP_SCLK O MFP10 |Camera capture interface sensor clock pin.
EPWM1_CH3 I/0 MFP11 |EPWML1 channel 3 output/capture input.
ETM_TRACE_DATA3 | MFP12 |ETM receiver Trace Data 3 input pin
TM3_EXT I/0 MFP13 |Timer3 external capture input/toggle output pin.
32| 45| 57 |120|AVpp P MFPO |Power supply for internal analog circuit.
58 121 |Vger A MFPO |ADC reference voltage input.

Note: This pin needs to be connected with a 1uF capacitor.
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32 | 48 | 64 |128|Pin Name Type MFP  |Description
Pin | Pin | Pin | Pin
46 | 59 |122|AVss P MFPO |Ground pin for analog circuit.

60 |123|PB.11 I/0 MFPO |General purpose digital /0 pin.
EADCO_CH11 A MFP1 |EADCO channel 11 analog input.
EBI_ADR16 (0] MFP2 |EBI address bus bit 16.

UARTO_nCTS | MFP5 |UARTO clear to Send input pin.
UART4_TXD O MFP6 |UART4 data transmitter output pin.
I2C1_SCL I/0 MFP7  [I2C1 clock pin.

CANO_TXD O MFP8 |CANO bus transmitter output.
SPIO_I2SMCLK 110 MFP9 |SPIO I2S master clock output pin
BPWM1_CHO I/0 MFP10 |BPWML1 channel 0 output/capture input.
CCAP_SFIELD | MFP12 |Camera capture interface SFIELD input pin.

61 |124|PB.10 I/0 MFPO |General purpose digital /O pin.
EADCO_CH10 A MFP1 |EADCO channel 10 analog input.
EBI_ADR17 O MFP2 |EBI address bus bit 17.

UARTO_nRTS O MFP5 |UARTO request to Send output pin.
UART4_RXD | MFP6 |UART4 data receiver input pin.
I2C1_SDA 110 MFP7 [I2C1 data input/output pin.

CANO_RXD | MFP8 |CANO bus receiver input.

BPWM1_CH1 I/0 MFP10 |BPWML1 channel 1 output/capture input.
CCAP_VSYNC | MFP12 |Camera capture interface vsync input pin.

62 |125]|PB.9 I/0 MFPO |General purpose digital /0 pin.
EADCO_CH9 A MFP1 |EADCO channel 9 analog input.
EBI_ADR18 O MFP2 |EBI address bus bit 18.

UARTO_TXD O MFP5 |UARTO data transmitter output pin.
UART1_nCTS | MFP6 |UART1 clear to Send input pin.
I2C1_SMBAL O MFP7 [I°C1 SMBus SMBALTER pin
UART7_TXD O MFP8 |UARTY7 data transmitter output pin.
I2CO_SCL 11O MFP9  [I2CO clock pin.

BPWM1_CH2 I/0 MFP10 |BPWML1 channel 2 output/capture input.
CAN2_TXD (0] MFP12 |CAN2 bus transmitter output.

INT7 | MFP13 |External interrupt 7 input pin.
CCAP_HSYNC | MFP14 |Camera capture interface hsync input pin.

63 |126|PB.8 I/0 MFPO |General purpose digital /0 pin.
EADCO_CHS8 A MFP1 |EADCO channel 8 analog input.
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32 | 48 | 64 |128|Pin Name Type MFP  |Description
Pin | Pin | Pin | Pin

EBI_ADR19 O MFP2 |EBI address bus bit 19.
UARTO_RXD | MFP5 |UARTO data receiver input pin.
UART1_nRTS (0] MFP6 |UART1 request to Send output pin.
[>’C1_SMBSUS o MFP7 |I)C1 SMBus SMBSUS pin (PMBus CONTROL pin)
UART7_RXD | MFP8 |UART7 data receiver input pin.
I2CO_SDA 1’0 MFP9 [I2CO data input/output pin.
BPWM1_CHS3 I/0 MFP10 |BPWML1 channel 3 output/capture input.
CAN2_RXD | MFP12 |CAN2 bus receiver input.
INT6 | MFP13 |External interrupt 6 input pin.

47 | 64 |127|PB.7 110 MFPO |General purpose digital I/O pin.
EADCO_CH7 A MFP1 |EADCO channel 7 analog input.
EBI_nWRL O MFP2 |EBI low byte write enable output pin.
CAN1_TXD O MFP5 |CANL1 bus transmitter output.
UART1_TXD (0] MFP6 |UART1 data transmitter output pin.
EBI_nCSO O MFP8 |EBI chip select 0 output pin.
BPWM1_CH4 I/0 MFP10 |BPWML1 channel 4 output/capture input.
EPWM1_BRAKEO | MFP11 |EPWM1 Brake 0 input pin.
EPWM1_CH4 110 MFP12 |EPWM1 channel 4 output/capture input.
INT5 | MFP13 |External interrupt 5 input pin.
USB_VBUS_ST | MFP14 |USB external VBUS regulator status pin.
ACMPO_O O MFP15 |Analog comparator O output pin.

48 | 1 |128|PB.6 110 MFPO |General purpose digital I/O pin.
EADCO_CH6 A MFP1 |EADCO channel 6 analog input.
EBI_nWRH O MFP2 |EBI high byte write enable output pin
CAN1_RXD | MFP5 |CANL1 bus receiver input.
UART1_RXD | MFP6 |UART1 data receiver input pin.
EBI_nCS1 O MFP8 |EBI chip select 1 output pin.
BPWM1_CH5 1/0 MFP10 |BPWML1 channel 5 output/capture input.
EPWM1_BRAKE1 | MFP11 |EPWM1 Brake 1 input pin.
EPWM1_CH5 I/0 MFP12 |EPWML1 channel 5 output/capture input.
INT4 | MFP13 |External interrupt 4 input pin.
USB_VBUS_EN O MFP14 |USB external VBUS regulator enable pin.
ACMP1_0O O MFP15 |Analog comparator 1 output pin.
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4.3.3 MA483 Series Pin Description

M480 Series

Note: PA.15 MFP can only be as USB_OTG_ID when enable full-Speed USB.

64 | 128 |Pin Name Type MFP Description
Pin | Pin

2 1 |PB.5 1/0 MFPO  |General purpose digital /O pin.
EADCO_CH5 A MFP1 |EADCO channel 5 analog input.
ACMP1_N A MFP1 |Analog comparator 1 negative input pin.
EBI_ADRO (0] MFP2 |EBI address bus bit 0.

SDO_DAT3 110 MFP3  |SD/SDIOO data line bit 3.

SPI1_MISO 110 MFP5  |SPI1 MISO (Master In, Slave Out) pin.
I2C0_SCL 1/0 MFP6 12C0 clock pin.

UART5_TXD (0] MFP7  |UARTS data transmitter output pin.
SCO0_CLK (0] MFP9  |Smart Card O clock pin.

I2S0_BCLK O MFP10 |I12S0 bit clock output pin.

EPWMO_CHO 1/0 MFP11 |EPWMO channel O output/capture input.
UART2_TXD O MFP12 |UART2 data transmitter output pin.

T™MO 110 MFP14 |TimerO event counter input/toggle output pin.
INTO | MFP15 |External interrupt O input pin.

3 2 |PB4 1/0 MFPO  |General purpose digital /O pin.
EADCO_CH4 A MFP1 |EADCO channel 4 analog input.
ACMP1_P1 A MFP1 |Analog comparator 1 positive input 1 pin.
EBI_ADR1 (0] MFP2 EBI address bus bit 1.

SDO_DAT2 110 MFP3  |SD/SDIOO data line bit 2.

SPI1_MOSI 1/0 MFP5 |SPI1 MOSI (Master Out, Slave In) pin.
I2CO_SDA 11O MFP6  [I>CO data input/output pin.

UART5_RXD | MFP7  |UARTS data receiver input pin.

SCO_DAT 1/0 MFP9  |Smart Card O data pin.

12S0_MCLK o] MFP10 |I2S0 master clock output pin.

EPWMO_CH1 1/0 MFP11 |EPWMO channel 1 output/capture input.
UART2_RXD | MFP12 |UART?2 data receiver input pin.

™1 1/0 MFP14 |Timerl event counter input/toggle output pin.
INT1 | MFP15 |External interrupt 1 input pin.

4 3 |PB.3 1/0 MFPO |General purpose digital /0 pin.
EADCO_CH3 A MFP1 |EADCO channel 3 analog input.
EADC1_CH11 A MFP1 |EADC1 channel 11 analog input.
ACMPO_N A MFP1 |Analog comparator O negative input pin.
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MA480 Series

64 | 128 |Pin Name Type MFP Description

Pin | Pin
EBI_ADR2 (0] MFP2  |EBI address bus bit 2.
SDO_DAT1 /0 MFP3 |SD/SDIOO data line bit 1.
SPI1_CLK /0 MFP5  |SPI1 serial clock pin.
UART1_TXD (0] MFP6 |UART1 data transmitter output pin.
UART5_nRTS (0] MFP7  |UARTS request to Send output pin.
SCO_RST (0] MFP9  |Smart Card O reset pin.
12S0_DI I MFP10 |I2S0 data input pin.
EPWMO_CH2 1/0 MFP11 |EPWMO channel 2 output/capture input.
I2C1_SCL 110 MFP12 |I2C1 clock pin.
T™2 1/0 MFP14 |Timer2 event counter input/toggle output pin.
INT2 | MFP15 |External interrupt 2 input pin.

5 4 |PB.2 1/0 MFPO  |General purpose digital /O pin.
EADCO_CH2 A MFP1 |EADCO channel 2 analog input.
EADC1_CH10 A MFP1 |EADC1 channel 10 analog input.
ACMPO_P1 A MFP1 |Analog comparator O positive input 1 pin.
EBI_ADRS3 O MFP2 |EBI address bus bit 3.

SDO_DATO 110 MFP3  |SD/SDIOO data line bit O.
SPI1_SS 110 MFP5  |SPI1 slave select pin.
UART1_RXD | MFP6 |UART1 data receiver input pin.
UART5_nCTS | MFP7  |UARTS5 clear to Send input pin.
SCO_PWR (0] MFP9  |Smart Card O power pin.
12S0_DO @) MFP10 |I2S0 data output pin.
EPWMO_CH3 1/0 MFP11 |EPWMO channel 3 output/capture input.
I)C1_SDA 110 MFP12 |I2C1 data input/output pin.
T™3 1/0 MFP14 |Timer3 event counter input/toggle output pin.
INT3 | MFP15 |External interrupt 3 input pin.

5 |PC.12 /O MFPO  |General purpose digital /O pin.
EBI_ADR4 (0] MFP2  |EBI address bus bit 4.
UARTO_TXD (0] MFP3 |UARTO data transmitter output pin.
I2C0_SCL 1’0 MFP4  [I>CO clock pin.
UART6_TXD (0] MFP5 |UART6 data transmitter output pin.
SCO0_nCD | MFP9  |Smart Card O card detect pin.
ECAP1_IC2 | MFP11 |Enhanced capture unit 1 input 2 pin.
EPWM1_CHO 1/0 MFP12 |EPWM1 channel O output/capture input.
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MA480 Series

64 | 128 |Pin Name Type MFP Description

Pin | Pin

ACMPO_O (0] MFP14 |Analog comparator O output pin.

6 |PC.11 /0 MFPO  |General purpose digital I/O pin.
EBI_ADR5 (0] MFP2 |EBI address bus bit 5.
UARTO_RXD | MFP3  |UARTO data receiver input pin.
I2C0_SDA 11O MFP4  [I2CO data input/output pin.
UART6_RXD | MFP5 |UART®6 data receiver input pin.
ECAP1_IC1 | MFP11 |Enhanced capture unit 1 input 1 pin.
EPWM1_CH1 1/0 MFP12 |EPWML1 channel 1 output/capture input.
ACMP1_0O O MFP14 |Analog comparator 1 output pin.

7 |PC.10 1/0 MFPO  |General purpose digital /0 pin.
EBI_ADR®6 o MFP2 |EBI address bus bit 6.
UART6_nRTS (0] MFP5 |UART®6 request to Send output pin.
UART3_TXD (0] MFP7  |UART3 data transmitter output pin.
CAN1_TXD O MFP9  |CANL1 bus transmitter output.
ECAP1_ICO | MFP11 |Enhanced capture unit 1 input O pin.
EPWM1_CH2 1/0 MFP12 |EPWM1 channel 2 output/capture input.
EADC1_ST | MFP14 |EADCL external trigger input.

8 |PC.9 1/0 MFPO  |General purpose digital /O pin.
EBI_ADR7 (0] MFP2  |EBI address bus bit 7.
UART6_nCTS | MFP5  |UARTG clear to Send input pin.
UART3_RXD | MFP7  |UART3 data receiver input pin.
CAN1_RXD | MFP9  |CANL1 bus receiver input.
EPWM1_CH3 1/0 MFP12 |EPWM1 channel 3 output/capture input.
EADC1_ST | MFP14 |EADCL1 external trigger input.

6 9 |PB.1 1/0 MFPO  |General purpose digital /O pin.
EADCO_CH1 A MFP1 |EADCO channel 1 analog input.
EADC1_CH9 A MFP1 |EADC1 channel 9 analog input.
EBI_ADRS (0] MFP2 |EBI address bus bit 8.

SDO_CLK (0] MFP3  |SD/SDIOO clock output pin
SPI1_I2SMCLK 110 MFP5  [SPI1 I2S master clock output pin
UART2_TXD (0] MFP7 |UART2 data transmitter output pin.
I2C1_SCL I/0 MFP9  [I2C1 clock pin.
I2SO_LRCK 0 MFP10 |I12S0 left right channel clock output pin.
EPWMO_CH4 1/0 MFP11 |EPWMO channel 4 output/capture input.
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64 | 128 |Pin Name Type MFP Description
Pin | Pin
EPWM1_CH4 1/0 MFP12 |EPWM1 channel 4 output/capture input.
EPWMO_BRAKEO | MFP13 |EPWMO Brake 0 input pin.
7 | 10 |PB.O /0 MFPO |General purpose digital I/O pin.
EADCO_CHO A MFP1 |EADCO channel 0 analog input.
EADC1_CH8 A MFP1 |EADC1 channel 8 analog input.
EBI_ADR9 (0] MFP2  |EBI address bus bit 9.
SDO_CMD /0 MFP3  |SD/SDIO0 command/response pin
SPI2_|2SMCLK 1/0 MFP4  |SPI2 I2S master clock output pin
UART2_RXD | MFP7  |UART2 data receiver input pin.
SPIO_I2SMCLK 110 MFP8  [SPIO I2S master clock output pin
I’C1_SDA I/O MFP9  [I>)C1 data input/output pin.
EPWMO_CH5 1/0 MFP11 |EPWMO channel 5 output/capture input.
EPWM1_CH5 /0 MFP12 |EPWML1 channel 5 output/capture input.
EPWMO_BRAKE1 | MFP13 |EPWMO Brake 1 input pin.
11 |Vss P MFPO  |Ground pin for digital circuit.
12 Voo P MFPO  |Power supply for I/O ports and LDO source for internal PLL and
digital circuit.
8 | 13 |PA.11 /O MFPO  |General purpose digital /O pin.
EADC1_CH7 A MFP1 |EADC1 channel 7 analog input.
ACMPO_PO A MFP1 |Analog comparator O positive input O pin.
EBI_nRD (0] MFP2 |EBI read enable output pin.
SPI2_SS 1/0 MFP4  |SPI2 slave select pin.
I2C2_SCL I/0 MFP7  [I2C2 clock pin.
UART6_TXD (0] MFP8 |UARTG6 data transmitter output pin.
BPWMO_CHO 1/0 MFP9  |BPWMO channel O output/capture input.
EPWMO_SYNC_OUT (0] MFP10 |EPWMO counter synchronous trigger output pin.
TMO_EXT 110 MFP13 |TimerO external capture input/toggle output pin.
9 | 14 |PA.10 1/0 MFPO  |General purpose digital /O pin.
EADC1_CH6 A MFP1 |EADC1 channel 6 analog input.
ACMP1_PO A MFP1 |Analog comparator 1 positive input O pin.
EBI_nWR (0] MFP2  |EBI write enable output pin.
SPI2_CLK 110 MFP4  |SPI2 serial clock pin.
I2C2_SDA 11O MFP7  [I2C2 data input/output pin.
UART6_RXD | MFP8 |UART®6 data receiver input pin.
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64 | 128 |Pin Name Type MFP Description

Pin | Pin
BPWMO_CH1 1/0 MFP9  |BPWMO channel 1 output/capture input.
QEI1_INDEX | MFP10 |Quadrature encoder 1 index input
ECAPO_ICO | MFP11 |Enhanced capture unit O input O pin.
TM1_EXT 1/0 MFP13 |Timerl external capture input/toggle output pin.
DACO_ST | MFP14 |DACO external trigger input.
SWDH_CLK (0] MFP15 |Serial Wire Debug Host Clock output

10 | 15 |PA9 /0 MFPO  |General purpose digital /O pin.
EADC1_CH5 A MFP1 |EADC1 channel 5 analog input.
EBI_MCLK O MFP2  |EBI external clock output pin.
SPI2_MISO 110 MFP4  |SPI2 MISO (Master In, Slave Out) pin.
UART1_TXD (0] MFP7 |UART1 data transmitter output pin.
UART7_TXD (0] MFP8 |UARTY data transmitter output pin.
BPWMO_CH2 /0 MFP9  |BPWMO channel 2 output/capture input.
QEI1L_A | MFP10 |Quadrature encoder 1 phase A input
ECAPO_IC1 | MFP11 |Enhanced capture unit O input 1 pin.
TM2_EXT 1/0 MFP13 |Timer2 external capture input/toggle output pin.
SWDH_DAT 110 MFP15 |Serial Wire Debug Host Data input/output pin

11 | 16 |PA8 1/0 MFPO  |General purpose digital /O pin.
EADC1_CH4 A MFP1 |EADC1 channel 4 analog input.
EBI_ALE (0] MFP2 |EBI address latch enable output pin.
SPI2_MOSI /O MFP4  |SPI2 MOSI (Master Out, Slave In) pin.
UART1_RXD | MFP7 |UART1 data receiver input pin.
UART7_RXD | MFP8 |UART7 data receiver input pin.
BPWMO_CH3 1/0 MFP9  |BPWMO channel 3 output/capture input.
QEI1_B | MFP10 |Quadrature encoder 1 phase B input
ECAPOQ_IC2 | MFP11 |Enhanced capture unit O input 2 pin.
TM3_EXT /O MFP13 |Timer3 external capture input/toggle output pin.
INT4 | MFP15 |External interrupt 4 input pin.

17 |PC.13 1/0 MFPO  |General purpose digital I/O pin.

EADC1_CH3 A MFP1 |EADC1 channel 3 analog input.
EBI_ADR10 (0] MFP2 EBI address bus bit 10.
SPI2_|2SMCLK 1/0 MFP4  |SPI2 IS master clock output pin
CAN1_TXD (0] MFP5  |CANZ1 bus transmitter output.
UART2_TXD (0] MFP7 |UART2 data transmitter output pin.
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64 | 128 |Pin Name Type MFP Description
Pin | Pin
BPWMO_CH4 1/0 MFP9  |BPWMO channel 4 output/capture input.
CLKO (0] MFP13 [Clock Out
EADCO_ST | MFP14 |EADCO external trigger input.

18 |PD.12 1/0 MFPO  |General purpose digital /0 pin.
EADC1_CH2 A MFP1 |EADC1 channel 2 analog input.
EBI_nCSO0 (0] MFP2  |EBI chip select 0 output pin.
CAN1_RXD | MFP5  |CANL1 bus receiver input.

UART2_RXD | MFP7  |UART2 data receiver input pin.
BPWMO_CH5 /0 MFP9  |BPWMO channel 5 output/capture input.
QEIO_INDEX | MFP10 |Quadrature encoder O index input
CLKO @) MFP13 |Clock Out

EADCO_ST | MFP14 |EADCO external trigger input.

INT5 | MFP15 |External interrupt 5 input pin.

19 |PD.11 /0 MFPO |General purpose digital I/O pin.
EADC1_CH1 A MFP1 |EADC1 channel 1 analog input.
EBI_nCS1 (0] MFP2  |EBI chip select 1 output pin.
UART1_TXD (0] MFP3 |UART1 data transmitter output pin.
CANO_TXD (0] MFP4  |CANO bus transmitter output.

QEIO_A | MFP10 |Quadrature encoder O phase A input
INT6 | MFP15 |External interrupt 6 input pin.

20 |PD.10 /O MFPO  |General purpose digital I/O pin.
EADC1_CHO A MFP1 |EADC1 channel 0 analog input.
EBI_nCS2 (0] MFP2  |EBI chip select 2 output pin.
UART1_RXD | MFP3  |UART1 data receiver input pin.
CANO_RXD | MFP4  |CANO bus receiver input.

QEIO_B | MFP10 |Quadrature encoder O phase B input
INT7 | MFP15 |External interrupt 7 input pin.

21 |PG.2 1/0 MFPO  |General purpose digital /0 pin.

EBI_ADR11 (0] MFP2 EBI address bus bit 11.

SPI2_SS 110 MFP3  |SPI2 slave select pin.

I2CO_SMBAL (0] MFP4 12C0 SMBus SMBALTER pin

I2C1_SCL I/0 MFP5  [I2C1 clock pin.

CCAP_DATAY | MFP7  |Camera capture data input bus bit 7.

T™MO 1/0 MFP13 |Timer0 event counter input/toggle output pin.
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64 | 128 |Pin Name Type MFP Description
Pin | Pin
22 |PG.3 1/0 MFPO  |General purpose digital /O pin.
EBI_ADRI12 (0] MFP2 EBI address bus bit 12.
SPI2_CLK /0 MFP3  |SPI2 serial clock pin.
[2C0_SMBSUS o) MFP4  |I2CO SMBus SMBSUS pin (PMBus CONTROL pin)
I’C1_SDA 11O MFP5  [I2)C1 data input/output pin.
CCAP_DATA®6 | MFP7  |Camera capture data input bus bit 6.
™1 /0 MFP13 |Timerl event counter input/toggle output pin.
23 |PG.4 1/0 MFPO  |General purpose digital /O pin.
EBI_ADR13 (0] MFP2 |EBI address bus bit 13.
SPI2_MISO 110 MFP3  |SPI2 MISO (Master In, Slave Out) pin.
CCAP_DATA5 | MFP7  |Camera capture data input bus bit 5.
T™M2 1/0 MFP13 |Timer2 event counter input/toggle output pin.
24 |PF.11 /0 MFPO  |General purpose digital /O pin.
EBI_ADR14 (0] MFP2 |EBI address bus bit 14.
SPI2_MOSI /O MFP3  |SPI2 MOSI (Master Out, Slave In) pin.
UART5_TXD (0] MFP6 |UARTS data transmitter output pin.
CCAP_DATA4 | MFP7  |Camera capture data input bus bit 4.
T™3 110 MFP13 |Timer3 event counter input/toggle output pin.
25 |PF.10 1/0 MFPO  |General purpose digital /O pin.
EBI_ADR15 (0] MFP2  |EBI address bus bit 15.
SCO0_nCD | MFP3  |Smart Card O card detect pin.
I’S0_BCLK ) MFP4  [I2SO0 bit clock output pin.
SPI0_I2SMCLK 110 MFP5  [SPIO I2S master clock output pin
UART5_RXD | MFP6 |UARTS data receiver input pin.
CCAP_DATAS3 | MFP7  |Camera capture data input bus bit 3.
26 |PF.9 /O MFPO  |General purpose digital /O pin.
EBI_ADR16 (0] MFP2  |EBI address bus bit 16.
SCO_PWR (0] MFP3  |Smart Card O power pin.
I2SO_MCLK o] MFP4  [12S0 master clock output pin.
SPIO_SS 110 MFP5  |SPIO slave select pin.
UART5_nRTS (0] MFP6 |UARTS request to Send output pin.
CCAP_DATA2 | MFP7  |Camera capture data input bus bit 2.
CAN1_TXD (0] MFP8 |CANL1 bus transmitter output.
27 |PF.8 1/0 MFPO  |General purpose digital /0 pin.
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64 | 128 |Pin Name Type MFP Description

Pin | Pin
EBI_ADR17 (0] MFP2 EBI address bus bit 17.

SCO_RST (0] MFP3  |Smart Card O reset pin.
12S0_DiI I MFP4  [I?S0O data input pin.
SPI0_CLK 110 MFP5  |SPIO serial clock pin.
UART5_nCTS | MFP6 |UARTS clear to Send input pin.
CCAP_DATA1 | MFP7  |Camera capture data input bus bit 1.
CAN1_RXD | MFP8 |CANL1 bus receiver input.
TAMPER2 1/0 MFP10 |TAMPER detector loop pin 2.

28 |PF.7 /0 MFPO |General purpose digital I/O pin.
EBI_ADR18 O MFP2 |EBI address bus bit 18.
SCO_DAT 1/0 MFP3  |Smart Card O data pin.
12S0_DO ) MFP4  [I>S0 data output pin.
SPI0_MISO /0 MFP5  |SPIO MISO (Master In, Slave Out) pin.
UART4_TXD O MFP6 |UART4 data transmitter output pin.
CCAP_DATAO | MFP7  |Camera capture data input bus bit 0.
CAN2_TXD O MFP8 |CAN2 bus transmitter output.
TAMPER1 110 MFP10 |TAMPER detector loop pin 1.

12 | 29 |PF.6 1/0 MFPO  |General purpose digital I/O pin.

EBI_ADRI19 (0] MFP2 EBI address bus bit 19.

SCO_CLK (0] MFP3  |Smart Card O clock pin.

I2SO_LRCK 0 MFP4  [I?SO0 left right channel clock output pin.
SPI0_MOSI 110 MFP5  |SPI0 MOSI (Master Out, Slave In) pin.
UART4_RXD | MFP6 |UART4 data receiver input pin.
EBI_nCSO (0] MFP7  |EBI chip select 0 output pin.
CAN2_RXD | MFP8 |CAN2 bus receiver input.

TAMPERO /O MFP10 |TAMPER detector loop pin O.

13 | 30 |Vear P MFPO  |Power supply by batteries for RTC.

14 | 31 |PF.5 1/0 MFPO  |General purpose digital I/O pin.
UART2_RXD | MFP2 |UART2 data receiver input pin.
UART2_nCTS | MFP4  |UART2 clear to Send input pin.
EPWMO_CHO 1/0 MFP7  |EPWMO channel O output/capture input.
BPWMO_CH4 1/0 MFP8  |BPWMO channel 4 output/capture input.
EPWMO_SYNC_OUT (0] MFP9  |EPWMO counter synchronous trigger output pin.
X32_IN | MFP10 |External 32.768 kHz crystal input pin.
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EADCO_ST | MFP11 |EADCO external trigger input.

15| 32 |PF.4 /0 MFPO  |General purpose digital /O pin.
UART2_TXD O MFP2  |UART2 data transmitter output pin.
UART2_nRTS (0] MFP4  |UART2 request to Send output pin.
EPWMO_CH1 1/0 MFP7  |EPWMO channel 1 output/capture input.
BPWMO_CH5 1/0 MFP8 |BPWMO channel 5 output/capture input.
X32_0OuT (0] MFP10 |External 32.768 kHz crystal output pin.
EADC1_ST | MFP11 |EADCL1 external trigger input.

33 |PH.4 /0 MFPO |General purpose digital I/O pin.
EBI_ADRS3 O MFP2 |EBI address bus bit 3.
SPI1_MISO /10 MFP3  |SPI1 MISO (Master In, Slave Out) pin.
UART7_nRTS (0] MFP4  |UARTY request to Send output pin.
UART6_TXD (0] MFP5 |UARTG6 data transmitter output pin.

34 |PH.5 /0 MFPO |General purpose digital I/O pin.
EBI_ADR2 (0] MFP2 |EBI address bus bit 2.
SPI1_MOSI /10 MFP3  |SPI1 MOSI (Master Out, Slave In) pin.
UART7_nCTS | MFP4  |UART7 clear to Send input pin.
UART6_RXD | MFP5  |UARTG6 data receiver input pin.

35 |PH.6 1/0 MFPO  |General purpose digital /O pin.
EBI_ADR1 (0] MFP2  |EBI address bus bit 1.
SPI1_CLK /O MFP3  |SPI1 serial clock pin.
UART7_TXD (0] MFP4  |UARTY data transmitter output pin.

36 |PH.7 1/0 MFPO  |General purpose digital /0 pin.
EBI_ADRO O MFP2 |EBI address bus bit 0.
SPI1_SS 1/0 MFP3 |SPI1 slave select pin.
UART7_RXD | MFP4  |UARTY data receiver input pin.

16 | 37 |PF.3 /O MFPO  |General purpose digital /O pin.
EBI_nCSO0 (0] MFP2  |EBI chip select 0 output pin.
UARTO_TXD (0] MFP3 |UARTO data transmitter output pin.
I2C0_SCL 1’0 MFP4  [I>CO clock pin.

XT1_IN | MFP10 |External 4~24 MHz (high speed) crystal input pin.
BPWM1_CHO 1/0 MFP11 |BPWMZ1 channel O output/capture input.

17 | 38 |PF.2 1/0 MFPO  |General purpose digital /O pin.

EBI_nCS1 (0] MFP2  |EBI chip select 1 output pin.
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UARTO_RXD | MFP3  |UARTO data receiver input pin.
I2CO_SDA 110 MFP4  [I>CO data input/output pin.
QSPI0O_CLK 1/0 MFP5  |Quad SPIO serial clock pin.
XT1_OUT (0] MFP10 |External 4~24 MHz (high speed) crystal output pin.
BPWM1_CH1 1/0 MFP11 |BPWM1 channel 1 output/capture input.

39 [Vss P MFPO Ground pin for digital circuit.

40 |Vop P MFPO  |Power supply for I/O ports and LDO source for internal PLL and

digital circuit.

41 |PE.8 1/0 MFPO  |General purpose digital /O pin.
EBI_ADR10 (0] MFP2 EBI address bus bit 10.
I2S0_BCLK 0 MFP4  [I2SO0 bit clock output pin.
SPI2_CLK /0 MFP5  |SPI2 serial clock pin.
UART2_TXD O MFP7 |UART2 data transmitter output pin.
EPWMO_CHO 1/0 MFP10 |EPWMO channel O output/capture input.
EPWMO_BRAKEOQO | MFP11 |EPWMO Brake 0 input pin.
ECAPOQ_ICO | MFP12 |Enhanced capture unit O input O pin.
TRACE_DATA3 (0] MFP14 |ETM Trace Data 3 output pin

42 |PE.9 /O MFPO  |General purpose digital /O pin.
EBI_ADR11 (0] MFP2 EBI address bus bit 11.
I2SO_MCLK ) MFP4  [12S0 master clock output pin.
SPI2_MISO 110 MFP5  |SPI2 MISO (Master In, Slave Out) pin.
UART2_RXD | MFP7  |UART2 data receiver input pin.
EPWMO_CH1 /O MFP10 |EPWMO channel 1 output/capture input.
EPWMO_BRAKE1 | MFP11 |EPWMO Brake 1 input pin.
ECAPO_IC1 | MFP12 |Enhanced capture unit O input 1 pin.
TRACE_DATA2 (0] MFP14 |ETM Trace Data 2 output pin

43 |PE.10 110 MFPO |General purpose digital I/O pin.
EBI_ADRI12 (0] MFP2 EBI address bus bit 12.
12S0_DlI I MFP4  [I?S0 data input pin.
SPI2_MOSI 1/0 MFP5  |SPI2 MOSI (Master Out, Slave In) pin.
UART3_TXD (0] MFP7 |UART3 data transmitter output pin.
EPWMO_CH2 1/0 MFP10 |EPWMO channel 2 output/capture input.
EPWM1_BRAKEO | MFP11 |EPWMZ1 Brake 0 input pin.
ECAPOQ_IC2 | MFP12 |Enhanced capture unit O input 2 pin.
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TRACE_DATA1 (0] MFP14 |ETM Trace Data 1 output pin

44 |PE.11 /0 MFPO  |General purpose digital /O pin.
EBI_ADR13 (0] MFP2 |EBI address bus bit 13.
12S0_DO ) MFP4  [I?S0 data output pin.
SPI2_SS 110 MFP5  |SPI2 slave select pin.
UART3_RXD | MFP7  |UART3 data receiver input pin.
UART1_nCTS | MFP8 |UART1 clear to Send input pin.
EPWMO_CH3 1/0 MFP10 |EPWMO channel 3 output/capture input.
EPWM1_BRAKE1 | MFP11 |EPWML1 Brake 1 input pin.
ECAP1_IC2 | MFP13 |Enhanced capture unit 1 input 2 pin.
TRACE_DATAO (0] MFP14 |ETM Trace Data 0 output pin

45 |PE.12 1/0 MFPO  |General purpose digital /O pin.
EBI_ADR14 (0] MFP2 EBI address bus bit 14.
I2SO_LRCK O MFP4  [I?S0 left right channel clock output pin.
SPI2_|2SMCLK /O MFP5  |SPI2 IS master clock output pin
UART1 _nRTS (0] MFP8 |UART1 request to Send output pin.
EPWMO_CH4 110 MFP10 |EPWMO channel 4 output/capture input.
ECAP1_IC1 | MFP13 |Enhanced capture unit 1 input 1 pin.
TRACE_CLK (0] MFP14 |ETM Trace Clock output pin

46 |PE.13 /O MFPO  |General purpose digital /O pin.
EBI_ADR15 (0] MFP2  |EBI address bus bit 15.
I2CO_SCL 11O MFP4  [I2CO clock pin.
UART4_nRTS (0] MFP5 |UART4 request to Send output pin.
UART1_TXD (0] MFP8 |UART1 data transmitter output pin.
EPWMO_CH5 1/0 MFP10 |EPWMO channel 5 output/capture input.
EPWM1_CHO /O MFP11 |EPWMZ1 channel O output/capture input.
BPWM1_CH5 /O MFP12 |BPWM1 channel 5 output/capture input.
ECAP1_ICO | MFP13 |Enhanced capture unit 1 input 0 pin.

47 |PC.8 1/0 MFPO  |General purpose digital /0 pin.
EBI_ADR16 o MFP2 |EBI address bus bit 16.
I2CO_SDA I/O MFP4  [I2CO data input/output pin.
UART4_nCTS | MFP5 |UART4 clear to Send input pin.
UART1_RXD | MFP8 |UART1 data receiver input pin.
EPWM1_CH1 1/0 MFP11 |EPWM1 channel 1 output/capture input.
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BPWM1_CH4 1/0 MFP12 |BPWM1 channel 4 output/capture input.

18 | 48 |PC.7 /0 MFPO  |General purpose digital /O pin.
EBI_AD9 1/0 MFP2 |EBI address/data bus bit 9.
SPI1_MISO 110 MFP4  |SPI1 MISO (Master In, Slave Out) pin.
UART4_TXD (0] MFP5 |UART4 data transmitter output pin.
UARTO_nCTS | MFP7 |UARTO clear to Send input pin.
I2C1_SMBAL (0] MFP8 12C1 SMBus SMBALTER pin
UART6_TXD (0] MFP9 |UARTG6 data transmitter output pin.
EPWM1_CH2 /0 MFP11 |EPWML1 channel 2 output/capture input.
BPWM1_CHO 1/0 MFP12 |BPWM1 channel O output/capture input.
T™MO 1/0 MFP14 |Timer0O event counter input/toggle output pin.
INT3 | MFP15 |External interrupt 3 input pin.

19 | 49 |PC.6 /0 MFPO  |General purpose digital /O pin.
EBI_ADS8 1/0 MFP2 |EBI address/data bus bit 8.
SPI1_MOSI /O MFP4 |SPI1 MOSI (Master Out, Slave In) pin.
UART4_RXD | MFP5  |UART4 data receiver input pin.
UARTO_nRTS (0] MFP7 |UARTO request to Send output pin.
I)C1_SMBSUS (0] MFP8 12C1 SMBus SMBSUS pin (PMBus CONTROL pin)
UART6_RXD | MFP9  |UART®6 data receiver input pin.
EPWM1_CH3 /O MFP11 |EPWMZ1 channel 3 output/capture input.
BPWM1_CH1 /O MFP12 |BPWMZ1 channel 1 output/capture input.
™1 1/0 MFP14 |Timerl event counter input/toggle output pin.
INT2 | MFP15 |External interrupt 2 input pin.

20 | 50 |PA.7 110 MFPO  |General purpose digital I/O pin.
EBI_AD7 1/0 MFP2  |EBI address/data bus bit 7.
SPI1_CLK /O MFP4  |SPI1 serial clock pin.
UARTO_TXD (0] MFP7  |UARTO data transmitter output pin.
I’C1_SCL 1/O MFP8  [I2C1 clock pin.
QSPI1_MISO1 110 MFP9  |Quad SPI1 MISO1 (Master In, Slave Out) pin.
EPWM1_CH4 1/0 MFP11 |EPWMZ1 channel 4 output/capture input.
BPWM1_CH2 1/0 MFP12 |BPWM1 channel 2 output/capture input.
ACMPO_WLAT | MFP13 |Analog comparator O window latch input pin
T™M2 1/0 MFP14 |Timer2 event counter input/toggle output pin.
INT1 | MFP15 |External interrupt 1 input pin.
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21 | 51 |PA6 1/0 MFPO  |General purpose digital I/O pin.
EBI_AD6 /0 MFP2  |EBI address/data bus bit 6.
SPI1_SS /0 MFP4  |SPI1 slave select pin.
UARTO_RXD | MFP7 |UARTO data receiver input pin.
I’C1_SDA 11O MFP8  [I>)C1 data input/output pin.
QSPI1_MOSI1 1/0 MFP9  |Quad SPI1 MOSI1 (Master Out, Slave In) pin.
EPWM1_CH5 /0 MFP11 |EPWML1 channel 5 output/capture input.
BPWM1_CH3 1/0 MFP12 |BPWM1 channel 3 output/capture input.
ACMP1_WLAT | MFP13 |Analog comparator 1 window latch input pin
T™3 1/0 MFP14 |Timer3 event counter input/toggle output pin.
INTO | MFP15 |External interrupt O input pin.
22 | 52 |Vss P MFPO Ground pin for digital circuit.
23 | 53 |V P MFPO  |Power supply for I/O ports and LDO source for internal PLL and
digital circuit.
24 | 54 |LDO_CAP A MFPO  |LDO output pin.
Note: This pin needs to be connected with an external capacitor.
25| 55 |PAS 1/0 MFPO  |General purpose digital /O pin.
QSPIO_MISO1 /O MFP3  |Quad SPI0 MISO1 (Master In, Slave Out) pin.
SPI1_|2SMCLK /O MFP4  |SPI1 IS master clock output pin
UARTO_nCTS | MFP7 |UARTO clear to Send input pin.
UARTS5_TXD (0] MFP8 |UARTS data transmitter output pin.
I2CO_SCL 11O MFP9  [I2CO clock pin.
CANO_TXD (0] MFP10 |CANO bus transmitter output.
UARTO_TXD (0] MFP11 |UARTO data transmitter output pin.
BPWMO_CH5 /O MFP12 |BPWMO channel 5 output/capture input.
EPWMO_CHO 1/0 MFP13 |EPWMO channel O output/capture input.
QEIO_INDEX | MFP14 |Quadrature encoder 0 index input
26 | 56 |PA4 110 MFPO  |General purpose digital I/O pin.
QSPIO_MOSI1 1/0 MFP3  |Quad SPI0 MOSI1 (Master Out, Slave In) pin.
SPI0_I2SMCLK 1/0 MFP4  |SPIO I2S master clock output pin
SCO0_nCD | MFP6  |Smart Card O card detect pin.
UARTO_nRTS (0] MFP7  |UARTO request to Send output pin.
UART5_RXD | MFP8 |UARTS data receiver input pin.
I2C0_SDA 1/0 MFP9  [I2CO data input/output pin.
CANO_RXD | MFP10 [CANO bus receiver input.
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UARTO_RXD | MFP11 |UARTO data receiver input pin.
BPWMO_CH4 /0 MFP12 |BPWMO channel 4 output/capture input.
EPWMO_CH1 /0 MFP13 |EPWMO channel 1 output/capture input.
QEIO_A | MFP14 |Quadrature encoder O phase A input
27 | 57 |PA3 1/0 MFPO  |General purpose digital /0 pin.
QSPIO_SS 1/0 MFP3 |Quad SPIO slave select pin.
SPIO_SS /0 MFP4  |SPIO slave select pin.
SCO_PWR (0] MFP6  |Smart Card O power pin.
UART4_TXD O MFP7 |UART4 data transmitter output pin.
UART1_TXD (0] MFP8 |UART1 data transmitter output pin.
I)C1_SCL 1’0 MFP9  [I>C1 clock pin.
I2C0_SMBAL (0] MFP10 |I2CO SMBus SMBALTER pin
BPWMO_CH3 /0 MFP12 |BPWMO channel 3 output/capture input.
EPWMO_CH2 /0 MFP13 |EPWMO channel 2 output/capture input.
QEIO_B | MFP14 |Quadrature encoder O phase B input
EPWM1_BRAKE1l | MFP15 |EPWM1 Brake 1 input pin.
28 | 58 |PA.2 110 MFPO |General purpose digital I/O pin.
QSPIO_CLK 110 MFP3 Quad SPIO serial clock pin.
SPI0_CLK 1/0 MFP4  |SPIO serial clock pin.
SCO_RST (0] MFP6  |Smart Card O reset pin.
UART4_RXD | MFP7  |UART4 data receiver input pin.
UART1_RXD | MFP8 |UART1 data receiver input pin.
I)C1_SDA 110 MFP9  [I>)C1 data input/output pin.
I>CO_SMBSUS 0] MFP10 |I2CO SMBus SMBSUS pin (PMBus CONTROL pin)
BPWMO_CH2 1/0 MFP12 |BPWMO channel 2 output/capture input.
EPWMO_CH3 /O MFP13 |EPWMO channel 3 output/capture input.
29 | 59 |PA.l1 /O MFPO  |General purpose digital /O pin.
QSPIO_MISOO0 1/0 MFP3  |Quad SPI0 MISOO0 (Master In, Slave Out) pin.
SPI0_MISO 110 MFP4  |SPIO MISO (Master In, Slave Out) pin.
SCO_DAT 1/0 MFP6 |Smart Card O data pin.
UARTO_TXD (0] MFP7 |UARTO data transmitter output pin.
UART1_nCTS | MFP8 |UART1 clear to Send input pin.
I2C2_SCL I/0 MFP9  [I2C2 clock pin.
CCAP_DATAY | MFP10 |Camera capture data input bus bit 7.
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BPWMO_CH1 1/0 MFP12 |BPWMO channel 1 output/capture input.
EPWMO_CH4 /0 MFP13 |EPWMO channel 4 output/capture input.
30 | 60 |PA.O /0 MFPO |General purpose digital I/O pin.
QSPI0_MOSIO 110 MFP3  |Quad SPI0 MOSIO (Master Out, Slave In) pin.
SPI0_MOSI 110 MFP4  |SPI0O MOSI (Master Out, Slave In) pin.
SCO0_CLK (0] MFP6  |Smart Card O clock pin.
UARTO_RXD | MFP7  |UARTO data receiver input pin.
UART1_nRTS (0] MFP8 |UART1 request to Send output pin.
I2C2_SDA 110 MFP9  [I>)C2 data input/output pin.
CCAP_DATA6 | MFP10 |Camera capture data input bus bit 6.
BPWMO_CHO 1/0 MFP12 |BPWMO channel O output/capture input.
EPWMO_CH5 1/0 MFP13 |EPWMO channel 5 output/capture input.
DACO_ST | MFP15 |DACO external trigger input.
31 | 61 |Vooio P MFPO  |Power supply for PA.O~PA.5.
62 |PE.14 /O MFPO  |General purpose digital /O pin.
EBI_ADS8 /10 MFP2 |EBI address/data bus bit 8.
UART2_TXD (0] MFP3  |UART2 data transmitter output pin.
CANO_TXD (0] MFP4  |CANO bus transmitter output.
UART6_TXD (0] MFP6 |UARTG6 data transmitter output pin.
63 |PE.15 /O MFPO  |General purpose digital /O pin.
EBI_AD9 110 MFP2  |EBI address/data bus bit 9.
UART2_RXD | MFP3  |UART2 data receiver input pin.
CANO_RXD | MFP4  |CANO bus receiver input.
UART6_RXD | MFP6 |UARTG6 data receiver input pin.
32 | 64 |InRESET | MFPO  |External reset input: active LOW, with an internal pull-up. Set
this pin low reset to initial state.
Note: It is recommended to use 10 kQ pull-up resistor and 10
uF capacitor on nRESET pin.
33 | 65 |PF.0 110 MFPO  |General purpose digital I/O pin.
UART1_TXD o MFP2 |UART1 data transmitter output pin.
I)C1_SCL 1’0 MFP3  [I>)C1 clock pin.
UARTO_TXD (0] MFP4  |UARTO data transmitter output pin.
BPWM1_CHO 1/0 MFP12 |BPWM1 channel O output/capture input.
ICE_DAT 1/0 MFP14 |Serial wired debugger data pin.
Note: It is recommended to use 100 kQ pull-up resistor on
ICE_DAT pin.
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34| 66 |PF.1 1/0 MFPO  |General purpose digital I/O pin.
UART1_RXD | MFP2  |UART1 data receiver input pin.
I’C1_SDA 110 MFP3  [I?)C1 data input/output pin.
UARTO_RXD | MFP4  |UARTO data receiver input pin.
BPWM1_CH1 1/0 MFP12 |BPWM1 channel 1 output/capture input.
ICE_CLK 1/0 MFP14 |Serial wired debugger clock pin.
Note: It is recommended to use 100 kQ pull-up resistor on
ICE_CLK pin.
67 |PD.9 1/0 MFPO  |General purpose digital /0 pin.
EBI_AD7 1/0 MFP2 |EBI address/data bus bit 7.
I2C2_SCL /0 MFP3 12C2 clock pin.
UART2_nCTS | MFP4  |UART2 clear to Send input pin.
UART7_TXD O MFP5 |UART7 data transmitter output pin.
CAN2_TXD O MFP6 |CAN2 bus transmitter output.
68 |PD.8 1/0 MFPO  |General purpose digital /0 pin.
EBI_AD6 110 MFP2 |EBI address/data bus bit 6.
[2C2_SDA 11O MFP3  [I2C2 data input/output pin.
UART2_nRTS (0] MFP4  |UART2 request to Send output pin.
UART7_RXD | MFP5  |UARTY data receiver input pin.
CAN2_RXD | MFP6 |CAN2 bus receiver input.
35| 69 |[PC5 110 MFPO  |General purpose digital I/O pin.
EBI_AD5 110 MFP2 |EBI address/data bus bit 5.
QSPIO_MISO1 1/0 MFP4  |Quad SPI0 MISO1 (Master In, Slave Out) pin.
UART2_TXD (0] MFP8 |UART2 data transmitter output pin.
I2C1_SCL I/0 MFP9  [I2C1 clock pin.
CANO_TXD O MFP10 |CANO bus transmitter output.
UART4_TXD (0] MFP11 |UART4 data transmitter output pin.
EPWM1_CHO 1/0 MFP12 |EPWM1 channel O output/capture input.
CCAP_DATA5 | MFP13 |Camera capture data input bus bit 5.
QSPI1_SS 110 MFP14 |Quad SPI1 slave select pin.
36 | 70 |[PC.4 1/0 MFPO  |General purpose digital /O pin.
EBI_AD4 1/0 MFP2 |EBI address/data bus bit 4.
QSPI0O_MOSI1 110 MFP4  |Quad SPI0 MOSI1 (Master Out, Slave In) pin.
I2S0_BCLK ) MFP6  [I2S0 bit clock output pin.
SPI1_|2SMCLK 1/0 MFP7  |SPI1 I2S master clock output pin
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UART2_RXD | MFP8 |UART2 data receiver input pin.
I2C1_SDA 110 MFP9  [I>)C1 data input/output pin.
CANO_RXD | MFP10 |CANO bus receiver input.
UART4_RXD | MFP11 |UART4 data receiver input pin.
EPWM1_CH1 1/0 MFP12 |EPWM1 channel 1 output/capture input.
CCAP_DATA4 | MFP13 |Camera capture data input bus bit 4.
QSPI1_CLK /0 MFP14 |Quad SPI1 serial clock pin.
37| 71 |PC.3 1/0 MFPO  |General purpose digital /O pin.
EBI_AD3 1/0 MFP2 |EBI address/data bus bit 3.
QSPIO_SS 1/0 MFP4  |Quad SPIO slave select pin.
12S0_MCLK ) MFP6  [I?S0 master clock output pin.
SPI1_MISO 1/0 MFP7  |SPI1 MISO (Master In, Slave Out) pin.
UART2_nRTS (0] MFP8 |UART2 request to Send output pin.
I2CO_SMBAL (0] MFP9 12C0 SMBuUs SMBALTER pin
CAN1_TXD (0] MFP10 |CANL1 bus transmitter output.
UART3_TXD (0] MFP11 |UART3 data transmitter output pin.
EPWM1_CH2 1/0 MFP12 |EPWM1 channel 2 output/capture input.
CCAP_DATA3 | MFP13 |Camera capture data input bus bit 3.
QSPI1_MISOO0 1/0 MFP14 |Quad SPI1 MISOO (Master In, Slave Out) pin.
38| 72 |[PC.2 /O MFPO  |General purpose digital /O pin.
EBI_AD2 110 MFP2  |EBI address/data bus bit 2.
QSPIO_CLK /10 MFP4  |Quad SPIO serial clock pin.
12S0_DlI I MFP6  [I2S0 data input pin.
SPI1_MOSI 1/0 MFP7  |SPI1 MOSI (Master Out, Slave In) pin.
UART2_nCTS | MFP8 |UART?2 clear to Send input pin.
I2C0_SMBSUS 0 MFP9  [ICO SMBus SMBSUS pin (PMBus CONTROL pin)
CAN1_RXD | MFP10 [CANL1 bus receiver input.
UART3_RXD | MFP11 |UART3 data receiver input pin.
EPWM1_CH3 1/0 MFP12 |EPWMZ1 channel 3 output/capture input.
CCAP_DATA2 | MFP13 |Camera capture data input bus bit 2.
QSPI1_MOSIO 1/0 MFP14 |Quad SPI1 MOSIO (Master Out, Slave In) pin.
39| 73 |PC1 1/0 MFPO  |General purpose digital /O pin.
EBI_AD1 110 MFP2 |EBI address/data bus bit 1.
QSPIO_MISOO0 1/0 MFP4  |Quad SPI0 MISOO (Master In, Slave Out) pin.
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12S0_DO 0 MFP6  [I?S0O data output pin.
SPI1_CLK /0 MFP7  |SPI1 serial clock pin.
UART2_TXD O MFP8 |UART2 data transmitter output pin.
I2CO_SCL I/O MFP9  [I2CO clock pin.
CAN2_TXD O MFP10 |CAN2 bus transmitter output.
EPWM1_CH4 1/0 MFP12 |EPWM1 channel 4 output/capture input.
CCAP_DATAl | MFP13 |Camera capture data input bus bit 1.
ACMPO_O (0] MFP14 |Analog comparator O output pin.
EADCO_ST | MFP15 |EADCO external trigger input.
40 | 74 |PC.0 1/0 MFPO  |General purpose digital /0 pin.
EBI_ADO /10 MFP2 |EBI address/data bus bit 0.
QSPIO_MOSIO 1/0 MFP4  |Quad SPI0 MOSIO (Master Out, Slave In) pin.
I2S0_LRCK 0 MFP6  [ISO0 left right channel clock output pin.
SPI1_SS /0 MFP7 |SPI1 slave select pin.
UART2_RXD | MFP8 |UART2 data receiver input pin.
I2C0_SDA 1/0 MFP9  [I2CO data input/output pin.
CAN2_RXD | MFP10 |CAN2 bus receiver input.
EPWM1_CH5 1/0 MFP12 |EPWM1 channel 5 output/capture input.
CCAP_DATAO | MFP13 |Camera capture data input bus bit 0.
ACMP1_O (0] MFP14 |Analog comparator 1 output pin.
EADC1_ST | MFP15 |EADCL1 external trigger input.
75 |Vss P MFPO  |Ground pin for digital circuit.
76 |Voo P MFPO  |Power supply for I/O ports and LDO source for internal PLL and
digital circuit.
77 |PG.9 1/0 MFPO  |General purpose digital /0 pin.
EBI_ADO 110 MFP2 |EBI address/data bus bit 0.
QSPI1_MISO1 110 MFP5  |Quad SPI1 MISO1 (Master In, Slave Out) pin.
CCAP_PIXCLK | MFP7  |Camera capture interface pix clock input pin.
BPWMO_CH5 1/0 MFP12 |BPWMO channel 5 output/capture input.
78 |PG.10 1/0 MFPO  |General purpose digital /O pin.
EBI_AD1 1/0 MFP2 |EBI address/data bus bit 1.
QSPI1_MOSI1 110 MFP5  |Quad SPI1 MOSI1 (Master Out, Slave In) pin.
CCAP_SCLK (0] MFP7  |Camera capture interface sensor clock pin.
BPWMO_CH4 1/0 MFP12 |BPWMO channel 4 output/capture input.
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79 |PG.11 1/0 MFPO  |General purpose digital /O pin.
EBI_AD2 /0 MFP2  |EBI address/data bus bit 2.
QSPI1_SS 1/0 MFP5  |Quad SPI1 slave select pin.
UART7_TXD (0] MFP6 |UARTY data transmitter output pin.
CCAP_SFIELD | MFP7 |Camera capture interface SFIELD input pin.
BPWMO_CH3 1/0 MFP12 |BPWMO channel 3 output/capture input.
80 |PG.12 /0 MFPO  |General purpose digital /O pin.
EBI_AD3 1/0 MFP2 |EBI address/data bus bit 3.
QSPI1_CLK 1/0 MFP5  |Quad SPI1 serial clock pin.
UART7_RXD | MFP6 |UART7 data receiver input pin.
CCAP_VSYNC | MFP7 |Camera capture interface vsync input pin.
BPWMO_CH2 1/0 MFP12 |BPWMO channel 2 output/capture input.
81 |PG.13 /0 MFPO  |General purpose digital /O pin.
EBI_AD4 1/0 MFP2 |EBI address/data bus bit 4.
QSPI1_MISOO0 /O MFP5  |Quad SPI1 MISOO (Master In, Slave Out) pin.
UART6_TXD (0] MFP6 |UARTG6 data transmitter output pin.
CCAP_HSYNC | MFP7 |Camera capture interface hsync input pin.
BPWMO_CH1 1/0 MFP12 |BPWMO channel 1 output/capture input.
82 |PG.14 1/0 MFPO  |General purpose digital /O pin.
EBI_AD5 110 MFP2  |EBI address/data bus bit 5.
QSPI1_MOSIO /O MFP5  |Quad SPI1 MOSIO (Master Out, Slave In) pin.
UART6_RXD | MFP6 |UARTG6 data receiver input pin.
BPWMO_CHO 1/0 MFP12 |BPWMO channel O output/capture input.
83 |PG.15 110 MFPO  |General purpose digital I/O pin.
CLKO (0] MFP14 |Clock Out
EADCO_ST | MFP15 |EADCO external trigger input.
41 PD.3 1/0 MFPO |General purpose digital /0 pin.
EBI_AD10 1/0 MFP2 |EBI address/data bus bit 10.
SPIO_SS 110 MFP4  |SPIO slave select pin.
UART3_nRTS (0] MFP5 |UART3 request to Send output pin.
UARTO_TXD (0] MFP9 |UARTO data transmitter output pin.
42 PD.2 1/0 MFPO  |General purpose digital /O pin.
EBI_AD11 1/0 MFP2 |EBI address/data bus bit 11.
SPI0_CLK 110 MFP4  |SPIO serial clock pin.
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Pin | Pin
UART3_nCTS | MFP5 |UART3 clear to Send input pin.
UARTO_RXD | MFP9  |UARTO data receiver input pin.

43 PD.1 /0 MFPO |General purpose digital I/O pin.
EBI_AD12 110 MFP2  |EBI address/data bus bit 12.
SPI0_MISO 1/0 MFP4  |SPIO MISO (Master In, Slave Out) pin.
UART3_TXD (0] MFP5 |UART3 data transmitter output pin.
12C2_SCL /0 MFP6 12C2 clock pin.

44 PD.O /0 MFPO |General purpose digital I/O pin.
EBI_AD13 110 MFP2  |EBI address/data bus bit 13.
SPI0_MOSI 110 MFP4  |SPI0O MOSI (Master Out, Slave In) pin.
UART3_RXD | MFP5 |UART3 data receiver input pin.
12C2_SDA /0 MFP6  |I2C2 data input/output pin.

T™M2 /0 MFP14 |Timer2 event counter input/toggle output pin.
84 |PD.13 /0 MFPO |General purpose digital I/O pin.

EBI_AD10 110 MFP2  |EBI address/data bus bit 10.

SDO_nCD | MFP3  |SD/SDIOO card detect input pin

SPI0_I2SMCLK 110 MFP4  [SPIO I2S master clock output pin

SPI1_|2SMCLK 1/0 MFP5  |SPI1 I2S master clock output pin

45 | 85 |PA.12 /O MFPO  |General purpose digital /O pin.
I2S0_BCLK 0 MFP2  [I?SO0 bit clock output pin.

UART4_TXD (0] MFP3 |UART4 data transmitter output pin.
I)C1_SCL 1’0 MFP4  [I>)C1 clock pin.

SPI2_SS 110 MFP5  |SPI2 slave select pin.

CANO_TXD (0] MFP6 |CANO bus transmitter output.
BPWM1_CH2 /O MFP11 |BPWM1 channel 2 output/capture input.
QEI1_INDEX | MFP12 |Quadrature encoder 1 index input
USB_VBUS P MFP14 |Power supply from USB host or HUB.

46 | 86 |PA.13 110 MFPO |General purpose digital I/O pin.
I2SO_MCLK o] MFP2  [12S0 master clock output pin.
UART4_RXD | MFP3 |UART4 data receiver input pin.
I’C1_SDA I/0 MFP4  [I?)C1 data input/output pin.

SPI2_CLK 1/0 MFP5  |SPI2 serial clock pin.
CANO_RXD | MFP6 |CANO bus receiver input.
BPWM1_CH3 1/0 MFP11 |BPWM1 channel 3 output/capture input.
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Pin | Pin
QEI1_A | MFP12 |Quadrature encoder 1 phase A input
USB_D- A MFP14 |USB differential signal D-.

47 | 87 |PA.14 /0 MFPO |General purpose digital I/O pin.
12S0_DlI | MFP2  |I?S0 data input pin.
UARTO_TXD (0] MFP3 |UARTO data transmitter output pin.
SPI2_MISO 1/0 MFP5 |SPI2 MISO (Master In, Slave Out) pin.
I2C2_SCL /0 MFP6 12C2 clock pin.
BPWM1_CH4 1/0 MFP11 |BPWMZ1 channel 4 output/capture input.
QEI1_B | MFP12 |Quadrature encoder 1 phase B input
USB_D+ A MFP14 |USB differential signal D+.

48 | 88 |PA.15 /10 MFPO |General purpose digital I/O pin.
12S0_DO ) MFP2  [I>S0 data output pin.
UARTO_RXD | MFP3  |UARTO data receiver input pin.
SPI2_MOSI /0 MFP5  |SPI2 MOSI (Master Out, Slave In) pin.
I2C2_SDA 110 MFP6  [I°C2 data input/output pin.
BPWM1_CH5 1/0 MFP11 |BPWMZ1 channel 5 output/capture input.
EPWMO_SYNC_IN | MFP12 |EPWMO counter synchronous trigger input pin.
USB_OTG_ID | MFP14 |USB_ identification.

89 INC - MFPO  |No connect pin, leave floating.

90 |INC - MFPO  |No connect pin, leave floating.

91 INC - MFPO  |No connect pin, leave floating.

92 INC - MFPO  |No connect pin, leave floating.

93 INC - MFPO  |No connect pin, leave floating.

94 INC - MFPO  |No connect pin, leave floating.

95 INC - MFPO  |No connect pin, leave floating.

96 |NC - MFPO  |No connect pin, leave floating.

97 |PE.7 /O MFPO  |General purpose digital /O pin.
SDO_CMD 1/0 MFP3 |SD/SDIO0 command/response pin
UART5_TXD (0] MFP8 |UARTS data transmitter output pin.
CAN1_TXD o MFP9  |CANL1 bus transmitter output.
QEI1_INDEX | MFP11 |Quadrature encoder 1 index input
EPWMO_CHO 1/0 MFP12 |EPWMO channel O output/capture input.
BPWMO_CH5 1/0 MFP13 |BPWMO channel 5 output/capture input.

98 |PE.6 1/0 MFPO  |General purpose digital /0 pin.
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SDO_CLK (0] MFP3  |SD/SDIOO clock output pin
SCO0_nCD | MFP6 |Smart Card O card detect pin.
UART5_RXD | MFP8 |UARTS data receiver input pin.
CAN1_RXD | MFP9  |CANL1 bus receiver input.
QEI1_A | MFP11 |Quadrature encoder 1 phase A input
EPWMO_CH1 1/0 MFP12 |EPWMO channel 1 output/capture input.
BPWMO_CH4 /0 MFP13 |BPWMO channel 4 output/capture input.
99 |PE.5 1/0 MFPO  |General purpose digital /O pin.
EBI_nRD O MFP2 |EBI read enable output pin.
SDO_DAT3 110 MFP3  |SD/SDIOO data line bit 3.
SCO_PWR (0] MFP6  [Smart Card O power pin.
UART6_TXD (0] MFP8 |UART®6 data transmitter output pin.
UART7_nRTS (0] MFP9  |UARTY request to Send output pin.
QEI1L_B | MFP11 |Quadrature encoder 1 phase B input
EPWMO_CH2 /O MFP12 |EPWMO channel 2 output/capture input.
BPWMO_CH3 1/0 MFP13 |BPWMO channel 3 output/capture input.
100 (PE.4 110 MFPO |General purpose digital I/O pin.
EBI_nWR (0] MFP2  |EBI write enable output pin.
SDO_DAT2 1/0 MFP3 |SD/SDIOO data line bit 2.
SCO_RST (0] MFP6  |Smart Card O reset pin.
UART6_RXD | MFP8 |UARTG6 data receiver input pin.
UART7_nCTS | MFP9 |UART7 clear to Send input pin.
QEIO_INDEX | MFP11 |Quadrature encoder 0 index input
EPWMO_CH3 1/0 MFP12 |EPWMO channel 3 output/capture input.
BPWMO_CH2 1/0 MFP13 |BPWMO channel 2 output/capture input.
101 [PE.3 /O MFPO  |General purpose digital /O pin.
EBI_MCLK (0] MFP2  |EBI external clock output pin.
SDO_DAT1 /10 MFP3  |SD/SDIOO data line bit 1.
SCO_DAT 1/0 MFP6 |Smart Card O data pin.
UART6_nRTS (0] MFP8 |UART®6 request to Send output pin.
UART7_TXD (0] MFP9 |UARTY data transmitter output pin.
QEIO_A | MFP11 |Quadrature encoder O phase A input
EPWMO_CH4 1/0 MFP12 |EPWMO channel 4 output/capture input.
BPWMO_CH1 1/0 MFP13 |BPWMO channel 1 output/capture input.
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102 [PE.2 1/0 MFPO  |General purpose digital /O pin.
EBI_ALE (0] MFP2 |EBI address latch enable output pin.
SDO_DATO /0 MFP3 |SD/SDIOO data line bit O.
SCO_CLK 0] MFP6  [Smart Card O clock pin.
UART6_nCTS | MFP8 |UARTEG clear to Send input pin.
UART7_RXD | MFP9 |UARTY7 data receiver input pin.
QEIO_B | MFP11 |Quadrature encoder O phase B input
EPWMO_CH5 1/0 MFP12 |EPWMO channel 5 output/capture input.
BPWMO_CHO /0 MFP13 |BPWMO channel 0 output/capture input.

103 |Vss P MFPO  |Ground pin for digital circuit.

104 (Voo P MFPO  |Power supply for I/0 ports and LDO source for internal PLL and

digital circuit.

105 [PE.1 1/0 MFPO  |General purpose digital /O pin.
EBI_AD10 1/0 MFP2 |EBI address/data bus bit 10.
QSPI0_MISO0 110 MFP3  |Quad SPI0O MISOO0 (Master In, Slave Out) pin.
I2S0_BCLK 0 MFP5  [I2S0 bit clock output pin.
SPI1_MISO /O MFP6  |SPI1 MISO (Master In, Slave Out) pin.
UART3_TXD (0] MFP7  |UART3 data transmitter output pin.
I)C1_SCL I/0 MFP8  [I>)C1 clock pin.
UART4_nCTS | MFP9 |UART4 clear to Send input pin.

106 (PE.O 110 MFPO |General purpose digital I/O pin.
EBI_AD11 1/0 MFP2 |EBI address/data bus bit 11.
QSPIO_MOSIO /O MFP3  |Quad SPI0 MOSIO (Master Out, Slave In) pin.
12S0_MCLK 0 MFP5  [I?S0O master clock output pin.
SPI1_MOSI /10 MFP6 |SPI1 MOSI (Master Out, Slave In) pin.
UART3_RXD | MFP7 |UART3 data receiver input pin.
I)C1_SDA 110 MFP8  [I>)C1 data input/output pin.
UART4_nRTS (0] MFP9  |UART4 request to Send output pin.

107 [PH.8 1/0 MFPO  |General purpose digital /O pin.
EBI_AD12 110 MFP2 |EBI address/data bus bit 12.
QSPI0O_CLK 1/0 MFP3  |Quad SPIO serial clock pin.
12S0_DI | MFP5  |I2S0 data input pin.
SPI1_CLK /10 MFP6  |SPI1 serial clock pin.
UART3_nRTS (0] MFP7  |UART3 request to Send output pin.

Feb 22, 2022

Page 283 of 525

Rev 3.03




NnuvoTonN

MA480 Series
64 | 128 |Pin Name Type MFP Description
Pin | Pin
I2C1_SMBAL (0] MFP8 12C1 SMBus SMBALTER pin
I2C2_SCL /0 MFP9 12C2 clock pin.
UART1_TXD O MFP10 |UART1 data transmitter output pin.
108 [PH.9 1/0 MFPO  |General purpose digital I/O pin.
EBI_AD13 110 MFP2  |EBI address/data bus bit 13.
QSPIO_SS 1/0 MFP3 |Quad SPIO slave select pin.
12S0_DO 0 MFP5  [I?S0O data output pin.
SPI1_SS 1/0 MFP6 |SPI1 slave select pin.
UART3_nCTS | MFP7  |UART3 clear to Send input pin.
I)C1_SMBSUS (0] MFP8 12C1 SMBus SMBSUS pin (PMBus CONTROL pin)
I2C2_SDA I/O MFP9  [I2)C2 data input/output pin.
UART1_RXD | MFP10 |UART1 data receiver input pin.
109 [PH.10 /0 MFPO  |General purpose digital /O pin.
EBI_AD14 1/0 MFP2 |EBI address/data bus bit 14.
QSPIO_MISO1 /O MFP3  |Quad SPI0 MISO1 (Master In, Slave Out) pin.
I2S0_LRCK O MFP5 IS0 left right channel clock output pin.
SPI1_|12SMCLK 110 MFP6  [SPI1 IS master clock output pin
UART4_TXD (0] MFP7 |UART4 data transmitter output pin.
UARTO_TXD (0] MFP8 |UARTO data transmitter output pin.
110 [PH.11 /O MFPO  |General purpose digital /O pin.
EBI_AD15 110 MFP2 |EBI address/data bus bit 15.
QSPI0_MOSI1 110 MFP3  |Quad SPI0 MOSI1 (Master Out, Slave In) pin.
UART4_RXD | MFP7  |UART4 data receiver input pin.
UARTO_RXD | MFP8 |UARTO data receiver input pin.
EPWMO_CH5 1/0 MFP11 |EPWMO channel 5 output/capture input.
111 |[PD.14 /O MFPO  |General purpose digital /O pin.
EBI_nCSO (0] MFP2  |EBI chip select 0 output pin.
SPI0_I2SMCLK 1/0 MFP5  |SPIO I2S master clock output pin
EPWMO_CH4 1/0 MFP11 |EPWMO channel 4 output/capture input.
49 | 112 [Vss P MFPO  |Ground pin for digital circuit.
50 | 113 |LDO_CAP A MFPO LDO output pin.
Note: This pin needs to be connected with an external capacitor.
51 |114 |V P MFPO  |Power supply for I/O ports and LDO source for internal PLL and
digital circuit.
52 |115|PC.14 1/0 MFPO  |General purpose digital /O pin.
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EBI_AD11 1/0 MFP2  |EBI address/data bus bit 11.
SPI0_I2SMCLK /0 MFP4  |SPIO I2S master clock output pin
QSPI0O_CLK 1/0 MFP6  |Quad SPIO serial clock pin.
EPWMO_SYNC_IN | MFP11 |EPWMO counter synchronous trigger input pin.
ETM_TRACE_CLK | MFP12 |ETM receiver Trace Clock input pin
™1 1/0 MFP13 |Timerl event counter input/toggle output pin.
USB_VBUS_ST | MFP14 |USB external VBUS regulator status pin.
53 |116 |PB.15 1/0 MFPO  |General purpose digital /O pin.
EADCO_CH15 A MFP1 |EADCO channel 15 analog input.
EADC1_CH15 A MFP1 |EADC1 channel 15 analog input.
EBI_AD12 1/0 MFP2 |EBI address/data bus bit 12.
SPIO_SS 1/0 MFP4  |SPIO slave select pin.
UARTO_nCTS | MFP6 |UARTO clear to Send input pin.
UART3_TXD O MFP7  |UART3 data transmitter output pin.
I2C2_SMBAL (0] MFP8 12C2 SMBuUs SMBALTER pin
EPWMO_BRAKE1 | MFP10 |EPWMO Brake 1 input pin.
EPWM1_CHO 1/0 MFP11 |EPWMZ1 channel O output/capture input.
ETM_TRACE_DATAOQO | MFP12 |ETM receiver Trace Data O input pin
TMO_EXT 1/0 MFP13 |Timer0O external capture input/toggle output pin.
USB_VBUS_EN (0] MFP14 |USB external VBUS regulator enable pin.
54 1117 |PB.14 /O MFPO  |General purpose digital /O pin.
EADCO_CH14 A MFP1 |EADCO channel 14 analog input.
EADC1_CH14 A MFP1 |EADCI1 channel 14 analog input.
EBI_AD13 110 MFP2 |EBI address/data bus bit 13.
SPI0_CLK 1/0 MFP4  |SPIO serial clock pin.
UARTO_nRTS (0] MFP6 |UARTO request to Send output pin.
UART3_RXD | MFP7  |UART3 data receiver input pin.
[’C2_SMBSUS 0 MFP8  [I?)C2 SMBus SMBSUS pin (PMBus CONTROL pin)
EPWM1_CH1 1/0 MFP11 |EPWM1 channel 1 output/capture input.
ETM_TRACE_DATA1 | MFP12 |ETM receiver Trace Data 1 input pin
TM1_EXT 1/0 MFP13 |Timerl external capture input/toggle output pin.
CLKO O MFP14 |Clock Out
USB_VBUS_ST | MFP15 |USB external VBUS regulator status pin.
55 1118 |PB.13 1/0 MFPO  |General purpose digital /0 pin.
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EADCO_CH13 A MFP1 |EADCO channel 13 analog input.
EADC1_CH13 A MFP1 |EADC1 channel 13 analog input.
ACMPO_P3 A MFP1 |Analog comparator O positive input 3 pin.
ACMP1_P3 A MFP1 |Analog comparator 1 positive input 3 pin.
EBI_AD14 110 MFP2 |EBI address/data bus bit 14.
SPI0_MISO 1/0 MFP4  |SPIO MISO (Master In, Slave Out) pin.
UARTO_TXD (0] MFP6 |UARTO data transmitter output pin.
UART3_nRTS (0] MFP7  |UART3 request to Send output pin.
I2C2_SCL 110 MFP8  [I>C2 clock pin.
CCAP_PIXCLK | MFP10 |Camera capture interface pix clock input pin.
EPWM1_CH2 1/0 MFP11 |EPWMZ1 channel 2 output/capture input.
ETM_TRACE_DATA2 | MFP12 |ETM receiver Trace Data 2 input pin
TM2_EXT /0 MFP13 |Timer2 external capture input/toggle output pin.
56 | 119 |PB.12 /0 MFPO |General purpose digital I/O pin.
EADCO_CH12 A MFP1 |EADCO channel 12 analog input.
EADC1_CH12 A MFP1 |EADC1 channel 12 analog input.
DACO_OUT A MFP1 |DACO channel analog output.
ACMPO_P2 A MFP1 |Analog comparator O positive input 2 pin.
ACMP1_P2 A MFP1 |Analog comparator 1 positive input 2 pin.
EBI_AD15 110 MFP2  |EBI address/data bus bit 15.
SPI0_MOSI /O MFP4  |SPIO MOSI (Master Out, Slave In) pin.
UARTO_RXD | MFP6 |UARTO data receiver input pin.
UART3_nCTS | MFP7 |UART3 clear to Send input pin.
I)C2_SDA 110 MFP8  [I>C2 data input/output pin.
SDO_nCD | MFP9  |SD/SDIOO card detect input pin
CCAP_SCLK (0] MFP10 |Camera capture interface sensor clock pin.
EPWM1_CH3 /O MFP11 |EPWMZ1 channel 3 output/capture input.
ETM_TRACE_DATA3 | MFP12 |ETM receiver Trace Data 3 input pin
TM3_EXT 1/0 MFP13 |Timer3 external capture input/toggle output pin.
57 1120 |[AVpp P MFPO  [Power supply for internal analog circuit.
58 |121 |Vger A MFPO  |ADC reference voltage input.
Note: This pin needs to be connected with a 1uF capacitor.
59 1122 |AVss P MFPO  |Ground pin for analog circuit.
60 |123|PB.11 1/0 MFPO  |General purpose digital /O pin.
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EADCO_CH11 A MFP1 |EADCO channel 11 analog input.
EBI_ADR16 (0] MFP2 EBI address bus bit 16.
UARTO_nCTS | MFP5 |UARTO clear to Send input pin.
UART4_TXD (0] MFP6 |UART4 data transmitter output pin.
I)C1_SCL 1’0 MFP7  [I>)C1 clock pin.
CANO_TXD (0] MFP8 |CANO bus transmitter output.
SPI0_I2SMCLK /0 MFP9  |SPIO I2S master clock output pin
BPWM1_CHO 1/0 MFP10 |BPWMZ1 channel O output/capture input.
CCAP_SFIELD | MFP12 |Camera capture interface SFIELD input pin.
61 | 124 |PB.10 1/0 MFPO  |General purpose digital /0 pin.
EADCO_CH10 A MFP1 |EADCO channel 10 analog input.
EBI_ADR17 (0] MFP2 EBI address bus bit 17.
UARTO_nRTS (0] MFP5  |UARTO request to Send output pin.
UART4_RXD | MFP6 |UART4 data receiver input pin.
I’C1_SDA 110 MFP7  [I?)C1 data input/output pin.
CANO_RXD | MFP8 |CANO bus receiver input.
BPWM1_CH1 1/0 MFP10 |BPWML1 channel 1 output/capture input.
CCAP_VSYNC | MFP12 |Camera capture interface vsync input pin.
62 |125|PB.9 1/0 MFPO  |General purpose digital /O pin.
EADCO_CH9 A MFP1 |EADCO channel 9 analog input.
EBI_ADR18 (0] MFP2  |EBI address bus bit 18.
UARTO_TXD (0] MFP5  |UARTO data transmitter output pin.
UART1_nCTS | MFP6 |UART1 clear to Send input pin.
I2C1_SMBAL (0] MFP7 12C1 SMBus SMBALTER pin
UART7_TXD (0] MFP8 |UARTY data transmitter output pin.
I2CO_SCL I/0 MFP9  [I2CO clock pin.
BPWM1_CH2 /O MFP10 |BPWM1 channel 2 output/capture input.
CAN2_TXD (0] MFP12 |CAN2 bus transmitter output.
INT7 | MFP13 |External interrupt 7 input pin.
CCAP_HSYNC | MFP14 |Camera capture interface hsync input pin.
63 | 126 |PB.8 1/0 MFPO  |General purpose digital /O pin.
EADCO_CHS8 A MFP1 |EADCO channel 8 analog input.
EBI_ADR19 (0] MFP2  |EBI address bus bit 19.
UARTO_RXD | MFP5  |UARTO data receiver input pin.
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Pin | Pin
UART1_nRTS (0] MFP6 |UART1 request to Send output pin.
I2C1_SMBSUS (0] MFP7 12C1 SMBus SMBSUS pin (PMBus CONTROL pin)
UART7_RXD | MFP8 |UART7 data receiver input pin.
I2C0_SDA 1/0 MFP9  [I2CO data input/output pin.
BPWM1_CH3 1/0 MFP10 |BPWMZ1 channel 3 output/capture input.
CAN2_RXD | MFP12 |CAN2 bus receiver input.

INT6 | MFP13 |External interrupt 6 input pin.

64 |127 |PB.7 1/0 MFPO  |General purpose digital /O pin.
EADCO_CH7 A MFP1 |EADCO channel 7 analog input.
EBI_nWRL O MFP2  |EBI low byte write enable output pin.
CAN1_TXD o MFP5  |CANZ1 bus transmitter output.
UART1_TXD (0] MFP6 |UART1 data transmitter output pin.
EBI_nCSO (0] MFP8  |EBI chip select 0 output pin.
BPWM1_CH4 /0 MFP10 |BPWML1 channel 4 output/capture input.
EPWM1_BRAKEO | MFP11 |EPWM1 Brake 0 input pin.
EPWM1_CH4 1/0 MFP12 |EPWM1 channel 4 output/capture input.
INT5 | MFP13 |External interrupt 5 input pin.
USB_VBUS_ST | MFP14 |USB external VBUS regulator status pin.
ACMPO_O (0] MFP15 |Analog comparator O output pin.

1 |128|PB.6 /O MFPO  |General purpose digital /O pin.
EADCO_CH®6 A MFP1 |EADCO channel 6 analog input.
EBI_nWRH o MFP2  |EBI high byte write enable output pin
CAN1_RXD | MFP5  |CANL1 bus receiver input.

UART1_RXD | MFP6 |UART1 data receiver input pin.
EBI_nCS1 (0] MFP8  |EBI chip select 1 output pin.
BPWM1_CH5 /O MFP10 |BPWML1 channel 5 output/capture input.
EPWM1_BRAKE1 | MFP11 |EPWML1 Brake 1 input pin.

EPWM1_CH5 1/0 MFP12 |EPWM1 channel 5 output/capture input.
INT4 | MFP13 |External interrupt 4 input pin.
USB_VBUS_EN (0] MFP14 |USB external VBUS regulator enable pin.
ACMP1_O (0] MFP15 |Analog comparator 1 output pin.
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4.4 M487KMCAN Pin Description

MFP* = Multi-function pin. (Refer to section SYS_GPx_MFPL and SYS_GPx_MFPH)
PA.0 MFPO means SYS_GPA_MFPL][3:0] = 0x0.

PA.9 MFP5 means SYS_GPA_MFPH[7:4] = Ox5.

Note: PA.15 MFP can only be as USB_OTG_ID when enable full-Speed USB.

1_28 Pin Name Type |MFP Description

Pin

1 |PB5 110 MFPO General purpose digital I/O pin.
EADCO_CH5 A MFP1 EADCO channel 5 analog input.
ACMP1_N A MFP1 Analog comparator 1 negative input pin.
EBI_ADRO (@) MFP2 EBI address bus bit 0.

SDO_DAT3 I/0 MFP3 SD/SDIOO data line bit 3.
EMAC_RMII_REFCLK | MFP4 EMAC RMII reference clock input pin.
SPI1_MISO 110 MFP5 SPI1 MISO (Master In, Slave Out) pin.
I2CO_SCL 11O MFP6 12C0 clock pin.

UART5_TXD (@) MFP7 UARTS5 data transmitter output pin.
USCI1_CTLO 110 MFP8 USCI1 control O pin.

SCO0_CLK (@) MFP9 Smart Card 0 clock pin.

12S0_BCLK (e} MFP10 12S0 bit clock output pin.

EPWMO_CHO I/0 MFP11 EPWMO channel 0 output/capture input.
T™MO I/0 MFP14 Timer0 event counter input/toggle output pin.
INTO | MFP15 External interrupt O input pin.

2 |PBA4 110 MFPO General purpose digital I/O pin.
EADCO_CH4 A MFP1 EADCO channel 4 analog input.
ACMP1_P1 A MFP1 Analog comparator 1 positive input 1 pin.
EBI_ADR1 (@) MFP2 EBI address bus bit 1.

SDO_DAT2 110 MFP3 SD/SDIOO data line bit 2.
EMAC_RMII_RXDO | MFP4 EMAC RMII Receive Data bus bit 0.
SPI1_MOSI 110 MFP5 SPI1 MOSI (Master Out, Slave In) pin.
[2CO_SDA 110 MFP6 I2C0 data input/output pin.
UART5_RXD | MFP7 UARTS data receiver input pin.
USCI1_CTL1 I/0 MFP8 USCI1 control 1 pin.

SCO_DAT 1/0 MFP9 Smart Card 0 data pin.

12SO_MCLK 0 MFP10 I2S0 master clock output pin.
EPWMO_CH1 I/0 MFP11 EPWMO channel 1 output/capture input.
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™1 I/0 MFP14 Timerl event counter input/toggle output pin.
INT1 | MFP15 External interrupt 1 input pin.

3 |PB.3 110 MFPO General purpose digital I/O pin.
EADCO_CH3 A MFP1 EADCO channel 3 analog input.
ACMPO_N A MFP1 Analog comparator 0 negative input pin.
EBI_ADR2 (@) MFP2 EBI address bus bit 2.
SDO_DAT1 I/0 MFP3 SD/SDIOO data line bit 1.
EMAC_RMII_RXD1 | MFP4 EMAC RMII Receive Data bus bit 1.
SPI1_CLK 110 MFP5 SPI1 serial clock pin.
UART1_TXD (@) MFP6 UARTL1 data transmitter output pin.
UART5_nRTS (@) MFP7 UARTS request to Send output pin.
USCI1_DAT1 I/0 MFP8 USCI1 data 1 pin.
SCO_RST O MFP9 Smart Card 0 reset pin.
12S0_DlI I MFP10 12S0 data input pin.
EPWMO_CH2 I/0 MFP11 EPWMO channel 2 output/capture input.
T™M2 I/0 MFP14 Timer2 event counter input/toggle output pin.
INT2 | MFP15 External interrupt 2 input pin.

4 PB.2 I/0 MFPO General purpose digital 1/0 pin.
EADCO_CH2 A MFP1 EADCO channel 2 analog input.
ACMPO_P1 A MFP1 Analog comparator 0 positive input 1 pin.
OPAO_O A MFP1 Operational amplifier O output pin.
EBI_ADR3 O MFP2 EBI address bus bit 3.
SDO_DATO 110 MFP3 SD/SDIOO data line bit 0.
EMAC_RMII_CRSDV | MFP4 EMAC RMII Carrier Sense/Receive Data input pin.
SPI1_SS I/0 MFP5 SPI1 slave select pin.
UART1_RXD | MFP6 UART1 data receiver input pin.
UART5_nCTS | MFP7 UARTS clear to Send input pin.
USCI1_DATO 110 MFP8 USCI1 data 0 pin.
SCO_PWR O MFP9 Smart Card O power pin.
12S0_DO o MFP10 12S0 data output pin.
EPWMO_CH3 I/0 MFP11 EPWMO channel 3 output/capture input.
T™M3 I/0 MFP14 Timer3 event counter input/toggle output pin.
INT3 | MFP15 External interrupt 3 input pin.

5 PC.12 1/0 MFPO General purpose digital 1/0 pin.
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EBI_ADR4 (@) MFP2 EBI address bus bit 4.
UARTO_TXD (@) MFP3 UARTO data transmitter output pin.
I2CO_SCL 110 MFP4 12CO clock pin.
SPI3_MISO 110 MFP6 SPI3 MISO (Master In, Slave Out) pin.
SCO0_nCD | MFP9 Smart Card 0 card detect pin.
ECAP1_IC2 | MFP11 Enhanced capture unit 1 input 2 pin.
EPWM1_CHO I/0 MFP12 EPWM1 channel 0 output/capture input.
ACMPO_O (@) MFP14 Analog comparator 0 output pin.
6 |[PC.11 110 MFPO General purpose digital I/O pin.
EBI_ADRS5 (0] MFP2 EBI address bus bit 5.
UARTO_RXD | MFP3 UARTO data receiver input pin.
I2CO_SDA 1’0 MFP4 I2C0 data input/output pin.
SPI3_MOSI I/0 MFP6 SPI3 MOSI (Master Out, Slave In) pin.
ECAP1_IC1 | MFP11 Enhanced capture unit 1 input 1 pin.
EPWM1_CH1 I/0 MFP12 EPWM1 channel 1 output/capture input.
ACMP1_O O MFP14 Analog comparator 1 output pin.
7 PC.10 110 MFPO General purpose digital I/O pin.
EBI_ADR6 (0] MFP2 EBI address bus bit 6.
SPI3_CLK I/0 MFP6 SPI3 serial clock pin.
UART3_TXD O MFP7 UARTS3 data transmitter output pin.
CAN1_TXD O MFP9 CANL1 bus transmitter output.
ECAP1_ICO | MFP11 Enhanced capture unit 1 input O pin.
EPWM1_CH2 I/0 MFP12 EPWML1 channel 2 output/capture input.
8 PC.9 I/0 MFPO General purpose digital 1/0 pin.
EBI_ADR7 (@) MFP2 EBI address bus bit 7.
SPI3_SS I/0 MFP6 SPI3 slave select pin.
UART3_RXD | MFP7 UARTS3 data receiver input pin.
CAN1_RXD | MFP9 CANL1 bus receiver input.
EPWM1_CH3 I/0 MFP12 EPWML1 channel 3 output/capture input.
9 PB.1 I/0 MFPO General purpose digital 1/0 pin.
EADCO_CH1 A MFP1 EADCO channel 1 analog input.
OPAO_N A MFP1 Operational amplifier 0 negative input pin.
EBI_ADR8 O MFP2 EBI address bus bit 8.
SDO_CLK (@) MFP3 SD/SDIOO clock output pin
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EMAC_RMII_RXERR | MFP4 EMAC RMII Receive Data Error input pin.
SPI1_|2SMCLK I/0 MFP5 SPI1 I>S master clock output pin
SPI3_I2SMCLK 110 MFP6 SPI3 I2S master clock output pin
UART2_TXD (0] MFP7 UART?2 data transmitter output pin.
USCI1_CLK 110 MFP8 USCI1 clock pin.

I2C1_SCL I/0 MFP9 12C1 clock pin.

I2SO_LRCK o MFP10 12S0 left right channel clock output pin.
EPWMO_CH4 I/0 MFP11 EPWMO channel 4 output/capture input.
EPWM1_CH4 110 MFP12 EPWM1 channel 4 output/capture input.
EPWMO_BRAKEO | MFP13 EPWMO Brake 0 input pin.

10 |PB.O I/0 MFPO General purpose digital 1/0 pin.
EADCO_CHO A MFP1 EADCO channel 0 analog input.
OPAO_P A MFP1 Operational amplifier O positive input pin.
EBI_ADR9 (@) MFP2 EBI address bus bit 9.

SDO_CMD I/0 MFP3 SD/SDIO0 command/response pin
UART2_RXD | MFP7 UART?2 data receiver input pin.
SPI0_I2SMCLK 110 MFP8 SPIO I2S master clock output pin
I)C1_SDA 110 MFP9 I2C1 data input/output pin.
EPWMO_CH5 I/0 MFP11 EPWMO channel 5 output/capture input.
EPWM1_CH5 I/0 MFP12 EPWM1 channel 5 output/capture input.
EPWMO_BRAKE1 | MFP13 EPWMO Brake 1 input pin.

11 |Vss P MFPO Ground pin for digital circuit.

12 |V P MFPO Power supply for I/O ports and LDO source for internal PLL

and digital circuit.

13 |PA.11 110 MFPO General purpose digital I/O pin.
ACMPO_PO A MFP1 Analog comparator 0 positive input 0 pin.
EBI_nRD O MFP2 EBI read enable output pin.

SC2_PWR (@) MFP3 Smart Card 2 power pin.

SPI2_SS I/0 MFP4 SPI2 slave select pin.

SD1_DAT3 110 MFP5 SD/SDIOL1 data line bit 3.

USCIO_CLK 1/0 MFP6 USCIO clock pin.

I)C2_SCL I/0 MFP7 I2C2 clock pin.

BPWMO_CHO I/0 MFP9 BPWMO channel 0 output/capture input.
EPWMO_SYNC_OUT (@) MFP10 EPWMO counter synchronous trigger output pin.
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TMO_EXT I/0 MFP13 TimerO event counter input/toggle output pin.
DAC1_ST | MFP14 DAC1 external trigger input.
14 |PA.10 110 MFPO General purpose digital I/O pin.
ACMP1_PO A MFP1 Analog comparator 1 positive input 0 pin.
OPA1_O A MFP1 Operational amplifier 1 output pin.
EBI_nWR (@) MFP2 EBI write enable output pin.
SC2_RST (@) MFP3 Smart Card 2 reset pin.
SPI2_CLK I/0 MFP4 SPI2 serial clock pin.
SD1_DAT2 110 MFPS SD/SDIO1 data line bit 2.
USCIO_DATO 110 MFP6 USCIO data O pin.
[2C2_SDA 11O MFP7 I2C2 data input/output pin.
BPWMO_CH1 I/0 MFP9 BPWMO channel 1 output/capture input.
QEI1_INDEX | MFP10 Quadrature encoder 1 index input
ECAPO_ICO | MFP11 Enhanced capture unit 0 input O pin.
TM1_EXT I/0 MFP13 Timerl event counter input/toggle output pin.
DACO_ST | MFP14 DACO external trigger input.
SWDH_CLK (@) MFP15 Serial Wire Debug Host Clock output
15 |PA.9 110 MFPO General purpose digital I/O pin.
OPA1_N A MFP1 Operational amplifier 1 negative input pin.
EBI_MCLK O MFP2 EBI external clock output pin.
SC2_DAT I/0 MFP3 Smart Card 2 data pin.
SPI2_MISO 110 MFP4 SPI2 MISO (Master In, Slave Out) pin.
SD1_DAT1 I/0 MFP5 SD/SDIO1 data line bit 1.
USCIO_DAT1 110 MFP6 USCIO data 1 pin.
UART1_TXD (@) MFP7 UART1 data transmitter output pin.
BPWMO_CH2 I/0 MFP9 BPWMO channel 2 output/capture input.
QEI1_A | MFP10 Quadrature encoder 1 phase A input
ECAPOQ_IC1 | MFP11 Enhanced capture unit 0 input 1 pin.
TM2_EXT I/0 MFP13 Timer2 event counter input/toggle output pin.
SWDH_DAT I/0 MFP15 Serial Wire Debug Host Data input/output pin
16 |PA.8 I/0 MFPO General purpose digital 1/0 pin.
OPAl1_P A MFP1 Operational amplifier 1 positive input pin.
EBI_ALE (@) MFP2 EBI address latch enable output pin.
SC2_CLK (@) MFP3 Smart Card 2 clock pin.
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SPI2_MOSI I/0 MFP4 SPI2 MOSI (Master Out, Slave In) pin.
SD1_DATO I/0 MFP5 SD/SDIO1 data line bit 0.
USCIO_CTL1 110 MFP6 USCIO control 1 pin.
UART1_RXD | MFP7 UART1 data receiver input pin.
BPWMO_CH3 I/0 MFP9 BPWMO channel 3 output/capture input.
QEI1_B | MFP10 Quadrature encoder 1 phase B input
ECAPOQ_IC2 | MFP11 Enhanced capture unit 0 input 2 pin.
TM3_EXT I/0 MFP13 Timer3 event counter input/toggle output pin.
INT4 | MFP15 External interrupt 4 input pin.

17 |PC.13 I/0 MFPO General purpose digital 1/0 pin.
EBI_ADR10 (0] MFP2 EBI address bus bit 10.
SC2_nCD | MFP3 Smart Card 2 card detect pin.
SPI2_|2SMCLK I/0 MFP4 SPI2 I>S master clock output pin
CAN1_TXD (0] MFP5 CANL1 bus transmitter output.
USCIO_CTLO I/0 MFP6 USCIO control O pin.
UART2_TXD (0] MFP7 UART?2 data transmitter output pin.
BPWMO_CH4 110 MFP9 BPWMO channel 4 output/capture input.
CLKO o MFP13 Clock Out
EADCO_ST | MFP14 EADCO external trigger input.

18 |PD.12 I/0 MFPO General purpose digital 1/0 pin.
OPA2_O A MFP1 Operational amplifier 2 output pin.
EBI_nCSO0 (@) MFP2 EBI chip select 0 output pin.
CAN1_RXD | MFP5 CAN1 bus receiver input.
UART2_RXD | MFP7 UART?2 data receiver input pin.
BPWMO_CH5 I/0 MFP9 BPWMO channel 5 output/capture input.
QEIO_INDEX | MFP10 Quadrature encoder 0 index input
CLKO e} MFP13 Clock Out
EADCO_ST | MFP14 EADCO external trigger input.
INT5 | MFP15 External interrupt 5 input pin.

19 |PD.11 110 MFPO General purpose digital I/O pin.
OPA2_N A MFP1 Operational amplifier 2 negative input pin.
EBI_nCS1 (@) MFP2 EBI chip select 1 output pin.
UART1_TXD (@) MFP3 UART1 data transmitter output pin.
CANO_TXD (@) MFP4 CANO bus transmitter output.
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QEIO_A | MFP10 Quadrature encoder 0 phase A input

INT6 | MFP15 External interrupt 6 input pin.
20 |PD.10 110 MFPO General purpose digital I/O pin.

OPA2_P A MFP1 Operational amplifier 2 positive input pin.

EBI_nCS2 O MFP2 EBI chip select 2 output pin.

UART1_RXD | MFP3 UART1 data receiver input pin.

CANO_RXD | MFP4 CANO bus receiver input.

QEIO_B | MFP10 Quadrature encoder 0 phase B input

INT7 | MFP15 External interrupt 7 input pin.
21 |PG.2 I/0 MFPO General purpose digital 1/0 pin.

EBI_ADR11 O MFP2 EBI address bus bit 11.

SPI2_SS I/0 MFP3 SPI2 slave select pin.

[2CO_SMBAL O MFP4 I2CO SMBus SMBALTER pin

I2C1_SCL 110 MFP5 I2C1 clock pin.

T™MO I/0 MFP13 TimerO event counter input/toggle output pin.
22 |PG.3 I/0 MFPO General purpose digital I/0 pin.

EBI_ADR12 (0] MFP2 EBI address bus bit 12.

SPI2_CLK 110 MFP3 SPI2 serial clock pin.

[2C0_SMBSUS O MFP4 12C0 SMBus SMBSUS pin (PMBus CONTROL pin)

I’C1_SDA 110 MFP5 I2C1 data input/output pin.

™1 I/0 MFP13 Timerl event counter input/toggle output pin.
23 |PG.4 I/0 MFPO General purpose digital 1/0 pin.

EBI_ADR13 (0] MFP2 EBI address bus bit 13.

SPI2_MISO 110 MFP3 SPI2 MISO (Master In, Slave Out) pin.

T™M2 I/0 MFP13 Timer2 event counter input/toggle output pin.
24 |PF.11 I/0 MFPO General purpose digital 1/0 pin.

EBI_ADR14 (@) MFP2 EBI address bus bit 14.

SPI2_MOSI 1/0 MFP3 SPI2 MOSI (Master Out, Slave In) pin.

TAMPERS I/0 MFP10 TAMPER detector loop pin 5.

T™3 I/0 MFP13 Timer3 event counter input/toggle output pin.
25 |PF.10 I/0 MFPO General purpose digital 1/0 pin.

EBI_ADR15 O MFP2 EBI address bus bit 15.

SCO0_nCD | MFP3 Smart Card 0 card detect pin.

12S0_BCLK o MFP4 12S0 bit clock output pin.
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SPI0_I2SMCLK I/0 MFP5 SPIO I>S master clock output pin
TAMPER4 I/0 MFP10 TAMPER detector loop pin 4.

26 |PF.9 110 MFPO General purpose digital I/O pin.
EBI_ADR16 (0] MFP2 EBI address bus bit 16.
SCO_PWR O MFP3 Smart Card O power pin.
12S0_MCLK o MFP4 I2S0 master clock output pin.
SPIO_SS I/0 MFP5 SPIO slave select pin.
TAMPER3 I/0 MFP10 TAMPER detector loop pin 3.

27 |PF.8 110 MFPO General purpose digital I/O pin.
EBI_ADR17 O MFP2 EBI address bus bit 17.
SCO_RST (0] MFP3 Smart Card 0 reset pin.
12S0_DlI I MFP4 12S0 data input pin.
SPI0_CLK I/0 MFP5 SPIO serial clock pin.
TAMPER2 110 MFP10 TAMPER detector loop pin 2.

28 |PF.7 I/0 MFPO General purpose digital 1/0 pin.
EBI_ADR18 O MFP2 EBI address bus bit 18.
SCO_DAT 110 MFP3 Smart Card 0 data pin.
12S0_DO o MFP4 12S0 data output pin.
SPI0_MISO I/0 MFP5 SPIO MISO (Master In, Slave Out) pin.
UART4_TXD O MFP6 UART4 data transmitter output pin.
TAMPER1 I/0 MFP10 TAMPER detector loop pin 1.

29 |PF.6 I/0 MFPO General purpose digital 1/0 pin.
EBI_ADR19 (0] MFP2 EBI address bus bit 19.
SCO0_CLK O MFP3 Smart Card 0 clock pin.
I2S0_LRCK o MFP4 12S0 left right channel clock output pin.
SPI0_MOSI I/0 MFP5 SPI0 MOSI (Master Out, Slave In) pin.
UART4_RXD | MFP6 UART4 data receiver input pin.
EBI_nCSO0 (@) MFP7 EBI chip select 0 output pin.
TAMPERO I/0 MFP10 TAMPER detector loop pin 0.

30 |Voo P MFPO Power supply for 1/0 ports and LDO source for internal PLL

and digital circuit.

31 |PF.5 I/0 MFPO General purpose digital 1/0 pin.
UART2_RXD | MFP2 UART?2 data receiver input pin.
UART2_nCTS | MFP4 UART2 clear to Send input pin.
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BPWMO_CH4 I/0 MFP8 BPWMO channel 4 output/capture input.
EPWMO_SYNC_OUT (@) MFP9 EPWMO counter synchronous trigger output pin.
X32_IN | MFP10 External 32.768 kHz crystal input pin.
EADCO_ST | MFP11 EADCO external trigger input.

32 |PF4 I/0 MFPO General purpose digital 1/0 pin.
UART2_TXD (@) MFP2 UART2 data transmitter output pin.
UART2_nRTS (@) MFP4 UART2 request to Send output pin.
BPWMO_CH5 I/0 MFP8 BPWMO channel 5 output/capture input.
X32_0OuUT (0] MFP10 External 32.768 kHz crystal output pin.

33 |PH.4 I/0 MFPO General purpose digital 1/0 pin.
EBI_ADRS3 (0] MFP2 EBI address bus bit 3.

SPI1_MISO I/0 MFP3 SPI1 MISO (Master In, Slave Out) pin.

34 |PHS5 I/0 MFPO General purpose digital 1/0 pin.
EBI_ADR2 (@) MFP2 EBI address bus bit 2.

SPI1_MOSI I/0 MFP3 SPI1 MOSI (Master Out, Slave In) pin.

35 |PH.6 I/0 MFPO General purpose digital 1/0 pin.
EBI_ADR1 (0] MFP2 EBI address bus bit 1.

SPI1_CLK 110 MFP3 SPI1 serial clock pin.

36 |PH.7 I/0 MFPO General purpose digital 1/0 pin.
EBI_ADRO (@) MFP2 EBI address bus bit 0.

SPI1_SS I/0 MFP3 SPI1 slave select pin.

37 |PF.3 I/0 MFPO General purpose digital 1/0 pin.
EBI_nCSO O MFP2 EBI chip select 0 output pin.
UARTO_TXD O MFP3 UARTO data transmitter output pin.
I2C0_SCL I/0 MFP4 12CO0 clock pin.

XT1_IN | MFP10 External 4~24 MHz (high speed) crystal input pin.
BPWM1_CHO I/0 MFP11 BPWM1 channel 0 output/capture input.

38 |PF.2 1/0 MFPO General purpose digital 1/0 pin.
EBI_nCS1 O MFP2 EBI chip select 1 output pin.
UARTO_RXD | MFP3 UARTO data receiver input pin.
[2CO_SDA 110 MFP4 I2C0 data input/output pin.

QSPIO_CLK 110 MFP5 QSPIO serial clock pin.
XT1_OUT (@) MFP10 External 4~24 MHz (high speed) crystal output pin.
BPWM1_CH1 1/0 MFP11 BPWML1 channel 1 output/capture input.
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39 |Vss P MFPO Ground pin for digital circuit.

40 |Vop P MFPO Power supply for 1/0 ports and LDO source for internal PLL

and digital circuit.

41 |PE.8 I/0 MFPO General purpose digital 1/0 pin.
EBI_ADR10 O MFP2 EBI address bus bit 10.
EMAC_RMII_MDC (0] MFP3 EMAC RMII PHY Management Clock output pin.
12S0_BCLK o MFP4 12S0 bit clock output pin.

SPI2_CLK 110 MFP5 SPI2 serial clock pin.

USCI1_CTL1 I/0 MFP6 USCI1 control 1 pin.

UART2_TXD (@) MFP7 UART2 data transmitter output pin.
EPWMO_CHO I/0 MFP10 EPWMO channel 0 output/capture input.
EPWMO_BRAKEO | MFP11 EPWMO Brake 0 input pin.

ECAPO_ICO | MFP12 Enhanced capture unit O input O pin.
TRACE_CLK (@) MFP14 ETM Trace Clock output pin

42 |PE.9 I/0 MFPO General purpose digital 1/0 pin.
EBI_ADRI11 O MFP2 EBI address bus bit 11.
EMAC_RMII_MDIO I/0 MFP3 EMAC RMII PHY Management Data pin.
12S0_MCLK (e} MFP4 I2S0 master clock output pin.
SPI2_MISO 110 MFP5 SPI2 MISO (Master In, Slave Out) pin.
USCI1_CTLO 110 MFP6 USCI1 control O pin.

UART2_RXD | MFP7 UART2 data receiver input pin.
EPWMO_CH1 I/0 MFP10 EPWMO channel 1 output/capture input.
EPWMO_BRAKE1 | MFP11 EPWMO Brake 1 input pin.

ECAPO_IC1 | MFP12 Enhanced capture unit 0 input 1 pin.
TRACE_DATAO O MFP14 ETM Trace Data O output pin

43 |PE.10 110 MFPO General purpose digital I/O pin.
EBI_ADR12 (0] MFP2 EBI address bus bit 12.
EMAC_RMII_TXDO O MFP3 EMAC RMII Transmit Data bus bit 0.
12S0_DlI I MFP4 12S0 data input pin.

SPI2_MOSI I/0 MFP5 SPI2 MOSI (Master Out, Slave In) pin.
USCI1_DATO 110 MFP6 USCI1 data 0 pin.

UART3_TXD (@) MFP7 UARTS3 data transmitter output pin.
EPWMO_CH2 I/0 MFP10 EPWMO channel 2 output/capture input.
EPWM1_BRAKEO | MFP11 EPWM1 Brake 0 input pin.
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ECAPOQ_IC2 | MFP12 Enhanced capture unit 0 input 2 pin.
TRACE_DATA1 O MFP14 ETM Trace Data 1 output pin

44 |PE.11 110 MFPO General purpose digital I/O pin.
EBI_ADR13 (0] MFP2 EBI address bus bit 13.
EMAC_RMII_TXD1 O MFP3 EMAC RMII Transmit Data bus bit 1.
12S0_DO o MFP4 12S0 data output pin.
SPI2_SS I/0 MFP5 SPI2 slave select pin.
USCI1_DAT1 I/0 MFP6 USCI1 data 1 pin.
UART3_RXD | MFP7 UART3 data receiver input pin.
UART1_nCTS | MFP8 UART1 clear to Send input pin.
EPWMO_CH3 I/0 MFP10 EPWMO channel 3 output/capture input.
EPWM1_BRAKE1 | MFP11 EPWML1 Brake 1 input pin.
ECAP1_IC2 | MFP13 Enhanced capture unit 1 input 2 pin.
TRACE_DATA2 O MFP14 ETM Trace Data 2 output pin

45 |PE.12 I/0 MFPO General purpose digital 1/0 pin.
EBI_ADR14 O MFP2 EBI address bus bit 14.
EMAC_RMII_TXEN O MFP3 EMAC RMII Transmit Enable output pin.
I2SO_LRCK (e} MFP4 I2S0 left right channel clock output pin.
SPI2_|2SMCLK I/0 MFP5 SPI2 I>S master clock output pin
USCI1_CLK I/0 MFP6 USCI1 clock pin.
UART1_nRTS O MFP8 UART1 request to Send output pin.
EPWMO_CH4 I/0 MFP10 EPWMO channel 4 output/capture input.
ECAP1_IC1 | MFP13 Enhanced capture unit 1 input 1 pin.
TRACE_DATA3 O MFP14 ETM Trace Data 3 output pin

46 |PE.13 I/0 MFPO General purpose digital 1/0 pin.
EBI_ADR15 (@) MFP2 EBI address bus bit 15.
EMAC_PPS O MFP3 EMAC Pulse Per Second output pin.
I2CO_SCL 11O MFP4 12CO0 clock pin.
UART4_nRTS (@) MFP5 UARTA4 request to Send output pin.
UART1_TXD (@) MFP8 UART1 data transmitter output pin.
EPWMO_CH5 I/0 MFP10 EPWMO channel 5 output/capture input.
EPWM1_CHO I/0 MFP11 EPWM1 channel 0 output/capture input.
BPWM1_CH5 I/0 MFP12 BPWM1 channel 5 output/capture input.
ECAP1_ICO | MFP13 Enhanced capture unit 1 input O pin.
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47 |PC.8 I/0 MFPO General purpose digital /0 pin.
EBI_ADRI16 O MFP2 EBI address bus bit 16.
EMAC_RMII_REFCLK | MFP3 EMAC RMII reference clock input pin.
[2C0_SDA 11O MFP4 I2C0 data input/output pin.
UART4_nCTS | MFP5 UART4 clear to Send input pin.
UART1_RXD | MFP8 UART1 data receiver input pin.
EPWM1_CH1 I/0 MFP11 EPWML1 channel 1 output/capture input.
BPWM1_CH4 I/0 MFP12 BPWM1 channel 4 output/capture input.

48 |PC.7 110 MFPO General purpose digital I/O pin.
EBI_AD9 110 MFP2 EBI address/data bus bit 9.
EMAC_RMII_RXDO | MFP3 EMAC RMII Receive Data bus bit 0.
SPI1_MISO I/0 MFP4 SPI1 MISO (Master In, Slave Out) pin.
UART4_TXD O MFP5 UART4 data transmitter output pin.
SC2_PWR (0] MFP6 Smart Card 2 power pin.

UARTO_nCTS | MFP7 UARTO clear to Send input pin.
I2C1_SMBAL O MFP8 I2C1 SMBus SMBALTER pin

EPWM1_CH2 I/0 MFP11 EPWML1 channel 2 output/capture input.
BPWM1_CHO I/0 MFP12 BPWM1 channel 0 output/capture input.
TMO I/0 MFP14 Timer0 event counter input/toggle output pin.
INT3 | MFP15 External interrupt 3 input pin.

49 |PC.6 I/0 MFPO General purpose digital 1/0 pin.
EBI_ADS8 110 MFP2 EBI address/data bus bit 8.
EMAC_RMII_RXD1 | MFP3 EMAC RMII Receive Data bus bit 1.
SPI1_MOSI 110 MFP4 SPI1 MOSI (Master Out, Slave In) pin.
UART4_RXD | MFP5 UART4 data receiver input pin.
SC2_RST O MFP6 Smart Card 2 reset pin.

UARTO_nRTS O MFP7 UARTO request to Send output pin.

[2C1_SMBSUS o} MFP8 [>)C1 SMBus SMBSUS pin (PMBus CONTROL pin)
EPWM1_CH3 I/0 MFP11 EPWML1 channel 3 output/capture input.
BPWM1_CH1 I/0 MFP12 BPWML1 channel 1 output/capture input.

™M1 I/0 MFP14 Timerl event counter input/toggle output pin.

INT2 | MFP15 External interrupt 2 input pin.

50 |PA7 I/0 MFPO General purpose digital 1/0 pin.
EBI_AD7 1/0 MFP2 EBI address/data bus bit 7.
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EMAC_RMII_CRSDV | MFP3 EMAC RMII Carrier Sense/Receive Data input pin.
SPI1_CLK I/0 MFP4 SPI1 serial clock pin.
SC2_DAT 110 MFP6 Smart Card 2 data pin.
UARTO_TXD (@) MFP7 UARTO data transmitter output pin.
[)C1_SCL I/0 MFP8 I2C1 clock pin.
EPWM1_CH4 I/0 MFP11 EPWML1 channel 4 output/capture input.
BPWM1_CH2 I/0 MFP12 BPWM1 channel 2 output/capture input.
ACMPO_WLAT | MFP13 Analog comparator 0 window latch input pin
T™M2 110 MFP14 Timer2 event counter input/toggle output pin.
INT1 | MFP15 External interrupt 1 input pin.
51 |PA6 I/0 MFPO General purpose digital 1/0 pin.
EBI_AD6 I/0 MFP2 EBI address/data bus bit 6.
EMAC_RMII_RXERR | MFP3 EMAC RMII Receive Data Error input pin.
SPI1_SS 110 MFP4 SPI1 slave select pin.
SD1_nCD | MFP5 SD/SDIOL1 card detect input pin
SC2_CLK O MFP6 Smart Card 2 clock pin.
UARTO_RXD | MFP7 UARTO data receiver input pin.
I)C1_SDA 110 MFP8 I2C1 data input/output pin.
EPWM1_CH5 I/0 MFP11 EPWML1 channel 5 output/capture input.
BPWM1_CH3 I/0 MFP12 BPWM1 channel 3 output/capture input.
ACMP1_WLAT | MFP13 Analog comparator 1 window latch input pin
T™3 I/0 MFP14 Timer3 event counter input/toggle output pin.
INTO | MFP15 External interrupt O input pin.
52 |Vss P MFPO Ground pin for digital circuit.
53 |Voo P MFPO Power supply for 1/0 ports and LDO source for internal PLL
and digital circuit.
54 |[LDO_CAP A MFPO LDO output pin.
Note: _ This pin needs to be connected with an external
capacitor.
55 |PA5 I/0 MFPO General purpose digital 1/0 pin.
SPIM_D2 I/0 MFP2 SPIM data 2 pin for Quad Mode 1/O.
QSPIO_MISO1 I/0 MFP3 QSPI0 MISO1 (Master In, Slave Out) pin.
SPI1_|I2SMCLK I/0 MFP4 SPI1 I?S master clock output pin
SD1_CMD I/0 MFP5 SD/SDIO1 command/response pin
SC2_nCD | MFP6 Smart Card 2 card detect pin.
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UARTO_nCTS | MFP7 UARTO clear to Send input pin.
UARTS5_TXD (@) MFP8 UARTS data transmitter output pin.
I2CO_SCL 110 MFP9 12CO clock pin.
CANO_TXD (0] MFP10 CANO bus transmitter output.
BPWMO_CH5 I/0 MFP12 BPWMO channel 5 output/capture input.
EPWMO_CHO I/0 MFP13 EPWMO channel 0 output/capture input.
QEIO_INDEX | MFP14 Quadrature encoder 0 index input
56 |PA4 I/0 MFPO General purpose digital 1/0 pin.
SPIM_D3 1/0 MFP2 SPIM data 3 pin for Quad Mode I/O.
QSPIO_MOSI1 110 MFP3 QSPI0 MOSI1 (Master Out, Slave In) pin.
SPIO0_I2SMCLK 110 MFP4 SPIO0 I2S master clock output pin
SD1_CLK (@) MFP5 SD/SDIO1 clock output pin
SCO0_nCD | MFP6 Smart Card 0 card detect pin.
UARTO_nRTS (0] MFP7 UARTO request to Send output pin.
UART5_RXD | MFP8 UARTS data receiver input pin.
[2CO_SDA 11O MFP9 I2C0 data input/output pin.
CANO_RXD | MFP10 CANO bus receiver input.
BPWMO_CH4 110 MFP12 BPWMO channel 4 output/capture input.
EPWMO_CH1 I/0 MFP13 EPWMO channel 1 output/capture input.
QEIO_A | MFP14 Quadrature encoder 0 phase A input
57 |PAS3 I/0 MFPO General purpose digital 1/0 pin.
SPIM_SS 110 MFP2 SPIM slave select pin.
QSPIO_SS 110 MFP3 QSPIO slave select pin.
SPIO_SS 110 MFP4 SPIO0 slave select pin.
SD1_DAT3 I/0 MFP5 SD/SDIO1 data line bit 3.
SCO_PWR O MFP6 Smart Card O power pin.
UART4_TXD O MFP7 UART4 data transmitter output pin.
UART1_TXD (@) MFP8 UARTL1 data transmitter output pin.
I)C1_SCL I/0 MFP9 I2C1 clock pin.
BPWMO_CH3 I/0 MFP12 BPWMO channel 3 output/capture input.
EPWMO_CH2 I/0 MFP13 EPWMO channel 2 output/capture input.
QEIO_B | MFP14 Quadrature encoder 0 phase B input
58 |PA.2 I/0 MFPO General purpose digital 1/0 pin.
SPIM_CLK 1/0 MFP2 SPIM serial clock pin.
Feb 22, 2022 Page 302 of 525 Rev 3.03




NnuvoTonN

MA480 Series

128 |Pin Name Type |MFP Description

Pin
QSPIO_CLK I/0 MFP3 QSPIO serial clock pin.

SPI0_CLK I/0 MFP4 SPIO serial clock pin.

SD1_DAT2 110 MFPS SD/SDIO1 data line bit 2.

SCO_RST (@] MFP6 Smart Card 0 reset pin.

UART4_RXD | MFP7 UART4 data receiver input pin.
UART1_RXD | MFP8 UART1 data receiver input pin.
[’C1_SDA 110 MFP9 I2C1 data input/output pin.
BPWMO_CH2 I/0 MFP12 BPWMO channel 2 output/capture input.
EPWMO_CH3 110 MFP13 EPWMO channel 3 output/capture input.

59 |PA.l I/0 MFPO General purpose digital 1/0 pin.
SPIM_MISO I/0 MFP2 SPIM MISO (Master In, Slave Out) pin.
QSPIO_MISOO0 I/0 MFP3 QSPIO0 MISOO0 (Master In, Slave Out) pin.
SPI0_MISO I/0 MFP4 SPIO MISO (Master In, Slave Out) pin.
SD1_DAT1 110 MFPS SD/SDIO1 data line bit 1.

SCO_DAT I/0 MFP6 Smart Card 0 data pin.

UARTO_TXD (@) MFP7 UARTO data transmitter output pin.
UART1_nCTS | MFP8 UART1 clear to Send input pin.
I)C2_SCL 1’0 MFP9 I2C2 clock pin.

BPWMO_CH1 I/0 MFP12 BPWMO channel 1 output/capture input.
EPWMO_CH4 I/0 MFP13 EPWMO channel 4 output/capture input.
DAC1_ST | MFP15 DAC1 external trigger input.

60 |PA.O I/0 MFPO General purpose digital 1/0 pin.
SPIM_MOSI I/0 MFP2 SPIM MOSI (Master Out, Slave In) pin.
QSPIO_MOSIO 110 MFP3 QSPI0 MOSIO (Master Out, Slave In) pin.
SPI0_MOSI I/0 MFP4 SPI0O MOSI (Master Out, Slave In) pin.
SD1_DATO 110 MFP5 SD/SDIO1 data line bit 0.

SCO0_CLK O MFP6 Smart Card 0O clock pin.
UARTO_RXD | MFP7 UARTO data receiver input pin.
UART1_nRTS (@) MFP8 UARTL1 request to Send output pin.
I2C2_SDA 11O MFP9 I2C2 data input/output pin.
BPWMO_CHO I/0 MFP12 BPWMO channel 0 output/capture input.
EPWMO_CH5 I/0 MFP13 EPWMO channel 5 output/capture input.
DACO_ST | MFP15 DACO external trigger input.
61 |Vbpio P MFPO Power supply for PA.0O~PA.5.
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62 |PE.14 I/0 MFPO General purpose digital /0 pin.
EBI_ADS8 I/0 MFP2 EBI address/data bus bit 8.
UART2_TXD (0] MFP3 UART?2 data transmitter output pin.
CANO_TXD (0] MFP4 CANO bus transmitter output.
SD1 _nCD | MFP5 SD/SDIO1 card detect input pin
63 |PE.15 I/0 MFPO General purpose digital /0 pin.
EBI_AD9 I/0 MFP2 EBI address/data bus bit 9.
UART2_RXD | MFP3 UART2 data receiver input pin.
CANO_RXD | MFP4 CANO bus receiver input.
64 |nRESET | MFPO External reset input: active LOW, with an internal pull-up. Set
this pin low reset to initial state.
Note: It is recommended to use 10 kQ pull-up resistor and 10
uF capacitor on nRESET pin.
65 |PF.0 I/0 MFPO General purpose digital 1/0 pin.
UART1_TXD (0] MFP2 UART1 data transmitter output pin.
I2C1_SCL 110 MFP3 I2C1 clock pin.
BPWM1_CHO 110 MFP12 BPWML1 channel 0 output/capture input.
ICE_DAT (0] MFP14 Serial wired debugger data pin.
Note: It is recommended to use 100 kQ pull-up resistor on
ICE_DAT pin.
66 |PF.1 I/0 MFPO General purpose digital 1/0 pin.
UART1_RXD | MFP2 UART1 data receiver input pin.
I)C1_SDA 110 MFP3 I2C1 data input/output pin.
BPWM1_CH1 I/0 MFP12 BPWM1 channel 1 output/capture input.
ICE_CLK | MFP14 Serial wired debugger clock pin.
Note: It is recommended to use 100 kQ pull-up resistor on
ICE_CLK pin.
67 |PD.9 I/0 MFPO General purpose digital 1/0 pin.
EBI_AD7 110 MFP2 EBI address/data bus bit 7.
12C2_SCL 110 MFP3 12C2 clock pin.
UART2_nCTS | MFP4 UART2 clear to Send input pin.
68 |PD.8 I/0 MFPO General purpose digital 1/0 pin.
EBI_AD6 110 MFP2 EBI address/data bus bit 6.
[2C2_SDA 110 MFP3 I2C2 data input/output pin.
UART2_nRTS (@) MFP4 UART2 request to Send output pin.
69 |PC5 I/0 MFPO General purpose digital 1/0 pin.
EBI_AD5 1/0 MFP2 EBI address/data bus bit 5.
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SPIM_D2 I/0 MFP3 SPIM data 2 pin for Quad Mode /0.
QSPIO_MISO1 I/0 MFP4 QSPIO0 MISO1 (Master In, Slave Out) pin.
UART2_TXD (0] MFP8 UART?2 data transmitter output pin.
[)C1_SCL I/0 MFP9 I2C1 clock pin.
CANO_TXD (0] MFP10 CANO bus transmitter output.
UART4_TXD (@) MFP11 UART4 data transmitter output pin.
EPWM1_CHO I/0 MFP12 EPWM1 channel 0 output/capture input.
70 |PC.4 I/0 MFPO General purpose digital 1/0 pin.
EBI_AD4 1/0 MFP2 EBI address/data bus bit 4.
SPIM_D3 I/0 MFP3 SPIM data 3 pin for Quad Mode /0.
QSPI0O_MOSI1 110 MFP4 QSPI0 MOSI1 (Master Out, Slave In) pin.
SC1_nCD | MFP5 Smart Card 1 card detect pin.
I2S0_BCLK o MFP6 12S0 bit clock output pin.
SPI1_I2SMCLK 110 MFP7 SPI1 I2S master clock output pin
UART2_RXD | MFP8 UART2 data receiver input pin.
[’C1_SDA 11O MFP9 I2C1 data input/output pin.
CANO_RXD | MFP10 CANO bus receiver input.
UART4_RXD | MFP11 UART4 data receiver input pin.
EPWM1_CH1 I/0 MFP12 EPWML1 channel 1 output/capture input.
71 |PC.3 I/0 MFPO General purpose digital 1/0 pin.
EBI_AD3 110 MFP2 EBI address/data bus bit 3.
SPIM_SS 110 MFP3 SPIM slave select pin.
QSPIO_SS I/0 MFP4 QSPIO slave select pin.
SC1_PWR O MFP5 Smart Card 1 power pin.
12S0_MCLK o MFP6 12S0 master clock output pin.
SPI1_MISO I/0 MFP7 SPI1 MISO (Master In, Slave Out) pin.
UART2_nRTS O MFP8 UART2 request to Send output pin.
[2C0_SMBAL O MFP9 I2CO SMBus SMBALTER pin
CAN1_TXD (0] MFP10 CAN1 bus transmitter output.
UART3_TXD (0] MFP11 UART3 data transmitter output pin.
EPWM1_CH2 I/0 MFP12 EPWML1 channel 2 output/capture input.
72 |PC.2 I/0 MFPO General purpose digital 1/0 pin.
EBI_AD2 110 MFP2 EBI address/data bus bit 2.
SPIM_CLK 1/0 MFP3 SPIM serial clock pin.
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QSPIO_CLK I/0 MFP4 QSPIO serial clock pin.
SC1_RST (@) MFP5 Smart Card 1 reset pin.
12S0_DlI I MFP6 12S0 data input pin.
SPI1_MOSI 110 MFP7 SPI1 MOSI (Master Out, Slave In) pin.
UART2_nCTS | MFP8 UART?2 clear to Send input pin.
I2C0_SMBSUS O MFP9 12C0 SMBus SMBSUS pin (PMBus CONTROL pin)
CAN1_RXD | MFP10 CANL1 bus receiver input.
UART3_RXD | MFP11 UARTS3 data receiver input pin.
EPWM1_CH3 110 MFP12 EPWM1 channel 3 output/capture input.

73 |PC.1 I/0 MFPO General purpose digital 1/0 pin.
EBI_AD1 110 MFP2 EBI address/data bus bit 1.
SPIM_MISO I/0 MFP3 SPIM MISO (Master In, Slave Out) pin.
QSPIO_MISO0 I/0 MFP4 QSPIO0 MISOO0 (Master In, Slave Out) pin.
SC1_DAT 110 MFP5 Smart Card 1 data pin.
12S0_DO (e} MFP6 12S0 data output pin.
SPI1_CLK 110 MFP7 SPI1 serial clock pin.
UART2_TXD O MFP8 UART?2 data transmitter output pin.
I2C0_SCL 110 MFP9 12CO0 clock pin.
EPWM1_CH4 I/0 MFP12 EPWML1 channel 4 output/capture input.
ACMPO_O O MFP14 Analog comparator 0 output pin.

74 |PC.0 I/0 MFPO General purpose digital 1/0 pin.
EBI_ADO 110 MFP2 EBI address/data bus bit 0.
SPIM_MOSI 110 MFP3 SPIM MOSI (Master Out, Slave In) pin.
QSPIO_MOSIO I/0 MFP4 QSPI0 MOSIO (Master Out, Slave In) pin.
SC1_CLK (@) MFP5 Smart Card 1 clock pin.
I2SO_LRCK (e} MFP6 12S0 left right channel clock output pin.
SPI1_SS I/0 MFP7 SPI1 slave select pin.
UART2_RXD | MFP8 UART2 data receiver input pin.
I2C0_SDA 11O MFP9 I2C0 data input/output pin.
EPWM1_CH5 I/0 MFP12 EPWML1 channel 5 output/capture input.
ACMP1_O (@) MFP14 Analog comparator 1 output pin.

75 |Vss P MFPO Ground pin for digital circuit.

76 |Vop P MFPO Power supply for 1/0 ports and LDO source for internal PLL

and digital circuit.
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77 |PG.9 I/0 MFPO General purpose digital 1/0 pin.
EBI_ADO I/0 MFP2 EBI address/data bus bit 0.
SD1_DAT3 110 MFP3 SD/SDIO1 data line bit 3.
SPIM_D2 I/0 MFP4 SPIM data 2 pin for Quad Mode 1/O.
BPWMO_CH5 I/0 MFP12 BPWMO channel 5 output/capture input.
78 |PG.10 I/0 MFPO General purpose digital 1/0 pin.
EBI_AD1 I/0 MFP2 EBI address/data bus bit 1.
SD1_DAT2 I/0 MFP3 SD/SDIO1 data line bit 2.
SPIM_D3 1/0 MFP4 SPIM data 3 pin for Quad Mode I/O.
BPWMO_CH4 I/0 MFP12 BPWMO channel 4 output/capture input.
79 INC - - No connection.
80 |PG.12 I/0 MFPO General purpose digital 1/0 pin.
EBI_AD3 I/0 MFP2 EBI address/data bus bit 3.
SD1_DATO 110 MFP3 SD/SDIO1 data line bit 0.
SPIM_CLK I/0 MFP4 SPIM serial clock pin.
BPWMO_CH2 I/0 MFP12 BPWMO channel 2 output/capture input.
81 |NC - - No connection.
82 |PG.14 110 MFPO General purpose digital I/O pin.
EBI_AD5 I/0 MFP2 EBI address/data bus bit 5.
SD1_CLK O MFP3 SD/SDIO1 clock output pin
SPIM_MOSI I/0 MFP4 SPIM MOSI (Master Out, Slave In) pin.
BPWMO_CHO I/0 MFP12 BPWMO channel 0 output/capture input.
83 |PG.15 110 MFPO General purpose digital I/O pin.
SD1_nCD | MFP3 SD/SDIO1 card detect input pin
CLKO O MFP14 Clock Out
EADCO_ST | MFP15 EADCO external trigger input.
84 |PD.13 I/0 MFPO General purpose digital 1/0 pin.
EBI_AD10 1/0 MFP2 EBI address/data bus bit 10.
SDO_nCD | MFP3 SD/SDIOO card detect input pin
SPIO0_I2SMCLK 110 MFP4 SPIO0 I2S master clock output pin
SPI1_|I2SMCLK I/0 MFP5 SPI1 I>S master clock output pin
SC2_nCD | MFP7 Smart Card 2 card detect pin.
85 |PA.12 I/0 MFPO General purpose digital 1/0 pin.
12S0_BCLK o MFP2 12S0 bit clock output pin.
Feb 22, 2022 Page 307 of 525 Rev 3.03




NnuvoTonN

MA480 Series
128 |Pin Name Type |MFP Description
Pin
UART4_TXD (@) MFP3 UART4 data transmitter output pin.
I2C1_SCL I/0 MFP4 I2C1 clock pin.
SPI2_SS 110 MFP5 SPI2 slave select pin.
CANO_TXD (0] MFP6 CANO bus transmitter output.
SC2_PWR O MFP7 Smart Card 2 power pin.
BPWM1_CH2 I/0 MFP11 BPWM1 channel 2 output/capture input.
QEI1_INDEX | MFP12 Quadrature encoder 1 index input
USB_VBUS P MFP14 Power supply from USB host or HUB.
86 |[PA.13 110 MFPO General purpose digital I/O pin.
12S0_MCLK 0 MFP2 I2S0 master clock output pin.
UART4_RXD | MFP3 UART4 data receiver input pin.
I2C1_SDA 1’0 MFP4 I2C1 data input/output pin.
SPI2_CLK I/0 MFP5 SPI2 serial clock pin.
CANO_RXD | MFP6 CANO bus receiver input.
SC2_RST O MFP7 Smart Card 2 reset pin.
BPWM1_CH3 I/0 MFP11 BPWML1 channel 3 output/capture input.
QEI1_A | MFP12 Quadrature encoder 1 phase A input
USB_D- A MFP14 USB differential signal D-.
87 |PA.14 I/0 MFPO General purpose digital 1/0 pin.
12S0_DlI I MFP2 12S0 data input pin.
UARTO_TXD O MFP3 UARTO data transmitter output pin.
SPI2_MISO 110 MFP5 SPI2 MISO (Master In, Slave Out) pin.
I)C2_SCL 1’0 MFP6 I2C2 clock pin.
SC2_DAT 110 MFP7 Smart Card 2 data pin.
BPWM1_CH4 I/0 MFP11 BPWM1 channel 4 output/capture input.
QEI1_B | MFP12 Quadrature encoder 1 phase B input
USB_D+ A MFP14 USB differential signal D+.
88 |PA.15 1/0 MFPO General purpose digital 1/0 pin.
12S0_DO o MFP2 12S0 data output pin.
UARTO_RXD | MFP3 UARTO data receiver input pin.
SPI2_MOSI I/0 MFP5 SPI2 MOSI (Master Out, Slave In) pin.
I2C2_SDA 110 MFP6 I2C2 data input/output pin.
SC2_CLK (@) MFP7 Smart Card 2 clock pin.
BPWM1_CH5 1/0 MFP11 BPWML1 channel 5 output/capture input.
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EPWMO_SYNC_IN | MFP12 EPWMO counter synchronous trigger input pin.
USB_OTG_ID | MFP14  |USB_ identification.
89 |HSUSB_VRES A MFPO HSUSB module reference resister
90 |HSUSB_Vppss3 P MFPO Power supply for HSUSB Vpp3s
91 |HSUSB_VBUS P MFPO HSUSB Power supply from USB host or HUB.
92 |HSUSB_D- A MFPO HSUSB differential signal D-.
93 |HSUSB_VSS P MFPO Ground pin for HSUSB.
94 |HSUSB_D+ A MFPO HSUSB differential signal D+.
95 |HSUSB_Vppi, CAP A MFPO HSUSB Internal power regulator output 1.2V decoupling pin.
Note: This pin needs to be connected with a 1uF capacitor.
96 |HSUSB_ID | MFPO HSUSB identification.
97 [NC - - No connection.
98 [NC - - No connection.
99 |PES I/0 MFPO General purpose digital 1/0 pin.
EBI_nRD O MFP2 EBI read enable output pin.
SDO_DAT3 110 MFP3 SD/SDIOO data line bit 3.
SPIM_SS 110 MFP4 SPIM slave select pin.
SPI3_SS 110 MFP5 SPI3 slave select pin.
SCO_PWR O MFP6 Smart Card O power pin.
USCIO_CTL1 I/0 MFP7 USCIO control 1 pin.
QEI1_B | MFP11 Quadrature encoder 1 phase B input
EPWMO_CH2 I/0 MFP12 EPWMO channel 2 output/capture input.
BPWMO_CH3 I/0 MFP13 BPWMO channel 3 output/capture input.
100 [NC - - No connection.
101 |PE.3 110 MFPO General purpose digital I/O pin.
EBI_MCLK (@) MFP2 EBI external clock output pin.
SDO_DAT1 110 MFP3 SD/SDIOO data line bit 1.
SPIM_MISO I/0 MFP4 SPIM MISO (Master In, Slave Out) pin.
SPI3_MISO 1/0 MFP5 SPI3 MISO (Master In, Slave Out) pin.
SCO_DAT 110 MFP6 Smart Card 0 data pin.
USCIO_DATO 110 MFP7 USCIO data O pin.
QEIO_A | MFP11 Quadrature encoder 0 phase A input
EPWMO_CH4 I/0 MFP12 EPWMO channel 4 output/capture input.
BPWMO_CH1 I/0 MFP13 BPWMO channel 1 output/capture input.
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102 INC - - No connection.

103 |Vss P MFPO Ground pin for digital circuit.

104 |Vop P MFPO Power supply for I/O ports and LDO source for internal PLL

and digital circuit.

105 |PE.1 I/0 MFPO General purpose digital 1/0 pin.
EBI_AD10 1/0 MFP2 EBI address/data bus bit 10.
QSPI0_MISO0 110 MFP3 QSPI0 MISOO0 (Master In, Slave Out) pin.
SC2_DAT 110 MFP4 Smart Card 2 data pin.
12S0_BCLK o MFP5 12S0 bit clock output pin.

SPI1_MISO I/0 MFP6 SPI1 MISO (Master In, Slave Out) pin.
UART3_TXD (@) MFP7 UARTS3 data transmitter output pin.
I2C1_SCL 110 MFP8 I2C1 clock pin.

UART4_nCTS | MFP9 UART4 clear to Send input pin.

106 |PE.O I/0 MFPO General purpose digital 1/0 pin.
EBI_AD11 110 MFP2 EBI address/data bus bit 11.
QSPIO_MOSIO I/0 MFP3 QSPI0 MOSIO (Master Out, Slave In) pin.
SC2_CLK O MFP4 Smart Card 2 clock pin.
12S0_MCLK (e} MFP5 I2S0 master clock output pin.
SPI1_MOSI 110 MFP6 SPI1 MOSI (Master Out, Slave In) pin.
UART3_RXD | MFP7 UARTS3 data receiver input pin.
I)C1_SDA 110 MFP8 I2C1 data input/output pin.
UART4_nRTS (@) MFP9 UARTA4 request to Send output pin.

107 |PH.8 I/0 MFPO General purpose digital 1/0 pin.
EBI_AD12 110 MFP2 EBI address/data bus bit 12.
QSPIO_CLK 110 MFP3 QSPIO0 serial clock pin.

SC2_PWR O MFP4 Smart Card 2 power pin.

12S0_DlI I MFP5 I2S0 data input pin.

SPI1_CLK I/0 MFP6 SPI1 serial clock pin.
UART3_nRTS (@) MFP7 UARTS3 request to Send output pin.
I2C1_SMBAL (@) MFP8 I2C1 SMBus SMBALTER pin
I2C2_SCL 11O MFP9 12C2 clock pin.

UART1_TXD (0] MFP10 UART1 data transmitter output pin.

108 |PH.9 I/0 MFPO General purpose digital 1/0 pin.
EBI_AD13 I/0 MFP2 EBI address/data bus bit 13.
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QSPIO_SS I/0 MFP3 QSPIO slave select pin.
SC2_RST (@) MFP4 Smart Card 2 reset pin.
12S0_DO (¢} MFP5 12S0 data output pin.
SPI1_SS 110 MFP6 SPI1 slave select pin.
UART3_nCTS | MFP7 UARTS3 clear to Send input pin.
I2C1_SMBSUS O MFP8 12C1 SMBus SMBSUS pin (PMBus CONTROL pin)
[2C2_SDA 110 MFP9 I2C2 data input/output pin.
UART1_RXD | MFP10 UART1 data receiver input pin.
109 [PH.10 110 MFPO General purpose digital I/O pin.
EBI_AD14 I/0 MFP2 EBI address/data bus bit 14.
QSPIO_MISO1 110 MFP3 QSPI0 MISO1 (Master In, Slave Out) pin.
SC2_nCD | MFP4 Smart Card 2 card detect pin.
I2SO_LRCK o MFP5 12S0 left right channel clock output pin.
SPI1_I2SMCLK 110 MFP6 SPI1 I2S master clock output pin
UART4_TXD O MFP7 UART4 data transmitter output pin.
UARTO_TXD (@) MFP8 UARTO data transmitter output pin.
110 [PH.11 110 MFPO General purpose digital I/O pin.
EBI_AD15 110 MFP2 EBI address/data bus bit 15.
QSPIO_MOSI1 I/0 MFP3 QSPI0 MOSI1 (Master Out, Slave In) pin.
UART4_RXD | MFP7 UART4 data receiver input pin.
UARTO_RXD | MFP8 UARTO data receiver input pin.
EPWMO_CH5 I/0 MFP11 EPWMO channel 5 output/capture input.
111 |PD.14 110 MFPO General purpose digital I/O pin.
EBI_nCSO O MFP2 EBI chip select 0 output pin.
SPI3_I2SMCLK I/0 MFP3 SPI3 I>S master clock output pin
SC1_nCD | MFP4 Smart Card 1 card detect pin.
EPWMO_CH4 I/0 MFP11 EPWMO channel 4 output/capture input.
112 |Vss P MFPO Ground pin for digital circuit.
113 |LDO_CAP A MFPO LDO output pin.
Note: _ This pin needs to be connected with an external
capacitor.
114 |Vop P MFPO Power supply for 1/0 ports and LDO source for internal PLL
and digital circuit.
115 |PC.14 I/0 MFPO General purpose digital 1/0 pin.
EBI_AD11 1/0 MFP2 EBI address/data bus bit 11.
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128 |Pin Name Type |MFP Description
Pin
SC1_nCD | MFP3 Smart Card 1 card detect pin.
SPI0_I2SMCLK I/0 MFP4 SPIO I>S master clock output pin
USCIO_CTLO 110 MFP5 USCIO control O pin.
QSPIO_CLK 110 MFP6 QSPIO0 serial clock pin.
EPWMO_SYNC_IN | MFP11 EPWMO counter synchronous trigger input pin.
ETM_TRACE_CLK | MFP12 ETM receiver Trace Clock input pin
™1 I/0 MFP13 Timerl event counter input/toggle output pin.
USB_VBUS_ST | MFP14 USB external VBUS regulator status pin.
HSUSB_VBUS_ST | MFP15 HSUSB external VBUS regulator status pin.
116 |PB.15 110 MFPO General purpose digital I/O pin.
EADCO_CH15 A MFP1 EADCO channel 15 analog input.
EBI_AD12 I/0 MFP2 EBI address/data bus bit 12.
SC1_PWR O MFP3 Smart Card 1 power pin.
SPIO_SS 110 MFP4 SPIO slave select pin.
USCIO_CTL1 I/0 MFP5 USCIO control 1 pin.
UARTO_nCTS | MFP6 UARTO clear to Send input pin.
UART3_TXD O MFP7 UART3 data transmitter output pin.
I2C2_SMBAL O MFP8 I2C2 SMBus SMBALTER pin
EPWM1_CHO I/0 MFP11 EPWM1 channel 0 output/capture input.
ETM_TRACE_DATAO | MFP12 ETM receiver Trace Data O input pin
TMO_EXT I/0 MFP13 TimerO event counter input/toggle output pin.
USB_VBUS_EN O MFP14 USB external VBUS regulator enable pin.
HSUSB_VBUS_EN O MFP15 HSUSB external VBUS regulator enable pin.
117 |PB.14 110 MFPO General purpose digital I/O pin.
EADCO_CH14 A MFP1 EADCO channel 14 analog input.
EBI_AD13 110 MFP2 EBI address/data bus bit 13.
SC1_RST O MFP3 Smart Card 1 reset pin.
SPI0_CLK 1/0 MFP4 SPI0 serial clock pin.
USCIO_DAT1 110 MFP5 USCIO data 1 pin.
UARTO_nRTS (@) MFP6 UARTO request to Send output pin.
UART3_RXD | MFP7 UARTS3 data receiver input pin.
[2C2_SMBSUS o} MFP8 [2C2 SMBus SMBSUS pin (PMBus CONTROL pin)
EPWM1_CH1 I/0 MFP11 EPWM1 channel 1 output/capture input.
ETM_TRACE_DATAl | MFP12 ETM receiver Trace Data 1 input pin
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Pin
TM1_EXT I/0 MFP13 Timerl event counter input/toggle output pin.
CLKO O MFP14 Clock Out
118 |PB.13 110 MFPO General purpose digital I/O pin.
EADCO_CH13 A MFP1 EADCO channel 13 analog input.
DAC1_OuUT A MFP1 DAC1 channel analog output.
ACMPO_P3 A MFP1 Analog comparator 0 positive input 3 pin.
ACMP1_P3 A MFP1 Analog comparator 1 positive input 3 pin.
EBI_AD14 I/0 MFP2 EBI address/data bus bit 14.
SC1_DAT 110 MFP3 Smart Card 1 data pin.
SPI0_MISO 110 MFP4 SPI0 MISO (Master In, Slave Out) pin.
USCIO_DATO 110 MFP5 USCIO data O pin.
UARTO_TXD (@) MFP6 UARTO data transmitter output pin.
UART3_nRTS O MFP7 UARTS3 request to Send output pin.
I2C2_SCL 110 MFP8 I2C2 clock pin.
EPWM1_CH2 I/0 MFP11 EPWM1 channel 2 output/capture input.
ETM_TRACE_DATA2 | MFP12 ETM receiver Trace Data 2 input pin
TM2_EXT 110 MFP13 Timer2 event counter input/toggle output pin.
119 |PB.12 110 MFPO General purpose digital I/O pin.
EADCO_CH12 A MFP1 EADCO channel 12 analog input.
DACO_OUT A MFP1 DACO channel analog output.
ACMPO_P2 A MFP1 Analog comparator 0 positive input 2 pin.
ACMP1_P2 A MFP1 Analog comparator 1 positive input 2 pin.
EBI_AD15 110 MFP2 EBI address/data bus bit 15.
SC1_CLK O MFP3 Smart Card 1 clock pin.
SPI0_MOSI I/0 MFP4 SPI0O MOSI (Master Out, Slave In) pin.
USCIO_CLK I/0 MFP5 USCIO clock pin.
UARTO_RXD | MFP6 UARTO data receiver input pin.
UART3_nCTS | MFP7 UARTS3 clear to Send input pin.
I2C2_SDA 11O MFP8 I2C2 data input/output pin.
SDO_nCD | MFP9 SD/SDIOO card detect input pin
EPWM1_CH3 I/0 MFP11 EPWML1 channel 3 output/capture input.
ETM_TRACE_DATA3 | MFP12 ETM receiver Trace Data 3 input pin
TM3_EXT I/0 MFP13 Timer3 event counter input/toggle output pin.
120 |AVpp P MFPO Power supply for internal analog circuit.
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Pin

121 |Vger A MFPO ADC reference voltage input.

Note: This pin needs to be connected with a 1uF capacitor.

122 |AVss P MFPO Ground pin for analog circuit.

123 |PB.11 110 MFPO General purpose digital I/O pin.
EADCO_CH11 A MFP1 EADCO channel 11 analog input.
EBI_ADR16 (0] MFP2 EBI address bus bit 16.

EMAC_RMII_MDC (@) MFP3 EMAC RMII PHY Management Clock output pin.
UARTO_nCTS | MFP5 UARTO clear to Send input pin.

UART4_TXD (@) MFP6 UART4 data transmitter output pin.

I2C1_SCL 110 MFP7 I2C1 clock pin.

CANO_TXD (0] MFP8 CANO bus transmitter output.

SPI0_I2SMCLK I/0 MFP9 SPI0 I2S master clock output pin

BPWM1_CHO I/0 MFP10 BPWM1 channel 0 output/capture input.
SPI3_CLK I/0 MFP11 SPI3 serial clock pin.

HSUSB_VBUS_ST | MFP14 HSUSB external VBUS regulator status pin.

124 |PB.10 I/0 MFPO General purpose digital 1/0 pin.
EADCO_CH10 A MFP1 EADCO channel 10 analog input.
EBI_ADR17 O MFP2 EBI address bus bit 17.
EMAC_RMII_MDIO I/0 MFP3 EMAC RMII PHY Management Data pin.
USCI1_CTLO I/0 MFP4 USCI1 control O pin.

UARTO_nRTS O MFP5 UARTO request to Send output pin.
UART4_RXD | MFP6 UART4 data receiver input pin.

[’C1_SDA 11O MFP7 I2C1 data input/output pin.

CANO_RXD | MFP8 CANO bus receiver input.

BPWM1_CH1 I/0 MFP10 BPWML1 channel 1 output/capture input.
SPI3_SS I/0 MFP11 SPI3 slave select pin.

HSUSB_VBUS_EN O MFP14 HSUSB external VBUS regulator enable pin.

125 |PB.9 I/0 MFPO General purpose digital 1/0 pin.
EADCO_CH9 A MFP1 EADCO channel 9 analog input.
EBI_ADR18 (0] MFP2 EBI address bus bit 18.

EMAC_RMII_TXDO O MFP3 EMAC RMII Transmit Data bus bit 0.
USCI1_CTL1 I/0 MFP4 USCI1 control 1 pin.

UARTO_TXD (@) MFP5 UARTO data transmitter output pin.
UART1_nCTS | MFP6 UART1 clear to Send input pin.
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Pin
I2C1_SMBAL O MFP7 I2C1 SMBus SMBALTER pin
BPWM1_CH2 I/0 MFP10 BPWM1 channel 2 output/capture input.
SPI3_MISO 110 MFP11 SPI3 MISO (Master In, Slave Out) pin.
INT7 | MFP13 External interrupt 7 input pin.

126 |PB.8 I/0 MFPO General purpose digital 1/0 pin.
EADCO_CHS8 A MFP1 EADCO channel 8 analog input.
EBI_ADRI19 O MFP2 EBI address bus bit 19.
EMAC_RMII_TXD1 O MFP3 EMAC RMII Transmit Data bus bit 1.
USCI1_CLK 110 MFP4 USCI1 clock pin.

UARTO_RXD | MFP5 UARTO data receiver input pin.

UART1 _nRTS (@) MFP6 UARTL1 request to Send output pin.

[2C1_SMBSUS O MFP7 12C1 SMBus SMBSUS pin (PMBus CONTROL pin)
BPWM1_CH3 I/0 MFP10 BPWM1 channel 3 output/capture input.
SPI3_MOSI 110 MFP11 SPI3 MOSI (Master Out, Slave In) pin.

INT6 | MFP13 External interrupt 6 input pin.

127 |PB.7 110 MFPO General purpose digital I/O pin.
EADCO_CH7 A MFP1 EADCO channel 7 analog input.
EBI_nWRL O MFP2 EBI low byte write enable output pin.
EMAC_RMII_TXEN (@) MFP3 EMAC RMII Transmit Enable output pin.
USCI1_DATO I/0 MFP4 USCI1 data O pin.

CAN1_TXD O MFP5 CANL1 bus transmitter output.
UART1_TXD (@) MFP6 UARTL1 data transmitter output pin.
SD1_CMD 110 MFP7 SD/SDIO1 command/response pin
EBI_nCSO O MFP8 EBI chip select 0 output pin.
BPWM1_CH4 I/0 MFP10 BPWM1 channel 4 output/capture input.
EPWM1_BRAKEO | MFP11 EPWM1 Brake 0 input pin.
EPWM1_CH4 I/0 MFP12 EPWM1 channel 4 output/capture input.
INT5 | MFP13 External interrupt 5 input pin.
USB_VBUS_ST | MFP14 USB external VBUS regulator status pin.
ACMPO_O (@) MFP15 Analog comparator 0 output pin.

128 |PB.6 I/0 MFPO General purpose digital 1/0 pin.
EADCO_CH®6 A MFP1 EADCO channel 6 analog input.
EBI_nWRH (@) MFP2 EBI high byte write enable output pin
EMAC_PPS (@) MFP3 EMAC Pulse Per Second output pin.
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128 |Pin Name Type |MFP Description

Pin
USCI1_DAT1 I/0 MFP4 USCI1 data 1 pin.
CAN1_RXD | MFP5 CANL1 bus receiver input.
UART1_RXD | MFP6 UART1 data receiver input pin.
SD1_CLK (0] MFP7 SD/SDIO1 clock output pin
EBI_nCS1 (@) MFP8 EBI chip select 1 output pin.
BPWM1_CH5 I/0 MFP10 BPWM1 channel 5 output/capture input.
EPWM1_BRAKE1 | MFP11 EPWM1 Brake 1 input pin.
EPWM1_CH5 I/0 MFP12 EPWM1 channel 5 output/capture input.
INT4 | MFP13 External interrupt 4 input pin.
USB_VBUS_EN O MFP14 USB external VBUS regulator enable pin.
ACMP1_O O MFP15 Analog comparator 1 output pin.
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6 FUNCTIONAL DESCRIPTION

6.1 Arm® Cortex®-M4F Core

The Cortex®-M4 processor, a configurable, multistage, 32-bit RISC processor, has three AMBA AHB-
Lite interfaces for best parallel performance and includes an NVIC component. The processor with
optional hardware debug functionality can execute Thumb code and is compatible with other Cortex®-M
profile processors. The profile supports two modes -Thread mode and Handler mode. Handler mode is
entered as a result of an exception. An exception return can only be issued in Handler mode. Thread
mode is entered on Reset, and can be entered as a result of an exception return. The Cortex®-M4F is a
processor with the same capability as the Cortex®-M4 processor and includes floating point arithmetic
functionality. The NuMicro® M480 series is embedded with Cortex®-M4F processor. Throughout this
document, the name Cortex®-M4 refers to both Cortex®-M4 and Cortex®-M4F processors. Figure 6.1-1
shows the functional controller of the processor.

Corlex-M4 processor
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t For the Cortex-M4F processor, the core includes a Floating Point Unit (FPU)
1 Optional component

Figure 6.1-1 Cortex®-M4F Block Diagram

Cortex®-M4F processor features:
® Alow gate count processor core, with low latency interrupt processing that has:

- A subset of the Thumb instruction set, defined in the Armv7-M Architecture Reference
Manual

- Banked Stack Pointer (SP)
- Hardware integer divide instructions, SDIV and UDIV

- Handler and Thread modes
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Thumb and Debug states

Support for interruptible-continued instructions LDM, STM, PUSH, and POP for low
interrupt latency

Automatic processor state saving and restoration for low latency Interrupt Service
Routine (ISR) entry and exit

Support for Armv6 big-endian byte-invariant or little-endian accesses

Support for Armv6 unaligned accesses

® Floating Point Unit (FPU) in the Cortex®-M4F processor providing:

32-bit instructions for single-precision (C float) data-processing operations
Combined Multiply and Accumulate instructions for increased precision (Fused MAC)

Hardware support for conversion, addition, subtraction, multiplication with optional
accumulate, division, and square-root

Hardware support for denormals and all IEEE rounding modes

32 dedicated 32-bit single precision registers, also addressable as 16 double-word
registers

Decoupled three stage pipeline

® Nested Vectored Interrupt Controller (NVIC) closely integrated with the processor core to
achieve low latency interrupt processing. Features include:

External interrupts. Configurable from 1 to 240 (the NuMicro® M480 series configured
with 64 interrupts)

Bits of priority, configurable from 3 to 8
Dynamic reprioritization of interrupts

Priority grouping which enables selection of preempting interrupt levels and
nonpreempting interrupt levels

Support for tril-chaining and late arrival of interrupts, which enables back-to-back
interrupt processing without the overhead of state saving and restoration between
interrupts.

Processor state automatically saved on interrupt entry, and restored on interrupt exit
with on instruction overhead

Support for Wake-up Interrupt Controller (WIC) with Ultra-low Power Sleep mode

® Memory Protection Unit (MPU). An optional MPU for memory protection, including:

Eight memory regions
Sub Region Disable (SRD), enabling efficient use of memory regions

The ability to enable a background region that implements the default memory map
attributes

® Low-cost debug solution that features:

Feb 22, 2022

Debug access to all memory and registers in the system, including access to memory
mapped devices, access to internal core registers when the core is halted, and access
to debug control registers even while SYSRESETNn is asserted.

Serial Wire Debug Port(SW-DP) or Serial Wire JTAG Debug Port (SWJ-DP) debug
access

Optional Flash Patch and Breakpoint (FPB) unit for implementing breakpoints and
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code patches

- Optional Data Watchpoint and Trace (DWT) unit for implementing watchpoints, data
tracing, and system profiling

- Optional Instrumentation Trace Macrocell (ITM) for support of printf() style debugging

- Optional Trace Port Interface Unit (TPIU) for bridging to a Trace Port Analyzer (TPA),
including Single Wire Output (SWO) mode

- Optional Embedded Trace Macrocell (ETM) for instruction trace.
® Bus interfaces:

- Three Advanced High-performance Bus-Lite (AHB-Lite) interfaces: ICode, Dcode, and
System bus interfaces

- Private Peripheral Bus (PPB) based on Advanced Peripheral Bus (APB) interface
- Bit-band support that includes atomic bit-band write and read operations.

- Memory access alignment

- Write buffer for buffering of write data

- Exclusive access transfers for multiprocessor systems
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6.2 System Manager

6.2.1 Overview

System management includes the following sections:
System Reset

System Power Distribution

SRAM Memory Orginization

System Timer (SysTick)

Nested Vectored Interrupt Controller (NVIC)

System Control register

6.2.2 System Reset

The system reset can be issued by one of the events listed below. These reset event flags can be read
from SYS_RSTSTS register to determine the reset source. Hardware reset sourcces are from peripheral
signals. Software reset can trigger reset through setting control registers.

® Hardware Reset Sources
- Power-on Reset
- Low level on the nRESET pin
- Watchdog Time-out Reset and Window Watchdog Reset (WDT/WWDT Reset)
- Low Voltage Reset (LVR)
- Brown-out Detector Reset (BOD Reset)
- CPU Lockup Reset
® Software Reset Sources
- CHIP Reset will reset whole chip by writing 1 to CHIPRST (SYS_IPRSTO[0])

- MCU Reset to reboot but keeping the booting setting from APROM or LDROM by
writing 1 to SYSRESETREQ (AIRCR[2])

- CPU Reset for Cortex®-M4 core only by writing 1 to CPURST (SYS_IPRSTO[1])
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Figure 6.2-1 System Reset Sources

There are a total of 9 reset sources in the NuMicro® family. In general, CPU reset is used to reset
Cortex®-M4 only; the other reset sources will reset Cortex®-M4 and all peripherals. However, there are
small differences between each reset source and they are listed in Table 6.2-1.

Reset Sources
. POR nRESET WDT LVR BOD Lockup CHIP MCU CPU
Register
SYS_RSTSTS BitO=1 | Bitl=1| Bit2=1 | Bit3=1 | Bit4=1 | Bit8=1 | Bit0O=1 | Bit5=1 | Bit7=1
CHIPRST
0x0 - - - - - - - -
(SYS_IPRSTO[0])
BODEN
(SYS_BODCTL[0])
BODVL Reload Reload Reload Reload Reload Reload Reload
from from from from - from from from -
(SYS_BODCTL[2:1])  [cONFIGO|CONFIGO [ CONFIGO | CONFIGO CONFIGO | CONFIGO | CONFIGO
BODRSTEN
(SYS_BODCTL[3])
HXTEN Reload Reload Reload Reload Reload Reload Reload Reload
from from from from from from from from
(CLK_PWRCTLIO]) CONFIGO | CONFIGO | CONFIGO | CONFIGO | CONFIGO | CONFIGO | CONFIGO | CONFIGO
LXTEN
0x0 - - - - - - - -
(CLK_PWRCTLJ[1)])
WDTCKEN
Ox1 - Ox1 - - - Ox1 - -
(CLK_APBCLKOI[0])
HCLKSEL Reload Reload Reload Reload Reload Reload Reload Reload _
from from from from from from from from
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(CLK_CLKSELO[2:0]) CONFIGO | CONFIGO | CONFIGO [ CONFIGO | CONFIGO | CONFIGO | CONFIGO | CONFIGO
WDTSEL
0x3 0x3 - - - - - - -
(CLK_CLKSEL1[1:0])
HXTSTB
0x0 - - - - - - - -
(CLK_STATUS[0])
LXTSTB
0x0 - - - - - - - -
(CLK_STATUS[1)])
PLLSTB
0x0 - - - - - - - -
(CLK_STATUS[2])
HIRCSTB
0x0 - - - - - - - -
(CLK_STATUS[4])
CLKSFAIL
0x0 0x0 - - - - - - -
(CLK_STATUS[7])
RSTEN
(WDT_CTL[1]) Reload Reload Reload Reload Reload Reload
from from from from from - from - -
WDTEN CONFIGO | CONFIGO | CONFIGO | CONFIGO | CONFIGO CONFIGO
(WDT_CTL[7])
WDT_CTL
. . 0x0700 | 0x0700 | Ox0700 | 0x0700 | Ox0700 - 0x0700 - -
except bit 1 and bit 7.
WDT_ALTCTL 0x0000 | 0x0000 | Ox0000 | 0x0000 | 0Ox0000 - 0x0000 - -
WWDT_RLDCNT 0x0000 | 0x0000 | Ox0000 | 0x0000 | 0Ox0000 - 0x0000 - -
WWDT_CTL 0x3F0800 | 0x3F0800 | 0x3F0800 | 0x3F0800 | 0x3F0800 - 0x3F0800 - -
WWDT_STATUS 0x0000 | 0x0000 | Ox0000 | 0x0000 | 0Ox0000 - 0x0000 - -
WWDT_CNT Ox3F Ox3F Ox3F Ox3F Ox3F - Ox3F - -
BS
(FMC_ISPCTL[1]) Reload Reload Reload Reload Reload Reload
from from from from from - from - -
BL CONFIGO | CONFIGO | CONFIGO | CONFIGO | CONFIGO CONFIGO
(FMC_ISPCTL[16])
FMC_DFBA Reload Reload Reload Reload Reload Reload
from from from from from - from - -
CONFIG1 | CONFIG1 | CONFIG1|CONFIG1 | CONFIG1 CONFIG1
CBS Reload Reload Reload Reload Reload Reload
(FMC_ISPSTS[2:1)) from from from from from - from - -
CONFIGO | CONFIGO | CONFIGO | CONFIGO | CONFIGO CONFIGO
VECMAP Reload Reload Reload Reload Reload Reload
. base on | baseon | baseon | baseon | baseon - base on - -
(FMC_ISPSTS[23:9]) CONFIGO | CONFIGO | CONFIGO | CONFIGO | CONFIGO CONFIGO
Other Peripheral Reset Value -
Registers
FMC Registers Reset Value
Note: - means that the value of register keeps original setting.

Table 6.2-1 Reset Value of Registers
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6.2.2.1 nRESET Reset

The nRESET reset means to generate a reset signal by pulling low nRESET pin, which is an
asynchronous reset input pin and can be used to reset system at any time. When the nRESET voltage
is lower than 0.2 Vop and the state keeps longer than 32 us (glitch filter), chip will be reset. The nRESET
reset will control the chip in reset state until the NnRESET voltage rises above 0.7 Voo and the state keeps
longer than 32 us (glitch filter). The PINRF(SYS_RSTSTS[1]) will be set to 1 if the previous reset source
is NRESET reset Figure 6.2-2 shows the nRESET reset waveform.

NRESET i ﬁ
0.7 Voo |
! ! 32 us
0.2 Voo | - >
X : )) !
| ! ( ( |
32 us

nRESET Reset

L&’

Figure 6.2-2 NRESET Reset Waveform

6.2.2.2 Power-on Reset (POR)

The Power-on reset (POR) is used to generate a stable system reset signal and forces the system to be
reset when power-on to avoid unexpected behavior of MCU. When applying the power to MCU, the POR
module will detect the rising voltage and generate reset signal to system until the voltage is ready for
MCU operation. At POR reset, the PORF(SYS_RSTSTS[0]) will be set to 1 to indicate there is a POR
reset event. The PORF(SYS_RSTSTSJ[0]) bit can be cleared by writing 1 to it.Figure 6.2-3 shows the
power-on reset waveform.

————qm———
|
|
|
|

VDD

Power-on
Reset

Figure 6.2-3 Power-on Reset (POR) Waveform

6.2.2.3 Low Voltage Reset (LVR)

If the Low Voltage Reset function is enabled by setting the Low Voltage Reset Enable Bit LVREN
(SYS_BODCTL[7]) to 1, after 200us delay, LVR detection circuit will be stable and the LVR function will
be active. Then LVR function will detect AVop during system operation. When the AVop voltage is lower
than Vivr and the state keeps longer than De-glitch time set by LVRDGSEL (SYS_BODCTL[14:12]),
chip will be reset. The LVR reset will control the chip in reset state until the AVop voltage rises above
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Vivr and the state keeps longer than De-glitch time set by LVRDGSEL (SYS_BODCTL[14:12]). The
default setting of Low Voltage Reset is enabled without De-glitch function.Figure 6.2-4 shows the Low
Voltage Reset waveform.

|
|
1l ____
| | I
I | | !
I | | I | I
I | | I I |
RS A SV
| | >
| l T, | | T, | l |
I | (< LVRDGSEL) ( =LVRDGSEL) | : |
Ts
L ' l | (=LVRDGSEL)
Low Voltage Reset | | .
I |
l 200 us | Delay for LVR stable
LVREN

Figure 6.2-4 Low Voltage Reset (LVR) Waveform

6.2.2.4 Brown-out Detector Reset (BOD Reset)

If the Brown-out Detector (BOD) function is enabled by setting the Brown-out Detector Enable Bit
BODEN (SYS_BODCTLI[0]), Brown-out Detector function will detect AVbp during system operation.
When the AVpp voltage is lower than Veoo which is decided by BODEN and BODVL
(SYS_BODCTL[18:16]) and the state keeps longer than De-glitch time set by BODDGSEL
(SYS_BODCTL[10:8]), chip will be reset. The BOD reset will control the chip in reset state until the AVbp
voltage rises above Vsop and the state keeps longer than De-glitch time set by BODDGSEL. The default
value of BODEN, BODVL and BODRSTEN (SYS_BODCTL[3]) is set by Flash controller user
configuration  register CBODEN (CONFIGO [19]), CBOV (CONFIGO [23:21]) and
CBORST(CONFIGO[20]) respectively. User can determine the initial BOD setting by setting the
CONFIGO register. Figure 6.2-5 shows the Brown-out Detector waveform.
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Figure 6.2-5 Brown-out Detector (BOD) Waveform

6.2.2.5 Watchdog Timer Reset (WDT)

In most industrial applications, system reliability is very important. To automatically recover the MCU
from failure status is one way to improve system reliability. The watchdog timer(WDT) is widely used to
check if the system works fine. If the MCU is crashed or out of control, it may cause the watchdog time-
out. User may decide to enable system reset during watchdog time-out to recover the system and take
action for the system crash/out-of-control after reset.

Software can check if the reset is caused by watchdog time-out to indicate the previous reset is a
watchdog reset and handle the failure of MCU after watchdog time-out reset by checking
WDTRF(SYS_RSTSTSI2]).

6.2.2.6 CPU Lockup Reset

CPU enters lockup status after CPU produces hardfault at hardfault handler and chip gives immediate
indication of seriously errant kernel software. This is the result of the CPU being locked because of an
unrecoverable exception following the activation of the processor’s built in system state protection
hardware. When chip enters debug mode, the CPU lockup reset will be ignored.

6.2.2.7 CPU Reset, CHIP Reset and MCU Reset

The CPU Reset means only Cortex®-M4 core is reset and all other peripherals remain the same status
after CPU reset. User can set the CPURST(SYS_IPRSTO[1]) to 1 to assert the CPU Reset signal.

The CHIP Reset is same with Power-on Reset. The CPU and all peripherals are reset and
BS(FMC_ISPCTL[1]) bit is automatically reloaded from CONFIGO setting. User can set the
CHIPRST(SYS_IPRSTO[1]) to 1 to assert the CHIP Reset signal.

The MCU Reset is similar with CHIP Reset. The difference is that BS(FMC_ISPCTL[1]) will not be
reloaded from CONFIGO setting and keep its original software setting for booting from APROM or
LDROM. User can set the SYSRESETREQ(AIRCR[2]) to 1 to assert the MCU Reset.
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6.2.3 System Power Distribution
In this chip, power distribution is divided into four segments:
® Analog power from AVpp and AVss provides the power for analog components operation.

® Digital power from Vop and Vss supplies the power to the internal regulator which provides
a fixed 1.8 V power for digital operation and 1/O pins.

® USB transceiver power from VBUS offers the power for operating the USB transceiver.
® RTC power from Vear provides the power for RTC and 80 bytes backup registers.

The outputs of internal voltage regulators, LDO and Vopsz, require an external capacitor which should
be located close to the corresponding pin. Analog power (AVop) should be the same voltage level of the
digital power (Vob). Figure 6.2-6 shows the NuMicro® M480 power distribution.

-
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> > o a o
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12-bit ADC Reference 10 Cell crystal :i :2322—3?
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AVpp [  12-bit DAC c A”a'ogt 0.9V . HSUSB_VDD12_CAP
omparator UsB20 [O—
AVss OTG OHY 1u0F
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RTC &
VDR RTCLDO 80 bytes Y Egﬂzg_ﬁzléz
(Low Voltage Reset, Brown-out | 33V>09V || backup B —
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80 Power Distribution /
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Figure 6.2-6 NuMicro® M480 Power Distribution Diagram

Feb 22, 2022 Page 328 of 525 Rev 3.03



NnuvoToN MA480 Series

...

Note:

1. When Veat power source first power-on, the power-on reset will happened and reset all Vear
domain circuit. The 1/O in Veatr domain (PF.4 ~ PF.11) will become floating state and make
additional leakage in Vesar domain. User should power on Vpp first to reset chip and set I/O control
to make these 1/0Os becomes a static state to prevent additional leakage .

2. The Vear domain I/O (PF.4 ~ PF.11) will have unpredictable 1.5V glitch during power-on if Vear
and Voo connect together. To prevent this unpredictable glitch to make , user should avoid use
these pins to be other IC’s active or inactive control pins.
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6.2.4 Power Modes and Wake-up Sources

The NuMicro® M480 series has power manager unit to support several operating modes for saving
power. Table 6.2-2 lists all power mode at NuMicro® M480 series.

Mode CPU Operating Maximum  |LDO_CAP|Clock Disable
Speed
P V)
(MHz)
Normal mode 160 1.20 |All clocks are disabled by control register.
Turbo mode 192 1.26  |All clocks are disabled by control register.
Idle mode CPU enter Sleep mode 1.20/1.26 [Only CPU clock is disabled.
Fast Wakeup Power-down| CPU enters Deep Sleep mode | 1.20/1.26 |Most clocks are disabled except LIRC/LXT, and
mode (FWPD) only RTC/WDT/Timer/UART peripheral clocks still]
enable if their clock sources are selected as
LIRC/LXT.
Normal Power-down mode CPU enters Deep Sleep mode | 1.20/1.26 |Most clocks are disabled except LIRC/LXT, and
only RTC/WDT/Timer/UART peripheral clocks still}
(NPD) X .
enable if their clock sources are selected as
LIRC/LXT.
Low leakage Power-down CPU enters Deep Sleep mode 0.9 Most clocks are disabled except LIRC/LXT, and
mode only RTC/WDT/Timer/UART peripheral clocks still}
(LLPD) enable if their clock sources are selected as
LIRC/LXT.
Standby Power-down mode Power off Floating |Only LIRC/LXT still enable for RTC function and
(SPDO) wake-up timer usage
Standby Power-down mode Power off Floating |Only LIRC/LXT still enable for RTC function and
(SPD1) (M48xID/M487KMCAN) wake-up timer usage
Deep Power-down mode Power off Floating |Only LIRC/LXT still enable for RTC function and
(DPD)* wake-up timer usage

*M487KMCAN doesn’t support Deep Power-down mode (DPD)

Table 6.2-2 Power Mode Table

Note:
1. User must turn on LIRC before entering SPDO/1 mode.
2. SPDO0 mode has 32KB data retention in SRAM bank0. (M48xID/M487KMCAN)
3. SPDO0 mode data retension size is configurable. (M48xGC/M48xES8)

There are different power mode entry setting For each power mode, they have different entry setting
and leaving condition. Table 6.2-3 shows the entry setting for each power mode. When chip power-on,
chip is running ar normal mode. User can enter each mode by setting SLEEPDEEP (SCR][2]), PDEN
(CLK_PWRCT:[7]) and PDMSEL (CLK_PMUCTL[2:0]) and execute WFI instruction. And

Register/Instruction SLEEPDEEP |PDEN PDMSEL CPU Run WFI Instruction
Mode (SCRI[2]) (CLK_PWRCTL[7]) |(CLK_PMUCTL[2:0])

Normal mode 0 0 0 NO

Idle mode 0 0 0 YES

Fast Wakeup Power-down mode 1 1 2 YES
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Normal Power-down mode 1 1 0 YES
Low leakage Power-down mode 1 1 1 YES
Standby Power-down mode O 1 1 4 YES
Standby Power-down mode 1 1 1 5 YES
Deep Power-down mode* 1 1 6 YES
*M487KMCAN doesn’t support Deep Power-down mode (DPD)

Table 6.2-3 Power Mode Difference Table

There are several wake-up sources in Idle mode and Power-down mode. Table 6.2-4 lists the available
clocks for each power mode.

Power Mode Normal Mode Idle Mode Power-Down Mode

Definition CPU is in active state CPU is in sleep state CPU is in sleep state and all
clocks stop except LXT and
LIRC. SRAM content retended.

Entry Condition Chip is in normal mode after |CPU executes WFI instruction. |CPU sets sleep mode enable
system reset released and power down enable and
executes WFI instruction.

Wake-up Sources N/A All interrupts RTC, WDT, I2C, Timer, UART,
BOD, GPIO, EINT, USCI,
USBD, ACMP and BOD.

Available Clocks All All except CPU clock LXT and LIRC

After Wake-up N/A CPU back to normal mode CPU back to normal mode

Table 6.2-4 Power Mode Definition Table

System reset released

Normal Mode
CPU Clock ON
HXT, HIRC, LXT, LIRC, HCLK, PCLK ON
Flash ON

CPU executes WFI Interrupts occur 1. SLEEPDEEP(SCR[2]) =1 Wake-up events occur
2. PDEN(CLK_PWRCTL[7]) =1

3. CPU executes WFI

Power-down Mode
CPU Clock OFF
HXT, HIRC, PCLK OFF
LXT, LIRC ON
Flash Halt

Idle Mode

CPU Clock OFF
HXT, HIRC, PCLK ON
LXT, LIRC ON
Flash Halt

Figure 6.2-7 Power Mode State Machine
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Idle Mode NPD, LLPD, FWPD SPD DPD
HXT ON Halt Halt Halt
HIRC ON Halt Halt Halt

LXT ON ON/OFF* ON/OFF* ON/OFF*

LIRC ON ON/OFF2? ON/OFF? ON/OFF?#
PLL ON Halt Halt Halt
HCLK/PCLK ON Halt Halt Halt
CPU Halt Halt Halt Halt
SRAM retention ON ON ON/OFF’ Halt
FLASH ON Halt Halt Halt
TIMER ON ON/OFF® Halt Halt
WDT ON ON/OFF* Halt Halt

RTC (LXT) ON ON/OFF® ON/OFF® ON/OFF®
UART ON ON/OFF® Halt Halt
Others ON Halt Halt Halt

Note:

© N o gk~ w D P

Table 6.2-5 Clocks in Power Modes

mode for power saving.

Wake-up sources in Normal Power-down mode (NPD):

RTC, WDT, I2C, Timer, UART, USCI, BOD, EBOD, GPIO, USBD, and ACMP.

LXT ON or OFF depends on SW setting in normal mode.
LIRC ON or OFF depends on S/W setting in normal mode.
If TIMER clock source is selected as LIRC/LXT and LIRC/LXT is on.
If WDT clock source is selected as LIRC and LIRC is on.
If RTC clock source is selected as LXT and LXT is on.

If UART clock source is selected as LXT and LXT is on.

SRAM retention size depends on SW setting in normal mode.

If timer wake up function is disabled, LIRC will be disabled automatically when chip enter DPD

After chip enters power down, the following wake-up sources can wake chip up to normal mode. Table
6.2-6 lists the condition about how to enter Power-down mode again for each peripheral.

User needs to wait this condition before setting PDEN(CLK_PWRCTL[7]) and execute WFI to enter

Power-down mode.

Power-Down Mode

Wake-Up .
Wake-Up Condition [NPD/ SPD DPD
Source
FWPD/
LLPD

Re-Entering Power-Down Mode Condition

Feb 22, 2022

Page 332 of 525

Rev 3.03




NnuvoTonN

MA480 Series
Brown-Out Detector ) After software writes 1 to clear BODIF
Reset / Interrupt (SYS_BODCTL[4]).
BOD Brown-Out Detector After software writes 1 (CLK_PMUSTS[31]) to clear
- BODWK (CLK_PMUSTS[13]) when SPD mode is
Reset
entered.
) After software writes 1 to clear LVRF
(SYS_RSTSTS[3])
LVR LVR Reset After software writes 1 (CLK_PMUSTSJ[31]) to clear
- LVRWK (CLK_PMUSTS[12]) when SPD mode is
entered.
After software writes 1 to clear PORF
POR POR Reset - (SYS_RSTSTS[O0])
INT External Interrupt - After software write 1 to clear the Px_INTSRCIn] bit.
GPIO GPIO Interrupt - After software write 1 to clear the Px_INTSRCIn] bit.
GPIO(PA~-PD)| . . . After software writes 1 (CLK_PMUSTSJ[31]) to clear
Wake-up pin rising or falling _edge - GPxWK (CLK_PMUSTS[11:8]) when SPD mode is
event, 64-pin
entered.
GPIO(PC.0) rising or falling edge After software writes 1 (CLK_PMUSTS[31]) to clear
Wake-up pin gvem 1-gin 9 Vv PINWKO (CLK_PMUSTS[0]) when DPD mode is
P entered. (M48xID Only)
GPIO(PC.0/P After software writes 1 (CLK_PMUSTSJ[31]) to clear
B.0/PB.2/PB.1| rising or falling edge v PINWKx (CLK_PMUSTS[6:3] and CLK_PMUSTS[0])
2/PF.6) Wake- event, 5-pin when DPD mode is entered. (M48xGC/M48xE8
up pin Only)
TIMER . After software writes 1 to clear TWKF
Timer Interrupt ; (TIMERx_INTSTS[1]) and TIF (TIMERx_INTSTS[0]).
Wakeup timer ) After software writes 1 (CLK_PMUSTS[31]) to clear
Wakeup by wake-up Vv |TMRWK (CLK_PMUSTS[1]) when SPD or DPD
timer time-out ;
mode is entered.
WDT WDT Interrupt ) Afte_r software writes 1 to clear WKF (WDT_CTLI[5])
(Write Protect).
RTC Alarm Interrupt ) After software writes 1 to clear ALMIF
P (RTC_INTSTSIO]).
. . After software writes 1 to clear TICKIF
Time Tick Interrupt - (RTC_INTSTS[1]).
v After software writes 1 (CLK_PMUSTS[31]) to clear
Wakeup by RTC alarm (M48xGC/ |RTCWK (CLK_PMUSTS[2]) when DPD or SPD
M48XES) mode is entered.
\% .
) After software writes 1 (CLK_PMUSTS[31]) to clear
Wake“pﬁ?%’eRTC tick (M48xGC/ [RTCWK (CLK_PMUSTS[2]) when DPD or SPD
M48XES) mode is entered.
Wakeun by tamper v After software writes 1 (CLK_PMUSTS[31]) to clear
el (M48xGC/ |RTCWK (CLK_PMUSTS][2]) when DPD or SPD
M48XES) mode is entered.
UART nCTS wake-u ) After software writes 1 to clear CTSWKF
P (UARTX_WKSTSIO]).
RX Data wake-u ) After software writes 1 to clear DATWKF
P (UARTX_WKSTS[1]).
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Received FIFO ) ) After software writes 1 to clear RFRTWKF
Threshold Wake-up (UARTX_WKSTS[2]).
RS-485 AAD Mode ) ) After software writes 1 to clear RS485WKF
Wake-up (UARTX_WKSTS[3]).
Received FIFO .
Threshold Time-out ) ) ,(A\Jt:’r? ??(ftvol\?lg ¥vg;2]s) 1 to clear TOUTWKF
Wake-up - '
After software writes 1 to clear WKF
CTS Toggle : - (UUART_WKSTS[0]).
USCI UART
Data Togale ) ) After software writes 1 to clear WKF
99 (UUART_WKSTS[0]).
Data togale ) ) After software writes 1 to clear WKF
99 (UI2C_WKSTS[0]).
2,
uscrirc After software writes 1 to clear WKAKDONE
Address match - - (UI2C_PROTSTSJ16], then writes 1 to clear WKF
(UI2C_WKSTSJ[0)).
USCI SPI SS Toaale ) ) After software writes 1 to clear WKF
99 (USPI_WKSTSI0]).
12C After software writes 1 to clear WKAKDONE
Address match wake-up - - (I’C_WKSTSJ1]). Then software writes 1 to clear
WKIF(12C_WKSTSI0]).
USBD After software writes 1 to clear BUSIF
Remote Wake-up - - (USBD_INTSTS[0]).
ACMP Comparator Power- After software writes 1 to clear WKIFO
Doum veake-u ot - - (ACMP_STATUSI[8]) and WKIF1
P P (ACMP_STATUSI[9]).
After software writes 1 (CLK_PMUSTS[31]) to clear
ACMP ACMPO status change \% - ACMPWK (CLK_PMUSTS[14]) when SPD mode is
entered.
Table 6.2-6 Re-Entering Power-down Mode Condition
6.2.5 Power Modes and Power Level Transition
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Figure 6.2-8 NuMicro® M480 Power Distribution Diagram

6.2.6

System Memory Map

The NuMicro® M480 series provides 4G-byte addressing space. The memory locations assigned to each
on-chip controllers are shown in Table 6.2-7. The detailed register definition, memory space, and
programming will be described in the following sections for each on-chip peripheral. The NuMicro® M480

series only supports little-endian data format.

Address Space Token Controllers
Flash and SRAM Memory Space
0x0000_0000 — 0X0003_FFFF FLASH_BA FLASH Memory Space (256 Kbytes)
0x0000_0000 — 0x0007_FFFF FLASH_BA FLASH Memory Space (512 Kbytes)
0x0800_0000 — OX09FF_FFFF SPIM_BA SPIM Memory Space (32 Mbytes) (M48xID)
0x0800_0000 — 0x081F_FFFF SPIM_BA Embedded SPI Flash Space(2 Mbytes) (M487KMCAN)
0x2000_0000 — 0x2000_7FFF SRAMO_BA SRAM Memory Space (32 Kbytes)
0x2000_8000 — 0x2001_FFFF SRAM1_BA SRAM Memory Space (96 Kbytes)
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SRAM Memory Space (32 Kbytes) for CPU only and share with SPIM

0x2002_0000 — 0x2002_7FFF SRAM2_BA
cache

0x6000_0000 — Ox6FFF_FFFF EXTMEM_BA External Memory Space (256 Mbytes)

Peripheral Controllers Space (0x4000_0000 — 0x400F_FFFF)

0x4000_0000 — 0x4000_01FF SYS_BA System Control Registers
0x4000_0200 — 0x4000_02FF CLK_BA Clock Control Registers
0x4000_0300 — 0x4000_03FF NMI_BA NMI Control Registers
0x4000_4000 — 0x4000_4FFF GPIO_BA GPIO Control Registers
0x4000_7000 — 0x4000_7FFF SPIM_BA SPIM Control Registers
0x4000_8000 — 0x4000_8FFF PDMA_BA Peripheral DMA Control Registers
0x4000_9000 — 0x4000_9FFF USBH_BA USB Host Control Registers
0x4000_B000 — 0x4000_BFFF EMAC_BA Ethernet MAC Control Registers
0x4000_C000 — 0x4000_CFFF FMC_BA Flash Memory Control Registers
0x4000_DO000 — 0x4000_DFFF SDHO_BA SDHOSTO Control Registers
0x4000_EO00 — 0x4000_EFFF SDH1_BA SDHOST1 Control Registers
0x4001_0000 — 0x4001_OFFF EBI_BA External Bus Interface Control Registers
0x4001_9000 — 0x4001_9FFF HSUSBD_BA HSUSBD Control Registers
0x4001_A000 — 0x4001_AFFF HSUSBH _BA  |HSUSBH Host Control Registers
0x4003_0000 — 0x4003_OFFF CCAP_BA CCAP Control Registers
0x4003_1000 — 0x4003_1FFF CRC_BA CRC Generator Registers
0x4003_EO000 — 0x4003_EFFF SWDC_BA SWD Control Registers
0x4003_F000 — 0x4003_FFFF ETMC_BA ETM Control Registers
0x5008_0000 — 0x5008_0FFF CRYP_BA Cryptographic Accelerator Registers

APB Controllers Space (0x4000_0000 ~ 0x400F_FFFF)

0x4004_0000 — 0x4004_OFFF WDT_BA Watchdog Timer Control Registers

0x4004_1000 — 0x4004_1FFF RTC_BA Real Time Clock (RTC) Control Register

0x4004_3000 — 0x4004_3FFF EADCO_BA Enhanced Analog-Digital-Converter 0 (EADCO) Control Registers
0x4004_5000 — 0x4004_5FFF ACMPO1_BA Analog Comparator 0/ 1 Control Registers

0x4004_6000 — 0x4004_6FFF OPA_BA OP Amplifier Control Registers

0x4004_7000 — 0x4004_7FFF DAC_BA DAC Control Registers

0x4004_8000 — 0x4004_8FFF 12S0_BA 12S0 Interface Control Registers

0x4004_B000 — 0x4004_BFFF EADC1_BA Enhanced Analog-Digital-Converter 1 (EADC1) Control Registers
0x4004_DO000 — 0x4004_DFFF OTG_BA OTG Control Registers

0x4004_F000 — 0x4004_FFFF HSOTG_BA HSOTG Control Registers

0x4005_0000 — 0x4005_OFFF TMRO1_BA TimerO/Timerl Control Registers

0x4005_1000 — 0x4005_1FFF TMR23_BA Timer2/Timer3 Control Registers
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0x4005_8000 — 0x4005_8FFF EPWMO_BA EPWMO Control Registers
0x4005_9000 — 0x4005_9FFF EPWM1_BA EPWM1 Control Registers
0x4005_A000 — 0x4005_AFFF BPWMO_BA BPWMO Control Registers
0x4005_B000 — 0x4005_BFFF BPWM1_BA BPWM1 Control Registers
0x4006_0000 — 0x4006_OFFF QSPIO_BA QSPIO Control Registers
0x4006_1000 — 0x4006_1FFF SPIO_BA SPI0 Control Registers
0x4006_2000 — 0x4006_2FFF SPI1_BA SPI1 Control Registers
0x4006_3000 — 0x4006_3FFF SPI2_BA SPI2 Control Registers
0x4006_4000 — 0x4006_4FFF SPI3_BA SPI3 Control Registers
0x4006_9000 — 0x4006_9FFF QSPI1_BA QSPI1 Control Registers
0x4007_0000 — 0x4007_OFFF UARTO_BA UARTO Control Registers
0x4007_1000 — 0x4007_1FFF UART1_BA UARTL1 Control Registers
0x4007_2000 — 0x4007_2FFF UART2_BA UART2 Control Registers
0x4007_3000 — 0x4007_3FFF UART3_BA UARTS3 Control Registers
0x4007_4000 — 0x4007_4FFF UART4_BA UART4 Control Registers
0x4007_5000 — 0x4007_5FFF UART5_BA UARTS5 Control Registers
0x4007_6000 — 0x4007_6FFF UART6_BA UART®6 Control Registers
0x4007_7000 — 0x4007_7FFF UART7_BA UART?7 Control Registers
0x4008_0000 — 0x4008_OFFF 12C0_BA 12C0O Control Registers
0x4008 1000 — 0x4008_1FFF I2C1_BA 12C1 Control Registers
0x4008_2000 — 0x4008_2FFF I)C2_BA I2C2 Control Registers
0x4009_0000 — 0x4009_OFFF SCO_BA Smartcard Host 0 Control Registers
0x4009_1000 — 0x4009_1FFF SC1_BA Smartcard Host 1 Control Registers
0x4009_2000 — 0x4009_2FFF SC2_BA Smartcard Host 2 Control Registers
0x4009_3000 — 0x4009_3FFF SC3_BA Smartcard Host 3 Control Registers
0x400A_0000 — 0x400A_OFFF CANO_BA CANO Bus Control Registers
0x400A_1000 — 0x400A_1FFF CAN1_BA CAN1 Bus Control Registers
0x400A_2000 — 0x400A_2FFF CANZ2_BA CAN2 Bus Control Registers
0x400B_0000 — 0x400B_OFFF QEIO_BA QEIO Control Registers
0x400B_1000 — 0x400B_1FFF QEI1_BA QEI1 Control Registers
0x400B_4000 — 0x400B_4FFF ECAPO_BA ECAPO Control Registers
0x400B_5000 — 0x400B_5FFF ECAP1_BA ECAPL1 Control Registers
0x400B_9000 — 0x400B_9FFF TRNG_BA TRNG Control Registers
0x400C_0000 — 0x400C_OFFF USBD_BA USB Device Control Register
0x400D_0000 — 0x400D_OFFF USCIO_BA USCIO Control Registers
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0x400D_1000 — 0x400D_1FFF USCI1_BA USCI1 Control Registers

System Controllers Space (0OxE000_E000 ~ OXE000_EFFF)

O0xE000_E010 — 0XEO00_EOFF SCS_BA System Timer Control Registers
0XEO000_E100 — 0XEOOO_ECFF SCS_BA External Interrupt Controller Control Registers
0OxEO00_EDOO — OXEOOO_EDS8F SCS_BA System Control Registers

Table 6.2-7 Address Space Assignments for On-Chip Controllers

6.2.7 SRAM Memory Orginization

The M480 series supports embedded SRAM with total 160 Kbytes size and the SRAM organization is
separated to three banks: SRAM bankO and SRAM bankl and SRAM bank2. The first bank has 32
Kbytes address space, the second bank has 96 Kbyte address space and the third bank has 32Kbyte.
These three banks address space can be accessed simultaneously. The SRAM bank0 supports parity
error check to make sure chip operating more stable. The SRAM bank?2 is shared with SPIM cache, it
can switch to external SPI Flash cache memory. Note that SRAM bank2 has additional two wait cycles

when reading data.

Supports total 160 Kbytes SRAM

Supports byte / half word / word write

Supports fixed 32 Kbytes SRAM bankO for independent access
Supports parity error check function for SRAM bank0

Supports oversize response error

Supports remap address to 0x1000_0000

AHB interface
P P> SRAM decoder ¢—p| SRAM bank0
controller
1)
@ AHB interface
o [P > SRAM decoder 4—» SRAM bankl
T controller
<
l—p A'lir:?:;ree:’ce | —p| SRAM decoder — SRAM bank2

Figure 6.2-9 SRAM Block Diagram

Figure 6.2-9 shows the SRAM organization of M480. There are three SRAM banks in M480. The bankO
is addressed to 32 Kbytes, the bank1l is addressed to 96 Kbytes and the bank?2 is addressed to 32 Kbyte.
The bank0 address space is from 0x2000 0000 to 0x2000_7FFF. The bankl address space is from
0x2000_8000 to 0x2001_FFFF. The bank2 address space is from 0x2002_0000 to 0x2002_7FFF. The
address between 0x2002_8000 to Ox3FFF_FFFF is illegal memory space and chip will enter hardfault if
CPU accesses these illegal memory addresses.

160 Kbytes Device 128 Kbytes Device 64KB Device Read Access
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SRAM bank0

0x2000_0000
0x2000_7FFF
0x1000_0000
0x1000_7FFF

1

or

1

0x2000_0000
0x2000_7FFF
0x1000_0000
0x1000_7FFF

l

0x2000_0000

or|0x2000_7FFF

l

0x1000_0000
0x1000_7FFF

l

Zero wait cycle for|
or{continuous access

SRAM bank1

0x2000_8000
0x2001_FFFF
0x1000_8000
0x1001_FFFF

1

or

1

0x2000_8000
0x2001_FFFF
0x1000_8000
0x1001_FFFF

i

0x2000_8000

or|0x2000_FFFF

l

0x1000_8000
0x1000_FFFF

!

Zero wait cycle for|
or|continuous access

SRAM bank2

0x2002_0000
0x2002_7FFF
0x1002_0000
0x1002_7FFF

or

Two wait cycles

Table 6.2-8 SRAM Organization

The address of each bank is remapping from 0x2000_0000 to 0x1000_0000. CPU can access SRAM
bank0 through 0x2000_0000 to 0x2000_7FFF or 0x1000_0000 to 0x1000_7FFF, and access SRAM
bankl through 0x2000_8000 to 0x2001_ FFFF or 0x1000_8000 to 0x1001_FFFF, and access SRAM
bank2 through 0x2002_0000 to 0x2002_7FFF or 0x1002_0000 to 0x1002_7FFF.

When setting the control register CCMEN(SPIM_CTL1[2]) to 0, SRAM bank2 is switched to external SPI
Flash cache memory. In this case, the SRAM bank?2 can’t be accessed as gernal SRAM. If user access
SRAM bank2 by AHB bus master, the SPI Flash controller will send error response via HRESP AHB
bus signal to bus master.
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A Ox3FFF_FFFF
Reserved
0x2002_8000
0x2002_7FFF 0x1002_7FFF
o 32K byte remapping 32K byte
= SRAM bank?2 - SRAM bank?2
o
0x2002_0000 0x1002_0000
0x2001_FFFF 0x1001_FFFF
96K byte remapping 96K byte
SRAM bank1l SRAM bank1
0x2000_8000 0x1000_8000
0x2000_7FFF 0x1000_7FFF
32K byte remapping 32K byte
SRAM bank0 SRAM bank0
' 0x2000_0000 0x1000_0000
160K byte device 160K byte device

Figure 6.2-10 SRAM Memory Organization

SRAM bank0 has byte parity error check function. When CPU is accessing SRAM bankO, the parity error
checking mechanism is dynamic operating. As parity error occured, the PERRIF
(SYS_SRAM_STATUSJO0]) will be asserted to 1 and the SYS_SRAM_ERRADDR register will recode the
address with parity error. Chip will enter interrupt when SRAM parity error occurred if PERRIEN
(SYS_SRAM_INTCTL[Q]) is set to 1. When SRAM parity error occured, chip will stop detecting SRAM
parity error until user writes 1 to clear the PERRIF(SYS_SRAM_STATUSJO0]) bit.
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6.2.8 Bus Matrix

The M480 supports Bus Matrix to manage the access arbitration between masters. The access
arbitration can be selected by INTACTEN (SYS_AHBMCTL[O]) to use round-robin algorithm or set
Cortex®-M4 CPU as the highest bus priority.

M5
UsBH —

Crypto
M4

SDIOO

PDMA M3 D e

M4-SBUS D e

M4-DBUS M

NEEEE

M4-1BUS

TSO TS1 TSZ S3 sS4 S5 S6

SRAM1 SRAM2 AHB
32K) (96K) APB1 APB2 EBI )

FLASH

Figure 6.2-11 NuMicro® M480 Bus Matrix Diagram

6.2.9 HIRC Auto Trim

This chip supports auto-trim function: the HIRC trim (12 MHz RC oscillator) and HIRC trim (48 MHz RC
oscillator,), according to the accurate LXT (32.768 kHz crystal oscillator) or internal USB synchronous
mode, automatically gets accurate HIRC output frequency, 0.25 % deviation within all temperature
ranges.

For instance, the system needs an accurate 12 MHz clock. In such case, if neither using use PLL as the
system clock source nor soldering 32.768 kHz crystal in system, user has to set REFCKSEL
(SYS_IRCTCTL[10] reference clock selection) to “1”, set FREQSEL (SYS_IRCTCTL][1:0] trim frequency
selection) to “01”, and the auto-trim function will be enabled. Interrupt status bit FREQLOCK
(SYS_IRCTISTS[8] HIRC frequency lock status) “1” indicates the HIRC output frequency is accurate
within 0.25% deviation.

In HIRC case, the system needs an accurate 48 MHz clock. In such case, if neither using use PLL as
the system clock source nor soldering 32.768 kHz crystal in system, user has to set REFCKSEL
(SYS_HIRCTCTL[10] reference clock selection) to “1”, set FREQSEL (SYS_HIRCTCTL[1:0] trim
frequency selection) to “10”, and the auto-trim function will be enabled. Interrupt status bit FREQLOCK
(SYS_HIRCTSTS[8] HIRC frequency lock status) “1” indicates the HIRC output frequency is accurate
within 0.25% deviation.
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6.2.10 Register Lock Control

M480 Series

Some of the system control registers need to be protected to avoid inadvertent write and disturb the chip
operation. These system control registers are protected after the power-on reset till user to disable
register protection. For user to program these protected registers, a register protection disable sequence
needs to be followed by a special programming. The register protection disable sequence is writing the
data “59h”, “16h” “88h” to the register SYS_REGLCTL address at 0x4000_0100 continuously. Any
different data value, different sequence or any other write to other address during these three data writing

will abort the whole sequence.

SYS_IPRSTO

Address 0x4000_0008

SYS_BODCTL

address 0x4000_0018

SYS_VREFCTL

address 0x4000_0028

SYS_USBPHY

address 0x4000_002C

SYS_SRAM_BISTCTL

address 0x4000_00D0

SYS_PORDISAN

address 0x4000_01EC

SYS_PLCTL

address 0x4000_01F8

CLK_PWRCTL

address 0x4000_0200

CLK_APBCLKO

address 0x4000_0208

CLK_CLKSELO

address 0x4000_0210

CLK_CLKSEL1

address 0x4000_0214

CLK_PLLCTL address 0x4000_0240
CLK_PMUCTL address 0x4000_0290
NMIEN address 0x4000_0300
AHBMCTL address 0x4000_0400
FMC_FTCTL address 0x4000_5018
FMC_ICPCMD address 0x4000_501C
FMC_ISPCTL address 0x4000_C000
FMC_ISPTRG address 0x4000_C010
FMC_ISPSTS address 0x4000_C040
FMC_CYCCTL address 0x4000_C04C

FMC_KPKEYTRG

address 0x4000_C05C

FMC_KPKEYSTS

address 0x4000_C060

WDT_CTL address 0x4004_0000
WDT_ALTCTL address 0x4004_0004
TIMERO_CTL address 0x4005_0000
TIMER1_CTL address 0x4005_0100
TIMER2_CTL address 0x4005_1000
TIMER3_CTL address 0x4005_1100

TIMERO_PWMCTL

address 0x4005_0040
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TIMER1_PWMCTL address 0x4005_0140
TIMER2_PWMCTL address 0x4005_1040
TIMER3_PWMCTL address 0x4005_1140
TIMERO_PWMDTCTL address 0x4005_0058
TIMER1_PWMDTCTL address 0x4005_0158
TIMER2_PWMDTCTL address 0x4005_1058
TIMER3_PWMDTCTL address 0x4005_1158
TIMERO_PWMBRKCTL address 0x4005_0070
TIMER1_PWMBRKCTL address 0x4005_0170
TIMER2_PWMBRKCTL address 0x4005_1070
TIMER3_PWMBRKCTL address 0x4005_1170
TIMERO_PWMSWBRK address 0x4005_007C
TIMER1_PWMSWBRK address 0x4005_017C
TIMER2_PWMSWBRK address 0x4005_107C
TIMER3_PWMSWBRK address 0x4005_117C
TIMERO_PWMINTEN1 address 0x4005_0084
TIMER1_PWMINTEN1 address 0x4005_0184
TIMER2_PWMINTEN1 address 0x4005_1084
TIMER3_PWMINTEN1 address 0x4005_1184
TIMERO_PWMINTSTS1 address 0x4005_008C
TIMER1_PWMINTSTS1 address 0x4005_018C
TIMER2_PWMINTSTS1 address 0x4005_108C
TIMER3_PWMINTSTS1 address 0x4005_118C
EPWM_CTLO address 0x4005_8000/0x4005_9000
EPWM_CTL1 address 0x4005_8000/0x4005_9000
EPWM_DTCTLO_1 address 0x4005_8070/0x4005_9070
EPWM_DTCTL2_3 address 0x4005_8074/0x4005_9074
EPWM_DTCTL4_5 address 0x4005_8078/0x4005_9078
EPWM_BRKCTLO_1 address 0x4005_80C8/0x4005_90C8
EPWM_BRKCTL2_3 address 0x4005_80CC/0x4005_90CC
EPWM_BRKCTL4_5 address 0x4005_80D0/0x4005_90D0
EPWM_SWBRK address 0x4005_80DC/0x4005_90DC
EPWM_INTEN1 address 0x4005_80E4/0x4005_90E4
EPWM_INTSTS1 address 0x4005_80EC/0x4005_90EC
BPWM_CTLO address 0x4005_A000/0x4005_B000
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SYST_VAL address OxEO00_EO018
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6.2.11 System Timer (SysTick)

The Cortex®-M4 includes an integrated system timer, SysTick, which provides a simple, 24-bit clear-on-
write, decrementing, wrap-on-zero counter with a flexible control mechanism. The counter can be used
as a Real Time Operating System (RTOS) tick timer or as a simple counter.

When system timer is enabled, it will count down from the value in the SysTick Current Value Register
(SYST_VAL) to zero, and reload (wrap) to the value in the SysTick Reload Value Register
(SYST_LOAD) on the next clock cycle, and then decrement on subsequent clocks. When the counter
transitions to zero, the COUNTFLAG status bit is set. The COUNTFLAG bit clears on reads.

The SYST_VAL value is UNKNOWN on reset. Software should write to the register to clear it to zero
before enabling the feature. This ensures the timer will count from the SYST_LOAD value rather than
an arbitrary value when it is enabled.

If the SYST_LOAD is zero, the timer will be maintained with a current value of zero after it is reloaded
with this value. This mechanism can be used to disable the feature independently from the timer enable
bit.

For more detailed information, please refer to the “Arm® Cortex®-M4 Technical Reference Manual” and
“Arm® v6-M Architecture Reference Manual”.
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6.2.12 Nested Vectored Interrupt Controller (NVIC)

The NVIC and the processor core interface are closely coupled to enable low latency interrupt
processing and efficient processing of late arriving interrupts. The NVIC maintains knowledge of the
stacked, or nested, interrupts to enable tail-chaining of interrupts. You can only fully access the NVIC
from privileged mode, but you can cause interrupts to enter a pending state in user mode if you enable
the Configuration and Control Register. Any other user mode access causes a bus fault. You can access
all NVIC registers using byte, halfword, and word accesses unless otherwise stated. NVIC registers are
located within the SCS (System Control Space). All NVIC registers and system debug registers are little-
endian regardless of the endianness state of the processor.

The NVIC supports:
® An implementation-defined number of interrupts, in the range 1-240 interrupts.

® A programmable priority level of 0-16 for each interrupt; a higher level corresponds to a
lower priority, so level O is the highest interrupt priority.

Level and pulse detection of interrupt signals.
Dynamic reprioritization of interrupts.
Grouping of priority values into group priority and subpriority fields.

Interrupt tail-chaining.

An external Non Maskable Interrupt (NMI)
® WIC with Ultra-low Power Sleep mode support

The processor automatically stacks its state on exception entry and unstacks this state on exception
exit, with no instruction overhead. This provides low latency exception handling.
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6.3 Clock Controller

6.3.1 Overview

The clock controller generates clocks for the whole chip, including system clocks and all peripheral
clocks. The clock controller also implements the power control function with the individually clock
ON/OFF control, clock source selection and a clock divider. The chip will not enter Power-down mode
until CPU sets the Power-down enable bit PDEN(CLK_PWRCTL[7]) and Cortex®-M4F core executes
the WFI instruction. After that, chip enters Power-down mode and wait for wake-up interrupt source
triggered to leave Power-down mode. In Power-down mode, the clock controller turns off the 4~24 MHz
external high speed crystal (HXT) and 12 MHz internal high speed RC oscillator (HIRC) to reduce the
overall system power consumption.Figure 6.3-1 shows the clock generator and the overview of the clock
source control.
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Note: For USB High-speed application, HXT should be 12 MHz.

Figure 6.3-1 Clock Generator Global View Diagram (M48xID/M487KMCAN)
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Note: If HCLK clock source frequency is PLL, HCLKDIV setting should not be

. HCLK should not be equal to PLL/2.

Figure 6.3-2 Clock Generator Global View Diagram (M48xGC/M48xE8)
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6.3.2 Clock Generator

The clock generator consists of 5 clock sources, which are listed below:
® 32.768 kHz external low speed crystal oscillator (LXT)
® 4~24 MHz external high speed crystal oscillator (HXT)

® Programmable PLL output clock frequency (PLLFOUT), PLL source can be selected from

external 4~24 MHz external high speed crystal (HXT) or 12 MHz internal high speed
oscillator (HIRC)

12 MHz internal high speed RC oscillator (HIRC)
10 kHz internal low speed RC oscillator (LIRC)

LXTEN (CLK_PWRCTL[1])

X32_IN
External 32.768
| kHz Crystal
(LXT)

LXT

\j

X32_0UT|

HXTEN (CLK_PWRCTL[0])
HXT

\

XT1_IN
External 4~24
| MHz Crystal
(HXT)

XTi_our >0 bLL PLL FOUT
— —_
HIRCEN (CLK_PWRCTL[2])

PLLSRC (CLK_PLLCTL[19])

Internal 12 MHz
Oscillator
(HIRC)

HIRC

\)

LIRCEN (CLK_PWRCTL[3])

Internal 10 kHz
Oscillator
(LIRC)

LIRC

\j

Figure 6.3-3 Clock Generator Block Diagram
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6.3.3 System Clock and SysTick Clock

The system clock has 5 clock sources, which were generated from clock generator block. The clock
source switch depends on the register HCLKSEL (CLK_CLKSELO[2:0]). The block diagram is shown in

Figure 6.3-4.
] HCLKSEL
(CLK_CLKSELO[2:0])
Ny
HIRC | .,
T
LRC | 011 CPUCLK ,py
_PLLFOUT | " 1/(HCLKDIV+1) HCLK  yrAHB
LXT HCLKDIV PCLKO
—
T 001 (CLK_CLKDIVO[3:0) | >/ APBO |
™ 5 000 PCLK1
CPU in Power Down Mode ’-APB1

Figure 6.3-4 System Clock Block Diagrams

There are two clock fail detectors to observe HXT and LXT clock source and they have individual enable
and interrupt control. When HXT detector is enabled, the HIRC clock is enabled automatically. When
LXT detector is enabled, the LIRC clock is enabled automatically.

When HXT clock detector is enabled, the system clock will auto switch to HIRC if HXT clock stop being
detected on the following condition: system clock source comes from HXT or system clock source comes
from PLL with HXT as the input of PLL. If HXT clock stop condition is detected, the HXTFIF
(CLK_CLKDSTSJ[Q]) is set to 1 and chip will enter interrupt if HXTFIE (CLK_CLKDCTL[5]) is set to 1.
User can trying to recover HXT by disable HXT and enable HXT again to check if the clock stable bit is
set to 1 or not. If HXT clock stable bit is set to 1, it means HXT is recover to oscillate after re-enable
action and user can switch system clock to HXT again.

Figure 6.3-5 shows The HXT clock stops detection and system clock switches to HIRC procedure
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HXTFIF = 1?
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YES

v

Switch system clock to
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Figure 6.3-5 HXT Stop Protect Procedure

The clock source of SysTick in Cortex®-M4F core can use CPU clock or external clock (SYST_CTRL[2]).
If using external clock, the SysTick clock (STCLK) has 5 clock sources. The clock source switch depends
on the setting of the register STCLKSEL (CLK_CLKSELOQ[5:3]). The block diagram is shown in Figure
6.3-6.

STCLKSEL
(CLK_CLKSELO[5:3])

HIRC 1/2 111
HCLK
1/2 011
STCLK
HXT 1/2 010 >
LXT
» 001
HXT
000

Figure 6.3-6 SysTick Clock Control Block Diagram

6.3.4 Peripherals Clock
Each peripheral clock has its own clock source selection. Refer to the CLK_CLKSEL1, CLK_CLKSEL2
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and CLK_CLKSELS3 register.

6.3.5 Power-down Mode Clock

When entering Power-down mode, system clocks, some clock sources and some peripheral clocks are
disabled. Some clock sources and peripherals clock are still active in Power-down mode.

For theses clocks, which still keep active, are listed below:
® Clock Generator
- 10 kHz internal low speed RC oscillator (LIRC) clock
- 32.768 kHz external low speed crystal oscillator (LXT) clock
® Peripherals Clock (When the modules adopt LXT or LIRC as clock source)

6.3.6  Clock Output

This device is equipped with a power-of-2 frequency divider which is composed of 16 chained divide-by-
2 shift registers. One of the 16 shift register outputs selected by a sixteen to one multiplexer is reflected
to CLKO function pin. Therefore there are 16 options of power-of-2 divided clocks with the frequency
from Fin/2! to Fin/216 where Fin is input clock frequency to the clock divider.

The output formula is Four = Fin/2MN*D, where Fin is the input clock frequency, Fou is the clock divider
output frequency and N is the 4-bit value in FREQSEL (CLK_CLKOCTL[3:0]).

When writing 1 to CLKOEN (CLK_CLKOCTL[4]), the chained counter starts to count. When writing O to
CLKOEN (CLK_CLKOCTL[4]), the chained counter continuously runs till divided clock reaches low state
and stays in low state.

CLKOEN Enable
(CLK_CLKOCTL4]) divide-by-2 counter ) FREQSEL
4 16 chained (CLK_CLKOCTL[3:0])
divide-by-2 counter
> 12 | v’ | 12} |1/215 1/2'° CLK Eé‘tﬁgzmg.])
| —— = CLK1HZEN
[ I 10000, (CLK_CLKOCTL[6])
[ 10001
HIRC | L= 43| 16t01
gty MOX
HCLK
——>» 10 11111
P—
LXT | o) o , ™~
_HXT ) 00 > )

RTCSEL(CLK_CLKSEL3[8])

CLKOSEL (CLK_CLKSEL1[29:28])

\ 4

LIRC
—» 0
LXT 132768
—_—> 1

1 Hz clock from RTC

Figure 6.3-7 Clock Output Block Diagram
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6.3.7 USB Clock Source

The clock sources of USB 1.0 and 2.0 systems are generated from external crystal clock 12MHz
or programmable PLL output. M48XxGC/M48xE8 has a HIRC48M for USB 1.0 system. The
generated clocks are shown in Figure 6.3-8 and Figure 6.3-9.

USB2.0 OTG
Controller

HXT > USB2.0 OTG 30MHz USB2.0 Device
PHY Controller

USB2.0 Host
Controller

USB1.1 Host
Controller

PLLFOUT 48MHz USB1.1 Device
—} /(USBDIV + 1) L 4 Controller

USB1.1 OTG
Controller

Figure 6.3-8 USB Clock Source (M48xID/M487KMCAN)

USB1.1 Host
Controller

HIRC48M

48MHz USB1.1 Device
/(USBDIV + 1) ® Controller

USBSEL USB1.1 OTG

Controller

Figure 6.3-9 USB Clock Source (M48xGC/M48xES8)
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6.4 True Random Number Generator (TRNG)

6.4.1 Overview

The True Random Number Generator (TRNG) is used to generate the randomness by extracting from
physical phenomena.

6.4.2 Features

® Generates 800 random bits per second
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6.5 Flash Memeory Controller (FMC)

6.5.1 Overview

The FMC is equipped with 128/256/512 Kbytes on-chip embedded Flash for application and configurable
Data Flash to store some application dependent data. Thus, the total size of application rom (APROM)
is 128/256/512 Kbytes. A User Configuration block provides for system initiation. A 4 Kbytes loader ROM
(LDROM) is used for In-System-Programming (ISP) function. A 4 Kbytes security protection ROM
(SPROM) can conceal user program. A 3 Kbytes one-time-program ROM (OTP) is used for recording
one-time-program data. A 32 Kbytes Boot Loader consists of native ISP functions and secure boot
function. A 8 Kbytes Boot Loader consists of secure boot function. A 4 Kbytes cache with zero wait
cycle is used to improve Flash access performance. This chip also supports In-Application-Programming
(IAP) function. User switches the code executing without chip reset after the embedded Flash is updated.

6.5.2 Features

Supports dual-bank Flash macro for safe firmware upgrade

Supports 128/256 Kbytes application ROM (APROM)

Supports 512 Kbytes application ROM (APROM)

Supports 4 Kbytes loader ROM (LDROM)

Supports 4 Kbytes security protection ROM (SPROM) to conceal user program

Supports mirror SPROM in dual-bank Flash macro to read SPROM code while writing
other ROM

Supports 4 XOM (eXecution Only Memory) regions to conceal user program in APROM.
Supports Data Flash with configurable memory size

Supports 16 bytes User Configuration block to control system initiation

Supports 3 Kbytes one-time-program ROM (OTP)

Supports 4 Kbytes page erase for all embedded Flash

Supports block and bank erase for APROM, except for XOM regions

Supports Boot Loader with native In-System-Programming (ISP) functions

Supports Secure Boot function for code integrity and authenticity

Supports Security Key protection function for APROM, LDROM, SPROM, User
Configuration block and KPROM protection

Supports 32-bit/64-bit and multi-word Flash programming function
Supports fast Flash programming verification function
Supports CRC32 checksum calculation function

Supports Flash all one verification function

Supports In-System-Programming (ISP) / In-Application-Programming (IAP) to update
embedded Flash memory

® Supports cache memory to improve Flash access performance and reduce power
consumption

® Supports auto-tuning Flash access cycle function to optimize the Flash access
performance
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FMC Features

M48xID/M487KMCAN

M48xGC/M48xE8

Dual-bank Flash macro

128/256 Kbytes APROM

512 Kbytes APROM

4 Kbytes LDROM

4 Kbytes SPROM

4 XOM region

Data Flash with configurable memory size

16 bytes User Configuration block (UCFG)

3 Kbytes OTP

8 Kbytes KPROM

4 Kbytes page erase

Block and bank erase for APROM, except for XOM

32 Kbytes Boot Loader with native ISP functions

8 Kbytes Boot Loader with native ISP functions

AES secure boot function

ECC secure boot function

Security Key protection function for APROM and LDROM

Security Key protection function for UCFG and KPROM

Security Key protection function for SPROM

32-hit/64-bit and multi-word Flash programming function

Fast Flash programming verification function

CRC32 checksum calculation function

4 Kbytes cache memory

Auto-tuning Flash access cycle function

In-Application-Programming function (IAP)

Boot from boot loader via PF.0 at reset rising

Table 6.5-1 FMC Features Comparison Table at Different Chip
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6.6 General Purpose I/O (GPIO)

6.6.1 Overview

This chip has up to 118 General Purpose I/O pins to be shared with other function pins depending on
the chip configuration. These 118 pins are arranged in 8 ports named as PA, PB, PC, PD, PE, PF, PG
and PH. PA, PB, PE and PG has 16 pins on port. PC, PD has 15 pins on port. PF, PH has 12 pins on
port. Each of the 118 pins is independent and has the corresponding register bits to control the pin mode
function and data.

The 1/O type of each of I/O pins can be configured by software individually as Input, Push-pull output,
Open-drain output or Quasi-bidirectional mode. After the chip is reset, the I/O mode of all pins are
depending on CIOINI (CONFIGO[10]).
6.6.2 Features
® Four I/0O modes:
- Quasi-bidirectional mode
- Push-Pull Output mode
- Open-Drain Output mode
- Input only with high impendence mode
TTL/Schmitt trigger input selectable
I/O pin can be configured as interrupt source with edge/level setting
Supports High Drive and High Slew Rate 1/0O mode
Configurable default I/O mode of all pins after reset by CIOINI (CONFIGO[10]) setting
- CIOINI =0, all GPIO pins in Quasi-bidirectional mode after chip reset

- CIOINI = 1, all GPIO pins in input mode after chip reset
Supports independent pull-up and pull-down control

Enabling the pin interrupt function will also enable the wake-up function
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6.7 PDMA Controller (PDMA)

6.7.1 Overview

The peripheral direct memory access (PDMA) controller is used to provide high-speed data transfer.
The PDMA controller can transfer data from one address to another without CPU intervention. This has
the benefit of reducing the workload of CPU and keeps CPU resources free for other applications. The
PDMA controller has a total of 16 channels and each channel can perform transfer between memory
and peripherals or between memory and memory.

6.7.2 Features

Supports 16 independently configurable channels

Selectable 2 level of priority (fixed priority or round-robin priority)

Supports transfer data width of 8, 16, and 32 bits

Supports source and destination address increment size can be byte, half-word, word or
no increment

Supports software and SPI, UART, DAC, ADC and PWM request

Supports Scatter-Gather mode to perform sophisticated transfer through the use of the
descriptor link list table

Supports single and burst transfer type
Supports time-out function on channel 0 and channell

Supports stride function from channel 0 to channel 5

Enhanced Stride Function for image processing (M48xGC/M48xES8)
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6.8 Timer Controller (TMR)

6.8.1 Overview

The timer controller includes four 32-bit timers, Timer0 ~ Timer3, allowing user to easily implement a
timer control for applications. The timer can perform functions, such as frequency measurement, delay
timing, clock generation, and event counting by external input pins, and interval measurement by
external capture pins.

The timer controller also provides four PWM generators. Each PWM generator supports two PWM output
channels in independent mode and complementary mode. The output state of PWM output pin can be
control by pin mask, polarity and break control, and dead-time generator.

6.8.2 Features

6.8.2.1  Timer Function Features

® [Four sets of 32-bit timers, each timer having one 24-bit up counter and one 8-bit prescale

counter
® [ndependent clock source for each timer
® Provides one-shot, periodic, toggle-output and continuous counting operation modes
® 24-bit up counter value is readable through CNT (TIMERXx_CNT[23:0])
® Supports event counting function
® 24-bit capture value is readable through CAPDAT (TIMERx_CAP[23:0])
® Supports external capture pin event for interval measurement
® Supports external capture pin event to reset 24-bit up counter
® Supports chip wake-up from Idle/Power-down mode if a timer interrupt signal is generated
® Support TimerO ~ Timer3 time-out interrupt signal or capture interrupt signal to trigger
EPWM, BPWM, QEI, EADC, DAC and PDMA function
® Supports internal capture triggered while internal ACMP output signal transition
® Supports internal clock (HIRC, LIRC) and external clock (HXT, LXT) for capture event
® Supports Inter-Timer trigger mode
® Supports event counting source from internal USB SOF signal

6.8.2.2 PWM Function Features
Supports maximum clock frequency up to maximum PCLK
Supports independent mode for PWM generator with two output channels
Supports complementary mode for PWM generator with paired PWM output channel
- 12-bit dead-time insertion with 12-bit prescale
®  Supports 12-bit prescale from 1 to 4096
Supports 16-bit PWM counter
Up, down and up-down count operation type
- One-shot or auto-reload counter operation mode
Supports mask function and tri-state enable for each PWM output pin
Supports brake function

- Brake source from pin, analog comparator and system safety events (clock failed,
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Brown-out detection, SRAM parity error and CPU lockup)
- Brake pin noise filter control for brake source
- Edge detect brake source to control brake state until brake status cleared
- Level detect brake source to auto recover function after brake condition removed
® Supports interrupt on the following events:

- PWM zero point, period point, up-count compared or down-count compared point
events

- Brake condition happened
® Supports trigger EADC on the following events:

- PWM zero point, period, zero or period point, up-count compared or down-count
compared point events
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6.9 Watchdog Timer (WDT)

6.9.1 Overview

The Watchdog Timer (WDT) is used to perform a system reset when system runs into an unknown state.
This prevents system from hanging for an infinite period of time. Besides, this Watchdog Timer supports
the function to wake up system from Idle/Power-down mode.

6.9.2 Features
18-bit free running up counter for WDT time-out interval

Selectable time-out interval (24 ~ 2'8) and the time-out interval is 1.6 ms ~ 26.214 s if
WDT_CLK = 10 kHz.

System kept in reset state for a period of (1 / WDT_CLK) * 63

Supports selectable WDT reset delay period, including 1026 ~ 130 ~ 18 or 3 WDT_CLK
reset delay period

® Supports to force WDT enabled after chip powered on or reset by setting CWDTEN][2:0]
in ConfigO0 register

® Supports WDT time-out wake-up function only if WDT clock source is selected as 10 kHz
or LXT.
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6.10 Window Watchdog Timer (WWDT)

6.10.1 Overview

The Window Watchdog Timer (WWDT) is used to perform a system reset within a specified window
period to prevent software running to uncontrollable status by any unpredictable condition.

6.10.2 Features

® 6-bit down counter value (CNTDAT, WWDT_CNT[5:0]) and 6-bit compare value
(CMPDAT, WWDT_CTL[21:16]) to make the WWDT time-out window period flexible

®  Supports 4-bit value (PSCSEL, WWDT_CTL[11:8]) to programmable maximum 11-bit
prescale counter period of WWDT counter

® \WWDT counter suspends in Idle/Power-down mode
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6.11 Real Time Clock (RTC)

6.11.1 Overview

The Real Time Clock (RTC) controller provides the real time and calendar message. The RTC offers
programmable time tick and alarm match interrupts. The data format of time and calendar messages
are expressed in BCD format. A digital frequency compensation feature is available to compensate
external crystal oscillator frequency accuracy.

6.11.2 Features

Supports independent RTC power domain with external power pin V gar.
(M48xGC/M48xES8)

Supports real time counter in RTC_TIME (hour, minute, second) and calendar counter in
RTC_CAL (year, month, day) for RTC time and calendar check.

Supports alarm time (hour, minute, second) and calendar (year, month, day) settings in
RTC_TALM and RTC_CALM.

Supports alarm time (hour, minute, second) and calendar (year, month, day) mask enable
in RTC_TAMSK and RTC_CAMSK.

Selectable 12-hour or 24-hour time scale in RTC_CLKFMT register.
Optional support 1/128 second HZCNT in RTC_TIME and RTC_TALM.
Supports Leap Year indication in RTC_LEAPYEAR register.

Supports Day of the Week counter in RTC_WEEKDAY register.
Frequency of RTC clock source compensate by RTC_FREQADJ register.
All time and calendar message expressed in BCD format.

Supports periodic RTC Time Tick interrupt with 8 period interval options 1/128, 1/64, 1/32,
1/16, 1/8, 1/4, 1/2 and 1 second.

Supports RTC Time Tick and Alarm Match interrupt.

Supports chip wake-up from Idle or Power-down mode while a RTC interrupt signal is
generated.

Supports Daylight Saving Time software control in RTC_DSTCTL.
Supports up to 6 individual tamper pins.

Supports 20/80 bytes spare registers and tamper pins detection to clear the content of
these spare registers.

Supports Flash mass erase operate will also clear the 20 bytes spare registers content.
(M48xGC/M48xES8)
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6.12 EPWM Generator and Capture Timer (EPWM)

6.12.1 Overview

The chip provides two EPWM generators — EPWMO0 and EPWM1. Each EPWM supports 6 channels
of EPWM output or input capture. There is a 12-bit prescaler to support flexible clock to the 16-bit EPWM
counter with 16-bit comparator. The EPWM counter supports up, down and up-down counter types.
EPWM uses comparator compared with counter to generate events. These events use to generate
EPWM pulse, interrupt and trigger signal for EADC/DAC to start conversion.

The EPWM generator supports two standard EPWM output modes: Independent mode and
Complementary mode, they have difference architecture. There are two output functions based on
standard output modes: Group function and Synchronous function. Group function can be enabled under
Independent mode or complementary mode. Synchronous function only enabled under complementary
mode. Complementary mode has two comparators to generate various EPWM pulse with 12-bit dead-
time generator and another free trigger comparator to generate trigger signal for EADC. For EPWM
output control unit, it supports polarity output, independent pin mask and brake functions.

The EPWM generator also supports input capture function. It supports latch EPWM counter value to
corresponding register when input channel has a rising transition, falling transition or both transition is
happened. Capture function also support PDMA to transfer captured data to memory.

6.12.2 Features

6.12.2.1 EPWM Function Features

Supports maximum clock frequency up to maximum PLL frequency

Supports up to two EPWM modules, each module provides 6 output channels

Supports independent mode for EPWM output/Capture input channel

Supports complementary mode for 3 complementary paired EPWM output channel
- Dead-time insertion with 12-bit resolution

- Synchronous function for phase control

- Two compared values during one period

Supports 12-bit prescaler from 1 to 4096

Supports 16-bit resolution EPWM counter

- Up, down and up/down counter operation type

Supports one-shot or auto-reload counter operation mode

Supports group function

Supports synchronous function

Supports mask function and tri-state enable for each EPWM pin

Supports brake function

Brake source from pin, analog comparator and system safety events (clock failed,
SRAM parity error, Brown-out detection and CPU lockup).

- Noise filter for brake source from pin

- Leading edge blanking (LEB) function for brake source from analog comparator
- Edge detect brake source to control brake state until brake interrupt cleared

- Level detect brake source to auto recover function after brake condition removed

® Supports interrupt on the following events:
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- EPWM counter matches 0, period value or compared value

- Brake condition happened
® Supports trigger EADC/DAC on the following events:
- EPWM counter matches 0, period value or compared value
- EPWM counter matches free trigger comparator compared value (only for EADC)
- Supports EPWM trigger EADC event prescaler feature
Supports EPWM output accumulator stop counter mode (M48xGC/M48xES8)
Supports Fault Detect function (M48xGC/M48xES)
6.12.2.2 Capture Function Features
Supports up to 12 capture input channels with 16-bit resolution
Supports rising or falling capture condition
Supports input rising/falling capture interrupt

Supports rising/falling capture with counter reload option

Supports PDMA transfer function for EPWM all channels
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6.13 Basic PWM Generator and Capture Timer (BPWM)

6.13.1 Overview

The chip provides two BPWM generators — BPWMO and BPWM1. Each BPWM supports 6 channels
of BPWM output or input capture. There is a 12-bit prescaler to support flexible clock to the 16-bit BPWM
counter with 16-bit comparator. The BPWM counter supports up, down and up-down counter types, all
6 channels share one counter. BPWM uses the comparator compared with counter to generate events.
These events are used to generate BPWM pulse, interrupt and trigger signal for EADCO0/1 to start
conversion. For BPWM output control unit, it supports polarity output, independent pin mask and tri-state
output enable.

The BPWM generator also supports input capture function to latch BPWM counter value to
corresponding register when input channel has a rising transition, falling transition or both transition is
happened.

6.13.2 Features

6.13.2.1 BPWM Function Features

Supports maximum clock frequency up to maximum PLL frequency.

Supports up to two BPWM modules; each module provides 6 output channels

Supports independent mode for BPWM output/Capture input channel

Supports 12-bit prescalar from 1 to 4096

Supports 16-bit resolution BPWM counter; each module provides 1 BPWM counter
- Up, down and up/down counter operation type
Supports mask function and tri-state enable for each BPWM pin
Supports interrupt in the following events:
- BPWM counter matches 0, period value or compared value

® Supports trigger EADCO/1 in the following events:

- BPWM counter matches 0, period value or compared value

6.13.2.2 Capture Function Features
Supports up to 12 capture input channels with 16-bit resolution
Supports rising or falling capture condition

Supports input rising/falling capture interrupt

Supports rising/falling capture with counter reload option

M48xID/M487KMCAN M48xGC/M48xE8

Trigger numbers for EADC 1 2

Table 6.13-1 BPWM Features Comparison Table
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6.14 Quadrature Encoder Interface (QEI)

6.14.1 Overview

There are two QEI controllers in this device. The Quadrature Encoder Interface (QEI) decodes speed of
rotation and motion sensor information. It can be used in any application that uses a quadrature encoder
for feedback.

6.14.2 Features

6.14.2.1 Quadrature Encoder Interface (QEI) Features

Up to two QEI controllers, QEIO and QEI1.

Two QEI phase inputs, QEA and QEB; One Index input.

A 32-bit up/down Quadrature Encoder Pulse Counter (QEI_CNT)

A 32-bit software-latch Quadrature Encoder Pulse Counter Hold Register
(QEI_CNTHOLD)

A 32-bit Quadrature Encoder Pulse Counter Index Latch Register (QEI_CNTLATCH)

A 32-bit Quadrature Encoder Pulse Counter Compare Register (QEI_CNTCMP) with a
Pre-set Maximum Count Register (QEI_CNTMAX)

One QEI control register (QEI_CTL) and one QEI Status Register (QEI_STATUS)

Four Quadrature encoder pulse counter operation modes

- Support x4 free-counting mode

- Support x2 free-counting mode

- Support x4 compare-counting mode

- Support x2 compare-counting mode

Encoder Pulse Width measurement mode

Input frequency of QEA/QEB/IDX without noise filter must lower than PCLK/4

Input frequency of QEA/QEB/IDX with noise filter must lower than Noise Filter CIk/8
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6.15 Enhanced Input Capture Timer (ECAP)

6.15.1 Overview

The chip provides up to two units of Input Capture Timer/Counter whose capture function can detect the
digital edge-changed signal at channel inputs. Each unit has three input capture channels. The
timer/counter is equipped with up counting, reload and compare-match capabilities.

6.15.2 Features

Up to two Input Capture Timer/Counter units, CAPO and CAPL1.

Each unit has 3 input channels.

Each unit has its own interrupt vector.

Each input channel has its own capture counter hold register.

24-bit Input Capture up-counting timer/counter.

With noise filter in front end of input ports.

Edge detector with three options:

- Rising edge detection

- Falling edge detection

- Both edge detection

Captured events reset and/or reload capture counter.

Supports compare-match function.
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6.16 UART Interface Controller (UART)

6.16.1 Overview

The chip provides three channels of Universal Asynchronous Receiver/Transmitters (UART). The UART
controller performs Normal Speed UART and supports flow control function. The UART controller
performs a serial-to-parallel conversion on data received from the peripheral and a parallel-to-serial
conversion on data transmitted from the CPU. Each UART controller channel supports ten types of
interrupts. The UART controller also supports IrDA SIR, LIN, RS-485 and Single-wire function modes
and auto-baud rate measuring function.

6.16.2 Features

Full-duplex asynchronous communications

Separates receive and transmit 16/16 bytes entry FIFO for data payloads
Supports hardware auto-flow control

Programmable receiver buffer trigger level

Supports programmable baud rate generator for each channel individually

Supports nCTS, incoming data, Received Data FIFO reached threshold and RS-485
Address Match (AAD mode) wake-up function

Supports 8-bit receiver buffer time-out detection function

Programmable transmitting data delay time between the last stop and the next START bit
by setting DLY (UART_TOUT [15:8])

Supports Auto-Baud Rate measurement and baud rate compensation function
- 9600 bps for UART_CLK is selected LXT.

Supports break error, frame error, parity error and receive/transmit buffer overflow
detection function

Fully programmable serial-interface characteristics
- Programmable number of data bit, 5-, 6-, 7-, 8- bit character

- Programmable PARITY bit, even, odd, no parity or stick PARITY bit generation and
detection

- Programmable STOP bit, 1, 1.5, or 2 STOP bit generation
Supports IrDA SIR function mode
- 3/16 bit duration for normal mode
Supports LIN function mode (Only UARTO/UART1 with LIN function)
- LIN master/slave mode
Programmable break generation function for transmitter
Break detection function for receiver
Supports RS-485 function mode
- RS-485 9-bit mode

- Hardware or software enables to program nRTS pin to control RS-485 transmission
direction

Supports PDMA transfer function

Supports Single-wire function mode.
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UART Feature UARTO/UART1 UART2 ~ UART7 SC_UART USCI-UART
FIFO 16 Bytes 16 Bytes 4 Bytes TX: 1byte
RX: 2byte
Auto Flow Control (CTS/RTS) N N - v
IrDA v \ - -
LIN v - - -
RS-485 Function Mode \/ \/ - v
nCTS Wake-up \/ \/ - N
Imcoming Data Wake-up \/ \/ - y
Received Data FIFO reached threshold N N )
\Wake-up
RS-485 Address Match (AAD mode) N N i -
\Wake-up
Auto-Baud Rate Measurement \/ \/ - y
STOP bit Length 1, 1.5, 2 bit 1, 1.5, 2 bit 1, 2 bit 1, 2 bit
Word Length 5, 6, 7, 8 bits 5, 6, 7, 8 bits 5, 6, 7, 8 bits 6~13 bits
Even / Odd Parity N N S v
Stick Bit J J - .
Note: V= Supported
Table 6.16-1 M480 Series UART Features
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6.17 Ethernet MAC Controller (EMAC)

6.17.1 Overview

This chip provides an Ethernet MAC Controller (EMAC) for Network application. The Ethernet MAC
controller consists of IEEE 802.3/Ethernet protocol engine with internal CAM function for recognizing
Ethernet MAC addresses, Transmit-FIFO, Receive-FIFO, TX/RX state machine controller, time
stamping engine for IEEE 1588, Magic Packet parsing engine and status controller. The EMAC supports
both the MIl and RMII (Reduced MIl) interface to connect with external Ethernet PHY.

6.17.2 Features

Supports IEEE Std. 802.3 CSMA/CD protocol

Supports Ethernet frame time stamping for IEEE Std. 1588 — 2002 protocol

Supports both half and full duplex for 10 Mbps or 100 Mbps operation

Supports RMII interface

Supports MII Management function to control external Ethernet PHY

Supports pause and remote pause function for flow control

Supports long frame (more than 1518 bytes) and short frame (less than 64 bytes)
reception

Supports 16 entries CAM function for Ethernet MAC address recognition
Supports Magic Packet recognition to wake system up from Power-down mode
Supports 256 bytes transmit FIFO and 256 bytes receive FIFO

Supports DMA function
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6.18 Smart Card Host Interface (SC)

6.18.1 Overview

The Smart Card Interface controller (SC controller) is based on ISO/IEC 7816-3 standard and fully
compliant with PC/SC Specifications. It also provides status of card insertion/removal. It can also be set
as UART mode to communicate with other device.
6.18.2 Features

ISO 7816-3 T =0, T = 1 compliant

EMV2000 compliant

Three 1ISO 7816-3 ports

Separates receive/transmit 4 byte entry FIFO for data payloads

o

o

o

°

® Programmable transmission clock frequency

® Programmable receiver buffer trigger level

® Programmable guard time selection (11 ETU ~ 267 ETU)
°

One 24-bit timer and two 8-bit timers for Answer to Request (ATR) and waiting times
processing

Supports auto direct / inverse convention function

Supports transmitter and receiver error retry and error number limiting function

Supports hardware activation sequence process, and the time between PWR on and CLK
start is configurable

Supports hardware warm reset sequence process

Supports hardware deactivation sequence process

Supports hardware auto deactivation sequence when detected the card removal
Supports UART mode

- Full duplex, asynchronous communications

- Separates receiving / transmitting 4 bytes entry FIFO for data payloads
- Supports programmable baud rate generator

- Supports programmable receiver buffer trigger level

- Programmable transmitting data delay time between the last stop bit leaving the TX-
FIFO and the de-assertion by setting EGT (SCn_EGT([7:0])

- Programmable even, odd or no parity bit generation and detection

- Programmable stop bit, 1- or 2- stop bit generation
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6.19 12S Controller (I1°S)

6.19.1 Overview

The 12S controller consists of 12S protocol to interface with external audio CODEC. Two 16-level depth
FIFO for reading path and writing path respectively are capable of handling 8/16/24/32 bits audio data
sizes. A PDMA controller handles the data movement between FIFO and memory.

6.19.2 Features

Supports Master mode and Slave mode

Capable of handling 8, 16, 24 and 32 bits data sizes in each audio channel

Supports monaural and stereo audio data

Supports I?S protocols: Philips standard, MSB-justified, and LSB-justified data format
Supports PCM protocols: PCM standard, MSB-justified, and LSB-justified data format

PCM protocol supports TDM multi-channel transmission in one audio sample, and the
number of data channel can be set as 2, 4, 6, or 8

Provides two 16-level FIFO data buffers, one for transmitting and the other for receiving
Generates interrupt requests when buffer levels cross a programmable boundary

Supports two PDMA requests, one for transmitting and the other for receiving
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6.20 Serial Peripheral Interface (SPI)

6.20.1 Overview

The Serial Peripheral Interface (SPI) applies to synchronous serial data communication and allows full
duplex transfer. Devices communicate in Master/Slave mode with the 4-wire bi-direction interface. The
chip contains up to four sets of SPI controllers performing a serial-to-parallel conversion on data received
from a peripheral device, and a parallel-to-serial conversion on data transmitted to a peripheral device.
Each SPI controller can be configured as a master or a slave device and supports the PDMA function
to access the data buffer. Each SPI controller also supports I1°S mode to connect external audio CODEC.

6.20.2 Features
® SPI| Mode

Up to four sets of SPI controllers
Supports Master or Slave mode operation
Master mode up to 96 MHz (when chip works at Voo = 2.7~3.6V)

Slave mode up to 96 MHz when SPI master device supports adjustment function of
RX data sampling clock (when chip works at Voo = 2.7~3.6V)

Slave mode up to 48 MHz when SPI| master device does not support adjustment
function of RX data sampling clock (when chip works at Vpp = 2.7~3.6V)

Configurable bit length of a transaction word from 8 to 32-bit
Provides separate 4-level depth transmit and receive FIFO buffers
Supports MSB first or LSB first transfer sequence

Supports Byte Reorder function

Supports Byte or Word Suspend mode

Supports PDMA transfer

Supports one data channel half-duplex transfer

Supports receive-only mode

® [2S Mode

Feb 22, 2022

Supports Master or Slave
Capable of handling 8-, 16-, 24- and 32-bit word sizes

Each provides two 4-level FIFO data buffers, one for transmitting and the other for
receiving

Supports monaural and stereo audio data
Supports PCM mode A, PCM mode B, IS and MSB justified data format

Supports two PDMA requests, one for transmitting and the other for receiving
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6.21 Quad Serial Peripheral Interface (QSPI)

6.21.1 Overview

The Quad Serial Peripheral Interface (QSPI) applies to synchronous serial data communication and
allows full duplex transfer. Devices communicate in Master/Slave mode with the 4-wire bi-direction
interface. The chip contains one QSPI controller performing a serial-to-parallel conversion on data
received from a peripheral device, and a parallel-to-serial conversion on data transmitted to a peripheral
device.

The QSPI controller supports 2-bit Transfer mode to perform full-duplex 2-bit data transfer and also
supports Dual and Quad I/O Transfer mode and the controller supports the PDMA function to access
the data buffer.
6.21.2 Features

Supports Master or Slave mode operation

Master mode up to 96 MHz (when chip works at Vpp = 2.7V~3.6V)

Slave mode up to 96 MHz when SPI master device supports adjustment function of RX
data sampling clock (when chip works at Vpp = 2.7V~3.6V)

® Slave mode up to 48 MHz when SPI master device does not support adjustment function
of RX data sampling clock (when chip works at Vpp = 2.7V~3.6V)

Supports 2-bit Transfer mode

Supports Dual and Quad I/O Transfer mode

Configurable bit length of a transaction word from 8 to 32-bit
Provides separate 8-level depth transmit and receive FIFO buffers
Supports MSB first or LSB first transfer sequence

Supports Byte Reorder function

Supports Byte or Word Suspend mode

Supports PDMA transfer

Supports 3-Wire, no slave selection signal, bi-direction interface
Supports one data channel half-duplex transfer

Supports Transmit Double Transfer Rate Mode (TX DTR mode)

Supports receive-only mode
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6.22 SPI Synchronous Serial Interface Controller (SPI Master mode)

6.22.1 Overview

The SPI Synchronous serial Interface Controller for SPI master mode performs a serial-to-parallel
conversion on data received from the peripheral, and a parallel-to-serial conversion on data received
from MCU. This SPI controller can drive one external peripheral (External SPI Flash) and it is seen as
the SPI master mode. It can generate an interrupt signal when data transfer is finished and can be
cleared by writing 1 to the interrupt flag. The active level of device/slave select signal can be chosen to
low active or high active, which depends on the peripheral. Writing a divisor into the SPIM_CTL1 register
can program the frequency of serial clock output to the peripheral.

In SPI Flash controller, normal I/O mode contains four 32-bit transmit/receive buffers, and can provide
1 to 4 burst mode operation. The number of bits in each transaction can be 8, 16, 24, or 32; data can be
transmitted/received up to four successive transactions in one transfer.

By DMA write mode, user can move data from SRAM to external SPI Flash component. In DMA read
mode, user can move data from external SPI Flash component to SRAM. In direct memory mapping
mode (DMM mode), this SPI Flash controller will translate the AHB bus commands into SPI Flash
operations without MCU setting related SPI Flash command. Therefore users can access external SPI
Flash as a ROM module.

In direct memory mapping mode with cache off mode, it will pre-fetch 4-word Flash data after a direct
memory mapping access. when using direct memory mapping mode with cache on mode, it will use 32
Kbytes cache memory to reduce the number of accessing external SPI Flash component and the
performance of SPI Flash access can be improved. To improve the read operation of SPI Flash without
increasing the serial clock frequency, this SPI Flash controller supports DTR/DDR (Double Transfer
Rate/Double Data Rate) read command codes that support Standard/Dual/Quad SPI modes. The one
byte command code is still latched into the device on the rising edge of the serial clock similar to all other
SPI commands. Once a DTR/DDR instruction code is accepted by the device, the address input and
data output will be latched on both rising and falling edges of the serial clock.

In core coupled memory mode (CCM mode), the cache function is disabled by hardware automatically,
and MCU can access this 32 Kbytes cache memory as general SRAM. For data protection, this SPI
Flash controller supports cipher encryption and decryption circuits to protect data which user places into
external SPI Flash when DMA read/write mode and direct memory mapping mode are used.

6.22.2 Features

® Supports maximum 32 Mbytes SPI Flash size

® Supports SPI master mode

® Supports Direct Memory Mapping Mode and Normal I/O Mode

® Supports 8/16/24/32 bits transaction for Normal 1/O mode

® Provides burst mode operation in Normal I/O mode, which can transmit/receive data up to
four successive transactions in one transfer

® Supports DMA mode read/write

® Supports standard (1-bit), dual (2-bit), and quad (4-bit) I/O transfer mode

® Supports Double Transfer Rate (DTR) / Double Data Rate (DDR) transfer mode

® Supports 32 Kbytes cache memory

® Supports 32 Kbytes Core Coupled Memory (CCM) when cache function disable

® Supports Cipher encryption/decryption

® One slave/device select line for external SPI Flash component
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6.23 I12C Serial Interface Controller (12C)

6.23.1 Overview

I2C is a two-wire, bi-directional serial bus that provides a simple and efficient method of data exchange
between devices. The I2C standard is a true multi-master bus including collision detection and arbitration
that prevents data corruption if two or more masters attempt to control the bus simultaneously.

There are two sets of I1°C controllers which support Power-down wake-up function.

6.23.2 Features

The I1°C bus uses two wires (SDA and SCL) to transfer information between devices connected to the
bus. The main features of the 1°C bus include:

Supports up to three I°C ports

Master/Slave mode

Bidirectional data transfer between masters and slaves

Multi-master bus (no central master)

Supports High speed mode 3.4Mbps

Supports Standard mode (100 kbps), Fast mode (400 kbps) and Fast mode plus (1 Mbps)

Arbitration between simultaneously transmitting masters without corruption of serial data
on the bus

® Serial clock synchronization allow devices with different bit rates to communicate via one
serial bus

® Serial clock synchronization used as a handshake mechanism to suspend and resume
serial transfer

® Built-in 14-bit time-out counter requesting the 12C interrupt if the I°C bus hangs up and
timer-out counter overflow

Programmable clocks allow for versatile rate control

Supports 7-bit addressing and 10-bit addressing mode

Supports multiple address recognition ( four slave address with mask option)
Supports Power-down wake-up function

Supports PDMA with one buffer capability

Supports setup/hold time programmable

Supports Bus Management (SM/PM compatible) function
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6.24 USCI - Universal Serial Control Interface Controller (USCI)

6.24.1 Overview

The Universal Serial Control Interface (USCI) is a flexible interface module covering several serial
communication protocols. The user can configure this controller as UART, SPI, or I>C functional protocol.

6.24.2 Features
The controller can be individually configured to match the application needs. The following protocols are

supported:
® UART
® SPI
® I°C
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6.25 USCI - UART Mode

6.25.1 Overview

The asynchronous serial channel UART covers the reception and the transmission of asynchronous
data frames. It performs a serial-to-parallel conversion on data received from the peripheral, and a
parallel-to-serial conversion on data transmitted from the controller. The receiver and transmitter are
independent, and the transmission and reception can be started separately.

The UART controller also provides auto flow control. There are three conditions to wake up the system.

6.25.2 Features

Supports one transmit buffer and two receive buffer for data payload
Supports hardware auto flow control function

Supports programmable baud-rate generator

Support 9-bit Data Transfer (Support 9-bit RS-485)

Baud rate detection possible by built-in capture event of baud rate generator

Supports PDMA transfer

Supports Wake-up function (Incoming Data and nCTS Wakeup Only)
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6.26 USCI - SPI Mode

6.26.1 Overview

The SPI protocol of USCI controller applies to synchronous serial data communication and allows full
duplex transfer. It supports both master and Slave operation mode with the 4-wire bi-direction interface.
SPI mode of USCI controller performs a serial-to-parallel conversion on data received from a peripheral
device, and a parallel-to-serial conversion on data transmitted to a peripheral device. The SPI mode is
selected by FUNMODE (USPI_CTL[2:0]) = 0x1

This SPI protocol can operate as master or Slave mode by setting the SLAVE (USPI_PROTCTL][Q]) to
communicate with the off-chip SPI Slave or master device. The application block diagrams in master
and Slave mode are shown below.

USCI SPI Master

SPI Slave Device
SPI_MOSI Master Transmit Data

(USCIx_DATO) » SPI_MOSI
Master Receive Data
(L?s"c'l;fﬁ'/i??) - SPI_MISO
Serial Bus Clock
(Uzzllz(c:t:() » SPI_CLK
Slave Select
(USSIT{E‘?S » SPI_SS

Note: x=0, 1

Figure 6.26-1 SPI Master Mode Application Block Diagram

USCI SPI Slave
SPI Master Device
SPI MOSI Slave Receive Data
x < SPI_MOSI
(USCIx_DATO) L
SPI MISO Slave Transmit Data
x » SPI_MISO
(USCIx_DAT1) L
Serial Bus Clock
SPI_CLK
(USCIx_CLK) SPI_CLK
SPI SS Slave Select
o™ SPI_SS
(USCIx_CTL) L
Note:x=0, 1

Figure 6.26-2 SPI Slave Mode Application Block Diagram

6.26.2 Features

® Supports Master or Slave mode operation (the maximum frequency -- Master = fecik / 2,
Slave < fpcik / 5)

Configurable bit length of a transfer word from 4 to 16-bit
Supports one transmit buffer and two receive buffers for data payload

Supports MSB first or LSB first transfer sequence

Supports Word Suspend function
® Supports PDMA transfer
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® Supports 3-wire, no slave select signal, bi-direction interface
® Supports wake-up function by slave select signal in Slave mode

® Supports one data channel half-duplex transfer
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6.27 USCI - I12C Mode

6.27.1 Overview

On I2C bus, data is transferred between a Master and a Slave. Data bits transfer on the SCL and SDA
lines are synchronously on a byte-by-byte basis. Each data byte is 8-bit. There is one SCL clock pulse
for each data bit with the MSB being transmitted first, and an acknowledge bit follows each transferred
byte. Each bit is sampled during the high period of SCL; therefore, the SDA line may be changed only
during the low period of SCL and must be held stable during the high period of SCL. A transition on the
SDA line while SCL is high is interpreted as a command (START or STOP). Please refer to Figure 6.27-1
for more detailed I12C BUS Timing.

Repeated
STOP START START STOP

thp_sta tip DAT tsu_pat tsu_sta tsu_sto

Figure 6.27-1 I>°C Bus Timing

The device’s on-chip I°C provides the serial interface that meets the I1°C bus standard mode specification.
The I2C port handles byte transfers autonomously. The I12C mode is selected by FUNMODE (UI12C_CTL
[2:0]) = 100B. When enable this port, the USCI interfaces to the I2C bus via two pins: SDA and SCL.
When I/O pins are used as I°C ports, user must set the pins function to I°C in advance.

Note: Pull-up resistor is needed for I1°C operation because the SDA and SCL are set to open-drain pins
when USClI is selected to 1>C operation mode.
6.27.2 Features

Full master and slave device capability

Supports of 7-bit addressing, as well as 10-bit addressing

Communication in standard mode (100 kBit/s) or in fast mode (up to 400 kBit/s)

Supports multi-master bus

Supports one transmit buffer and two receive buffer for data payload
Supports bus monitor mode.

Supports Power down wake-up by START signal or address match

°

°

°

°

°

® Supports 10-bit bus time-out capability
°

°

® Supports setup/hold time programmable
°

Supports multiple address recognition (two slave address with mask option)
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6.28 Controller Area Network (CAN)

6.28.1 Overview

The C_CAN consists of the CAN Core, Message RAM, Message Handler, Control Registers and Module
Interface. The CAN Core performs communication according to the CAN protocol version 2.0 part A and
B. The bit rate can be programmed to values up to 1 Mbps. For the connection to the physical layer,
additional transceiver hardware is required.

For communication on a CAN network, individual Message Objects are configured. The Message
Objects and Identifier Masks for acceptance filtering of received messages are stored in the Message
RAM. All functions concerning the handling of messages are implemented in the Message Handler.
These functions include acceptance filtering, the transfer of messages between the CAN Core and the
Message RAM, and the handling of transmission requests as well as the generation of the module
interrupt.

The register set of the C_CAN can be accessed directly by the software through the module interface.
These registers are used to control/configure the CAN Core and the Message Handler and to access
the Message RAM.

6.28.2 Features

Supports CAN protocol version 2.0 part A and B

Bit rates up to 1 Mbps

32 Message Objects

Each Message Object has its own identifier mask

Programmable FIFO mode (concatenation of Message Objects)

Maskable interrupt

Disabled Automatic Re-transmission mode for Time Triggered CAN applications
Programmable loop-back mode for self-test operation

16-bit module interfaces to the AMBA APB bus

Supports wake-up function
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6.29 Secure Digital Host Controller (SDH)

6.29.1 Overview

The Secure Digital Host Controller (SD Host) has DMAC unit and SD unit. The DMAC unit provides a
DMA (Direct Memory Access) function for SD to exchange data between system memory and shared
buffer (128 bytes), and the SD unit controls the interface of SD/SDHC. The SDHOST controller can
support SD/SDHC and cooperated with DMAC to provide a fast data transfer between system memory
and cards.

6.29.2 Features

® AMBA AHB master/slave interface compatible, for data transfer and register read/write.

® Supports single DMA channel.

® Supports hardware Scatter-Gather function.

® Using single 128 Bytes shared buffer for data exchange between system memory and
cards.

® Synchronous design for DMA with single clock domain, AHB bus clock (HCLK).

® Interface with DMAC for register read/write and data transfer.

® Supports SD/SDHC card.

® Completely asynchronous design for Secure Digital with two clock domains, HCLK and
Engine clock, note that frequency of HCLK should be higher than the frequency of
peripheral clock.

°

M48xID/M487KMCAN M48xGC/M48XE8
Secure Digital Host Controllers 2 1

Table 6.29-1 SDH Features Comparison Table
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6.30 External Bus Interface (EBI)

6.30.1 Overview

This chip is equipped with an external bus interface (EBI) for external device use. To save the
connections between an external device and a chip, EBI is operating at address bus and data bus
multiplex mode. The EBI supports three chip selects that can connect three external devices with
different timing setting requirements.
6.30.2 Features

Supports up to three memory banks

Supports dedicated external chip select pin with polarity control for each bank

Supports accessible space up to 1 Mbytes for each bank, actually external addressable
space is dependent on package pin out

Supports 8-/16-bit data width

Supports byte write in nresetdata width mode

Supports Address/Data multiplexed Mode

Supports Timing parameters individual adjustment for each memaory block
Supports LCD interface i80 mode

Supports PDMA mode

Supports variable external bus base clock (MCLK) which based on HCLK

Supports configurable idle cycle for different access condition: Idle of Write command
finish (W2X) and Idle of Read-to-Read (R2R)

® Supports address bus and data bus separate mode
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6.31 USB 1.1 Device Controller (USBD)

6.31.1 Overview

There is one set of USB 2.0 full-speed device controller and transceiver in this device. It is compliant
with USB 2.0 full-speed device specification and supports control/bulk/interrupt/ isochronous transfer
types.

In this device controller, there are two main interfaces: the APB bus and USB bus which comes from the
USB PHY transceiver. For the APB bus, the CPU can program control registers through it. There are 1
Kbytesytes internal SRAM as data buffer in this controller. For IN or OUT transfer, it is necessary to write
data to SRAM or read data from SRAM through the APB interface or SIE. User needs to set the effective
starting address of SRAM for each endpoint buffer through buffer segmentation register
(USBD_BUFSEGX).

There are 12 endpoints in this controller. Each of the endpoint can be configured as IN or OUT endpoint.
All the operations including Control, Bulk, Interrupt and Isochronous transfer are implemented in this
block. The block of “Endpoint Control” is also used to manage the data sequential synchronization,
endpoint states, current start address, transaction status, and data buffer status for each endpoint.

There are four different interrupt events in this controller. They are the no-event-wake-up, device plug-
in or plug-out event, USB events, like IN ACK, OUT ACK etc, and BUS events, like suspend and resume,
etc. Any event will cause an interrupt, and users just need to check the related event flags in interrupt
event status register (USBD_INTSTS) to acknowledge what kind of interrupt occurring, and then check
the related USB Endpoint Status Register (USBD_EPSTSO0 and USBD_EPSTS1) to acknowledge what
kind of event occurring in this endpoint.

A software-disconnect function is also supported for this USB controller. It is used to simulate the
disconnection of this device from the host. If user enables SEO bit (USBD_SEOQ), the USB controller will
force the output of USB_D+ and USB_D- to level low and its function is disabled. After disable the SEQ
bit, host will enumerate the USB device again.

For more information on the Universal Serial Bus, please refer to Universal Serial Bus Specification
Revision 1.1.
6.31.2 Features

Compliant with USB 2.0 Full-Speed specification

Provides 1 interrupt vector with 5 different interrupt events (SOF, NEVWK, VBUSDET,
USB and BUS)

Supports Control/Bulk/Interrupt/Isochronous transfer type
Supports suspend function when no bus activity existing for 3 ms

Supports 12 endpoints for configurable Control/Bulk/Interrupt/Isochronous transfer types
and maximum 1 Kbyte buffer size

® Provides remote wake-up capability
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6.32 High Speed USB 2.0 Device Controller (HSUSBD)

6.32.1 Overview

The USB device controller interfaces the AHB bus and the UTMI bus. The USB controller contains both
the AHB master interface and AHB slave interface. CPU programs the USB controller registers through
the AHB slave interface. For IN or OUT transfer, the USB device controller needs to write data to memory
or read data from memory through the AHB master interface. The USB device controller is complaint
with USB 2.0 specification and it contains 12 configurable endpoints in addition to control endpoint.
These endpoints could be configured to BULK, INTERRUPT or ISO. The USB device controller has a
built-in DMA to relieve the load of CPU.

6.32.2 Features
® USB Specification reversion 2.0 compliant
Supports 12 configurable endpoints in addition to Control Endpoint

°
® Each of the endpoints can be Isochronous, Bulk or Interrupt and either IN or OUT direction
°

Three different operation modes of an in-endpoint — Auto Validation mode, Manual
Validation mode, Fly mode

Supports DMA operation
4092 Bytes Configurable RAM used as endpoint buffer
®  Supports Endpoint Maximum Packet Size up to 1024 bytes
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6.33 USB 1.1 Host Controller (USBH)

6.33.1 Overview

This chip is equipped with a USB 1.1 Host Controller (USBH) that supports Open Host Controller
Interface (OpenHCI, OHCI) Specification, a register-level description of a host controller, to manage the
devices and data transfer of Universal Serial Bus (USB).

The USBH supports an integrated Root Hub with a USB port, a DMA for real-time data transfer between
system memory and USB bus, port power control and port over current detection.

The USBH is responsible for detecting the connect and disconnect of USB devices, managing data
transfer, collecting status and activity of USB bus, providing power control and detecting over current of
attached USB devices.

6.33.2 Features

Compliant with Universal Serial Bus (USB) Specification Revision 1.1.

Supports Open Host Controller Interface (OpenHCI) Specification Revision 1.0.

Supports both full-speed (12Mbps) and low-speed (1.5Mbps) USB devices.

Supports Control, Bulk, Interrupt and Isochronous transfers.

Supports an integrated Root Hub.

Supports a USB host port shared with USB device (OTG function).

Supports port power control and port over current detection.

Supports DMA for real-time data transfer.
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6.34 USB 2.0 Host Controller (USBH)

6.34.1 Overview

This chip is equipped with a USB 2.0 HS/FS Host Controller (USBH) that supports Enhanced Host
Controller Interface (EHCI) and Open Host Controller Interface (OpenHCI, OHCI) Specification, a
register-level description of a host controller, to manage the devices and data transfer of Universal Serial
Bus (USB).

The USBH supports an integrated Root Hub with a USB port, a DMA for real-time data transfer between
system memory and USB bus, port power control and port over current detection.

The USBH is responsible for detecting the connect and disconnect of USB devices, managing data
transfer, collecting status and activity of USB bus, providing power control and detecting over current of
attached USB devices.

6.34.2 Features

Compliant with Universal Serial Bus (USB) Specification Revision 2.0.

Supports Enhanced Host Controller Interface (EHCI) Specification Revision 1.0

Supports Open Host Controller Interface (OpenHCI) Specification Revision 1.0.

Supports high-speed (480Mbps), full-speed (12Mbps) and low-speed (1.5Mbps) USB
devices.

Supports Control, Bulk, Interrupt, Isochronous and Split transfers.

Supports an integrated Root Hub.

Supports a port routing logic to route full/low speed device to OHCI controller.
Supports two USB host port shared with USB device (OTG function).

Supports port power control and port over current detection.

Supports DMA for real-time data transfer.
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6.35 USB On-The-Go (OTG)

6.35.1 Overview

The OTG controller interfaces to USB PHY and USB controllers which consist of a USB 1.1 host
controller and a USB 2.0 FS device controller. The OTG controller supports HNP and SRP protocols
defined in the “On-The-Go and Embedded Host Supplement to the USB 2.0 Revision 2.0 Specification”.

USB frame, including USB host, USB device, and OTG controller, can be configured as Host-only,
Device-only, ID-dependent or OTG Device mode defined in USBROLE (SYS_USBPHY[1:0]). In Host-
only mode, USB frame acts as USB host. USB frame can support both full-speed and low-speed transfer.
In Device-only mode, USB frame acts as USB device. USB frame only supports full-speed transfer. In
ID-dependent mode, USB frame can be USB Host or USB device depending on USB_ID pin state. In
OTG device mode, the role of USB frame depends on the definition of OTG specification. USB frame
only supports full-speed transfer when OTG device acts as a peripheral.

6.35.2 Features
Built-in USB PHY
Configurable to operate as:
- Host-only
- Device-only

- ID-dependent: The role of USB frame is only dependent on USB_ID pin value--as USB
Host (USB_ID pin is low) or USB Device (USB_ID pin is high). Not support HNP or
SRP protocol.

- OTG device: dependent on USB_ID pin status to be A-device (USB_ID pin is low) or
B-device (USB_ID pin is high). Support HNP and SRP protocols.
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6.36 High Speed USB On-The-Go (HSOTG)

6.36.1 Overview

The HSOTG controller interfaces to USB PHY and USB controllers which consist of a USB 2.0 host
controller and a USB 2.0 HS device controller. The OTG controller supports HNP and SRP protocols
defined in the “On-The-Go and Embedded Host Supplement to the USB 2.0 Revision 1.3 Specification”.

USB frame, including USB host, USB device, and OTG controller, can be configured as Host-only,
Device-only, ID-dependent or OTG Device mode defined in HSUSBROLE (SYS_USBPHY[17:16]). In
Host-only mode, USB frame acts as USB host. USB frame can support high-speed, full-speed and low-
speed transfer. In Device-only mode, USB frame acts as USB device. USB frame supports high-speed
and full-speed transfer. In ID-dependent mode, USB frame can be USB Host or USB device depends
on USB_ID pin state. In OTG device mode, the role of USB frame depends on the definition of OTG
specification. USB frame supports high-speed and full-speed transfer when OTG device acts as a
peripheral.

6.36.2 Features
Built in USB PHY
Configurable to operate as:
- Host-only
- Device-only

- ID-dependent: The role of USB frame is only dependent on USB_ID pin value--as USB
Host (USB_ID pin is low) or USB Device (USB_ID pin is high). Not support HNP or
SRP protocol.

- OTG device: dependent on USB_ID pin status to be A-device (USB_ID pin is low) or
B-device (USB_ID pin is high). Support HNP and SRP protocols.
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6.37 CRC Controller (CRC)

6.37.1 Overview

The Cyclic Redundancy Check (CRC) generator can perform CRC calculation with four common
polynomials CRC-CCITT, CRC-8, CRC-16, and CRC-32 settings.
6.37.2 Features

® Supports four common polynomials CRC-CCITT, CRC-8, CRC-16, and CRC-32
- CRC-CCITT: X¥*®+ X2+ X5+ 1
- CRC-8: X8+ X2+ X+1
- CRC-16: X¥® + X5+ X2+ 1
- CRC-32: X32+ X26 + X23+X22+ X16 +X12 + X11 + XlO + X8 + X7+X5 + X4+ X2+X +1
Programmable seed value
Supports programmable order reverse setting for input data and CRC checksum
Supports programmable 1’s complement setting for input data and CRC checksum
Supports 8/16/32-bit of data width

- 8-bit write mode: 1-AHB clock cycle operation

- 16-bit write mode: 2-AHB clock cycle operation
- 32-bit write mode: 4-AHB clock cycle operation

® Supports using PDMA to write data to perform CRC operation
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6.38 Cryptographic Accelerator (CRYPTO)

6.38.1 Overview

The Crypto (Cryptographic Accelerator) includes a secure pseudo random number generator (PRNG)
core and supports AES, DES/TDES, SHA, HMAC and ECC algorithms.

The PRNG core supports 64 bits, 128 bits, 192 bits, and 256 bits random number generation.

The AES accelerator is an implementation fully compliant with the AES (Advance Encryption Standard)
encryption and decryption algorithm. The AES accelerator supports ECB, CBC, CFB, OFB, CTR, CBC-
CS1, CBC-CS2, and CBC-CS3 mode.

The DES/TDES accelerator is an implementation fully compliant with the DES and Triple DES
encryption/decryption algorithm. The DES/TDES accelerator supports ECB, CBC, CFB, OFB, and CTR
mode.

The SHA accelerator is an implementation fully compliant with the SHA-160, SHA-224, SHA-256, SHA-
384 and SHA-512 and corresponding HMAC algorithms.

The ECC accelerator is an implementation fully compliant with elliptic curve cryptography by using
polynomial basis in binary field and prime filed.

6.38.2 Features

® PRNG
- Supports 64 bits, 128 bits, 192 bits, and 256 bits random number generation
® AES

- Supports FIPS NIST 197
- Supports SP800-38A and addendum
- Supports 128, 192, and 256 bits key
- Supports both encryption and decryption
- Supports ECB, CBC, CFB, OFB, CTR, CBC-CS1, CBC-CS2, and CBC-CS3 mode
- Supports key expander
® DES
- Supports FIPS 46-3
- Supports both encryption and decryption
- Supports ECB, CBC, CFB, OFB, and CTR mode
® TDES
- Supports FIPS NIST 800-67
- Implemented according to the X9.52 standard
Supports two keys or three keys mode
Supports both encryption and decryption
Supports ECB, CBC, CFB, OFB, and CTR mode
® SHA
- Supports FIPS NIST 180, 180-2
- Supports SHA-160, SHA-224, SHA-256, SHA-384 and SHA-512
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® HMAC
- Supports FIPS NIST 180, 180-2

- Supports HMAC-SHA-160, HMAC-SHA-224, HMAC-SHA-256, HMAC-SHA-384 and
HMAC-SHA-512

® ECC
- Supports both prime field GF(p) and binary filed GF(2™)
- Supports NIST P-192, P-224, P-256, P-384 and P-521
- Supports NIST B-163, B-233, B-283, B-409 and B-571
- Supports NIST K-163, K-233, K-283, K-409 and K-571
- Supports point multiplication, addition and doubling operations in GF(p) and GF(2™)

- Supports modulus division, multiplication, addition and subtraction operations in GF(p)

Engine Mode M48xID/M487KMCAN M48xGC/M48xE8

PRNG [ ] {

AES [ ]

DES/TDES

SHA/HMAC SHA-160

SHA-224

SHA-256

SHA-384

SHA-512

ECC P-192/224/256

P-384/521

B-163/233

B-283/409/571

K-163/233

K-283/409/571

Curve25519

Side-channel attack
protection

Table 6.38-1 Crypto Features Comparison Table at Different Chip
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6.39 Camera Capture Interface Controller (CCAP)

6.39.1 Overview

The camera capture interface controller (CCAP) is designed to capture image data from a sensor. After
capturing or fetching image data, it processes the image data. Then, the embedded DMA controller will
move the data from the internal FIFO to system memory with AHB bus.

6.39.2 Features

CCIR601 & CCIR656 & 4-bit interfaces supported for connection to CMOS image sensor
YUV422 and RGB565 color format supported for data-in from CMOS sensor

YUV422, RGB565, RGB555 and Y-only color supported for packet data output.

Single interrupt source to interrupt controller from maskable interrupt source: Address
Match, Bus Master Transfer Error, Video Frame End

Embedded DMA controller supported to transfer data from internal FIFO to system
memory through AHB bus

CROP function supported to crop input image to the required size for digital application.
Frame rate scaling-down supported

Image scaling-down supported

Bit luma output with 8-bit threshold setting supported.
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6.40 Enhanced 12-bit Analog-to-Digital Converter (EADC)

6.40.1 Overview

The chip contains one or two 12-bit successive approximation analog-to-digital converter (SAR EADC
converter) with 16 external input channels and 3 internal channels. The EADCO/1 converter can be
started by software trigger, EPWMO/1 triggers, BPWMO/1 triggers, timer0~3 overflow pulse triggers,
ADINTO, ADINT1 interrupt EOC (End of conversion) pulse trigger and external pin (EADCO/1_ST) input

signal.

6.40.2 Features

Analog input voltage range: 0~ Vrer (Max to 3.6V)
Reference voltage from Vrer pin.
12-bit resolution and 10-bit accuracy is guaranteed

Up to 16 single-end analog external input channels or 8 pair differential analog input
channels

Up to 3 internal channels, they are band-gap voltage (Vec), temperature sensor (Vtemp),
and Battery power (Vear)

Four EADC interrupts (ADINTO0~3) with individual interrupt vector addresses for each
EADC

Maximum EADC clock frequency is 72 MHz for each EADC

Up to 5.14 MSPS conversion rate for each EADC at the same time
Configurable EADC internal sampling time for each EADC

12-bit, 10-bit, 8-bit, 6-bit configurable resolution for each EADC
Supports calibration and load calibration words capability for each EADC
Supports internal reference voltage Vrer: 1.6V, 2.0V, 2.5V, and 3.0V.
Supports three power saving modes:

- Deep Power-down mode

- Power-down mode

- Standby mode

Up to 19 sample modules

- Each of sample modules which is configurable for EADC converter channel
(EADCO0/1_CHO0~15) and trigger source for each EADC

- Sample module 16~18 is fixed for EADCOchannel 16, 17, 18 input sources as band-
gap voltage, temperature sensor, and battery power (Vear)

Double buffer for sample control logic module 0~3
Configurable sampling time for each sample module
Conversion results are held in 19 data registers with valid and overrun indicators
Any EADC conversion of each EADC can be started by:
-~ Write 1 to SWTRGn (EADCO0/1_SWTRG|n], n = 0~18)
- External pin EADCO0/1_ST
- Timer0~3 overflow pulse triggers
ADINTO and ADINTL1 interrupt EOC (End of conversion) pulse triggers
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- EPWM/BPWM triggers
® Supports PDMA transfer

® Conversion Result Monitor by Compare Mode

M48xID/M487KMCAN M48xGC/M48xE8

Number of EADC 1 2

Table 6.40-1 EADC Features Comparison Table
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6.41 Digital to Analog Converter (DAC)

6.41.1 Overview

The DAC module is a 12-bit, voltage output digital-to-analog converter. It can be configured to 12- or 8-
bit output mode and can be used in conjunction with the PDMA controller. The DAC integrates a voltage
output buffer that can be used to reduce output impendence and drive external loads directly without
having to add an external operational amplifier.

6.41.2 Features

Analog output voltage range: 0~AVop.

Supports 12- or 8-bit output mode.

Rail to rail settle time 6us.

Supports up to two 12-bit 1 MSPS voltage type DAC.

Reference voltage from internal reference voltage (INT_VREF), Vrer pin.

DAC maximum conversion updating rate 1 MSPS.

Supports voltage output buffer mode and bypass voltage output buffer mode.

Supports software and hardware trigger, including Timer0~3, EPWMO0, EPWM1, and
external trigger pin to start DAC conversion.

Supports PDMA mode.

Supports group mode of synchronized update capability for two DACs.
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6.42 Analog Comparator Controller (ACMP)

6.42.1 Overview

The chip provides two comparators. The comparator output is logic 1 when positive input is greater than
negative input; otherwise, the output is 0. Each comparator can be configured to generate an interrupt
when the comparator output value changes.

6.42.2 Features

® Analog input voltage range: O ~ AVpbp (voltage of AVop pin)
Up to two rail-to-rail analog comparators
Supports hysteresis function
- Supports programmable hysteresis window: OmV, 10mV, 20mV and 30mV
®  Supports wake-up function
® Supports programmable propagation speed and low power consumption
® Selectable input sources of positive input and negative input
® ACMPO supports:

- 4 multiplexed /O pins at positive sources:
& ACMPO_PO, ACMPO_P1, ACMPO_P2, or ACMPO_P3
- 4 negative sources:
& ACMPO N
€ Comparator Reference Voltage (CRV)
€ Internal band-gap voltage (VBG)
¢ DACO output (DACO_OUT)
® ACMP1 supports
- 4 multiplexed /O pins at positive sources:
¢ ACMP1_P0O, ACMP1_P1, ACMP1 P2, or ACMP1 P3
- 4 negative sources:
¢ ACMP1_N
€ Comparator Reference Voltage (CRV)
€ Internal band-gap voltage (VBG)
¢ DACO output (DACO_OUT)
Shares one ACMP interrupt vector for all comparators

Interrupts generated when compare results change (Interrupt event condition is
programmable)

Supports triggers for break events and cycle-by-cycle control for EPWM

Supports window compare mode and window latch mode

Feb 22, 2022 Page 400 of 525 Rev 3.03



NnuvoToN MA480 Series

...

6.43 OP Amplifier (OPA)

6.43.1 Overview

This device is equipped with three operational amplifiers. Users can enable each of them individually,
by their application purpose.One of these OP amplifier outputs is connected to ADC channel for
measurement requirement.The OP amplifier circuit also can be used in the application of Programmable
Gain Amplifier (PGA).

6.43.2 Features

Analog input voltage range: 0~Vop.

Supports up to 3 operator amplifiers.

Supports to use Schmitt trigger buffer output for simple comparator function.

Supports to Schmitt trigger buffer output interrupts.

Feb 22, 2022 Page 401 of 525 Rev 3.03



NnuvoToN MA480 Series

6.44 Peripherals Interconnection

6.44.1 Overview

Some peripherals have interconnections which allow autonomous communication or synchronous action
between peripherals without needing to involve the CPU. Peripherals interact without CPU saves CPU
resources, reduces power consumption, operates with no software latency and fast responds.

6.44.2 Peripherals Interconnect Matrix Table

Destination
Source
BPWM DAC |EADC |ECAP EPWM [HIRC [IRCTRIM HIRC48M |TIMERPWM QEI
ACMP = o S ° 3 = = - 3.6
BOD - - - - 3 3
BPWM 4 1 - 4
Clock Fail - - - - 3 3
CPU Lockup - - - - 3 3
EADC - S = - 3
EPWM 4 1 1 - 4
IRCTRIM - = 5 - - 2 2
LIRC - = 5 - 6
LXT - - . - - 2
QEl - - - 8 -
SRAM = - 5 - 3 3
TIMERPWM 5 1 1 - 5 7 9
USB11Device - - - - - - 2

Table 6.44-1 Peripherals Interconnect Matrix table

6.44.3 Functional Description
6.44.3.1 From EPWM, TIMER to EADC/DAC

EPWM Trigger EADC Conversion
EPWM can be one of the EADC conversion trigger source.

Setting the EADC external hardware trigger input source from EPWM trigger is described in TRM section
6.40.5.8.

EPWM Trigger DAC Conversion
EPWM can also be used to trigger DAC conversion.

Setting the DAC hardware trigger input source from EPWM trigger is described in TRM section 6.41.5.6.
The detailed EPWM trigger conditions are described in TRM section 6.12.5.27.

BPWM Trigger EADC Conversion
BPWM can be one of the EADC conversion trigger source.
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Setting the EADC external hardware trigger input source from BPWM trigger is described in TRM section
6.40.5.8.

The detailed BPWM trigger conditions are described in TRM section 6.13.5.16.

Timer Trigger EADC Conversion

Timer0 ~ Timer3 can be one of the EADC conversion trigger source. When timer counter value matches
the timer compared value or when the TMx_EXT pin edge transition meets setting, timer will trigger the
ADC to start the conversion.

Setting the EADC external hardware trigger input source from timer trigger is described in TRM section
6.40.5.9.

Timer Trigger DAC Conversion
Setting the DAC hardware trigger input source from TIMER trigger is described in TRM section 6.41.5.6.

The detailed Timer trigger conditions are described in TRM section 6.8.5.10.

6.44.3.2 From LXT and USB 1.1 Device to HIRC TRIM & RC 48 MHz

Use LXT or USB Synchronous Mode to System Auto-trim HIRC Circuit

This chip supports auto-trim function: the HIRC trim (12 MHz RC oscillator) and RC 48 MHz oscillator,
according to the accurate external 32.768 kHz crystal oscillator or internal USB synchronous mode,
automatically gets accurate output frequency, 0.25 % deviation within all temperature ranges.

The detail of HIRC trim setting is described in section 6.2.9
6.44.3.3 From ACMP, BOD, Clock Fail, SRAM Parity Error and CPU Lockup to EPWM/ TIMERPWM

EPWM Brake Source

EPWM brake source can be ACMPO0/1_O output signal or EADC result monitor or several different
system fail conditions include clock fail, Brown-out detect, and Core lockup and SRAM Parity Error.
When system fault, EPWM brake signal generated, EPWM output will be set to protect the power switch
controlled by EPWM.

The detailed setting of EPWM brake function is described in TRM section 6.12.5.23.

TIMERPWM Brake Source

TIMERPWM brake source can be ACMPO/1_O output signal or several different system fail conditions
include clock fail, Brown-out detect, and Core lockup and SRAM Parity Error. When system fault, EPWM
brake signal generated, EPWM output will be set to protect the power switch controlled by EPWM.

The detailed setting of TIMERPWM brake function is described in TRM section 6.8.6.17.

6.44.3.4 From EPWM/ BPWM to EPWM/ BPWM

EPWM Svynchronous Start Function

Select synchronous source from EPWMO or EPWM1 or BPWMO or BPWM1, and select EPWM
channels. The chosen EPWM channels will start counting at the same time once the synchronous start
function is enabled and CNTSEN(EPWM_SSTRG[0]) is set.

The detailed setting of EPWM synchronous start function is described in TRM section 6.12.5.19.
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BPWM Synchronous Start Function

Select synchronous source from EPWMO or EPWM1 or BPWMO or BPWM1, and select BPWM
channels. The chosen BPWM channels will start counting at the same time once the synchronous start
function is enabled and CNTSEN(BPWM_SSTRG[0]) is set.

The detailed setting of BPWM synchronous start function is described in TRM section 6.13.5.11.

6.44.3.5 From TIMER to EPWM/BPWM

Timer Generates Trigger Pulses as EPWM External Clock Source
Timer0 ~ Timer3 can generates trigger pules as EPWM/BPWM external clock source.

When timer counter value matches the timer compared value or when the TMx_EXT pin edge transition
meets setting, timer can generate a trigger pulse by setting described in TRM section 6.8.5.10.

The setting of EPWM/BPWM clock source are described in TRM section 6.13.3/6.12.3.

6.44.3.6 From ACMP and LIRC to Timer Capture Function

Measure the Time Interval of ACMPO/1 Output Signal or LIRC Clock Speed

Sets the timer capture source from ACMPO/1 output signal or LIRC clock and measures the time interval
of the signal by using timer capture function. Users can use the results of time interval to trim LIRC
through software or to get the ACMPO/1 output pulse width.

The detail of time capture function setting is described in TRM section 6.8.5.8 and 6.8.5.9.
6.44.3.7 From Timer0/2 to Timerl/3

Inter-Timer Trigger Capture Mode

Timer0/2 will be forced in event counting mode, counting with external event, and will generate an
internal signal (INTR_TMR_TRG) to trigger Timer1/3 start or stop counting. The Timer1/3 will be forced
in capture mode and start/stop trigger-counting by Timer0/2 counter status.

The detall of inter-timer trigger capture mode is described in TRM section 6.8.5.11.

6.44.3.8 From QEI to ECAP

ECAP Input Noise Filter

The architecture of ECAP input noise filter is similar to that one used for QEI. With 6 sampling-rate
options, it supports a wide range of filtering noise, the duration of filtered noise and the duration of the
signal that is guaranteed to be sampled.

The detailed setting of modulation is described in TRM section 6.14.5.1.
6.44.3.9 From TIMER to QEI

TIMER TIF Event to QEI

When QEI bit HOLDCNT(QEI_CTL[24]) set, the CNT(QEI_CNT[31:0]) content will be captured into QEI
Counter Hold Register CNTHOLD(QEI_CNTHOLDI[31:0]), the data will be held until the next HOLDCNT
(QEI_CTL[24]) trigger comes. The bit HOLDCNT can be set by writing 1 to it or the rising edge of timers
interrupt flags TIF (TIMERX_INTSTS|[0])The detailed setting of modulation is described in TRM section
6.14.5.11.

The detailed setting of modulation is described in TRM section 6.8.5.1.
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7 APPLICATION CIRCUIT

7.1 Power Supply Scheme with External Vger

{ =30z
EXT_PWR i 1uF+0.1uF+0,01ul
- A\ . O —O—O-
\X ! "™ AVDD as close to LDO as possible
I VDD O - b
m EXTLPWR
&——C) AVSS
{ 10uF
B o LDO_CAP
%Z.ZUF
VSS O
| to VREF T l
as[lose fo the EXT_PWR as possible ascoselo ¥ ———————?—S——E?—s—s—l——'?
L=30Z
4 S (550) 2.2uF+1uF+4 I(MéF
; >—o—o VREF
i VBAT as close to VBAT as posgible
N N T
L) AN T 10uF+0.1uF e
o oo .I l l &) AVSS L 0.1uF
l=30z vss @ I
as close to VDD as possmle VDDIO as close to VDDIO as popsible
AR £)VDD = Lo
0.1uF*N 0.1uF
2\ I S M e .
\} N, e
EXT_VSS - v ¥ . EXT_VSS

Note: Total capacitance of LDO_CAP pin is 2.2uF.
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7.2 Power Supply Scheme with Internal Vrer

as close to AVDD as possible
""" =30z
EXT_PWR (659) 1uF+0.1uF+0, C15
- A\ P
\\ AVDD as close to LDO as possible
VDD @ & - R
1l RE
<) AVss
— ——10uF
,!—'30,2 ,,,,,,,,,,,,,,,,,,,,,,,,,,, 4 LDO_CAP
vss %Z.ZUF
asflose o the EXT_PWR as possible as olose to VREF as possible
| | @—m&) VREF
| I VBAT as close to VBAT as posgible
L) AN 10uF+0AuF 0AUF | e
| i\»lﬁ —=O) AVSS L 0.1uF
VSS O
as close to VDD as pOSSIbIe VDDIO, as close to VDDIO as popsible
e e
0.1uF*N 0.1uF
\\ I @VSS Vss O _I
EXT VSS 3 e e EXT_VSS

Note: Total capacitance of LDO_CAP pin is 2.2uF.
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7.3 Power Supply Scheme with Vgrer and External RTC with Battery Power

EXT_PWR
Peripheral 14
EXT_PWR W\ R 4}
N | L=30Z
! reo (3
.;—Hmrqm_@ AVoo
I 4.7k
i n 47K ﬂ e I}B:anery
; st (bl " v Power
|
‘ O we
v
L Loz 1uF+0.1uF+Q.01uF e pe T
as close to AVDD as possible K External RTC  L=30Z)
{L=30z ] (63%)
! Voo (S—e—e
-+ i
1' ‘} ’_‘qum_@ VREF }
| i | |
(P S | |
T~ —— ! 10uF+0.1uF | |
| | |
| ] | Vss O i @ ‘
| —— 1 | 0.1uF+4.7uF =302
| 2 2.2uF+1uF +470pF —Doooo_ __=ToE ’
as closq to the EX[_PWR as possible RN ,-asdoselo Vopas possible___
as close to VREF as possible | L=s0z {
VoDIO (SH——e .
1
,,,,,,,,,,, 1
/ : 1
i r-@ LDO_CAP as close to VDDIO as possible
| 1
! | |
! 1 V.
I ss A4
T RN
| . L 0.1uF L=30Z__,/
V. R S S S ————
i o) | © v v =302 )
| L2302 2.2uF"N|
Lo ! HsUsB_VDD33 (= ey
_as close to LDO as possible
i L= ) HSUSB_VDD12_CAP
| L=30z | _vop12_cap (= ‘ |
4y |
+——=5) Voo Hsuss VRES (=
1
il
Ti "
A\ )
N\ =) Ves House.ves @ I EXT_VSS
EXT_VSS ) g 14N - —
=30z ) 1uF  0.1uF e
" =307 __ ;
as close to VDD as possible as close to ASUSB_VDD33 as possible

Note: Total capacitance of LDO_CAP pin is 2.2uF.
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7.4 Power Supply Scheme with Vgrer and Internal RTC with Battery Power

as close to AVDD as possible
(l=soz )
EXT_PWR | 1uF+0.1uF+0,01u
- A\ i O —0-
\\ ; ™ * AVDD as close to LDO as possible
i VDD @ ~ ‘\
m EXT|LPWR
&——C) AVSS
! ——10uF
B g LDO_CAP
lZ.ZuF
vss ® |
asklose P the EXT_PWR as possible ,E—'r?—g?ﬁ?——t?——— BEE?EE?—S——S@?
L=30Z
I [b’mj] 2.2uF+1uF+470pF
i —0—o é VREF
| | VBAT as close to VBAT as posgble
by A= 27T
) = ~—— | 10uF+0.1uF (o—r—e PY
.I l l &) AVSS L 0.1uF (%
,,,,,,, L=30Z . VSS 6 I
""" EXT_Battery
as close to VDD as poff'ﬂ? VDDIO as close to VDDIO as popsible
—— " &
0.1uF*N ‘L 0.1uF
\ VSS VSS
T X Lo = -I s

Note: Total capacitance of LDO_CAP pin is 2.2uF.
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7.5 Peripheral Application Scheme

M480 Series

SC_PWR Q-—»T

?

/ \

/ |

|

|

! |

! |
I

I

|

|

|

DVCC
USB Full Speed sV
OTG Slot  Power Switch
(OTG Host) HsusB_vDD33 () ~®..
. 0.1uF! ;
g BY =
‘ — {0 USB_VBUS Power Switch =
[ b (1) USB_D- (OTG Host)
— =280 usB D+ N
() USB_ID HSUsSB_VBUS () | —
— j_ HSUSB_D- () | USB High Speed
HsusB_D+ (O [
= DVCC HSUSB_ID O — OTG S|Ot
HSUSB_VRES (O ¢ [
HSUSB_VDD12_CAP (= j__
100K 100K| HSUSB_VSS (Ot E 200 -
| i i 1uF
l O Vop — -
() ICE_DAT T 4
SWD () ICE_CLK ) = pvee
Interface O meseT M480 Series _?
O vss spi_ss O cs Voo )
spi_cLk O CLK SPI Device
SPI_MISO () MISO
SPI_MoSI () MOSI Vss j_
pvce =
DVCC
47K | | 4.7K |
12c_scL () CLK Vop .
I°C Device
12C_SDA () DIO Vss _-l_
DVCC L

Reset gg—gf; 8 Smart Card Slot
Circuit 10K SC_DAT
r i (O nRESET sc_ncp O a=l
| \310uF/10V CAN Transceiver ODB Port
q CAN_TX (O D CAN_H
= CAN_RX (O R CAN_L CAN
i ‘%_-O LDO_CAP
LDO - 2.2uF
I RS 232 Transceiver PC COM Port
64K x 16_b“= UART_RXD () ROUT RIN
LATCH
SRAM UART_TXD (O TIN  TOUT UART
Addr[15:0] [=—f Q D fe—
En f=t==) EBI_ALE
nCE () EBI_nCS Audio codec
EBI nOE ) EBI_nRD el L :[]:| Line In
s
nWE 0 EBI_nWR , 4 | NaussL2s
nLB (O EBI_nWRL e~ :‘:]:| Line Out
nuB 0 EBI_nWRH
Data[15:0] {———————@-—_) EBI_AD[15:0]
Note 1: USB_ID, HSUSB _ID could be floating using USB or USB HS without OTG.
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Note 2: It is recommended to use 100 kQ pull-up resistor on both ICE_DAT and ICE_CLK pin.
Note 3: It is recommended to use 10 kQ pull-up resistor and 10 uF capacitor on NnRESET pin.
Note 4: Total capacitance of LDO_CAP pin is 2.2ufF.
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8 ELECTRICAL CHARACTERISTICS FOR M48XID/M487KMCAN
8.1 Absolute Maximum Ratings

8.1.1 Voltage Characteristics

Parameter Symbol Min Max Unit
Vpp-Vss[*1] DC Power Supply -0.3 4 Y
Vopio-Vss Vbpio Power Supply -0.3 4 \%
|Voox — Voo| Variations between different power pins 50 mV
Voo —AVpp| Allowed voltage difference for Vpp and AVpp 50 mV
[Vssx - Vss| Variations between different ground pins 50 mV
|Vss - AVss| Allowed voltage difference for Vss and AVss 50 mV
Input Voltage on 5V-tolerance GPIO 5.5 Y
Vin Input Voltage on RTC domain (PF.6 ~ PF.11) Voo \%
Input Voltage on any other pin[*2] Vob \%
Note:
1. All main power (Vpp, AVpp) and ground (Vss, AVss) pins must always be connected to the external power supply, in
the permitted range.
2. Non 5V-tolerance PIN: PA.8 ~ 15; PB.0 ~ 15; PD.10, 11, 12; PF.2, 3, 4, 5; All USB High Speed PIN and nRESET
PIN.

Table 8.1-1 Voltage Characteristics

8.1.2 Current Characteristics

Symbol Parameter Min Max Unit
lop Maximum Current into Vpp 200
lobio Maximum Current into Vppio 100
lss Maximum Current out of Vss 100
Maximum Current sunk by a I/O Pin 20 mA
Maximum Current Sourced by a I/0O Pin 20
o Maximum Current Sunk by Total I/O Pins 100
Maximum Current Sourced by Total I/O Pins 100

Table 8.1-2 Current Characteristics

8.1.3 Thermal Characteristics
The average junction temperature can be calculated by using the following equation:
Ty=Ta+(Pp x@;a)

® TA = ambient temperature (°C)

® 0;a =thermal resistance junction-ambient (°C/Watt)

® Pp =sum of internal and I/O power dissipation
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Symbol Description Min Typ Max Unit
Operating ambient temperature (M48xID) -40 - 105
T
A Operating ambient temperature -40 ) 85
(M487KMCAN)
°C
Ty Operating junction temperature -40 - 125
TsT Storage temperature -65 - 150
Thermal resistance junction-ambient 396 °C/Watt
33-pin QFN(5x5 mm) '
Thermal resistance junction-ambient 60 °C/Watt
48-pin LQFP(7x7 mm)
Thermal resistance junction-ambient 58 °C/Watt
64-pin LQFP(7x7 mm)
Thermal resistance junction-ambient 385 °C/Watt
128-pin LQFP(14x14 mm) '
Note:
1. Determined according to JESD51-2 Integrated Circuits Thermal Test Method Environment Conditions

Table 8.1-3 Thermal Characteristics

8.1.4 EMC Characteristics

8.1.4.1 Electrostatic discharge (ESD)

For the Nuvoton MCU products, there are ESD protection circuits which built into chips to avoid any
damage that can be caused by typical levels of ESD.

8.1.4.2 Static latchup
Two complementary static tests are required on six parts to assess the latchup
performance:

® A supply overvoltage is applied to each power supply pin

® A current injection is applied to each input, output and configurable I/O pin

8.1.4.3 Electrical fast transients (EFT)

In some application circuit compoment will produce fast and narrow high-frequency trasnients bursts of
narrow high-frequency transients on the power distribution system..

® Inductive loads:
- Relays, switch contactors
- Heavy-duty motors when de-energized etc.

The fast transient immunity requirements for electronic products are defined in IEC 61000-4-4 by
International ElectrotechnicalCommission (IEC).
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Symbol Parameter Conditions E N Unit
Value
1. Fast transient voltage burst limits to be Vpp = 3.3V, LQFP144, Tp = +25
applied through 100 pF + 47uF on Vpp and Vss °C, fuck = 160 MHz
Verrs pins to induce a functional disturbance 4.4 KV
2. to be applied through 2.2uF on LDO_Pin
and Vss pins
Table 8.1-4 EMS Characteristics
Symbol Ratings Conditions bl Unit
Value
Electrostatic discharge voltage (human o "
VESD(HBM)  [body model) g ge ( Ta=+25°C 164
kv
Electrostatic discharge voltage (charge o "
VESD(CDM) |gevice model) ’ ge (charg Ta=+25°C 0.5
Note:
1. Guaranteed by characterization results, not tested in production.
Table 8.1-5 ESD Characteristics
Symbol Parameter Conditions Value Unit
LU Static latch-up class Tao=+25°C 400mA mA
Note:
1. Guaranteed by characterization results, not tested in production.

Table 8.1-6 Electrical Characteristics

8.1.5 Package Moisture Sensitivity(MSL)
The MSL rating of an IC determines its floor life before the board mounting once its dry bag has been

opened. All Nuvoton surface mount chips have a moisture level classification. The information is also
displayed on the bag packing.

Pacakge MSL
33-pin QFN(5x5 mm) ['Y MSL 3
48-pin LQFP(7x7 mm) [ MSL 3
64-pin LQFP(7x7 mm) 'Y MSL 3
128-pin LQFP(14x14 mm) ['Y MSL 3
144-pin LQFP(20x20mm) 'Y MSL 3
Note:
1. Determined according to IPC/JEDEC J-STD-020

Table 8.1-7 Package Moisture Sensitivity(MSL)
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8.1.6 Soldering Profile

TEMPERATURE
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| = o |
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|
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-— MAX 8min —>
Figure 8.1-8 Soldering Profile From J-STD-020C
Porfile Feature Pb Free Package
Average ramp-up rate (217°C to peak) 3°C/sec. max
Preheat temperature 150°C ~200°C 60 sec. to 120 sec.
Temperature maintained above 217°C 60 sec. to 150 sec.
Time with 5°C of actual peak temperature > 30 sec.
Peak temperature range 260°C
Ramp-down rate 6°C/sec ax.
Time 25°C to peak temperature 8 min. max
Note:
1. Determined according to J-STD-020C

Table 8.1-9 Soldering Profile
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8.2 General Operating Conditions
(Vop-Vss = 1.8 ~ 3.6V, Ta = 25°C, HCLK = 192 MHz unless otherwise specified.)

Symbol Parameter Conditions Min Typ Max Unit
fHCLK Internal AHB clock frequency 192 MHz
Vob Operation Voltage (M48xID) 1.8 3.6
Vb Operation Voltage (M487KMCAN) 2.7 3.6
AVpp Analog Operation Voltage Vop

Y,
Vobio Power supply for PA.O ~ 5 1.8 3.6
Vipo LDO Output Voltage 1.26
S Band-gap Voltage Vpp=1.8V~3.6V 1.17 1.23
Cioo I;;ao Output capacitance on each 29 UE
VDD bypass CAP = 0.1uF, ) 617 }
LDO_CAP =2.2uF
InRush current on voltage regulator
lrusn[*1]  |power-on (POR or wakeup from VDD closed to LDO_CAP pin mA
Standby) bypass CAP = 10uF; others VDD ) 450 )
bypass CAP = 0.1uF, LDO_CAP
=2.2uF
Vpp rise time rate 10 -
BOD Disabled, LVR Enabled[*2] 400 -
tvoo BOD Disabled, LVR Enabled[*3] 500 us/V
Vpp fall time rate
BOD 1.6V Enabled 80
BOD 3.0V Enabled 80

Note:
1. Guaranteed by design, not tested in production
2. LVRin active mode
3. LVRin low power mode
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8.3 DC Electrical Characteristics

8.3.1 Typical Current Consumption(M487xID)
® ALL GPIO pins are in push pull mode, output high.
® | DO=1.26V

®  The maximum values are obtained for Voo = 3.6 V and maximum ambient temperature (T»), and
the typical values for Ta= 25 °C and Voo = 3.3 V unless otherwise specified.

Vob = AVbp = Vbbio
When the peripherals are enabled HCLK is the system clock, fpciko, 1 = fHeLk/2.

Program run while(1){} from Flash.

Typ
Symbol Conditions Phrenrz HXT/LXT HIRC/LIRC PLL Unit
Ta=25°C

192 MHz 12 MHz - \Y 34.00

160 MHz 12 MHz - \ 28.76

144 MHz 12 MHz - \% 26.00

120 MHz 12 MHz - \Y 22.21

12 MHz 12 MHz - - 3.49
Normal Run, executed from Flash,

Voo = 3.3V, all peripherals disable| 192 MHz - 12 MHz v 33.29

160 MHz - 12 MHz V 28.11

144 MHz - 12 MHz vV 25.51

120 MHz - 12 MHz V 21.59

12 MHz - 12 MHz - 2.98

32.768 kHz 32.768 kHz - - 0.57

10 kHz - 10 kHz - 0.57

IpD 192 MHz - 12 MHz \% 70.05 mA

160 MHz - 12 MHz \% 58.99

144 MHz - 12 MHz \% 53.43

120 MHz - 12 MHz \% 45.04

12 MHz - 12 MHz - 5.60

Normal run, External clock, 192 MHz 12 MHz - \V] 70.70
executed from Flash, Vpp = 3.3V,

all peripherals enabled 160 MHz 12 MHz - \% 60.41

144 MHz 12 MHz - \Y 53.75

120 MHz 12 MHz - \ 46.04

12 MHz 12 MHz - - 5.85

32.768 kHz 32.768 kHz - - 0.58

10 kHz - 10 kHz - 0.57

Table 8.3-1 Current Consumption in Normal Run Mode
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Typ

Symbol Conditions B HXT/LXT HIRC/LIRC | PLL Unit

Ta=25°C
192 MHz 12 MHz - \% 10.32
160 MHz 12 MHz - \% 8.95
144 MHz 12 MHz - \% 8.23
120 MHz 12 MHz - \% 7.23
12 MHz 12 MHz - - 1.98
Idle mode, executed from Flash,
Voo = 3.3V, all peripherals disable] 192 MHz - 12 MHz v 9.76
160 MHz - 12 MHz \ 8.40
144 MHz - 12 MHz v 7.72
120 MHz - 12 MHz \ 6.70
12 MHz - 12 MHz - 1.47
32.768 kHz 32.768 kHz - - 0.57
10 kHz - 10 kHz - 0.57
loo 192 MHz - 12 MHz \Y, 49.64 mA
160 MHz - 12 MHz \Y 41.82
144 MHz - 12 MHz \Y 37.89
120 MHz - 12 MHz \% 31.96
12 MHz - 12 MHz - 4.03
Idle  mode, External clock, 192 MHz 12 MHz - \Y 50.36
executed from Flash, Vpp = 3.3V,
all peripherals enabled 160 MHz 12 MHz - \% 42.75
144 MHz 12 MHz - \% 38.29
120 MHz 12 MHz - \% 32.70
12 MHz 12 MHz - - 4.52
32.768 kHz 32.768 kHz - - 0.58
10 kHz - 10 kHz - 0.57
Table 8.3-2 Current Consumption in Idle Mode
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Typ

Symbol Conditions LXT LIRC PLL Unit
Ta=25°C
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Fast wake-up Power-down mode, Vpp = 3.3V, all peripherals
. - - - 0.49
disabled
Fast wake-up Power-down mode, Vpp = 3.3V, v ) } 0.49
RTC/WDT/Timer/UART enable '
Ipo_Fwpp mA
Fast wake-up Power-down mode, Vpp = 3.3V, RTC/WDT/Timer ) v ) 0.49
enable '
Fast wake-up Power-down mode, Vpp = 3.3V, WDT/Timer use LIRC, v v ) 0.49
RTC/UART use LXT )
Power-down mode, Vpp = 3.3V, all peripherals disabled - - - 0.37
Power-down mode, Vpp = 3.3V, RTC/WDT/Timer/UART enable \Y, - - 0.37
Ipo_po mA
Power-down mode, Vpp = 3.3V, RTC/WDT/Timer use LIRCT - \% - 0.37
Power-down mode, Vpp = 3.3V, WDT/Timer use LIRC, RTC/UART
\Y \Y - 0.37
use LX
Low leakage Power-down mode, Vpp = 3.3V, all peripherals disabled - - - 0.14
Low leakage Power-down mode, Vpp = 3.3V, v ) } 037
RTC/WDT/Timer/UART enable '
Iop_LLeo mA
Low leakage Power-down mode, Vpp = 3.3V, RTC/WDT/Timer ) v } 037
enable '
Low leakage Power-down mode, Vpp = 3.3V, WDT/Timer use v v ) 0.37
LIRC, RTC/UART use LX ’
Standby Power-down mode(SPDO0), Vpp = 3.3V, all peripherals
; - - - 0.04
disabled
oo spDo Standby Power-down mode(SPDO0), Vpp = 3.3V, RTC enable \% - - 0.04 mA
Standby Power-down mode(SPDO0), Vpp = 3.3V, RTC enable - \% - 0.04
Standby Power-down mode(SPD1), Vpp = 3.3V, all peripherals
; - - - 0.03
disabled
lop_sPp1 Standby Power-down mode(SPD1), Vpp = 3.3V, RTC enable \% - - 0.03 mA
Standby Power-down mode(SPD1), Vpp = 3.3V, RTC enable - \% - 0.03
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Ioo_opo | Deep Power-down mode(DPD), Vpp = 3.3V, all peripherals disabled - - - 0.95 UuA

Note:
1. Vop = AVpp = Vppio = 3.3V

Table 8.3-3 Chip Current Consumption in Power-down Mode

8.3.2 Typical Current Consumption(M487KMCAN)

Normal Run Mode (CPU Normal Run that executed code from SPI Flash thru SPIM)
® ALL GPIO pins are in push pull mode, output high.

[ ) LDO =1.26V

® The maximum values are obtained for Vop = 3.6 V and maximum ambient temperature (Ta), and
the typical values for Ta= 25 °C and Vop = 3.3 V unless otherwise specified.

Vbp = AVbbp = Vbbio
When the peripherals are enabled HCLK is the system clock, fecLko, 1 = fHeLk/2.

Program run while(1){} from SPI Flash.

Typ
Symbol Conditions Frck HXT/LXT HIRC/LIRC | PLL Unit
Ta=25°C
192 MHz 12 MHz - \% 50.1
160 MHz 12 MHz - \Y 42.2
144 MHz 12 MHz - \% 38.3
Normal Run, executed from SPI
Flash, Voo = 3.3V, all peripherals| 120 MHz 12 MHz - v 33.2
disable 192 MHz - 12 MHz v 50.1
160 MHz - 12 MHz \Y 42.2
144 MHz - 12 MHz \Y 38.3
120 MHz - 12 MHz \Y 33.2
'oD 192 MHz - 12 MHz v 72.5 mA
160 MHz - 12 MHz \% 60.9
144 MHz - 12 MHz \% 55.1
Normal run, External clock, 120 MHz - 12 MHz \J 47.3
executed from SPI Flash, Vpp =
3.3V, all peripherals enabled 192 MHz 12 MHz - \% 72.3
160 MHz 12 MHz - \Y 60.7
144 MHz 12 MHz - \Y 54.9
120 MHz 12 MHz - \% 47.1

Table 8.3-4 Current Consumption in Normal Run Mode (Cache-on)
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Typ
Symbol Conditions FHCLK HXT/LXT HIRC/LIRC PLL Unit
Ta=25°C
192 MHz 12 MHz - \Y 355
160 MHz 12 MHz - \Y 30.3
144 MHz 12 MHz - \% 27.7
Normal Run, executed from SPI
Flash, Voo = 3.3V, all peripherals| 120 MHz 12 MHz - v 24.8
disable 192 MHz - 12 MHz Vv 35.5
160 MHz - 12 MHz \Y 30.3
144 MHz - 12 MHz \Y 27.7
120 MHz - 12 MHz \Y 24.8
'oD 192 MHz - 12 MHz v 57.7 mA
160 MHz - 12 MHz \Y 48.9
144 MHz - 12 MHz \% 44.4
Normal run, External clock, 120 MHz - 12 MHz \Y 38.6
executed from SPI Flash, Vpp =
3.3V, all peripherals enabled 192 MHz 12 MHz - \% 57.4
160 MHz 12 MHz - \Y 48.5
144 MHz 12 MHz - \% 44.1
120 MHz 12 MHz - \% 38.4
Table 8.3-5 Current Consumption in Normal Run Mode (Cache-off)
Typ
Symbol Conditions Fmz HXT/LXT HIRC/LIRC PLL Unit
Ta=25°C
192 MHz 12 MHz - \Y 26.7
160 MHz 12 MHz - \% 22.6
144 MHz 12 MHz - \Y 20.5
Idle mode, executed from SPI
Flash, Vop = 3.3V, all peripherals| 120 MHz 12 MHz - v 18.4
disable 192 MHz - 12 MHz v 26.7
160 MHz - 12 MHz \Y 22.6
144 MHz - 12 MHz \Y 20.5
loo mA
120 MHz - 12 MHz \Y 18.4
192 MHz - 12 MHz \Y 51.7
160 MHz - 12 MHz \Y 43.5
Idle  mode, External clock, 144 MHz - 12 MHz \Y 39.4
executed from SPI Flash, Vpp =
3.3V, all peripherals enabled 120 MHz - 12 MHz \% 34.1
192 MHz 12 MHz - \Y 51.3
160 MHz 12 MHz - \% 431
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144 MHz 12 MHz - 39.0
120 MHz 12 MHz - Vv 33.7

Table 8.3-6 Current Consumption in Idle Mode (Cache-on)

Idle Mode (CPU Keeps in Idle Mode that executed code from SPI Flash thru SPIM and SPI Flash enters

the Standby by /CS pin = High)

Typ
Symbol Conditions Phrenrz HXT/LXT HIRC/LIRC PLL Unit
Tpa=25°C

192 MHz 12 MHz - \% 13.98

160 MHz 12 MHz - \Y 11.98

144 MHz 12 MHz - Y 10.98

Idle mode, executed from Flash, 120 MHz 12 MHz - \Vi 10.43
Vpp = 3.3V, all peripherals disable

192 MHz - 12 MHz \ 13.98

160 MHz - 12 MHz \ 11.98

144 MHz - 12 MHz \ 10.98

120 MHz - 12 MHz \ 10.44

IDD 192 MHz - 12 MHz \% 39.17 mA

160 MHz - 12 MHz \% 32.97

144 MHz - 12 MHz \% 29.87

Idle  mode, External clock, 120 MHz - 12 MHz \Y, 26.16
executed from Flash, Vpp = 3.3V,

all peripherals enabled 192 MHz 12 MHz - \% 38.71

160 MHz 12 MHz - \% 32.49

144 MHz 12 MHz - \% 29.41

120 MHz 12 MHz - \Y 25.68

Table 8.3-7 Current Consumption in Idle Mode (Cache-off)

Power-down Mode (CPU runs the Power-down Mode that executed code from embedded Flash after
SPI Flash entered the power-down by the Power-down command (BSh))

Typ
Symbol Conditions LXT LIRC PLL Unit
Ta=25°C
Fast wake-up Power-down mode, Vpp = 3.3V, all peripherals ) ) ) 0.49
disabled '
Ipo_Fwpp mA
Fast wake-up Power-down mode, Vpp = 3.3V, v ) ) 0.49
RTC/WDT/Timer/UART enable '
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Fast wake-up Power-down mode, Vpp = 3.3V, RTC/WDT/Timer ) v ) 0.49
enable '
Fast wake-up Power-down mode, Vpp = 3.3V, WDT/Timer use LIRC, v v ) 0.49
RTC/UART use LXT )
Power-down mode, Vpp = 3.3V, all peripherals disabled - - - 0.37
Power-down mode, Vpp = 3.3V, RTC/WDT/Timer/UART enable \ - - 0.37
Iob_po mA
Power-down mode, Vpp = 3.3V, RTC/WDT/Timer use LIRCT - \% - 0.37
Power-down mode, Vpp = 3.3V, WDT/Timer use LIRC, RTC/UART
\Y \Y - 0.37
use LX
Low leakage Power-down mode, Vpp = 3.3V, all peripherals disabled - - - 0.14
Low leakage Power-down mode, Vpp = 3.3V, v ) ) 037
RTC/WDT/Timer/UART enable '
Iop_LLeo mA
Low leakage Power-down mode, Vpp = 3.3V, RTC/WDT/Timer ) v } 037
enable '
Low leakage Power-down mode, Vpp = 3.3V, WDT/Timer use v v ) 0.37
LIRC, RTC/UART use LX '
Standby Power-down mode(SPDO0), Vpp = 3.3V, all peripherals
; - - - 0.04
disabled
oo spDo Standby Power-down mode(SPDO0), Vpp = 3.3V, RTC enable \% - - 0.04 mA
Standby Power-down mode(SPDO0), Vpp = 3.3V, RTC enable - \% - 0.04
Standby Power-down mode(SPD1), Vpp = 3.3V, all peripherals
; - - - 0.04
disabled
Iop,_sps Standby Power-down mode(SPD1), Vpp = 3.3V, RTC enable \% - - 0.04 mA
Standby Power-down mode(SPD1), Vpp = 3.3V, RTC enable - \% - 0.04
Note:
2. Vop = AVpp = Vppio = 3.3V

Table 8.3-8 Chip Current Consumption in Power-down Mode
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8.3.3  On-chip Peripheral Current Consumption
ALL GPIO pins are in push pull mode, output high.

M480 Series

® | DO=1.26V
®  The typical values for TA= 25 °C and Vop = AVpop = 3.3 V unless otherwise specified.
® When the peripherals are enabled HCLK is the system clock, ficik = 192 MHz, feciko, 1 = frelk/2.
Peripheral lop Unit
DAC 58.4
ADC 338.6
ACMPO1 85.2
OPA 123.3
QEI0 74.2
QEI1 81.9
ECAPO 74.3
ECAP1 69.8
EPWMO 907
EPWM1 896.5
BPWMO 263.8
BPWM1 245.2
WDT 49.6
SDO 1416.1
UuA
SD1 1263.6
SCo 66.6
sc1 76.6
SC2 73.6
12S0 102.1
SPIM 14681.1
QSPIO 291.1
SPIO 315.5
SPI1 261.2
SPI2 137.2
SPI3 138.7
UARTO 150.6
UART1 209.1
UART2 220.0
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UART3 160.5
UART4 186.5
UART5 177.5
12Co 34.4
I’C1 26.6
12c2 32.7
CANO 280.5
CAN1 257.6
USCIo 211.9
uscCii 205.4
EBI 209.6
TMRO 140.5
TMR1 130.1
TMR2 127.1
TMRS3 121.2
USB HS OTG 248.7
USB FS OTG 503.1
Crypto 1550.4
EMAC 1768.1
Note:
1. Guaranteed by characterization results, not tested in production.

8.3.4 Wakeup Time

® The wakeup times given in Table 8.3-9 is measured on a wakeup phase with a 12 MHz HIRC
oscillator. The clock source used to wake up the device depends from the current operating
mode:

- Fast-wakeup, power down, low leakage Power-down mode: the clock source is the RC
oscillator

- Standby and Deep Power-down mode: the clock source is the clock that was set
before entering Sleep mode.

® The wakeup times are measured from the wakeup event to the point in which the application
code reads the first instruction.

) The clock source is the RC oscillator from HIRC

Symbol Parameter Typ Unit
twu_ibLe Wakeup from IDLE mode 5 Cycles

us
twu_rFwpp Wakeup from Fast-wakeup power down mode 6
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twu_npD Wakeup from normal power down mode 12
twu_LLro Wakeup from low leakage power down mode 54
twu_sppo Wakeup from Standby Power-down mode 0 (SPDO) 527
twu_spp1 Wakeup from Standby Power-down mode 1 (SPD1) 527
twu_ppp Deep Power-down mode (DPD) 489

Table 8.3-9 Low-power Mode Wakeup Timings

8.3.5 PIN DC Characteristics

Symbol |Parameter Min. Typ. Max. | Unit Test Conditions
0.8 \Y VDD = VDDIO =36V
Viiu  |Input Low Voltage (TTL input)
0.56 \Y VDD = VDD|Q =18V
2 \Y VDD = VDDIO = 3.6V
Vinr  |Input High Voltage (TTL input)
1.04 \Y VDD = VDDIO =1.8V
0-3*VDD \ VDD = VDDIO =3.6V
Vi  |Input Low Voltage (Schmitt input)
0.3*Vpp Voo = Vppio = 1.8V
0-7*VDD VDD = VDDIO = 36V
Viz  |Input High Voltage (Schmitt input) \%
0-7*VDD VDD = VDDIO =1.8V
Vuy  |Hysteresis voltage of (Schmitt input) 0.2Vpp \%
Vop = Vppio = 3.6V, 0 <V <
Ik Input Leakage Current -1 1 pA Vpp, Open-drain or input only
mode
50 KQ VDD = VDDIO =3.3V
Rpy  |Input Pull Up Resistor
52 KQ VDD = VDDIO =1.8V
50 KQ VDD = VDDIO =3.3V
Rep  |Input Pull down Resistor
52 KQ VDD = VDDIO =1.8V
Table 8.3-10 PIN Input Characteristics
Symbol |Parameter Min. | Typ. | Max. | Unit Test Conditions
Isra |Source Current -18 mA Voo = Vppio = 3.3V
(Push-pull Mode, Set GPIO to output HIGH, Apply
lsrs GPIO pin Vin=(Vpp-0.4)V for Vpp and measure the -10 mA Voo = Vopio = 1.8V
source current)
lsk1 Sink Current 17 mA Vobp = Vopio = 3.3V
(Push-pull Mode, Set GPIO to output LOW, Apply
sz |GPIO pin Vin=(Vss+0.4)V for Vss and measure the 10 mA Voo = Vppio = 1.8V
source current)
Cio I/O pin capacitance 5 pF

Table 8.3-11 PIN Output Characteristics
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Symbol |Parameter Min. | Typ. | Max. | Unit Test Conditions

Negative going threshold
ViR o 0.3*Vpp| V Vpp = 3.3V
(Schmitt input), nRESET

Positive going threshold
ViHr . 0.7*Vpp \% Vpp = 3.3V
(Schmitt Input), NRESET

Rgrst Internal NRESET pin pull up resistor 50 KQ

trr1 NRESET input filtered time 32 us

NRESET input filtered time under SPD and DPD

mode 300 nS Vop = 3.3V,

trR2

Table 8.3-12 nRESET PIN Characteristics
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8.4 AC Electrical Characteristics

8.4.1 External 4~24 MHz High Speed Crystal (HXT) Characteristics

® Ta=25°C and Voo = 3.3 V unless otherwise specified.

Specifications
Sym. Parameter Test Condition
Min. Typ. Max. Unit
Vob Operating Voltage 1.8 3.6 \%
Ry Feedback resister 1000 kQ
faxt Oscillator frequency 4 24 MHz Vpp = 1.8 ~ 3.6V
Tosr Temperature Range -40 105 °C
650 4 MHz
Current Consumption 1600 12 MHz
IhxT v HA
(INV-type Crystal) 2000 16 MHz
4000 24 MHz
160 4 MHz
Current Consumption 280 12 MHz
lhxT_om HA
(GM-type Crystal) 400 16 MHz
600 24 MHz
1545 1752 4 MHz, -40 °C
1630 1757 4 MHz, 25°C
1054 1988 4 MHz, 105 °C
484 512 12 MHz, -40°C
484 544 12 MHz, 25°C
386 606 12 MHz, 105 °'C
Ts om Stable time (GM-type) us
349 375 16 MHz, -40°C
337 399 16 MHz, 25 °C
281 444 16 MHz, 105 °C
259 303 24 MHz, -40 °C
248 330 24 MHz, 25 °C
210 403 24 MHz, 105 °C
1490 23432 4 MHz, -40°C
1479 2352 4 MHz, 25°C
Ts_inv Stable time (INV-type) 1052 2105 us 4 MHz, 105°C
464 558 12 MHz, -40 °C
481 554 12 MHz, 25°C
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Specifications
Sym. Parameter Test Condition
Min. Typ. Max. Unit
417 663 12 MHz, 105°C
317 420 16 MHz, -40 °C
326 407 16 MHz, 25 °C
290 472 16 MHz, 105 °C
226 382 24 MHz, -40°C
228 388 24 MHz, 25°C
210 441 24 MHz, 105°C
Clock Duty 45 50 55 %
Note:
1. Guaranteed by characterization, not tested in production.
2. Recommended crystal resonators for the HXT oscillator in M480 Series MCUs
2.1 EPSON FA-238A 12MHz (C =12pF, ESR= 120 Q), X1E000341000400
2.2 EPSON FA-238A 16MHz (C.=12pF, ESR= 80 Q), X1E000341003900
2.3 EPSON FA-238A 24MHz (C =12pF, ESR= 60 Q), X1E000341014800

Table 8.4-1 External 4~24 MHz High Speed Crystal (HXT) Oscillator

8.4.1.1 Typical Crystal Application Circuits

Crystal C1 Cc2 R

4 MHz ~ 24 MHz 20pF 20pF without

XT_OUT XT_IN

ol

10—
—\\W—r

Cc2 —— R1 —C

.,

777 777

Figure 8.4-1 Typical Crystal Application Circuit

8.4.2 External 4~24 MHz High Speed Clock Input (OSC) Characteristics
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Specifications
Sym. Parameter Test Condition
Min. Typ. Max. Unit
tehex Clock High Time 18 nS
terex Clock Low Time 18 nS
teLeH Clock Rise Time 10 nS
terel Clock Fall Time 10 ns
Viy Input High Voltage 0.7*Vpp \%
Vi Input Low Voltage 0.3*Vpp \%
— tooo. ——>
Vi —
VIL ”””
tereL
Note:
1. Guaranteed by design, not tested in production
2. Duty cycle is 50%.

8.4.3 External 32.768 kHz Low Speed Crystal (LXT) Characteristics

Specifications
Sym. Parameter Test Condition
Min. Typ. Max. | Unit
Voo Operation Voltage 1.8 3.6 \%
fLxr Oscillator frequency 32.768 kHz Vop=1.8~3.6V
Toxr Temperature -40 105 °C
lixr Operating current 0.5 A Vpp = 3.3V
Duty cycle 45 55 %
Ts Stable Time 500 | ms
Note:
1. Guaranteed by characterization, not tested in production.
2. Recommended crystal resonators for the LXT oscillator in M480 Series MCUs
2.1 EPSON FC-13A 32.768 kHz (C.= 12.5pF, ESR=70 kQ), X1A000091000100
Table 8.4-2 External 32.768 kHz Crystal
8.4.3.1 Typical Crystal Application Circuits
Crystal C1 Cc2 R1
32.768 kHz 20pF 20pF without
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XT_OUT XT_IN
.;_/W_|
c2 —— Rl L
777 777
Figure 8.4-2 Typical Crystal Application Circuit
8.4.4 External 32.768 kHz Low Speed Clock Input (OSC) Characteristics
Specifications
Parameter Sym. Test Condition
Min. Typ. Max. Unit

Clock High Time terex 450 - - nS
Clock Low Time terex 450 - - nS
Clock Rise Time teien - 50 nS
Clock Fall Time tereL - 50 nS
LXT Input Pin Input High Voltage Xin_VIH 0.7*Vpp \%
LXT Input Pin Input Low Voltage Xin_VIL 0.3*Vpp Vv

Note: Duty cycle is 50%.

8.4.5 12 MHz Internal High Speed RC Oscillator (HIRC)

Specifications
Sym. Parameter Test Condition

Min. Typ. Max. Unit
1.8 3.6
Viure  |Supply voltage \%
Center Frequency 12 MHz
fhrc _ Ta =25 °C,
Internal Oscillator Frequency[*1] -1 1 %
VDD =3.3V
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Specifications
Sym. Parameter Test Condition
Min. Typ. Max. Unit

-40°C ~ +105 °C,

-3 3 %

Vpp = 1.8 ~ 3.6V
lirc  |Operating current 155 uA
Ts Stable time 4 us

Note:
1. Guaranteed by characterization, not tested in production

8.4.6 10 kHz Internal Low Speed RC Oscillator (LIRC)

Specifications
Sym. Parameter Test Condition
Min. Typ. Max. Unit
Virc Supply voltage 1.8 3.6 \%
Fire Oscillator Frequency[*1] 5 20 kHz Vpp=1.8V~3.6V, Ta=-40~105°C
ILre Operating current 0.5 pA Vpp = 3.3V
Ts Stable time 200 us
Note:

1. Guaranteed by characterization, not tested in production

8.4.7 PLL Characteristics

Symbol Parameter Conditions Min Typ Max Unit
fPLL_IN PLL input clock 4 24 MHz
fL out PLL multiplier output clock 50 480 MHz
T, PLL stable time[*1] 100 200 us
Jitter Cycle-to-cycle Jitter[*2] Peak to peak @ 480M 250 ps
IDD Power consumption Vpp=3.3V@500 MHz 3 mA
Note:
1. Guaranteed by characterization, not tested in production

8.4.8 PIN AC Characteristics
® C =51pF

Px_SLEWCTL Symbol Parameter Conditions Typ Unit
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Vpp =3.6V 4.384
Output high to low level fall time
t(10)out (90~10%)
Vo, =18V 8.532
00
V=36V 4.086
output low to high level rise time
tr(10)out
10~90%
( 0) Voo =18V 8.225
. _ |Vep =36V 3.005
t Output high to low level fall time
Vpp =18V 6.153
o1 ns
. o [Vp=36V 3.404
t output low to high level rise time
r(10)out (10~90%)
Vpp = 1.8V 6.29
.  |Vop=36V 3.054
t Output high to low level fall time
f(10)out (90~10%)
V=18V 6.152
10
V,,=36V 3.389
t output low to high level rise time| °°
r(10)out (10~90%)
Vpp =18V 6.269

Table 8.4-3 I/O AC Characteristics
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8.5 Analog Electrical Characteristics

M480 Series

8.5.1 LDO
Symbol Parameter Min Typ Max Unit Test Condition
Vop DC Power Supply 1.8 3.6 \%
Vipo Output Voltage 1.26 \
Ta Temperature -40 105 °'C
Note:
1. ltis recommended a 0.1uF bypass capacitor is connected between Vpp and the closest VSS pin of the device.
2. For ensuring power stability, a 2.2uF capacitor must be connected between LDO_CAP pin and the closest VSS pin of
the device.

8.5.2 Low-Voltage Reset

Symbol Parameter Min Typ Max Unit Test Condition
AVpp Supply Voltage 0 3.6 \%
Ta Temperature -40 105 °'C -
ILvr Operating Current 0.5 UuA AVpp = 3.6V
1.40 1.48 1.56 \% Ta=105° C
Vivr Threshold Voltage 1.40 1.48 1.56 \Y Ta=25° C
1.40 1.48 1.56 \Y Ta=-40° C
8.5.3 Brown-out Detector
Symbol Parameter Min Typ Max Unit Test Condition
AVpp Supply Voltage 0 3.6 \% -
Ta Temperature -40 105 ‘C -
lsop Operating Current 66 uA AVpp = 3.6V
29 3.0 3.1 \% BODVL [2:0] = 111
2.7 2.8 2.9 Y, BODVL [2:0] = 110
25 2.6 2.7 Y, BODVL [2:0] = 101
Brown-out Voltage 2.3 2.4 2.5 % BODVL [2:0] = 100
Voon ¢ (Falling edge) 2.1 2.2 2.3 Y BODVL [2:0] = 011
1.9 2.0 2.1 \% BODVL [2:0] =010
1.7 1.8 1.9 \% BODVL [2:0] = 001
15 1.6 1.7 \Y BODVL [2:0] = 000
Brown-out Voltage 3.0 31 3.2 v BODVL [2:0] = 111
Veen.s (Rising edge) 2.8 2.9 3.0 v BODVL [2:0] = 110
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2.6 2.7 2.8 \Y BODVL [2:0] = 101
24 25 2.6 \Y, BODVL [2:0] = 100
2.2 2.3 2.4 \% BODVL [2:0] =011
2.0 2.1 2.2 \% BODVL [2:0] =010
1.8 1.9 2.0 \% BODVL [2:0] = 001
1.6 1.7 1.8 \% BODVL [2:0] = 000
Tsop_re Respond Time 1 ms Respond Time
8.5.4 Power-on Reset
Symbol Parameter Min Typ Max Unit Test Condition
Ta Temperature -40 - +105 ‘C -
Vpor Reset Voltage 1.47 \% -

Vpp Raising Rate to Ensure
RRVpp 10 us/V
Power-on Reset[*1]

Vpp Falling Rate to Ensure
FRVDD 320 us/V
Power-on Reset[*1]

Note:
1. Guaranteed by characterization, not tested in production

VDD

t(don’t care)

RRVDD

VPOR

Time

Figure 8.5-1 Power-up Ramp Condition

8.5.5 Internal Voltage Reference

®  The maximum values are obtained for Voo = 3.6 V and maximum ambient temperature (T»), and
the typical values for Ta= 25 °C and Voo = 3.3 V unless otherwise specified.

Symbol Parameter Min Typ Max Unit |Comments

VRerF_INT Internal reference voltage 1.6 \%

Feb 22, 2022 Page 439 of 525 Rev 3.03



NnuvoTonN

MA480 Series
2.0
2.5
3.0
2 Vrer our=1.6 v
2.2 VREF_OUT =20v
AVop_min AVpp minimum voltage \VJ
2.7 VREF_OUT =25v
3.2 VREFﬁOUT =3.0v
0.7 2 ms |C. =4.7 uF, Vger initial=0
Ts Stable time
35 48 us |C_=0.1 uF, Vger initial=0
Note:
1. Guaranteed by characterization, not tested in production

f__[] Vrer

1uF

Figure 8.5-2 Typical Connection with Internal Voltage Reference

8.5.6 12-bit ADC

Fast Speed Channel

Specifications
Sym. Parameter Test Condition
Min. | Typ. | Max. Unit
AVpp Operating voltage 1.8 3.6 \% AVpp = Vpp
Vrer Reference voltage 1.6 AVpp \%
Ta Temperature -40 105 °C

Operating current (AVpp current) AVpp = Vpp = Vrer = 3.3V

lanc (Enable ADC and disable all other analog| 478 523 UA  |ADC Clock Rate = 70 MHz
modules) High speed channel
Resolution 12 Bit

Vin ADC channel input voltage 0 Vrer \%
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Specifications
Sym. Parameter _ ‘ Test Condition
Min. Typ. Max. Unit
Fapc ADC Clock frequency 0.14 70 MHz |High speed channel
Tswp Sampling Time 2 1/Fapc
Tcon Conversion time 14 1/Faoc |Teonw = Tswp + 12
Fsps Sampling Rate (Fapc/Tconv) 5 MSPS |High speed channel
Teu Power-up time 20 us
INL Integral Non-Linearity Error -4.29 -3.71 LSB |Vrer = AVpp
DNL Differential Non-Linearity Error 3.25 3.28 LSB |Vger = AVpp
Ec Gain error 2.25 2.31 LSB |Vger = AVpp
Eorrser Offset error 1.56 2.87 LSB |Vrer = AVpp
Ea Absolute Error 4.5 4.94 LSB |Vrer = AVpp
Cin Internal Capacitance[*1] 5 pF
- Monotonic Guaranteed -

Low Speed Channel

Specifications
Sym. Parameter Test Condition
Min. | Typ. | Max. Unit

AVpp Operating voltage 1.8 3.6 \% AVpp = Vpp
VRer Reference voltage AVpp \Y
Ta Temperature -40 105 °C

AVDD = VDD = VREF =3.3V
210 231 ADC Clock Rate = 28 MHz
low speed channel

lapct UA
AVDD = VDD = VREF =18V
131 142 ADC Clock Rate = 28 MHz
Operating current (AVpp current) low speed channel
(Enable ADC and disable all other analog
modules) AVpbp = Vpp = Vger = 3.3V
111 123 ADC Clock Rate = 14 MHz

low speed channel

lapc2 UuA
AVDD = VDD = VREF =1.8V

70 78 ADC Clock Rate = 14 MHz
low speed channel

Resolution 12 Bit
Vin ADC channel input voltage 0 Vrer \%
Fapc ADC Clock frequency 0.14 70 MHz |Low speed channel
Tsmp Sampling Time 2 1/Faoc
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Specifications
Sym. Parameter Test Condition
Min. | Typ. | Max. Unit

Tconv Conversion time 14 1/Faoc |Teonw = Tswp + 12

Low speed channel

Fsps Sampling Rate (Faoc/Tcon) 2 MSPS Note:‘ it ‘needs more extend
sampling time to slow down the

sampling rate.

Teu Power-up time 20 us
INL Integral Non-Linearity Error -2.94 -1.32 LSB |Vrer = AVpp
DNL Differential Non-Linearity Error 1.25 2 LSB |Vger = AVpp
Ec Gain error 2.5 3.12 LSB |Vger = AVpp
Eorrser Offset error 2.44 3.69 LSB |Vrer = AVpp
Ea Absolute Error 4.69 6.75 LSB |Vrer = AVpp
Cin Internal Capacitance[*1] 5 pF
- Monotonic Guaranteed -

Er (Full scale error) = Eo + Eg
Gain Error  Offset Error
A
409 —————————— - —— — — — ———— -
4094 +—
4093
4092 +—
7 L Ideal transfer curve
6 —
ot s £
outpu 7 7/ Actual transfer curve
code V4 ya
4 S e
/ /
3 L p / /
pnd /
2 7 DNL
/ —{ |
1+ 1LSB
/
! A ! ! ! ! Ly ! ! ! ! -
Analog input volt 4095
nalog input voltage
Offset Error 9 (LEB) g
Eo
Note: The INL is the peak difference between the transition point of the steps of the calibrated transfer curve and the ideal
transfer curve. A calibrated transfer curve means it has calibrated the offset and gain error from the actual transfer curve.
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VDD
A
RIN
— N 12-bit
EADC_CHx [] i Converter
(1)
N - CON
Note: GND < EADC_CHX < Vger
Refer to ADC spec for the values of Ry, Cin
8.5.7 Temperature Sensor
Symbol Parameter Min|Typ Max Unit
Voo Operating Voltage 1.8 3.6 \Y
Ta Temperature Range -40 105 °C
lremp Current Consumption [*3] 16 pA
Te Temperature Coefficient [*3] -1.77 1 -1.82 | -1.84 | mV/°C
Vos Offset Voltage when T, = 0°C [*3] 710.2 716.8 mV
tg Stable time[*2] 1 us
T ADC sampling time when reading the temperature (5pF cap load) [*1] 3 us
S_temp
Note:
Vreme (MV) = Tc (MV/°C) X Temperature (°C) + Vos (MV)
Guaranteed by design, not tested in production
Guaranteed by characteristic, not tested in production
8.5.8 Digital to Analog Converter (DAC)
Symbol Parameter Min Typ Max Unit Test Condition
AV Analog supply voltage 1.8 - 3.6 \Y; -
Ng Resolution 12 bit -
Ve Reference supply voltage 15 - AV vV Veee SAV

- - +2 LSB | 12-bit mode

DNL Differential non-linearity error[*4]
- - +0.5 | LSB | 10-bit mode

INL Integral non-linearity error[*4] - - +4 LSB | 12-bit mode
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- - +1 LSB | 10-bit mode
430 | Lss 12-bit mode
- DACOUT buffer ON
OE Offset Error[*4] ) ) 1 | Lse 12-bit mode
B DACOUT buffer OFF
- - +2 LSB | 10-bit mode
45 LsB 12-bit mode
- DACOUT buffer ON
GE Gain Error[*4] i i 4 - 12-bit mode
B DACOUT buffer OFF
- - +2 LSB | 10-bit mode
.8 LsB 12-bit mode
B DACOUT buffer ON
AE Absolute Error[*4] ) ) | s 12-bit mode
- DACOUT buffer OFF
- - +2 LSB | 10-bit mode
- Monotonic 10-bit guaranteed - -
AV __ .
Vo Output Voltage 0.2 ODZD \% DACOUT buffer ON
Rioap Resistive load[*2] 7.5 - - kQ DACOUT buffer ON
Ro Output impedance[*4] 10 12 kQ DACOUT buffer OFF
Ciomp Capacitive load[*3] - - 50 pF -
_ _ 180 AVDD = 3.6V, no load, lowest code
) (0x000)
Current consumption on AVpp
Iaveo supply[*4] WA
R R 420 AVDD = 3.6V, no load, middle code
(0x800)
Current consumption on V, V =3.6V, no load, middle code
| REF _ REF 1 1
REF supply[*4] 150 240 nA (0x800)
Full scale: for a 12-bit input code
transition between the lowest and the
LIS Settling Time - 5 6 ps | highest input codes when DAC_OUT
reaches final value +/-1 LSB,
CLOAD < SOpF, Rioap 2 7.5kQ
Max. frequency for a correct
Fs Update Rate - - 1 Msps | DAC_OUT change from core i to
|+1LSB, CLOADS 50pF, Rioap 2 7.5kQ
Wakeup time from OFF state. Input
. code between lowest and highest
Twakeup Wake-up Time - 9 15 Ms | possible codes.
DAC clock source =1 MHz
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PSRR Power Supply Rejection Ratio[*1] - -60 -40 dB NO Rioap, CrLoap = 50pF
Note:
1. Guaranteed by design, not tested in production.
2. Resistive load between DACOUT and AVSS.
3. Capacitive load at DACOUT pin.
4. Guaranteed based on test during characterization.

8.5.9 Analog Comparator Controller (ACMP)

(] The maximum values are obtained for Voo = 3.6 V and maximum ambient temperature (Ta), and the typical
values for Ta= 25 °C and Vop = 3.3 V unless otherwise specified.

Symbol Parameter Min Typ Max Unit [Comments
AV, Analog supply voltage 1.8 3.6 \Y
Ta Temperature -40 105 ‘C
1.2 MODESEL[1:0] = 00
3 MODESEL[1:0] = 01
loo Operating current pA
10 MODESEL[1:0] = 10
75 MODESEL[1:0] = 11
0.1 1/2 AV __ .
V Input d It *2 bb
oM nput common mode voltage range [*2] AV, 01
Vo Differential input voltage sensitivity [*2] | 10 20 mV |Hysteresis disable
Vofiset Input offset voltage 5 10 mV |Hysteresis disable,
0 HYSSEL[1:0] = 00
10 HYSSEL[1:0] = 01
Vhys Hysteresis window mV
20 HYSSEL[1:0] = 10
30 HYSSEL[1:0] = 11
A, DC voltage Gain[*1] 70 dB
4.5 Hysteresis disable MODESEL[1:0] = 00
2 Hysteresis disable MODESEL[1:0] = 01
Tq Propagation delay[*2] usS
0.6 Hysteresis disable MODESEL[1:0] = 10
0.2 Hysteresis disable MODESEL[1:0] = 11
4.75 Hysteresis disable MODESEL[1:0] = 00
2.25 Hysteresis disable MODESEL[1:0] = 01
Tsetup Setup time[*2] usS
0.85 Hysteresis disable MODESEL[1:0] = 10
0.45 Hysteresis disable MODESEL[1:0] = 11
Note:
1. Guaranteed by design, not tested in production
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8.5.10 OP Amplifier (OPA)

® The maximum values are obtained for Vop = 3.6 V and maximum ambient temperature (Ta), and
the typical values for Ta= 25 "C and Vbp = 3.3 V unless otherwise specified.

Symbol Parameter Min Typ Max Unit Comments
AV Analog supply voltage 2.4 3.6 \Y;
Ta Temperature -40 105 °'C
Ioo Consumption current 690 pA  |Avpp=3.3V, Temperature=25 'C
CMIR  |Common mode input range 0 AV, \%
4 Tj = 25°C, No Load
v Input offset voltage(maximum calibration
OFFSETO | range) [*2] 6 Vew = AVpp-10mV ~ AVpp-0.8V, All
Temp.
3.2 CALRVS =0: Other Veu
v Input offset voltage(After offset calibration) mv
OFFSETL 1[2] 6.5 CALRVS=0: Vey = AVpp-10mV ~ AVpp-
’ 0.8V
3 CALRVS =1: Other VCM
v Input offset voltage(After offset calibration)
OFFSET2 [%2] CALRVS =1: Veu = AVpp-10mV ~
5.2
) AVpp-0.8V
CMRR |Common Mode Rejection Ratio [*1] 90 dB
PSRR  |Power Supply Rejection Ratio [*1] 73 117 dB
GBW Bandwidth [*2] 8.2 MHz
SR Slew rate [*2] 4.7 Vius
AX'DlD' Rload=min. INPUT at AVpp
Vousar  |High saturation voltage [*2] \
AVDD- _
0.02 Rload=20K, INPUT at AVpp
100 Rload=min. INPUT at 0
Vowsar  |LOw saturation voltage [*2] mV
20 Rload=20K, INPUT at 0
PM Phase Margin [*1] 62 degree
Twakeur |Wake up time from OFF state [*2] 2.8 5 us
Rioap Resistive load 4 kQ
Clrorp Capacitive load 50 pF
Note:
1. Guaranteed by characteristic, not tested in production
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8.6 Flash DC Electrical Characteristic

Symbol Parameter Min Typ Max Unit Test Condition
Vet Supply Voltage 1.08 1.32 \Y
Nenour Endurance 10000 - - cyclest?
Tret Data Retention 10 - - year
Terase Page Erase Time 92 - 160 ms
Twer Mass Erase Time 201 - 320 mS Ta=25°C
Terroc Program Time - 50 us
lop1 Read Current - - 4.12 mA
Ibp2 Program Current - - 5 mA
Iops Erase Current - - 5 UA
Note:
1. Ve is source from chip LDO output voltage.
2. Number of program/erase cycles.
3. This table is guaranteed by design, not test in production.
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8.7 I1°2C Dynamic Characteristics

Standard Mode!? Fast ModelY(2!
Symbol Parameter Unit
Min. Max. Min. Max.
tLow SCL low period 4.7 - 1.2 - us
thicH SCL high period 4 - 0.6 - usS
tsu; sta Repeated START condition setup time 4.7 - 1.2 - uS
thp: sTA START condition hold time 4 - 0.6 - usS
tsu: sTo STOP condition setup time 4 - 0.6 - us
teur Bus free time 4.78 - 1.28 - us
tsu:paT Data setup time 250 - 100 - nS
tHp;DAT Data hold time o“ 3.458 o 0.88! us
tr SCL/SDA rise time - 1000 20+0.1C, 300 nsS
t SCL/SDA fall time - 300 - 300 nS
Cp Capacitive load for each bus line - 400 - 400 pF
Note:
Guaranteed by characteristic, not tested in production
2. HCLK must be higher than 2 MHz to achieve the maximum standard mode I12C frequency. It must be higher
than 8 MHz to achieve the maximum fast mode 12C frequency.
3. I2C controller must be retriggered immediately at slave mode after receiving STOP condition.
The device must internally provide a hold time of at least 300 ns for the SDA signal in order to bridge the
undefined region of the falling edge of SCL.
5. The maximum hold time of the Start condition has only to be met if the interface does not stretch the low period
of SCL signal.
Repeated
STOP START START STOP
SDA
taur
SCL
thp;sTA tiboaT tsuoaT tsu;sta tsu;sto

Figure 8.7-1 I°C Timing Diagram
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8.8 SPI Dynamic Characteristics
Symbol Parameter Min. Typ. Max. Unit
SPI MASTER MODE (Vpp = 3.0~3.6 V, 30 PF LOADING CAPACITOR)
tekn Clock output High time [*1] Tspick/ 2 ns
toike Clock output Low time [*1] Tspick/ 2 ns
tos Data setup time 0 - - ns
ton Data hold time 2 - - ns
ty Data output valid time - 0 1 ns
SPI MASTER MODE (Vpp = 1.8~2.0 V, 30 PF LOADING CAPACITOR)
tekn Clock output High time [*1] Tspick/ 2 ns
terke Clock output Low time [*1] Tspick/ 2 ns
tos Data setup time 0 - - ns
ton Data hold time 2 - - ns
ty Data output valid time - - 1 ns
Note:
1. The minimum clock period for SPICLK is 10.4 ns (96 MHz).
I‘“tCLKH_>|<_tCLKL_>|
CLKP=0 / \—/T
SPICLK
CLKP=1 \ / \—/ \—
_;It
MOSI >< Data Valid Y Déta Valid ><
CLKP=0, TX_NEG=1, RX_NEG=0
%‘tDS tDHW 0CrLKP=1, TX_NEG=0, RX_NEG=1
MISO >< Data Valid Data Valid
_’lt
MOSI Y Data Valid >< Data Valid ><
CLKP=0, TX_NEG=0, RX_NEG=1
tos < —ton OCrLKle, TX_NEG=1, RX_NEG=0
MISO Data Valid Data Valid X
Figure 8.8-1 SPI Master Mode Timing Diagram
Symbol Parameter Min. Typ. |Max. Unit
SPI SLAVE MODE (Vpp = 3.0~3.6V, 30 PF LOADING CAPACITOR)
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teLk Clock output High time [*1] - - Tspicik/ 2 ns
torke Clock output Low time [*1] - Tspick/ 2 ns
tss Slave select setup time 1 Tspick + 2nS - - ns
tsH Slave select hold time 1 Tspick - - ns
tbs Data input setup time 0 - - ns
ton Data input hold time 2 - - ns
ty Data output valid time - 8 ns
toLkH Clock output High time [*1] - - Tspick/ 2 ns

SPI SLAVE MODE (Vpp = 1.8V ~ 2.0V, 30 PF LOADING CAPACITOR)

teikn Clock output High time [*1] - - Tspicik / 2 ns
toke Clock output Low time [*1] - - Tspicik / 2 ns
tss Slave select setup time 1 Tspick + 3ns - - ns
tsH Slave select hold time 1 Tspick - - ns
tos Data input setup time 0 - - ns
ton Data input hold time 2 - - ns
ty Data output valid time - 10 ns
Note:

1. The minimum clock period for SPICLK is 10.4 ns (96 MHz).
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|
SSACTPOL=1 ’ \
fss_ — tsn I

|
SPI'SS 5

| |
SSACTPOL=0 * I | r
| |
|
CLKPOL=0 | |<_tCLKH_"<_tCLKL_>‘ : L
TXNEG=1 |
RXNEG=0 | | |
SPI Clock I I I

|
|
A
I |
CLKPOL=1 | | | |
TXNEG=0 | | | .
SPI data output ( ' X — X
(SPI_MISO) Data Valid Data Valid >
|

_ | t |
RXNEG=1 v |
' D ' L
o T I
e —
SPI data input i X i X T
(SPI_MOSI) Data Valid Data Valid o

|
SSACTPOL=1 *
tss_ hlSH |

|
SPI SS =

| -
RXNEG=1 | A \ ,4 \ ,4 L

SPI Clock | : : : : |
CLKPOL=1 \' / \ / \ l/
TXNEG=1 | | | | | _ |

|
RXNEG=0 | t | | | |
SPI data output ' Ay S : ' L
(SPI_MISO) < X | Data ValldI X IData Valid . >7
t
rga‘_ tDH | | |
SPI data input X : X : ——
(SP1_MOSI) Data Valid Data Valid o

Figure 8.8-2 SPI Slave Mode Timing Diagram
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8.9 I12S Dynamic Characteristics

Symbol Parameter Min Max Unit Test Conditions

2 H 1 -
fucr I"S clock high time 40 Master focx = MHz, data: 24 bits, audio
twickL) I2S clock low time 40 - frequency = 256 kHz
tuws) WS valid time 4 16 Master mode

ns

thows) WS hold time 1 - Master mode
tsuws) WS setup time 24 - Slave mode
thws) WS hold time 0 - Slave mode

IS slave input clock o
DuCy(sck) duty cycle 30 70 % Slave mode
tsu(sD_MR) 10 - Master receiver

Data input setup time
tsusp_sR) 7 - Slave receiver
th(sD_MR) 7 - Master receiver

Data input hold time
th(sp_sR) 4 - Slave receiver

ns

tu(sp_sT) Data output valid time - 10 Slave transmitter (after enable edge)
thesp_sT) Data output hold time 4 - Slave transmitter (after enable edge)
tu(sp_mm) Data output valid time - 4 Master transmitter (after enable edge)
thisp_mT) Data output hold time 0 - Master transmitter (after enable edge)

CPOL =0 _/_\_/_\ \ /

t(CKH) = »
o —\

CK output

:
TS

CPOL=1 \ /
> t,(CKL) —- ta(WS)
wsoutput — N__ o
t(SD_ST) tn(SD_ST)
SDyansmit X LSB transmit® X MSB transmit Bitn transmit LSB transmit

tsu(SD_MR) tn(SD_MR)
SDeceive X LSB receive® MSB receive Bitn receive LSB receive

Figure 8.9-1 I2S Master Mode Timing Diagram
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v/ N/ \__/ -/
e TSN

tw(CKH) —= > > t,(CKL) —> th(WS)
WS input : _______
tsu(WS) t(SD_ST) tn(SD_ST)
SDyansmit X LSB transmit® X MSB transmit Bitn transmit LSB transmit

t(SD_SR) t(SD_SR)
SDreceive X LSB receive® MSB receive Bitn receive >< LSB receive

CK Input

Figure 8.9-2 I°S Slave Mode Timing Diagram
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8.10 USCI - I2C Dynamic Characteristics

Standard Mode!? Fast ModelY(2!
Symbol Parameter Unit
Min. Max. Min. Max.
tLow SCL low period 4.7 - 1.2 - us
thicH SCL high period 4 - 0.6 - usS
tsu; sta Repeated START condition setup time 4.7 - 1.2 - uS
thp: sTA START condition hold time 4 - 0.6 - usS
tsu: sTo STOP condition setup time 4 - 0.6 - us
teur Bus free time 4.78 - 1.28 - us
tsu:paT Data setup time 250 - 100 - nS
tHp;DAT Data hold time o“ 3.458 o 0.88! us
tr SCL/SDA rise time - 1000 20+0.1C, 300 nsS
t SCL/SDA fall time - 300 - 300 nS
Cp Capacitive load for each bus line - 400 - 400 pF
Note:
Guaranteed by characteristic, not tested in production
2. HCLK must be higher than 2 MHz to achieve the maximum standard mode I12C frequency. It must be higher
than 8 MHz to achieve the maximum fast mode 12C frequency.
3. 12C controller must be retriggered immediately at slave mode after receiving STOP condition.
The device must internally provide a hold time of at least 300 ns for the SDA signal in order to bridge the
undefined region of the falling edge of SCL.
5. The maximum hold time of the Start condition has only to be met if the interface does not stretch the low period
of SCL signal.
Repeated
STOP START START STOP
SDA

taur

SCL J

thisTA

tsuisTa tsuisto

thpDAT tsu,pat

Figure 8.10-1 I>)C Timing Diagram
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8.11 USCI - SPI Dynamic Characteristics
Symbol Parameter Min. Typ. Max. Unit
SPI MASTER MODE (Vpp = 3.0~3.6 V, 30 PF LOADING CAPACITOR)
tekn Clock output High time [*1] Tspick/ 2 ns
toike Clock output Low time [*1] Tspick/ 2 ns
tos Data setup time 0 - - ns
ton Data hold time 2 - - ns
ty Data output valid time - 0 1 ns
SPI MASTER MODE (Vpp = 1.8~2.0 V, 30 PF LOADING CAPACITOR)
tekn Clock output High time [*1] Tspick/ 2 ns
terke Clock output Low time [*1] Tspick/ 2 ns
tos Data setup time 0 - - ns
ton Data hold time 2 - - ns
ty Data output valid time - - 1 ns
Note:
1. The minimum clock period for SPICLK is 10.4 ns (96 MHz).
I‘“tCLKH_>|<_tCLKL_>|
CLKP=0 / \—/T
SPICLK
CLKP=1 \ / ‘\—/ \—
_;It
MOSI >< Data Valid Y Déta Valid ><
CLKP=0, TX_NEG=1, RX_NEG=0
%‘tDS tDHW OCrLKP=1, TX_NEG=0, RX_NEG=1
MISO >< Data Valid Data Valid
_’lt
MOSI Y Data Valid >< Data Valid ><
CLKP=0, TX_NEG=0, RX_NEG=1
tos < —ton OCrLKle, TX_NEG=1, RX_NEG=0
MISO Data Valid Data Valid X
Figure 8.11-1 SPI Master Mode Timing Diagram
Symbol Parameter Min. Typ. Max. Unit
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SPI SLAVE MODE (Vpp = 3.0~3.6V, 30 PF LOADING CAPACITOR)
towkn Clock output High time [*1] - Tspicik/ 2 ns
torke Clock output Low time [*1] - Tspicik/ 2 ns
tss Slave select setup time 1 Tspick + 2nS - ns
tsH Slave select hold time 1 Tspick - ns
tbs Data input setup time 0 - ns
ton Data input hold time 2 - ns
ty Data output valid time - 8 ns
teikn Clock output High time [*1] - Tspicik/ 2 ns
SPI SLAVE MODE (Vpp = 1.8V ~ 2.0V, 30 PF LOADING CAPACITOR)
towkn Clock output High time [*1] - Tspicik / 2 ns
toike Clock output Low time [*1] - Tspicik / 2 ns
tss Slave select setup time 1 Tspick + 3ns - ns
tsH Slave select hold time 1 Tspick - ns
tos Data input setup time 0 - ns
ton Data input hold time 2 - ns
tv Data output valid time - 10 ns
Note:
1. The minimum clock period for SPICLK is 10.4 ns (96 MHz).
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=

y/ |
SSACTPOL=1
tes ) \

|
SPISS “
SSACTPOL=0

|
CLKPOL=0 | |<_tCLKH_>‘<_tCLKL_>‘
TXNEG=1 | ——
e [\ |
SPI Clock | [ [

|
|
N
| | I
CLKPOL=1 |
TXNEG=0 | | ! | L

.
|

RXNEG=1 ' v |

SPI data output

(SPI_MISO) Data Valid X Data Valid X

|

|£3§;¢— tDH!_;I !

Data Valid X

SPI data input _ X
(SPI_MOSI) Data Valid

|

|
SSACTPOL=1
| tSS_J hlSH I\

SPISS =5y |
SSACTPOL=0 | i
|

|
CLKPOL=0 | |<_tCLKH_>’<_tCLKL_>' Lo
TXNEG=0 | | ——— |
RXNEG=1 | )
SPI Clock I | I I | |

i

|
RXNEG=0 | t | | | |
SPI data output ' Ay : ' L
(SPI_MISO) < X | Data VallldI X IData Valid - >7
t
|‘E§"— ton I—»I I I
SPI data input X : X : ——
(SPI_MOSI) Data Valid Data Valid o

Figure 8.11-2 SPI Slave Mode Timing Diagram
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8.12 USB Characteristics

8.12.1 USB Full-Speed

Symbol Parameter Min. Typ. Max. Unit Test Conditions

Vob Operation Voltage 3.0 3.6 \%

Vi Input High (driven) 2.0 - - \% -

Vi Input Low - - 0.8 \% -

Vo Differential Input Sensitivity 0.2 - - \% |PADP-PADM|

Vem Differential 0.8 - 25 \% Includes Vp, range
Common-mode Range

Ver _?mglser;glrl‘ded Receiver 0.8 ) 20 v )
Receiver Hysteresis - 200 - mV -

Vou Output Low (driven) 0 - 0.3 \% -

Vou Output High (driven) 2.8 - 3.6 \% -

Vcrs Output Signal Cross Voltage 1.3 - 2.0 \% -

Rpu Pull-up Resistor 1.425 - 1.575 kQ -

Rpp Pull-down Resistor 14.25 - 15.75 kQ

v [lEmnon votage |0 || s | v

Zprv Driver Output Resistance - 13 - Q Steady state drive*

Cin Transceiver Capacitance - - 20 pF Pin to GND

8.12.2 USB Full-Speed PHY Characteristics

Symbol Parameter Min. Typ. Max. Unit Test Conditions
Ter Rise Time 4 - 20 ns C.=50p
Ter Fall Time 4 - 20 ns C.=50p
Trrer Rise and Fall Time Matching 90 - 111.11 % Terrr=Trr/Tre

8.12.3 USB High-Speed Characteristics

Symbol Parameter Min Typ Max Unit Test Condition
Ter High Speed Driver Rise Time 500 - ps CL=5pF
Tee High Speed Driver Fall Time 500 - ps CL=5pF

Trrer Rise and Fall Time Matching 90 111.11 % Teree=Ter/Tee

Feb 22, 2022 Page 458 of 525 Rev 3.03



NnuvoToN MA480 Series

8.13 Ethernet Characteristics

8.13.1 RMII Interface Timing

Symbol Parameter Min Typ Max Unit Test Condition
Te_RMIL_REFCLK RMII_REFCLK Period - 20.0 +/- 50 - ns -

T ppm
TH_RMII_REFCLK RM”_REFCLK ngh Time 8.0 10.0 12.0 ns -
TL_RMII_REFCLK RMII_REFCLK Low Time 8.0 10.0 12.0 ns -

RMII_REFCLK Rising to Valid
TDLY_RMII_TX RM”_TXEN, RM”_TXDATAO and - - 10 ns _
RMII_TXDATA1 Delay

RMII_CRSDV, RMII_RXDATAOQ
TSUfRMILRX and RM”_RXDATA1 Setup Time to 5 - - ns -
RMII_REFCLK Rising

RMII_CRSDV, RMII_RXDATAO
THo_rRMiLRX and RMII_RXDATA1 Hold Time 2 - - ns -
from RMII_REFCLK Rising

iﬂiTP_RMH REFCLK—»‘;

< TH_RMII_REFCLK >« TL_RMII_REFCLK "

RMIlx_REFCLK / \ / \

RMIIx_TXEN 3 §
RMIIx_TXDATAO 3 :
RMIIx_TXDATAL | |
4’3 147 ToLy RMILTX
RMIIx_CRSDV

RMIIx_RXDATAO :
RMIIx_RXDATAL |

Tsu rmiLRx — ™ “* §

—» “4—— THp_RMIL_RX

Figure 8.13-1 RMII Interface Timing Diagram

8.13.2 Ethernet PHY Management Interface Timing

Symbol Parameter Min Typ Max Unit Test Condition
Tp_rmi_mpc RMII_MDC Period 400 - - ns -
Th_rmil_Moc RMII_MDC High Time 200 - - ns -
Ti_rmi_mpc RMII_MDC Low Time 200 - - ns -

Tory Ruil MoONR RMII_MDC Falling to Valid ) ) 10 ns )
-RMIL RMII_MDIO Delay
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RMII_MDIO Setup Time to

Tsu_run woioro RMIl_MDC Rising - -

ns -

RMII_MDIO Hold Time from

Tho_Ran_wotoro RMII_MDC Rising 10 ]

ns -

RMIIx_MDC I

HiTP_RMII_Mchb
HiTH_RMII_MDc—><7TL_RMII_MDC—>

RMIIx_MDIO |
(Write) |
TDLY_RMII_MDIOWRH 3‘7
RMilx_MDIO
(Read)

!
!
‘
‘
Tsu_rmi_mpiorRD —
‘

—>

“¢—— THp_RMI_MDIORD

Figure 8.13-2 Ethernet PHY Management Interface Timing Diagram
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8.14 SDIO Characteristics

8.14.1 Default Mode Timing

Symbol Parameter Min Typ Max Unit Test Condition
T SD_CLK Period 40
- - ns -
P-Sp-cLe (Data Transfer Mode)

: SD_CLK Period 2 500
, - - ns
P-SbCLeD (Identification Mode)

TH_sp_cLk SD_CLK High Time - 20 - ns _
TL sp_cLk SD_CLK Low Time - 20 - ns R
SD_DATA Setup Time to
Tsu_so.n . 5 - - ns -
SD_CLK Rising

T SD_DATA Hold Time from
HD_SD_IN SD_CLK Rising

; SD_CLK Falling to 14
i _ ns h
DLY_SD_OUT Valid SD_DATA Delay

%‘7TP78D7CLK—>
FTL_SD_CLK—><7TH_SD_CLK—>

SDx_CLK I

SDx_CMD
SDx_DATA[3:0]
(Input Mode)

Tsuispin — P .+

4¢—— Thp sp N

SDx_CMD
SDx_DATA[3:0]
(Output Mode)

ToLy_sp_outr —P <

Figure 8.14-1 SDIO Default Mode

8.14.2 SDIO Dynamic Characteristics

Symbol Parameter Min Typ Max Unit Test Condition
Tpr_sp_cLk SD_CLK Period 20 - - ns -
Th_sp_cik SD_CLK High Time 7 - - ns -
Ti_sp_cik SD_CLK Low Time 7 - - ns -
Tsu_so_n SD_DATA Setup Time to 6 - - ns -
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SD_CLK Rising

T SD_DATA Hold Time from
HD_SD_IN SD_CLK Rising

; SD_CLK Falling to 14
i _ ns B
DLY_SD_OUT Valid SD_DATA Delay

SD_DATA Hold Time from

Tho_so_out SD_CLK Rising 25 - - ns -
4 Tpspok—— P
4T sp c.k—P€— Ty _sp clk—W

SDx_CLK
SDx_CMD

SDx_DATA[3:0]
(Input Mode)

Tsu sp N 45‘ ‘+—
—> “7 Tho_ sp N
SDx_CMD | |
SDx_DATA[3:0] : i
(Output Mode) | |
“—TpLy_sp out— W —» %47 Thp_sp_out

Figure 8.14-2 SDIO High-speed Mode
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8.15 SPI Flash Characteristics (M487KMCAN)

Symbol Parameter Min Typ Max Unit Test Condition
Nenour Endurance 100K cycles
Trer Data Retention 20 year
Trroc Page Program Time(256 bytes) 0.4 3 ms
Tse Sector Erase Time (4KB) 45 400 ms
Teer Block Erase Time (32KB) 120 1600 ms
VDD =3.0 V,
Tee2 Block Erase Time (64KB) 150 2000 ms
Ta=+25°C
Tee Chip Erase Time 5 25 s
lop1 Current Read Data 6 18 mA
Ipp2 Current Page Program 20 25 mA
lops Current Sector/Block Erase 20 25 mA
Ipps Current Chip Erase 20 25 mA
Note:
1. Number of program/erase cycles.
2. This table is guaranteed by design, not test in production.
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9 ELECTRICAL CHARACTERISTICS FOR M48XGC/M48XES8

9.1 Absolute Maximum Ratings

Stresses above the absolute maximum ratings may cause permanent damage to the device. The limiting
values are stress ratings only and cannot be used to functional operation of the device. Exposure to the
absolute maximum ratings may affect device reliability and proper operation is not guaranteed.

9.1.1 Voltage Characteristics

Symbol Description Min Max Unit
Vpp-Vss[*1] DC Power Supply -0.3 4 Vv
Vopio-Vss Vppio Power Supply 0.3 4 Vv
|Voox — Vool Variations between different power pins 50 mV
Voo —AVpp| Allowed voltage difference for Vpp and AVpp 50 mV
[Vssx - Vss| Variations between different ground pins 50 mV
|Vss - AVssg| Allowed voltage difference for Vss and AVss 50 mV
Input Voltage on 5V-tolerance GPIO 55 \%
Vin Input Voltage on RTC domain (PF.6 ~ PF.11) Vop \%
Input Voltage on any other pin[*2] Vop \%
Note:
1. All main power (Vpp, AVpp) and ground (Vss, AVss) pins must always be connected to the external power supply,
in the permitted range.
2. Non 5V-tolerance PIN: PA.8 ~ 15; PB.0 ~ 15; PD.10, 11, 12; PF.2, 3, 4, 5; All USB High Speed PIN and nRESET
PIN.

Table 9.1-1 Voltage Characteristics

9.1.2 Current Characteristics
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Symbol Description Min Max Unit
ZlpptY Maximum current into Vpp - 200
lopio Maximum Current into Vppio - 100
lgat Maximum Current into Vgar - 100
2lss Maximum current out of Vss - 100
Maximum current sunk by a I/O Pin - 20
mA
Maximum current sourced by a I/O Pin - 20
lio
Maximum current sunk by total /O Pinsl - 100
Maximum current sourced by total 1/0 Pins(? - 100
gy 1 Maximum injected current by a I/O Pin - 15
Zlinaeing Maximum injected current by total /0 Pins - 125
Note:
Maximum allowable current is a function of device maximum power dissipation.
2. This current consumption must be correctly distributed over all 1/0s and control pins. The total output current
must not be sunk/sourced between two consecutive power supply pins.
3. A positive injection is caused by Vi\>Avpp and a negative injection is caused by Vin<Vss. linyeiny Must never be
exceeded. It is recommended to connect an overvoltage protection diode between the analog input pin and the
voltage supply pin.

Table 9.1-2 Current Characteristics
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9.1.3 Thermal Characteristics
The average junction temperature can be calculated by using the following equation:
Ty=Ta+(Pp xB;a)

® TA = ambient temperature (°C)

® 0,a =thermal resistance junction-ambient (°C/Watt)

® Pp =sum of internal and I/O power dissipation

Symbol Description Min Typ Max Unit
TA Operating ambient temperature -40 - 105
T3 Operating junction temperature -40 - 125 °C
TsT Storage temperature -65 - 150
Thermal resistance junction-ambient 396 °C/Watt
33-pin QFN(5x5 mm) '
Thermal resistance junction-ambient 60 °C/Watt
48-pin LQFP(7x7 mm)
Thermal resistance junction-ambient ss °C/Watt
64-pin LQFP(7x7 mm)
Thermal resistance junction-ambient 385 °C/Watt
128-pin LQFP(14x14 mm) '
Note:
2. Determined according to JESD51-2 Integrated Circuits Thermal Test Method Environment Conditions

Table 9.1-3 Thermal Characteristics
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9.1.4 EMC Characteristics
9.1.4.1 Electrostatic discharge (ESD)

For the Nuvoton MCU products, there are ESD protection circuits which built into chips to avoid any
damage that can be caused by typical levels of ESD.

9.1.4.2 Static latchup
Two complementary static tests are required on six parts to assess the latchup
performance:

® A supply overvoltage is applied to each power supply pin

® A current injection is applied to each input, output and configurable I/O pin
9.1.4.3 Electrical fast transients (EFT)

In some application circuit compoment will produce fast and narrow high-frequency trasnients bursts of
narrow high-frequency transients on the power distribution system..

® Inductive loads:
- Relays, switch contactors
- Heavy-duty motors when de-energized etc.

The fast transient immunity requirements for electronic products are defined in IEC 61000-4-4 by
International ElectrotechnicalCommission (IEC).

Symbol Description Conditions Me\l/x;m:m Unit
1. Fast transient voltage burst limits to be Vpp = 3.3V, LQFP128, To = +25
applied through 100 pF + 47uF on Vpp and Vss °C, fuck = 192 MHz
Verrg  |PINS to induce a functional disturbance 4.4 KV
2. to be applied through 2.2uF on LDO_Pin
and Vss pins
Table 9.1-4 EMS Characteristics
. . Maximum ;
Symbol Ratings Conditions value Unit
Electrostatic discharge voltage (human o .
VESD(HBM)  |hody mode'l) ischarge voltage (hu Ta=+25°C 2L
kv
Electrostatic discharge voltage (charge o .
VESD(CDM) |govice moc'iel)' ge voltage (charg Ta=+25°C 0.5
Note:
2. Guaranteed by characterization results, not tested in production.
Table 9.1-5 ESD Characteristics
Symbol Parameter Conditions Value Unit
LU Static latch-up class Ta +25°C 400mA mA
Note:
1. Guaranteed by characterization results, not tested in production.

Table 9.1-6 Electrical Characteristics

Feb 22, 2022 Page 467 of 525 Rev 3.03



NnuvoToN MA480 Series

...

9.1.5 Package Moisture Sensitivity(MSL)
The MSL rating of an IC determines its floor life before the board mounting once its dry bag has been

opened. All Nuvoton surface mount chips have a moisture level classification. The information is also
displayed on the bag packing.

Pacakge MSL
33-pin QFN(5x5 mm) [ MSL 3
48-pin LQFP(7x7 mm) [1 MSL 3
64-pin LQFP(7x7 mm) [ MSL 3
128-pin LQFP(14x14 mm) {4 MSL 3
Note:
2. Determined according to IPC/JEDEC J-STD-020

Table 9.1-7 Package Moisture Sensitivity(MSL)
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9.1.6  Soldering Profile

M480

Series

TEMPERATURE
,
Cc
300
250
200

150

100

50

le——150 ~ 200°C—»| /

== T¢—=———— MAX 260°C

MAX 3°C/ec—»

over 255°C > 30 sec

Pre-heat Zone

+—MAX 6°C/sec

3 cycles

MAX 8min —>

[¢—— 60-120 sec —» 4—— 60150 sec —»  TIME(sec)

¥ 4+—over 217°C 607 150 sec

Figure 9.1-1 Soldering Profile From J-STD-020C

Porfile Feature

Pb Free Package

Average ramp-up rate (217°C to peak)

3°C/sec. max

Preheat temperature 150°C ~200°C

60 sec. to 120 sec.

Temperature maintained above 217°C

60 sec. to 150 sec.

Time 25°C to peak temperature

Time with 5°C of actual peak temperature > 30 sec.

Peak temperature range 260°C

Ramp-down rate 6°C/sec ax.
8 min. max

Note:

2. Determined according to J-STD-020C
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9.2 General Operating Conditions
(Vop-Vss = 1.8 ~ 3.6V, Ta = 25°C, HCLK = 192 MHz unless otherwise specified.)

Symbol Parameter Min Typ Max Unit Test Conditions
Ta Temperature -40 - 105 °C
f ok Internal AHB clock frequency - - 192 MHz
Vop Operation voltage 1.8 - 3.6
Vbbio Vppio Operation voltage 1.8 - 3.6
Vear Vgar Operation voltage 1.8 - 3.6
AVpplY Analog operation voltage Voo \%
Vrer Analog reference voltage 1.8 - AVpp
Vibo LDO output voltage - 1.26 -
Vae Band-gap voltage 1.17 1.23
1 uF LQFP128/LQFP64
Cuool? LDO output capacitor on each pin
2.2 uF LQFP48/QFN32
Resg™ ESR of Cpo Output capacitor 0.1 - 10 Q
InRush current on voltage
lrusHl™ regulator power-on (POR or - 150 - mA
wakeup from Standby)
) InRush energy on voltage Voo = 1.8 V, Ta = 105 °C,
ErusH™® regulator power-on (POR or - 3.65 - ucC
wakeup from Standby) lrusn = 146 mA for 25 ps

Note:

1.1t is recommended to power Vpp and AVpp from the same source. A maximum difference of 0.3 V between Vpp and
AVpp can be tolerated during power-on and power-off operation .

2.To ensure stability, an external 1 pF output capacitor, C.po must be connected between the LDO_CAP pin and the
closest GND pin of the device. Solid tantalum and multilayer ceramic capacitors are suitable as output capacitor.
Additional 100 nF bypass capacitor between LDO_CAP pin and the closest GND pin of the device helps decrease
output noise and improves the load transient response.

3.Guaranteed by design, not tested in production

Table 9.2-1 General Operating Conditions
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9.3 DC Electrical Characteristics

9.3.1

The current consumption is a combination of internal and external parameters and factors such as
operating frequencies, device software configuration, 1/0 pin loading, 1/O pin switching rate, program
location in memory and so on. The current consumption is measured as described in below condition
and table to inform test characterization result.

Supply Current Characteristics

® All GPIO pins are in push pull mode and output high.

® The maximum values are obtained for Voo = 3.6 V and maximum ambient temperature
(Ta), and the typical values for Ta= 25 °C and Vop = 1.8~3.6 V unless otherwise specified.

Vob = AVbop = Vobio= Vear
When the peripherals are enabled HCLK is the system clock, feciko, 1 = fHeLk/2.

Program run while(1){} from Flash

Typ [*1] Max['ll['z]
Symbol Conditions Frcik Unit
Tao=25°C | ToA=-40°C | Tp=25°C | Tpo=105°C
192 MHz 25.14 2411 26.95 54.03
160 MHz 21.4 20.27 23.1 49.66
Normal run mode, executed 144 MHz 19.19 17.94 20.86 47
from Flash, all peripherals . . .
disable 120 MHz 17.4 17 19.39 45.94
HIRC, PLL, HXT,LIRC or LXT
clock 12 MHz 3.1 2.36 4.55 29.92
32.768 kHz 1.54 0.99 311 28.20
10 kHz 1.07 0.39 2.63 27.6
Ioo_rRUN mA
192 MHz 44.72 44.30 47.09 75.48
160 MHz 40.41 35.78 42.74 66.58
Normal run mode, executed 144 MHz 33.93 33.65 35.84 63.83
from Flash, all peripherals
enable 120 MHz 28.53 27.99 30.41 57.68
HIRC, PLL, HXT, LIRC or LXT
clock 12 MHz 4.63 4.14 6.13 32.02
32.768 kHz 1.85 1.30 35 28.82
10 kHz 1.39 0.73 3.01 28.11
Note:
1. When analog peripheral blocks such as ADC, ACMP, PLL, HIRC, LIRC, HXT and LXT are ON, an additional power
consumption should be considered.
2. Based on characterization, not tested in production unless otherwise specified.

Table 9.3-1 Current Consumption in Normal Run Mode

Typ Y Max[ir2
Symbol Conditions Frcik Unit
TA=25°C |Tpa= -40°C| TA=25°C [ Ta=105°C
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192 MHz 8.92 7.95 10.40 36.28
160 MHz 7.82 6.92 9.27 35.06
Idle mode, all peripherals 144 MHz 7.29 6.41 8.78 34.46
disable

120 MHz 6.47 5.63 7.95 33.56

HIRC, PLL, HXT, LIRC or LXT
clock 12 MHz 2.15 15 3.61 28.9
32.768 kHz 1.54 0.99 311 28.18
10 kHz 1.07 0.68 2.63 27.58

lop_ibLe mA
192 MHz 30.59 29.51 32.44 59.22
160 MHz 25.95 24.95 27.72 54.28
Idle mode, all peripherals 144 MHz 23.63 22.67 25.37 51.83
enable

120 MHz 20.13 19.25 21.82 48.15

HIRC, PLL, HXT, LIRC or LXT
clock 12 MHz 3.80 3.1 5.36 30.80
32.768 kHz 1.88 131 3.49 28.74
10 kHz 1.39 1.01 3.01 28.12

Note:
1. When analog peripheral blocks such as ADC, ACMP, PLL, HIRC, LIRC, HXT and LXT are ON, an additional
power consumption should be considered.
2. Based on characterization, not tested in production unless otherwise specified.

Table 9.3-2 Current Consumption in Idle Mode
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LxTeu|Lire| Typ™ Max I
Symbol Test Conditions 32.768| 10 _ ) Unit
kHz | kHz TAO_ 25 [ TA N 40 [1p=25°C |TaA=105°C
Cc Cc
Deep Power—dowr] mode, all peripherals ) ) 0.35 0.15 0.7 145
disable
Ioo_opp HA
Deep Power-down mode, RTC enable \% - 0.81 0.62 1.19 15
Standby Power-doyvn mode, all peripherals ) ) 1.48 0.98 3.05 400
disabled
Standby Power-down mode, RTC enable \% - 1.95 1.46 3.55 401
Standby Power-down mode, RTC enable
. - \Y 1.93 1.3 3.77 402
RTC with LIRC10k
loo_sr0 Standby Power-down m_odg with 16 KB RAM| ) 5.89 16 13.75 520 uA
retention:
Standby Power-down mode with 32 KB RAM
retention: - - 10.19 211 25.06 810
Standby Power-down mpdfa with 64 KB RAM ) ) 18.35 319 16.46 1370
retention:
Standby Power-down mpdg with 128 KB ) ) 34.42 531 88.15 2800
RAM retention:
Low leakage Power-down mode, all
peripherals disabled o 52.65 682 19161
Low leakage Power-down mode,
RTC/WDT/Timer/UART enable A I 54.23 683 19270
| A
pp-HPe Low leakage Power-down mode, "
RTC/WDT/Timer enable - Vv 230 54.16 681 19301
RTC/WDT/Timer with LIRC10k
Low leakage Power-down mode,
WDT/Timer use LIRC, RTC/UART use LXT v v 232 54.32 685 19334
NormaI—Power—dOV\_/n mode, all peripherals ) ) 672 185 2062 32045
disable
Normal-Power-down mode,
loo, NP WDT/Timer/UART/RTC enable A R L 187 2090 32167 1 A
Normal-Power-down mode,
WDT/Timer/UART enable - Vv 677 186 2091 32121
RTC/WDT/Timer with LIRC10k
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Normal-Power-down mode, WDT use LIRC,
UART/Timer/RTC use LXT v v 678 187 2092 32165
Fast wake up Power-down mode, all ) . 793 291 2204 32308
peripherals disable
Fast wake up Power-down mode,
WDT/Timer/lUART/RTC enable v ) 97 293 2216 32403
| A
pe-FED Fast wake up Power-down mode, W
WDT/Timer/UART enable - V; 796 203 2212 32357
RTC/WDT/Timer with LIRC10k
Fast wake up Power-down mode, WDT use
LIRC, UART/Timer/RTC use LXT v v 796 293 2213 32383

Note:

Crystal used: AURUM XF66RU000032C0 with a C, of 20 pF for L3 gain level
VDD = AVDD =3.3V.

Based on characterization, not tested in production unless otherwise specified.

PO DN PR

When analog peripheral blocks such as ADC and ACMP are ON, an additional power consumption should be
considered.

5. Based on characterization, tested in production.

Table 9.3-3 Chip Current Consumption in Power-down Mode
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9.3.2 On-Chip Peripheral Current Consumption

The typical values for Ta= 25 °C and Vbop = AVop = 3.3 V unless otherwise specified.

® All GPIO pins are set as output high of push pull mode without multi-function.
® HCLK is the system clock, fucik = 192 MHz, feciko, 1 = fhewk/2.
® The result value is calculated by measuring the difference of current consumption between all

peripherals clocked off and only one peripheral clocked on

Peripheral Ipp! ™Y Unit
PDMA 1166.72
EBI 231.78
SDHO 1233.37
CRC 63.38
CCAP 1199.17
USBH 858.77
SDH1 59.21
WDT 45.9
RTC 127.59
TMRO 361.64
TMR1 352.25
TMR2 314.95
TMR3 295.1
CLKO 84.24
ACMPO1 60.76 HA
12CO 28.94
1’C1 17.5
12c2 48.25
QSPIO 575.19
QSPI1 418.16
SPIO 560.07
SPI1 595.36
SPI2 619
UARTO 272.94
UART1 208.76
UART2 263.46
UART3 170.93
UART4 211.44
UARTS 169.76
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UART6 168.87
UART7 192.85
CANO 236.13
CAN1 216.79
CAN2 211.6
USB FS OTG 333.04
EADCO 391.46
EADC1 308.99
12S0 307.91
SCO 212.34
DAC 35.64
EPWMO 364.43
EPWM1 333.4
BPWMO 363.07
BPWM1 278.82
QEIO 51.81
QEI1 34.86
TRNG 311.47
ECAPO 66.53
ECAP1 35.24
Note:
1. Guaranteed by characterization results, not tested in production.
2. When the ADC is turned on, add an additional power consumption per ADC for the analog part.
3. When the ACMP is turned on, add an additional power consumption per ACMP for the analog part.

Table 9.3-4 Peripheral Current Consumption

9.3.3 Wakeup Time from Low-Power Modes

The wakeup times given in Table 9.3-5 is measured on a wakeup phase with a 12 MHz HIRC

oscillator.

Symbol Parameter Typ Unit
twu_ioLe Wakeup from IDLE mode 5 cycles
twu_Fwep Wakeup from Fast-wakeup power down mode 10

twu_pp Wakeup from normal power down mode 15

twu_LLep Wakeup from low leakage power down mode 58 us
twu_spp Wakeup from Standby Power-down mode 200

twu_ppp Deep Power-down mode (DPD) 200
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Note:
1. Based on test during characterization, not tested in production.

2. The wakeup times are measured from the wakeup event to the point in which the application code reads the first

Table 9.3-5 Low-power Mode Wake-up Timings
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9.3.4 1/O Current Injection Characteristics

In general, 1/O current injection due to external voltages below Vss or above Voo should be avoided
during normal product operation. However, the analog compoenent of the MCU is most likely to be
affected by the injection current , but it is not easily clarified when abnormal injection accidentally
happens. It is recommended to add a Schottky diode (pin to ground or pin to Vpp) to pins that include
analog function which may potentially injection currents.

Negative Positive

g S Unit Test Condition
Injection Injection

Symbol Parameter

-0 0 Injected current on nReset pins

Injected current on PF2~PF5, PA10,

Ingeny |INjected current by a I/0 Pin 0 0 mA |PAL1l and PBO~PB15 for analog
input function

Injected current on any other 1/O

- * except analog input pin

Table 9.3-6 1/0 Current Injection Characteristics

9.3.5 1/O DC Characteristics
9.3.5.1 PIN Input Characteristics

Symbol Parameter Min Typ Max Unit Test Conditions
Input low voltage (Schmitt trigger) 0 - 0.3*Vpp
V||_ 0 - 0.7 \Y VDD =27V
Input low voltage (TTL trigger)
0 - 05 VDD = 18 \Y
Input high voltage (Schmitt trigger) 0.7*Vpp - Voo
V|H 1.5 - VDD \Y VDD =33V
Input high voltage (TTL trigger)
0.8 - VDD VDD =18V
V' |Hysteresis voltage of schmitt input - 0.2*Vpp - \%

Vss < Vin < Vo,
Open-drain or input only mode

1. |Input leakage current KA

Vb < Viy <5V, Open-drain or
-1 1 input only mode on any other 5v
tolerance pins

Reu™  |Pull up resistor 45 52 57 kQ
Repl™  |Pull down resistor 45 52 57 kQ
Note:

1. Guaranteed by characterization result, not tested in production.
2. Leakage could be higher than the maximum value, if abnormal injection happens.

Table 9.3-7 1/O Input Characteristics
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9.3.5.2 1/O Output Characteristics
Symbol Parameter Min Typ Max Unit Test Conditions
VDD =33V
) 6.91 7.76 HA
Source current for quasi- Vin=(Vbp-0.4) V
bidirectional mode and
high level Vpp =18V
6.79 7.59 HA
V|N=(VDD'0.4) \Y
lorI 02
VDD =33V
16.98 17.40 mA Ve (V Y
Source current for push- w=(Voo-0-4)
pull mode and high level Voo = 1.8 V
9.85 10.19 mA
VIN:(VDD'0-4) \
VDD =33V
16.21 16.63 mA Vs 04V
o 1112 Sinkcurrent for push-pull N
SK
mode and low level Vop = 1.8V
9.59 10.41 mA
V|N: 04V
Ciol't I/O pin capacitance - 5 - pF
Note:
1. Guaranteed by characterization result, not tested in production.
2. The Isg and Isk must always respect the abslute maximum current and the sum of 1/0O, CPU and peripheral must
not exceed Zlpp and Zlss.
Table 9.3-8 1/0 Output Characteristics
9.3.5.3 nRESET Input Characteristics
Symbol Parameter Min Typ Max | Unit Test Conditions
ViR Negative going threshold, nRESET - - 0.3*Vpp| V
ViR Positive going threshold, NnRESET 0.7*Vpp - - \%
Rrsti™  |Internal nRESET pull up resistor 45 52 47 kQ
- 24 - Normal run and Idle mode
terl™Y NRESET input filtered pulse time - 24 - us |Fast wake up Power-down mode
75 - 155 Power-down mode
Note:
1. Guaranteed by characterization result, not tested in production.
2. It is recommended to add a 10 kQ and 10uF capacitor at nNRESET pin to keep reset signal stable.
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9.4 AC Electrical Characteristics

9.4.1 48 MHz Internal High Speed RC Oscillator (HIRC48M)

The 48 MHz RC oscillator is calibrated in production.

Symbol. Parameter Min Typ Max Unit Test Conditions
Voo |Operating voltage 1.75 - 3.6 \%
. Ta=25°C,
Oscillator frequnecy 47.52 48 48.48 MHz
VDD =1.8 ~ 3.6V
Ta=25°C,
fre t ) ! % oo=18-36v
Frequency drift over temperarure and bb— -~ :
volatge — 4000 — o
0 ] 4 o |Ta=-40°C-+105°C,
Vpp = 1.8 ~ 3.6V
lurc™  |Operating current - - 230 HA
) X Ta=-40°C ~ +105 °C,
T2 |Stable time - - 20 us

Vpp = 1.8 ~ 3.6V

Note:
1. Guaranteed by characterization result, not tested in production.
2. Guaranteed by design.

Table 9.4-148 MHz Internal High Speed RC Oscillator(HIRC) Characteristics
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9.4.2 12 MHz Internal High Speed RC Oscillator (HIRC)

The 12 MHz RC oscillator is calibrated in production.

Symbol. Parameter Min Typ Max Unit Test Conditions
Voo |Operating voltage 1.75 - 3.6 \%
. Ta=25°C,
Oscillator frequnecy 11.76 12 12.24 MHz
VDD =1.8~3.6V
Ta=25°C,
Fure t ) ! % Voo =18-36v
Frequency drift over temperarure and oo~ - :
volatge Mo o
3t ) a1 % Ta=-40°C ~ +105 °C,
VDD =1.8~3.6V
Iurc™  |Operating current - - 215 HA
. . Ta=-40°C ~ +105 °C,
T4 [Stable time - - 20 us
Vop = 1.8 ~ 3.6V
Note:
1. Guaranteed by characterization result, not tested in production.

2. Guaranteed by design.

Table 9.4-2 12 MHz Internal High Speed RC Oscillator(HIRC) Characteristics
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9.4.3 10 kHz Internal Low Speed RC Oscillator (LIRC)

Symbol Parameter Mintd | Typ | MaxI | Unit Test Conditions
Vop Operating voltage 1.75 - 3.6 \%
. Ta=25°C,
Oscillator frequnecy - 10 - kHz
VDD =1.8~3.6V
Ta=25°C,
. -1 - 1 %
Firc? Vpp = 1.8 ~ 3.6V
Frequency drift over temperarure 0
and volatge Ta=-40~105°C
-10 - 10 %  |Vpp=1.8V~3.6V
Without software calibration
ILre Operating current - 0.85 1 MA  |Vpp = 3.3V
. Ta=-40~105°C
Ts Stable time - 500 - us
Vpp=1.8V~3.6V

Note:
1. Guaranteed by characterization, not tested in production.
2. Thel0 kHz low speed RC oscillator can be calibrated by user.
3. Guaranteed by design.
4. The LIRC duty cycle is 16/84, if need 50/50 duty clock output, user should divided by 2 at least.

Table 9.4-3 10 kHz Internal Low Speed RC Oscillator(LIRC) Characteristics
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9.4.4 External 4~24 MHz High Speed Crystal/Ceramic Resonator (HXT) Characteristics

The high-speed external (HXT) clock can be supplied with a 4 to 24 MHz crystal/ceramic resonator
oscillator. All the information given in this secion are based on characterization results obtained with
typical external components. In the application, the external components have to be placed as close as
possible to the XT1_IN and XT1_Out pins and must not be connected to any other devices in order to
minimize output distortion and startup stabilization time. Refer to the crystal resonator manufacturer for
more details on the resonator characteristics (frequency, package, accuracy).

Symbol Parameter Minfd [ Typ | MaxV Unit Test Conditions
Vob Operating voltage 1.8 - 3.6 \%
Ry Internal feedback resister - 1000 - kQ
fuxr Oscillator frequency 4 - 24 MHz
- 160 281 4 MHz, Gain = LO
280 417 12 MHz, Gain = L1
Ihxt Current consumption HA
- 400 540 16 MHz, Gain = L2
- 600 690 24 Mhz, Gain = L3
- 1300 1974 4 MHz, Gain = LO
458 605 12 MHz, Gain = L1
Ts Stable time us
- 326 439 16 MHz, Gain = L2
- 268 414 24 Mhz, Gain = L3
Dupxr Duty cycle 40 - 60 %
Vpp Peak-to-peak amplitude - 1.47 - V Vpp = 3.3V @ fuxt = 12 MHz
Note:
1. Guaranteed by characterization, not tested in production.
2. Recommended crystal resonators for the HXT oscillator in M480 Series MCUs
2.1 EPSON FA-238A 12MHz (C,=12pF, ESR= 120 Q), X1E000341000400
2.2 EPSON FA-238A 16MHz (C.=12pF, ESR= 80 Q), X1E000341003900
2.3 EPSON FA-238A 24MHz (C,=12pF, ESR= 60 Q), X1E000341014800

Table 9.4-4 External 4~24 MHz High Speed Crystal (HXT) Oscillator
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Symbol Parameter Min U4 Typ Max [t Unit Test Conditions
150 Crystal @4 MHz
50 Crystal @12 MHz

Rs Equivalent series resisotr(ESR) Q

40 Crystal @16 MHz
40 Crystal @24 MHz

Note:

1. Guaranteed by characterization, not tested in production.
Table 9.4-5 External 4~24 MHz High Speed Crystal Characteristics
9.4.4.1 Typical Crystal Application Circuits

For C1 and C2, it is recommended to use high-quality external ceramic capacitors in 10 pF ~ 25 pF
range, designed for high-frequency applications, and selected to match the requirements of the crystal
or resonator. The crystal manufacturer typically specifies a load capacitance which is the series
combination of C1 and C2. PCB and MCU pin capacitance must be included (8 pF can be used as a
rough estimate of the combined pin and board capacitance) when sizing C1 and C2.

Feb 22, 2022

CRYSTAL C1 c2 R1
4 MHz ~ 24 MHz 20 pF 20 pF without
XT1_OUT XT1_IN
c2 J: RL —a
Figure 9.4-1 Typical Crystal Application Circuit
Rev 3.03
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9.4.5 External 4~24 MHz High Speed Clock Input Signal Characteristics

For clock input mode the HXT oscillator is switched off and XT1_IN is a standard input pin to receive
external clock. The external clock signal has to respect the Table 9.4-6. The characteristics result from
tests performed using a wavefrom generator.

Symbol Parameter Min U4 Typ Max 1] Unit Test Conditions
External user clock source
fHXT ext 4 - 24 MHz
- frequency
tehex Clock high time 8 - - ns
terex Clock low time 8 - - ns

0, i 0,
toron Clock rise time ) ) 10 ns Low (10%) to high level (90%)

rise time
. High (90%) to low level (10%)
temeL Clock fall time - - 10 ns fall time
DUE_HXT Duty CyCle 40 - 60 %
Vi Input high voltage 0.7*Vpp - Vob \%
Vi Input low voltage Vss - 0.3*Vpp \Y
External

clock source]
—»01 XT1_IN

Note:
1. Guaranteed by characterization, not tested in production.

Table 9.4-6 External 4~24 MHz High Speed Clock Input Signal
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9.4.6 External 32.768 kHz Low Speed Crystal/Ceramic Resonator (LXT) Characteristics

The low-speed external (LXT) clock can be supplied with a 32.768 kHz crystal/ceramic resonator
oscillator. All the information given in this secion are based on characterization results obtained with
typical external components. In the application, the external components have to be placed as close as
possible to the X32_OUT and X32_IN pins and must not be connected to any other devices in order to
minimize output distortion and startup stabilization time. Refer to the crystal resonator manufacturer for
more details on the resonator characteristics (frequency, package, accuracy).

Symbol Parameter Mint8 | Typ |Max | Unit Test Conditions
Vpp  |Operation voltage 1.8 - 3.6 \%
Tuxr |Temperature range -40 - 105 °C
Ry Internal feedback resistor - 15 - MQ
Fixr  |Oscillator frequency 32.768 kHz
- 0.25 0.49 ESR=35 kQ, Gain = L1
Ixr  |Current consumption 0.42 0.8 pA |ESR=35KkQ, Gain = L4
- 0.85 1.66 ESR=70 kQ, Gain = L7
Tsixr |Stable time - 15 2 s
Duxr |Duty cycle 30 - 70 %
Note:
1. Guaranteed by characterization, not tested in production.
2. Recommended crystal resonators for the LXT oscillator in M480 Series MCUs
2.1 EPSON FC-13A 32.768 kHz (C.= 12.5pF, ESR=70 kQ), X1A000091000100
Table 9.4-7 External 32.768 kHz Low Speed Crystal (LXT) Oscillator
Symbol Parameter Min Typ Max Unit Test Conditions
Rs Equivalnet Series Resisotr(ESR) - 35 70 kQ Crystal @32.768 kHz

Table 9.4-8 External 32.768 kHz Low Speed Crystal Characteristics

9.4.6.1 Typical Crystal Application Circuits

CRYSTAL C1 Cc2 R1

32.768 kHz, ESR < 70 KQ 20 pF 20 pF without

X32_0UT X32_IN
0
Figure 9.4-2 Typical 32.768 kHz Crystal Application Circuit
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External 32.768 kHz Low Speed Clock Input Signal Characteristics

For clock input mode the LXT oscillator is switched off and X32_IN is a standard input pin to receive
external clock. The external clock signal has to respect the Table 9.4-9. The characteristics result from
tests performed using a wavefrom generator.

Symbol Parameter Min 4 Typ Max I [ Unit Test Conditions
fLsE ext External clock source frequency - 32.768 - kHz
tehex Clock high time 450 - - ns
terex Clock low time 450 - - ns
teren Clock rise time ) ) 50 ns Low (10%) to high level (90%)
rise time
tereL Clock fall time ) ) 50 ns High (90%) to low level (10%) fall
time
DUE_LXT Duty CyCIe 30 - 70 %
Xin_VIH [LXT input pin input high voltage 0.7*Vpp - Vob \%
Xin_VIL [LXT input pin input low voltage Vss - 0.3*Vpp \%
External
clock source
—»01 X32_IN
Viw —
Vie
teHeL
Note:
1. Guaranteed by design, not tested in production

Table 9.4-9 External 32.768 kHz Low Speed Clock Input Signal
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9.4.8 PLL Characteristics

Symbol Parameter Mint Typ Max!t Unit Test Conditions
oL in PLL input clock 4 - 24 MHz
fPLL out PLL multiplier output clock 50 - 480 MHz
fPLL - PLL reference clock 4 - 8 MHz
fPLL veo PLL voltage controlled oscillator 200 - 480 MHz
T PLL locking time - - 100 us
Jittert2 Cycle-to-cycle Jitter - - 500 ps
_ f -
loo Power consumption - 3.56 4.4 mA |Veo=3:3V @ ‘pui veo =500
MHz

Note:
1. Guaranteed by characterization, not tested in production
2. Guaranteed by design, not tested in production

Table 9.4-10 PLL Characteristics
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9.49 |I/O AC Characteristics

Symbol Parameter Typ. | Max[. | Unit Test Conditions[™?
- 35 CL=30pF,V,,>=36V
- 2 C.=10pF, V,,>= 3.6V
Output high (90%) to low level (10%) fall time : 4.5 Cu=30pF, Vpp >=2.7V
(Normal Slew Rate) R 3 CL=10 pF, V,, >= 2.7V
- 8 CL=30pF, V,,>=18V
- 5.5 CL=10pF, Vp, >= 1.8V
- 3 CL=30pF,V,,>=36V
- 15 CL=10pF, V,,>=3.6 V
‘ Output high (90%) to low level (10%) fall time . 3.5 . CL=30pF, Vp, >=27V
f(10)out .
(High Slew Rate) - 2 CL=10pF, Vo, >=27V
- 6.5 CL=30pF, Vp, >= 1.8V
- 35 CL=10pF, Vy,>= 18V
- 2.5 CL=30pF,V,,>=36V
- 15 C.=10pF,V,,>= 36V
Output high (90%) to low level (10%) fall time - 3 CL=30pF, Vpp >=2.7V
(Fast Slew Rate) _ 2 C, =10 pF, VDD >=2.7V
- 5.5 CL=30pF, Vy,>= 18V
- 35 CL=10pF, Vy,>= 18V
- 4 C.=30pF, V,, >=3.6 V
- 25 C.=10pF,V,,>=36V
Output low (10%) to high level (90%) rise time - 4.5 CL=30pF, Vpp >=2.7V
ns
(Normal Slew Rate) _ 3 C, =10 pF, VDD >=2.7V
- 8 C.=30pF,V,,>= 18V
tr(lo)out - 5.5 CL=10pF,Vy,>=18V
- 25 CL=30pF, V,yp, >=3.6 V
- 15 CL=10pF, V,, >= 3.6 V
Output low (10%) to high level (90%) rise time
- 3 ns |CL=30pF,V,,>=27V
(High Slew Rate)
- 2 CL=10pF, V,,>=27V
- 5 CL=30pF,V,,>= 1.8V
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- 3 CL=10pF,V,,>= 18V
- 25 CL= 30 pF, V,, >=3.6 V
- 15 CL=10pF, V,, >= 3.6V
Output low (10%) to high level (90%) rise time ) 3 CL=30pF, Vg, >=27V
ns
(Fasr Slew Rate) ; 2 C.=10pF, V,, >= 2.7V
- 5 CL=30pF,Vy,,>=18V
- 3 CL=10pF, V,, >= 1.8V
- 88.9 CL=30pF, Vyp >= 3.6V
- 148.1 C.=10pF,V,,>=36V
I/O maximum frequency ) 74.1 - CL=30pF, Vg, >=27V
z
(Normal Slew Rate) - 111.1 CL=10pF, Vy, >=2.7V
- 41.7 CL=30pF,Vy,,>=18V
- 60.6 CL=10pF, V,, >= 1.8V
- 121.2 CL=30pF, V,yp, >=3.6 V
- 222.2 CL=10pF, V,,>=36V
.. |I/O maximum frequency ) 102.6 CL=30pF, Vp, >=2.7V
fmax(lo)uul[ 3l . MHz
(High Slew Rate) - 166.7 CL=10pF,V,,>= 27V
- 58.0 CL=30pF,Vy,,>=18V
- 102.6 CL=10pF,V,,>=18V
- 133.3 CL=30pF, V,yp, >=3.6 V
- 222.2 CL=10pF, V,,>=36V
I/0 maximum frequency i 11l M CL=30pF, Vp, >=2.7V
. z
(Fastigh Slew Rate) R 166.7 CL= 10 pF, V,, >= 2.7V
- 63.5 CL=30pF,Vy,,>=18V
- 102.6 CL=10pF,V,,>=18V
CL=30pF, V,, =33V,
2.77 -
f(IO)out =24 MHz
CL=10pF, V,, =33V,
1.19 -
f(IO)oul =24 MHz
Ipiol™ I/O dynamic current consumption mA
0.60 ) CL=30pF, V,, =33V,
fuoiow = 6 MHZ
0.3 ) CL=10pF, V,, =33V,
' fuopou = 6 MHz
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Note:
Guaranteed by characterization result, not tested in production.
C. is a external capacitive load to simulate PCB and device loading.

3. The maximum frequency is defined by f,q, = PrToeTEt
frir

4. The 1/0 dynamic current consumption is defined by I, = Vpp X fio X (Cio + Cp)

Table 9.4-11 1/O AC Characteristics
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9.5 Analog Characteristics
951 LDO
Symbol Parameter Min Typ Max Unit Test Condition
Vop Power supply 1.8 - 3.6 \%
Vipo Output voltage - 1.26 - \
Ta Temperature -40 - 105 °C
Note:
1. It is recommended a 0.1uF bypass capacitor is connected between Vpp and the closest Vss pin of the device.
2. For ensuring power stability, a 1uF capacitor must be connected between LDO_CAP pin and the closest Vss
pin of the device.

9.5.2 Reset and Power Control Block Characteristics

The parameters in Table 9.5-1 are derived from tests performed under ambient temperature.

Symbol Parameter Min Typ Max Unit Test Conditions
Ipor™ POR operating current - 35 45 HA AVpp = 3.6V
Iyl LVR operating current - 0.3 0.6 AVpp = 3.6V, Normal mode
lgopl™ BOD operating current ) 30 40 AVpp = 3.6V, Normal
mode
} 1 } AVpp = 3.6V, Low Power
mode
Vpor POR reset voltage 1.38 1.46 1.54 \% -
Vivr LVR reset voltage 1.45 1.50 1.55 -
Vsop BOD brown-out detect voltage 1.50 1.60 1.70 BODVL =0
(Falling edge) 1.70 1.80 1.90 BODVL =1
1.90 2.00 2.10 BODVL =2
2.10 2.20 2.30 BODVL =3
2.30 2.40 2.50 BODVL =4
2.50 2.60 2.70 BODVL =5
2.70 2.80 2.90 BODVL =6
2.90 3.00 3.10 BODVL =7
BOD brown-out detect voltage 1.58 1.68 1.78 BODVL =0
(Rising edge) 1.78 1.88 1.98 BODVL = 1
1.98 2.08 2.18 BODVL =2
2.18 2.28 2.38 BODVL =3
2.38 2.48 2.58 BODVL =4
2.58 2.68 2.78 BODVL =5
2.78 2.88 2.98 BODVL =6
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2.98 3.08 3.18 BODVL =7
Tk syt |LVR startup time - 200 256 us -
Tk re'™  |LVR respond time - 1 2 Normal mode
Teoo_sul™  |BOD startup time - 1000 - -
Teoo_re'™  |BOD respond time - - 100 Normal mode
- - 12000 Low Power mode
Rvoorl™  |Vop rise time rate 10 - - us/v POR Enabled
Rvooel™  |Vop fall time rate 10 - - POR Enabled
300 - - LVR Enabled
666 ) ) BOD 1.6V Enabled,
Normal mode
285 ) ) BOD 1.8V Enabled,
Normal mode
BOD 2.0V Enabled,
180 - -
Normal mode
BOD 2.2V Enabled,
133 - -
Normal mode
BOD 2.4V Enabled,
105 - - Normal mode
85 . ) BOD 2.6V Enabled,
Normal mode
. ) ) BOD 2.8V Enabled,
Normal mode
BOD 3.0V Enabled,
65
Normal mode
Note:
1. Guaranteed by characterization, not tested in production.
2. Design for specified applcaiton.
Table 9.5-1 Reset and Power Control Unit
A
VDD
RVDDR RVDDF
VBob
LVR
POR
Time

Figure 9.5-1 Power Ramp Up/Down Condition
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9.5.3 12-bit SAR ADC
9.5.3.1 ADCO Characteristics

Fast Speed Channel

Symbol Parameter Min Typ Max Unit Test Conditions
Ta Temperature -40 - 105 °C
AVpp Analog operating voltage 1.8 - 3.6 \% AVpp = Vpp
VRer Reference voltage 1.6 - AVpp \%
ViN ADC channel input voltage 0 - VRer \%
Operating current (AVpp current) AVpp = Vpp = Vger = 3.3V
lapc™ (Enable ADC and disable all other analog| 599 - 629 HA  |ADC Clock Rate = 80 MHz
modules) High speed channel
Ng Resolution 12 Bit
Faoc ADC Clock frequency TBD - 80 MHz  |Fapc=1/Tapc
Tswp Sampling Time 2 1/Faoc
Tconv Conversion time 14 l/FADC Tcony = Tswp + 12
Fsps Sampling Rate TBD - 5 MSPS [High speed channel
Ten Enable to ready time TBD - - us
. . VREF = AVDD =3.3V
INL Integral Non-Linearity Error -4.42 - 2.4 LSB . .
package with Vger pin
. . . . VREF = AVDD =3.3V
DNL Differential Non-Linearity Error -1 - 4.62 LSB . .
package with Vger pin
Vrer = AVpp = 3.3V
Es Gain error 0.5 - | 206 | s | _
package with Vger pin
Vgrer = AVpp = 3.3V
Eo Offset error 0 - 181 | LsB | & _
package with Vger pin
Vgrer = AVpp = 3.3V
Ea Absolute Error 369 | - |e637 | s [0 T _
package with Vger pin
Cpn Internal Capacitance - 5 - pF

Note:
Guaranteed by characterization result, not tested in production.

Rex max formula is used to determine the maximum external impedance allowed for 1/4 LSB error. N = 12 (based on
12-bit resoluton) and k is the number of sampling clocks (Tswe). Cex represents the capacitance of PCB and pad and
is combined with Rex into a low-pass filter. Once the Rex and Cex values are too large, it is possible to filter the real
signal and reduce the ADC accuracy.

k

- R
fapc X Cpy X In(2N+2) w

Rpx =

Low Speed Channel
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Symbol Parameter Min Typ Max Unit Test Conditions
Ta Temperature -40 - 105 °C
AVpp Analog operating voltage 1.8 - 3.6 \% AVpp = Vpp
VRer Reference voltage 1.6 - AVpp \%
Vin ADC channel input voltage 0 - Vrer \%
Operating current (AVpp current) AVpp = Vpp = Vger = 1.62V ~ 3.3V
lapc™ (Enable ADC and disable all other analog| 163 - 270 HA  |ADC Clock Rate = 32 MHz
modules) High speed channel
Nr Resolution 12 Bit
Fapc ADC Clock frequency TBD - 80 MHz  [Fapc=1/Tapc
Tswp Sampling Time 2 1/Fpoc
Tcon Conversion time 14 1/Froc |Tcony = Tswe + 12

Low speed channel

Feps Sampling Rate 0.1 - 2 Mmsps [Note: it needs more extend
sampling time to slow down the

sampling rate.

Ten Enable to ready time TBD - - us
) ) VREF = AVDD =1.62V ~ 3.3V
INL Integral Non-Linearity Error -2.17 - 1.89 LSB . .
package with Vger pin
) . ) . VREF = AVDD =1.62V ~ 3.3V
DNL Differential Non-Linearity Error -1 - 1.87 LSB . .
package with Vrer pin
Vger = AVpp = 1.62V ~ 3.3V
= Gain error 031 | - |[286 | s [T _
package with Vrer pin
Vger = AVpp = 1.62V ~ 3.3V
Eo Offset error -0.31 - 2.19 LSB . )
package with Vger pin
Vger = AVpp = 1.62V ~ 3.3V
Ea Absolute Error -3.5 - 5.87 LSB . .
package with Vger pin
CntY Internal Capacitance - 5 - pF
Note:

Guaranteed by characterization result, not tested in production.

Rex max formula is used to determine the maximum external impedance allowed for 1/4 LSB error. N = 12
(based on 12-bit resoluton) and k is the number of sampling clocks (Tswe). Cex represents the capacitance of
PCB and pad and is combined with Rgx into a low-pass filter. Once the Rex and Cgyx values are too large, it is
possible to filter the real signal and reduce the ADC accuracy.

k

Rex = -R
B fape X Ciy X In(2N+2) w
9.5.3.2 ADCI1 Characteristics
Fast Speed Channel
Symbol Parameter Min Typ Max Unit Test Conditions
Ta Temperature -40 - 105 °C
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Symbol Parameter Min Typ Max Unit Test Conditions
AVpp Analog operating voltage 1.8 - 3.6 V  |AVpp = Vpp
Vrer Reference voltage 1.6 - AVpp \%
Vin ADC channel input voltage 0 - Vrer \%
Operating current (AVpp current) AVpp = Vpp = Vger = 3.3V
Iapcl™ (Enable ADC and disable all other analog| 596 - 627 MA  [ADC Clock Rate = 80 MHz
modules) High speed channel
Ngr Resolution 12 Bit
Fapc ADC Clock frequency TBD - 80 MHz  [Fapc=1/Tapc
Tswp Sampling Time 2 1/Fpoc
Tconv Conversion time 14 1/Fapc |Teony = Tswp + 12
Fsps Sampling Rate TBD - 5 MSPS [High speed channel
Ten Enable to ready time TBD - - us
. . VREF = AVDD =3.3V
INL Integral Non-Linearity Error -6.22 - 2.17 LSB . .
package with Vger pin
. . . . VREF = AVDD =3.3V
DNL Differential Non-Linearity Error -1 - 6.62 LSB . .
package with Vger pin
Vger = AVpp = 3.3V
Ee Gain error 1.06 - | 294 | s | TP _
package with Vger pin
Vrer = AVpp = 3.3V
Eo Offset error 0 - 175 | s | TP _
package with Vger pin
Vrer = AVpp = 3.3V
Ea Absolute Error 3 - 5.69 LSB REF D_D )
package with Vger pin
Cpnfy Internal Capacitance - 5 - pF
Note:

Guaranteed by characterization result, not tested in production.

2. Rex max formula is used to determine the maximum external impedance allowed for 1/4 LSB error. N = 12
(based on 12-bit resoluton) and k is the number of sampling clocks (Tswe). Cex represents the capacitance of
PCB and pad and is combined with Rex into a low-pass filter. Once the Rex and Cgyx values are too large, it is
possible to filter the real signal and reduce the ADC accuracy.
k

= — R
X7 fane X Gy X In(2N*2) w

R

Low Speed Channel

Symbol Parameter Min Typ Max Unit Test Conditions
Ta Temperature -40 - 105 °C
AVpp Analog operating voltage 1.8 - 3.6 \% AVpp = Vpp
Vrer Reference voltage 1.6 - AVpp \%
Vin ADC channel input voltage 0 - Vrer \%
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Symbol Parameter Min Typ Max Unit Test Conditions
Operating current (AVpp current) AVpp = Vpp = Vger = 1.62V ~ 3.3V
Iapct™ (Enable ADC and disable all other analog| 162 - 269 HA  |ADC Clock Rate = 32 MHz
modules) High speed channel
Nr Resolution 12 Bit
Fapc ADC Clock frequency 15 - 32 MHz  [Fapc=21/Tapc
Tswp Sampling Time 2 1/Fapc
Tconv Conversion time 14 1/Fapc [Tconv = Tswp + 12
Fsps Sampling Rate 0.1 - 2 MSPS [Low speed channel
Ten Enable to ready time TBD - - us
) ] Vgrer = AVpp = 1.62V ~ 3.3V
INL Integral Non-Linearity Error -1.96 - 1.22 LSB . .
package with Vger pin
. . . . VREF = AVDD =1.62V ~ 3.3V
DNL Differential Non-Linearity Error -1 - 1.94 LSB . .
package with Vger pin
Vgrer = AVpp = 1.62V ~ 3.3V
Es Gain error 0.62 - 3.19 LSB REF D,D .
package with Vgrer pin
VREF = AVDD =1.62V ~ 3.3V
Eo Offset error -0.44 - 2.62 LSB . .
package with Vger pin
VREF = AVDD =1.62V ~ 3.3V
Ea Absolute Error 2.81 - 6.19 LSB . .
package with Vger pin
Cnf Internal Capacitance - 5 - pF
Note:

Guaranteed by characterization result, not tested in production.

2. Rex max formula is used to determine the maximum external impedance allowed for 1/4 LSB error. N = 12
(based on 12-bit resoluton) and k is the number of sampling clocks (Tswue). Cex represents the capacitance of
PCB and pad and is combined with Rex into a low-pass filter. Once the Rex and Cex values are too large, it is
possible to filter the real signal and reduce the ADC accuracy.
k

Rpy = -
BT fane X Gy X In(2M*2)

RIN
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REX

EADC_CHX RIN

L1

CIN

12-bit
Converter

I Cex AN

s

Note: Injection current is a important topic of ADC accuracy. Injecting current on any analog input pins
should be avoided to protect the conversion being performed on another analog input. It is recommended
to add Schottky diodes (pin to ground and pin to power) to analog pins which may potentially inject

currents.
Er (Full scale error) = Eq + Eg
Gain Error  Offset Error
A Ee Fo
4095 [ - - Y Y == /_ __7___ 7_
s
4094 |-
4093
4092 —
7 L Ideal transfer curve
6
ADC y
output S s s Actual transfer curve
code Ve
4 S f
/s s
3 L = /s /
2 DNL
/
Y le] |
1F 1LSB
/s
[ | | | | [ | | | >
le—» ) 4095
Analog input voltage
Offset Error LSB)
Eo (

Note: The INL is the peak difference between the transition point of the steps of the calibrated transfer
curve and the ideal transfer curve. A calibrated transfer curve means it has calibrated the offset and gain

error from the actual transfer curve.

9.54 Temperature Sensor
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Symbol Parameter Min|Typ Max Unit
Voo Operating Voltage 18 3.6 \%
Ta Temperature Range -40 105 °C
lremp Current Consumption [*3] 16 uA
Te Temperature Coefficient [*3] -1.77 | -1.82 | -1.84 | mV/°C
Vos Offset Voltage when T, = 0°C [*3] 710.2 716.8 mV
te Stable time[*2] 1 us
ADC sampling time when reading the temperature (5pF cap load) [*1] 3 us
S_temp
Note:
Vreme (MV) = T, (MV/°C) x Temperature (°C) + Vos (MV)
Guaranteed by design, not tested in production
Guaranteed by characteristic, not tested in production
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9.55

The maximum values are obtained for Voo = 3.6 V and maximum ambient temperature (Ta), and the typical values
for Ta= 25 °C and Voo = 3.3 V unless otherwise specified.

Analog Comparator Controller (ACMP)

Symbol Parameter Min | Typ | Max | Unit Test Conditions
AV, Analog supply voltage 1.8 - 36 | V [Vop=AVpp
Ta Temperature -40 - 105 | °C
- 75 90 MODESEL =11
- 10 30 MODESEL =10
Lol ACMP operating current pA
- 3 10 MODESEL =01
- 1.2 6 MODESEL = 00
Veul@ Input common mode voltage range 0.1 A]ﬁo A(\)/DlD
Vpl2 Differential input voltage sensitivity - 10 - mV [Hysteresis disable (HYSSEL = 00)
Voitsetl 2 Input offset voltage - 5 10 | mV |Hysteresis disable (HYSSEL = 00)
- 10 20 | mV |HYSSEL =01
Vpysl? Hysteresis window 20 40 HYSSEL = 10
30 60 HYSSEL =11
ALY DC voltage Gain 43 70 - dB
- 180 | 250 MODESEL =11
- 350 | 600 MODESEL =10
T2 Propagation delay ns
- 750 | 2000 MODESEL =01
- 1600 | 4500 MODESEL = 00
Tsetp'™? Setup time - 25T(: * 45ch, | ns
Acr? CRV output voltage -5 - 5 % |AVpp X (1/6+CRVCTL/24)
Rcrvt? Unit resistor value - 4.2 - kQ
Tsetup crv? Setup time - - TBD | ps |CRV output voltage settle to +5%
Iop_crv™? Operating current - 32.7 - pA
Note:
1. Guaranteed by design, not tested in production
2. Guaranteed by characteristic, not tested in production
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Digital to Analog Converter (DAC)

M480 Series

The maximum values are obtained for Voo = 3.6 V and maximum ambient temperature (Ta), and the typical values
for Ta= 25 °C and Voo = 3.3 V unless otherwise specified.

Symbol Parameter Min Typ Max | Unit Test Condition
AV, |Analog supply voltage 1.8 - 3.6 \Y, -
Nr Resolution 12 bit -
Veer  |Reference supply voltage 15 - AVio | V| Ve SAY,,
- - +2 LSB | 12-bit mode
DNLI2  [Differential non-linearity error
- - +0.5 | LSB | 8-bit mode
- - +4 LSB | 12-bit mode
INLF2  [Integral non-linearity error
- - +1 | LSB | 8-bit mode
12-bit mode
- - +30 | LSB
DACOUT buffer ON
2 12-bit mode
OE! Offset Error ) ) +a | LsB
DACOUT buffer OFF
- - +2 | LSB | 8-bit mode
12-bit mode
- - +8 LSB
DACOUT buffer ON
2] i 12-bit mode
GE Gain Error ) ) +4 LSB
DACOUT buffer OFF
- - +2 LSB | 8-bit mode
12-bit mode
- - +10 | LSB
DACOUT buffer ON
2] 12-bit mode
AE Absolute Error ) ) +4 LSB
DACOUT buffer OFF
- - +2 LSB | 8-bit mode
- Monotonic 10-bit guaranteed - -
AV __ .
0.2 OD; \ DACOUT buffer ON
Vol Output Voltage :
VRer -
*
1*LSB 1*LSB DACOUT buffer OFF
Rioao @ [Resistive load 75 - - kQ | DACOUT buffer ON
Ro?  |Output impedance - 10 12 kQ | DACOUT buffer OFF
- - 50 pF | DACOUT buffer ON
Croat?™ |Capacitive load
20 pF DACOUT buffer OFF
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AV, = 3.6V, no load, lowest code
(0x000)

loac_avon'@ |DAC operating current on AVpp supply - 340 550 | pA
AV, = 3.6V, no load, middle code
(0x800)

Ioac_vREFI2|DAC operating current on Vger supply - - 160 | pA zngegog)?}-GV, no load, middle code
Full scale: for a 12-bit input code
transition between the lowest and the

T2 Settling Time B 5 6 ps | highest input codes when DAC_OUT
reaches final value +/-1 LSB,
Croap < 50pF, Rioap = 5kQ
Max. frequency for a correct
Fs Update Rate - - 1 Msps | DAC_OUT change from core i to
i+1LSB, Cioap < 50pF, Rioap = 5kQ
Wakeup time from OFF state. Input]
. code between lowest and highest
Twakeur  |Wake-up Time - 9 15 Ms | possible codes.
DAC clock source =1 MHz
PSRRI |Power Supply Rejection Ratio - -60 -40 dB | No Rioap, CLoap = 50pF
Note:
1. Guaranteed by design, not tested in production
2. Guaranteed by characteristic, not tested in production.
3. Resistive load between DACOUT and AVss.
4. Capacitive load at DACOUT pin.
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9.5.7 Internal Voltage Reference

The maximum values are obtained for Voo = 3.6 V and maximum ambient temperature (Ta), and the
typical values for Ta= 25 °C and Vpp = 3.3 V unless otherwise specified.

Symbol Parameter Min Typ Max | Unit |Comments
1.55 1.6 1.65 AVpp >= 2.0V
1.95 2.0 2.05 AVpp >=2.2V
Vrer nt  |Internal reference voltage \
2.45 25 2.55 AVpp >= 2.7V
2.95 3.0 3.05 AVpp >= 3.2V

- 0.5 0.8 ms |C_ =4.7 uF, Vger initial=0

- 9.3 13 ms |C_ =4.7 uF, Vger initial=3.6

T Stable time
- 24 180 us |CL =1 uF, Vger initial=0

- 2 2.6 ms |C_ =1 uF, Vger initial=3.6

Note:

1. Guaranteed by characterization, not tested in production

f__[] Vrer

1uF

Figure 9.5-2 Typical Connection with Internal Voltage Reference
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9.6 Communications Characteristics
9.6.1 SPI Dynamic Characteristics
Specificaitons™ Test Conditions
Symbol Parameter
Min Typ Max Unit
- - 96 3.0V=sVpp<36V,CL=30pF
I:SF’ICLK
SPI clock frequency 96 MHz 27V<Vpp<s36V,C .=30pF
1/ Tspicik
- - 96 1.8V<=Vp<s3.6V,C =30pF
teLkn Clock output High time Tspiok/ 2 ns
toke Clock output Low time Tspicik/ 2 ns
tos Data input setup time 0 - - ns
ton Data input hold time 2 - - ns
- - 2 ns 3.0V<=Vp<s3.6V,C =30pF
tv Data output valid time 2 ns 27V<Vpp<s36V,C .=30pF
- - 2.2 ns 1.8V<=Vp<s3.6V,C =30pF
Note:
1. Guaranteed by design.

Table 9.6-1 SPI Master Mode Characteristics

|<—tCLKH—>|<—tcu<L—>|

CLKP=0 / \—/T

SPICLK

CLKP=1 \ / \ [ \

_.It
MOSI >< Data Valid Y Déta Valid ><
CLKP=0, TX_NEG=1, RX_NEG=0

tDs*h_tDHw or
CLKP=1, TX_NEG=0, RX_NEG=1

MISO >< Data Valid Data Valid

or
CLKP=1, TX_NEG=1, RX_NEG=0

_’It
MOSI y Data Valid >< Data Valid ><
CLKP=0, TX_NEG=0, RX_NEG=1
tDs—>|<—tD

H

MISO Data Valid Data Valid ><

Figure 9.6-1 SPI Master Mode Timing Diagram
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Specificaitons!™ Test Conditions
Symbol Parameter
Min Typ Max Unit
- - 45 3.0V<=Vpp<3.6V,C_ =30pF
FspicLk
SPI clock frequency 45 MHz 27V<Vpp<s3.6V,C =30pF
1/ Tspicik
- - 33 1.8V<Vpp<36V,C.=30pF
toLkn Clock output High time Tspick/ 2 ns
terk Clock output Low time Tspiok/ 2 ns
1
Tspick - - 3.0V=sVpp<3.6V,C =30pF
+2ns
1
tss Slave select setup time TspicLk ns 27V<=Vpps3.6V,C =30pF
+2ns
1
Tspick - - 1.8V<Vp<36V,C .=30pF
+3ns
) 1
tsh Slave select hold time T - - ns
SPICLK
tos Data input setup time 0 - - ns
ton Data input hold time 2 - - ns
- - 11 30V<sVp<36V,C =30pF
tv Data output valid time 11 ns 27V<=Vpps3.6V,C_ =30pF
- - 15 1.8V<=Vpp<3.6V,C =30pF
Note:
1. Guaranteed by design.

Table 9.6-2 SPI Slave Mode Characteristics
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SSACTPOL=1
SPI SS

SPI Clock
CLKPOL=1

RXNEG=1
SPI data output

SSACTPOL=O*

|
CLKPOL=0 | |<_tCLKH_>‘<_tCL KL"I

TXNEG=1 |
RXNEG=0 |

TXNEG=0 : | | : | ]
>7

=
| |
|

Data Valid Data Valid

\

SPI data output
(SPI_MISO)

(SP1_MISO) ( : : — -
i
-
SPI data input X . X . X T
(SPI_MOSI) Data Valid Data Valid .
I —-— I
SSACTPOL=1 - ) \I
SPISS 55 <y
SSACTPOL=0 : : *
I T I
CLKPOL=0 | |<—tCLKH—>’<—tcu<L—>' ] I
TXNEG=0 | | I I
RXNEG=1 |
SPI Clock I ' ' ' '

[ [ [ [
CLKPOL=1 '
TXNEG=1 | | | | |

SPI data input
(SPI_MOSI)

|
RXNEG=0 | ty [ [ | |
I A _’I | | | [
4< X Data Valid X Data Valid
Tod T T T~
|<3§«— ton | | |
X Data Valid X Data Valid
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9.6.2  SPI - I1°S Dynamic Characteristics

Symbol Parameter Min U4 Max [ Unit Test Conditions
2 H H -
tuckw | I°S clock high time 80 Master focix = 48 MHz, data: 24 bits, audio
twexyy | 12S clock low time 80 - frequency =128 kHz
tuws) WS valid time 2 6 Master mode
ns
thws) WS hold time 2 - Master mode
tsuws) WS setup time 24 - Slave mode
thws) WS hold time 0 - Slave mode
5 .
DUCY(scr I°S slave input clock duty 30 70 % Slave mode
cycle
tsusp_MR) 10 - Master receiver
Data input setup time
tsusp_sr) 7 - Slave receiver
thso_mr) 7 - Master receiver
Data input hold time
thso_sr) 4 - Slave receiver
ns
tyso st | Data output valid time - 25 Slave transmitter (after enable edge)
thsp s | Data output hold time 4 - Slave transmitter (after enable edge)
tuso mm | Data output valid time - 4 Master transmitter (after enable edge)
thsp_wm | Data output hold time 0 - Master transmitter (after enable edge)
Note:
1. Guaranteed by design.

Table 9.6-3 I12S Characteristics

3 tw(CKH) >
X | p— ] p— | peeeee
o / \
cPOL=1 \ / \\_/_
- »- t,(CKL) — th(WS)
WsSoutput N ____
t(SD_ST) tn(SD_ST)
SDyansmit X LSB transmit® X MSB transmit Bitn transmit LSB transmit
t(SD_MR) t:(SD_MR)
SDreceive X LSB receive® MSB receive Bitn receive LSB receive

Figure 9.6-3 IS Master Mode Timing Diagram
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CK Input

o TN\ NSNS

£,(CKH) = - > 1,(CKL) > t(WS)
WS input r _______
tsu(WS) t(SD_ST) t(SD_ST)
SDyransmit X LSB transmit® X MSB transmit Bitn transmit LSB transmit

t(SD_SR) t(SD_SR)
SDreceive X LSB receive® MSB receive Bitn receive >< LSB receive

Figure 9.6-4 I°S Slave Mode Timing Diagram
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9.6.3  12S Dynamic Characteristics

Symbol Parameter Min Max Unit Test Conditions
2 H i -
bk IS clock high time 40 Master fpcik = MHz, data: 24 bits, audio
tweky) I2S clock low time 40 - frequency =256 kHz
tuws) WS valid time 4 16 Master mode
ns
thws) WS hold time 1 - Master mode
tsuws) WS setup time 24 - Slave mode
thows) WS hold time 0 - Slave mode
IS slave input clock o
DuCy(sck) duty cycle 30 70 % Slave mode
tsu(sp_MR) 10 - Master receiver
Data input setup time
tsusp_sr) 7 - Slave receiver
thsp_mRr) 7 - Master receiver
Data input hold time
thso_sr) 4 - Slave receiver
ns
tusp_sm) Data output valid time - 10 Slave transmitter (after enable edge)
thsp_sm) Data output hold time 4 - Slave transmitter (after enable edge)
tyso_mm) Data output valid time - 4 Master transmitter (after enable edge)
thsp_mm) Data output hold time 0 - Master transmitter (after enable edge)
Note:
1. Guaranteed by design.

Table 9.6-4 12S Characteristics

t(CKH) = »

CK output

CPOL=0 _/_\_/_\\ / \ / ..... \
/[ \

:
TR S

CPOL=1 \ /
- »- t,(CKL) — th(WS)
wsoutput — N__ 0
t(SD_ST) th(SD_ST)
SDyransmit X LSB transmit® X MSB transmit Bitn transmit LSB transmit

t(SD_MR) t(SD_MR)
SDreceive X LSB receive® MSB receive Bitn receive LSB receive

Figure 9.6-5 IS Master Mode Timing Diagram
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v/ N/ \__/ -/
e TSN

tw(CKH) —= > > t,(CKL) —> th(WS)
WS input : _______
tsu(WS) t(SD_ST) tn(SD_ST)
SDyansmit X LSB transmit® X MSB transmit Bitn transmit LSB transmit

t(SD_SR) t(SD_SR)
SDreceive X LSB receive® MSB receive Bitn receive >< LSB receive

CK Input

Figure 9.6-6 I°S Slave Mode Timing Diagram
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9.6.4 I2C Dynamic Characteristics

Symbol Parameter Standard Mode? Fast Model!i? Unit
Min Max Min Max
tLow SCL low period 4.7 - 1.3 - us
thicH SCL high period 4 - 0.6 - us
tsu: sTA Repeated START condition setup time 4.7 - 0.6 - us
thp: sTA START condition hold time 4 - 0.6 - us
tsu: sTo STOP condition setup time 4 - 0.6 - us
teur Bus free time 4,78 - 1.28 - us
tsu:paT Data setup time 250 - 100 - ns
tuopar  |Data hold time oul 3.450 ol 0.88 us
tr SCL/SDA rise time - 1000 20+0.1C, 300 ns
t SCL/SDA fall time - 300 - 300 ns
Ch Capacitive load for each bus line - 400 - 400 pF
Note:
1. Guaranteed by characteristic, not tested in production
2. HCLK must be higher than 2 MHz to achieve the maximum standard mode I1°C frequency. It must be higher than 8
MHz to achieve the maximum fast mode I2C frequency.
3. I2)C controller must be retriggered immediately at slave mode after receiving STOP condition.
4. The device must internally provide a hold time of at least 300 ns for the SDA signal in order to bridge the undefined
region of the falling edge of SCL.
5. The maximum hold time of the Start condition has only to be met if the interface does not stretch the low period of
SCL signal.
Table 9.6-5 I2C Characteristics
Repeated
STOP START START STOP
SDA
taur -
SCL
- <«
tho;sTA 4 t tsusTa tsu;sto
HD;DAT SU;DAT

Figure 9.6-7 I°2C Timing Diagram
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9.6.5 USB Characteristics
9.6.5.1 USB Full-Speed Characteristics

Symbol Parameter Min. Typ. Max. Unit Test Conditions

Vob Operation Voltage 3.0 3.6 \%

Vg Input High (driven) 2.0 - - \% -

Vi Input Low - - 0.8 \% -

Voi Differential Input Sensitivity - 0.2 - \% |PADP-PADM|

Veu Differential 08 ) 25 v i
Common-mode Range

Vee _?Lnrglser;glr;ded Receiver 0.8 ) 20 v }
Receiver Hysteresis - 200 - mV Single End RX

VoL Output Low (driven) 0 - 0.3 \% -

Vou Output High (driven) 2.8 - 3.6 \% -

Vcrs Output Signal Cross Voltage 1.3 - 2.0 \% -

Reu Pull-up Resistor 0.9 1.2 1.575 kQ DATARPU2=1

Reu Pull-up Resistor 1.425 2.3 3.09 kQ DATARPU2=0

Rep Pull-down Resistor 14.25 19.5 24.8 kQ -

Vo [pweam portpulup R0y | 30 : 36| v :

Zprv Driver Output Resistance - 10 - Q -

Cin Transceiver Capacitance - - 26 pF -

Table 9.6-6 USB Full-Speed Characteristics

9.6.5.2 USB Full-Speed PHY characteristics

Symbol Parameter Min U4 Typ Max Ut Unit Test Conditions
Ter rise time 4 - 20 ns -
Tee fall time 4 - 20 ns -
Trrrr rise and fall time matching 90 - 111.11 % Terer = Trr/Tre
Note:
1. Guaranteed by characterization result, not tested in production.

Table 9.6-7 USB Full-Speed PHY Characteristics
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9.6.6 SDIO Characteristics
9.6.6.1 SDIO Default Mode Timing
Symbol Parameter Min Typ Max Unit Test Condition
- SD_CLK Period 40
- - ns -
P-sp-cue (Data Transfer Mode)
T SD_CLK Period 2,500
, - - ns
P-Sp-cuctp (Identification Mode)
Th_sp_ck SD_CLK High Time - 20 - ns -
TL sp cik SD_CLK Low Time - 20 - ns -
SD_DATA Setup Time to
Tsu_son . 5 - - ns -
SD_CLK Rising
T SD_DATA Hold Time from 5 ) B ns B
HD_SD_IN SD_CLK Rising
T SD_CLK Falling to 14
- - ns -
pRY-SP-ouT Valid SD_DATA Delay
Note:
1. Guaranteed by characterization result, not tested in production.
Table 9.6-8 SDIO Default Mode Timing
<71—F‘7SD7CLK—>
4¢—T_ sp c.k——P4—Ty sp clk—P
SDx_CLK I
SDx_CMD | |
SDx_DATA[3:0] 3 3
(Input Mode)
Tsujso_iN 4’; < i
—> ;‘7 Thp_sp_in
SDx_CMD §
SDx_DATA[3:0] 3
(Output Mode)
ToLy sp_outr —P ;‘*
Figure 9.6-8 SDIO Default Mode
9.6.6.2 SDIO Dynamic characteristics
Symbol Parameter Min Typ Max Unit Test Condition
TP?SD?CLK SD_CLK Period 20 - - ns -
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Th_sp_cix SD_CLK High Time 7 - - ns .
TLﬁSDﬁCLK SD_CLK Low Time 7 - - ns _
SD_DATA Setup Time to
Tsu_so.n . 6 - - ns -
SD_CLK Rising

T SD_DATA Hold Time from
HD_SD_IN SD_CLK Rising

; SD_CLK Falling to 14
i _ ns B
DLY_SD_OUT Valid SD_DATA Delay

T SD_DATA Hold Time from
HD_SD_OUT SD_CLK Rising

Note:

=

Guaranteed by characterization result, not tested in production.

Table 9.6-9 SDIO Dynamic Characteristics

4¢—Tpspok—————»
4T sp clk—P»4—Ty sp_ck—P

SDx_CLK

SDx_CMD
SDx_DATA[3:0]
(Input Mode)

Tsu_sp N ﬂ ——
—p h THp_sp_In
SDx_CMD § §
SDx_DATA[3:0] i !
(Output Mode) | |
4—TpLy sp out—— ™ —> 147 THo_sp_out

Figure 9.6-9 SDIO High-speed Mode
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9.6.7 Camera Capture Interface (CCAP) Characteristics

Symbol Parameter Min Typ Max Unit Test Condition
Te cearpok  |CCAP_PCLK Period 20 - - ns
Th_ccar pcik  |[CCAP_PCLK High Time - 10.0 - ns
T. ccap pcik |CCAP_PCLK Low Time - 10.0 - ns

CCAP_HSYNC, CCAP_VSYNC,
TSUfCCAPfIN CCAP_F'ELD and CCAP_DATA 4 - - ns
Setup Time to CCAP_PCLK Rising

CCAP_HSYNC, CCAP_VSYNC,
T CCAP_FIELD and CCAP_DATA ) ) )

HD_CCAP N | Hold Time from CCAP_PCLK ns
Rising

Note:
1. Guaranteed by design.

Table 9.6-10 Camera Capture Interface Timing

‘
4 Tp ccap polk >

‘
‘
:

4—T__ccap_pcLk——P 4T _ccap_poik—P

CCAP_PCLK / \ —\—

CCAP_HSYNC
CCAP_VSYNC |
CCAP_FIELD 3

CCAP_DATA

Tsu ccap.in —P

47
—> 4— Tup_ccarin

Figure 9.6-10 Camera Capture Interface Timing Diagram
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9.7 Flash DC Electrical Characteristics

The devices are shipped to customers with the Flash memory erased.

Symbol Parameter Min Typ Max Unit Test Condition
Ve Supply voltage 1.08 - 1.32 \Y
Terase Page erase time - - 160 ms
Trroc Program time - - 50 us
TA = 25°C
Iop1 Read current - 4.12 - mA
lob2 Program current - 5 - mA
lops Erase current - 5 - mA
Nenpur Endurance 10,000 - cycles? |T, =-40°C~125°C
TBD - - year |10 kcycleP! T = 55°C
Trer Data retention 10 - - year |10 kcycleP®! T = 85°C
TBD - - year |10 keycle® T = 125°C
Note:
VeLa is source from chip internal LDO output voltage.
Number of program/erase cycles.
Guaranteed by design.
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10 ABBREVIATIONS

10.1 Abbreviations

Acronym Description

ACMP Analog Comparator Controller

ADC Analog-to-Digital Converter

AES Advanced Encryption Standard

APB Advanced Peripheral Bus

AHB Advanced High-Performance Bus

BOD Brown-out Detection

CAN Controller Area Network

CCAP Camera Capture Interface

DAP Debug Access Port

DES Data Encryption Standard

EADC Enhanced Analog-to-Digital Converter

EBI External Bus Interface

EMAC Ethernet MAC Controller

EPWM Enhanced Pulse Width Modulation

FIFO First In, First Out

FMC Flash Memory Controller

FPU Floating-point Unit

GPIO General-Purpose Input/Output

HCLK The Clock of Advanced High-Performance Bus
HIRC 12 MHz Internal High Speed RC Oscillator
HXT 4~24 MHz External High Speed Crystal Oscillator
IAP In Application Programming

ICP In Circuit Programming

ISP In System Programming

LDO Low Dropout Regulator

LIN Local Interconnect Network

LIRC 10 kHz internal low speed RC oscillator (LIRC)
MPU Memory Protection Unit

NVIC Nested Vectored Interrupt Controller
PCLK The Clock of Advanced Peripheral Bus
PDMA Peripheral Direct Memory Access

PLL Phase-Locked Loop
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PWM Pulse Width Modulation

QEI Quadrature Encoder Interface
SD Secure Digital

SPI Serial Peripheral Interface

SPS Samples per Second

TDES Triple Data Encryption Standard
TK Touch Key

TMR Timer Controller

UART Universal Asynchronous Receiver/Transmitter
UCID Unique Customer ID

usB Universal Serial Bus

WDT Watchdog Timer

WWDT Window Watchdog Timer

Table 10.1-1 List of Abbreviations
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11 PACKAGE DIMENSIONS

11.1 QFN 33L (5x5x0.8 mm? Pitch 0.5 mm)

R o |ees(©
(2 o]
SEATIMEG PLAMNE
. g :
|
FIM 1 CORKER — |
1
T —— : ——————— S5
1
|
1
|
1
N |
[=[aaalc]
TOF WIEW
J SYMBOL | MIN | NOM | MAX
TOTAL THICKNESS A 07 | 075 | 08
EEJ TT] |_|i|_| T sz L~ PR TIESTAND OFF Al 0 0.035 | 005
- ! A, OLD THICKNESS A2 -— | 05 | 057
— ! e | /F THICKNESS A3 0.203 REF
— | - LEAD WIDTH b 02 | 025 | 03
— i - e |l X D 5 BSC
| | S RE PO SIE Y E 5 BSC
g ! ‘E —+—  Eo e 0.5 BSC
| - J 3.4 35 36
1 i \ - K 34 35 36
= I \_3 LEAD LENGTH L 035 | 04 | 045
| OO TIITIY ™M pposen s |PACKAGE EDGE TOLERANCE aaa 0.1
o el " ATIACH PADMOLD FLATNESS bbb 0.1
EIEETEnE COPLANARITY cce 0.08
SoTTON viEN LEAD OFFSET ddd 0.1
VEW Mg FXPOSED PAD OFFSET ece 01
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11.2 LQFP 48L (7x7x1.4 mm?3 Footprint 2.0mm)

Hy ‘
.

36 25
LY |

NO0000n0nnnn
TUUTIONUIT]
[
SRR

?{@UUU@%UUU%

[ |
SEAIING PLANE SO AT

Controlling dimension : Millimeters

Dimension in inch Dimension in mm
Min [Nom| Max | Min |[Nom | Max
A J— J— J— J— J— J—
A1 0.002| 0.004 | 0.006 | 0.05 | 0.10 | 0.15
Az 0.053 |0.055 | 0.057 | 1.35 |1.40 |1.45

b 0.006 {0.008 [0.010 | 0.15 |0.20 |0.25
c 0.004 |0.006 |0.008 | 0.10 |0.15 |0.20
D 0.272 |0.276 |0.280 | 6.90 | 7.00 | 7.10
E 0.272 |0.276 |0.280 | 6.90 | 7.00 | 7.10
e 0.014 | 0.020 [0.026 | 0.35 |0.50 |0.65
Ho 0.350 |0.354 |0.358 | 8.90 |9.00 |9.10
He 0.350 |0.354 |0.358 | 8.90 [9.00 |9.10
L 0.018 |0.024 | 0.030 | 0.45 | 0.60 |0.75
L1 — 0039 | — | — |100 | —
Y — | — o004 | — | — |o10
[¢] 0 — |7 0 — | 7
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11.3 LQFP 64L (7x7x1.4 mm?3 footprint 2.0 mm)

@ 4% [ ]ebb[YT-U[Z]
o/z
PINT CORNER h-_ GG SYMBOL | MIN | NOM | MAX
o | B TOTAL THICKNESS A — | ——T1 18
AA3AR ARA A HARRE STAND OFF A oo [—— o
= | 148 MOLD THICKMNESS 42 1.35 | 1.4 [ 1.45
e N i == LEAD WDTH{PLATING) b 013 | 018 | 0.23
— : = LEAD WODTH b1 013 | 0186 | 019
.:.:':': | = L/F THICKNESS(PLATING) . 009 | — 1 02
[E] TE;_'_'_]_'_'_?Eir_ [e1] |L/F THICKNESS cl 0.09 | —— | 016
—— = X D 9 BSC
— | = Y E 9 BSC
Ef2| 5 | ——— BODY SIZE X o1 7 BsC
16 | =33 Y El 7 B5C
A LEAD PITCH & 0.4 BSC
| L 0.45 | 06 [ 0.75
FOOTPRINT L1 1 REF
1 0 [ 35 7
0l [ —
B2 1B 12° 13
03 1" [Fl EES
R1 008 [ — [ -——
RZ 008 |[—— | 02
s 02 | — ] -——
FACKAGE EDGE TOLERANCE[ aan 0.2
i ~ LEAD EDGE TOLERAMCE bbb 0.2
I Hl"_ JLW i COPLANARITY cec 0.08
SEATING e/2 || |— LEAD OFFSET ddd 0.07
SIDE_VIEW MOLD FLATNESS ese 0.05
FLATING —\ /— BASE METAL |
Fo
sl A A2
l L 0.25
b R I@AUGE PLANE
—-—b_—. — |
wmd I
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11.4 LQFP 128L (14x14x1.4 mm?3 footprint 2.0 mm)

% 5 Qﬁm

L T A N

e \Agﬂ
IIIIIIII|IIIIIIIIIIIIII e

b e

COTROL DIMENSIONS ARE IN MILLIMETERS.

MILLIMETER INCH
SYMBOL
MIN. | NOM.| MAX. | MIN.| NOM.| MAX.
A — | —|160| — | —|0.063
A1 | 005 | — | 0.15]0.002| — |0.006
A2 | 1.35 | 1.40 | 1.45 |0.053| 0.055|0.057
HD 16.00 BSC. 0.630 BSC.
D 14.00 BSC. 0.551 BSC.
HE 16.00 BSC. 0.630 BSC.

14.00 BSC. 0.551 BSC.

0.13‘ 0.16 ‘ 0.23 0.005‘0.006‘0.009

E

b

e 0.40 BSC. 0.016 BSC.

6 |o 35| 7| o 35| 7
C

L

L

Y

0.09 | — | 0.20 |0.004| — |0.008

0.45 | 0.60 | 0.75 |0.018]0.024]0.030

1 1.00 REF 0.039 REF

- ‘ - ‘ 0.1 - ‘7 ‘OAOOAL
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11.5 LQFP 144L (20x20x1.4 mm?3 footprint 2.0 mm)

Dimensich in mm Dimensicn in inch
Symbol - -
Min MNam | Maox Min | Nom | Max
A —_— — | 1.60 —_— — |0.0B5
An 005 | —| — ||0.002] — | —

Az 1.35 | 1.40| 1.45 || 0.053 | 0.055 |0.057
b 017 | 0.22| 0.27 || 0.007 |0.009 [0.011

D/ b4 0.20 REF 0.008 REF
PN c D12 | — [ o0.20 |[0.005] — [o.008
108 ) /—A c1 0.13 REF 0.005 REF
% INLINITA0AE A LT A0 AnnnAnnnnnnn D 21.85|22.00|22.15 || 0.B60|0.866 |0.B72
= = 7 D4 19.90|20.00|20.10 || 0.783 | 0.787 | 0.791
g O = E  |21.85|22.00(22.15 || 0.860 |0.866 |0.872
= i = E. |[19.90|20.00|20.10 || 0.783]0.787 [0.781
= = 0.50 BSC 0.020 BSC
= | = L 0.45 ][ 0.60]0.75 || 0.018]0.024 [0.030
= N = & E L 1.00 REF 0.039 REF
= Al A Ri 0.15 REF 0.006 REF
=R Rz 0.15 REF D.006 REF
P =P S 0.13 REF 0.007 REF
m,L e oclss][ 7 |[o 35 [ 7
=2 ~ Ee 81 7 REF 7 REF
PIN 1 Mmoo g oo S 12" REF 12" REF
IDENTIRER ! 3 O3 12" REF 12° REF
A} A2 -
A o _qug - OSCSEATING PLANE

WITH PLATING b/AA
| GAGE | PLANE |

S
b ﬁﬁte -
ﬁ‘- i

BASE b1
METAL =

0

S

SECTION A—A SECTION B-B
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12 REVISION HISTORY

Date Revision Description

2018.03.30 1.00 1. Preliminary version.

1. Added the note “the SRAM bank2 has additional two wait cycles when reading data”
in section 6.2.7.

2. Added the note that HXT should be 12 MHz for USB High-speed application in
Figure 6.3-1.

2018.07.16 1.01

Added new M480 256 KB Flash product lines.

. Added features comparison tables in FMC, BPWM, SDH, Crypto and EADC
2019.06.20 2.00 peripherals.

3. Added section 6.44 Peripherals Interconnection which allow autonomous
communication or synchronous action between peripherals.

2019.08.20 2.01 1. Removed M48xGAAE parts information in Selection Guide.

1. Added new M480 128 KB Flash product lines:
- M481 product line: M481ZEBAE, M481LE8SAE and M481SE8AE
- M482 product line: M482ZEBAE, M482LEBAE and M482SESAE
- M483 product line: M483SESAE

2019.10.20 2.02

1. Added new part M487KMCAN

2. Added notes about the hardware reference design for ICE_DAT, ICE_CLK and
NRESET pins in section 4.2, 4.3 and chapter 7.

Fixed SPIx clock PCLK defined in Figure 6.3-1.
4. Added CCAP_SCLK and removed HSOTG clock in Figure 6.3-2.

2020.05.08 3.00

1.  Added notes about the register HCLKDIV in Figure 6.3-2.

2020.11.02 3.01
2. Added notes about external crystal HXT and LXT in Table 9.4-4 and Table 9.4-7.

2020.12.08 3.02 1. Added external crystal part number in Table 9.4-4 and Table 9.4-7 notes.

Updated the Max. current of DPD mode in section 9.3.1.
Revised UART, TIMER and WDT clocks in Table 6.2-5
Added section 8.1.4.1 Electrostatic discharge (ESD)
Added section 8.1.4.2 Static latchup

2022.02.22 3.03 Added section 8.1.4.3 Electrical fast transients (EFT)
Added section 8.1.5 Package Moisture Sensitivity (MSL)

Added section 8.1.6 Soldering Profile

© N o 0k~ w0 DN PE

Added InRush current in section 8.2
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Important Notice

Nuvoton Products are neither intended nor warranted for usage in systems or equipment, any
malfunction or failure of which may cause loss of human life, bodily injury or severe property
damage. Such applications are deemed, “Insecure Usage”.

Insecure usage includes, but is not limited to: equipment for surgical implementation, atomic
energy control instruments, airplane or spaceship instruments, the control or operation of
dynamic, brake or safety systems designed for vehicular use, traffic signal instruments, all types
of safety devices, and other applications intended to support or sustain life.

All Insecure Usage shall be made at customer’s risk, and in the event that third parties lay claims
to Nuvoton as a result of customer’s Insecure Usage, customer shall indemnify the damages and
liabilities thus incurred by Nuvoton.

Please note that all data and specifications are subject to change without notice.
All the trademarks of products and companies mentioned in this datasheet belong to their respective owners
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